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<Start of modified section>
Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	…
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.9.5
	Successful Cell Reselection with RAU – Qoffset value modification; UTRAN to GPRS (CELL_FACH)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service
	1 Execution: PS
	

	8.3.9.5a
	Successful Cell Reselection with RAU – Qoffset value modification; UTRAN to GPRS (CELL_FACH), 1.28Mcps TDD
	Rel-9
	C869
	UEs supporting 1.28Mcps TDD and GSM. UE supporting PS bearer service
	1 Execution: PS
	

	8.3.11
	Inter-RAT cell change order from UTRAN
	
	
	
	
	

	8.3.11.1
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA1/UIA1 and GEA32 ciphering
	R99
	C360a
	UEs supporting FDD and GSM. UE supporting PS bearer service and GEA2.
	1 Execution: PS
	

	8.3.11.1a
	VoidInter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA2/UIA2 and GEA2 ciphering
	Rel-7
	C662b
	UEs supporting FDD and GSM. UE supporting PS bearer service and supporting UEA2/UIA2 and GEA2.
	1 Execution: PS
	

	8.3.11.1b
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA2/UIA2 and GEA3 ciphering
	Rel-7
	C662
	UEs supporting FDD and GSM. UE supporting PS bearer service and supporting UEA2/UIA2.
	1 Execution: PS
	

	8.3.11.1c
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA2/UIA2 and GEA4 ciphering
	Rel-9
	C662a
	UEs supporting FDD and GSM. UE supporting PS bearer service and supporting UEA2/UIA2 and GEA4.
	1 Execution: PS
	

	8.3.11.2
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Success
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service
	
	



<End of modified section>
<Start of modified section>
Table 1a: Applicability of tests Conditions
	C01	IF A.1/1 THEN R ELSE N/A

	C01a	IF A.1/1 AND A.1/12 THEN R ELSE N/A

	C01b	IF A.1/1 AND A.1/13 AND ([56]A.4.5-2/3 OR [56]A.4.5-2/4) THEN R ELSE N/A

	C01c	IF A.1/1 AND A.1/13 AND [56]A.4.5-2/4 THEN R ELSE N/A

	C01d	IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	…

	C359	IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9) THEN R ELSE N/A

	C360	IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 THEN R ELSE N/A

	C360a	VoidIF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND [52] A.2/75 THEN R ELSE N/A

	C361	IF A.1/3 AND A.18h/2 THEN R ELSE N/A

	…

	C660	IF A.1/1 AND A.18a/22 AND A.18a/24 THEN R ELSE N/A

	C661	IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/35 AND [52] A.2/73 THEN R ELSE N/A

	C661a	IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/35 AND [52] A.2/87 THEN R ELSE N/A

	C662	IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/35 THEN R ELSE N/A

	C662a	IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/35 AND [52] A.2/88 THEN R ELSE N/A

	C662b	VoidIF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/35 AND [52] A.2/75 THEN R ELSE N/A

	C663	IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C664	IF A.1/11 AND A.10/13 AND A.18b/18 THEN R ELSE N/A

	C665	IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/1 THEN R ELSE N/A

	C666	IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/2 THEN R ELSE N/A


<End of modified section>
<Start of modified section>
[bookmark: _Toc147236289]C.2	FDD/GSM band combinations for inter-RAT tests
It is recommended the following labelling convention should be used for the inter-RAT derivative test cases covering different FDD/GSM band combinations: 
"Test Case number"(“FDD band”-“GSM Frequency band”) 
FDD bands are listed using Roman numerals.
For example: 6.2.1.1(I-900) for inter-RAT test covering FDD band I and GSM 900.
The above mentioned labelling convention shall apply to the following inter-RAT tests defined in TS 34.123-1:
	Test Type
	Test Case Number

	Idle Mode
	6.2.1.1, 6.2.1.2, 6.2.1.2a, 6.2.1.3, 6.2.1.4, 6.2.1.5, 6.2.1.6, 6.2.1.7, 6.2.1.8, 6.2.1.8a.1, 6.2.1.8a.2, 6.2.1.8a.3, 6.2.1.9, 6.2.1.11, 6.2.2.1, 6.2.2.2, 6.2.2.3, 6.2.2.4, 6.2.2.5, 6.2.2.6, 6.3.2.3

	RRC
	8.1.2.12, 8.1.2.13, 8.1.5.6, 8.3.7.1, 8.3.7.1a, 8.3.7.1b, 8.3.7.2, 8.3.7.2a, 8.3.7.3, 8.3.7.3a, 8.3.7.4, 8.3.7.5, 8.3.7.6, 8.3.7.7, 8.3.7.8, 8.3.7.9, 8.3.7.10, 8.3.7.11, 8.3.7.12, 8.3.7.13, 8.3.7.14, 8.3.7.15, 8.3.7.16, 8.3.7.17, 8.3.9.1, 8.3.9.2, 8.3.9.3, 8.3.9.4, 8.3.9.5, 8.3.11.1, 8.3.11.1a, 8.3.11.1b 8.3.11.2, 8.3.11.3, 8.3.11.4, 8.3.11.5, 8.3.11.6, 8.3.11.7, 8.3.11.8, 8.3.11.9, 8.3.11.10, 8.3.11.11, 8.3.11.12, 8.3.11.13, 8.3.11.14, 8.3.11.15, 8.3.11.16, 8.3.11.17, 8.3.11.18, 8.4.1.31, 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.40, 8.4.1.48, 8.7.2.1

	Mobility Management
	12.8



<End of modified section>
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