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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#103 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1990
	-
	Rel-17
	CR to 38.101-1 on correction of CA_n2A-n78A UL configuration
	F
	17.12.0
	RAN4#110
	R4-2400186
	Apple
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-1
	1991
	-
	Rel-18
	CR to 38.101-1 on correction of CA_n2A-n78A UL configuration
	A
	18.4.0
	RAN4#110
	R4-2400187
	Apple
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-1
	2044
	1
	Rel-17
	(NR_CADC_R17_2BDL_xBUL-Core) Correction to MSD IMD test points
	F
	17.12.0
	RAN4#110
	R4-2403813
	Qualcomm France
	NR_CADC_R17_2BDL_xBUL-Core
	7.3A5
	TS/TR ... CR ... ; TS 38.521 series; TS/TR ... CR ... 

	38.101-1
	2059
	-
	Rel-17
	(NR_CADC_R17_3BDL_2BUL) CR for TS 38.101-1 on inter-band CA for n46-n48-n96 (R17)
	F
	17.12.0
	RAN4#110
	R4-2400909
	ZTE Corporation, Charter Communications
	NR_CADC_R17_3BDL_2BUL-Core
	5.2A.2.2, 5.5A.3.2
	TS/TR ... CR ... ; TS/TR ... CR ... 38.521-1; TS/TR ... CR ... 

	38.101-1
	2060
	-
	Rel-18
	(NR_CADC_R17_3BDL_2BUL) CR for TS 38.101-1 on inter-band CA for n46-n48-n96 (R18_CAT_A)
	A
	18.4.0
	RAN4#110
	R4-2400910
	ZTE Corporation, Charter Communications
	NR_CADC_R17_3BDL_2BUL-Core
	5.2A.2.2, 5.5A.3.2
	TS/TR ... CR ... ; TS/TR ... CR ... 38.521-1; TS/TR ... CR ... 

	38.101-1
	2095
	-
	Rel-17
	(NR_CADC_R17_2BDL_xBUL-Core) CR to correct carrier frequencies used in REFSENS exceptions due to IMD for CA_n26-n70 - TS38.101-1, Rel-17, Cat-F
	F
	17.12.0
	RAN4#110
	R4-2401384
	Anritsu Limited
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-1
	2096
	-
	Rel-18
	(NR_CADC_R17_2BDL_xBUL-Core) CR to correct carrier frequencies used in REFSENS exceptions due to IMD for CA_n26-n70 - TS38.101-1, Rel-18, Cat-A
	A
	18.4.0
	RAN4#110
	R4-2401385
	Anritsu Limited
	NR_CADC_R17_2BDL_xBUL-Core
	7.3A.5 (Table 7.3A.5-1)
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	2120
	-
	Rel-17
	(NR_CADC_R17_2BDL_xBUL-Core) CR for TS 38.101-1 to clarify the applicable SCS when UE testing (R17)
	F
	17.12.0
	RAN4#110
	R4-2401775
	Huawei, HiSilicon
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-1
	2121
	-
	Rel-18
	(NR_CADC_R17_2BDL_xBUL-Core) CR for TS 38.101-1 to clarify the applicable SCS when UE testing (R18)
	A
	18.4.0
	RAN4#110
	R4-2401776
	Huawei, HiSilicon
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-1
	2166
	-
	Rel-17
	[NR_CADC_R17_2BDL_xBUL] CR for 38.101-1: Correct missing CA_n71-n77 Harmonic
	F
	17.12.0
	RAN4#110
	R4-2402453
	T-Mobile USA
	NR_CADC_R17_2BDL_xBUL-Core
	7.3A.4
	TS/TR ... CR ... ; TS/TR 38.521-1 CR ... ; TS/TR ... CR ... 

	38.101-1
	2167
	-
	Rel-18
	[NR_CADC_R17_2BDL_xBUL] CR for 38.101-1: Correct missing CA_n71-n77 Harmonic
	A
	18.4.0
	RAN4#110
	R4-2402454
	T-Mobile USA
	NR_CADC_R17_2BDL_xBUL-Core
	7.3A.4
	TS/TR ... CR ... ; TS/TR 38.521-1 CR ... ; TS/TR ... CR ... 

	38.101-3
	1147
	-
	Rel-17
	(NR_CADC_R17_2BDL_xBUL-Core) CR for TS38.101-3: Remove unsupported NR-DC configuration from FR1-FR2 NR-DC combination table
	F
	17.12.0
	RAN4#110
	R4-2401243
	ZTE Corporation
	NR_CADC_R17_2BDL_xBUL-Core
	5.5B.7.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	1148
	-
	Rel-18
	(NR_CADC_R17_2BDL_xBUL-Core) CR for 38.101-3: Remove unsupported NR DC configuration from FR1-FR2 NR-DC combination table
	A
	18.4.0
	RAN4#110
	R4-2401244
	ZTE Corporation
	NR_CADC_R17_2BDL_xBUL-Core
	5.5B.7.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-4
	0474
	-
	Rel-16
	(NR_DL256QAM_FR2-Perf) Correction to 256QAM CQI reporting
	F
	16.15.0
	RAN4#110
	R4-2400315
	Rohde & Schwarz
	NR_DL256QAM_FR2-Perf
	
	

	38.101-4
	0475
	-
	Rel-17
	(NR_DL256QAM_FR2-Perf) Correction to 256QAM CQI reporting
	A
	17.11.0
	RAN4#110
	R4-2400316
	Rohde & Schwarz
	NR_DL256QAM_FR2-Perf
	
	

	38.101-4
	0476
	-
	Rel-18
	(NR_DL256QAM_FR2-Perf) Correction to 256QAM CQI reporting
	A
	18.2.0
	RAN4#110
	R4-2400317
	Rohde & Schwarz
	NR_DL256QAM_FR2-Perf
	
	

	38.101-4
	0478
	1
	Rel-17
	(NR_DL1024QAM_FR1-Perf) Add New Es value for EVM=2.5% (R17)(Cat.F)
	F
	17.11.0
	RAN4#110
	R4-2403072
	QUALCOMM Incorporated
	NR_DL1024QAM_FR1-Perf
	
	

	38.101-4
	0505
	-
	Rel-17
	(NR_DL1024QAM_FR1-Perf) Include 1024QAM Table in ENDC Demod Requirements (R17)(Cat.F)
	F
	17.11.0
	RAN4#110
	R4-2402640
	QUALCOMM Incorporated
	NR_DL1024QAM_FR1-Perf
	9.4B.1.1.1
	TR 38.521

	38.101-4
	0507
	-
	Rel-18
	(NR_DL1024QAM_FR1-Perf) Add New Es value for EVM=2.5% (R18)(Cat.A)
	A
	18.2.0
	RAN4#110
	R4-2402758
	Qualcomm Incorporated
	NR_DL1024QAM_FR1-Perf
	
	

	38.101-4
	0509
	-
	Rel-18
	(NR_DL1024QAM_FR1-Perf) Include 1024QAM Table in ENDC Demod Requirements (R18)(Cat.A)
	A
	18.2.0
	RAN4#110
	R4-2402760
	Qualcomm Incorporated
	NR_DL1024QAM_FR1-Perf
	
	

	38.141-2
	0568
	-
	Rel-17
	(NR_cov_enh-Perf) CR for configuration of FR1 PUSCH TBoMS demodulation requirement
	F
	17.12.0
	RAN4#110
	R4-2401396
	Ericsson
	NR_cov_enh-Perf
	8.2.12
	TS/TR ... CR ... ; TS ; TS/TR ... CR ... 

	38.141-2
	0569
	-
	Rel-18
	(NR_cov_enh-Perf) CR for TS38.141-2 TBoMS configuration Rel-18
	A
	18.4.0
	RAN4#110
	R4-2401397
	Ericsson
	NR_cov_enh-Perf
	
	


