

	
3GPP TSG-RAN WG4 Meeting #110	R4-2403057
Athens, GR, Feb 26 – Mar 01, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.101-5
	CR
	0062
	rev
	1
	Current version:
	17.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	[bookmark: _Hlk106376421]Title:	
	[NR_NTN_solutions-Perf] CR to 38.101-5 Remove square brackets from Doppler values for NR NTN

	
	

	Source to WG:
	Qualcomm Inc

	Source to TSG:
	R4

	
	

	Work item code:
	NR_NTN_solutions-Perf
	
	Date:
	02/16/2024

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The maximum Doppler value for the constant Doppler case are currenlty in square brackets.

	
	

	Summary of change:
	Remove square brackets for the maximum Doppler value.

	
	

	Consequences if not approved:
	The maximum Doppler value will remain unclear for NR NTN.
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--- Start of change 1 ---
[bookmark: _Toc155382228]A.4.2	Test condition for transmitter characteristics
All requriements in section 6 for transmitter characteristics, other than frequency error in clause 6.4.1, shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
Frequency error requirement in clause 6.4.1 shall be verified for at least two cases: one with zero Doppler condition and the other with a constant Doppler shift where the range of the absolute value of Doppler is greater than zero and up to [0.93] ppm if the IE field ntn-ScenarioSupport-r17 is present and indicated as GSO and up to 24 ppm if the IE field ntn-ScenarioSupport-r17 is present and indicated as NGSO or only the IE field nonTerrestrialNetwork-r17 is present. The delay condition is a constant.
--- End of change ---
