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	TS
	CR
	Rev
	Rel
	Title
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	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-4
	0479
	-
	Rel-17
	(NR_perf_enh-Perf) Correct FRC for R.PDSCH.1-18.1 FDD (R17)(Cat.F)
	F
	17.11.0
	RAN4#110
	R4-2400636
	QUALCOMM Incorporated
	NR_perf_enh-Perf
	A.3.2.1.1
	TR 38.521

	38.101-4
	0508
	-
	Rel-18
	(NR_perf_enh-Perf) Correct FRC for R.PDSCH.1-18.1 FDD (R18)(Cat.A)
	A
	18.2.0
	RAN4#110
	R4-2402759
	Qualcomm Incorporated
	NR_perf_enh-Perf
	
	

	38.101-5
	0062
	1
	Rel-17
	[NR_NTN_solutions-Perf] CR to 38.101-5 Remove square brackets from Doppler values for NR NTN
	F
	17.6.0
	RAN4#110
	R4-2403057
	Qualcomm Inc
	NR_NTN_solutions-Perf
	A.4.2
	TS/TR ... CR ... ; TR 38.521-5; TS/TR ... CR ... 

	38.133
	3965
	-
	Rel-16
	(NR_pos-Perf) CR on positioning test cases in R16
	F
	16.18.0
	RAN4#110
	R4-2400128
	CATT
	NR_pos-Perf
	A.6.6.12, A.6.6.13, A.6.6.14, A.6.7.13, A.6.7.14, A.6.7.15, A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.10, A.7.7.11, A.7.7.12
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	3966
	-
	Rel-17
	(NR_pos-Perf) CR on positioning test cases in R17 - Cat A
	A
	17.12.0
	RAN4#110
	R4-2400129
	CATT
	NR_pos-Perf
	A.6.6.12, A.6.6.13, A.6.6.14, A.6.7.13, A.6.7.14, A.6.7.15, A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.10, A.7.7.11, A.7.7.12
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	3967
	-
	Rel-18
	(NR_pos-Perf) CR on positioning test cases in R18 - Cat A
	A
	18.4.0
	RAN4#110
	R4-2400130
	CATT
	NR_pos-Perf
	A.6.6.12, A.6.6.13, A.6.6.14, A.6.7.13, A.6.7.14, A.6.7.15, A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.10, A.7.7.11, A.7.7.12
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	3968
	-
	Rel-17
	(NR_pos_enh-Perf) CR on R17 positioning test cases in connected mode
	F
	17.12.0
	RAN4#110
	R4-2400131
	CATT
	NR_pos_enh-Perf
	A.6.6.12, A.6.6.13, A.6.6.14, A.6.6.16, A.6.7.13, A.6.7.14, A.6.7.15, A.6.7.16, A.7.6.9, A.7.6.10, A.7.6.11, A.7.6.12, A.7.7.10, A.7.7.11, A.7.7.12, A.7.7.13
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	3969
	-
	Rel-18
	(NR_pos_enh-Perf) CR on R17 positioning test cases in connected mode - Cat A
	A
	18.4.0
	RAN4#110
	R4-2400132
	CATT
	NR_pos_enh-Perf
	A.6.6.12, A.6.6.13, A.6.6.14, A.6.6.16, A.6.7.13, A.6.7.14, A.6.7.15, A.6.7.16, A.7.6.9, A.7.6.10, A.7.6.11, A.7.6.12, A.7.7.10, A.7.7.11, A.7.7.12, A.7.7.13
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	4043
	-
	Rel-18
	(NR_NTN_solutions-Perf) CR to TS 38.133: Corrections to NR NTN test cases (Rel 18)
	A
	18.4.0
	RAN4#110
	R4-2400662
	Rohde & Schwarz
	NR_NTN_solutions-Perf
	
	

	38.133
	4245
	-
	Rel-17
	(NR_pos_enh-Perf) CR to 38.133 Corrections to PRS-RSRPP accuracy requirement
	F
	17.12.0
	RAN4#110
	R4-2402674
	Ericsson
	NR_pos_enh-Perf
	
	

	38.133
	4246
	-
	Rel-18
	(NR_pos_enh-Perf) CR to 38.133 Corrections to PRS-RSRPP accuracy requirement
	A
	18.4.0
	RAN4#110
	R4-2402675
	Ericsson
	NR_pos_enh-Perf
	
	

	38.133
	4254
	1
	Rel-17
	(NR_pos_enh-Perf) CR on R17 positioning test cases in inactive mode
	F
	17.12.0
	RAN4#110
	R4-2403365
	CATT
	NR_pos_enh-Perf
	A.6.8, A.6.9, A.7.8, A.7.9
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	4255
	-
	Rel-18
	(NR_pos_enh-Perf) CR on R17 positioning test cases in inactive mode- Cat A
	A
	18.4.0
	RAN4#110
	R4-2400111
	CATT
	NR_pos_enh-Perf
	A.6.8, A.6.9, A.7.8, A.7.9
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	4256
	-
	Rel-17
	(NR_pos_enh-Core) CR on positioning core requirements in RRC_INACTIVE state in R17
	F
	17.12.0
	RAN4#110
	R4-2400116
	CATT
	NR_pos_enh-Core
	5.6
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 

	38.133
	4257
	-
	Rel-18
	(NR_pos_enh-Core) CR on positioning core requirements in RRC_INACTIVE state in R18 - Cat A
	A
	18.4.0
	RAN4#110
	R4-2400126
	CATT
	NR_pos_enh-Core
	5.6
	TS/TR ... CR ... ; TS 37.571 ; TS/TR ... CR ... 


