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	Reason for change:
	Output power dynamics test requirement for Local Area IAB-MT under 40MHz is not correct.

	
	

	Summary of change:
	Output power dynamics test requirement for Local Area IAB-MT under 40MHz equals [Tx Dynamic range +/- (Relative power tolerance + TT)]. For Local area Tx Dynamic range is 10 dB, while Relative power tolerance is 5.5 dB and TT is 0.7/1 dB for <40MHz and <100MHz, respectively. Thus, upper bound should be 16.2 dB (16.5) for the two frequency ranges in Table 6.3.2.1.5-1
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The ΔP between the power measured in step 4 and step 6 of clause 6.3.2.1.4.2 shall be:
Table 6.3.2.1.5-1: IAB-MT Output power dynamics test requirements.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement

	Wide area
	≤ 40MHz
	10 log(Maximum RB) -1.2 < ΔP ≤ 10 log(Maximum RB) + 11.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) -1.5 < ΔP ≤ 10 log(Maximum RB) + 11.5

	Local area
	≤ 40MHz
	10 log(Maximum RB) +3.8 < ΔP ≤ 10 log(Maximum RB) + 1516.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) +3.5 < ΔP ≤ 10 log(Maximum RB) + 16.5
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