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[bookmark: _Toc20955181][bookmark: _Toc29991376][bookmark: _Toc36555776][bookmark: _Toc44497483][bookmark: _Toc45107871][bookmark: _Toc45901491][bookmark: _Toc51850570][bookmark: _Toc56693573][bookmark: _Toc64447116][bookmark: _Toc66286610][bookmark: _Toc74151305][bookmark: _Toc88653777][bookmark: _Toc97904133][bookmark: _Toc98868198][bookmark: _Toc105174482][bookmark: _Toc106109319][bookmark: _Toc113825140][bookmark: _Toc155959810]9.1.1.2	HANDOVER REQUEST ACKNOWLEDGE
This message is sent by the target NG-RAN node to inform the source NG-RAN node about the prepared resources at the target.
Direction: target NG-RAN node  source NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	ignore

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	M
	
	9.2.1.2
	Ignored, if the CHO-CPAC Configuration Indicator IE is included within the CHO-CPAC Information IE and set to "cho-only-not-prepared".
	YES
	ignore

	PDU Session Resources Not Admitted List
	O
	
	9.2.1.3
	
	YES
	ignore

	Target NG-RAN node To Source NG-RAN node Transparent Container
	M
	
	OCTET STRING
	Either includes the HandoverCommand message as defined in subclause 10.2.2 of TS 36.331 [14], if the target NG-RAN node is an ng-eNB,
or the HandoverCommand message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB. Ignored if the CHO-CPAC Configuration Indicator IE is included within the CHO-CPAC Information IE and set to "cho-only-not-prepared".
	YES
	ignore

	UE Context Kept Indicator
	O
	
	9.2.3.68
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs transferred to MN
	O
	
	DRB List
9.2.1.29
	In case of DC, indicates that SN Status is needed for the listed DRBs from the S-NG-RAN node.
	YES
	ignore

	[bookmark: _Hlk44411358]DAPS Response Information 
	O
	
	9.2.1.34
	
	YES
	reject

	Conditional Handover Information Acknowledge
	O
	
	
	
	YES
	reject

	>Requested Target Cell ID
	M
	
	Target Cell Global ID
9.2.3.25
	Target cell indicated in the corresponding HANDOVER REQUEST message
	–
	

	[bookmark: _Hlk44411364]>Maximum Number of CHO Preparations
	O
	
	9.2.3.101
	
	–
	

	>CHO-CPAC Information
	O
	
	9.2.3.202
	
	YES
	reject

	MBS Session Information Response List
	O
	
	9.2.1.38
	
	YES
	ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	ignore

	PDU Set based Handling Indicator
	O
	
	9.2.3.206
	
	YES
	ignore
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[bookmark: _Toc155960255]9.2.3.202	CHO-CPAC Information
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHO-CPAC Configuration Indicator
	O
	
	ENUMERATED (cho-only-not-prepared, …)
	The value “cho-only-not-prepared” indicates that either CHO without SCG or CHO with SCG has not been prepared.

	Multiple Target S-NG-RAN Node List
	
	0..1
	
	

	>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	

	>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	

	>>PDU Session Resources Admitted List
	M
	
	9.2.1.2
	

	>>Candidate PSCell List
	
	1
	
	

	>>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	

	>>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	

	>>>>Target NG-RAN node To Source NG-RAN node Container
	M
	
	OCTET STRING
	Includes the HandoverCommand message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB.



	Range bound
	Explanation

	maxnoofTargetSNs
	Maximum number of the target S-NG-RAN nodes. Value is 8.

	maxnoofPSCellCandidate
	Maximum number of the candidate PSCells. Value is 8.
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CHO-CPAC-Information ::= SEQUENCE {
	cHO-CPAC-config-indicator		CHO-CPAC-Config-Indicator		OPTIONAL,
	cHO-target-SN-node-list			CHO-target-SN-node-list			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {CHO-CPAC-Information-ExtIEs}}	OPTIONAL,
	...
}

CHO-CPAC-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}
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