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1. Overall Description:
RAN1 thanks RAN2 LS (R1-2401949/R2-2401912) on positioning MAC agreements, RAN1 discussed the two actions in RAN1#116bis, RAN1 would like to provide responses as follows respectively.

For Action 1
· RAN2 would like to ask RAN1, regarding the minimum time gap between the last symbol of SL-PRS and the start of the first symbol of PSFCH reception that is associated with the PSSCH transmission on SL-PRS shared resource pool, whether a new RRC parameter is needed.
RAN1 reply
· From RAN1 point of view, a new RRC parameter is not necessary to configure the minimum time gap between last symbol of SL PRS and the start of the first symbol of the PSFCH reception that is associated with the PSSCH transmission on SL-PRS shared resource pool.

For Action2:
· RAN2 would like to ask RAN1 and RAN4 to take the two agreements regarding CA positioning into account:
· R17 RSRP-based TA validation for positioning SRS transmission in RRC_INACTIVE can be reused for positioning SRS bandwidth aggregation in RRC_INACTIVE.
· Different carriers in SRS bandwidth aggregation belong to the same TAG, for both RRC_CONNECTED and RRC_INACTIVE. No spec change is needed.
RAN1 reply
· In addition to the agreement made in RAN2, it is RAN1 understanding that Rel-18 area RSRP-based TA validation (introduced by positioning SRS validity area for LPHAP) should also be reused for positioning SRS bandwidth aggregation in multiple cells within positioning SRS validity area for UEs in RRC_INACTIVE.

2. Actions:
To RAN2
ACTION: 	RAN1 respectfully requests RAN2 to take above responses into account in their future work and feedback if RAN1 understanding is incorrect on the applicability of Rel-18 area RSRP-based TA validation for the positioning SRS bandwidth aggregation in multiple cells within the positioning SRS validity area.


3. Date of Next RAN WG1 Meetings:
RAN WG1 Meeting#117			May 20th – 24th 2024			Fukuoka, Japan
RAN WG1 Meeting#118			August 19th – 23rd 2024		Maastricht, Netherlands

