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7  Uplink Power control

===================== Unchanged parts omitted =====================
In the remaining of this clause, if a UE is provided TCI-State in dl-OrJointTCI-StateList or TCI-UL-State and for an indicated TCI-State or TCI-UL-State as described in [6, TS 38.214] 
-	in clauses 7.1.1, 7.2.1, and 7.3.1, the RS index  for obtaining the downlink pathloss estimate for PUSCH, PUCCH, and SRS transmission is provided by pathlossReferenceRS-Id-r17 associated with or included in the indicated TCI-State or TCI-UL-State except for SRS transmission that is not provided followUnifiedTCI-StateSRS
-	in clause 7.1.1, if p0AlphaSetforPUSCH is provided, the values of , , and the PUSCH power control adjustment state  are provided by p0AlphaSetforPUSCH associated with the indicated TCI-State or TCI-UL-State
-	in clause 7.2.1, if p0AlphaSetforPUCCH is provided, the values of  and the PUCCH power control adjustment state  are provided by p0AlphaSetforPUCCH associated with the indicated TCI-State or TCI-UL-State
-	in clause 7.3.1, if p0AlphaSetforSRS is provided, 
-	if followUnifiedTCI-StateSRS is provided for a SRS resource set, the values of  , , and SRS power control adjustment state  are provided by p0AlphaSetforSRS associated with the indicated TCI-State or TCI-UL-State
-	else, if followUnifiedTCI-StateSRS is not provided for a SRS resource set and for a SRS resource from the SRS resource set, the values of , , and SRS power control adjustment state  are provided by p0AlphaSetforSRS associated with TCI-State or TCI-UL-State of an SRS resource with lowest SRS-ResourceId in the SRS resources with TCI-State or TCI-UL-State provided in the SRS resource set and a RS index  for obtaining a pathloss estimate for the SRS transmission is provided by pathlossReferenceRS-Id-r17 associated with or included in the TCI-State or TCI-UL-State of an SRS resource with lowest SRS-ResourceId in the SRS resource set
 is the sum of the component  and a component p0 provided by SRS-ResourceSet corresponding to the SRS resource set.
	===================== Unchanged parts omitted=====================

