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1. Overall Description:
RAN1 thanks RAN2 for the LS and would like to provide the following response.

Discussion from RAN2
“RAN2 decided to recommend RAN1 to support 2-step RA for eRedCap UEs on 2-step eRedCap resources”

Regarding the discussion from RAN2, RAN1 would like to inform RAN2 that the following agreement was already drawn that additional early indication in MsgA PRACH is not supported. Therefore, it is RAN1 understanding that there is no need for 2-step eRedCap resources in Rel-18.

Agreement: 
· For the “FFS: value(s) of X”,
· X = 1/0.5 ms for 15/30 kHz SCS
· Legacy default TDRA table and Δ are reused.
· A network-configurable additional separate early indication in Msg1 for Rel-18 eRedCap UEs is supported.
· When Msg1 indication for Rel-18 eRedCap UEs is configured, it is used by Rel-18 eRedCap UEs (with or without UE BB bandwidth reduction).
· When Msg1 indication for Rel-18 eRedCap UEs is not configured while Msg1 indication for Rel-17 RedCap UEs is configured, Rel-18 eRedCap UEs shall share the PRACH that is configured for Rel-17 RedCap UEs.
· Note: Rel-18 eRedCap UEs will be differentiated from Rel-17 RedCap UEs based on Msg3 of Rel-18 eRedCap UEs.
· Additional early indication in MsgA PRACH is not supported.

2. Actions:
To RAN2.
[bookmark: _GoBack]ACTION: 	RAN1 would like to ask RAN2 to take the above into consideration in future work.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting #117	20th May – 24th May 2024                                 Fukuoka,
TSG-RAN WG1 Meeting #118                                      19th Aug. – 23th Aug. 2024			    Maastricht.
