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=============================== Unchanged Text Omitted ===================================
For reception of a S-SS/PSBCH block, 
-	for operation without shared spectrum channel access, or for operation with shared spectrum channel access and when sl-NumOfSSS-BRrepetition is not provided and for RB-set , a UE assumes a frequency location corresponding to the subcarrier with index 66 in the S-SS/PSBCH block [4, TS 38.211], is provided by
-	sl-AbsoluteFrequencySSB, for operation without shared spectrum channel access or when RB-set  is the anchor RB-set that is the RB set that includes the S-SS/PSBCH block
-	a corresponding value in sl-AbsoluteFrequencySSB-NonAnchorList when RB-set  is a non-anchor RB-set
-	for operation with shared spectrum channel access when sl-NumOfSSS-BRrepetition is provided and in RB-set , a UE assumes a frequency location corresponding to the subcarrier with index 66 in the S-SS/PSBCH block [4, TS 38.211] is provided by +, where
-	 is a frequency location of a lowest S-SS/PSBCH block in RB-set , where  is provided by 
-	sl-AbsoluteFrequencySSB when RB-set j is the anchor RB-set, 
-	a corresponding value in sl-AbsoluteFrequencySSB-NonAnchorList when RB-set  is a non-anchor RB-set
-	 is an index of an S-SS/PSBCH block from repeated S-SS/PSBCH blocks in the frequency domain and within the RB-set , where , and  is provided by a value in sl-NumOfSSS-BRrepetition corresponding to RB-set ;
-	 is a number of resource blocks, provided by sl-GapBetweenSSSBRepetitionGapRepeatedSSB, for a gap between two adjacent repeated S-SS/PSBCH blocks;
-	 is a number of resource blocks for a S-SS/PSBCH block transmission with SCS configuration .
For operation with shared spectrum channel access, a UE attempts to transmit at least S-SS/PSBCH blocks in the slots including S-SS/PSBCH blocks in the anchor RB set. The UE applies CP extension to the first symbol of an S-SS/PSBCH block and within the first one or two symbols before the first symbol of the S-SS/PSBCH block according to an index [4, TS 38.211] provided by sl-CPE-StartingPositionS-SSB. The UE assumes PRB(s) in an intra-cell guard band [6, TS 38.214] are not used for transmission of S-SS/PSBCH blocks.
The UE assumes that a S-PSS symbol, a S-SSS symbol, and a PSBCH symbol have a same transmission power. The UE assumes a same numerology of the S-SS/PSBCH block as for a SL BWP of the S-SS/PSBCH block reception, and that a bandwidth of the S-SS/PSBCH block is within a bandwidth of the SL BWP. The UE assumes the subcarrier with index 0 in the S-SS/PSBCH block is aligned with a subcarrier with index 0 in an RB of the SL BWP.
=============================== Unchanged Text Omitted ===================================

