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	Reason for change:
	Time offset between starting ROs in adjacent RO groups are agreed for both CBRA and CFRA, however, in the current specification, the CBRA supports time offset but not the CFRA. To capture the following agreemnt in RAN1-114, we need to a text revisision of interpreting the time offset.

Agreement
For a given number of N multiple PRACH transmissions, all the RO groups within a time period X are determined as follows:
· Firstly, the starting RO of the first RO group is determined, then its remaining ROs are determined. Next, the starting RO of other RO groups and its remaining ROs are determined sequentially. 
· the starting RO is determined as follows (down select only one of the Alt.):
· Alt.1 (w/o density control)
· the starting RO of the first RO group is the first valid RO within the time period X.
· the starting RO of other RO groups are determined as the first valid RO after the previous RO group in the following order within the time period X: first, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions; second, in increasing order of time resource indexes.
· Alt.2 (w/ density control)
· If a time offset is configured, then
· the starting RO of the first RO group for each  is determined from the first valid RO within the time period X, first in increasing order of frequency resource index for frequency multiplexed PRACH occasions; second in increasing order of time resource index.
· the starting RO of the n-th RO group for each  is determined as the RO at the time offset equal to a number of valid ROs from the starting RO of the (n-1)-th RO group for the same .
· If time offset is not configured, then Alt.1 Applies.
· It is not expected to have overlapping RO between any two RO groups for the given number of N multiple PRACH transmissions.
· the remaining N-1 ROs are the next N-1 ROs after the starting RO with increasing order of time resource indexes and associated with the same SSB(s) as the starting RO, and (down select only one of the Alt.) 
· Alt. 1 (the starting RB of ROs within a RO group is the same) the N-1 ROs are with the same starting RB as the starting RO.
· Alt. 2 (the starting RB of ROs within a RO group can be different) the N-1 ROs are with the lowest frequency resource index in corresponding time instance.
· Alt. 3 (the starting RB of within a RO group can be different and a frequency offset is configured) the N-1 ROs are determined based on a configured frequency offset.
· Alt. 4 (the starting RB of ROs within a RO group can be different), the N-1 ROs are with the same relative frequency resource index among the multiple frequency multiplexing ROs associated with the same SSB in corresponding time instances.

	
	

	Summary of change:
	In Clause 8.1, explicitly state that time offset can be configured for both CBRA and CFRA.

	
	

	Consequences if not approved:
	Ambiguous to time offset is applicable for whether or either CBRA and CFRA.
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Within a time period, for set(s) of  valid PRACH occasions for a PRACH transmission with  preamble repetitions 
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any, is determined according to an ordering of valid PRACH occasions 
-	first, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions
-	second, in increasing order of time resource indexes for time multiplexed PRACH occasions 
where, for each frequency resource index for frequency multiplexed PRACH occasions
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any,  
-	is after msg1-RepetitionTimeOffsetROGroup consecutive valid PRACH occasions in time from the first valid PRACH occasion of the previous set, where each PRACH occasion is associated with same SS/PBCH block index(es) and each SS/PBCH block index is associated with same preambles, if msg1-RepetitionTimeOffsetROGroup is provided where msg1-RepetitionTimeOffsetROGroup can be applicable for contention based random access procedure and contention-free random access procedure,
-	is after the PRACH occasions for the previous set, if msg1-RepetitionTimeOffsetROGroup is not provided
For a PRACH transmission triggered upon request by higher layers, a value of ra-OccasionList [12, TS 38.331], if csirs-ResourceList is provided, indicates a list of PRACH occasions for the PRACH transmission where the PRACH occasions are associated with the selected CSI-RS index indicated by csi-RS. The indexing of the PRACH occasions indicated by ra-OccasionList is reset per association pattern period.
*** Unchanged parts are omitted ***
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