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[bookmark: _Toc29673241][bookmark: _Toc29673382][bookmark: _Toc29674375][bookmark: _Toc36645605][bookmark: _Toc45810654][bookmark: _Toc155777452]8.1.3.2	Transport block size determination
< Unchanged parts are omitted >

-	A UE determines the total number of REs allocated for PSSCH () by , where
-	nPRB is the total number of allocated PRBs for the PSSCH. If the higher layer parameter transmissionStructureForPSCCHandPSSCH is set to 'interlaceRB', a reference number of PRBs (nref) per interlace within 1 RB set, numRefPRBOfInterlace, is provided by higher layers for determination of total number of PRBs for PSSCH, that is nPRB = nref * ninter,subCH * nsubCH * nRB-set, where ninter,subCH is given by the higher layer parameter numInterlacePerSubchannel, nsubCH is the number of occupied sub-channels within one RB set  for the PSSCH, and  nRB-set is the number of occupied RB sets  for the PSSCH. If the higher layer parameter transmissionStructureForPSCCHandPSSCH is set to ‘contiguousRB’, nPRB =  * nsubCH , where  is provided by higher layer parameter sl-SubchannelSize, and nsubCH is the number of occupied sub-channels for the PSSCH.
-	 is the total number of REs occupied by the PSCCH and PSCCH DM-RS.
-	 is the number of coded modulation symbols generated for 2nd-stage SCI transmission (prior to duplication for the 2nd layer, if present) according to Clause 8.4.4 of [5, TS 38.212], with the assumption of  and 'COT sharing flag'=0 if the 'COT sharing flag' field in SCI format 1-A is present.
< Unchanged parts are omitted >
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