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[bookmark: _Toc12021445][bookmark: _Toc20311557][bookmark: _Toc26719382][bookmark: _Toc29894813][bookmark: _Toc29899112][bookmark: _Toc29899530][bookmark: _Toc29917267][bookmark: _Toc36498141][bookmark: _Toc45699167][bookmark: _Toc130394847]7.1	Physical uplink shared channel
For a PUSCH transmission on active UL BWP , as described in clause 12, of carrier  of serving cell , a UE first calculates a linear value  of the transmit power , with parameters as defined in clause 7.1.1. For a PUSCH transmission scheduled by a DCI format other than DCI format 0_0, or configured by ConfiguredGrantConfig or semiPersistentOnPUSCH, if txConfig in PUSCH-Config is set to 'codebook', 
[bookmark: _Ref500774487][bookmark: _Toc12021446][bookmark: _Toc20311558][bookmark: _Toc26719383][bookmark: _Toc29894814][bookmark: _Toc29899113][bookmark: _Toc29899531][bookmark: _Toc29917268][bookmark: _Toc36498142][bookmark: _Toc45699168][bookmark: _Toc130394848][bookmark: _Ref497117847]< Unchanged parts are omitted >
7.1.1	UE behaviour
If a UE transmits a PUSCH on active UL BWP  of carrier  of serving cell  using parameter set configuration with index  and PUSCH power control adjustment state with index , the UE determines the PUSCH transmission power  in PUSCH transmission occasion  as
[image: ] [dBm]
where,
-	is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS 38.101-2] and [8-3, TS 38.101-3] for carrier  of serving cell  in PUSCH transmission occasion .
-	 is a parameter composed of the sum of a component  and a component  where . 
< Unchanged parts are omitted >
-	 is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell  and  is a SCS configuration defined in [4, TS 38.211]
-	 is a downlink pathloss estimate in dB calculated by the UE using reference signal (RS) index  for the active DL BWP, as described in clause 12, of carrier  of serving cell 
-	< Unchanged parts are omitted >
-	 for  and  for  where  is provided by deltaMCS for each UL BWP  of each carrier  and serving cell . If the PUSCH transmission is over more than one layer [6, TS 38.214], .  and , for active UL BWP  of each carrier  and each serving cell , are computed as below
	< Unchanged parts are omitted >
-	For the PUSCH power control adjustment state  for active UL BWP  of carrier  of serving cell  in PUSCH transmission occasion `
-	 is a TPC command value included in a DCI format that schedules the PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell  or jointly coded with other TPC commands in a DCI format 2_2 with CRC scrambled by TPC-PUSCH-RNTI, as described in clause 11.3
< Unchanged parts are omitted >
-	 is the PUSCH power control adjustment state  for active UL BWP  of carrier  of serving cell  and PUSCH transmission occasion  if the UE is not provided tpc-Accumulation, where  
< Unchanged parts are omitted >
-	 is the PUSCH power control adjustment state for active UL BWP  of carrier  of serving cell  and PUSCH transmission occasion [image: ] if the UE is provided tpc-Accumulation, where
-	 absolute values are given in Table 7.1.1-1
If the UE transmits a PUSCH associated with the first RS resource index , the UE applies the first  value, the first  value, and  for determining . If the UE transmits a PUSCH associated with the second RS resource index , the UE applies the second  value, the second  value, and  or  if twoPUSCH-PC-AdjustmentStates is provided or not provided, respectively, for determining .
-	If the UE receives a random access response message in response to a PRACH transmission or a MsgA transmission on active UL BWP  of carrier  of serving cell  as described in clause 8
-	, where  and
-	 is a TPC command value indicated in a random access response grant of the random access response message corresponding to a PRACH transmission according to Type-1 random access procedure, or in a random access response grant of the random access response message corresponding to a MsgA transmission according to Type-2 random access procedure with RAR message(s) for fallbackRAR, on active UL BWP  of carrier  of serving cell , and 
-	[image: ] and  is provided by higher layers and corresponds to the total power ramp-up requested by higher layers from the first to the last random access preamble for carrier  in the serving cell ,  is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for the first PUSCH transmission on active UL BWP of carrier  of serving cell , and  is the power adjustment of first PUSCH transmission on active UL BWP  of carrier  of serving cell . 
-	If the UE transmits the PUSCH in PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell  as described in clause 8.1A, , where
-	, and
-	[image: ] and  is provided by higher layers and corresponds to the total power ramp-up requested by higher layers,  is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks, and  is the power adjustment of the PUSCH transmission in PUSCH transmission occasion . 
If the UE transmits a PUSCH associated with the first RS resource index , the UE applies the first  value, the first  value, and  for determining . If the UE transmits a PUSCH associated with the second RS resource index , the UE applies the second  value, the second  value, and  or  if twoPUSCH-PC-AdjustmentStates is provided or not provided, respectively, for determining .

Table 7.1.1-1: Mapping of TPC Command Field in a DCI format scheduling a PUSCH transmission, or in DCI format 2_2 with CRC scrambled by TPC-PUSCH-RNTI, or in DCI format 2_3, to absolute and accumulated  values or  values 
	TPC Command Field 
	Accumulated  or  [dB]
	Absolute  or  [dB] 

	0
	-1
	-4

	1
	0
	-1

	2
	1
	1

	3
	3
	4




< Unchanged parts are omitted >
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