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TP update
Update those two RRC parameter names in the following TP as follows:

	5.4.2.1	Bit selection




The bit sequence after encoding  from Clause 5.3.2 is written into a circular buffer of length  for the -th coded block, where  is defined in Clause 5.3.2.







For the -th code block, let  if  and  otherwise, where, ,  is determined according to Clause 6.1.4.2 in [6, TS 38.214] for UL-SCH and Clause 5.1.3.2 in [6, TS 38.214] for DL-SCH/PCH, assuming the following:
<omitted text>
For one TB for UL-SCH, or for one TB for DL-SCH/PCH except for DL-SCH with PDSCH scheduled by DCI format 4_0/4_1/4_2:
-	maximum number of layers for one TB for UL-SCH is given by the minimum of X and 4, where:
-	if the higher layer parameter maxMIMO-Layers of PUSCH-ServingCellConfig of the serving cell is configured and if high layer parameter multipanelSchemeSFN or multipanelSchemeSDM is not configured, X is given by that parameter;
-	elseif the higher layer parameter maxMIMO-Layers of PUSCH-ServingCellConfig of the serving cell is configured and if high layer parameter multipanelSchemeSFN is configured, X is given by max{maxMIMO-Layers, maxMIMO-LayersforSFN};
-	elseif the higher layer parameter maxMIMO-Layers of PUSCH-ServingCellConfig of the serving cell is configured and if high layer parameter multipanelSchemeSDM is configured, X is given by max{maxMIMO-Layers, 2*maxMIMO-LayersforSDM};
-	elseif the higher layer parameter maxRank of pusch-Config of the serving cell is configured and if multipanelScheme is not configured, X is given by the maximum value of maxRank across all BWPs of the serving cell;
-	elseif the higher layer parameter maxRank of pusch-Config of the serving cell is configured and if high layer parameter multipanelSchemeSFN is configured, X is given by max{maxRank, maxRankSfn} across all BWPs of the serving cell;
-	elseif the higher layer parameter maxRank of pusch-Config of the serving cell is configured and if high layer parameter multipanelSchemeSDM is configured, X is given by max{maxRank, 2*maxRankSdm} across all BWPs of the serving cell;
-	otherwise, X is given by the maximum number of layers for PUSCH supported by the UE for the serving cell;
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