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1. Introduction
This contribution summarizes the outcome of the Thursday offline discussion.

2. Summary 

2.1 Issue 1 (WID objective 2a and 2b): Type-I and Type-II codebook refinement for up to 128 CSI-RS ports
--

2.2 Issue 2 (WID objective 2c): CRI-based CSI for hybrid beamforming (HBF)

--
	
Proposal 2.A.2: For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, 
· When M>1, the M PMIs are independently calculated and indicated
· Note: This is aligned with the WID that “CQI/PMI/RI calculated per CRI for ≥1 CRIs”
· with the Rel-16 eType-II codebook and KS={1,2,3,4}, support M=2 with a maximum of 16 ports per resource , and a maximum UCI payload of 1706 bits.  
· The value of M={1, 2} is NW-configured via higher-layer (RRC) signalling
· The maximum value of M is subject to UE capability 
· on the configured KS>1 NZP CSI-RS resources, reuse the legacy IMR rule for the Rel-15 CRI-based reporting for NZP CSI-RS resource for interference measurement, i.e. only 1 NZP CSI-RS resource for interference measurement can be configured





2.3 Issue 3 (WID objective 3): CJT calibration reporting for non-ideal synchronization and backhaul

	
Proposal 3.H.1: For the Rel-19 aperiodic standalone CJT calibration reporting, in addition to reporting one type of CJT calibration report in one report, at least support reporting {(Dn,offset, dn), n=0, 1, …, NTRP – 1, n≠nref1} and {FOn , n=0, 1, …, NTRP – 1, n≠nref2} in one report
nref1 and nref2 are independently selected and indicated by the UE,
One-part UCI is used


Proposal 3.H.2: For a UE indicated with two TCI states, regarding QCL assumptions for PDSCH, support the following QCL assumption for PDSCH:
Scheme E: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {Doppler shift, average delay}
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