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Source:	Ad-Hoc Chair (Ericsson)
Title:	Session Notes of AI 6
Document for:	Discussion, Decision


6. Pre-Rel-19 E-UTRA Maintenance
Only essential corrections – a rejected draft CR will be marked in red
For maintenance on RAN1 specifications, individual draft CRs are to be submitted. Final endorsed CR will be sourced by “Moderator (company name)” and other co-sourcing companies (if any).

Maintenance issues on Pre-Rel-19 E-UTRA will be discussed in RAN1 adhoc1 session (chaired by Sorour).

R1-2509439	Session Notes of AI 6	Ad-Hoc Chair (Ericsson)

R1-2508868	On Interference Randomization for non-anchor carrier in NB-IoT	Ericsson
R1-2509160	Discussion on interference randomization for non-anchor carrier in NB-IoT	MediaTek Inc., Qualcomm Inc.
R1-2509547	On Interference Randomization for non-anchor carrier in NB-IoT	Moderator (MediaTek), Ericsson

Agreement:
The following TP for TS36.211 for Rel-19 is endorsed.
· Reason for change: Align RAN1 specifications to the field description of interferenceRandomisationConfig in TS 36.331 in Rel-19 IoT_NTN_Ph3.
· Summary of Change: Add bullet “for NPDCCH associated with C-RNTI during random access procedure in a Type-2 CSS in an NB-IoT carrier configured by SystemInformationBlockType22-NB when interferenceRandomisationConfig is used, or” in Rel-19 IoT_NTN_Ph3. 
· Consequences if not approved: RAN1 specification is not aligned to the field description of interferenceRandomisationConfig in TS 36.331.
· Other comments: Implementation of this CR aligns RAN1 procedures (TS 36.211 clause 10.2.5.5) with the field description of interferenceRandomisationConfig in TS 36.331 and therefore will not cause compatibility issues with Rel-14 implementations until the present release.


	[bookmark: _Toc454818206]10.2.5.5	Mapping to resource elements
------------------------------------------------------------ Text Omitted ------------------------------------------------------------------------------
For frame structure type 1, 
-	for NPDCCH associated with RA-RNTI, TC-RNTI, or 
-	for P-RNTI and transmitted in an NB-IoT carrier configured by SystemInformationBlockType22-NB, or 
-	for NPDCCH associated with C-RNTI during random access procedure in a Type-2 CSS in an NB-IoT carrier configured by SystemInformationBlockType22-NB, or 
-	for NPDCCH associated with C-RNTI in an NB-IoT carrier configured by SystemInformationBlockType22-NB when RadioResourceConfigDedicted-NB is not configured by higher layer, or 
-	for NPDCCH associated with PUR-RNTI/G-RNTI/ SC-RNTI, or 
-	for NPDCCH associated with C-RNTI or SPS C-RNTI when interferenceRandomisationConfig is used according to [9], or 
-------------------------------------------------------------- Text End ---------------------------------------------------------------------------------------



The agreement above is captured and endorsed in the Final CR R1-2509559 for TS36.211 for Rel-19.


R1-2509161	Alignment CR for MAC-CE TA command in IoT NTN	MediaTek Inc.
R1-2509558	Summary of discussions on MAC-CE TA command CR	Moderator (Nordic Semiconductor ASA)
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