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8.5  Maintenance on Enhancements of network energy savings for NR
Note: Maximum one contribution per company/organization/university. For efficient review, please use the following sections in your contribution corresponding to the maintenance issues, if any:
· On-demand SSB SCell operation
· On-demand SIB1 for idle/inactive mode UEs
· Adaptation of common signal/channel transmissions
[124-R19-NES] Email discussion on NES– Ajit (Ericsson)
· To be used for sharing updates on online/offline schedule, details on what is to be discussed in online/offline sessions, tdoc number of the moderator summary for online session, etc 

R1-2601500	Session Notes of AI 8.5	Ad-Hoc Chair (Ericsson)

R1-2600074	Maintenance on Rel-19 Network Energy Savings	Huawei, HiSilicon
R1-2600244	Maintenance on Enhancements of network energy savings	Nokia
R1-2600291	Maintenance on enhancements of network energy savings for NR	CATT
R1-2600475	Maintenance on NR Rel-19 NES	vivo
R1-2600542	Remaining issues on enhancements of NES for NR	LG Electronics
R1-2600596	Maintenance of Enhancements of NES	Ofinno
R1-2600644	Maintenance on enhancements of network energy savings for NR	Sharp
R1-2600729	Maintenance on enhancements of network energy savings for NR	Samsung
R1-2600897	FL summary 1 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600898	FL summary 2 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600899	FL summary 3 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600900	FL summary 4 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600906	Draft CR 38.211 for correcting RRC parameters for R19 NES	Ericsson


On-demand SSB SCell operation
R1-2601552

Agreement:
OD-SSB-Config is not configured simultaneously with Adapt-SSB-Config for the same serving cell.
Draft LS to RAN2 is in R1-2601614. The final LS in R1-2601615 is endorsed.

Agreement:
The TP in Proposal #8-1 in Section 7 of R1-2601552 for TS 38.213 is endorsed. 
The corresponding final CR for Re-19 TS 38.213 in R1-2601616 is endorsed.

Agreement:
The TP in Proposal #8-2 in Section 7 of R1-2601552 for TS 38.214 is endorsed. 
The corresponding final CR for Re-19 TS 38.214 in R1-2601617 is endorsed.


On-demand SIB1 for idle/inactive mode UEs
R1-2600897	FL summary 1 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600898	FL summary 2 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600899	FL summary 3 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)
R1-2600900	FL summary 4 for on-demand SIB1 in idle/inactive mode	Moderator (MediaTek Inc.)


Agreement:
The TP in Proposal #1-1-2 in Section #Issue1 of R1-2600897 for TS 38.213 is endorsed. 
The corresponding final CR for Re-19 TS 38.213 in R1-2601655 is endorsed.

Agreement:
The TP in Proposal #3-1 in Section #Issue3 of R1-2600897 for TS 38.211 is endorsed. 
The TP in Proposal #3-2-2 in Section #Issue3 of R1-2600897 for TS 38.211 is endorsed. 
The TP in Proposal #3-3 in Section #Issue3 of R1-2600897 for TS 38.211 is endorsed. 
The corresponding final CR for Re-19 TS 38.211 in R1-2601658 is endorsed.

Agreement:
The TP in Proposal #3-4 in Section #Issue3 of R1-2600897 for TS 38.213 is endorsed. 
The corresponding final CR for Re-19 TS 38.213 in R1-2601657 is endorsed.

Agreement
Adopt the following TP for clause 8.1 of TS 38.213.
The corresponding final CR for Re-19 TS 38.213 in R1-2601656 is endorsed.
Reason for change: The RO validation for on-demand SIB1 configuration is not described.
Summary of Change: Add RO validation for on-demand SIB1 configuration.
Consequences if not approved: UE cannot determine the RO validation for on-demand SIB1 request.

8.1 Random access preamble
-----------------------omitted text-----------------------
[bookmark: OLE_LINK26]-	if a UE is provided tdd-UL-DL-ConfigurationCommon or sib1-tdd-UL-DL-ConfigurationCommon for a cell, a PRACH occasion for the cell in a PRACH slot is valid if 
-	it is only within UL symbols, or 
-----------------------omitted text-----------------------
Adaptation of common signal/channel transmissions
R1-2601593
Agreement:
The following TPs for TS38.212 are endorsed.
· TP#6 (from R1-2600729) for TS 38.212.
· TP#8 (from R1-2600729) for TS 38.212.
The corresponding final CR for Rel-19 TS38.212 in R1-2601620 is endorsed.

Agreement:
The following TPs for TS38.213 are endorsed.
· TP#9 (from R1-2600729) for TS 38.213.
· TP#7 (from R1-2600729) for TS 38.213 with the replacement of “ssb-Periodicity” with “ssb-Periodicity-r19 within Adapt-SSB-BurstPeriodicity” in one instance.
The corresponding final CR for Rel-19 TS38.213 in R1-2601621 is endorsed.


LS on DCI 2_9 for SSB adaptation
R1-2600007	LS on DCI 2_9 for SSB adaptation for deactivated SCells	RAN2, Nokia
RAN2 confirmed that the UE can receive common DCI format 2_9 for SSB adaptation for a deactivated SCell but the UE shall ignore it for the deactivated SCell, and it requests RAN1 to take it into account and make necessary update if any. RAN1 action needed, to be discussed under AI 8.5, Moderator Ajit (Ericsson)
Relevant Tdocs:
R1-2600161	Discussion on LS for DCI2_9 for SSB adaptation	OPPO
R1-2600243	Discussion on RAN2 LS on DCI 2_9 for SSB adaptation	Nokia
R1-2600247	Discussion on RAN2 LS on DCI 2_9 for SSB adaptation for deactivated SCells	Spreadtrum, UNISOC
Conclusion:
There is no need to update RAN1 specification to reflect the RAN2 agreement (from the LS R1-2600007).

R1-2601673

Conclusion:
There is no consensus on the following TP related to PDCCH monitoring for SSB adaptation 
· TP from P4 in R1-2600542
Conclusion:
For PDSCH mapping for SSB adaptation, the periodicity of SSB is the periodicity of the actually transmitted SSB. No spec update is needed.

