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1. Overall Description:
Some of the UE capabilities that are related to inter-frequency LTM are signalled per-band, for example ltm-BeamIndicationJointTCI-r18, ltm-BeamIndicationSeparateTCI-r18, ltm-MAC-CE-JointTCI-r18, and ltm-MAC-CE-SeparateTCI-r18.  After confirmation from RAN1, RAN2 has clarified that the band for which the capability is signalled refers to the source band. However, this turns out to be problematic for capability checking at configuration of inter-band LTM candidates, since the UE capabilities are checked by the respective candidate, which is not necessarily aware of the serving cell band.

RAN1 understanding is that the UE reports the same capability value for all the bands in one FR and suggest to RAN2 that this restriction is captured in 38.306.  

2. Actions:
To RAN WG2 group
ACTION: 	RAN1 respectfully asks RAN2 to capture the following in the description of ltm-BeamIndicationJointTCI-r18, ltm-BeamIndicationSeparateTCI-r18, ltm-MAC-CE-JointTCI-r18, and ltm-MAC-CE-SeparateTCI-r18: “The UE reports the same capability for all bands in one FR.”


3. Date of Next TSG WG1 Meetings:
3GPP TSG RAN WG1#123	17th – 21st November 2025 	Dallas, US
3GPP TSG RAN WG1#124	9th – 13th February 2026	Gothenburg, Sweden
