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1 Introduction
This document summarizes the discussions regarding the draft response to the RAN2 LS on per-band UE capability [1]. 

2. Discussions on draft LS
The following was agreed during Monday online session: 
	Agreement:
RAN1 will answer to RAN2 that “for the capabilities rach-EarlyTA-Measurement-r18, ta-IndicationCellSwitch-r18, and ue-TA-Measurement-r18, if the UE indicates this capability in one band of a FR, it indicates the same capability values for all supported bands in that FR”.
Draft LS in R1-26xxxxx




A draft LS reply was prepared for review: 
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1. Overall Description:
RAN1 thanks RAN2 for the LS R1-2600011 (R2-2509391) on per-band UE capabilities for LTM and would like to provide the following response: 

RAN2 Question: 
	RAN2 have agreed to clarify for the mentioned capabilities (ltm-BeamIndicationJointTCI-r18, ltm-BeamIndicationSeparateTCI-r18, ltm-MAC-CE-JointTCI-r18, ltm-MAC-CE-SeparateTCI-r18) that “In each FR, the UE shall set this capability consistently for all bands for which it indicates support of ltm-MCG-IntraFreq-r18, and for all bands for which it indicates support of ltm-SCG-IntraFreq-r18”. 
However, RAN2 further noticed that there are additional per-band LTM capabilities which refer to the source band and would like to ask RAN1 and RAN4 if the same clarification should also be done for the following capabilities:
· rach-EarlyTA-Measurement-r18
· ta-IndicationCellSwitch-r18
· ue-TA-Measurement-r18




RAN1 Answer: For the capabilities rach-EarlyTA-Measurement-r18, ta-IndicationCellSwitch-r18, and ue-TA-Measurement-r18, if the UE indicates this capability in one band of a FR, it indicates the same capability values for all supported bands in that FR.  

2. Actions:
To RAN WG2 group
ACTION: 	RAN1 respectfully asks RAN2 to capture the following in the description of rach-EarlyTA-Measurement-r18, ta-IndicationCellSwitch-r18, and ue-TA-Measurement-r18: “The UE reports the same capability for all bands in one FR.”

3. Date of Next TSG WG1 Meetings:
3GPP TSG RAN WG1#124bis 	13 - 17 April 2026	San Ġiljan, Malta
3GPP TSG RAN WG1#125	18 - 22 May 2026	Dalian, China




	Company
	View/Positions
(Yes vs. NO)
	Comments 


	Ericsson
	Yes
	Only a spelling error: the location for the Malta meeting is St Julian





3. Proposals for Wensday’s Online Discussion
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