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	Reason for change:
	In RAN2#125 meeting, the following agreement has been reached regarding the exact content of gNB identity stored at the UE side to further decide whether Timing Synchornization Status is changed or not:
	=>	RAN2 confirms that the gNB identity used for TSS is the Global gNB ID.


In the main text, the current Spec captures how to obtain the gNB identity based on the two parts regarding gNB ID and PLMN ID. However, ASN.1 of stored gNB ID employs only 32-bit string, which cannot hold the global gNB ID according to TS 38.413, where gNB ID takes part of BIT STRING (SIZE(22..32)), while PLMN identity is an OCTET STRING (SIZE(3)). The stored gNB ID should hold for all possible values of global gNB ID.
The “-r18” suffix is missing for fields belonging to VarTSS-Info.

	
	

	Summary of change:
	Modify storedGnbID as a sequence containing two fields of PLMN ID and gNB ID. Also, add “-r18” suffix for fields belonging to VarTSS-Info.

	
	

	Consequences if not approved:
	UE cannot obtain enough space to store the global gNB ID, to further support the behavior to compare the local one with the one obtained from SIB1.
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<The unchanged part is omitted>
–	VarTSS-Info
The UE variable VarTSS-Info includes information about the current value of eventID-TSS and the current value of gNB Identity.
VarTSS-Info UE variable
-- ASN1START
-- TAG-VARTSS-INFO-START

VarTSS-Info-r18 ::= SEQUENCE {
    storedEventID-r18       INTEGER (0..63),
    storedGnbID-r18         SEQUENCE {
        plmn-Identity-r18       PLMN-Identity,
        gNB-ID-r18              BIT STRING (SIZE (32))
    }
}

-- TAG-VARTSS-INFO-STOP
-- ASN1STOP
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-- ASN1START

END

-- ASN1STOP
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