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	 Reason for change:
	In the first sentence of 5.22.1.1, it reads “The MAC entity shall consider a CBR of a carrier to be…..or the corresponding sl-defaultTxConfigIndex configured by upper layer”.

The IE “sl-DefaultTxConfigIndex” is an index value in the range of [0-16], but the CBR level measurement and CBR thresholds used in Tx carrier (re-)selection procedure is in the range of 0-100 (i.e. 0% to 100%). So, those two values cannot have a meaningful comparison in the TX carrier selection procedure if there is no CBR measurement available for one of the TX carriers.
Actually, the index is pointed to a CBR range defined by IE sl-CBR-RangeConfigList. Then, there is a question about how to compare a CBR range with a CBR threshold value. For the carrier selection case, it is reasonable to assume the worse-case scenario for this (candidate) Tx carrier if CBR measurement is not available. Hence, the upper bound of CBR range needs to be used to compare with the CBR thresholds.


	
	

	Summary of change:
	1. Clarify the upper bound of CBR range indexed by sl-DefaultTxConfigIndex is to be used as the CBR of the carrier whose CBR measurement is not available.
2. Fixed the typo in IE name “sl-DefaultTxConfigIndex”.


	
	

	Consequences if not approved:
	The UE will not be able to conduct TX carrier selecton propoerly if one or more carriers have no CBR measurements available. 
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The MAC entity shall consider a CBR of a carrier to be one measured by lower layers according to TS 38.215 [24] if CBR measurement results are available, or the CBR upper bound of corresponding sl-defaultTxConfigIndex DefaultTxConfigIndex to the entry of the CBR range configurations in sl-CBR-RangeConfigList configured by upper layers if CBR measurement results are not available.
If the TX carrier (re-)selection is triggered for a Sidelink process according to clause 5.22.1.1, 5.22.1.2 or 5.22.1.3.3, the MAC entity shall:
1>	if there is no selected sidelink grant on any carrier allowed for the sidelink logical channel where data is available as indicated by upper layers (TS 38.331 [5] and TS 23.287 [19]):
2>	for each carrier configured by upper layers associated with the concerned sidelink logical channel:
3>	if the CBR of the carrier is below sl-threshCBR-FreqReselection associated with the priority of the sidelink logical channel:
NOTE 1:	In the case of multiple resource pools configured on a carrier, which specific resource pool is used to determine the CBR of this carrier is up to UE implementation, taking into account of sl-HARQ-FeedbackEnabled for the sidelink logical channel.
4>	consider the carrier as a candidate carrier for TX carrier (re-)selection for the concerned sidelink logical channel.
1>	else:
2>	for each sidelink logical channel, if any, where data is available and that are allowed on the carrier for which Tx carrier (re-)selection is triggered according to clause 5.22.1.1, if the CBR of the carrier is below sl-threshCBR-FreqKeeping associated with priority of the sidelink logical channel, for each sidelink logical channel, if any, where data is available and that are allowed on the carrier for which Tx carrier (re-)selection is triggered according to clause 5.22.1.1:
3>	select the carrier and the associated pool of resources.
2>	else:
3>	for each carrier configured by upper layers on which the sidelink logical channel is allowed, if the CBR of the carrier is below sl-threshCBR-FreqReselection associated with the priority of the sidelink logical channel:
4>	consider the carrier as a candidate carrier for TX carrier (re-)selection, for each carrier configured by upper layers on which the sidelink logical channel is allowed.
The MAC entity shall:
1>	if one or more carriers are considered as the candidate carriers for TX carrier (re-)selection:
2>	if Tx carrier (re-)selection is triggered, for each sidelink logical channel allowed on the carrier where data is available:
3>	select one or more carrier(s) among the candidate carriers with increasing order of CBR from the lowest CBR, and select the associated pool(s) of resources:
4>	if sl-HARQ-FeedbackEnabled is set to enabled for the sidelink logical channel:
5> select one pool of resources configured with PSFCH resources among the pools of resources except the pool(s) in sl-BWP-DiscPoolConfig or sl-BWP-DiscPoolConfigCommon, if configured.
4>	else:
5> select any pool of resources among the pools of resources except the pool(s) in sl-BWP-DiscPoolConfig or sl-BWP-DiscPoolConfigCommon, if configured.
NOTE 2:	It is left to UE implementation how many carriers to select based on UE capability.
NOTE 3:	It is left to UE implementation to determine the sidelink logical channels among the sidelink logical channels where data is available and that are allowed on the carrier for which Tx carrier (re-) selection is triggered.
NOTE 4:	It is left to UE implementation to determine whether the resource pool for CBR measurement is reused as the resource pool for SL grant creation.
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