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[bookmark: _GoBack]1	Introduction
This contribution focuses on discussing S860. 
2	Discussion
According to 38.331 [1], UAI is not transferred when the UE context is retrieved during re-establishment procedure. Besides, the UE releases musim-CapabilityRestrictionConfig (if configured) upon initiation of the re-establishment procedure. It means that there is an additional step needed of reconfiguration procedure before the UE can provide detailed MUSIM temporary capability restrictions. So there might be additional delay involved for re-establishment before network can provide a compatible configuration to the UE.
Observation 1: With re-establishment, there is an additional step needed of reconfiguration before UE can provide detailed MUSIM temporary capability restrictions. So there is additional delay involved for re-establishment before network can provide a compatible configuration. 
Without support of musim-CapRestrictionInd in RRCReestablishmentComplete message, network has no option but to blindly configure the UE in a first RRCReconfiguration message i.e. network is unaware of whether UE can comply with the provided configuration in a first RRCReconfiguration message. 
Observation 2: Without support of musim-CapRestrictionInd in RRCReestablishmentComplete message, network has no option but to blindly configure the UE with no idea whether UE can comply with the provided configuration in a first RRCReconfiguration message. 
A UE is allowed to send musim-CapRestrictionInd in RRCSetupComplete/RRCResumeComplete messages if network indicates that it is allowed in SIB1. When UE has a MUSIM capability restriction, such early indication allows network to provide a UE configuration that the UE is expected to comply with the provided configuration. That's why RAN2 agreed to add the following notes for flexbile network implementation in the last meeting. 
NOTE: 	Upon reception of musim-CapRestrictionInd in RRCSetupComplete, it is up to network implementation to configure the UE with a limited configuration that is used until network sends RRCReconfiguration based on the actual restricted UE capabilities included in UEAssistanceInformation.
NOTE 3:	Upon reception of musim-CapRestrictionInd in RRCResumeComplete, it is up to network implementation to configure the UE with a limited configuration that is used until network sends RRCReconfiguration based on the actual restricted UE capabilities included in UEAssistanceInformation.
Observation 3: Early indication of MUSIM temporary capability restriction allows network to provide a UE configuration that is compatible with current UE capability due to MUSIM operation and UE is able to support. 
One can consider that the additional delay involved for re-establishment before network can provide a compatible configuration is not significant compared to the RLF/cell selection delay. But common UE/network behavior could be achieved during setup/resume/re-establishment procedures (as same situation can occur during all procedures) by supporting musim-CapRestrictionInd in RRCReestablishmentComplete message. We do not see any harm to support early indication of MUSIM temporary capability restriction in RRCReestablishmentComplete message.
Proposal: Introduce musim-CapRestrictionInd in RRCReestablishmentComplete message.
Note that the TP of above proposal is provided in Section 5. 
3	Conclusion
In section 2, the following observations are made: 
Observation 1: With re-establishment, there is an additional step needed of reconfiguration before UE can provide detailed MUSIM temporary capability restrictions. So there is additional delay involved for re-establishment before network can provide a compatible configuration. 
Observation 2: Without support of musim-CapRestrictionInd in RRCReestablishmentComplete message, network has no option but to blindly configure the UE with no idea whether UE can comply with the provided configuration in a first RRCReconfiguration message. 
Observation 3: Early indication of MUSIM temporary capability restriction allows network to provide a UE configuration that is compatible with current UE capability due to MUSIM operation and UE is able to support. 
Based on above, RAN2 is requested to discuss and agree on the following proposal:
Proposal: Introduce musim-CapRestrictionInd in RRCReestablishmentComplete message.
4	Reference
[1] 3GPP TS 38.331 v18.1.0 Radio Resource Control (RRC) protocol specification
5	TP for Proposal
[bookmark: _Toc60776809][bookmark: _Toc156129787]5.3.7.5	Reception of the RRCReestablishment by the UE
The UE shall:
1>	stop timer T301;
1>	consider the current cell to be the PCell;
[bookmark: _Hlk95514955]1>	update the KgNB key based on the current KgNB key or the NH, using the received nextHopChainingCount value, as specified in TS 33.501 [11];
1>	store the nextHopChainingCount value indicated in the RRCReestablishment message;
1>	derive the KRRCenc and KUPenc keys associated with the previously configured cipheringAlgorithm, as specified in TS 33.501 [11];
1>	derive the KRRCint and KUPint keys associated with the previously configured integrityProtAlgorithm, as specified in TS 33.501 [11].
1>	request lower layers to verify the integrity protection of the RRCReestablishment message, using the previously configured algorithm and the KRRCint key;
1>	if the integrity protection check of the RRCReestablishment message fails:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure', upon which the procedure ends;
1>	configure lower layers to resume integrity protection for SRB1 using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>	configure lower layers to resume ciphering for SRB1 using the previously configured algorithm and, the KRRCenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>	release the measurement gap configuration indicated by the measGapConfig, if configured;
1>	release the MUSIM gap configuration indicated by the musim-GapConfig, if configured;
1>	release the FR2 UL gap configuration indicated by the ul-GapFR2-Config, if configured;
1>	perform the L2 U2N Remote UE configuration procedure in accordance with the received sl-L2RemoteUE-Config as specified in 5.3.5.16;
1>	for each application layer measurement configuration with appLayerIdleInactiveConfig configured:
2>	if the RPLMN is not included in plmn-IdentityList in VarAppLayerPLMN-ListConfig:
3>	discard any application layer measurement reports which were not yet fully submitted to lower layers for transmission;
3>	forward the measConfigAppLayerId and inform upper layers about the release of the application layer measurement configuration;
3>	release the application layer measurement configuration including its fields in the UE variables VarAppLayerIdleConfig and VarAppLayerPLMN-ListConfig;
3>	consider itself not to be configured to send application layer measurement reports for the measConfigAppLayerId;
1>	set the content of RRCReestablishmentComplete message as follows:
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport; or
2>	if the UE has logged measurements available for NR and if the current registered SNPN identity is included in snpn-ConfigIDList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReestablishmentComplete message;
3>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableBT in the RRCReestablishmentComplete message;
3>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableWLAN in the RRCReestablishmentComplete message;
2>	if the sigLoggedMeasType in VarLogMeasReport is included; or
2>	if the UE supports the override protection of the signalling based logged MDT for inter-RAT (i.e. LTE to NR), and if the sigLoggedMeasType in VarLogMeasReport of TS 36.331 [10] is included:
3>	if T330 timer is running (associated to the logged measurement configuration for NR or for LTE):
4>	set sigLogMeasConfigAvailable to true in the RRCReestablishmentComplete message;
3>	else:
4>	if the UE has logged measurements in VarLogMeasReport or in VarLogMeasReport of TS 36.331 [10]:
5>	set sigLogMeasConfigAvailable to false in the RRCReestablishmentComplete message;
2>	if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport or in at least one of the entries of VarConnEstFailReportList; or
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the registered SNPN identity is equal to snpn-identity in networkIdentity stored in VarConnEstFailReport or any entry of VarConnEstFailReportList:
3>	include connEstFailInfoAvailable in the RRCReestablishmentComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]; or
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCReestablishmentComplete message;
2>	if the UE has successful handover information available in VarSuccessHO-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessHO-Report; or
2>	if the UE has successful handover information available in VarSuccessHO-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessHO-Report:
3>	include successHO-InfoAvailable in the RRCReestablishmentComplete message;
2>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
2>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
3>	include successPSCell-InfoAvailable in the RRCReestablishmentComplete message;
2>	if the UE has flight path information available:
3>	include flightPathInfoAvailable;
2>	if the UE has at least one stored application layer measurement configuration with appLayerIdleInactiveConfig configured:
3>	include measConfigReportAppLayerAvailable in the RRCReestablishmentComplete message;
2>	if the SIB1 contains musim-CapRestrictionAllowed:
3>	if supported, include the musim-CapRestrictionInd in the RRCReestablishmentComplete message upon determining it has temporary capability restriction;
1>	submit the RRCReestablishmentComplete message to lower layers for transmission;
1>	if SIB21 is provided by the PCell; or
1>	if nonServingCellMII is included in SIB1 by the PCell:
2>	if the UE initiated transmission of an MBSInterestIndication message during the last 1 second preceding detection of radio link failure:
3>	initiate transmission of an MBSInterestIndication message in accordance with 5.9.4;
1>	the procedure ends.
NOTE x: 	Upon reception of musim-CapRestrictionInd in RRCReestablishmentComplete, it is up to network implementation to configure the UE with a limited configuration that is used until network sends RRCReconfiguration based on the actual restricted UE capabilities included in UEAssistanceInformation.
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The RRCReestablishmentComplete message is used to confirm the successful completion of an RRC connection re-establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCReestablishmentComplete message
-- ASN1START
-- TAG-RRCREESTABLISHMENTCOMPLETE-START

RRCReestablishmentComplete ::=              SEQUENCE {
    rrc-TransactionIdentifier                   RRC-TransactionIdentifier,
    criticalExtensions                          CHOICE {
        rrcReestablishmentComplete                  RRCReestablishmentComplete-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

RRCReestablishmentComplete-IEs ::=          SEQUENCE {
    lateNonCriticalExtension                    OCTET STRING                            OPTIONAL,
    nonCriticalExtension                        RRCReestablishmentComplete-v1610-IEs    OPTIONAL
}

RRCReestablishmentComplete-v1610-IEs ::=    SEQUENCE {
    ue-MeasurementsAvailable-r16                UE-MeasurementsAvailable-r16            OPTIONAL,
    nonCriticalExtension                        RRCReestablishmentComplete-v1800-IEs    OPTIONAL
}

RRCReestablishmentComplete-v1800-IEs ::=    SEQUENCE {
    flightPathInfoAvailable-r18                 ENUMERATED {true}                       OPTIONAL,
    measConfigReportAppLayerAvailable-r18       ENUMERATED {true}                       OPTIONAL,
	musim-CapRestrictionInd-r18             	ENUMERATED {true}                       OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                             OPTIONAL

}

-- TAG-RRCREESTABLISHMENTCOMPLETE-STOP
-- ASN1STOP

	SIB1 field descriptions

	cellBarred2RxXR
Indicates whether the cell is barred for 2Rx XR UEs. This field is ignored by all UEs that are not 2Rx XR UEs. This field may be configured only if the cell operates in a frequency band where 4Rx antenna ports are mandated as specified in TS 38.101-1 [15]. If this field is absent on a cell operating in a frequency band where 4RX antenna ports are mandated, a 2RX XR UE shall treat the cell as not barred, as specified in TS 38.304 [20].

	cellBarredATG
Value barred means that the cell is barred for connectivity to ATG, as defined in TS 38.304 [20]. Value notBarred means that the cell is allowed for connectivity to ATG. If not present, the UE considers the cell is not allowed for connectivity to ATG, as defined in TS 38.304 [20]. This field is only applicable to ATG-capable UEs.

	cellBarred-eRedCap1Rx
Value barred means that the cell is barred for an eRedCap UE with 1 Rx branch, as defined in TS 38.304 [20]. This field is ignored by non-eRedCap UEs.

	cellBarred-eRedCap2Rx
Value barred means that the cell is barred for an eRedCap UE with 2 Rx branches, as defined in TS 38.304 [20]. This field is ignored by non-eRedCap UEs.

	cellBarredFixedVSAT
Value barred means that the cell is barred for fixed VSAT UEs, as defined in TS 38.304 [20]. If not present, the cell is not allowed for fixed VSAT UEs. This field is ignored by non-VSAT UEs.

	cellBarredMobileVSAT
Value barred means that the cell is barred for mobile VSAT UEs, as defined in TS 38.304 [20]. If not present, the cell is not allowed for mobile VSAT UEs. This field is ignored by non-VSAT UEs.

	cellBarredNES
This field indicates the cell barring status for UEs supporting nes-CellDTX-DRX as described in 5.2.2.4.2.

	cellBarredNTN
Value barred means that the cell is barred for connectivity to NTN, as defined in TS 38.304 [20]. Value notBarred means that the cell is allowed for connectivity to NTN. If not present, the UE considers the cell is not allowed for connectivity to NTN, as defined in TS 38.304 [20]. This field is only applicable to NTN-capable UEs.

	cellBarredRedCap1Rx
Value barred means that the cell is barred for a RedCap UE with 1 Rx branch, as defined in TS 38.304 [20]. This field is ignored by non-RedCap UEs.

	cellBarredRedCap2Rx
Value barred means that the cell is barred for a RedCap UE with 2 Rx branches, as defined in TS 38.304 [20]. This field is ignored by non-RedCap UEs.

	cellSelectionInfo
Parameters for cell selection related to the serving cell.

	eCallOverIMS-Support
Indicates whether the cell supports eCall over IMS services as defined in TS 23.501 [32]. If absent, eCall over IMS is not supported by the network in the cell.

	eDRX-AllowedIdle
The presence of this field indicates that extended DRX for CN paging is allowed in the cell for UEs in RRC_IDLE or RRC_INACTIVE. The UE shall stop using extended DRX for CN paging in RRC_IDLE or RRC_INACTIVE if eDRX-AllowedIdle is not present.

	eDRX-AllowedInactive
The presence of eDRX-AllowedInactive-r17 this field indicates that extended DRX cycle equal to or shorter than 10.24 s for RAN paging is allowed in the cell for UEs in RRC_INACTIVE. The UE shall stop using extended DRX cycle equal to or shorter than 10.24 s for RAN paging in RRC_INACTIVE if eDRX-AllowedInactive-r17 is not present. The presence of eDRX-AllowedInactive-r18 indicates that extended DRX cycle longer than 10.24 s for RAN paging is allowed in the cell for UEs in RRC_INACTIVE. The UE shall stop using extended DRX cycle longer than 10.24 s for RAN paging in RRC_INACTIVE if eDRX-AllowedInactive-r18 is not present.

	featurePriorities
Indicates priorities for features, such as (e)RedCap, Slicing, SDT, MSG1-Repetitions and MSG3-Repetitions for Coverage Enhancements. These priorities are used to determine which FeatureCombinationPreambles the UE shall use when a feature maps to more than one FeatureCombinationPreambles, as specified in TS 38.321 [3]. A lower value means a higher priority. The network does not signal the same priority for more than one feature. The network signals a priority for all feature that map to at least one FeatureCombinationPreambles.

	halfDuplexRedCap-Allowed
The presence of this field indicates that the cell supports half-duplex FDD (e)RedCap UEs.

	hsdn-Cell
This field indicates this is a HSDN cell as specified in TS 38.304 [20].

	hyperSFN
Indicates hyper SFN which increments by one when the SFN wraps around. This field is excluded when determining changes in system information, i.e. changes of hyper SFN should not result in system information change notifications.

	idleModeMeasurementsEUTRA
This field indicates that a UE that is configured for EUTRA idle/inactive measurements shall perform the measurements while camping in this cell and report availability of these measurements when establishing or resuming a connection in this cell. If absent, a UE is not required to perform EUTRA idle/inactive measurements.

	idleModeMeasurementsNR
This field indicates that a UE that is configured for NR idle/inactive measurements shall perform the measurements while camping in this cell and report availability of these measurements when establishing or resuming a connection in this cell. If absent, a UE is not required to perform NR idle/inactive measurements.

	ims-EmergencySupport
Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.

	intraFreqReselection2RxXR
This field controls cell selection/reselection to intra-frequency cells for 2Rx XR UEs when this cell is barred or treated as barred by the 2Rx XR UE, as specified in TS 38.304 [20]. This field is ignored by all UEs that are not 2Rx XR UEs. This field may be configured only if the cell operates in a frequency band where 4Rx antenna ports are mandated, as specified in TS 38.101-1 [15].

	intraFreqReselection-eRedCap
Controls cell selection/reselection to intra-frequency cells for eRedCap UEs when this cell is barred, or treated as barred by the eRedCap UE, as specified in TS 38.304 [20]. If not present, an eRedCap UE treats the cell as barred, i.e., the UE considers that the cell does not support eRedCap.

	intraFreqReselectionRedCap
Controls cell selection/reselection to intra-frequency cells for RedCap UEs when this cell is barred, or treated as barred by the RedCap UE, as specified in TS 38.304 [20]. If not present, a RedCap UE treats the cell as barred, i.e.,the UE considers that the cell does not support RedCap.

	mobileIAB-Cell
The presence of this field indicates that this is a mobile IAB cell.

	mt-SDT-RSRP-Threshold
RSRP threshold used to determine whether MT-SDT procedure can be initiated, as specified in TS 38.321 [3]. If the field is absent, and the field sdt-RSRP-Threshold is present, the UE applies the value in the field sdt-RSRP-Threshold.

	musim-CapRestrictionAllowed
Indicates the UE is allowed to send the musim-CapRestrictionInd in RRCSetupComplete, and RRCResumeComplete and RRCReestablishmentComplete messages.







