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1 Introduction
In this contribution, we discuss the RILs [S854], [S862] and [S863].
2 Discussion
2.1 [S854] WaitTimer Expiry in dual connectivity 
RAN2 agreed that UE applies temporary capability restrictions upon the expiry of wait timer. When the UE applies temporary UE capability restrictions, our understanding is that the network also need to apply temporary UE capability restrictions. 
Observation 1: Upon expiry of the wait timer, both UE and network need to apply temporary capability restriction.
For DC, this means that both MN and SN needs to apply temporary capability restricitons upon the expiry of ‘wait timer’ (T348).But SN does not know the wait timer value in current specification. Therefore, it is not clear how SN applies the temporary capability restrictions. 
The simplest way to do this is for MN to transfer the wait timer to SN in CG-Config. SN can then apply the restricted capabilities at the expiry of the wait timer. An alternative is that SN applies the temporary capability restriction at the expiry of maximum value of waittimer (100 ms). It would be simpler for MN to send wait timer value in SN and there is no need to wait till the maximum value of wait timer. So we prefer option 1.
Proposal 1: RAN2 to consider the following options for the issue of wait timer expiry in dual connectivity:
1. MN includes wait timer in CG-ConfigInfo (preferred option)
2. SN applies the temporary capability restrictions at the expiry of maximum value of wait timer (100 ms).
A TP corresponding to option 1 is given in TP1.
2.2 [S863] WaitTimer Expiry when MUSIM-CellToRelease-r18 includes the servCellIndex of the PSCell
In last meeting, it was decided that MUSIM-CellToRelease-r18 can include the servCellIndex of the PSCell also. If the UE prefers to release SCG, it includes MUSIM-CellToRelease-r18.If the UE prefers to release only the PSCell and can keep any of the SCells in SCG, it may include the servCellIndex of the PSCell in MUSIM-CellToRelease-r18. 
If UE has included ServCellIndex of PSCell in MUSIM-CellToRelease-r18 and the T348 expires, then UE needs to release SCG rather than the indicated serving cell which is PSCell. This may be captured in the informative section on timers. A TP which shows how this is done is given below.
Proposal 2: If UE has included ServCellIndex of PSCell in MUSIM-CellToRelease-r18 and the T348 expires, then UE needs to release SCG (as given in below TP).

	Timer
	Start
	Stop 
	Expiry

	T348
	Upon transmission of MUSIM temporary restriction of musim-CapRestriction for serving cell(s) with capabilities restricted, release of SCell or release of SCG. 
	Upon reception of RRCReconfiguration message that does not exceed UE temporary capability restriction transmitted via musim-CapRestriction.
	UE may apply the temporary UE capability restriction in accordance with the one indicated in the last transmission of the UEAssistanceInformation message including musim-CapRestriction. If ServCellIndex of PSCell was included in indicated MUSIM-CellToRelease-r18, UE releases SCG.




2.3 [S863] Prohibit timer handling for bands and Max_CC
Consider that UE has initiated UAI for reporting max-cc information and started prohibit timer.UE need not initiate UAI to report band information even for the first time, while T346n is running.
Proposal 3: UE does not initiate UAI to report band information even for the first time, while T346n is running (as given in TP2).
Similarly, the prohibit timer may be running while the UE transmits max-cc or band related restrictions, if the UE has initiated UAI for transmitting Cell-SCG-ToRelease or CellToAffect list. Then the UE needs to restart the timer. So the condition start the timer may be changed as start or restart the timer.
Proposal 4: UE starts or restarts the prohibit timer upon transmitting band information or Max CC information (as given in TP2).
A TP according to P3 and P4 are given in section 6.
3 Conclusion
Request RAN2 to consider following observations and to discuss and agree to the following proposals:
Observation 1: Upon expiry of the wait timer, both UE and network need to apply temporary capability restriction.
Proposal 1: RAN2 to discuss the issue of wait timer expiry in dual connectivity and consider the following options:
1. MN includes wait timer in CG-ConfigInfo (preferred option)
2. SN applies the temporary capability restrictions at the expiry of maximum value of waittimer.
Proposal 2: If UE has included ServCellIndex of PSCell in MUSIM-CellToRelease-r18 and the T348 expires, then UE needs to release SCG (as given in below TP).
[bookmark: _GoBack]Proposal 3: UE does not initiate UAI to report band information even for the first time, while T346n is running (as given in TP2).
Proposal 4: UE starts or restarts the prohibit timer upon transmitting band information or Max CC information (as given in TP2).
4 References
[1] TS 38.300 V18.0.0
[2] TS 38.331 V18.0.0
5 TP1
[bookmark: _Toc60777637][bookmark: _Toc156130954]–	CG-ConfigInfo
This message is used by master eNB or gNB to request the SgNB or SeNB to perform certain actions e.g. to establish, modify or release an SCG. The message may include additional information e.g. to assist the SgNB or SeNB to set the SCG configuration. It can also be used by a CU to request a DU to perform certain actions, e.g. to establish, or modify an MCG or SCG.
Direction: Master eNB or gNB to secondary gNB or eNB, alternatively CU to DU.
CG-ConfigInfo message
-- ASN1START
-- TAG-CG-CONFIG-INFO-START

CG-ConfigInfo ::=               SEQUENCE {
    criticalExtensions              CHOICE {
        c1                              CHOICE{
            cg-ConfigInfo               CG-ConfigInfo-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture        SEQUENCE {}
    }
}

CG-ConfigInfo-IEs ::=           SEQUENCE {
    ue-CapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)          OPTIONAL,-- Cond SN-AddMod
    candidateCellInfoListMN         MeasResultList2NR                                                 OPTIONAL,
    candidateCellInfoListSN         OCTET STRING (CONTAINING MeasResultList2NR)                       OPTIONAL,
    measResultCellListSFTD-NR       MeasResultCellListSFTD-NR                                         OPTIONAL,
    scgFailureInfo                  SEQUENCE {
        failureType                     ENUMERATED { t310-Expiry, randomAccessProblem,
                                                     rlc-MaxNumRetx, synchReconfigFailure-SCG,
                                                     scg-reconfigFailure,
                                                     srb3-IntegrityFailure},
        measResultSCG                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    configRestrictInfo              ConfigRestrictInfoSCG                                             OPTIONAL,
    drx-InfoMCG                     DRX-Info                                                          OPTIONAL,
    measConfigMN                    MeasConfigMN                                                      OPTIONAL,
    sourceConfigSCG                 OCTET STRING (CONTAINING RRCReconfiguration)                      OPTIONAL,
    scg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mcg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mrdc-AssistanceInfo             MRDC-AssistanceInfo                                               OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1540-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1540-IEs ::=     SEQUENCE {
    ph-InfoMCG                      PH-TypeListMCG                                                    OPTIONAL,
    measResultReportCGI             SEQUENCE {
        ssbFrequency                    ARFCN-ValueNR,
        cellForWhichToReportCGI         PhysCellId,
        cgi-Info                        CGI-InfoNR
    }                                                                                                 OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1560-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1560-IEs ::=  SEQUENCE {
    candidateCellInfoListMN-EUTRA       OCTET STRING                                                  OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                                  OPTIONAL,
    sourceConfigSCG-EUTRA               OCTET STRING                                                  OPTIONAL,
    scgFailureInfoEUTRA                 SEQUENCE {
        failureTypeEUTRA                    ENUMERATED { t313-Expiry, randomAccessProblem,
                                                    rlc-MaxNumRetx, scg-ChangeFailure},
        measResultSCG-EUTRA                 OCTET STRING
    }                                                                                                 OPTIONAL,
    drx-ConfigMCG                       DRX-Config                                                    OPTIONAL,
    measResultReportCGI-EUTRA               SEQUENCE {
        eutraFrequency                      ARFCN-ValueEUTRA,
        cellForWhichToReportCGI-EUTRA           EUTRA-PhysCellId,
        cgi-InfoEUTRA                           CGI-InfoEUTRA
    }                                                                                                 OPTIONAL,
    measResultCellListSFTD-EUTRA        MeasResultCellListSFTD-EUTRA                                  OPTIONAL,
    fr-InfoListMCG                      FR-InfoList                                                   OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1570-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1570-IEs ::=  SEQUENCE {
    sftdFrequencyList-NR                SFTD-FrequencyList-NR                                         OPTIONAL,
    sftdFrequencyList-EUTRA             SFTD-FrequencyList-EUTRA                                      OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1590-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1590-IEs ::=  SEQUENCE {
    servFrequenciesMN-NR            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR     OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1610-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1610-IEs ::=  SEQUENCE {
    drx-InfoMCG2                 DRX-Info2                                                            OPTIONAL,
    alignedDRX-Indication        ENUMERATED {true}                                                    OPTIONAL,
    scgFailureInfo-r16                  SEQUENCE {
        failureType-r16                     ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16,
                                                         beamFailure-r17, spare3, spare2, spare1},
        measResultSCG-r16                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    dummy1                                  SEQUENCE {
        failureTypeEUTRA-r16                    ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, spare5,
                                                                     spare4, spare3, spare2, spare1},
        measResultSCG-EUTRA-r16                 OCTET STRING
    }                                                                                                 OPTIONAL,
    sidelinkUEInformationNR-r16      OCTET STRING (CONTAINING SidelinkUEInformationNR-r16)            OPTIONAL,
    sidelinkUEInformationEUTRA-r16   OCTET STRING                                                     OPTIONAL,
    nonCriticalExtension             CG-ConfigInfo-v1620-IEs                                          OPTIONAL
}

CG-ConfigInfo-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSourceSCG-r16    OCTET STRING (CONTAINING UEAssistanceInformation)         OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1640-IEs                                   OPTIONAL
}

CG-ConfigInfo-v1640-IEs ::=             SEQUENCE {
    servCellInfoListMCG-NR-r16              ServCellInfoListMCG-NR-r16                   OPTIONAL,
    servCellInfoListMCG-EUTRA-r16           ServCellInfoListMCG-EUTRA-r16                OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1700-IEs                      OPTIONAL
}

CG-ConfigInfo-v1700-IEs ::=             SEQUENCE {
    candidateCellListCPC-r17                CandidateCellListCPC-r17                     OPTIONAL,
    twoPHRModeMCG-r17                       ENUMERATED {enabled}                         OPTIONAL,
    lowMobilityEvaluationConnectedInPCell-r17 ENUMERATED {enabled}                       OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1730-IEs                      OPTIONAL
}

CG-ConfigInfo-v1730-IEs ::=             SEQUENCE {
    fr1-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    fr2-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1800-IEs                      OPTIONAL
}

CG-ConfigInfo-v1800-IEs ::=             SEQUENCE {
    musim-GapConfigInfo-r18                 MUSIM-GapConfig-r17                          OPTIONAL,
    musim-CapRestrictionInfo-r18            SEQUENCE {
        musim-CapRestriction-r18                MUSIM-CapRestriction-r18                 OPTIONAL,
        musim-CandidateBandList-r18             MUSIM-CandidateBandList-r18              OPTIONAL,
        musim-WaitTimer-r18                 ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1} OPTIONAL
    }                                                                                    OPTIONAL,
    scpac-ReferenceConfiguration-r18        ReferenceConfiguration-r18                   OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                  OPTIONAL
}


6 TP2
[bookmark: _Toc162894358]5.7.4.2	Initiation
A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.
A UE capable of providing IDC assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting IDC problem if the UE did not transmit an IDC assistance information since it was configured to provide IDC indications, or upon change of IDC problem information.
A UE capable of providing its preference on DRX parameters of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a preference on DRX parameters and upon change of its preference on DRX parameters.
A UE capable of providing its preference on the maximum aggregated bandwidth of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum aggregated bandwidth preference and upon change of its maximum aggregated bandwidth preference.
A UE capable of providing its preference on the maximum number of secondary component carriers of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum number of secondary component carriers preference and upon change of its maximum number of secondary component carriers preference.
A UE capable of providing its preference on the maximum number of MIMO layers of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum number of MIMO layers preference and upon change of its maximum number of MIMO layers preference.
A UE capable of providing its preference on the minimum scheduling offset for cross-slot scheduling of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a minimum scheduling offset preference and upon change of its minimum scheduling offset preference.
A UE capable of providing assistance information to transition out of RRC_CONNECTED state may initiate the procedure if it was configured to do so, upon determining that it prefers to transition out of RRC_CONNECTED state, or upon change of its preferred RRC state.
A UE capable of providing configured grant assistance information for NR sidelink communication in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide traffic pattern information and upon change of traffic patterns.
A UE capable of providing an indication of its preference in being provisioned with reference time information may initiate the procedure upon being configured to provide this indication, or if it was configured to provide this indication and upon change of its preference.
A UE capable of providing an indication of its preference in FR2 UL gap may initiate the procedure if it was configured to do so, upon detecting the need of FR2 UL gap activation/deactivation.
A UE capable of providing MUSIM assistance information for gap preference may initiate the procedure if it was configured to do so, upon determining it needs the gaps, or upon change of the gap preference information.
A UE capable of providing MUSIM assistance information for gap priority preference may initiate the procedure if it was configured to do so, upon determining it has gap priority preference information.
A UE capable of providing MUSIM assistance information for leave indication may initiate the procedure if it was configured to do so upon determining that it needs to leave RRC_CONNECTED state.
A UE capable of providing MUSIM assistance information for temporary capability restriction may initiate the procedure if it was configured to do so, upon determining it has temporary capability restriction or upon determining the removal of the capability restriction.
A UE capable of relaxing its RLM measurements of a cell group in RRC_CONNECTED state shall initiate the procedure for providing an indication of its relaxation state for RLM measurements upon being configured to do so, and upon change of its relaxation state for RLM measurements in RRC_CONNECTED state.
A UE capable of relaxing its BFD measurements in serving cells of a cell group in RRC_CONNECTED shall initiate the procedure for providing an indication of its relaxation state for BFD measurements upon being configured to do so, and upon change of its relaxation state for BFD measurements in RRC_CONNECTED state.
A UE capable of SDT initiates this procedure when data and/or signalling mapped to radio bearers that are not configured for SDT becomes available during SDT (i.e. while SDT procedure is ongoing).
A UE capable of providing its preference for SCG deactivation may initiate the procedure if it was configured to do so, upon determining that it prefers or does no more prefer the SCG to be deactivated.
A UE that has uplink data to transmit for a DRB for which there is no MCG RLC bearer while the SCG is deactivated shall initiate the procedure.
A UE capable of providing an indication of fulfilment of the RRM measurement relaxation criterion in connected mode may initiate the procedure if it was configured to do so, upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.
A UE capable of providing service link propagation delay difference between serving cell and neighbour cell(s) shall initiate the procedure upon being configured to do so, and upon determining that service link propagation delay difference between serving cell and a neighbour cell has changed more than threshPropDelayDiff compared with the last reported value.
A UE capable of providing an indication of its preference on multi-Rx operation for FR2 may initiate the procedure if it was configured to do so, upon detecting having a preference on multi-Rx operation for FR2 and upon change of its preference on multi-Rx operation for FR2.
A UE capable of indicating the availability of flight path information may initiate the procedure, if it was configured to do so, upon determining that an initial or updated flight path information is available.
A UE capable of providing UL traffic information shall initiate the procedure when this information is available upon being configured to do so, and upon change of UL traffic information.
A UE capable of N3C remote UE operation initiates the procedure upon being configured to report relay UE information on the available non-3GPP connection(s), and upon change of its available non-3GPP connection(s).
A UE capable of providing configured grant assistance information including SL-PRS transmission periodicity and priority for NR sidelink positioning in RRC_CONNECTED may initiate the procedure.
Editor's Note: FFS the details of configured grant assistance information.
Upon initiating the procedure, the UE shall:
<Some non-relevant section removed>
1>	if configured to provide MUSIM assistance information for leaving RRC_CONNECTED:
2>	if the UE needs to leave RRC_CONNECTED state and the timer T346g is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide MUSIM assistance information for leaving RRC_CONNECTED;
3>	start the timer T346g with the timer value set to the musim-LeaveWithoutResponseTimer;
1>	if configured to provide MUSIM assistance information for gap preference:
2>	if configured to provide MUSIM assistance information for gap priority preference:
3>	if the UE has a preference on the MUSIM gap(s) and the UE did not transmit a UEAssistanceInformation message with musim-GapPreferenceList since it was configured to provide MUSIM assistance information for gap preference; or
3>	if the UE has a preference on the MUSIM gap(s) and the UE did not transmit a UEAssistanceInformation message with musim-GapPriorityPreferenceList since it was configured to provide MUSIM assistance information for gap priority preference; or
3>	if the current musim-GapPreferenceList is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-GapPreferenceList and the timer T346h is not running; or
3>	if the current musim-GapPriorityPreferenceList is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-GapPriorityPreferenceList and the timer T346h is not running:
4>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-GapPreferenceList and/or musim-GapPriorityPreferenceList and/or musimGap-KeepPreference;
4>	start or restart the timer T346h with the timer value set to the musim-GapProhibitTimer.
2>	else:
3>	if the UE has a preference on the MUSIM gap(s) and the UE did not transmit a UEAssistanceInformation message with musim-GapPreferenceList since it was configured to provide MUSIM assistance information for gap preference; or
3>	if the current musim-GapPreferenceList is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-GapPreferenceList and the timer T346h is not running:
4>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-GapPreferenceList;
4>	start or restart the timer T346h with the timer value set to the musim-GapProhibitTimer.
NOTE 3:	The UE does not need to initiate transmission of the UEAssistanceInformation message if the difference between the current musim-GapPreferenceList and the last transmission of the UEAssistanceInformation message including musim-GapPreferenceList is only due to removal of an ended aperiodic gap.
1>	if configured to provide MUSIM assistance information for temporary capability restriction:
2>	if the UE has temporary capability restriction on the current configuration and timer T348 is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-Cell-SCG-ToRelease and/or musim-CellToAffectList;
3>	start the timer T348 with the timer value set to the musim-WaitTimer.
2>	if the UE has temporary capability restriction on the combination(s) of bands comprising of band(s) included in musim-CandidateBandList and the UE did not transmit a UEAssistanceInformation message with musim-AffectedBandsList and/or musim-AvoidedBandsList since it was configured to provide MUSIM assistance information for temporary capability restriction and timer T346n is not running; or
2>	if the current musim-AffectedBandsList and/or musim-AvoidedBandsList is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-CapRestriction and timer T346n is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-AffectedBandsList and/or musim-AvoidedBandsList;
3>	start or restart the timer T346n with the timer value set to the musim-ProhibitTimer.
2>	if the current musim-MaxCC is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-CapRestriction and timer T346n is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-MaxCC;
3>	start or restart the timer T346n with the timer value set to the musim-ProhibitTimer.
2>	if the UE has a preference on the measurement gap requirement information and the UE did not transmit a UEAssistanceInformation message with measurement gap requirement information or RRCReconfigurationComplete message or RRCResumeComplete message with measurement gap requirement information since it was configured to provide its preference on the measurement gap requirement information for MUSIM; or
2>	if the current musim-NeedForGapsInfoNR is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-NeedForGapsInfoNR or RRCReconfigurationComplete message or RRCResumeComplete message including needForGapsInfoNR:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-NeedForGapsInfoNR;

