

[bookmark: _Toc46439061][bookmark: _Toc46443898][bookmark: _Toc46486659][bookmark: _Toc52836537][bookmark: _Toc52837545][bookmark: _Toc53006185][bookmark: _Toc20425633][bookmark: _Toc29321029][bookmark: _Toc36756613][bookmark: _Toc36836154][bookmark: _Toc36843131][bookmark: _Toc37067420][bookmark: _Toc60776688][bookmark: _Toc163106480][bookmark: _MON_1400506224][bookmark: _MON_1400506229][bookmark: _MON_1398090240][bookmark: _MON_1400506198][bookmark: _MON_1401530775][bookmark: _Toc139045390][bookmark: OLE_LINK8][bookmark: OLE_LINK1][bookmark: _Hlk148521567]3GPP TSG-RAN WG2 Meeting #125-bis	R2-2403707
Changsha, China, April 15 – April 19, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.331
	CR
	4650
	rev
	1
	Current version:
	17.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	[bookmark: OLE_LINK6]CR to 38.331 on supporting paging monitoring for ongoing SDT

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	R2

	
	

	Work item code:
	NR_SmallData_INACTIVE-Core
	
	Date:
	2024-04-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	For paging monitoring, RAN2 agreed that the UE shall monitor paging before T319a starts and may initiate a new resume procedure if conditions are fulfilled. Otherwise there will be a long duration when the UE may be waiting for the lower layers to transmit the CCCH message but won’t monitor paging especially with longer CG periodicities in Rel-18.

However, the new requirement that explicitly agreed in Rel-18 is not mirrored back to Rel-17. And it is also unclear whether the network behavior on when to send PAGING message is separated or aligned between Rel-17 and Rel-18.

This CR proposes introducing a capability signaling to make above UE behavior change in a backward compatiable manner and to align the netowrk and UE behaviors between Rel-17 and Rel-18. The new feature is optional with capability signaling for the legacy UEs. However, support of the new feature is mandatory for Rel-18 UEs supporting SDT.

	
	

	Summary of change:
	Introduce a capability signaling of new paging monitoring requirement.

Impact analysis
Impacted 5G architecture options:
NR SA

Impacted functionality:
NR small data transmission

Inter-operability: 

1. [bookmark: OLE_LINK17][bookmark: OLE_LINK7]If the UE is implemented according to the CR and the network is not, there are interoperability issues, for example the Rel-18 network could send PAGING when SDT is ongoing but the legacy UEs not supporting the new feature will stop monitor PAGING as long as SDT is ongoing. The consequence could be higher paging load and higher power consumption.
1. If the network is implemented according to the CR and the UE is not, there are interoperability issues because there would be a long period that UE is considered unreachable for MT data if longer CG periodicity is configured by the network.


	
	

	Consequences if not approved:
	The network and UE behavior on supporting paging monitoring for ongoing SDT is not clear so that interoperability issues could happen.

	
	

	Clauses affected:
	4.2.1, 6.3.3

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 38.306 CR1062 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	rev 1: Add 4.2.1 to Clauses affected; Category is udated to F.
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4	General
[bookmark: _Toc60776690][bookmark: _Toc163106482]4.2	Architecture
[bookmark: _Toc60776691][bookmark: _Toc163106483]4.2.1	UE states and state transitions including inter RAT
A UE is either in RRC_CONNECTED state or in RRC_INACTIVE state when an RRC connection has been established. If this is not the case, i.e. no RRC connection is established, the UE is in RRC_IDLE state. The RRC states can further be characterised as follows:
-	RRC_IDLE:
-	A UE specific DRX may be configured by upper layers;
-	At lower layers, the UE may be configured with a DRX for PTM transmission of MBS broadcast;
-	UE controlled mobility based on network configuration;
-	The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5);
-	Monitors a Paging channel for CN paging using 5G-S-TMSI, except if the UE is acting as a L2 U2N Remote UE;
-	If configured by upper layers for MBS multicast reception, monitors a Paging channel for CN paging using TMGI;
-	Performs neighbouring cell measurements and cell (re-)selection;
-	Acquires system information and can send SI request (if configured);
-	Performs logging of available measurements together with location and time for logged measurement configured UEs;
-	Performs idle/inactive measurements for idle/inactive measurement configured UEs;
-	If configured by upper layers for MBS broadcast reception, acquires MCCH change notification and MBS broadcast control information and data.
-	RRC_INACTIVE:
-	A UE specific DRX may be configured by upper layers or by RRC layer;
-	At lower layers, the UE may be configured with a DRX for PTM transmission of MBS broadcast;
-	UE controlled mobility based on network configuration;
-	The UE stores the UE Inactive AS context;
-	A RAN-based notification area is configured by RRC layer;
-	Transfer of unicast data and/or signalling to/from UE over radio bearers configured for SDT.
-	The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5);
-	During SDT procedure, monitors control channels associated with the shared data channel to determine if data is scheduled for it;
-	While SDT procedure is not ongoingT319a is not running, monitors a Paging channel for CN paging using 5G-S-TMSI and RAN paging using fullI-RNTI, except if the UE is acting as a L2 U2N Remote UE;
-	If configured by upper layers for MBS multicast reception, while SDT procedure is not ongoingT319a is not running, monitors a Paging channel for paging using TMGI;
-	Performs neighbouring cell measurements and cell (re-)selection;
-	Performs RAN-based notification area updates periodically and when moving outside the configured RAN-based notification area;
-	Acquires system information and, while SDT procedure is not ongoing, can send SI request (if configured);
-	While SDT procedure is not ongoing, performs logging of available measurements together with location and time for logged measurement configured UEs;
-	While SDT procedure is not ongoing, performs idle/inactive measurements for idle/inactive measurement configured UEs;
-	If configured by upper layers for MBS broadcast reception, acquires MCCH change notification and MBS broadcast control information and data;
-	Transmits SRS for Positioning.
-	RRC_CONNECTED:
-	The UE stores the AS context;
-	Transfer of unicast data to/from UE;
-	Transfer of MBS multicast data to UE;
-	At lower layers, the UE may be configured with a UE specific DRX;
-	At lower layers, the UE may be configured with a DRX for PTM transmission of MBS broadcast and/or a DRX for MBS multicast;
-	For UEs supporting CA, use of one or more SCells, aggregated with the SpCell, for increased bandwidth;
-	For UEs supporting DC, use of one SCG, aggregated with the MCG, for increased bandwidth;
-	Network controlled mobility within NR, to/from E-UTRA, and to UTRA-FDD;
-	Network controlled mobility (path switch) between a serving cell and a L2 U2N Relay UE, or vice versa.
-	The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5), if configured;
-	Monitors control channels associated with the shared data channel to determine if data is scheduled for it;
-	Provides channel quality and feedback information;
-	Performs neighbouring cell and/or L2 U2N relay measurements and measurement reporting;
-	Acquires system information;
-	Performs immediate MDT measurement together with available location reporting;
-	If configured by upper layers for MBS broadcast reception, acquires MCCH change notification and MBS broadcast control information and data.
Figure 4.2.1-1 illustrates an overview of UE RRC state machine and state transitions in NR. A UE has only one RRC state in NR at one time.


Figure 4.2.1-1:	UE state machine and state transitions in NR
Figure 4.2.1-2 illustrates an overview of UE state machine and state transitions in NR as well as the mobility procedures supported between NR/5GC, E-UTRA/EPC and E-UTRA/5GC.


Figure 4.2.1-2:	UE state machine and state transitions between NR/5GC, E-UTRA/EPC and E-UTRA/5GC
Figure 4.2.1-3 illustrates the mobility procedure supported between NR/5GC and UTRA-FDD.


Figure 4.2.1-3:	Mobility procedure supported between NR/5GC and UTRA-FDD
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[bookmark: _Toc60777073][bookmark: _Toc163106959]6	Protocol data units, formats and parameters (ASN.1)
[bookmark: _Toc60777137][bookmark: _Toc163107028]6.3	RRC information elements
[bookmark: _Toc60777428][bookmark: _Toc163107381]6.3.3	UE capability information elements
[bookmark: _Toc60777491][bookmark: _Toc163107455][bookmark: _Hlk54199415]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical Rel-15 extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical Rel-15 extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15g0                                       OPTIONAL
}

UE-NR-Capability-v15g0 ::=               SEQUENCE {
    rf-Parameters-v15g0                      RF-Parameters-v15g0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15j0                                       OPTIONAL
}

UE-NR-Capability-v15j0 ::=               SEQUENCE {
    -- Following field is only for REL-15 late non-critical extensions
    lateNonCriticalExtension                 OCTET STRING                                                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16a0                                       OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical Rel-16 extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1690                                       OPTIONAL
}

UE-NR-Capability-v1690 ::=               SEQUENCE {
    ul-RRC-Segmentation-r16                  ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1700                                       OPTIONAL
}

-- Late non-critical extensions from Rel-16 onwards:
UE-NR-Capability-v16a0 ::=               SEQUENCE {
    phy-Parameters-v16a0                     Phy-Parameters-v16a0                                         OPTIONAL,
    rf-Parameters-v16a0                      RF-Parameters-v16a0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16c0                                       OPTIONAL
}

UE-NR-Capability-v16c0 ::=               SEQUENCE {
    rf-Parameters-v16c0                      RF-Parameters-v16c0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16d0                                       OPTIONAL
}

UE-NR-Capability-v16d0 ::=               SEQUENCE {
    featureSets-v16d0                        FeatureSets-v16d0                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16xySEQUENCE {}                                                  OPTIONAL
}

[bookmark: OLE_LINK10][bookmark: OLE_LINK16][bookmark: OLE_LINK9]UE-NR-Capability-v16xy ::=               SEQUENCE {
    -- Following field is only for REL-16 late non-critical extensions
    lateNonCriticalExtension                 OCTET STRING                                                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v17xy                                       OPTIONAL
}

-- Regular non-critical Rel-17 extensions:
UE-NR-Capability-v1700 ::=               SEQUENCE {
    inactiveStatePO-Determination-r17        ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1700                HighSpeedParameters-v1700                                    OPTIONAL,
    powSav-Parameters-v1700                  PowSav-Parameters-v1700                                      OPTIONAL,
    mac-Parameters-v1700                     MAC-Parameters-v1700                                         OPTIONAL,
    ims-Parameters-v1700                     IMS-Parameters-v1700                                         OPTIONAL,
    measAndMobParameters-v1700               MeasAndMobParameters-v1700,
    appLayerMeasParameters-r17               AppLayerMeasParameters-r17                                   OPTIONAL,
    redCapParameters-r17                     RedCapParameters-r17                                         OPTIONAL,
    ra-SDT-r17                               ENUMERATED {supported}                                       OPTIONAL,
    srb-SDT-r17                              ENUMERATED {supported}                                       OPTIONAL,
    gNB-SideRTT-BasedPDC-r17                 ENUMERATED {supported}                                       OPTIONAL,
    bh-RLF-DetectionRecovery-Indication-r17  ENUMERATED {supported}                                       OPTIONAL,
    nrdc-Parameters-v1700                    NRDC-Parameters-v1700                                        OPTIONAL,
    bap-Parameters-v1700                     BAP-Parameters-v1700                                         OPTIONAL,
    musim-GapPreference-r17                  ENUMERATED {supported}                                       OPTIONAL,
    musimLeaveConnected-r17                  ENUMERATED {supported}                                       OPTIONAL,
    mbs-Parameters-r17                       MBS-Parameters-r17,
    nonTerrestrialNetwork-r17                ENUMERATED {supported}                                       OPTIONAL,
    ntn-ScenarioSupport-r17                  ENUMERATED {gso, ngso}                                       OPTIONAL,
    sliceInfoforCellReselection-r17          ENUMERATED {supported}                                       OPTIONAL,
    ue-RadioPagingInfo-r17                   UE-RadioPagingInfo-r17                                       OPTIONAL,
    -- R4 17-2 UL gap pattern for Tx power management
    ul-GapFR2-Pattern-r17                    BIT STRING (SIZE (4))                                        OPTIONAL,
    ntn-Parameters-r17                       NTN-Parameters-r17                                           OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1740                                       OPTIONAL
}

UE-NR-Capability-v1740 ::=               SEQUENCE {
[bookmark: _Hlk130562710]    redCapParameters-v1740                   RedCapParameters-v1740,
    nonCriticalExtension                     UE-NR-Capability-v1750                                       OPTIONAL
}

UE-NR-Capability-v1750 ::=               SEQUENCE {
    crossCarrierSchedulingConfigurationRelease-r17  ENUMERATED {supported}                                OPTIONAL,
    nonCriticalExtension                            SEQUENCE {}                                           OPTIONAL
}

[bookmark: OLE_LINK18][bookmark: OLE_LINK11]-- Late non-critical Rel-17 extensions:
UE-NR-Capability-v17xy ::=               SEQUENCE {
    paging-MonitoringAfterOngoing-SDT-r17    ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=          SEQUENCE {
    phy-ParametersXDD-Diff                   Phy-ParametersXDD-Diff                                       OPTIONAL,
    mac-ParametersXDD-Diff                   MAC-ParametersXDD-Diff                                       OPTIONAL,
    measAndMobParametersXDD-Diff             MeasAndMobParametersXDD-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::=          SEQUENCE {
    phy-ParametersFRX-Diff                   Phy-ParametersFRX-Diff                                       OPTIONAL,
    measAndMobParametersFRX-Diff             MeasAndMobParametersFRX-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

BAP-Parameters-v1700 ::=                 SEQUENCE {
    bapHeaderRewriting-Rerouting-r17         ENUMERATED {supported}                                       OPTIONAL,
    bapHeaderRewriting-Routing-r17           ENUMERATED {supported}                                       OPTIONAL
}

MBS-Parameters-r17 ::=                   SEQUENCE {
    maxMRB-Add-r17                           INTEGER (1..16)                                              OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.
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