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1. Overall Description:
RAN2 thanks RAN4 for the LS on further UE capability signaling for MPR enhancement. RAN2 discussed the LS and achieved the following agreements. 
	RAN2 define the capability to indicate UE is capable to apply Rel-19 requirement related to mprReductionExtensionRatio-r19 and powerBoostPi2BPSK-r18/powerBoostQPSK-r18. If this capability bit is absent, the UE would only be able to meet the requirements per Rel-18 power boosting.
Ask RAN4 whether it is acceptable to change the granularity to “per band”, and inform the RAN2 understanding that the configuration of mprReductionExtensionRatio-r19 is limited to non-CA case (for both DL and UL).
Send a response LS to RAN4 with the above agreement/question.



[bookmark: _Hlk221841754]RAN4 indicated in their LS, “RAN4 envisions that a capability is needed to indicate that if a UE is configured with Rel-19 IEs mprReductionExtensionRatio-r19 to enable extended BW, it would not be able to able to meet the requirements for UEs also configured with the IE powerBoostPi2BPSK-r18 or the IE powerBoostQPSK-r18 in the newly defined extensions of the ‘inner’ region”.
RAN2 would like to point out however that the RAN4 requests above is not in line with the normal RAN2 practice in defining a UE capability parameter as a positive capability (i.e., a capability indicating UE is capable to do something) instead of a negative one (i.e., a capability indicating UE is not capable to do something). RAN2 therefore agreed to introduce the UE capability indicating that if a UE is configured with Rel-19 IEs mprReductionExtensionRatio-r19 to enable extended BW, it can meet the requirements for UEs also configured with the IE powerBoostPi2BPSK-r18 or the IE powerBoostQPSK-r18 in the newly defined extensions of the ‘inner’ region.
RAN2 also would like to ask RAN4 whether it is acceptable to change the granularity of the new UE capability to “per band”, instead of “per band per band combination”. Note that this is based on the RAN2 understanding that the mprReductionExtensionRatio-r19 is limited to non-CA case (for both DL and UL).
	mprReductionExtensionRatio
Indicates the pair of lower-sided and higher-sided extension ratio as specified in TS 38.101-1 [15]. The ratio1 represents (1/2, 0), the ratio2 represents (0, 1/2), ratio3 represents (1/2, 1/2), ratio4 represents (1/4, 0), ratio5 represents (0, 1/4), ratio6 represents (1/4, 1/4). The first/leftmost value of the pair represents the lower-sided extension ratio, the second value of the pair represents the higher-sided extension ratio. The network can only configure this field in case of non-CA in NR SA.



2. Actions:
To RAN4
ACTION: 	RAN2 kindly asks RAN4 to provide answer to the question and inform RAN2 if there is any concern on the agreement.  


3. Date of Next TSG-RAN2 Meetings:
TSG RAN2 Meeting #133-bis	13 – 17 April 2026		Malta
TSG RAN2 Meeting #134                       18 – 22 May 2026                       China



