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	Reason for change:
	In the current description for PEI subgrouping, the term “otherwise” in the sentence “Otherwise, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.” is intended to correspond to the condition “if available for the UE” in the preceding sentence “The subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1, if available for the UE, is used in the cell;”, rather than to the multiple parallel “if” conditions listed earlier. Therefore, the current indentation of this sentence is incorrect. 
The indentation was correct in versions prior to v17.8.0, but starting from v17.9.0 it was mistakenly changed as an editorial modification, which led to this misinterpretation.

	
	

	Summary of change:
	Decrease the indent for the clause starting with “Otherwise” for the UE subgroup assignment, and update the case for “Otherwise”. 

Impact Analysis
Impacted 5G architecture options: NR SA and MR-DC 

Impacted functionality:
PEI subgrouping

[bookmark: OLE_LINK53][bookmark: OLE_LINK49]Inter-operability:
There is no interoperability issue.


	
	

	Consequences if not approved:
	UE behaviour is not clear when to use UE ID based subgrouping.
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[bookmark: _Toc219586919]7.3	Subgrouping
[bookmark: _Toc219586920]7.3.0	General
If PEI and subgrouping are configured, UEs monitoring the same PO can be divided into one or more subgroups. With subgrouping, the UE monitors the associated PO if the corresponding bit for subgroup the UE belongs to is indicated as 1 by PEI corresponding to its PO, as specified in clause 10.4a in TS 38.213 [4].
The following parameters are used for the determination of subgroup ID:
-	subgroupsNumPerPO: total number of subgroups for both CN assigned subgrouping (if any) and UE_ID based subgrouping (if any) in a PO, which is broadcasted in system information;
-	subgroupsNumForUEID: number of subgroups for UE_ID based subgrouping in a PO, which is broadcasted in system information.
UE's subgroup can be either assigned by CN as specified in clause 7.3.1 or formed based on UE_ID as specified in clause 7.3.2:
-	If subgroupsNumForUEID is absent in subgroupConfig, the subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1, if available for the UE, is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID has the same value as subgroupsNumPerPO, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID < subgroupsNumPerPO:
-	The subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1, if available for the UE, is used in the cell;
-	If the subgroup ID based on CN assigned subgrouping, as specified in clause 7.3.1, is not available for the UEOtherwise, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
If a UE has no CN assigned subgroup ID or does not support CN assigned subgrouping, and there is no configuration for subgroupsNumForUEID, the UE monitors the associated PO according to clause 7.1.
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