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1. Overall Description:
RAN2 thanks SA2 for the LS in S2-2401530 and for the following questions in the LS:
SA2 would like to understand whether it is possible that a UE can have both REDCAP and eREDCAP capabilities and can change from a REDCAP UE to an eREDCAP UE (and vice versa)? 

If the UE can change from a REDCAP UE to an eREDCAP UE (and vice versa), what is the expected behaviour of a UE with regards to REDCAP/eREDCAP indication stated above in access stratum and provided during the RRC connection establishment procedure?
RAN2 would answer the questions as follows:
RAN2 understands that a UE cannot indicate both REDCAP and eREDCAP radio capabilities (i.e., if a UE indicates supportOfERedCap-r18, this UE shall not also indicate supportOfRedCap-r17, as described in TS 38.306).
	RAN2 understands that a UE indicates the support of either RedCap or eRedCap, but the UE can update its radio capabilities by existing NAS-procedures.

2. Actions:
To SA2
RAN2 respectfully asks SA2 to take the above answer into account.

3. Date of Next TSG-RAN WG2 Meeting:
3GPP RAN2#125bis	                       15 - 19 Apr, 2024		Changsha, CN
3GPP RAN2#126	                       20 - 24 May, 2024		Fukuoka, JP
