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[bookmark: _CRFigure8_2_1_21]Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
If the Conditional Handover Information Request IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a conditional handover and shall include the Conditional Handover Information Acknowledge IE in the HANDOVER REQUEST ACKNOWLEDGE message.
[bookmark: _Hlk25189334]If the Target NG-RAN node UE XnAP ID IE is contained in the Conditional Handover Information Request IE included in the HANDOVER REQUEST message, then the target NG-RAN node shall remove the existing prepared conditional HO identified by the Target NG-RAN node UE XnAP ID IE and the Target Cell Global ID IE. It is up to the implementation of the target NG-RAN node when to remove the HO information.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
[bookmark: _Hlk513291162]Upon reception of the PDU Session Resources To Be Setup List IE, contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as specified in TS 38.413 [5] for the PDU Session Resource Setup procedure. The target NG-RAN node shall report in the HANDOVER REQUEST ACKNOWLEDGE message the successful establishment of the result for all the requested PDU session resources. When the target NG-RAN node reports the unsuccessful establishment of a PDU session resource, the cause value should be precise enough to enable the source NG-RAN node to know the reason for the unsuccessful establishment.
[bookmark: _Hlk521508401]For each PDU session if the PDU Session Aggregate Maximum Bit Rate IE is included in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store the received PDU Session Aggregate Maximum Bit Rate in the UE context and use it when enforcing traffic policing for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [7].
If the Remaining PSDB IE is contained in the PDU Session Resources To Be Setup List IE included in the HANDOVER REQUEST message, then the target NG-RAN node shall store this information and use it, as remaining time defined in TS 38.300 [9].
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[bookmark: _CRFigure8_3_1_21]Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the QoS Flow Level QoS Parameters IE for each QoS flow shall follow the principles specified for the PDU Session Resource Setup procedure in TS 38.413 [5].
The S-NG-RAN node shall choose the ciphering algorithm based on the information in the UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the S-NG-RAN node Security Key IE as specified in TS 33.501 [28].
If the TSC Traffic Characteristics IE is included for a QoS flow in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall behave the same as the NG-RAN node in the PDU Session Resource Setup procedure, specified in TS 38.413 [5].
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the S-NODE ADDITION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node, if supported, shall store this information and use it to select an appropriate SCG.
If the S-NODE ADDITION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE ADDITION REQUEST message contains the PSI based discard UL indicator IE, the S-NG-RAN node may take it into account to perform UL PSI based SDU discarding activation or deactivation.
If the S-NODE ADDITION REQUEST message contains the UE assistance information IE, the S-NG-RAN node may use it for DRX configuration.
If the ECN Marking or Congestion Information Reporting Request IE is contained in the PDU Session Resource Setup Info – SN terminated IE included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall use it and include ECN Marking or Congestion Information Reporting Status IE in the PDU Session Resource Setup Response Info – SN terminated IE included in the S-NODE ADDITION REQUEST ACKNOWLEDGE message, as described in TS 23.501[7];
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the S-NODE ADDITION REQUEST ACKNOWLEDGE message contains the MR-DC Resource Coordination Information IE, the M-NG-RAN node may use it for the purpose of resource coordination with the S-NG-RAN node. The M-NG-RAN node shall consider the value of the received UL Coordination Information IE valid until reception of a new update of the IE for the same UE. The M-NG-RAN node shall consider the value of the received DL Coordination Information IE valid until reception of a new update of the IE for the same UE. If the E-UTRA Coordination Assistance Information IE or the NR Coordination Assistance Information IE is contained in the MR-DC Resource Coordination Information IE, the M-NG-RAN node shall, if supported, use the information to determine further coordination of resource utilisation between the M-NG-RAN node and the S-NG-RAN node.
If the S-NODE ADDITION REQUEST ACKNOWLEDGE message contains the PSI based discard UL indicator IE, the M-NG-RAN node may take it into account to perform UL PSI based SDU discarding activation or deactivation.
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[bookmark: _CRFigure8_3_3_21]Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.
The S-NODE MODIFICATION REQUEST message may contain
-	within the UE Context Information IE;
-	PDU session resources to be added within the PDU Session Resources To Be Added Item IE;
-	PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;
-	PDU session resources to be released within the PDU Session Resources To Be Released Item IE;
-	the S-NG-RAN node Security Key IE;
-	the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;
-	the M-NG-RAN node to S-NG-RAN node Container IE;
-	the PDCP Change Indication IE;
-	the SCG Configuration Query IE;
-	the Requested split SRBs IE;
-	the Requested split SRBs release IE;
-	the Requested fast MCG recovery via SRB3 IE;
-	the Requested fast MCG recovery via SRB3 Release IE;
-	the Additional DRB IDs IE;
-	the MR-DC Resource Coordination Information IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes. If the S-NODE MODIFICATION REQUEST message also contains the Selected NID IE, the S-NG-RAN node may decide to use the SNPN identified by the Selected PLMN IE and Selected NID IE for its own usage.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the S-NG-RAN node UE Slice Maximum Bit Rate IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported:
-	store and replace the previously provided S-NG-RAN node UE Slice Maximum Bit Rate, if any, by the received S-NG-RAN node UE Slice Maximum Bit Rate for each S-NSSAI for the concerned UE;
-	use the received S-NG-RAN node UE Slice Maximum Bit Rate for all PDU sessions associated with the S-NSSAI for the concerned UE as defined in TS 23.501 [7].
If the S-NODE MODIFICATION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE MODIFICATION REQUEST message contains the PSI based discard UL indicator IE, the S-NG-RAN node may take it into account to perform UL PSI based SDU discarding activation or deactivation.
If the S-NODE MODIFICATION REQUEST message contains the UE assistance information IE, the S-NG-RAN node may use it for DRX configuration.
If the ECN Marking or Congestion Information Reporting Request IE is contained in the PDU Session Resource Modification Info – SN terminated IE included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall use it and include ECN Marking or Congestion Information Reporting Status IE in the PDU Session Resource Modification Response Info – SN terminated IE included in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message, as described in TS 23.501[7];
If the PDU discard indicator IE is contained in the PDU Session Resource Modification Info – MN terminated IE included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node may use it for PDU set based handling. 
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message contains the MR-DC Resource Coordination Information IE, the M-NG-RAN node may use it for the purpose of resource coordination with the S-NG-RAN node. The M-NG-RAN node shall consider the value of the received UL Coordination Information IE valid until reception of a new update of the IE for the same UE. The M-NG-RAN node shall consider the value of the received DL Coordination Information IE valid until reception of a new update of the IE for the same UE. If the E-UTRA Coordination Assistance Information IE or the NR Coordination Assistance Information IE is contained in the MR-DC Resource Coordination Information IE, the M-NG-RAN node shall, if supported, use the information to determine further coordination of resource utilisation between the M-NG-RAN node and the S-NG-RAN node.
If the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message contains the PSI based discard UL indicator IE, the M-NG-RAN node may take it into account to perform UL PSI based SDU discarding activation or deactivation.
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[bookmark: _CRFigure8_3_4_21]Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.
When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the PDCP Duplication Configuration IE in the PDU Session Resource Modification Required Info – SN terminated IE is contained in the S-NODE MODIFICATION REQUIRED message and set to "de-configured", the M-NG-RAN node shall, if supported, delete the RLC entity of secondary path and the RLC entity of all additional path(s) for the indicated DRB.
If the PDU discard indicator IE is contained in the PDU Session Resource Modification Required Info – SN terminated IE included in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node may use it for PDU set based handling. 


-------------------------------------------Next change-------------------------------------------
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	This IE is ignored if the S-CPAC Request Information IE is present in the Conditional PSCell Addition Information Request IE.
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10]
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.3.81
	
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Available DRB IDs
	C-ifSNterminated
	
	DRB List
9.2.1.29
	Indicates the list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	SN Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-MN HO, intra-MN HO, ...)
	This IE indicates the trigger for S-NG-RAN node Addition Preparation procedure
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	Source NG-RAN Node ID
	O
	
	Global NG-RAN Node ID
9.2.2.3
	The NG-RAN Node ID of the source NG-RAN node, or the source SN in e.g. NR-DC to NR-DC (conditional) handover.
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	PSCell Change History
	O
	
	ENUMERATED (reporting full history, ...)
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	No PDU Session Indication 
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	ignore

	CHO Information SN Addition
	O
	
	
	
	YES
	reject

	>Source M-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>Source M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source M-NG-RAN node
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Information Request
	O
	
	
	
	YES
	reject

	>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, ...)

	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	–
	

	>S-CPAC Request Information
	O
	
	9.2.3.192
	Indicates that SN addition is for S-CPAC preparation.
	YES
	reject

	>S-CPAC Reference Configuration Request
	O
	
	ENUMERATED (request, …)
	Indicates that the reference configuration for S-CPAC is requested.
	YES
	ignore

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	reject

	F1-terminating IAB-donor Indicator
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	reject

	Selected NID
	O
	
	NID
9.2.2.65
	This IE, together with the Selected PLMN IE, indicates the SNPN proposed for the SCG to the S-NG-RAN node.
	YES
	ignore

	QMC Coordination Request
	O
	
	9.2.3.197
	This IE contains information for managing configuration and reporting of one or more QoE and/or RAN visible QoE measurements at the S-NG-RAN node subject to addition.
	YES
	ignore

	Source SN to Target SN QMC Information
	O
	
	QMC Configuration Information
9.2.3.156
	This IE contains S-NG-RAN node-related QMC Configuration Information to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	Source M-NG-RAN node ID
	O
	
	Global NG-RAN Node ID
9.2.2.3
	The NG-RAN Node ID of the source M-NG-RAN node in e.g. NR-DC to NR-DC handover.
	YES
	ignore

	IAB Authorization Status
	O
	
	ENUMERATED (authorized, not authorized, …)
	Indicates the IAB node´s authorization status.
	YES
	ignore

	PSI based discard UL indicator
	O
	
	ENUMERATED (true, ...)
	Indicates SN that MN configures discardTimerForLowImportance IE for UE.
	YES
	ignore

	UE assistance information
	O
	
	
	UE assistance information defined in TS 38.331 [10].
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256



	Condition
	Explanation

	ifSNterminated
	This IE shall be present if there is at least one PDU Session Resource Setup Info – SN terminated in the PDU Session Resources To Be Added List IE.



[bookmark: _CR9_1_2_2][bookmark: _Toc20955193][bookmark: _Toc29991388][bookmark: _Toc36555788][bookmark: _Toc44497498][bookmark: _Toc45107886][bookmark: _Toc45901506][bookmark: _Toc51850585][bookmark: _Toc56693588][bookmark: _Toc64447131][bookmark: _Toc66286625][bookmark: _Toc74151320][bookmark: _Toc88653792][bookmark: _Toc97904148][bookmark: _Toc98868218][bookmark: _Toc105174502][bookmark: _Toc106109339][bookmark: _Toc113825160][bookmark: _Toc155959830]9.1.2.2	S-NODE ADDITION REQUEST ACKNOWLEDGE
This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted to be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	PDU Session Resources Not Admitted List
	O
	
	
	
	YES
	ignore

	>PDU Session Resources Not Admitted List – SN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	>PDU Session Resources Not Admitted List – MN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source NG-RAN node for intra-system handover, or between the target S-NG-RAN node and the source SN in e.g.NR-DC to NR-DC (conditional) handover. 
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Acknowledge
	O
	
	
	
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	Ignored, if the Candidate PSCell with Other Information List IE is included.
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	[bookmark: _Hlk151481193]>Candidate PSCell with Other Information List
	
	0..1
	
	
	YES
	reject

	>>Candidate PSCell with Other Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>>S-CPAC Complete Configuration Indicator
	O
	
	Complete Configuration Indicator
9.2.3.194
	
	–
	

	SN Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to PSCell change; T-SN provides it in order to enable later analysis of the conditions that led to wrong PSCell change.
	YES
	ignore

	QMC Coordination Response
	O
	
	9.2.3.198
	This IE contains the response of the S-NG-RAN node to the QMC coordination request.
	YES
	ignore

	CHO Information SN Addition Acknowledge
	O
	
	
	
	YES
	reject

	>PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	PCell indicated in the corresponding S-NODE ADDITION REQUEST message.
	–
	

	Direct Forwarding Path Availability with source M-NG-RAN node
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source M-NG-RAN node.
	YES
	ignore

	PSI based discard UL indicator
	O
	
	ENUMERATED (true, ...)
	Indicates MN that SN configures discardTimerForLowImportance IE for UE.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE
nor the
PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Released List
	O
	
	[bookmark: _Hlk159223977]PDU Session List with Cause
9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered
	O
	
	ENUMERATED (TRUE, ...)
	
	YES
	ignore

	Target Node ID
	O
	
	Global NG-RAN Node ID
9.2.2.3
	Indicates the target node ID of the handover procedure decided by the M-NG-RAN node.
	YES
	ignore

	PSCell History Information Retrieve
	O
	
	ENUMERATED (query, ...)
	Indicates that the SN UE history information is requested.
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	CHO Information SN Modification
	O
	
	
	
	YES
	ignore

	>Conditional Reconfiguration
	M
	
	ENUMERATED (intra-MN-CHO, ...)
	
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Request
	O
	
	
	This IE may be sent to the candidate SN.
	YES
	ignore

	>Maximum Number of PSCells To Prepare
	O
	
	INTEGER (1..8, ...)

	Indicates the maximum number of PSCells that the candidate SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate SN.
	
	

	>S-CPAC Request Information
	O
	
	9.2.3.192
	Indicates that SN modification is for S-CPAC preparation or modification.
	YES
	reject

	>S-CPAC Reference Configuration Request
	O
	
	ENUMERATED (request, …)
	Indicates that the reference configuration for S-CPAC is requested.
	YES
	ignore

	>S-CPAC Inter-SN Execution Notification
	O
	
	ENUMERATED (executed, …)
	Indicates that inter-SN S-CPAC was executed.
	YES
	reject

	Conditional PSCell Change Information Update
	O
	
	
	This IE may be sent to the source SN in SN-initiated inter-SN CPC, or sent to a candidate SN in S-CPAC.
	YES
	ignore

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>>>Candidate PSCell List
	
	1
	
	
	–
	

	>>>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	ignore

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.2.3.169
	
	YES
	ignore

	Selected NID
	O
	
	NID
9.2.2.65
	This IE, together with the Selected PLMN IE, indicates the SNPN proposed for the SCG to the S-NG-RAN node.
	YES
	ignore

	QMC Coordination Request
	O
	
	9.2.3.197
	This IE contains information for managing configuration and reporting of one or more QoE and/or RAN visible QoE measurements at the S-NG-RAN node subject to modification.
	YES
	ignore

	Source SN to Target SN QMC Information Inquiry
	O
	
	ENUMERATED (true, ...)
	This IE contains a request for S-NG-RAN node-related QMC Configuration Information. The information is to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	IAB Authorization Status
	O
	
	ENUMERATED (authorized, not authorized, …)
	Indicates the IAB node´s authorization status.
	YES
	ignore

	PSI based discard UL indicator
	O
	
	ENUMERATED (true, ...)
	Indicates SN that MN configures discardTimerForLowImportance IE for UE.
	YES
	ignore

	UE assistance information
	O
	
	
	UE assistance information defined in TS 38.331 [10].
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8
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This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	[bookmark: _Hlk534064987]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	>PDU Session Resources Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Response Info – SN terminated IE
nor the
PDU Session Resource Modification Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Modification Response Info – SN terminated
	O
	
	9.2.1.10
	
	–
	

	>>>PDU Session Resource Modification Response Info – MN terminated
	O
	
	9.2.1.12
	
	–
	

	>PDU Session Resources Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources admitted to be released List – SN terminated
	O
	
	PDU Session List with data forwarding request info
9.2.1.24
	
	–
	

	>>PDU Session Resources admitted to be released List – MN terminated
	O
	
	PDU Session List with Cause
9.2.1.26
	
	–
	

	PDU Session Resources Not Admitted 
	O
	
	
	
	YES
	ignore

	>PDU Session List
	O
	
	9.2.1.27
	Ignored if the PDU Session Resources Not Admitted List IE is included
	–
	

	>PDU Session Resources Not Admitted List
	O
	
	9.2.1.3
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PDU Session Resources with Data Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources with Data Forwarding List – SN terminated
	M
	
	PDU Session List with data forwarding request info
9.2.1.24
	
	–
	

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available,…)
	Indicates direct path is available between the S-NG-RAN node and the target NG-RAN node.
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Acknowledge
	O
	
	
	This IE may be sent from the target SN.
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	Ignored, if the Candidate PSCell with Other Information List IE is included.
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>Candidate PSCell with Other Information List
	
	0..1
	
	
	YES
	reject

	>>Candidate PSCell with Other Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>>S-CPAC Complete Configuration Indicator
	O
	
	Complete Configuration Indicator
9.2.3.194
	
	–
	

	QMC Coordination Response
	O
	
	9.2.3.198
	This IE contains the response of the S-NG-RAN node to the QMC coordination request.
	YES
	ignore

	Source SN to Target SN QMC Information
	O
	
	QMC Configuration Information
9.2.3.156
	This IE contains S-NG-RAN node-related QMC Configuration Information to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	PSI based discard UL indicator
	O
	
	ENUMERATED (true, ...)
	Indicates MN that SN configures discardTimerForLowImportance IE for UE.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8
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This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	–
	

	>PDU Session Resources To Be Setup Item
	
	1 .. <maxnoof PDU sessions >
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	This IE shall be present when at least one Non-GBR QoS Flow has been setup.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	[bookmark: _Hlk525921959]>>Source DL NG-U TNL Information
	O
	
	UP Transport Layer Information
9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>Network Instance
	O
	
	9.2.3.85
	This IE is ignored if the Common Network Instance IE is present.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	[bookmark: _Hlk44431505]9.2.3.114
	Traffic pattern information associated with the QFI. Details in TS 23.501 [7].
	YES
	ignore

	>>>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.2.3.205
	
	YES
	ignore

	>>>>Remaining PSDB
	O
	
	
	
	YES
	ignore

	>>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	>>Additional UL NG-U UP TNL Information at UPF List
	O
	
	9.2.1.32
	Additional UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	>>Redundant UL NG-U UP TNL Information at UPF 
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	YES
	ignore

	>>Additional Redundant UL NG-U UP TNL Information at UPF List
	O
	
	Additional UL NG-U UP TNL Information at UPF List
9.2.1.32
	Additional Redundant UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Redundant Common Network Instance
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore

	>>Redundant PDU Session Information
	O
	
	9.2.3.112
	
	YES
	ignore

	>>MBS Session Associated Information
	O
	
	9.2.1.37
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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[bookmark: _Hlk138543032]This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	M
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>QoS Flow To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	Traffic pattern information associated with the QFI. Details in TS 23.501 [7].
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	[bookmark: _Hlk44431615]9.2.3.118
	
	YES
	ignore

	>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.2.3.205
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	Security Indication
	O
	
	9.2.3.52
	
	–
	

	Security Result
	O
	
	9.2.3.67
	Indicates security activation status in MN.
	YES
	reject

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Split Session Indicator
	O
	
	9.2.3.94
	
	YES
	reject

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Redundant Common Network Instance 
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore

	Redundant PDU Session Information
	O
	
	9.2.3.112
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64
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This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the M-NG-RAN node. This IE is used when the concerned DRB has both MCG resource and SCG resource configured i.e. the concerned DRB is configured as split bearer.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.2.3.103
	
	YES
	ignore

	>>>>Source DL Forwarding IP Address
	O
	
	Transport Layer Address
9.2.3.29
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Status
	O
	
	
	ECN Marking or Congestion Information Reporting Status defined in TS 38.413 [5].
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	.
	–
	

	Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	

	DRB IDs taken into use
	O
	
	DRB List
9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	Redundant DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.2.3.112
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Contains data forwarding proposal for S-CPAC, to be used later when the S-NG-RAN node is selected for access.
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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This IE contains information related to a PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C.
	–
	

	>>Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information.
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	Traffic pattern information associated with the QFI. Details in TS 23.501 [7].
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.2.3.205
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Applicable for the QoS flows contained in the QoS Flows To Be Setup List IE.
	–
	

	QoS Flows To Be Modified List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Modified Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters
	O
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C.
	–
	

	>>Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information.
	–
	

	>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	This IE is not applicable in this version of the specification.
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	Traffic pattern information associated with the QFI. Details in TS 23.501 [7].
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	QoS Flows To Be Released List
	
	0..1
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN DL CG UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs.
	–
	

	>>secondary MN DL CG UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer if PDCP duplication is applied
	–
	

	>>RLC Status
	O
	
	9.2.3.80
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of additional PDCP duplication.
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	YES
	ignore

	Redundant Common Network Instance 
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	ignore

	Security Indication
	O
	
	9.2.3.52
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the M-NG-RAN node. This IE is used when the concerned DRB has both MCG resource and SCG resource configured i.e. the concerned DRB is configured as split bearer.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.2.3.103
	
	YES
	ignore

	>>>>Source DL Forwarding IP Address
	O
	
	Transport Layer Address
9.2.3.29
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Status
	O
	
	
	ECN Marking or Congestion Information Reporting Status defined in TS 38.413 [5].
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	Applicable for the QoS flows in DRBs to be setup.
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.2.3.103
	
	YES
	ignore

	>>>>Source DL Forwarding IP Address
	O
	
	Transport Layer Address
9.2.3.29
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	YES
	ignore

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.2.3.71
	
	YES
	ignore

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Contains DL Data Forwarding indications for QoS Flows removed from the SDAP in the SN.
	–
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	QoS Flows Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DRB IDs taken into use
	O
	
	DRB List
9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	Redundant DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Security Result
	O
	
	9.2.3.67
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoof DRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node. This IE is used when the concerned DRB has both MCG resource and SCG resource configured i.e. the concerned DRB is configured as split bearer.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>QoS Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>QoS Flows Mapped To DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoof QoS Flows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>PDU discard indicator
	O
	
	
	Indicates PDU set SN which PDU is discarded.
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG-U transport bearer. For delivery of DL PDUs.
	–
	

	QoS Flows To Be Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	This IE only applies to QoS flows included in the QoS FlowS To Be Released List IE.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP Duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node. This IE is used when the concerned DRB has both MCG resource and SCG resource configured i.e. the concerned DRB is configured as split bearer.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	YES
	ignore

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode at the assisting node.
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP Duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters
9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP Duplication.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	YES
	ignore

	>>>>PDU discard indicator
	O
	
	
	Indicates PDU set SN which PDU is discarded.
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP Duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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