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1	Introduction
This paper discusses the remaining issues for Rel-18 positioning.
 
2	Discussion
2.1 Bandwidth Aggregation  
2.1.1 SRS Bandwidth Aggregation 
Encoding alignment with RRC
In NRPPa and F1AP, the linkage information between SRS for positioning resource sets is provided in resource set level.  However, RRC implementation is different that a separate field is introduced to provide the linkage information, i.e., in SRS configuration level, captured as follows:
	RRCReconfiguration-v1800-IEs ::=        SEQUENCE {
    needForInterruptionConfigNR-r18         ENUMERATED { enabled, disabled }                               OPTIONAL, -- Need M
    uav-Config-r18                          SetupRelease { UAV-Config-r18 }                                OPTIONAL, -- Need M
    sl-IndirectPathAddChange-r18            SetupRelease { SL-IndirectPathAddChange-r18 }                  OPTIONAL, -- Need M
    n3c-IndirectPathAddChange-r18           SetupRelease { N3C-IndirectPathAddChange-r18 }                 OPTIONAL, -- Need M
    n3c-IndirectPathConfigRelay-r18         SetupRelease { N3C-IndirectPathConfigRelay-r18 }               OPTIONAL, -- Need M
    otherConfig-v1800                       OtherConfig-v1800                                              OPTIONAL, -- Need M
    srs-PosResourceSetLinkedForAggBWList-r18 SetupRelease { SRS-PosResourceSetLinkedForAggBWList-r18 }     OPTIONAL, -- Need M
    ltm-Config-r18                          SetupRelease {LTM-Config-r18}                                  OPTIONAL, -- Need M
    nonCriticalExtension                    SEQUENCE {}                                                    OPTIONAL
}

*skipped text

SRS-PosResourceSetLinkedForAggBWList-r18 ::= SEQUENCE (SIZE(1..maxNrOfLinkedSRS-PosResourceSet-r18)) OF SRS-PosResourceSetLinkedForAggBW-r18



For better alignment, it is suggested to modify NRPPa and F1AP to provide the linkage information between SRS resource sets in per SRS configuration level, i.e., move SRS bandwidth aggregation information from Positioning SRS Resource Set IE to SRS Configuration IE. 
Proposal 1: Move SRS bandwidth aggregation information from Positioning SRS Resource Set IE to SRS Configuration IE to better align with RRC. 
Support LMF to flexibly activate/deactivate the aggregated carriers
For the semi-persistent SRS, the activation/deactivation of the SRS transmission is needed. The following agreements was made by RAN1 [1]:
	Agreement
Confirm the following WA:
	Working assumption
For semi-persistent positioning SRS for bandwidth aggregation, a single MAC CE can activate or deactivate:
· SRS resource set(s) in one or two or three of three aggregated carriers
· SRS resource set(s) in one or two of two aggregated carriers.
Note: the single spatial relation is indicated by the MAC CE for each of two or three aggregated SRS resources.





According to the above, the LMF should be enabled to activate all or only a part of the aggregated carriers. However, Positioning Activation/Deactivation message can indicate only a single SRS Resource Set ID. Therefore, enhancements are required to enable LMF flexibly activates/deactivates the resource set(s) across multiple carriers, e.g., one or two of two aggregated carriers. An example for NRPPa is given as follows: 
	[bookmark: _Toc51776001][bookmark: _Toc56773023][bookmark: _Toc64447652][bookmark: _Toc74152308][bookmark: _Toc88654161][bookmark: _Toc99056223][bookmark: _Toc99959156][bookmark: _Toc105612342][bookmark: _Toc106109558][bookmark: _Toc112766450][bookmark: _Toc113379366][bookmark: _Toc120091919][bookmark: _Toc155982833]9.1.1.17	POSITIONING ACTIVATION REQUEST
This message is sent by the LMF to cause the NG RAN node to activate/trigger UL SRS transmission by the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	CHOICE SRS type
	M
	
	
	
	YES
	reject

	>Semi-persistent
	
	
	
	
	
	

	>>SRS Resource Set ID
	M 
	
	9.2.33
	
	-
	

	>>SRS Spatial Relation
	O
	
	Spatial Relation Information
9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	YES
	ignore

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	YES
	ignore

	>Aperiodic
	
	
	
	
	
	

	>>Aperiodic
	M
	
	ENUMERATED(true,…)
	
	-
	

	>>SRS Resource Trigger
	O
	
	9.2.35
	
	-
	

	Activation Time
	O
	
	Relative Time 1900
9.2.36
	Indicates the start time when the SRS activation is requested
	YES
	ignore

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.94
	
	YES
	ignore






[bookmark: _Hlk162952254]Proposal 2: Enhance Positioning Activation/Deactivation messages to support LMF to flexibly activate/deactivate the aggregated carriers, e.g., one or two of two aggregated carriers.
NRPPa, alignment on Measurement Characteristics Request Indicator IE
For measurements from aggregation SRS resources, based on RAN1 parameter list [2], the LMF should be able to request NG-RAN node to perform UL positioning measurements from aggregated SRS resources across multiple carriers for UL-TDOA and/or multi-RTT. In F1AP, there is one bit in Measurement Characteristics Request Indicator IE to request for joint UL positioning measurements, which is used to request for aggregated resource IDs in NRPPa. It is proposed to revise NRPPa to align with F1AP and RAN1parameter list. 
	[bookmark: _Toc99056327][bookmark: _Toc99959260][bookmark: _Toc105612446][bookmark: _Toc106109662][bookmark: _Toc112766554][bookmark: _Toc113379470][bookmark: _Toc120092023][bookmark: _Toc155982939]9.2.81	Measurement Characteristics Request Indicator
This IE contains the measurement characteristic information requested by LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement characteristic request indicator
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents a requested measurement characteristic:

first bit: Measurement Beam Information

Second bit: Extended Additional Path List 

Third bit: UL SRS-RSRPP in Additional Path

Fourth Bit: Multiple UL AoA in Additional Path 

Fifth bit: LoS/NLoS Information 

Sixth bit: TRP Rx TEG association for UL-TDOA

Seventh bit: TRP RxTxTEG information for DL+UL positioning.

Eighth bit: SRS Resource Type 

Ninth bit: Multiple Measurement Instances

Tenth bit: Mobile TRP location information

Eleventh bit: Aggregated SRS bandwidth aggregation resources IDs used for joint UL positioning measurement.

Other bits reserved for future use. Value ‘1’ indicates ‘requested measurement characteristic’, Value ‘0’ indicates ‘not requested’.






[bookmark: _Hlk162953052]Proposal 3: In NRPPa, the purpose of eleventh bit in Measurement Characteristics Request Indicator IE should be changed to align with F1AP, i.e., SRS bandwidth aggregation used for joint UL positioning measurements. 
2.1.2 TRP ID for bandwidth aggregation
In Rel-16, a TRP within a NG-RAN node is uniquely identified by a TRP ID, which could further be associated with cell characteristics such as PCI, ARFCN, and CGI, as shown in the table in Clause 9.2.26 of NRPPa.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	TRP ID
	M
	
	9.2.24
	
	-
	

	TRP Information Type
	
	1 .. <maxnoTRPInfoTypes>
	
	
	-
	

	>CHOICE TRP Information Item
	M
	
	
	
	-
	

	>>NR PCI
	
	
	INTEGER (0..1007)
	NR Physical Cell ID
	
	

	>>NR CGI
	
	
	9.2.9
	
	
	

	>>NR ARFCN
	
	
	INTEGER (0..3279165)
	
	
	

	>>PRS Configuration
	
	
	9.2.44
	
	
	

	>>SSB Information
	
	
	9.2.54
	
	
	

	>>SFN Initialisation Time
	
	
	Relative Time 1900
9.2.36
	
	
	

	>>Spatial Direction Information
	
	
	9.2.45
	
	
	

	>>Geographical Coordinates
	
	
	9.2.46
	
	
	

	>>TRP type
	
	
	ENUMERATED (prs-only-tp, srs-only-rp, tp, rp, trp, …, mobile trp)
	TS 38.305 [18]
	YES
	reject

	>>On-demand PRS TRP Information
	
	
	9.2.65
	
	YES
	reject

	>>TRP Tx TEG Association
	
	
	9.2.79
	
	YES
	reject

	>>TRP Beam Antenna Information
	
	
	9.2.82
	
	YES
	reject

	>>Mobile TRP Location Information
	M
	
	9.2.88
	
	YES
	reject

	[bookmark: _Hlk130980283]Mobile IAB-MT UE ID 
	C-ifMobileTRP
	
	[bookmark: _Hlk130980310]OCTET STRING 
	The UE ID of the IAB-MT associated with the mobile TRP. Includes the GPSI as defined in TS 29.571 [Yy]
	YES
	reject

	>>Common TA Parameters
	M
	
	9.2.89
	
	YES
	reject



However, for a TRP supporting BW aggregation, it may be associated with multiple cells deployed in different frequencies, each associated with a PCI/ARFCN and/or CGI, as shown in Figure 1. 
RAN3 should discuss how the TRP information is constructed and reported for a TRP supporting BW aggregation.
CGI X
CGI Y
Physical TRP
Freq 1
Freq 2

[bookmark: _Ref162942488]Figure 1 Illustration of multiple cells within a single TRP for bandwidth aggregation

Observation 1: A TRP within a NG-RAN node supporting BW aggregation may be associated with multiple cells deployed in different frequencies.
There could be two options:
Option 1: The TRP information for a physical TRP supporting bandwidth aggregation is constructed using two distinct TRP IDs, each associated with its own PCI/ARFCN and/or CGI.
In this regard, the physical TRP is split into two logical TRPs at the LMF, and LMF should be able to identify them being collated using the same Geographical Coordinates, and the measurement request can be addressed to either one of them.
Option 2: The TRP information for a physical TRP supporting bandwidth aggregation is constructed using a single TRP ID, but it can be associated with multiple PCI/ARFCN and/or CGI.
In this regard, the physical TRP is a single logical TRP at the LMF with a single Geographical Coordinates. LMF is aware that this TRP is hosting multiple cells, but cannot direct the measurement request to any specific cell.
We think that Option 1 is a better solution, which reuses the existing NRPPa signalling structure. The secondary frequency/cell of a TRP can be “dynamically” turned on/off without impact on the primary frequency/cell.
Proposal 4a. RAN3 confirm that the TRP information for a physical TRP supporting bandwidth aggregation is constructed using distinct TRP IDs, each associated with its own PCI/ARFCN and/or CGI.

Consequently, in MEASUREMENT REQUEST message, the LMF provides a list of requested measuring TRPs (in TRP Measurement Request List IE) to the gNBs with the SRS configuration consisting of SRS resources across two or three carriers.  There could be an issue to discuss whether TRP IDs in both/all frequencies needs to be indicated to the NG-RAN node, indeed the physical resources which are common to this TRP should not be activated multiple time… Obviously the measurements reports, in cases of aggregation should be se same for the same physical resources activated in different TRPs on same geographical location differentiated by TRP IDs. 
CGI X/TRP ID A
CGI Y/TRP ID B
TRP
NG-RAN node
Server
TRP ID X/Y (NRPPa)
TRP

Figure 2 Illustration of multiple TRP IDs within a single TRP
From our understanding, it is adequate to request and report only a single TRP ID to align with the legacy measurement report, in case of aggregation, when TRP IDs are belong to the same physical TRP i.e. in same geographic location. In this way, a primary TRP ID in case is referred to in order to collect the bandwidth aggregated measurements. Otherwise, the NG-RAN node, might have risk of confusion, failure in multiple same activation resources and might reports duplicate measurements a clarification is suggested to avoid ambiguity.
In addition, an ARFCN number could be further associated with the SRS configuration to indicate which secondary TRP LMF intends to involve.
Proposal 4b: Clarify that only a single TRP ID is needed in the IE of TRP Measurement Request Item within MEASUREMENT REQUEST message for the request of UL-TDOA and/or multi-RTT measurements from aggregated SRS resources across multiple carriers. In addition, include the TRP ARFCN number for other (secondary) TRP IDs in IE of SRS Carrier List Item within SRS Configuration.

2. 2 PRS Bandwidth Aggregation
Encoding alignment with LPP
Similarly, LPP implementation for PRS bandwidth aggregation is difference from RAN3, captured as follows: 
	NR-DL-PRS-AssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-ReferenceInfo-r16			DL-PRS-ID-Info-r16,
	nr-DL-PRS-AssistanceDataList-r16	SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
														NR-DL-PRS-AssistanceDataPerFreq-r16,
	nr-SSB-Config-r16					SEQUENCE (SIZE (1..nrMaxTRPs-r16)) OF
														NR-SSB-Config-r16	OPTIONAL,	-- Need ON
	...,
	[[
	nr-DL-PRS-AggregationInfo-r18		NR-DL-PRS-AggregationInfo-r18		OPTIONAL	-- Need ON
	]]
}

NR-DL-PRS-AggregationInfo-r18 ::= SEQUENCE (SIZE (1..nrMaxNumPRS-BandWidthAggregation-r18)) OF
											NR-linkedDL-PRS-ResourceSetID-ListPRS-Aggregation-r18

NR-linkedDL-PRS-ResourceSetID-ListPRS-Aggregation-r18 ::= SEQUENCE (SIZE (2..3)) OF
											NR-DL-PRS-AggregationElement-r18

NR-DL-PRS-AggregationElement-r18 ::= SEQUENCE {
	nr-DL-PRS-FrequencyLayerIndex-r18		INTEGER (0..nrMaxFreqLayers-1-r16),
	nr-DL-PRS-TRP-Index-r18					INTEGER (0..nrMaxTRPsPerFreq-1-r16),
	nr-DL-PRS-ResourceSetIndex-r18			INTEGER (0..nrMaxSetsPerTrpPerFreqLayer-1-r16)
}


In LPP, a separate field is introduced to NR-DL-PRS-AssistanceData to provide all “aggregated combination” for PRS. To better align with other groups, facilitate implementation, it is suggested to revise the implementation for the configuration of PRS bandwidth aggregation in NRPPa and F1AP. Specifically, the linkage information between PRS resource sets can be included in the top level IE of PRS Configuration IE. 
Proposal 5: The PRS bandwidth aggregation information is provided in top level of PRS Configuration IE to better align with LPP. 
ASN.1 correction on Aggregated PRS Resource Set List IE
[bookmark: _Hlk163034551]The tabular and ASN.1 of the Aggregated PRS Resource Set List IE are not aligned. The IE should be belonging to the PRS Resource Set Item IE and not the PRS Resource List IE.  However, if the proposal 5, above, is agreeable the update will cover this problem.
Proposal 6: If the proposal 5 is not agreeable, correct the misalignment of ASN.1 for the Aggregated PRS Resource Set List IE in NRPPA and F1AP. 

  
2.3 SRS Tx Frequency Hopping 
The SRS Tx frequency Hopping Configuration is captured as below: 
	9.2.100	Tx Hopping Configuration
This information element indicates the Tx hopping configuration.
	[bookmark: _Hlk158139054]IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Overlap Value
	M
	
	ENUMERATED(rb0, rb1, rb2, rb4)
	

	Number of Hops
	M
	
	INTEGER(1..6)
	

	Slot Offset for Remaining Hops List
	
	1
	
	

	>Slot Offset for Remaining Hops Item
	
	1..<maxnoofHopsMinusOne>
	
	

	>>CHOICE slot offset remaining hops
	M
	
	
	

	>>>aperiodic
	
	
	
	

	>>>>Slot Offset
	O
	
	INTEGER(1..32)
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	

	>>>semi-persistent
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.2.99
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	

	>>>periodic
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.2.99
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	



	Range bound
	Explanation

	maxnoofHopsMinusOne
	Maximum no of hops that can be configured for positioning SRS transmission minus one. Value is 5.





According to RAN1 parameter list [2], the start symbol is also needed for periodic and sp-SRS, which is missing. 
	- starting slot offset and starting symbol for the SRS resource with tx hopping (first hop) for periodic and SP-SRS: slot offset: INTEGER (0,1,2…, nrof slot in periodicity) in slots (reuse the SRS-PeriodicityAndOffset IE); 
starting symbol: INTEGER (0, ...13) (reuse startPosition in IE resourceMapping)

- starting slot offset and symbol for each of the hops following the first hop for periodic and SP-SRS:
slot offset: INTEGER (0,1,2…, nrof slot in periodicity -1) in slots (new IE); 
starting symbol: INTEGER (0, ...13) (new IE)


Therefore, we propose following: 
Proposal 7: Add starting symbol to indicate Tx frequency hopping for periodic and sp-SRS in Tx Hopping Configuration IE with clarifications on slots and symbols usages.
2.4 Positioning SIB Type
New positioning SIBs are introduced in Rel-18. Therefore, Positioning SIB Type should be enhanced. 
Proposal 8: Add new positioning SIB types introduced for Rel-18 to NRPPa. 
2.5 ASN.1 correction for the Requested SRS Preconfiguration Characteristics List

The Requested SRS Preconfiguration Characteristics List IE is defiend in the tabular fro the Positioning Information Request message, but missing in ASN.1

Proposal 9: Correct ASN.1 for the Requested SRS Preconfiguration Characteristics List. 

2.6 SRS Preconfiguration Activation
A major correction and leftover from Rel-18 Positioning completion is how to active the preconfigured SRS in the non-serving gNB. The non-serving receives a UE RRC request of using the preconfigured SRS, if the gNB decide to change it, we foreseen 3 cases:
a)	Full context relocation: the principle here is to allow the old serving gNB who had received the preconfigured SRS, to send its to the serving gNB (non-serving where the UE pop-up). Then relocate the context. And advice the LMF or change in LPHAP 
b)	Partial context relocation: motivated by the SDT case where the RETRIEVE UE CONTEXT is not completed. Almost the same as previous case.
c)	No Context Relocation:  the LMF is the owner of the SRS configuration in general principle, there is no problem to initiate the configuration of all preconfigured SRS like the SRS itself, in all gNB participating in measurement. This will allow the no relocation of the context which is not mandatory, when the UE is not moving outside the LPHAP or RNA. This solution required the use of I-RNTI to identify the UE and match it with the configuration due to some non UE associated NRPPa usage. There is nothing new here, the gNB is use to retrieve some UE information based on I-RNTI e.g. RLF…
All thoughts all these solutions are possible, and there is no strong argument, against one or other, all have some benefit and address a dedicated case. We propose to adopt all.  
The Annex C propose the pending Xn CR for the implementation of the 3 solutions.
Proposal 10: For preconfigured SRS activation, adopt the Full context relocation, the Partial context relocation and No context relocation procedure.  

2.7 Overall proposal

        CRs are provided in the Annex. It is proposed to adopt the CRs. 
Proposal 11: Adopt the CRs in the Annex.
3	Conclusion
The contributions address several issues for the Rel-18 Positioning WI and we kindly ask RAN3 to agree the following proposals:
Proposal 1: Move SRS bandwidth aggregation information from Positioning SRS Resource Set IE to SRS Configuration IE to better align with RRC. 
Proposal 2: Enhance Positioning Activation/Deactivation messages to support LMF to flexibly activate/deactivate the aggregated carriers, e.g., one or two of two aggregated carriers.
Proposal 3: In NRPPa, the purpose of eleventh bit in Measurement Characteristics Request Indicator IE should be changed to align with F1AP, i.e., SRS bandwidth aggregation used for joint UL positioning measurements. 
Proposal 4a. RAN3 confirm that the TRP information for a physical TRP supporting bandwidth aggregation is constructed using distinct TRP IDs, each associated with its own PCI/ARFCN and/or CG.
Proposal 4b: Clarify that only a single TRP ID is needed in the IE of TRP Measurement Request Item within MEASUREMENT REQUEST message for the request of UL-TDOA and/or multi-RTT measurements from aggregated SRS resources across multiple carriers. In addition, include the TRP ARFCN number for other (secondary) TRP IDs in IE of SRS Carrier List Item within SRS Configuration.
Proposal 5: The PRS bandwidth aggregation information is provided in top level of PRS Configuration IE to better align with LPP. 
Proposal 6: IF the proposal 5 is not agreeable, correct the misalignment of ASN.1 for the Aggregated PRS Resource Set List IE in NRPPA and F1AP.. 
Proposal 7: Add starting symbol to indicate Tx frequency hopping for periodic and sp-SRS in Tx Hopping Configuration IE with clarifications on slots and symbols usages.
Proposal 8: Add new positioning SIB types introduced for Rel-18 to NRPPa. 
Proposal 9: Correct ASN.1 for the Requested SRS Preconfiguration Characteristics List. 
Proposal 10: For preconfigured SRS activation, adopt the Full context relocation, the Partial context relocation and No context relocation procedure.  
Proposal 11: Adopt the CRs in the Annex.
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Figure 8.2.9.2-1: Positioning Activation procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING ACTIVATION REQUEST message to the NG-RAN node.
For semi-persistent UL SRS, the POSITIONING ACTIVATION REQUEST message includes an indication of the UL SRS resource set to be activated and may include the spatial relation for the semi-persistent UL SRS resource to be activated. For aperiodic UL SRS, if the SRS Resource Trigger IE is included in the POSITIONING ACTIVATION REQUEST message, the NG-RAN node shall take the value of this IE into account when triggering aperiodic SRS transmission by the UE. 
If the Activation Time IE is included in the POSITIONING ACTIVATION REQUEST message, the NG-RAN node shall take the indicated value as the LMF’s requested time for activation of the UE’s SRS transmission.
Following successful activation of UL SRS transmission in the UE, the NG-RAN node shall respond with a POSITIONING ACTIVATION RESPONSE message. If the POSITIONING ACTIVATION RESPONSE message includes the System Frame Number and/or the Slot Number IEs, the LMF shall consider that the respective information indicates the activation time of SRS transmission by the UE.
If the Aggregated Positioning SRS Resource Set List IE is included in POSITIONING ACTIVATION REQUEST message and SRS bandwidth aggregation is configured in the UE, the gNB shall, if supported, also activate the indicated SRS resource set(s) in the UE.
//****** Next of Change ******//
[bookmark: _Toc162946125]9.1.1.17	POSITIONING ACTIVATION REQUEST
This message is sent by the LMF to cause the NG RAN node to activate/trigger UL SRS transmission by the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	CHOICE SRS type
	M
	
	
	
	YES
	reject

	>Semi-persistent
	
	
	
	
	
	

	>>SRS Resource Set ID
	M 
	
	9.2.33
	
	-
	

	>>SRS Spatial Relation
	O
	
	Spatial Relation Information
9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	YES
	ignore

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	YES
	ignore

	>Aperiodic
	
	
	
	
	
	

	>>Aperiodic
	M
	
	ENUMERATED(true,…)
	
	-
	

	>>SRS Resource Trigger
	O
	
	9.2.35
	
	-
	

	Activation Time
	O
	
	Relative Time 1900
9.2.36
	Indicates the start time when the SRS activation is requested
	YES
	ignore

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.94
	
	YES
	ignore
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This message is sent by the LMF to cause the NG RAN node to deactivate UL SRS transmission or release all the transmission by the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	CHOICE Abort Transmission
	M
	
	
	
	YES
	Ignore

	>Deactivate SRS Resource Set
	
	
	
	
	
	

	>>SRS Resource Set ID
	M
	
	9.2.33
	
	-
	

	>Release ALL
	
	
	NULL
	the NG-RAN node configures UE to stop transmitting SRS for the positioning purpose
	
	

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.94
	
	YES
	ignore


//****** Next of Change ******//
[bookmark: _Toc51776011][bookmark: _Toc56773033][bookmark: _Toc64447662][bookmark: _Toc74152318][bookmark: _Toc88654171][bookmark: _Toc99056240][bookmark: _Toc99959173][bookmark: _Toc105612359][bookmark: _Toc106109575][bookmark: _Toc112766467][bookmark: _Toc113379383][bookmark: _Toc120091936][bookmark: _Toc162946143]9.1.4.1	MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …) 
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item 
	
	1..<maxnoofMeasTRPs>
	
	
	-
	

	>>TRP ID
	M
	
	9.2.24
	For SRS bandwidth aggregation, only a single TRP ID from the TRPs sharing the same Geographical Coordinates is used.
	-
	

	>>Search Window Information
	O
	
	9.2.26
	
	-
	

	>>Cell ID
	O
	
	NR CGI
9.2.9
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.2.66
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms, extended) 
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, 30min, and 60min are not applicable
	YES
	reject

	TRP Measurement Quantities
	
	1
	
	
	YES
	reject

	>TRP Measurement Quantities Item
	
	1 .. <maxnoPosMeas>
	
	
	-
	

	>>TRP Measurement Type
	M
	
	ENUMERATED (gNB-RxTxTimeDiff, UL-SRS-RSRP, UL-AoA, UL-RTOA,…, Multiple UL-AoA, UL SRS-RSRPP, UL-RSCP)
	
	-
	

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	Value (0..5) corresponds to (k0..k5)
TS 38.133 [16].
This IE is ignored when the Timing Reporting Granularity Factor Extended IE is included.
	-
	

	>>Timing Reporting Granularity Factor Extended
	O
	
	[bookmark: OLE_LINK11]INTEGER (-6..-1, …)
	Value -6 corresponds to kminus6, value -5 corresponds to kminus5 and so on, see
TS 38.133 [16]
	-
	

	SFN initialisation Time
	O
	
	Relative Time 1900
9.2.36
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true,...)
	This IE is ignored when the Measurement Characteristics Request Indicator IE is included.
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.2.68
	This IE is ignored when the Report Characteristics IE is set to “periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.2.81
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4, …)
	
	YES
	ignore

	Measurement Amount
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	This IE is ignored if the Report Characteristics IE is set to ‘OnDemand’. 
Value 0 represents an infinite number of periodic reporting.
	YES
	ignore

	Time Window Information Measurement List
	O
	
	9.2.91
	
	YES
	ignore



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Measurement Periodicity IE is set to the value "extended".



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one message. Value is 64. 


//****** Next of Change ******//
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This parameter defines a specific positioning SIB, as defined in TS 38.331 [13].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning SIB Type
	M
	
	ENUMERATED (posSibType1-1, 
posSibType1-2, 
posSibType1-3, 
posSibType1-4, 
posSibType1-5,
posSibType1-6, 
posSibType1-7, 
posSibType1-8,
posSibType2-1, 
posSibType2-2, 
posSibType2-3,
posSibType2-4, 
posSibType2-5, 
posSibType2-6, 
posSibType2-7, 
posSibType2-8,
posSibType2-9, 
posSibType2-10, 
posSibType2-11, 
posSibType2-12, 
posSibType2-13, 
posSibType2-14, 
posSibType2-15, 
posSibType2-16,
posSibType2-17, 
posSibType2-18, 
posSibType2-19, 
posSibType2-20, 
posSibType2-21, 
posSibType2-22, 
posSibType2-23, 
posSibType2-24,
posSibType2-25,
posSibType3-1, 
posSibType4-1,
posSibType5-1, 
posSibType6-1,  
posSibType6-2,
posSibType6-3, 
...,
posSibType1-9, posSibType1-10,
posSibType6-4, posSibType6-5, posSibType6-6,
posSibType1-11, 
posSibType1-12, 
posSibType2-27,
posSibType6-7,
posSibType7-1,
posSibType7-2,
posSibType7-3,
posSibType7-4)
	





//****** Next of Change ******//
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This information element contains the SRS configuration configured by the NG-RAN node for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	SRS Carrier List
	
	1
	
	
	-
	

	>SRS Carrier List Item
	
	1..<maxnoSRS-Carriers>
	
	
	-
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>>Uplink Channel BW-PerSCS-List
	
	1
	
	Corresponds to sCS-SpecificCarrierList in TS 38.331 [13]
	
	

	>>>SCS Specific Carrier
	
	1. .<maxnoSCSs>
	
	
	
	

	>>>>Offset To Carrier
	M
	
	INTEGER(0..2199,…)
	First usable RB to Point A in the number of PRBs
	
	

	>>>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…, kHz480, kHz960)
	
	
	

	>>>>Carrier Bandwidth
	M
	
	INTEGER(1..275,…)
	
	
	

	>>Active UL BWP
	
	1
	
	Only the configuration in the active UL BWP is needed.
	
	

	>>>Location And Bandwidth
	M
	
	INTEGER(0..37949,…)
	Corresponds to information provided in locationAndBandwidth contained in BWP IE as defined in TS 38.331 [13]
	
	

	>>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…, kHz480, kHz960)
	
	
	

	>>>Cyclic Prefix
	M
	
	ENUMERATED(Normal, Extended)
	
	
	

	>>>Tx Direct Current Location
	M
	
	INTEGER(0..3301,…)
	
	
	

	>>>Shift7dot5kHz
	O
	
	ENUMERATED(true,…)
	
	
	

	>>>SRS Config
	
	1
	
	Corresponds to information provided in SRS-Config IE as defined in TS 38.331 [13]
	
	

	>>>>SRS Resource List
	
	0..<maxnoSRS-Resources>
	
	
	
	

	>>>>>SRS Resource
	M
	
	9.2.29
	Corresponds to information provided in SRS-Resource contained in SRS-Config IE as defined in TS 38.331 [13]
	
	

	>>>>Positioning SRS Resource List
	
	0..< maxnoSRS-PosResources>
	
	
	
	

	>>>>>Positioning SRS Resource
	M
	
	9.2.30
	Corresponds to information provided in SRS-PosResource contained in SRS-Config IE as defined in TS 38.331 [13]
	
	

	>>>>SRS Resource Set List
	
	0..<maxnoSRS-ResourceSets>
	
	
	
	

	>>>>>SRS Resource Set
	M
	
	9.2.31
	Corresponds to information provided in SRS-ResourceSet contained in SRS-Config IE as defined in TS 38.331 [13]
	
	

	>>>>Positioning SRS Resource Set List
	
	0..<maxnoSRS-PosResourceSets>
	
	
	
	

	>>>>>Positioning SRS Resource Set 
	M
	
	9.2.32
	Corresponds to information provided in SRS-PosResourceSet contained in SRS-Config IE as defined in TS 38.331 [13]
	
	

	>>NR PCI
	O
	
	INTEGER (0..1007)
	Physical Cell ID of the cell that contains the SRS carrier
	
	

	>>NR ARCFN
	O
	
	INTEGER (0..3279165)
	NR ARFCN of the measuring TRP
	YES
	ignore

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.94
	
	YES
	ignore



	Range bound
	Explanation

	maxnoSRS-Carriers
	Maximum no of carriers for SRS. Value is 32.

	maxnoSCSs
	Maximum no of SCS spacings for a carrier. Value is 5.

	maxnoSRS-Resources
	Maximum no of SRS resources per UL BWP. Value is 64.

	maxnoSRS-PosResources
	Maximum no of positioning SRS resources per UL BWP. Value is 64.

	maxnoSRS-ResourceSets
	Maximum no of SRS resource sets per UL BWP. Value is 16.

	maxnoSRS-PosResourceSets
	Maximum no of positioning SRS resource sets per UL BWP. Value is 16.




//****** Next of Change ******//
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This information element indicates a positioning SRS resource set in the UE for UL SRS transmission.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning SRS Resource Set ID
	M
	
	INTEGER(0..15)
	
	-
	

	Positioning SRS Resource ID List
	
	1..<maxnoSRS-PosResourcePerSet>
	
	
	-
	

	>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	
	-
	

	CHOICE Resource Type
	M
	
	
	
	-
	

	>periodic
	
	
	
	
	
	

	>>PosperiodicSet
	M
	
	ENUMERATED(true,…)
	
	-
	

	>semi-persistent
	
	
	
	
	
	

	>>Possemi-persistentSet
	M
	
	ENUMERATED(true,…)
	
	-
	

	>aperiodic
	
	
	
	
	
	

	>>SRS Resource Trigger
	M
	
	INTEGER(1..3)
	
	-
	

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.94
	
	YES
	ignore



	Range bound
	Explanation

	maxnoSRS-PosResourcePerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 16.


//****** Next of Change ******//
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This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality

	Assigned Criticality

	PRS Resource Set List
	
	1
	
	
	-
	

	>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	
	-
	

	>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	-
	

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	
	-
	

	>>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	-
	

	>>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A
	-
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	-
	

	>>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	
	-
	

	>>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	
	-
	

	>>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…, 128, 256, 512)
	Slots
	-
	

	>>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	
	-
	

	>>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	-
	

	>>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	
	-
	

	>>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	
	-
	

	>>PRS Muting
	O
	
	
	
	-
	

	>>>Option1
	O
	
	
	
	-
	

	>>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)
	-
	

	>>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(1,2,4,8,…)
	
	-
	

	>>>Option2
	O
	
	
	
	-
	

	[bookmark: _Hlk50056866]>>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)
	-
	

	>>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	
	-
	

	>>PRS Resource List
	
	1
	
	Corresponds to information provided in NR-DL-PRS-Resource contained in NR-DL-PRS-Info IE as defined in TS 37.355 [14]
	-
	

	>>>PRS Resource Item
	
	1..<maxnoofPRSresources>
	
	
	-
	

	>>>>PRS Resource ID
	M
	
	INTEGER(0..63)
	
	-
	

	>>>>Sequence ID
	M
	
	INTEGER(0..4095)
	
	-
	

	>>>>RE Offset
	M
	
	INTEGER(0..11,…)
	
	-
	

	>>>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	
	-
	

	>>>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	This IE is ignored if the Extended Resource Symbol Offset IE is present.
	-
	

	>>>>CHOICE QCL Info
	O
	
	
	
	
	

	>>>>>SSB
	
	
	
	
	
	

	>>>>>>NR PCI
	M
	
	INTEGER(0..1007)
	
	-
	

	>>>>>>SSB Index
	O
	
	INTEGER(0..63)
	
	-
	

	>>>>>DL-PRS
	
	
	
	
	
	

	>>>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	-
	

	>>>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If it is absent, the QCL source PRS resource ID is the same as the PRS resource ID
	-
	

	>>>>Extended Resource Symbol Offset
	O
	
	INTEGER(0..13,...)
	
	YES
	ignore

	>>Aggregated PRS Resource Set List
	O
	
	9.2.95
	Indicates the PRS Resource Set ID values linked for PRS bandwidth aggregation.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.




//****** Next of Change ******//
[bookmark: _Toc162946232]9.2.81	Measurement Characteristics Request Indicator
This IE contains the measurement characteristic information requested by LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement characteristic request indicator
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents a requested measurement characteristic:

first bit: Measurement Beam Information

Second bit: Extended Additional Path List 

Third bit: UL SRS-RSRPP in Additional Path

Fourth Bit: Multiple UL AoA in Additional Path 

Fifth bit: LoS/NLoS Information 

Sixth bit: TRP Rx TEG association for UL-TDOA

Seventh bit: TRP RxTxTEG information for DL+UL positioning.

Eighth bit: SRS Resource Type 

Ninth bit: Multiple Measurement Instances

Tenth bit: Mobile TRP location information

Eleventh bit: Aggregated SRS bandwidth aggregation resources IDs used for joint UL positioning measurement.

Other bits reserved for future use. Value ‘1’ indicates ‘requested measurement characteristic’, Value ‘0’ indicates ‘not requested’.




//****** Next of Change ******//
[bookmark: _Toc162946251]9.2.100	Tx Hopping Configuration
This information element indicates the SRS Tx frequency hopping configuration.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality

	Assigned Criticality

	Overlap Value
	M
	
	ENUMERATED(rb0, rb1, rb2, rb4)
	
	-
	

	Number of Hops
	M
	
	INTEGER(1..6)
	
	-
	

	Slot Offset for Remaining Hops List
	
	1
	
	
	-
	

	>Slot Offset for Remaining Hops Item
	
	1..<maxnoofHopsMinusOne>
	
	
	
	

	>>CHOICE slot offset remaining hops
	M
	
	
	
	
	

	>>>aperiodic
	
	
	
	
	
	

	>>>>Slot Offset
	O
	
	INTEGER(1..32)
	
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	
	

	>>>semi-persistent
	
	
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.2.99
	
	
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	In slots
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	YES
	ignore

	>>>periodic
	
	
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.2.99
	
	
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	In slots
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	YES
	ignore



	Range bound
	Explanation

	maxnoofHopsMinusOne
	Maximum no of hops that can be configured for positioning SRS transmission minus one. Value is 5.




//****** Next of Change ******//
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-- ASN1START
[bookmark: _Hlk163230547]-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

NRPPA-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode,
	NRPPATransactionID

FROM NRPPA-CommonDataTypes


	ErrorIndication,
	PrivateMessage,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	OTDOAInformationRequest,
	OTDOAInformationResponse,
	OTDOAInformationFailure,
	AssistanceInformationControl,
	AssistanceInformationFeedback,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningInformationUpdate,
	MeasurementRequest,
	MeasurementResponse,
	MeasurementFailure,
	MeasurementReport,
	MeasurementUpdate,
	MeasurementAbort,
	MeasurementFailureIndication,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure,
	PositioningActivationRequest,
	PositioningActivationResponse,
	PositioningActivationFailure,
	PositioningDeactivation,
	PRSConfigurationRequest,
	PRSConfigurationResponse,
	PRSConfigurationFailure,
	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	SRSInformationReservationNotification


FROM NRPPA-PDU-Contents

	id-errorIndication,
	id-privateMessage,
	id-e-CIDMeasurementInitiation,
	id-e-CIDMeasurementFailureIndication,
	id-e-CIDMeasurementReport,
	id-e-CIDMeasurementTermination,
[bookmark: _Hlk50049714]	id-oTDOAInformationExchange,
	id-assistanceInformationControl,
	id-assistanceInformationFeedback,
	id-positioningInformationExchange,
	id-positioningInformationUpdate,
	id-Measurement,
	id-MeasurementReport,
	id-MeasurementUpdate,
	id-MeasurementAbort,
	id-MeasurementFailureIndication,
	id-tRPInformationExchange, 
	id-positioningActivation,
	id-positioningDeactivation,
	id-pRSConfigurationExchange,
	id-measurementPreconfiguration,
	id-measurementActivation,
	id-sRSInformationReservationNotification



FROM NRPPA-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

NRPPA-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode	UNIQUE,
	&criticality				Criticality	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME		&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

NRPPA-PDU ::= CHOICE {
	initiatingMessage		InitiatingMessage,
	successfulOutcome		SuccessfulOutcome,
	unsuccessfulOutcome	UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&InitiatingMessage	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}


-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

NRPPA-ELEMENTARY-PROCEDURES NRPPA-ELEMENTARY-PROCEDURE ::= {
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-1			|
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-2			,
	...
}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-1 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementInitiation	|
[bookmark: _Hlk50049749]	oTDOAInformationExchange	|
	positioningInformationExchange	|
	measurement						|
	tRPInformationExchange		|
	positioningActivation		|
	pRSConfigurationExchange	|
	measurementPreconfiguration,

	...
}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-2 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementFailureIndication		|
	e-CIDMeasurementReport					|
	e-CIDMeasurementTermination				|
	errorIndication							|
	privateMessage							|
	assistanceInformationControl			|
	assistanceInformationFeedback 			|
	positioningInformationUpdate			|
	measurementReport						|
	measurementUpdate						|
	measurementAbort						|
	measurementFailureIndication		|
	positioningDeactivation		|
	measurementActivation					|
	sRSInformationReservationNotification,
	...
}


-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

e-CIDMeasurementInitiation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		E-CIDMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	E-CIDMeasurementInitiationFailure
	PROCEDURE CODE			id-e-CIDMeasurementInitiation
	CRITICALITY				reject
}

e-CIDMeasurementFailureIndication NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementFailureIndication
	PROCEDURE CODE			id-e-CIDMeasurementFailureIndication
	CRITICALITY				ignore
}

e-CIDMeasurementReport NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementReport
	PROCEDURE CODE			id-e-CIDMeasurementReport
	CRITICALITY				ignore
}

e-CIDMeasurementTermination NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementTerminationCommand
	PROCEDURE CODE			id-e-CIDMeasurementTermination
	CRITICALITY				reject
}

oTDOAInformationExchange NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		OTDOAInformationRequest
	SUCCESSFUL OUTCOME		OTDOAInformationResponse
	UNSUCCESSFUL OUTCOME	OTDOAInformationFailure
	PROCEDURE CODE			id-oTDOAInformationExchange
	CRITICALITY				reject
}


assistanceInformationControl NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AssistanceInformationControl
	PROCEDURE CODE			id-assistanceInformationControl
	CRITICALITY				reject
}

assistanceInformationFeedback NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AssistanceInformationFeedback
	PROCEDURE CODE			id-assistanceInformationFeedback
	CRITICALITY				reject
}


errorIndication NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-errorIndication
	CRITICALITY			ignore
}


privateMessage			NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-privateMessage
	CRITICALITY			ignore
}


[bookmark: _Hlk50049819][bookmark: _Hlk50145813]positioningInformationExchange	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationRequest
	SUCCESSFUL OUTCOME		PositioningInformationResponse
	UNSUCCESSFUL OUTCOME	PositioningInformationFailure
	PROCEDURE CODE			id-positioningInformationExchange
	CRITICALITY				reject
}

positioningInformationUpdate	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationUpdate
	PROCEDURE CODE			id-positioningInformationUpdate
	CRITICALITY				ignore
}

measurement	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementRequest
	SUCCESSFUL OUTCOME		MeasurementResponse
	UNSUCCESSFUL OUTCOME	MeasurementFailure
	PROCEDURE CODE			id-Measurement
	CRITICALITY				reject
}

measurementReport	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementReport
	PROCEDURE CODE			id-MeasurementReport
	CRITICALITY				ignore
}

measurementUpdate	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementUpdate
	PROCEDURE CODE			id-MeasurementUpdate
	CRITICALITY				ignore
}

measurementAbort	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementAbort
	PROCEDURE CODE			id-MeasurementAbort
	CRITICALITY				ignore
}

measurementFailureIndication	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementFailureIndication
	PROCEDURE CODE			id-MeasurementFailureIndication
	CRITICALITY				ignore
}

tRPInformationExchange	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TRPInformationRequest
	SUCCESSFUL OUTCOME		TRPInformationResponse
	UNSUCCESSFUL OUTCOME	TRPInformationFailure
	PROCEDURE CODE			id-tRPInformationExchange
	CRITICALITY				reject
}

positioningActivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningActivationRequest
	SUCCESSFUL OUTCOME		PositioningActivationResponse
	UNSUCCESSFUL OUTCOME	PositioningActivationFailure
	PROCEDURE CODE			id-positioningActivation
	CRITICALITY				reject
}

positioningDeactivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningDeactivation
	PROCEDURE CODE			id-positioningDeactivation
	CRITICALITY				ignore
}

pRSConfigurationExchange NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PRSConfigurationRequest
	SUCCESSFUL OUTCOME		PRSConfigurationResponse
	UNSUCCESSFUL OUTCOME	PRSConfigurationFailure
	PROCEDURE CODE			id-pRSConfigurationExchange
	CRITICALITY				reject
}

measurementPreconfiguration NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementPreconfigurationRequired
	SUCCESSFUL OUTCOME		MeasurementPreconfigurationConfirm
	UNSUCCESSFUL OUTCOME		MeasurementPreconfigurationRefuse
	PROCEDURE CODE			id-measurementPreconfiguration
	CRITICALITY				reject
}

measurementActivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

sRSInformationReservationNotification NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SRSInformationReservationNotification
	PROCEDURE CODE			id-sRSInformationReservationNotification
	CRITICALITY				reject
}


END
-- ASN1STOP

[bookmark: _CR9_3_4][bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc64447733][bookmark: _Toc74152389][bookmark: _Toc88654243][bookmark: _Toc99056334][bookmark: _Toc99959267][bookmark: _Toc105612453][bookmark: _Toc106109669][bookmark: _Toc112766562][bookmark: _Toc113379478][bookmark: _Toc120092034][bookmark: _Toc162946256][bookmark: _Hlk506316534]9.3.4	PDU Definitions
-- ASN1START
[bookmark: _Hlk163230548]-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900,
	SpatialRelationPerSRSResource,
	MeasurementPeriodicityExtended,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation,
	UETxTEGAssociationList,
	TRP-PRS-Information-List,
	PRS-Measurements-Info-List,
	UE-TEG-Info-Request,
	MeasurementCharacteristicsRequestIndicator,
	MeasurementTimeOccasion,
	PRSConfigRequestType,
[bookmark: _Hlk103412595]	MeasurementAmount,
	PreconfigurationResult,
	RequestType,
	UE-TEG-ReportingPeriodicity,
	MeasurementPeriodicityNR-AoA,
	SRSTransmissionStatus,
	CGI-NR,
	TimeWindowInformation-SRS-List,
	TimeWindowInformation-Measurement-List,
	PosValidityAreaCellList,
	SRSReservationType,
	RequestedSRSPreconfigurationCharacteristics-List,
	SRSPreconfiguration-List,
	PosSRSResourceSet-Aggregation-List



	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime,
	id-SRSSpatialRelationPerSRSResource,
	id-MeasurementPeriodicityExtended,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation,
	id-UETxTEGAssociationList,
	id-TRP-PRS-Information-List,
	id-PRS-Measurements-Info-List,
	id-UE-TEG-Info-Request,
	id-MeasurementCharacteristicsRequestIndicator,
	id-MeasurementTimeOccasion,
	id-PRSConfigRequestType,
[bookmark: _Hlk103412652]	id-MeasurementAmount,
	id-PreconfigurationResult,
	id-RequestType,
	id-UE-TEG-ReportingPeriodicity,
	id-MeasurementPeriodicityNR-AoA,
	id-SRSTransmissionStatus,
	id-NewNRCGI,
	id-TimeWindowInformation-SRS-List,
	id-TimeWindowInformation-Measurement-List,
	id-PosValidityAreaCellList,
	id-SRSReservationType,
	id-NewCellIdentity,
	id-RequestedSRSPreconfigurationCharacteristics-List,
	id-SRSPreconfiguration-List,
	id-SRSInformation,
	id-PosSRSResourceSet-Aggregation-List




	
FROM NRPPA-Constants;

-- **************************************************************
--
-- E-CID MEASUREMENT INITIATION REQUEST
--
-- **************************************************************

E-CIDMeasurementInitiationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationRequest-IEs}},
	...
}

E-CIDMeasurementInitiationRequest-IEs NRPPA-PROTOCOL-IES ::= {
[bookmark: _Hlk50049977]	{ ID id-LMF-UE-Measurement-ID			CRITICALITY reject	TYPE UE-Measurement-ID					PRESENCE mandatory}|
	{ ID id-ReportCharacteristics			CRITICALITY reject	TYPE ReportCharacteristics				PRESENCE mandatory}|
	{ ID id-MeasurementPeriodicity			CRITICALITY reject	TYPE MeasurementPeriodicity				PRESENCE conditional}|
-- The IE shall be present if the Report Characteritics IE is set to “periodic” --
	{ ID id-MeasurementQuantities			CRITICALITY reject	TYPE MeasurementQuantities				PRESENCE mandatory}|
	{ ID id-OtherRATMeasurementQuantities	CRITICALITY ignore	TYPE OtherRATMeasurementQuantities		PRESENCE optional}|
	{ ID id-WLANMeasurementQuantities		CRITICALITY ignore	TYPE WLANMeasurementQuantities			PRESENCE optional}|
	{ ID id-MeasurementPeriodicityNR-AoA	CRITICALITY reject	TYPE MeasurementPeriodicityNR-AoA		PRESENCE conditional},
-- The IE shall be present if the Report Characteritics IE is set to “periodic” and the MeasurementQuantities-Item IE in the MeasurementQuantities IE is set to the value "angleOfArrivalNR" --
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT INITIATION RESPONSE
--
-- **************************************************************

E-CIDMeasurementInitiationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationResponse-IEs}},
	...
}

E-CIDMeasurementInitiationResponse-IEs NRPPA-PROTOCOL-IES ::= {
[bookmark: _Hlk50049986]	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID					PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID					PRESENCE mandatory}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional}|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID					PRESENCE optional}|
	{ ID id-OtherRATMeasurementResult	CRITICALITY ignore	TYPE OtherRATMeasurementResult		PRESENCE optional}|
	{ ID id-WLANMeasurementResult		CRITICALITY ignore	TYPE WLANMeasurementResult			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT INITIATION FAILURE
--
-- **************************************************************

E-CIDMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementInitiationFailure-IEs}},
	...
}


E-CIDMeasurementInitiationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT FAILURE INDICATION
--
-- **************************************************************

E-CIDMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementFailureIndication-IEs}},
	...
}


E-CIDMeasurementFailureIndication-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT REPORT
--
-- **************************************************************

E-CIDMeasurementReport ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementReport-IEs}},
	...
}


E-CIDMeasurementReport-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult		PRESENCE mandatory}|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID				PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT TERMINATION COMMAND
--
-- **************************************************************

E-CIDMeasurementTerminationCommand ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementTerminationCommand-IEs}},
	...
}


E-CIDMeasurementTerminationCommand-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE UE-Measurement-ID				PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- OTDOA INFORMATION REQUEST
--
-- **************************************************************

OTDOAInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{OTDOAInformationRequest-IEs}},
	...
}

OTDOAInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-OTDOA-Information-Type-Group		CRITICALITY reject	TYPE OTDOA-Information-Type			PRESENCE mandatory},
	...
}

OTDOA-Information-Type ::= SEQUENCE (SIZE(1..maxnoOTDOAtypes)) OF ProtocolIE-Single-Container { { OTDOA-Information-Type-ItemIEs} }

OTDOA-Information-Type-ItemIEs	NRPPA-PROTOCOL-IES ::= {
	{ ID id-OTDOA-Information-Type-Item		CRITICALITY reject	TYPE OTDOA-Information-Type-Item	PRESENCE mandatory},
	...
}

OTDOA-Information-Type-Item ::= SEQUENCE {
	oTDOA-Information-Item		OTDOA-Information-Item,
	iE-Extensions					ProtocolExtensionContainer { { OTDOA-Information-Type-ItemExtIEs} } OPTIONAL,
	...
}

OTDOA-Information-Type-ItemExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- OTDOA INFORMATION RESPONSE
--
-- **************************************************************

OTDOAInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{OTDOAInformationResponse-IEs}},
	...
}

OTDOAInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-OTDOACells						CRITICALITY ignore	TYPE OTDOACells					PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- OTDOA INFORMATION FAILURE
--
-- **************************************************************

OTDOAInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{OTDOAInformationFailure-IEs}},
	...
}


OTDOAInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

[bookmark: _Hlk50050993]-- **************************************************************
--
-- ASSISTANCE INFORMATION CONTROL
--
-- **************************************************************

AssistanceInformationControl ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationControl-IEs}},
	...
}

AssistanceInformationControl-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Assistance-Information	CRITICALITY reject	TYPE Assistance-Information		PRESENCE optional}|
	{ ID id-Broadcast				CRITICALITY reject	TYPE Broadcast					PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION FEEDBACK
--
-- **************************************************************

AssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationFeedback-IEs}},
	...
}

AssistanceInformationFeedback-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-AssistanceInformationFailureList	CRITICALITY reject	TYPE AssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}


-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ErrorIndication-IEs}},
	...
}

ErrorIndication-IEs NRPPA-PROTOCOL-IES ::= {
	
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs NRPPA-PRIVATE-IES ::= {
	...
}

[bookmark: _Hlk50051047][bookmark: _Hlk50146145]-- **************************************************************
--
-- POSITIONING INFORMATION REQUEST
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional	}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional	}|
	{ ID id-UE-TEG-Info-Request						CRITICALITY ignore	TYPE UE-TEG-Info-Request								PRESENCE optional	}|
	{ ID id-UE-TEG-ReportingPeriodicity				CRITICALITY reject	TYPE UE-TEG-ReportingPeriodicity					PRESENCE conditional	}|
-- The IE shall be present if the UE TEG Info Request IE is set to “periodic”
[bookmark: OLE_LINK27]	{ ID id-TimeWindowInformation-SRS-List			CRITICALITY reject	TYPE TimeWindowInformation-SRS-List				PRESENCE optional	}|
	{ ID id-RequestedSRSPreconfigurationCharacteristics-List	CRITICALITY ignore	TYPE RequestedSRSPreconfigurationCharacteristics-List				PRESENCE optional	},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION RESPONSE
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationResponse-IEs}},
	...
}

PositioningInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration				PRESENCE optional}|
[bookmark: _Hlk49878632]	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional}|
	{ ID id-UETxTEGAssociationList		CRITICALITY ignore	TYPE UETxTEGAssociationList		PRESENCE optional}|
	{ ID id-NewNRCGI					CRITICALITY ignore	TYPE CGI-NR							PRESENCE optional}|
	{ ID id-PosValidityAreaCellList		CRITICALITY ignore	TYPE PosValidityAreaCellList	PRESENCE optional}|
	{ ID id-SRSPreconfiguration-List	CRITICALITY ignore	TYPE SRSPreconfiguration-List	PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION FAILURE
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PositioningInformationFailure-IEs}},
	...
}

PositioningInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationUpdate-IEs}},
	...
}

PositioningInformationUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-UETxTEGAssociationList		CRITICALITY ignore	TYPE UETxTEGAssociationList		PRESENCE optional}|
	{ ID id-SRSTransmissionStatus		CRITICALITY ignore	TYPE SRSTransmissionStatus	PRESENCE optional}|
	{ ID id-NewCellIdentity				CRITICALITY ignore	TYPE CGI-NR						PRESENCE optional},
	...
}

[bookmark: _Hlk40736469]-- **************************************************************
--
-- MEASUREMENT REQUEST
--
-- **************************************************************

MeasurementRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementRequest-IEs}},
	...
}

MeasurementRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList		CRITICALITY reject	TYPE TRP-MeasurementRequestList	PRESENCE mandatory}|
	{ ID id-ReportCharacteristics			CRITICALITY reject	TYPE ReportCharacteristics		PRESENCE mandatory}|
	{ ID id-MeasurementPeriodicity			CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional}|
-- The IE shall be present if the Report Characteritics IE is set to “periodic” –
	{ ID id-TRPMeasurementQuantities		CRITICALITY reject	TYPE TRPMeasurementQuantities	PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime			CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-SRSConfiguration				CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest		CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional}|
	{ ID id-SystemFrameNumber				CRITICALITY ignore	TYPE SystemFrameNumber			PRESENCE optional}|
	{ ID id-SlotNumber						CRITICALITY ignore	TYPE SlotNumber					PRESENCE optional}|
	{ ID id-MeasurementPeriodicityExtended	CRITICALITY reject	TYPE MeasurementPeriodicityExtended PRESENCE conditional}|
-- The IE shall be present the MeasurementPeriodicity IE is set to the value "extended"
	{ ID id-ResponseTime					CRITICALITY ignore	TYPE ResponseTime				PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator			CRITICALITY ignore	TYPE MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion			CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional}|
	{ ID id-MeasurementAmount				CRITICALITY ignore	TYPE MeasurementAmount			PRESENCE optional}|
	{ ID id-TimeWindowInformation-Measurement-List	CRITICALITY ignore	TYPE TimeWindowInformation-Measurement-List			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- MEASUREMENT RESPONSE
--
-- **************************************************************

MeasurementResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementResponse-IEs}},
	...
}

MeasurementResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
[bookmark: _Hlk40090605]	{ ID id-TRP-MeasurementResponseList	CRITICALITY reject	TYPE TRP-MeasurementResponseList PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE
--
-- **************************************************************

MeasurementFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailure-IEs}},
	...
}

MeasurementFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT REPORT
--
-- **************************************************************

MeasurementReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementReport-IEs}},
	...
}

MeasurementReport-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
[bookmark: _Hlk40942744]	{ ID id-TRP-MeasurementReportList			CRITICALITY reject	TYPE TRP-MeasurementResponseList PRESENCE mandatory},
	
	...
}

-- **************************************************************
--
-- MEASUREMENT UPDATE
--
-- **************************************************************

MeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementUpdate-IEs}},
	...
}

MeasurementUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}| 
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-TRP-MeasurementUpdateList	CRITICALITY reject	TYPE TRP-MeasurementUpdateList	PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator	CRITICALITY ignore	TYPE	MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion		CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT ABORT
--
-- **************************************************************

MeasurementAbort ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementAbort-IEs}},
	...
}

MeasurementAbort-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory},

	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE INDICATION
--
-- **************************************************************

MeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailureIndication-IEs}},
	...
}

MeasurementFailureIndication-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause						PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- TRP INFORMATION REQUEST
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationRequest-IEs}},
	...
}

TRPInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPList							CRITICALITY ignore	TYPE TRPList				PRESENCE optional}|
	{ ID id-TRPInformationTypeListTRPReq	CRITICALITY reject	TYPE TRPInformationTypeListTRPReq	PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- TRP INFORMATION RESPONSE
--
-- **************************************************************

TRPInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationResponse-IEs}},
	...
}

TRPInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPInformationListTRPResp				CRITICALITY ignore	TYPE TRPInformationListTRPResp			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- TRP INFORMATION FAILURE
--
-- **************************************************************

TRPInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{TRPInformationFailure-IEs}},
	...
}

TRPInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}



-- **************************************************************
--
-- POSITIONING ACTIVATION REQUEST
--
-- **************************************************************

PositioningActivationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationRequestIEs} },
	...
}

PositioningActivationRequestIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSType					CRITICALITY reject	TYPE SRSType					PRESENCE mandatory	} |
	{ ID id-ActivationTime			CRITICALITY ignore	TYPE RelativeTime1900				PRESENCE optional	}|
	{ ID id-PosSRSResourceSet-Aggregation-List	CRITICALITY ignore TYPE PosSRSResourceSet-Aggregation-List		PRESENCE optional },
	...
} 

SRSType ::= CHOICE {
	semipersistentSRS				SemipersistentSRS,
	aperiodicSRS					AperiodicSRS, 
	choice-Extension				ProtocolIE-Single-Container { { SRSType-ExtIEs} }
}

SRSType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

SemipersistentSRS ::= SEQUENCE {
	sRSResourceSetID			SRSResourceSetID,
	iE-Extensions				ProtocolExtensionContainer { {SemipersistentSRS-ExtIEs} } OPTIONAL,
	...
}

SemipersistentSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {		
	{ ID id-SRSSpatialRelation					CRITICALITY ignore	EXTENSION SpatialRelationInfo					PRESENCE optional}|
	{ ID id-SRSSpatialRelationPerSRSResource		CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource	PRESENCE optional},
	...
}

AperiodicSRS ::= SEQUENCE {
	aperiodic					ENUMERATED{true,...},
	sRSResourceTrigger			SRSResourceTrigger OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { {AperiodicSRS-ExtIEs} } OPTIONAL,
	...
}

AperiodicSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- POSITIONING ACTIVATION RESPONSE
--
-- **************************************************************

PositioningActivationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationResponseIEs} },
	...
}


PositioningActivationResponseIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional }|
	{ ID id-SystemFrameNumber			CRITICALITY ignore	TYPE SystemFrameNumber			PRESENCE optional }|
	{ ID id-SlotNumber					CRITICALITY ignore	TYPE SlotNumber					PRESENCE optional },
	...
}



-- **************************************************************
--
-- POSITIONING ACTIVATION FAILURE
--
-- **************************************************************

PositioningActivationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationFailureIEs} },
	...
}

PositioningActivationFailureIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- POSITIONING DEACTIVATION
--
-- **************************************************************

PositioningDeactivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningDeactivationIEs} },
	...
}

PositioningDeactivationIEs NRPPA-PROTOCOL-IES ::= {
[bookmark: _Hlk42766469]	{ ID id-AbortTransmission			CRITICALITY ignore	TYPE AbortTransmission		PRESENCE mandatory	} |
	{ ID id-PosSRSResourceSet-Aggregation-List	CRITICALITY ignore TYPE PosSRSResourceSet-Aggregation-List		PRESENCE optional },
	...
} 

-- **************************************************************
--
-- PRS CONFIGURATION REQUEST
--
-- **************************************************************

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigRequestType				PRESENCE mandatory}|
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION RESPONSE
--
-- **************************************************************

PRSConfigurationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationResponse-IEs}},
	...
}

PRSConfigurationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PRSTransmissionTRPList	CRITICALITY ignore	TYPE PRSTransmissionTRPList			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION FAILURE
--
-- **************************************************************

PRSConfigurationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationFailure-IEs}},
	...
}

PRSConfigurationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}


-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION REQUIRED
--
-- **************************************************************

MeasurementPreconfigurationRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationRequired-IEs}},
	...
}

MeasurementPreconfigurationRequired-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRP-PRS-Information-List	CRITICALITY ignore	TYPE TRP-PRS-Information-List	PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION CONFIRM
--
-- **************************************************************

MeasurementPreconfigurationConfirm::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationConfirm-IEs}},
	...
}

MeasurementPreconfigurationConfirm-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PreconfigurationResult		CRITICALITY	ignore	TYPE PreconfigurationResult		PRESENCE mandatory }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}

-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION REFUSE
--
-- **************************************************************

MeasurementPreconfigurationRefuse::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationRefuse-IEs}},
	...
}

MeasurementPreconfigurationRefuse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT ACTIVATION 
--
-- **************************************************************

MeasurementActivation::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementActivation-IEs} },
	...
}

MeasurementActivation-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestType					CRITICALITY reject	TYPE RequestType 					PRESENCE mandatory}|
[bookmark: _Hlk103412978]	{ ID id-PRS-Measurements-Info-List	CRITICALITY ignore	TYPE PRS-Measurements-Info-List		PRESENCE optional},
	...
}

-- **************************************************************
--
-- SRS INFORMATION RESERVATION NOTIFICATION
--
-- **************************************************************

SRSInformationReservationNotification	::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ SRSInformationReservationNotification-IEs}},
	...
}

[bookmark: OLE_LINK25][bookmark: OLE_LINK26]SRSInformationReservationNotification-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSReservationType	CRITICALITY ignore	TYPE SRSReservationType								PRESENCE mandatory}|
	{ ID id-SRSInformation		CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics		PRESENCE optional },
	...
}



END
-- ASN1STOP
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-- ASN1START
[bookmark: _Hlk163230549]-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoARPs,
	maxnoTRPTEGs,
	maxnoUETEGs,
	maxFreqLayers,
	maxnoPRSTRPs,
	maxNumResourcesPerAngle,
[bookmark: _Hlk96616442]	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoVACell,
	maxnoaggregatedPosSRS-Resources,
	maxnoaggregatedPosSRS-ResourceSets,
	maxnoAggPosPRSResourceSets,
	maxnoofTimeWindowSRS,
	maxnoofTimeWindowMeas,
	maxnoPreconfiguredSRS,
	maxnoofHopsMinusOne,
	id-Cell-ID,
	id-TRPInformationTypeItem,
	id-SrsFrequency,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-PRS-Resource-ID,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-ARPLocationInfo,
	id-ARP-ID,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
	id-TRP-Rx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-NR-TADV,
	id-pathPower,
	id-SRSPortIndex,
	id-UETxTimingErrorMargin,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-StartRBHopping,
	id-StartRBIndex,
	id-transmissionCombn8,
	id-ExtendedResourceSymbolOffset,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-CommonTAParameters,
	id-UE-Rx-Tx-Time-Diff,
	id-SCS-480,
	id-SCS-960,
[bookmark: OLE_LINK16][bookmark: OLE_LINK18]	id-UL-RSCPMeas,
	id-Bandwidth-Aggregation-Request-Indication,
	id-PosSRSResourceSet-Aggregation-List,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus2,
	id-ReportingGranularitykminus3,
	id-ReportingGranularitykminus4,
	id-ReportingGranularitykminus5,
	id-ReportingGranularitykminus6,
	id-SymbolIndex,
	id-TimingReportingGranularityFactorExtended,
	id-PosValidityAreaCellList,
	id-PRSBWAggregationRequestIndication,
	id-AggregatedPosSRSResourceID-List,
	id-AggregatedPRSResourceSetList,
	id-TRPPhaseQuality,
	id-ValidityAreaSpecificSRSInformation,
	id-TxHoppingConfiguration,
	id-MeasuredFrequencyHops,
	id-ReportingGranularitykminus1AdditionalPath,
	id-ReportingGranularitykminus2AdditionalPath,
	id-ReportingGranularitykminus3AdditionalPath,
	id-ReportingGranularitykminus4AdditionalPath,
	id-ReportingGranularitykminus5AdditionalPath,
	id-ReportingGranularitykminus6AdditionalPath,
	id-NR-ARFCN,
	id-StartPosition




FROM NRPPA-Constants

	Criticality,
	NRPPATransactionID,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM NRPPA-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES

FROM NRPPA-Containers;

-- A

AbortTransmission ::= CHOICE {
	deactivateSRSResourceSetID		SRSResourceSetID,
	releaseALL						NULL,
	choice-extension							ProtocolIE-Single-Container { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

ActiveULBWP  ::= SEQUENCE {
	locationAndBandwidth		INTEGER (0..37949,...),
	subcarrierSpacing           ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
	cyclicPrefix				ENUMERATED {normal, extended},
	txDirectCurrentLocation		INTEGER (0..3301,...),
	shift7dot5kHz				ENUMERATED {true, ...} OPTIONAL,
	sRSConfig					SRSConfig,
	iE-Extensions				ProtocolExtensionContainer { { ActiveULBWP-ExtIEs} } OPTIONAL,
	...
}

ActiveULBWP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


AdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPath)) OF AdditionalPathListItem


AdditionalPathListItem ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TrpMeasurementQuality	OPTIONAL,  
	iE-Extensions		ProtocolExtensionContainer { { AdditionalPathListItem-ExtIEs} } OPTIONAL,
	...
}

AdditionalPathListItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-MultipleULAoA	CRITICALITY ignore EXTENSION MultipleULAoA PRESENCE	optional}|
	{ ID id-pathPower		CRITICALITY ignore EXTENSION UL-SRS-RSRPP PRESENCE	optional},
	...
}

AggregatedPosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoaggregatedPosSRS-Resources)) OF AggregatedPosSRSResourceID-Item

AggregatedPosSRSResourceID-Item ::= SEQUENCE {
	sRSPosResource-ID	SRSPosResourceID,  
	iE-Extensions		ProtocolExtensionContainer { { AggregatedPosSRSResourceID-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPosSRSResourceID-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPRSResourceSetList ::= SEQUENCE (SIZE (1..maxnoAggPosPRSResourceSets)) OF AggregatedPRSResourceSet-Item

AggregatedPRSResourceSet-Item ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	posPRSResourceSetID	PRS-Resource-Set-ID,
	iE-Extensions		ProtocolExtensionContainer { { AggregatedPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ExtendedAdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPathExtended)) OF ExtendedAdditionalPathList-Item


ExtendedAdditionalPathList-Item ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TrpMeasurementQuality	OPTIONAL,
	multipleULAoA		MultipleULAoA  			OPTIONAL,
	pathPower			UL-SRS-RSRPP			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedAdditionalPathList-Item-ExtIEs} } OPTIONAL,
	...
}

ExtendedAdditionalPathList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AoA-AssistanceInfo ::= SEQUENCE {
	angleMeasurement	AngleMeasurementType,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { AoA-AssistanceInfo-ExtIEs } } OPTIONAL,
	...
}

AoA-AssistanceInfo-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk42766751]AperiodicSRSResourceTriggerList ::= SEQUENCE (SIZE(1..maxnoSRSTriggerStates)) OF AperiodicSRSResourceTrigger

AperiodicSRSResourceTrigger ::= INTEGER (1..3)

AngleMeasurementType ::= CHOICE {	
	expected-ULAoA		Expected-UL-AoA,
	expected-ZoA		Expected-ZoA-only,
	choice-extension ProtocolIE-Single-Container { { AngleMeasurementType-ExtIEs } }
}

AngleMeasurementType-ExtIEs NRPPA-PROTOCOL-IES ::= {
...
}

Expected-UL-AoA ::= SEQUENCE {
	expected-Azimuth-AoA		Expected-Azimuth-AoA,
	expected-Zenith-AoA		Expected-Zenith-AoA		OPTIONAL,
	iE-extensions		ProtocolExtensionContainer { { Expected-UL-AoA-ExtIEs } }	OPTIONAL,
	...
}

Expected-UL-AoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Expected-ZoA-only ::= SEQUENCE {
	expected-ZoA-only	Expected-Zenith-AoA,
	iE-extensions		ProtocolExtensionContainer { { Expected-ZoA-only-ExtIEs } }	OPTIONAL,
	...
}

Expected-ZoA-only-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Azimuth-AoA ::= SEQUENCE {
	expected-Azimuth-AoA-value			Expected-Value-AoA,
	expected-Azimuth-AoA-uncertainty		Uncertainty-range-AoA,
	iE-extensions		ProtocolExtensionContainer { { Expected-Azimuth-AoA-ExtIEs } }	OPTIONAL,
	...
}

Expected-Azimuth-AoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Zenith-AoA ::= SEQUENCE {
	expected-Zenith-AoA-value			Expected-Value-ZoA,
	expected-Zenith-AoA-uncertainty		Uncertainty-range-ZoA,
	iE-extensions		ProtocolExtensionContainer { { Expected-Zenith-AoA-ExtIEs } }	OPTIONAL,
	...
}

Expected-Zenith-AoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ARP-ID ::= INTEGER (1..16, ...)

ARPLocationInformation ::= SEQUENCE (SIZE (1..maxnoARPs)) OF ARPLocationInformation-Item

ARPLocationInformation-Item ::= SEQUENCE {
	aRP-ID				ARP-ID,
	aRPLocationType		ARPLocationType,
	iE-Extensions		ProtocolExtensionContainer { { ARPLocationInformation-ExtIEs} } OPTIONAL,
	...
}

ARPLocationInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ARPLocationType ::= CHOICE {
	aRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	aRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-Single-Container { { ARPLocationType-ExtIEs } }
}

ARPLocationType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

Assistance-Information ::= SEQUENCE {
	systemInformation				SystemInformation,
	iE-Extensions					ProtocolExtensionContainer { { Assistance-Information-ExtIEs} } OPTIONAL,
	...
}

Assistance-Information-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationFailureList ::= SEQUENCE (SIZE (1..maxnoAssistInfoFailureListItems)) OF SEQUENCE {
	posSIB-Type						PosSIB-Type,
	outcome							Outcome,
	iE-Extensions					ProtocolExtensionContainer { {AssistanceInformationFailureList-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationFailureList-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationMetaData ::= SEQUENCE {
	encrypted			ENUMERATED {true, ...}	OPTIONAL,
	gNSSID				ENUMERATED {gps, sbas, qzss, galileo, glonass, bds, navic, ...}	OPTIONAL,
	sBASID				ENUMERATED {waas, egnos, msas, gagan, ...}					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationMetaData-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



-- B

[bookmark: _Hlk50051885]BandwidthSRS ::= CHOICE {
	fR1		ENUMERATED {mHz5, mHz10, mHz20, mHz40, mHz50, mHz80, mHz100, ... ,mHz160, mHz200},
	fR2		ENUMERATED {mHz50, mHz100, mHz200, mHz400, ..., mHz600, mhz800, mHz1600, mHz2000 },
	choice-extension		ProtocolIE-Single-Container { { BandwidthSRS-ExtIEs } }
}

BandwidthSRS-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

[bookmark: OLE_LINK19]Bandwidth-Aggregation-Request-Indication ::= ENUMERATED { true, ...} 

BCCH ::= INTEGER (0..1023, ...)

[bookmark: _Hlk50146245]Broadcast ::= ENUMERATED {
	start,
	stop,
	...
}

BroadcastPeriodicity ::= ENUMERATED {
	ms80,
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	...
}

PositioningBroadcastCells ::= SEQUENCE (SIZE (1..maxnoBcastCell)) OF NG-RAN-CGI 

BSSID ::= OCTET STRING (SIZE(6))

-- C

CarrierFreq ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	offsetToCarrier		INTEGER (0..2199, ...),
	iE-Extensions		ProtocolExtensionContainer { {CarrierFreq-ExtIEs} } OPTIONAL,
	...
}

CarrierFreq-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-Extension	ProtocolIE-Single-Container {{ Cause-ExtensionIE }}
}

Cause-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

CauseMisc ::= ENUMERATED {
	unspecified,
	...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	unspecified,
	abstract-syntax-error-falsely-constructed-message,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	requested-item-not-supported,
	requested-item-temporarily-not-available,
	...,
	serving-NG-RAN-node-changed,
	requested-item-not-supported-on-time

}

Cell-Portion-ID ::= INTEGER (0..4095,...)

CGI-EUTRA ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	eUTRAcellIdentifier			EUTRACellIdentifier,
	iE-Extensions				ProtocolExtensionContainer { {CGI-EUTRA-ExtIEs} } OPTIONAL,
	...
}

CGI-EUTRA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk50146266]CGI-NR ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	nRcellIdentifier			NRCellIdentifier,
	iE-Extensions				ProtocolExtensionContainer { {CGI-NR-ExtIEs} } OPTIONAL,
	...
}

CGI-NR-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


CPLength-EUTRA ::= ENUMERATED {
	normal,
	extended,
	...
}

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode					OPTIONAL,
	triggeringMessage				TriggeringMessage				OPTIONAL,
	procedureCriticality			Criticality					OPTIONAL,
	nrppatransactionID				NRPPATransactionID				OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }	OPTIONAL,
	...
}


CriticalityDiagnostics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF
	SEQUENCE {
		iECriticality			Criticality,
		iE-ID					ProtocolIE-ID,
		typeOfError				TypeOfError,
		iE-Extensions			ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,
		...
}

CriticalityDiagnostics-IE-List-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

CommonTAParameters ::= SEQUENCE {
	epochTime				OCTET STRING,
	taInfo					OCTET STRING,
	iE-Extensions			ProtocolExtensionContainer {{ CommonTAParameters-ExtIEs}}				OPTIONAL,
	...
}

CommonTAParameters-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


-- D

DL-Bandwidth-EUTRA ::= ENUMERATED {
	bw6,
	bw15,
	bw25,
	bw50,
	bw75,
	bw100,
	...
}

[bookmark: _Hlk50146299][bookmark: _Hlk50051947][bookmark: _Hlk42766807]DL-PRS ::= SEQUENCE {
	prsid 					PRS-ID,
	dl-PRSResourceSetID		PRS-Resource-Set-ID,
	dl-PRSResourceID		PRS-Resource-ID		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {DL-PRS-ExtIEs} }	OPTIONAL,
	...
}

DL-PRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSMutingPattern ::= CHOICE {
	two					BIT STRING (SIZE(2)),
	four				BIT STRING (SIZE(4)),
	six					BIT STRING (SIZE(6)),
	eight				BIT STRING (SIZE(8)),
	sixteen				BIT STRING (SIZE(16)),
	thirty-two			BIT STRING (SIZE(32)),
	choice-extension							ProtocolIE-Single-Container { { DL-PRSMutingPattern-ExtIEs } }
}

DL-PRSMutingPattern-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

DLPRSResourceCoordinates ::= SEQUENCE {
	listofDL-PRSResourceSetARP		SEQUENCE (SIZE(1.. maxPRS-ResourceSets)) OF DLPRSResourceSetARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceCoordinates-ExtIEs } } OPTIONAL,
	...
}

DLPRSResourceCoordinates-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceSetARP ::= SEQUENCE {
	dl-PRSResourceSetID				PRS-Resource-Set-ID,
	dL-PRSResourceSetARPLocation	DL-PRSResourceSetARPLocation,
	listofDL-PRSResourceARP			SEQUENCE (SIZE(1.. maxPRS-ResourcesPerSet)) OF DLPRSResourceARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceSetARP-ExtIEs } } OPTIONAL,
	...
}

DLPRSResourceSetARP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


DL-PRSResourceSetARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-Single-Container { { DL-PRSResourceSetARPLocation-ExtIEs } }
}

DL-PRSResourceSetARPLocation-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}


DLPRSResourceARP ::= SEQUENCE {
	dl-PRSResourceID			PRS-Resource-ID,
	dL-PRSResourceARPLocation	DL-PRSResourceARPLocation,	
	iE-Extensions				ProtocolExtensionContainer { { DLPRSResourceARP-ExtIEs } } OPTIONAL,
	...
}

DLPRSResourceARP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSResourceARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-Single-Container { { DL-PRSResourceARPLocation-ExtIEs } }
}

DL-PRSResourceARPLocation-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

-- E

[bookmark: _Hlk515361362]E-CID-MeasurementResult ::= SEQUENCE {
	servingCell-ID					NG-RAN-CGI,
	servingCellTAC					TAC,
	nG-RANAccessPointPosition		NG-RANAccessPointPosition	OPTIONAL,
	measuredResults					MeasuredResults				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { E-CID-MeasurementResult-ExtIEs} } OPTIONAL,
	...
}

E-CID-MeasurementResult-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk50051971]	{ ID id-GeographicalCoordinates	CRITICALITY ignore	EXTENSION GeographicalCoordinates PRESENCE optional}|
	{ ID id-MobileAccessPointLocation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional },
	...
}

EUTRACellIdentifier ::= BIT STRING (SIZE (28))

EARFCN ::= INTEGER (0..262143, ...)

Expected-Value-AoA ::= INTEGER (0..3599)

Expected-Value-ZoA ::= INTEGER (0..1799)


-- F

-- G

[bookmark: _Hlk50051985]GeographicalCoordinates ::= SEQUENCE {
	tRPPositionDefinitionType	TRPPositionDefinitionType,
	dLPRSResourceCoordinates	DLPRSResourceCoordinates	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GeographicalCoordinates-ExtIEs } } OPTIONAL,
	...
}

GeographicalCoordinates-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-ARPLocationInfo		CRITICALITY ignore EXTENSION ARPLocationInformation 	PRESENCE optional},
	...
}


GNB-RxTxTimeDiff ::= SEQUENCE {

	rxTxTimeDiff		GNBRxTxTimeDiffMeas,
	additionalPathList	AdditionalPathList	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { GNB-RxTxTimeDiff-ExtIEs} }	OPTIONAL,
	...
}

GNB-RxTxTimeDiff-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList	CRITICALITY ignore EXTENSION ExtendedAdditionalPathList PRESENCE optional}|
	{ ID id-TRPTEGInformation		CRITICALITY ignore EXTENSION TRPTEGInformation	PRESENCE optional },

	...
}


GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-Single-Container { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus3 	CRITICALITY ignore TYPE ReportingGranularitykminus3 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4 	CRITICALITY ignore TYPE ReportingGranularitykminus4 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus5 	CRITICALITY ignore TYPE ReportingGranularitykminus5 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6 	CRITICALITY ignore TYPE ReportingGranularitykminus6 PRESENCE mandatory},
	...
}

-- H

HESSID ::= OCTET STRING (SIZE(6))

-- I

-- J

-- K

-- L

[bookmark: _Hlk54256117][bookmark: _Hlk50146355]LCS-to-GCS-Translation::= SEQUENCE {
	alpha				INTEGER (0..3599),
	beta				INTEGER (0..3599),
	gamma				INTEGER (0..3599),
	iE-Extensions		ProtocolExtensionContainer { { LCS-to-GCS-Translation-ExtIEs} } OPTIONAL,
	...
}

LCS-to-GCS-Translation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

LCS-to-GCS-TranslationItem::= SEQUENCE {
	alpha				INTEGER (0..359),
	alphaFine			INTEGER (0..9) 		OPTIONAL,
	beta				INTEGER (0..359),
	betaFine			INTEGER (0..9) 		OPTIONAL,
	gamma				INTEGER (0..359),
	gammaFine			INTEGER (0..9) 		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LCS-to-GCS-TranslationItem-ExtIEs} } OPTIONAL,
	...
}

LCS-to-GCS-TranslationItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

LocationUncertainty ::= SEQUENCE {
	horizontalUncertainty		INTEGER (0..255),
	horizontalConfidence		INTEGER (0..100),
	verticalUncertainty			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { LocationUncertainty-ExtIEs} } OPTIONAL,
	...
}

LocationUncertainty-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

LoS-NLoSIndicatorHard ::= ENUMERATED {nlos, los}

LoS-NLoSIndicatorSoft ::= INTEGER (0..10)

LoS-NLoSInformation ::= CHOICE {
	loS-NLoSIndicatorSoft		LoS-NLoSIndicatorSoft,
	loS-NLoSIndicatorHard		LoS-NLoSIndicatorHard,
	choice-Extension		ProtocolIE-Single-Container {{ LoS-NLoSInformation-ExtIEs}}

}

LoS-NLoSInformation-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}


-- M

[bookmark: _Hlk50649220][bookmark: _Hlk50052037]Measurement-ID ::= INTEGER (1.. 65536, ...)

[bookmark: _Hlk50052049]MeasurementAmount  ::= ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64}

MeasurementBeamInfoRequest ::= ENUMERATED {true, ...}

MeasurementBeamInfo ::= SEQUENCE {
	pRS-Resource-ID				PRS-Resource-ID		OPTIONAL,
	pRS-Resource-Set-ID			PRS-Resource-Set-ID	OPTIONAL,
	sSB-Index					SSB-Index			OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { MeasurementBeamInfo-ExtIEs} } OPTIONAL,
	...
}

MeasurementBeamInfo-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


MeasurementPeriodicity ::= ENUMERATED {
	ms120,
	ms240,
	ms480,
	ms640,
	ms1024,
	ms2048,
	ms5120,
	ms10240,
	min1,
	min6,
	min12,
	min30,
	min60,
	...,
	ms20480,
	ms40960,
	extended
}

MeasurementPeriodicityExtended ::= ENUMERATED {
	ms160,
	ms320,
	ms1280,
	ms2560,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	ms1843200,
	...

}

MeasurementPeriodicityNR-AoA ::= ENUMERATED {
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	ms10240,
	ms20480,
	ms40960,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	ms1843200,
	...

[bookmark: OLE_LINK9]}

MeasurementQuantities ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF ProtocolIE-Single-Container { {MeasurementQuantities-ItemIEs} }

MeasurementQuantities-ItemIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-MeasurementQuantities-Item	CRITICALITY reject	TYPE MeasurementQuantities-Item		PRESENCE mandatory}
}

MeasurementQuantities-Item ::= SEQUENCE {
	measurementQuantitiesValue					MeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { MeasurementQuantitiesValue-ExtIEs} } OPTIONAL,
	...
}

MeasurementQuantitiesValue-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementQuantitiesValue ::= ENUMERATED {
	cell-ID,
	angleOfArrival,
	timingAdvanceType1,
	timingAdvanceType2,
	rSRP,
	rSRQ,
	... ,
	sS-RSRP,
	sS-RSRQ,
	cSI-RSRP,
	cSI-RSRQ,
	angleOfArrivalNR,
	timingAdvanceNR,
	uE-Rx-Tx-Time-Diff
}

MeasurementTimeOccasion ::= ENUMERATED {o1, o4, ...}

MeasurementCharacteristicsRequestIndicator ::= BIT STRING (SIZE (16))

MeasuredResults ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF MeasuredResultsValue

MeasuredResultsValue ::= CHOICE { 
	valueAngleOfArrival-EUTRA				INTEGER (0..719),
	valueTimingAdvanceType1-EUTRA			INTEGER (0..7690),
	valueTimingAdvanceType2-EUTRA			INTEGER (0..7690),
	resultRSRP-EUTRA						ResultRSRP-EUTRA,
	resultRSRQ-EUTRA						ResultRSRQ-EUTRA,
	choice-Extension			ProtocolIE-Single-Container {{ MeasuredResultsValue-ExtensionIE }}
}

MeasuredResultsValue-ExtensionIE NRPPA-PROTOCOL-IES ::= {
{ ID id-ResultSS-RSRP		CRITICALITY ignore	TYPE ResultSS-RSRP		PRESENCE mandatory	}|
	{ ID id-ResultSS-RSRQ		CRITICALITY ignore	TYPE ResultSS-RSRQ		PRESENCE mandatory	}|
	{ ID id-ResultCSI-RSRP		CRITICALITY ignore	TYPE ResultCSI-RSRP		PRESENCE mandatory	}|
	{ ID id-ResultCSI-RSRQ		CRITICALITY ignore	TYPE ResultCSI-RSRQ		PRESENCE mandatory	}|
[bookmark: _Hlk85552075]	{ ID id-AngleOfArrivalNR	CRITICALITY ignore	TYPE UL-AoA				PRESENCE mandatory	}|
	{ ID id-NR-TADV				CRITICALITY ignore	TYPE NR-TADV			PRESENCE mandatory	}|
	{ ID id-UE-Rx-Tx-Time-Diff 	CRITICALITY ignore	TYPE UE-Rx-Tx-Time-Diff PRESENCE optional	},
	...
}

Mobile-TRP-LocationInformation ::= SEQUENCE {
	location-Information			OCTET STRING,
	velocity-Information			OCTET STRING	OPTIONAL,
	location-time-stamp				TimeStamp	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Mobile-TRP-LocationInformation-ExtIEs} } OPTIONAL,
	...
}

Mobile-TRP-LocationInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Mobile-IAB-MT-UE-ID ::= OCTET STRING

MultipleULAoA ::= SEQUENCE {
	multipleULAoA					MultipleULAoA-List,
	iE-Extensions					ProtocolExtensionContainer { { MultipleULAoA-ExtIEs} } OPTIONAL,
	...
}

MultipleULAoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

MultipleULAoA-List ::= SEQUENCE (SIZE(1.. maxnoofULAoAs)) OF MultipleULAoA-Item

MultipleULAoA-Item ::= CHOICE {	
	uL-AoA		UL-AoA,
	ul-ZoA		ZoA,
	choice-extension ProtocolIE-Single-Container { { MultipleULAoA-Item-ExtIEs } }
}

[bookmark: _Hlk101430867]MultipleULAoA-Item-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

MeasuredFrequencyHops ::= ENUMERATED {singleHop, multiHop, ...}

-- N

NarrowBandIndex ::= INTEGER (0..15,...)

NG-RANAccessPointPosition ::= SEQUENCE {
	latitudeSign				ENUMERATED {north, south},
	latitude					INTEGER (0..8388607),
	longitude					INTEGER (-8388608..8388607),
	directionOfAltitude			ENUMERATED {height, depth},
	altitude					INTEGER (0..32767),
	uncertaintySemi-major		INTEGER (0..127),
	uncertaintySemi-minor		INTEGER (0..127),
	orientationOfMajorAxis		INTEGER (0..179),
	uncertaintyAltitude			INTEGER (0..127),
	confidence					INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { NG-RANAccessPointPosition-ExtIEs} } OPTIONAL,
	...
}

NG-RANAccessPointPosition-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk50052691][bookmark: _Hlk50146450]NGRANHighAccuracyAccessPointPosition ::= SEQUENCE {
	latitude					INTEGER (-2147483648.. 2147483647),
	longitude					INTEGER (-2147483648.. 2147483647),
	altitude					INTEGER (-64000..1280000),
	uncertaintySemi-major		INTEGER (0..255),
	uncertaintySemi-minor		INTEGER (0..255),
	orientationOfMajorAxis		INTEGER (0..179),
	horizontalConfidence		INTEGER (0..100),
	uncertaintyAltitude			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100), 
	iE-Extensions				ProtocolExtensionContainer { { NGRANHighAccuracyAccessPointPosition-ExtIEs} } OPTIONAL,
	...
}

NGRANHighAccuracyAccessPointPosition-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

NG-RAN-CGI ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	nG-RANcell		NG-RANCell,
	iE-Extensions				ProtocolExtensionContainer { {NG-RAN-CGI-ExtIEs} } OPTIONAL,
	...
}

NG-RAN-CGI-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

NG-RANCell ::= CHOICE {
	eUTRA-CellID	EUTRACellIdentifier,
	nR-CellID		NRCellIdentifier,
	choice-Extension			ProtocolIE-Single-Container {{ NG-RANCell-ExtensionIE }}
}

NG-RANCell-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk50146483][bookmark: _Hlk50052708]NR-ARFCN ::= INTEGER (0..3279165)

[bookmark: _Hlk50052720][bookmark: _Hlk50146491]NRCellIdentifier ::= BIT STRING (SIZE (36)) 

NrofSymbolsExtended ::=  ENUMERATED {n8, n10, n12, n14, ...}

NR-PCI ::= INTEGER (0..1007)

NR-PRS-Beam-Information ::= SEQUENCE {
	nR-PRS-Beam-InformationList SEQUENCE (SIZE(1.. maxPRS-ResourceSets)) OF NR-PRS-Beam-InformationItem,
	lCS-to-GCS-TranslationList SEQUENCE (SIZE(1..maxnolcs-gcs-translation)) OF LCS-to-GCS-TranslationItem		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRS-Beam-Information-IEs} } OPTIONAL,
 	...
}

NR-PRS-Beam-Information-IEs NRPPA-PROTOCOL-EXTENSION ::= { 
 ...
}

NR-PRS-Beam-InformationItem ::= SEQUENCE {
	pRSresourceSetID 	PRS-Resource-Set-ID,
	pRSAngle 		SEQUENCE (SIZE(1..maxPRS-ResourcesPerSet)) OF PRSAngleItem,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRS-Beam-InformationItem-ExtIEs} } OPTIONAL,
	...
}

NR-PRS-Beam-InformationItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= { 
 ...
}

NR-TADV ::= INTEGER (0.. 7690)

NumberOfAntennaPorts-EUTRA ::= ENUMERATED {
		n1-or-n2,
		n4,
		...
}

NumberOfDlFrames-EUTRA ::= ENUMERATED {
		sf1,
		sf2,
		sf4,
		sf6,
		...
}

NumberOfDlFrames-Extended-EUTRA ::= INTEGER (1..160,...)

NumberOfFrequencyHoppingBands ::= ENUMERATED {
	twobands,
	fourbands,
	...
}

[bookmark: _Hlk50146512][bookmark: _Hlk50052734]NumberOfTRPRxTEG ::= ENUMERATED {two, three, four, six, eight, ...}

NumberOfTRPRxTxTEG ::= ENUMERATED {two, three, four, six, eight, ...}

NZP-CSI-RS-ResourceID::= INTEGER  (0..191)

-- O

OnDemandPRS-Info ::= SEQUENCE {
	onDemandPRSRequestAllowed				BIT STRING (SIZE (16)),
	allowedResourceSetPeriodicityValues		BIT STRING (SIZE (24))	OPTIONAL,
	allowedPRSBandwidthValues				BIT STRING (SIZE (64))	OPTIONAL,
	allowedResourceRepetitionFactorValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedResourceNumberOfSymbolsValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedCombSizeValues					BIT STRING (SIZE (8))	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { OnDemandPRS-Info-ExtIEs} } OPTIONAL,
	...
}

OnDemandPRS-Info-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

OTDOACells ::= SEQUENCE (SIZE (1.. maxCellinRANnode)) OF SEQUENCE {
	oTDOACellInfo					OTDOACell-Information,
	iE-Extensions					ProtocolExtensionContainer { {OTDOACells-ExtIEs} } OPTIONAL,
	...
}

OTDOACells-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

OTDOACell-Information ::= SEQUENCE (SIZE (1..maxnoOTDOAtypes)) OF OTDOACell-Information-Item

OTDOACell-Information-Item ::= CHOICE {
	pCI-EUTRA									PCI-EUTRA,
	cGI-EUTRA									CGI-EUTRA,
	tAC											TAC,
	eARFCN										EARFCN,
	pRS-Bandwidth-EUTRA							PRS-Bandwidth-EUTRA,
	pRS-ConfigurationIndex-EUTRA				PRS-ConfigurationIndex-EUTRA, 
	cPLength-EUTRA								CPLength-EUTRA,
	numberOfDlFrames-EUTRA						NumberOfDlFrames-EUTRA,
	numberOfAntennaPorts-EUTRA					NumberOfAntennaPorts-EUTRA,
	sFNInitialisationTime-EUTRA					SFNInitialisationTime-EUTRA,
	nG-RANAccessPointPosition					NG-RANAccessPointPosition,
	pRSMutingConfiguration-EUTRA				PRSMutingConfiguration-EUTRA,
	prsid-EUTRA									PRS-ID-EUTRA,
	tpid-EUTRA									TP-ID-EUTRA,
	tpType-EUTRA								TP-Type-EUTRA,
[bookmark: _Hlk515353772]	numberOfDlFrames-Extended-EUTRA				NumberOfDlFrames-Extended-EUTRA,
	crsCPlength-EUTRA							CPLength-EUTRA,
	dL-Bandwidth-EUTRA							DL-Bandwidth-EUTRA,
	pRSOccasionGroup-EUTRA						PRSOccasionGroup-EUTRA,
	pRSFrequencyHoppingConfiguration-EUTRA		PRSFrequencyHoppingConfiguration-EUTRA,
	choice-Extension		ProtocolIE-Single-Container {{ OTDOACell-Information-Item-ExtensionIE }}
}

OTDOACell-Information-Item-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	{ ID id-TDD-Config-EUTRA-Item		CRITICALITY 	ignore	TYPE 	TDD-Config-EUTRA-Item			PRESENCE 	mandatory }|
	{ ID id-CGI-NR						CRITICALITY 	ignore	TYPE 	CGI-NR							PRESENCE 	mandatory }|
	{ ID id-SFNInitialisationTime-NR	CRITICALITY 	ignore	TYPE 	SFNInitialisationTime-EUTRA 	PRESENCE 	mandatory },
	...
}

OTDOA-Information-Item ::= ENUMERATED {
		pci,
		cGI,
		tac,
		earfcn,
		prsBandwidth,
		prsConfigIndex,
		cpLength,
		noDlFrames,
		noAntennaPorts,
		sFNInitTime,
		nG-RANAccessPointPosition,
		prsmutingconfiguration,
		prsid,
		tpid,
		tpType,
		crsCPlength,
		dlBandwidth, 
		multipleprsConfigurationsperCell,
		prsOccasionGroup,
		prsFrequencyHoppingConfiguration,
		...,
		tddConfig
}

OtherRATMeasurementQuantities ::= SEQUENCE (SIZE (0.. maxNoMeas)) OF ProtocolIE-Single-Container { {OtherRATMeasurementQuantities-ItemIEs} }

OtherRATMeasurementQuantities-ItemIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-OtherRATMeasurementQuantities-Item	CRITICALITY reject	TYPE OtherRATMeasurementQuantities-Item PRESENCE mandatory}}

OtherRATMeasurementQuantities-Item ::= SEQUENCE {
	otherRATMeasurementQuantitiesValue			OtherRATMeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { OtherRATMeasurementQuantitiesValue-ExtIEs} } OPTIONAL,
	...
}

OtherRATMeasurementQuantitiesValue-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

OtherRATMeasurementQuantitiesValue ::= ENUMERATED {
	geran,
	utran,
	... ,
	nR,
	eUTRA
}

OtherRATMeasurementResult ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF OtherRATMeasuredResultsValue

OtherRATMeasuredResultsValue ::= CHOICE {
	resultGERAN									ResultGERAN,
	resultUTRAN									ResultUTRAN,
	choice-Extension		ProtocolIE-Single-Container {{ OtherRATMeasuredResultsValue-ExtensionIE }}
}


OtherRATMeasuredResultsValue-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	{ ID id-ResultNR		CRITICALITY 	ignore	TYPE 	ResultNR		PRESENCE 	mandatory }|
	{ ID id-ResultEUTRA		CRITICALITY 	ignore	TYPE 	ResultEUTRA		PRESENCE 	mandatory },
	...
}

[bookmark: _Hlk50146563][bookmark: _Hlk50052783]Outcome ::= ENUMERATED {
		failed,
		...
}


-- P

[bookmark: _Hlk50052796]PathlossReferenceInformation ::= SEQUENCE {
	pathlossReferenceSignal					PathlossReferenceSignal,
	iE-Extensions					ProtocolExtensionContainer { { PathlossReferenceInformation-ExtIEs } } OPTIONAL,
	...
}

PathlossReferenceInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
} 


PathlossReferenceSignal ::= CHOICE { 
	sSB-Reference					SSB,
	dL-PRS-Reference				DL-PRS,
	choice-Extension				ProtocolIE-Single-Container {{ PathlossReferenceSignal-ExtensionIE }}
}

PathlossReferenceSignal-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}


PCI-EUTRA ::= INTEGER (0..503, ...)

PhysCellIDGERAN ::= INTEGER (0..63, ...)

PhysCellIDUTRA-FDD ::= INTEGER (0..511, ...)

PhysCellIDUTRA-TDD ::= INTEGER (0..127, ...)

PLMN-Identity ::= OCTET STRING (SIZE(3))

[bookmark: _Hlk50052815]PeriodicityList ::= SEQUENCE (SIZE (1.. maxnoSRS-ResourcePerSet)) OF PeriodicityItem

PeriodicityItem ::= ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms0dot625, ms1, ms1dot25, ms2, ms2dot5, ms4dot, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80m, ms160, ms320, ms640m, ms1280, ms2560, ms5120, ms10240, ...}


PosSIBs ::= SEQUENCE (SIZE (1.. maxNrOfPosSIBs)) OF SEQUENCE {
	posSIB-Type						PosSIB-Type,
	posSIB-Segments					PosSIB-Segments,
	assistanceInformationMetaData	AssistanceInformationMetaData	OPTIONAL,
	broadcastPriority				INTEGER (1..16,...)				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosSIBs-ExtIEs} }	OPTIONAL,
	...
}

PosSIBs-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Segments ::= SEQUENCE (SIZE (1.. maxNrOfSegments)) OF SEQUENCE {
	assistanceDataSIBelement			OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { { PosSIB-Segments-ExtIEs} }	OPTIONAL,
	...
}

PosSIB-Segments-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Type ::= ENUMERATED {
	posSibType1-1, 
	posSibType1-2, 
	posSibType1-3, 
	posSibType1-4, 
	posSibType1-5,
	posSibType1-6, 
	posSibType1-7,
	posSibType1-8, 
	posSibType2-1, 
	posSibType2-2, 
	posSibType2-3,
	posSibType2-4, 
	posSibType2-5, 
	posSibType2-6, 
	posSibType2-7, 
	posSibType2-8,
	posSibType2-9, 
	posSibType2-10, 
	posSibType2-11, 
	posSibType2-12, 
	posSibType2-13, 
	posSibType2-14, 
	posSibType2-15, 
	posSibType2-16,
	posSibType2-17, 
	posSibType2-18, 
	posSibType2-19, 
	posSibType2-20, 
	posSibType2-21, 
	posSibType2-22, 
	posSibType2-23,
	posSibType2-24,
	posSibType2-25, 
	posSibType3-1, 
	posSibType4-1,
	posSibType5-1,
	posSibType6-1,  
	posSibType6-2,
	posSibType6-3,  
	...,
	posSibType1-9,
	posSibType1-10,
	posSibType6-4, 
	posSibType6-5, 
	posSibType6-6,
posSibType1-11, 
posSibType1-12, 
posSibType2-27,
posSibType6-7,
posSibType7-1,
posSibType7-2,
posSibType7-3,
	posSibType7-4  
}

[bookmark: OLE_LINK34][bookmark: OLE_LINK35]PRSBWAggregationRequestIndication ::= ENUMERATED {true, ...}

PosSRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF PosSRSResource-Item

PosSRSResource-Item ::= SEQUENCE {
	srs-PosResourceId				SRSPosResourceID,
	transmissionCombPos				TransmissionCombPos,
	startPosition                   INTEGER (0..13),
	nrofSymbols                     ENUMERATED {n1, n2, n4, n8, n12},
	freqDomainShift                 INTEGER (0..268),
	c-SRS	                        INTEGER (0..63),
	groupOrSequenceHopping          ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceTypePos					ResourceTypePos,
	sequenceId                      INTEGER (0.. 65535),
	spatialRelationPos				SpatialRelationPos OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResource-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk159005107]	{ ID id-TxHoppingConfiguration	CRITICALITY ignore	EXTENSION TxHoppingConfiguration	PRESENCE optional},
	...
}


PosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF SRSPosResourceID

PosSRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourceSets)) OF PosSRSResourceSet-Item

PosSRSResourceIDPerSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourcePerSet)) OF SRSPosResourceID
 

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceIDPerSet-List		PosSRSResourceIDPerSet-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PosSRSResourceSet-Aggregation-List	CRITICALITY ignore EXTENSION PosSRSResourceSet-Aggregation-List		PRESENCE optional },
	...
}

PosSRSResourceSet-Aggregation-List ::= SEQUENCE (SIZE (1.. maxnoaggregatedPosSRS-ResourceSets)) OF PosSRSResourceSet-Aggregation-Item
 

PosSRSResourceSet-Aggregation-Item ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	pCI-NR				INTEGER(0..1007)		OPTIONAL,
	possrsResourceSetID	INTEGER(0..15),
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Aggregation-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResourceSet-Aggregation-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


PosResourceSetType  ::= CHOICE {
	periodic			PosResourceSetTypePeriodic,
	semi-persistent		PosResourceSetTypeSemi-persistent,
	aperiodic			PosResourceSetTypeAperiodic,
	choice-extension				ProtocolIE-Single-Container {{ PosResourceSetType-ExtIEs }}
}

PosResourceSetType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

PosResourceSetTypePeriodic ::= SEQUENCE {
	posperiodicSet			ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { PosResourceSetTypePeriodic-ExtIEs} }	OPTIONAL,
	...
}

PosResourceSetTypePeriodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeSemi-persistent ::= SEQUENCE {
possemi-persistentSet	ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { PosResourceSetTypeSemi-persistent-ExtIEs} }	OPTIONAL,
	...
}

PosResourceSetTypeSemi-persistent-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeAperiodic ::= SEQUENCE {
	sRSResourceTrigger		 	INTEGER(1..3),
	iE-Extensions				ProtocolExtensionContainer { { PosResourceSetTypeAperiodic-ExtIEs} }	OPTIONAL,
	...
}

PosResourceSetTypeAperiodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PreconfigurationResult ::= BIT STRING (SIZE(8))

PRS-Bandwidth-EUTRA ::= ENUMERATED {
		bw6,
		bw15,
		bw25,
		bw50,
		bw75,
		bw100,
		...
}


PRSAngleItem  ::= SEQUENCE {
	nRPRSAzimuth			INTEGER (0..359),
	nRPRSAzimuthFine		INTEGER (0..9) OPTIONAL,
	nRPRSElevation			INTEGER (0..180) OPTIONAL,
	nRPRSElevationFine		INTEGER (0..9) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSAngleItem-ExtIEs} } OPTIONAL,
	...
}

PRSAngleItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRS-Resource-ID		CRITICALITY ignore EXTENSION PRS-Resource-ID		PRESENCE optional },
	...
}

PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					PRS-ID,	
	pRS-Resource-Set-IDPos		PRS-Resource-Set-ID,
	pRS-Resource-IDPos			PRS-Resource-ID	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL,
	...
}

PRSInformationPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

PRSConfiguration ::= SEQUENCE {
	pRSResourceSet-List				PRSResourceSet-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSConfiguration-ExtIEs} } OPTIONAL,
	...
}

PRSConfiguration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-AggregatedPRSResourceSetList	CRITICALITY ignore EXTENSION AggregatedPRSResourceSetList PRESENCE	optional},
	...
}


PRS-ConfigurationIndex-EUTRA ::= INTEGER (0..4095, ...)

PRS-ID-EUTRA	::= INTEGER (0..4095, ...)

PRSMutingConfiguration-EUTRA ::= CHOICE {
	two 												BIT STRING (SIZE (2)),
	four 												BIT STRING (SIZE (4)),
	eight 												BIT STRING (SIZE (8)),
	sixteen 											BIT STRING (SIZE (16)),
	thirty-two											BIT STRING (SIZE (32)),
	sixty-four											BIT STRING (SIZE (64)),
	one-hundred-and-twenty-eight						BIT STRING (SIZE (128)),
	two-hundred-and-fifty-six							BIT STRING (SIZE (256)),
	five-hundred-and-twelve								BIT STRING (SIZE (512)),
	one-thousand-and-twenty-four						BIT STRING (SIZE (1024)),
	choice-Extension			ProtocolIE-Single-Container {{ PRSMutingConfiguration-EUTRA-ExtensionIE }}
}

PRSMutingConfiguration-EUTRA-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

PRSOccasionGroup-EUTRA ::= ENUMERATED {
	og2,
	og4,
	og8,
	og16,
	og32,
	og64,
	og128,
	...
}

PRSFrequencyHoppingConfiguration-EUTRA ::= SEQUENCE {
	noOfFreqHoppingBands		NumberOfFrequencyHoppingBands,
	bandPositions				SEQUENCE(SIZE (1..maxnoFreqHoppingBandsMinusOne)) OF NarrowBandIndex,
	iE-Extensions				ProtocolExtensionContainer { { PRSFrequencyHoppingConfiguration-EUTRA-Item-IEs} } OPTIONAL,
	...
}

PRSFrequencyHoppingConfiguration-EUTRA-Item-IEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk50146656]PRS-Measurements-Info-List ::= SEQUENCE (SIZE(1..maxFreqLayers)) OF PRS-Measurements-Info-List-Item

PRS-Measurements-Info-List-Item ::= SEQUENCE {
	pointA						INTEGER (0..3279165),
	measPRSPeriodicity			ENUMERATED {ms20, ms40, ms80, ms160, ...},
	measPRSOffset				INTEGER (0..159, ...),
	measurementPRSLength		ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20},
	iE-Extensions	ProtocolExtensionContainer { { PRS-Measurements-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

PRS-Measurements-Info-List-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


PRSMuting::= SEQUENCE {
	pRSMutingOption1			PRSMutingOption1		OPTIONAL,
	pRSMutingOption2			PRSMutingOption2		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSMuting-ExtIEs} } OPTIONAL,
	...
}
PRSMuting-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


PRSMutingOption1 ::= SEQUENCE {
	mutingPattern						DL-PRSMutingPattern,
	mutingBitRepetitionFactor			ENUMERATED{n1,n2,n4,n8,...},
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption1-ExtIEs} } OPTIONAL,
	...
}
PRSMutingOption1-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption2 ::= SEQUENCE {
	mutingPattern						DL-PRSMutingPattern,
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption2-ExtIEs} } OPTIONAL,
	...
}
PRSMutingOption2-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresource)) OF PRSResource-Item

PRSResource-Item  ::= SEQUENCE {
	pRSResourceID			PRS-Resource-ID,
	sequenceID				INTEGER(0..4095),
	rEOffset				INTEGER(0..11,...),
	resourceSlotOffset		INTEGER(0..511),
	resourceSymbolOffset	INTEGER(0..12),
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSResource-Item-ExtIEs} } OPTIONAL,
	...
}
PRSResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedResourceSymbolOffset		CRITICALITY ignore EXTENSION ExtendedResourceSymbolOffset 	PRESENCE optional},
	...
}

ExtendedResourceSymbolOffset ::= INTEGER (0..13,...)

PRSResource-QCLInfo  ::= CHOICE {
[bookmark: _Hlk54252960]	qCLSourceSSB		PRSResource-QCLSourceSSB,
	qCLSourcePRS		PRSResource-QCLSourcePRS,		
	choice-Extension		ProtocolIE-Single-Container {{ PRSResource-QCLInfo-ExtIEs }}
}

PRSResource-QCLInfo-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk54252990]PRSResource-QCLSourceSSB ::= SEQUENCE {
	pCI-NR				INTEGER(0..1007),
	sSB-Index 			SSB-Index	 OPTIONAL,		
	iE-Extensions		ProtocolExtensionContainer { { PRSResource-QCLSourceSSB-ExtIEs} } OPTIONAL,
	...
}

PRSResource-QCLSourceSSB-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSResource-QCLSourcePRS ::= SEQUENCE {
	qCLSourcePRSResourceSetID		PRS-Resource-Set-ID,
	qCLSourcePRSResourceID 			PRS-Resource-ID OPTIONAL,		
	iE-Extensions					ProtocolExtensionContainer { { PRSResource-QCLSourcePRS-ExtIEs} } OPTIONAL,
	...
}
PRSResource-QCLSourcePRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



PRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSResourceSet-Item

PRSResourceSet-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID,
	subcarrierSpacing				ENUMERATED{kHz15, kHz30, kHz60, kHz120, ...},
	pRSbandwidth					INTEGER(1..63),
	startPRB						INTEGER(0..2176),
	pointA							INTEGER (0..3279165),
	combSize						ENUMERATED{n2, n4, n6, n12, ...},
	cPType							ENUMERATED{normal, extended, ...},
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256, n512},
	resourceSetSlotOffset			INTEGER(0..81919,...),
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...},
	resourceTimeGap					ENUMERATED{tg1,tg2,tg4,tg8,tg16,tg32,...},
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1},
	pRSMuting						PRSMuting 		OPTIONAL,
	pRSResourceTransmitPower		INTEGER(-60..50),
	pRSResource-List				PRSResource-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

PRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk50052906]PRS-Resource-ID ::= INTEGER (0..63)

PRS-Resource-Set-ID ::= INTEGER(0..7)

PRS-ID ::= INTEGER(0..255)

PRSTransmissionOffIndication ::= CHOICE { 
	pRSTransmissionOffPerTRP				NULL,
	pRSTransmissionOffPerResourceSet		PRSTransmissionOffPerResourceSet,
	pRSTransmissionOffPerResource			PRSTransmissionOffPerResource,
	choice-Extension		ProtocolIE-Single-Container {{ PRSTransmissionOffIndication-ExtIEs }}
}

PRSTransmissionOffIndication-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

PRSTransmissionOffPerResource ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSTransmissionOffPerResource-Item

PRSTransmissionOffPerResource-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,
	pRSTransmissionOffIndicationPerResourceList		SEQUENCE (SIZE(1.. maxnoofPRSresource)) OF PRSTransmissionOffIndicationPerResource-Item,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffPerResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndicationPerResource-Item  ::= SEQUENCE {
	pRSResourceID		PRS-Resource-ID,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffIndicationPerResource-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffIndicationPerResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffInformation ::= SEQUENCE {
	pRSTransmissionOffIndication	PRSTransmissionOffIndication,
	iE-Extensions					ProtocolExtensionContainer { { PRSTransmissionOffInformation-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffPerResourceSet ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSTransmissionOffPerResourceSet-Item

PRSTransmissionOffPerResourceSet-Item  ::= SEQUENCE {
	pRSResourceSetID		PRS-Resource-Set-ID,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionOffPerResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffPerResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF PRSTRPItem

PRSTRPItem ::= SEQUENCE {
		tRP-ID		TRP-ID,
		requestedDLPRSTransmissionCharacteristics	RequestedDLPRSTransmissionCharacteristics	OPTIONAL, 
-- The IE shall be present if the PRS Configuration Request Type IE is set to “configure” --
		pRSTransmissionOffInformation				PRSTransmissionOffInformation				OPTIONAL,
-- The IE shall be present if the PRS Configuration Request Type IE is set to “off” --
		iE-Extensions	ProtocolExtensionContainer { { PRSTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



PRSTransmissionTRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF PRSTransmissionTRPItem

PRSTransmissionTRPItem ::= SEQUENCE {
		tRP-ID				TRP-ID,
		pRSConfiguration	PRSConfiguration, 
	iE-Extensions	ProtocolExtensionContainer { { PRSTransmissionTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTransmissionTRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosValidityAreaCellList ::= SEQUENCE (SIZE (1..maxnoVACell)) OF PosValidityAreaCell-Item


PosValidityAreaCell-Item	::= SEQUENCE {
	nR-CGI				CGI-NR,
	nR-PCI				NR-PCI		OPTIONAL, 
	iE-Extensions		ProtocolExtensionContainer { { PosValidityAreaCell-Item-ExtIEs} }	OPTIONAL,
	...
}

PosValidityAreaCell-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


-- Q

-- R
[bookmark: _Hlk42766901]
[bookmark: _Hlk50052920]ReferenceSignal ::= CHOICE { 
	nZP-CSI-RS								NZP-CSI-RS-ResourceID,
	sSB										SSB,
	sRS										SRSResourceID,
	positioningSRS							SRSPosResourceID,
	dL-PRS									DL-PRS,
[bookmark: _Hlk42707279]	choice-Extension				ProtocolIE-Single-Container {{ReferenceSignal-ExtensionIE }}
}

ReferenceSignal-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

ReferencePoint ::= CHOICE {
	relativeCoordinateID			CoordinateID,
	referencePointCoordinate		NG-RANAccessPointPosition,
	referencePointCoordinateHA		NGRANHighAccuracyAccessPointPosition,
	choice-Extension				ProtocolIE-Single-Container { { ReferencePoint-ExtIEs} }
}

ReferencePoint-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

CoordinateID ::= INTEGER (0..511, ...)
RelativeGeodeticLocation ::= SEQUENCE { 
	milli-Arc-SecondUnits		ENUMERATED {zerodot03, zerodot3, three, ...},	heightUnits					ENUMERATED {mm, cm, m, ...}, 
	deltaLatitude				INTEGER (-1024.. 1023),
	deltaLongitude				INTEGER (-1024.. 1023),
	deltaHeight					INTEGER (-1024.. 1023),
	locationUncertainty			LocationUncertainty,
	iE-extensions						ProtocolExtensionContainer {{RelativeGeodeticLocation-ExtIEs }}	OPTIONAL,
	...
}

RelativeGeodeticLocation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


RelativeCartesianLocation ::= SEQUENCE {
	xYZunit						ENUMERATED {mm, cm, dm, ...},
	xvalue						INTEGER (-65536..65535),
	yvalue						INTEGER (-65536..65535),
	zvalue						INTEGER (-32768..32767),
	locationUncertainty			LocationUncertainty,
	iE-Extensions				ProtocolExtensionContainer { { RelativeCartesianLocation-ExtIEs} } OPTIONAL,
	...
}

RelativeCartesianLocation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RelativePathDelay ::= CHOICE {
	k0			INTEGER(0..16351),
	k1			INTEGER(0..8176),
	k2			INTEGER(0..4088),
	k3			INTEGER(0..2044),
	k4			INTEGER(0..1022),
	k5			INTEGER(0..511),
	choice-Extension		ProtocolIE-Single-Container { { RelativePathDelay-ExtIEs} }
}

RelativePathDelay-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus2AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus3AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus3AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus4AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus5AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus5AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6AdditionalPath 	CRITICALITY ignore TYPE ReportingGranularitykminus6AdditionalPath PRESENCE mandatory},
	...
}

RepetitionFactorExtended ::=  ENUMERATED {n3, n5, n6, n7, n8, n10, n12, n14, ...}

ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

ReportingGranularitykminus1 ::= INTEGER(0..3940097)ReportingGranularitykminus2 ::= INTEGER(0..7880193)
ReportingGranularitykminus3 ::= INTEGER(0..15760385)
ReportingGranularitykminus4 ::= INTEGER(0..31520769)
ReportingGranularitykminus5 ::= INTEGER(0..63041537)
ReportingGranularitykminus6 ::= INTEGER(0..126083073)

ReportingGranularitykminus1AdditionalPath ::= INTEGER(0..32701)
ReportingGranularitykminus2AdditionalPath ::= INTEGER(0..65401)
ReportingGranularitykminus3AdditionalPath ::= INTEGER(0..130801)
ReportingGranularitykminus4AdditionalPath ::= INTEGER(0..261601)
ReportingGranularitykminus5AdditionalPath ::= INTEGER(0..523201)
ReportingGranularitykminus6AdditionalPath ::= INTEGER(0..1046401)


[bookmark: _Hlk515361576]RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers				INTEGER(1..4)			OPTIONAL,
	startTimeAndDuration				StartTimeAndDuration	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRSBWAggregationRequestIndication	CRITICALITY ignore	EXTENSION PRSBWAggregationRequestIndication	PRESENCE optional},
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63)	OPTIONAL,
	combSize						ENUMERATED{n2, n4, n6, n12, ...}	OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256 ,n512}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List			OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresource)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions	INTEGER (0..500,...)							OPTIONAL,
[bookmark: _Hlk54263809]-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType			ENUMERATED {periodic, semi-persistent, aperiodic, ...},
	bandwidth				BandwidthSRS,
	listOfSRSResourceSet	SEQUENCE (SIZE (1.. maxnoSRS-ResourceSets)) OF SRSResourceSet-Item	OPTIONAL,
	sSBInformation			SSBInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedSRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency								CRITICALITY ignore EXTENSION SrsFrequency											PRESENCE optional }|
[bookmark: _Hlk143842441]	{ ID id-Bandwidth-Aggregation-Request-Indication 	CRITICALITY ignore EXTENSION Bandwidth-Aggregation-Request-Indication	PRESENCE optional }|
	{ ID id-PosValidityAreaCellList 					CRITICALITY ignore EXTENSION PosValidityAreaCellList							PRESENCE optional }|
	{ ID id-ValidityAreaSpecificSRSInformation			CRITICALITY ignore EXTENSION ValidityAreaSpecificSRSInformation			PRESENCE optional },
	...
}


ResourceMapping ::= SEQUENCE {
	startPosition			INTEGER (0..13),
	nrofSumbols				ENUMERATED {n1, n2, n4, n8, n12},
	iE-Extensions		ProtocolExtensionContainer { { ResourceMapping-ExtIEs} }	OPTIONAL,
	...
}

ResourceMapping-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


RequestedSRSPreconfigurationCharacteristics-List  ::= SEQUENCE (SIZE (1..maxnoPreconfiguredSRS)) OF RequestedSRSPreconfigurationCharacteristics-Item

RequestedSRSPreconfigurationCharacteristics-Item ::= SEQUENCE {
	requestedSRSTransmissionCharacteristics 	RequestedSRSTransmissionCharacteristics,
	iE-Extensions			ProtocolExtensionContainer {{ RequestedSRSPreconfigurationCharacteristics-Item-ExtIEs}}			OPTIONAL,
	...
}

RequestedSRSPreconfigurationCharacteristics-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SRSResourceSet-Item ::= SEQUENCE { 
	numberOfSRSResourcePerSet		INTEGER (1..16, ...)			OPTIONAL,
	periodicityList					PeriodicityList					OPTIONAL,
	spatialRelationInformation		SpatialRelationInfo		OPTIONAL,
	pathlossReferenceInformation	PathlossReferenceInformation	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { SRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

SRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSSpatialRelationPerSRSResource	CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource PRESENCE optional},
	...
}

RequestType ::= ENUMERATED {activate, deactivate, ...}

ResourceSetType  ::= CHOICE {
	periodic			ResourceSetTypePeriodic,
	semi-persistent		ResourceSetTypeSemi-persistent,
	aperiodic			ResourceSetTypeAperiodic,
	choice-extension				ProtocolIE-Single-Container {{ ResourceSetType-ExtIEs }}
}

ResourceSetType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

ResourceSetTypePeriodic ::= SEQUENCE {
periodicSet			ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypePeriodic-ExtIEs} }	OPTIONAL,
	...
}

ResourceSetTypePeriodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeSemi-persistent ::= SEQUENCE {
semi-persistentSet	ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypeSemi-persistent-ExtIEs} }	OPTIONAL,
	...
}

ResourceSetTypeSemi-persistent-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeAperiodic ::= SEQUENCE {
	sRSResourceTrigger		 	INTEGER(1..3),
	slotoffset					INTEGER(0..32),
	iE-Extensions				ProtocolExtensionContainer { { ResourceSetTypeAperiodic-ExtIEs} }	OPTIONAL,
	...
}

ResourceSetTypeAperiodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResourceType ::= CHOICE {
	periodic						ResourceTypePeriodic,
	semi-persistent					ResourceTypeSemi-persistent,
	aperiodic						ResourceTypeAperiodic,
	choice-extension				ProtocolIE-Single-Container {{ ResourceType-ExtIEs }}
}

ResourceType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}
 
ResourceTypePeriodic ::= SEQUENCE {
	periodicity		 		  ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset					INTEGER(0..2559, ...),
	iE-Extensions			ProtocolExtensionContainer { { ResourceTypePeriodic-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypePeriodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistent ::= SEQUENCE {
	periodicity			ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset				INTEGER(0..2559, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistent-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypeSemi-persistent-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodic ::= SEQUENCE {
aperiodicResourceType	   ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodic-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypeAperiodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResourceTypePos ::= CHOICE {
	periodic			ResourceTypePeriodicPos,
	semi-persistent		ResourceTypeSemi-persistentPos,
	aperiodic			ResourceTypeAperiodicPos,
	choice-extension				ProtocolIE-Single-Container {{ ResourceTypePos-ExtIEs }}
}

ResourceTypePos-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

ResourceTypePeriodicPos ::= SEQUENCE {
sRSPeriodicity		   SRSPeriodicity,
offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypePeriodicPos-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypePeriodicPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistentPos ::= SEQUENCE {
sRSPeriodicity		   SRSPeriodicity,
offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistentPos-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypeSemi-persistentPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodicPos ::= SEQUENCE {
slotOffset          INTEGER (0..32),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodicPos-ExtIEs} }	OPTIONAL,
	...
}

ResourceTypeAperiodicPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResponseTime ::= SEQUENCE {
	time          INTEGER (1..128,...),
	timeUnit	  ENUMERATED {second, ten-seconds, ten-milliseconds,...},
	iE-Extensions		ProtocolExtensionContainer { { ResponseTime-ExtIEs} }	OPTIONAL,
	...
}

ResponseTime-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResultCSI-RSRP ::= SEQUENCE (SIZE (1.. maxCellReportNR)) OF ResultCSI-RSRP-Item

ResultCSI-RSRP-Item ::= SEQUENCE {
	nR-PCI					NR-PCI,
	nR-ARFCN				NR-ARFCN,
	cGI-NR				CGI-NR													OPTIONAL,
	valueCSI-RSRP-Cell		ValueRSRP-NR												OPTIONAL,
	cSI-RSRP-PerCSI-RS		ResultCSI-RSRP-PerCSI-RS									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultCSI-RSRP-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultCSI-RSRP-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultCSI-RSRP-PerCSI-RS ::= SEQUENCE (SIZE (1.. maxIndexesReport)) OF ResultCSI-RSRP-PerCSI-RS-Item

ResultCSI-RSRP-PerCSI-RS-Item ::= SEQUENCE {
	cSI-RS-Index		INTEGER (0..95),
	valueCSI-RSRP		ValueRSRP-NR,
	iE-Extensions		ProtocolExtensionContainer { { ResultCSI-RSRP-PerCSI-RS-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultCSI-RSRP-PerCSI-RS-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultCSI-RSRQ ::= SEQUENCE (SIZE (1.. maxCellReportNR)) OF ResultCSI-RSRQ-Item

ResultCSI-RSRQ-Item ::= SEQUENCE {
	nR-PCI				NR-PCI,
	nR-ARFCN			NR-ARFCN,
	cGI-NR			CGI-NR														OPTIONAL,
	valueCSI-RSRQ-Cell	ValueRSRQ-NR													OPTIONAL,
	cSI-RSRQ-PerCSI-RS		ResultCSI-RSRQ-PerCSI-RS									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultCSI-RSRQ-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultCSI-RSRQ-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultCSI-RSRQ-PerCSI-RS ::= SEQUENCE (SIZE (1.. maxIndexesReport)) OF ResultCSI-RSRQ-PerCSI-RS-Item

ResultCSI-RSRQ-PerCSI-RS-Item ::= SEQUENCE {
	cSI-RS-Index		INTEGER (0..95),
	valueCSI-RSRQ		ValueRSRQ-NR,
	iE-Extensions		ProtocolExtensionContainer { { ResultCSI-RSRQ-PerCSI-RS-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultCSI-RSRQ-PerCSI-RS-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultEUTRA ::= SEQUENCE (SIZE (1.. maxEUTRAMeas)) OF ResultEUTRA-Item

ResultEUTRA-Item ::= SEQUENCE {
	pCI-EUTRA			PCI-EUTRA,
	eARFCN				EARFCN,
	valueRSRP-EUTRA		ValueRSRP-EUTRA												OPTIONAL,
	valueRSRQ-EUTRA		ValueRSRQ-EUTRA												OPTIONAL,
	cGI-EUTRA			CGI-EUTRA													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultEUTRA-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultEUTRA-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResultRSRP-EUTRA ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRP-EUTRA-Item

ResultRSRP-EUTRA-Item ::= SEQUENCE {
	pCI-EUTRA			PCI-EUTRA,
	eARFCN				EARFCN,
	cGI-EUTRA			CGI-EUTRA OPTIONAL,
	valueRSRP-EUTRA		ValueRSRP-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { { ResultRSRP-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRP-EUTRA-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultRSRQ-EUTRA ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRQ-EUTRA-Item

ResultRSRQ-EUTRA-Item ::= SEQUENCE {
	pCI-EUTRA			PCI-EUTRA,
	eARFCN				EARFCN,
	cGI-UTRA			CGI-EUTRA OPTIONAL,
	valueRSRQ-EUTRA		ValueRSRQ-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { { ResultRSRQ-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRQ-EUTRA-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk50146741][bookmark: _Hlk50053019]
ResultSS-RSRP ::= SEQUENCE (SIZE (1.. maxCellReportNR)) OF ResultSS-RSRP-Item

ResultSS-RSRP-Item ::= SEQUENCE {
	nR-PCI				NR-PCI,
	nR-ARFCN			NR-ARFCN,
	cGI-NR			CGI-NR													OPTIONAL,
	valueSS-RSRP-Cell	ValueRSRP-NR												OPTIONAL,
	sS-RSRP-PerSSB		ResultSS-RSRP-PerSSB										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultSS-RSRP-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultSS-RSRP-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultSS-RSRP-PerSSB ::= SEQUENCE (SIZE (1.. maxIndexesReport)) OF ResultSS-RSRP-PerSSB-Item

ResultSS-RSRP-PerSSB-Item ::= SEQUENCE {
	sSB-Index			SSB-Index,
	valueSS-RSRP		ValueRSRP-NR,
	iE-Extensions		ProtocolExtensionContainer { { ResultSS-RSRP-PerSSB-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultSS-RSRP-PerSSB-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultSS-RSRQ ::= SEQUENCE (SIZE (1.. maxCellReportNR)) OF ResultSS-RSRQ-Item

ResultSS-RSRQ-Item ::= SEQUENCE {
	nR-PCI				NR-PCI,
	nR-ARFCN			NR-ARFCN,
	cGI-NR			CGI-NR													OPTIONAL,
	valueSS-RSRQ-Cell	ValueRSRQ-NR												OPTIONAL,
	sS-RSRQ-PerSSB		ResultSS-RSRQ-PerSSB										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultSS-RSRQ-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultSS-RSRQ-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultSS-RSRQ-PerSSB ::= SEQUENCE (SIZE (1.. maxIndexesReport)) OF ResultSS-RSRQ-PerSSB-Item

ResultSS-RSRQ-PerSSB-Item ::= SEQUENCE {
	sSB-Index			SSB-Index,
	valueSS-RSRQ		ValueRSRQ-NR,
	iE-Extensions		ProtocolExtensionContainer { { ResultSS-RSRQ-PerSSB-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultSS-RSRQ-PerSSB-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResultGERAN ::= SEQUENCE (SIZE (1.. maxGERANMeas)) OF ResultGERAN-Item

ResultGERAN-Item ::= SEQUENCE {
	bCCH				BCCH,
	physCellIDGERAN		PhysCellIDGERAN,
	rSSI				RSSI,
	iE-Extensions		ProtocolExtensionContainer { { ResultGERAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultGERAN-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk50053039]ResultNR ::= SEQUENCE (SIZE (1.. maxNRMeas)) OF ResultNR-Item

ResultNR-Item ::= SEQUENCE {
	nR-PCI				NR-PCI,
	nR-ARFCN			NR-ARFCN,
	valueSS-RSRP-Cell	ValueRSRP-NR											OPTIONAL,
	valueSS-RSRQ-Cell	ValueRSRQ-NR											OPTIONAL,
	sS-RSRP-PerSSB		ResultSS-RSRP-PerSSB									OPTIONAL,
	sS-RSRQ-PerSSB		ResultSS-RSRQ-PerSSB									OPTIONAL,
	cGI-NR				CGI-NR													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultNR-Item-ExtIEs} }	OPTIONAL,
	...
}

ResultNR-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ResultUTRAN ::= SEQUENCE (SIZE (1.. maxUTRANMeas)) OF ResultUTRAN-Item

ResultUTRAN-Item ::= SEQUENCE {
	uARFCN				UARFCN,
	physCellIDUTRAN		CHOICE {
		physCellIDUTRA-FDD		PhysCellIDUTRA-FDD,
		physCellIDUTRA-TDD		PhysCellIDUTRA-TDD
	},
	uTRA-RSCP			UTRA-RSCP OPTIONAL,
	uTRA-EcN0			UTRA-EcN0 OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultUTRAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultUTRAN-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RSSI ::= INTEGER (0..63, ...)

RxTxTimingErrorMargin ::= ENUMERATED {tc0dot5, tc1, tc2, tc4, tc8, tc12, tc16, tc20, tc24, tc32, tc40, tc48, tc64, tc80, tc96, tc128, ...}

-- S
[bookmark: _Hlk50053056]
SCS-480	::= INTEGER(0..319)

SCS-960	::= INTEGER(0..639)

SCS-SpecificCarrier ::= SEQUENCE {
    offsetToCarrier                     INTEGER (0..2199,...),
    subcarrierSpacing                   ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
    carrierBandwidth                    INTEGER (1..275,...),
iE-Extensions					ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL,
	...
}

SCS-SpecificCarrier-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
} 


Search-window-information ::= SEQUENCE {
	expectedPropagationDelay		INTEGER (-3841..3841,...),
	delayUncertainty				INTEGER (1..246,...),
	iE-Extensions					ProtocolExtensionContainer { { Search-window-information-ExtIEs } } OPTIONAL,
	...
}

Search-window-information-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


RelativeTime1900 ::= BIT STRING (SIZE (64))


SFNInitialisationTime-EUTRA ::= BIT STRING (SIZE (64))

[bookmark: _Hlk50146796][bookmark: _Hlk50053081]SlotNumber ::= INTEGER (0..79)

[bookmark: _Hlk159005522][bookmark: OLE_LINK46][bookmark: OLE_LINK47]SlotOffsetForRemainingHopsList ::= SEQUENCE (SIZE (1..maxnoofHopsMinusOne)) OF SlotOffsetForRemainingHopsItem

SlotOffsetForRemainingHopsItem ::= SEQUENCE {
	slotOffsetRemainingHops			SlotOffsetRemainingHops,
	iE-Extensions					ProtocolExtensionContainer { { SlotOffsetForRemainingHopsItem-ExtIEs} } OPTIONAL,
	...
}

SlotOffsetForRemainingHopsItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SlotOffsetRemainingHops ::= CHOICE {
	aperiodic			SlotOffsetRemainingHopsAperiodic,
	semi-persistent		SlotOffsetRemainingHopsSemiPersistent,
	periodic			SlotOffsetRemainingHopsPeriodic,
	choice-extension		ProtocolIE-Single-Container {{ SlotOffsetRemainingHops-ExtIEs }}
}

SlotOffsetRemainingHops-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

SlotOffsetRemainingHopsAperiodic ::= SEQUENCE {
	slotOffset			INTEGER (1..32)			OPTIONAL,
	startPosition		INTEGER (0..13)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsAperiodic-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsAperiodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SlotOffsetRemainingHopsSemiPersistent ::= SEQUENCE {
	sRSperiodicity		SRSPeriodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsSemiPersistent-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsSemiPersistent-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-StartPosition					CRITICALITY ignore	EXTENSION StartPosition							PRESENCE optional	},
	...
}

SlotOffsetRemainingHopsPeriodic ::= SEQUENCE {
	sRSperiodicity		SRSPeriodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsSemiPeriodic-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsSemiPeriodic-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SpatialDirectionInformation ::= SEQUENCE {
	nR-PRS-Beam-Information			NR-PRS-Beam-Information,
	iE-Extensions					ProtocolExtensionContainer { { SpatialDirectionInformation-ExtIEs } } OPTIONAL,
	...
}

SpatialDirectionInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-StartPosition					CRITICALITY ignore	EXTENSION StartPosition							PRESENCE optional	},
	...
} 


SpatialRelationInfo ::= SEQUENCE {
	spatialRelationforResourceID					SpatialRelationforResourceID,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationInfo-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationInfo-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk42766949]SpatialRelationforResourceID ::= SEQUENCE (SIZE(1..maxnoSpatialRelations)) OF SpatialRelationforResourceIDItem

SpatialRelationforResourceIDItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationforResourceIDItem-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationforResourceIDItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SpatialRelationPerSRSResource ::= SEQUENCE {
	spatialRelationPerSRSResource-List	SpatialRelationPerSRSResource-List,
	iE-Extensions		ProtocolExtensionContainer { { SpatialRelationPerSRSResource-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResource-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPerSRSResource-List::= SEQUENCE(SIZE (1.. maxnoSRS-ResourcePerSet)) OF SpatialRelationPerSRSResourceItem

SpatialRelationPerSRSResourceItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationPerSRSResourceItem-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResourceItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPos ::= CHOICE {
	sSBPos					SSB,
	pRSInformationPos		PRSInformationPos,
	choice-extension				ProtocolIE-Single-Container {{ SpatialInformationPos-ExtIEs }}
}

SpatialInformationPos-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}
 


SRSConfig  ::= SEQUENCE {
	sRSResource-List			SRSResource-List OPTIONAL,
	posSRSResource-List			PosSRSResource-List OPTIONAL,
	sRSResourceSet-List			SRSResourceSet-List OPTIONAL,
	posSRSResourceSet-List		PosSRSResourceSet-List OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SRSConfig-ExtIEs } } OPTIONAL,
	...
}

SRSConfig-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSCarrier-List ::= SEQUENCE (SIZE(1.. maxnoSRS-Carriers)) OF SRSCarrier-List-Item

SRSCarrier-List-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	uplinkChannelBW-PerSCS-List		UplinkChannelBW-PerSCS-List,
	activeULBWP						ActiveULBWP,
	pCI-NR							INTEGER (0..1007)		OPTIONAL,
iE-Extensions					ProtocolExtensionContainer { { SRSCarrier-List-Item-ExtIEs } } OPTIONAL,
	...
}

SRSCarrier-List-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk163316165]	{ ID id-NR-ARFCN	CRITICALITY ignore EXTENSION NR-ARFCN		PRESENCE optional },
	...
}


SRSConfiguration ::= SEQUENCE {
	sRSCarrier-List		SRSCarrier-List,
	iE-Extensions			ProtocolExtensionContainer { { SRSConfiguration-ExtIEs } } OPTIONAL,
	...
}

SRSConfiguration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PosSRSResourceSet-Aggregation-List	CRITICALITY ignore EXTENSION PosSRSResourceSet-Aggregation-List		PRESENCE optional },
	...
} 

SrsFrequency ::= INTEGER (0..3279165)

SRSPortIndex ::= ENUMERATED{id1000, id1001, id1002, id1003, ...}

SRSPosResourceID ::= INTEGER (0..63)

SRSResource::= SEQUENCE {
	sRSResourceID					SRSResourceID,
	nrofSRS-Ports					ENUMERATED {port1, ports2, ports4},
	transmissionComb				TransmissionComb,
	startPosition					INTEGER (0..13),
	nrofSymbols						ENUMERATED {n1, n2, n4},
	repetitionFactor				ENUMERATED {n1, n2, n4},
	freqDomainPosition				INTEGER (0..67),
	freqDomainShift					INTEGER (0..268),
	c-SRS							INTEGER (0..63),
	b-SRS							INTEGER (0..3),
	b-hop							INTEGER (0..3),
	groupOrSequenceHopping			ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceType					ResourceType,
	sequenceId						INTEGER (0..1023),
	iE-Extensions					ProtocolExtensionContainer { { SRSResource-ExtIEs } } OPTIONAL,
	...
}

SRSResource-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-nrofSymbolsExtended			CRITICALITY ignore EXTENSION NrofSymbolsExtended 			PRESENCE optional}|
	{ ID id-repetitionFactorExtended		CRITICALITY ignore EXTENSION RepetitionFactorExtended 	PRESENCE optional}|
	{ ID id-StartRBHopping			CRITICALITY ignore EXTENSION StartRBHopping 			PRESENCE optional}|
	{ ID id-StartRBIndex			CRITICALITY ignore EXTENSION StartRBIndex 			PRESENCE optional},

	...
}

SRSResourceID ::= INTEGER (0..63)

SRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-Resources)) OF SRSResource

SRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-ResourceSets)) OF SRSResourceSet 

SRSResourceID-List::= SEQUENCE (SIZE (1..maxnoSRS-ResourcePerSet)) OF SRSResourceID

SRSResourceSet::= SEQUENCE {
	sRSResourceSetID1                INTEGER(0..15),
	sRSResourceID-List				SRSResourceID-List,
	resourceSetType					ResourceSetType,
	iE-Extensions					ProtocolExtensionContainer { { SRSResourceSet-ExtIEs } } OPTIONAL,
	...
}

SRSResourceSet-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSResourceSetID ::= INTEGER (0..15, ...)

SRSResourceTrigger ::= SEQUENCE {
	aperiodicSRSResourceTriggerList					AperiodicSRSResourceTriggerList,
	iE-Extensions		ProtocolExtensionContainer { {SRSResourceTrigger-ExtIEs} }	OPTIONAL,
	...
}

SRSResourceTrigger-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSResourcetype ::= SEQUENCE {
	sRSResourceTypeChoice					SRSResourceTypeChoice,
	iE-Extensions		ProtocolExtensionContainer { { SRSResourcetype-ExtIEs} }	OPTIONAL,
	...
}

SRSResourcetype-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSPortIndex	CRITICALITY ignore EXTENSION SRSPortIndex	PRESENCE optional},
	...
}

SRSResourceTypeChoice ::= CHOICE {
	sRSResourceInfo			SRSInfo,
	posSRSResourceInfo		PosSRSInfo,
	...
}

SRSInfo ::= SEQUENCE {
	sRSResource			SRSResourceID,
	...
}

SRSTransmissionStatus ::= ENUMERATED {stopped, ...}

PosSRSInfo ::= SEQUENCE {
	posSRSResourceID		SRSPosResourceID,
	...
}


SSBInfo ::= SEQUENCE {
	listOfSSBInfo		SEQUENCE (SIZE (1..maxNoSSBs)) OF SSBInfoItem,
	iE-Extensions		ProtocolExtensionContainer { {SSBInfo-ExtIEs} }	OPTIONAL,
	...
}

SSBInfo-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



SSBInfoItem ::= SEQUENCE {
	sSB-Configuration	TF-Configuration,
	pCI-NR				INTEGER  (0..1007),
	iE-Extensions		ProtocolExtensionContainer { { SSBInfoItem-ExtIEs} }	OPTIONAL,
	...
}


SSBInfoItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SSB ::= SEQUENCE {
	pCI-NR				INTEGER  (0..1007),
	ssb-index			SSB-Index	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SSB-ExtIEs} }	OPTIONAL,
	...
}

SSB-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SSBBurstPosition ::= CHOICE {
	shortBitmap			BIT STRING (SIZE(4)),
	mediumBitmap		BIT STRING (SIZE(8)),
	longBitmap			BIT STRING (SIZE(64)),
	choice-extension		ProtocolIE-Single-Container { { SSBBurstPosition-ExtIEs} }
}

SSBBurstPosition-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

SSB-Index ::= INTEGER(0..63)


SSID ::= OCTET STRING (SIZE(1..32))


StartRBIndex  ::= CHOICE{
	freqScalingFactor2  INTEGER(0..1),
	freqScalingFactor4  INTEGER(0..3),
	choice-extension	ProtocolIE-Single-Container { { StartRBIndex-ExtIEs} }
}

StartRBIndex-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

StartRBHopping  ::= ENUMERATED {enable}


StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs} }	OPTIONAL,
	...
}

StartTimeAndDuration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk163328191]StartPosition ::= INTEGER (0..13)

SymbolIndex ::= INTEGER (0..13)

[bookmark: _Hlk50053121][bookmark: _Hlk50146812]SystemFrameNumber ::= INTEGER (0..1023)

SystemInformation ::= SEQUENCE (SIZE (1.. maxNrOfPosSImessage)) OF SEQUENCE {
	broadcastPeriodicity				BroadcastPeriodicity,
	posSIBs								PosSIBs,
	iE-Extensions						ProtocolExtensionContainer { { SystemInformation-ExtIEs} }	OPTIONAL,
	...
}

SystemInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSReservationType::= ENUMERATED {reserve, release, ...}


SRSPreconfiguration-List  ::= SEQUENCE (SIZE (1.. maxnoPreconfiguredSRS)) OF SRSPreconfiguration-Item

SRSPreconfiguration-Item ::= SEQUENCE {
	sRSConfiguration		SRSConfiguration,
	posValidityAreaCellList PosValidityAreaCellList,
	iE-Extensions			ProtocolExtensionContainer {{ SRSPreconfiguration-Item-ExtIEs}}			OPTIONAL,
	...
}

SRSPreconfiguration-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSPeriodicity ::= ENUMERATED {slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, slot5120, slot10240, slot40960, slot81920, ..., slot128, slot256, slot512, slot20480}


-- T

TAC ::= OCTET STRING (SIZE(3))

TDD-Config-EUTRA-Item ::= SEQUENCE {
	subframeAssignment			ENUMERATED { sa0, sa1, sa2, sa3, sa4, sa5, sa6, ... },
	iE-Extensions				ProtocolExtensionContainer { { TDD-Config-EUTRA-Item-Item-ExtIEs } } OPTIONAL,
	...
}

TDD-Config-EUTRA-Item-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPTEGInformation ::= CHOICE {
	rxTx-TEG			RxTxTEG,
	rx-TEG				RxTEG,
	choice-extension		ProtocolIE-Single-Container { { TRPTEGInformation-ExtIEs} }
}

TRPTEGInformation-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

RxTxTEG ::= SEQUENCE {
	tRP-RxTx-TEGInformation			TRP-RxTx-TEGInformation,
	tRP-Tx-TEGInformation			TRP-Tx-TEGInformation		OPTIONAL,
	iE-extensions		ProtocolExtensionContainer { { RxTxTEG-ExtIEs } }	OPTIONAL,
	...
}

RxTxTEG-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RxTEG ::= SEQUENCE {
	tRP-Rx-TEGInformation		TRP-Rx-TEGInformation,
	tRP-Tx-TEGInformation		TRP-Tx-TEGInformation,
	iE-extensions      ProtocolExtensionContainer { { RxTEG-ExtIEs } }	OPTIONAL,
	...
}

RxTEG-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimingErrorMargin ::= ENUMERATED {tc0, tc2, tc4, tc6, tc8, tc12, tc16, tc20, tc24, tc32, tc40, tc48, tc56, tc64, tc72, tc80, ...}

TF-Configuration ::= SEQUENCE {
	sSB-frequency				INTEGER (0..3279165),
	sSB-subcarrier-spacing		ENUMERATED {kHz15, kHz30, kHz120, kHz240, ..., kHz60, kHz480, kHz960},
	-- The value kHz60 is not supported in this version of the specification.
	sSB-Transmit-power			INTEGER (-60..50),
	sSB-periodicity				ENUMERATED {ms5, ms10, ms20, ms40, ms80, ms160, ...},
	sSB-half-frame-offset		INTEGER(0..1),
	sSB-SFN-offset				INTEGER(0..15),
	sSB-BurstPosition			SSBBurstPosition	OPTIONAL,
	sFN-initialisation-time		RelativeTime1900	 OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { TF-Configuration-ExtIEs} }	OPTIONAL,
	...
}

TF-Configuration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL,
	...
}

TimeStamp-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SymbolIndex	 CRITICALITY ignore		EXTENSION SymbolIndex  	PRESENCE optional }, 
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-Single-Container { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},

	...
}

[bookmark: OLE_LINK23][bookmark: OLE_LINK24]TimeWindowDurationMeasurement ::= CHOICE {
	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-Single-Container { { TimeWindowDurationMeasurement-ExtIEs} }
}

TimeWindowDurationMeasurement-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TimeWindowDurationSRS ::= CHOICE {
	durationSymbols		ENUMERATED {n1, n2, n4, n8, n12, ...},
[bookmark: OLE_LINK21][bookmark: OLE_LINK22]	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-Single-Container { { TimeWindowDurationSRS-ExtIEs} }
}

TimeWindowDurationSRS-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TimeWindowPeriodicityMeasurement ::= ENUMERATED {ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ms20480, ms40960, ms61440, ms81920, ms368640, ms737280, ms1843200, ...}

TimeWindowPeriodicitySRS ::= ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms0dot625, ms1, ms1dot25, ms2, ms2dot5, ms4, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

TimeWindowStartSRS ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotNumber				SlotNumber,
	symbolIndex				INTEGER (0..13),
	iE-Extension			ProtocolExtensionContainer { { TimeWindowStartSRS-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowStartSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


TimingReportingGranularityFactorExtended ::=INTEGER(-6..-1, ...)

TimeWindowInformation-Measurement-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowMeas)) OF TimeWindowInformation-Measurement-Item

TimeWindowInformation-Measurement-Item ::= SEQUENCE {
	timeWindowDurationMeasurement		TimeWindowDurationMeasurement,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicityMeasurement	TimeWindowPeriodicityMeasurement		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-Measurement-Item-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowInformation-Measurement-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimeWindowInformation-SRS-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowSRS)) OF TimeWindowInformation-SRS-Item

TimeWindowInformation-SRS-Item ::= SEQUENCE {
	timeWindowStartSRS					TimeWindowStartSRS,
	timeWindowDurationSRS				TimeWindowDurationSRS,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicitySRS			TimeWindowPeriodicitySRS				OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-SRS-Item-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowInformation-SRS-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



TP-ID-EUTRA ::= INTEGER (0..4095, ...)

TP-Type-EUTRA ::= ENUMERATED { prs-only-tp, ... }

[bookmark: _Hlk50053176]
TransmissionComb ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
	choice-extension				ProtocolIE-Single-Container { { TransmissionComb-ExtIEs} }
}
TransmissionComb-ExtIEs NRPPA-PROTOCOL-IES ::= {
{ ID id-transmissionCombn8	CRITICALITY reject TYPE TransmissionCombn8 PRESENCE mandatory},
	...
}

TransmissionCombn8 ::= SEQUENCE {
            combOffset-n8              INTEGER (0..7),
            cyclicShift-n8             INTEGER (0..5),
	iE-Extensions					ProtocolExtensionContainer { { TransmissionCombn8-ExtIEs } } OPTIONAL
}

TransmissionCombn8-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


TransmissionCombPos ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
    n8    SEQUENCE {
            combOffset-n8              INTEGER (0..7),
            cyclicShift-n8             INTEGER (0..5)
        },

	choice-extension				ProtocolIE-Single-Container { { TransmissionCombPos-ExtIEs} }
}
TransmissionCombPos-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TRPBeamAntennaInformation ::= SEQUENCE {
	choice-TRP-Beam-Antenna-Info-Item		Choice-TRP-Beam-Antenna-Info-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRPBeamAntennaInformation-ExtIEs}}				OPTIONAL,
	...
}

TRPBeamAntennaInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Choice-TRP-Beam-Antenna-Info-Item ::= CHOICE {
	reference					TRP-ID,
	explicit					TRP-BeamAntennaExplicitInformation,
	noChange					NULL,
	choice-extension				ProtocolIE-Single-Container { { Choice-TRP-Beam-Info-Item-ExtIEs } }
}

Choice-TRP-Beam-Info-Item-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TRP-BeamAntennaExplicitInformation ::= SEQUENCE {
	trp-BeamAntennaAngles					TRP-BeamAntennaAngles,
	lcs-to-gcs-translation	 				LCS-to-GCS-Translation										OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaExplicitInformation-ExtIEs}}				OPTIONAL,
	...
}

TRP-BeamAntennaExplicitInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-BeamAntennaAngles ::= SEQUENCE (SIZE (1.. maxnoAzimuthAngles)) OF TRP-BeamAntennaAnglesList-Item

TRP-BeamAntennaAnglesList-Item ::= SEQUENCE {
	trp-azimuth-angle					INTEGER (0..359),
	trp-azimuth-angle-fine				INTEGER (0..9)	OPTIONAL,
	trp-elevation-angle-list			SEQUENCE (SIZE (1.. maxnoElevationAngles)) OF TRP-ElevationAngleList-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaAnglesList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-BeamAntennaAnglesList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-ElevationAngleList-Item ::= SEQUENCE {
	trp-elevation-angle					INTEGER (0..180),
	trp-elevation-angle-fine			INTEGER (0..9)	OPTIONAL,
	trp-beam-power-list					SEQUENCE (SIZE (2..maxNumResourcesPerAngle)) OF TRP-Beam-Power-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-ElevationAngleList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-ElevationAngleList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-Beam-Power-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID		OPTIONAL,
	pRSResourceID					PRS-Resource-ID,
	relativePower				INTEGER (0..30), --negative value
	relativePowerFine				INTEGER (0..9)			OPTIONAL, --negative value
	iE-Extensions			ProtocolExtensionContainer {{ TRP-Beam-Power-Item-ExtIEs}}					OPTIONAL,
	...
}

TRP-Beam-Power-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPMeasurementQuantities ::= SEQUENCE (SIZE (1..maxnoPosMeas)) OF TRPMeasurementQuantitiesList-Item

TRPMeasurementQuantitiesList-Item ::= SEQUENCE {
	tRPMeasurementQuantities-Item		TRPMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRPMeasurementQuantitiesList-Item-ExtIEs}}		OPTIONAL,
	...
}

TRPMeasurementQuantitiesList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ID id-TimingReportingGranularityFactorExtended	CRITICALITY ignore EXTENSION TimingReportingGranularityFactorExtended PRESENCE optional},
	...
}

TRPMeasurementType::= ENUMERATED {
	gNB-RxTxTimeDiff, 
	uL-SRS-RSRP, 
	uL-AoA, 
	uL-RTOA, 
	...,
	multiple-UL-AoA,
	uL-SRS-RSRPP,
	ul-RSCP
}

TrpMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoPosMeas)) OF TrpMeasurementResultItem
TrpMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				TrpMeasuredResultsValue,
	timeStamp							TimeStamp,
[bookmark: _Hlk50054026]	measurementQuality					TrpMeasurementQuality						OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{TrpMeasurementResultItem-ExtIEs}}		OPTIONAL,
	...
}

TrpMeasurementResultItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSResourcetype	CRITICALITY ignore EXTENSION SRSResourcetype PRESENCE optional}|
	{ ID id-ARP-ID		CRITICALITY ignore EXTENSION ARP-ID 	PRESENCE optional}|
	{ ID id-LoS-NLoSInformation		CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional }|
[bookmark: _Hlk159006157]	{ ID id-MeasuredFrequencyHops			CRITICALITY ignore EXTENSION MeasuredFrequencyHops					PRESENCE optional }|
	{ ID id-AggregatedPosSRSResourceID-List	CRITICALITY ignore EXTENSION AggregatedPosSRSResourceID-List	PRESENCE optional },
	...
}

TrpMeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOAMeasurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	choice-extension							ProtocolIE-Single-Container { { TrpMeasuredResultsValue-ExtIEs } }
}

TrpMeasuredResultsValue-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-ZoA		CRITICALITY reject TYPE ZoA PRESENCE mandatory}|
	{ ID id-MultipleULAoA	CRITICALITY reject TYPE MultipleULAoA PRESENCE mandatory}|
	{ ID id-UL-SRS-RSRPP	CRITICALITY reject TYPE UL-SRS-RSRPP 	PRESENCE mandatory}|
	{ ID id-UL-RSCPMeas		CRITICALITY reject TYPE UL-RSCPMeas	PRESENCE mandatory},
	...
}

TrpMeasurementQuality ::= CHOICE {
	timingMeasQuality		TrpMeasurementTimingQuality,
	angleMeasQuality		TrpMeasurementAngleQuality,
	choice-Extension		ProtocolIE-Single-Container {{ TrpMeasurementQuality-ExtIEs}}

}

TrpMeasurementQuality-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-TRPPhaseQuality 	CRITICALITY ignore TYPE TRPPhaseQuality PRESENCE mandatory },
	...
}

TrpMeasurementTimingQuality ::= SEQUENCE {
	measurementQuality		INTEGER (0..31),
	resolution				ENUMERATED {m0dot1, m1, m10, m30, ...},
	iE-extensions			ProtocolExtensionContainer { { TrpMeasurementTimingQuality-ExtIEs } } OPTIONAL,
	...
}

TrpMeasurementTimingQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TrpMeasurementAngleQuality ::= SEQUENCE {
	azimuthQuality		INTEGER (0..255),
	zenithQuality		INTEGER (0..255)	OPTIONAL,
	resolution			ENUMERATED {deg0dot1, ...},
	iE-extensions		ProtocolExtensionContainer { { TrpMeasurementAngleQuality-ExtIEs } } OPTIONAL,
	...
}

TrpMeasurementAngleQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPPhaseQuality ::= SEQUENCE {
	phaseQualityIndex	INTEGER(0..179),
	resolution			ENUMERATED {deg0dot1, deg1, ...},
	iE-extensions		ProtocolExtensionContainer { { TRPPhaseQuality-ExtIEs } } OPTIONAL,
	...
}

TRPPhaseQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-MeasurementRequestList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementRequestItem

TRP-MeasurementRequestItem ::= SEQUENCE {
	tRP-ID							TRP-ID, 
	search-window-information		Search-window-information	OPTIONAL, 
	iE-extensions					ProtocolExtensionContainer { { TRP-MeasurementRequestItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementRequestItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-Cell-ID		CRITICALITY ignore EXTENSION CGI-NR		PRESENCE optional }|
	{ ID id-AoA-SearchWindow		CRITICALITY ignore EXTENSION AoA-AssistanceInfo		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}

TRP-MeasurementResponseList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementResponseItem

TRP-MeasurementResponseItem ::= SEQUENCE {
	tRP-ID							TRP-ID, 
	measurementResult				TrpMeasurementResult,
	iE-extensions					ProtocolExtensionContainer { { TRP-MeasurementResponseItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementResponseItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-Cell-ID		CRITICALITY ignore EXTENSION CGI-NR		PRESENCE optional },
	...
}


TRP-MeasurementUpdateList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementUpdateItem

TRP-MeasurementUpdateItem ::= SEQUENCE {
	tRP-ID						TRP-ID, 
	aoA-window-information		AoA-AssistanceInfo	OPTIONAL, 
	iE-extensions					ProtocolExtensionContainer { { TRP-MeasurementUpdateItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementUpdateItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}


TRPInformationListTRPResp ::= SEQUENCE (SIZE (1.. maxnoTRPs)) OF SEQUENCE {
	tRPInformation					TRPInformation,
	iE-Extensions					ProtocolExtensionContainer { {TRPInformationTRPResp-ExtIEs} } OPTIONAL,
	...
}

TRPInformationTRPResp-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPInformation ::= SEQUENCE {
	tRP-ID							TRP-ID,
	tRPInformationTypeResponseList	TRPInformationTypeResponseList,
	iE-Extensions					ProtocolExtensionContainer { { TRPInformation-ExtIEs } }		OPTIONAL,
	...
}

TRPInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-Mobile-IAB-MT-UE-ID			CRITICALITY reject EXTENSION Mobile-IAB-MT-UE-ID		PRESENCE optional},
--This IE shall be present if the TRP type IE is set to the value "mobile trp"
	...
}

TRPInformationTypeResponseList ::= SEQUENCE (SIZE (1..maxnoTRPInfoTypes)) OF TRPInformationTypeResponseItem

TRPInformationTypeResponseItem ::= CHOICE {
	pCI-NR										INTEGER  (0..1007),
	cGI-NR									CGI-NR,
	aRFCN										INTEGER (0..3279165), 
	pRSConfiguration							PRSConfiguration,
	sSBinformation								SSBInfo,
	sFNInitialisationTime						RelativeTime1900,
	spatialDirectionInformation					SpatialDirectionInformation,
	geographicalCoordinates						GeographicalCoordinates,
	choice-extension							ProtocolIE-Single-Container { { TRPInformationTypeResponseItem-ExtIEs } }
}

TRPInformationTypeResponseItem-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPType						CRITICALITY reject TYPE TRPType						PRESENCE mandatory }|
	{ ID id-OnDemandPRS				CRITICALITY reject TYPE OnDemandPRS-Info				PRESENCE mandatory}|
	{ ID id-TRPTxTEGAssociation		CRITICALITY reject TYPE TRPTxTEGAssociation			PRESENCE mandatory}|
	{ ID id-TRPBeamAntennaInformation	CRITICALITY reject TYPE TRPBeamAntennaInformation		PRESENCE mandatory }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY ignore TYPE Mobile-TRP-LocationInformation	PRESENCE mandatory }|
	{ ID id-CommonTAParameters			CRITICALITY reject TYPE CommonTAParameters			PRESENCE mandatory },
	...

}


TRPInformationTypeListTRPReq ::= SEQUENCE (SIZE(1.. maxnoTRPInfoTypes)) OF ProtocolIE-Single-Container { {TRPInformationTypeItemTRPReq} }

TRPInformationTypeItemTRPReq NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPInformationTypeItem	 CRITICALITY reject		TYPE TRPInformationTypeItem  	PRESENCE mandatory },
	...
}

TRPInformationTypeItem ::= ENUMERATED {
		nrPCI,
		nG-RAN-CGI,
		arfcn, 
		pRSConfig,
		sSBInfo,
		sFNInitTime,
		spatialDirectInfo,
		geoCoord,

		...,
		trp-type,
		ondemandPRSInfo,
		trpTxTeg,
		beam-antenna-info,
		mobile-trp-location-info,
		commonTA
}

TRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF TRPItem

TRPItem ::= SEQUENCE {
	tRP-ID		TRP-ID,
	iE-Extensions	ProtocolExtensionContainer { {TRPItem-ExtIEs} } OPTIONAL,
		...
}

TRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRSBWAggregationRequestIndication	CRITICALITY ignore	EXTENSION PRSBWAggregationRequestIndication	PRESENCE optional},
		...
}

TRP-ID ::= INTEGER (1.. maxnoTRPs, ...)


TRPPositionDefinitionType ::= CHOICE {
	direct		TRPPositionDirect,
	referenced	TRPPositionReferenced,
	choice-extension							ProtocolIE-Single-Container { { TRPPositionDefinitionType-ExtIEs } }
}

TRPPositionDefinitionType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}


TRPPositionDirect ::= SEQUENCE {
	accuracy	TRPPositionDirectAccuracy,
	iE-extensions		ProtocolExtensionContainer { { TRPPositionDirect-ExtIEs } }	OPTIONAL,
	...
}

TRPPositionDirect-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPPositionDirectAccuracy ::= CHOICE {
	tRPPosition			NG-RANAccessPointPosition						,
	tRPHAposition		NGRANHighAccuracyAccessPointPosition	,
	choice-extension			ProtocolIE-Single-Container { { TRPPositionDirectAccuracy-ExtIEs } }
}

TRPPositionDirectAccuracy-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}


TRPPositionReferenced ::= SEQUENCE {
	referencePoint					ReferencePoint,
	referencePointType				TRPReferencePointType,
	iE-extensions							ProtocolExtensionContainer { { TRPPositionReferenced-ExtIEs } }	OPTIONAL,
	...
}

TRPPositionReferenced-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-PRS-Information-List ::= SEQUENCE (SIZE(1.. maxnoPRSTRPs)) OF TRP-PRS-Information-List-Item

TRP-PRS-Information-List-Item ::= SEQUENCE {
		tRP-ID				TRP-ID,
		nR-PCI				NR-PCI,
		cGI-NR				CGI-NR					OPTIONAL,
		pRSConfiguration							PRSConfiguration,
		iE-Extensions	ProtocolExtensionContainer { { TRP-PRS-Information-List-Item-ExtIEs} } OPTIONAL,
		...
}

TRP-PRS-Information-List-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPReferencePointType ::= CHOICE {
	tRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	tRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension							ProtocolIE-Single-Container { { TRPReferencePointType-ExtIEs } }
}

TRPReferencePointType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TRP-Rx-TEGInformation ::= SEQUENCE {
	tRP-Rx-TEGID					INTEGER (0..31),
	tRP-Rx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Rx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Rx-TEGInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-RxTx-TEGInformation ::= SEQUENCE {
	tRP-RxTx-TEGID					INTEGER (0..255),
	tRP-RxTx-TimingErrorMargin		RxTxTimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-RxTx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-RxTx-TEGInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-Tx-TEGInformation ::= SEQUENCE {
	tRP-Tx-TEGID					INTEGER (0..7),
	tRP-Tx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Tx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Tx-TEGInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPTxTEGAssociation ::= SEQUENCE (SIZE(1.. maxnoTRPTEGs)) OF TRPTEGItem

TRPTEGItem ::= SEQUENCE {
		tRP-Tx-TEGInformation	TRP-Tx-TEGInformation,
		dl-PRSResourceSetID		PRS-Resource-Set-ID,
		dl-PRSResourceID-List	SEQUENCE (SIZE(1.. maxPRS-ResourcesPerSet)) OF DLPRSResourceID-Item	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { TRPTEGItem-ExtIEs } } OPTIONAL,
	...
}

TRPTEGItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceID-Item ::= SEQUENCE {
	dl-PRSResourceID		PRS-Resource-ID,
	iE-Extensions			ProtocolExtensionContainer { { DLPRSResource-Item-ExtIEs} }	OPTIONAL,
	...
}

DLPRSResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


TRPType ::= ENUMERATED {
	prsOnlyTP,
	srsOnlyRP,
	tp,
	rp,
	trp,
	...,
	mobile-trp
}


TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

TxHoppingConfiguration ::= SEQUENCE {
	overlapValue						ENUMERATED {rb0, rb1, rb2, rb4},
	numberOfHops						INTEGER (1..6),
	slotOffsetForRemainingHopsList		SlotOffsetForRemainingHopsList,
	iE-extensions		ProtocolExtensionContainer { { TxHoppingConfiguration-ExtIEs } }	OPTIONAL,
	...
}

TxHoppingConfiguration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



-- U

UARFCN ::= INTEGER (0..16383, ...)

[bookmark: _Hlk50053198][bookmark: _Hlk50147335]UE-Measurement-ID ::= INTEGER (1..15, ..., 16..256)

UEReportingInformation::= SEQUENCE {
	reportingAmount				ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64},
	reportingInterval			ENUMERATED {none, one, two, four, eight, ten, sixteen, twenty, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}

UEReportingInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

UE-Rx-Tx-Time-Diff ::= INTEGER (0..61565)

UE-TEG-ReportingPeriodicity ::= ENUMERATED {
	ms160,
	ms320,
	ms1280,
	ms2560,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	...
}

UETxTEGAssociationList ::= SEQUENCE (SIZE(1.. maxnoUETEGs)) OF UETxTEGAssociationItem

UETxTEGAssociationItem ::= SEQUENCE {
		uE-Tx-TEG-ID				INTEGER (0..7),
		posSRSResourceID-List		PosSRSResourceID-List,
		timeStamp					TimeStamp,
		carrierFreq					CarrierFreq				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UETxTEGAssociationItem-ExtIEs } } OPTIONAL,
	...
}

UETxTEGAssociationItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-UETxTimingErrorMargin			CRITICALITY ignore EXTENSION TimingErrorMargin 	PRESENCE optional },
	...
}

SRSResourceID-Item ::= SEQUENCE {
	sRSResourceID                   SRSResourceID,
	iE-Extensions			ProtocolExtensionContainer { { SRSResourceID-Item-ExtIEs} }	OPTIONAL,
	...
}

SRSResourceID-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

UE-TEG-Info-Request ::= ENUMERATED {onDemand, periodic, stop, ...}

UTRA-EcN0 ::= INTEGER (0..49, ...)

UTRA-RSCP ::= INTEGER (-5..91, ...)


UL-AoA ::= SEQUENCE {
	azimuthAoA					INTEGER (0..3599),
	zenithAoA					INTEGER (0..1799)				OPTIONAL,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { UL-AoA-ExtIEs } }	OPTIONAL,
	...
}

UL-AoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


UL-RTOAMeasurement ::= SEQUENCE {
		uLRTOAmeas			ULRTOAMeas,
		additionalPathList	AdditionalPathList	OPTIONAL, 
	iE-extensions			ProtocolExtensionContainer { { UL-RTOAMeasurement-ExtIEs } }	OPTIONAL,	...
}

UL-RTOAMeasurement-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList	CRITICALITY ignore EXTENSION ExtendedAdditionalPathList	PRESENCE optional}|
	{ ID id-TRP-Rx-TEGInformation		CRITICALITY ignore EXTENSION TRP-Rx-TEGInformation		PRESENCE optional},
	...
}

UL-RSCPMeas ::= SEQUENCE {
	uLRSCP				INTEGER (0..3599),
	iE-extensions		ProtocolExtensionContainer { { UL-RSCPMeas-ExtIEs } }	OPTIONAL,
	...
}

UL-RSCPMeas-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ULRTOAMeas::= CHOICE {
	k0		INTEGER (0.. 1970049),
	k1		INTEGER (0.. 985025),
	k2		INTEGER (0.. 492513),
	k3		INTEGER (0.. 246257),
	k4		INTEGER (0.. 123129),
	k5		INTEGER (0.. 61565),	
	choice-extension		ProtocolIE-Single-Container { { ULRTOAMeas-ExtIEs } }
}
ULRTOAMeas-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus3 	CRITICALITY ignore TYPE ReportingGranularitykminus3 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4 	CRITICALITY ignore TYPE ReportingGranularitykminus4 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus5 	CRITICALITY ignore TYPE ReportingGranularitykminus5 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6 	CRITICALITY ignore TYPE ReportingGranularitykminus6 PRESENCE mandatory},
	...
}

UL-SRS-RSRP ::= INTEGER (0..126)

UL-SRS-RSRPP ::= SEQUENCE {
	firstPathRSRPP				INTEGER (0..126),
	iE-extensions			ProtocolExtensionContainer { { UL-SRS-RSRPP-ExtIEs } }	OPTIONAL,
	...
}

UL-SRS-RSRPP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

UplinkChannelBW-PerSCS-List ::= SEQUENCE (SIZE (1..maxnoSCSs)) OF SCS-SpecificCarrier


Uncertainty-range-AoA ::= INTEGER (0..3599)

Uncertainty-range-ZoA ::= INTEGER (0..1799)


-- V

ValueRSRP-EUTRA ::= INTEGER (0..97, ...)

ValueRSRQ-EUTRA ::= INTEGER (0..34, ...)

[bookmark: _Hlk50053240]ValueRSRP-NR ::= INTEGER (0..127)

ValueRSRQ-NR ::= INTEGER (0..127)

ValidityAreaSpecificSRSInformation ::= SEQUENCE {
	transmissionCombPos				TransmissionCombPos 	OPTIONAL,
	resourceMapping 				ResourceMapping			OPTIONAL,
	freqDomainShift					INTEGER (0..268)		OPTIONAL,
	c-SRS							INTEGER (0..63)			OPTIONAL,
	resourceTypePos					ResourceTypePos			OPTIONAL,
	sequenceIDPos					INTEGER (0..65535)		OPTIONAL,
	iE-extensions		ProtocolExtensionContainer { { ValidityAreaSpecificSRSInformation-ExtIEs } }	OPTIONAL,
	...
}

ValidityAreaSpecificSRSInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


-- W

WLANMeasurementQuantities ::= SEQUENCE (SIZE (0.. maxNoMeas)) OF ProtocolIE-Single-Container { {WLANMeasurementQuantities-ItemIEs} }

WLANMeasurementQuantities-ItemIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-WLANMeasurementQuantities-Item	CRITICALITY reject	TYPE WLANMeasurementQuantities-Item PRESENCE mandatory}}

WLANMeasurementQuantities-Item ::= SEQUENCE {
	wLANMeasurementQuantitiesValue			WLANMeasurementQuantitiesValue,
	iE-Extensions							ProtocolExtensionContainer { { WLANMeasurementQuantitiesValue-ExtIEs} } OPTIONAL,
	...
}

WLANMeasurementQuantitiesValue-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasurementQuantitiesValue ::= ENUMERATED {
	wlan,
	...
}

WLANMeasurementResult ::= SEQUENCE (SIZE (1..maxNoMeas)) OF WLANMeasurementResult-Item

WLANMeasurementResult-Item ::= SEQUENCE {
	wLAN-RSSI			WLAN-RSSI,
	sSID				SSID					OPTIONAL,
	bSSID				BSSID					OPTIONAL,
	hESSID				HESSID					OPTIONAL,
	operatingClass		WLANOperatingClass		OPTIONAL,
	countryCode			WLANCountryCode			OPTIONAL,
	wLANChannelList		WLANChannelList			OPTIONAL,
	wLANBand			WLANBand				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasurementResult-Item-ExtIEs } }	OPTIONAL,
	...
}

WLANMeasurementResult-Item-ExtIEs	NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

WLAN-RSSI ::= INTEGER (0..141, ...)

WLANBand ::= ENUMERATED {band2dot4, band5, ...}

WLANChannelList ::= SEQUENCE (SIZE (1..maxWLANchannels)) OF WLANChannel

WLANChannel ::= INTEGER (0..255)

WLANCountryCode ::= ENUMERATED {
	unitedStates,
	europe,
	japan,
	global,
	...
}

WLANOperatingClass ::= INTEGER (0..255)

-- X

-- Y

-- Z

ZoA ::= SEQUENCE {
	zenithAoA					INTEGER (0..1799),
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { ZoA-ExtIEs } }	OPTIONAL,
	...
}

ZoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


END
-- ASN1STOP
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-- ASN1START
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--
-- Common definitions
--
-- **************************************************************

NRPPA-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-CommonDataTypes (3)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs 									INTEGER ::= 65535
maxProtocolExtensions 							INTEGER ::= 65535
maxProtocolIEs									INTEGER ::= 65535

-- **************************************************************
--
-- Common Data Types
--
-- **************************************************************

Criticality		::= ENUMERATED { reject, ignore, notify }

NRPPATransactionID		::= INTEGER (0..32767)


Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local			INTEGER (0.. maxPrivateIEs),
	global			OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)

ProtocolIE-ID		::= INTEGER (0..maxProtocolIEs)

TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome}

END
-- ASN1STOP

[bookmark: _CR9_3_7][bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672][bookmark: _Toc112766565][bookmark: _Toc113379481][bookmark: _Toc120092037][bookmark: _Toc162946259][bookmark: _Hlk506316802]9.3.7	Constant definitions
-- ASN1START
[bookmark: _Hlk163230551]-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18
id-pRSConfigurationExchange										ProcedureCode ::= 19
id-measurementPreconfiguration									ProcedureCode ::= 20
id-measurementActivation										ProcedureCode ::= 21
[bookmark: OLE_LINK45]id-sRSInformationReservationNotification						ProcedureCode ::= 22


-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
[bookmark: _Hlk50053312]maxIndexesReport							INTEGER ::= 64
maxNoMeas									INTEGER ::= 64
maxCellReport								INTEGER ::= 9
[bookmark: _Hlk50053328]maxCellReportNR								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
[bookmark: _Hlk50147438][bookmark: _Hlk50053339]maxEUTRAMeas								INTEGER ::= 8
maxGERANMeas								INTEGER ::= 8
[bookmark: _Hlk50053350]maxNRMeas									INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
[bookmark: _Hlk50053376][bookmark: _Hlk50147461]maxNoPath									INTEGER ::= 2
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxNoOfMeasTRPs								INTEGER ::= 64
maxnoTRPs									INTEGER ::= 65535
maxnoTRPInfoTypes							INTEGER ::= 64
maxnoofAngleInfo							INTEGER ::= 65535
maxnolcs-gcs-translation					INTEGER ::= 3
maxnoBcastCell								INTEGER ::= 16384
[bookmark: _Hlk42767092]maxnoSRSTriggerStates						INTEGER ::= 3
maxnoSpatialRelations						INTEGER ::= 64
maxnoPosMeas								INTEGER ::= 16384
maxnoSRS-Carriers							INTEGER ::= 32
maxnoSCSs									INTEGER ::= 5
[bookmark: _Hlk50048717]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 256
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 24
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256
[bookmark: OLE_LINK48]maxnoVACell									INTEGER ::= 32
maxnoaggregatedPosSRS-Resources				INTEGER ::= 3
maxnoaggregatedPosSRS-ResourceSets			INTEGER ::= 48
maxnoAggPosPRSResourceSets					INTEGER ::= 3
maxnoofTimeWindowSRS						INTEGER ::= 16
[bookmark: OLE_LINK52][bookmark: OLE_LINK53]maxnoofTimeWindowMeas						INTEGER ::= 16
maxnoPreconfiguredSRS						INTEGER ::= 16
maxnoofHopsMinusOne							INTEGER ::= 5



-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= 23
id-Broadcast													ProtocolIE-ID ::= 24
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= 25
id-SRSConfiguration												ProtocolIE-ID ::= 26
id-MeasurementResult											ProtocolIE-ID ::= 27
id-TRP-ID														ProtocolIE-ID ::= 28
id-TRPInformationTypeListTRPReq									ProtocolIE-ID ::= 29
id-TRPInformationListTRPResp									ProtocolIE-ID ::= 30
id-MeasurementBeamInfoRequest									ProtocolIE-ID ::= 31
id-ResultSS-RSRP												ProtocolIE-ID ::= 32
id-ResultSS-RSRQ												ProtocolIE-ID ::= 33
id-ResultCSI-RSRP												ProtocolIE-ID ::= 34
id-ResultCSI-RSRQ												ProtocolIE-ID ::= 35
id-AngleOfArrivalNR												ProtocolIE-ID ::= 36
id-GeographicalCoordinates										ProtocolIE-ID ::= 37
id-PositioningBroadcastCells									ProtocolIE-ID ::= 38
id-LMF-Measurement-ID											ProtocolIE-ID ::= 39
id-RAN-Measurement-ID											ProtocolIE-ID ::= 40
id-TRP-MeasurementRequestList									ProtocolIE-ID ::= 41
id-TRP-MeasurementResponseList									ProtocolIE-ID ::= 42
id-TRP-MeasurementReportList									ProtocolIE-ID ::= 43
id-SRSType														ProtocolIE-ID ::= 44
[bookmark: _Hlk42766383]id-ActivationTime												ProtocolIE-ID ::= 45
id-SRSResourceSetID												ProtocolIE-ID ::= 46
id-TRPList														ProtocolIE-ID ::= 47
id-SRSSpatialRelation											ProtocolIE-ID ::= 48
id-SystemFrameNumber											ProtocolIE-ID ::= 49
id-SlotNumber													ProtocolIE-ID ::= 50
id-SRSResourceTrigger											ProtocolIE-ID ::= 51
id-TRPMeasurementQuantities										ProtocolIE-ID ::= 52
id-AbortTransmission											ProtocolIE-ID ::= 53
id-SFNInitialisationTime										ProtocolIE-ID ::= 54
id-ResultNR														ProtocolIE-ID ::= 55
id-ResultEUTRA													ProtocolIE-ID ::= 56
id-TRPInformationTypeItem										ProtocolIE-ID ::= 57
id-CGI-NR														ProtocolIE-ID ::= 58
id-SFNInitialisationTime-NR										ProtocolIE-ID ::= 59
id-Cell-ID														ProtocolIE-ID ::= 60
id-SrsFrequency													ProtocolIE-ID ::= 61
id-TRPType														ProtocolIE-ID ::= 62
id-SRSSpatialRelationPerSRSResource								ProtocolIE-ID ::= 63
id-MeasurementPeriodicityExtended								ProtocolIE-ID ::= 64
id-PRS-Resource-ID												ProtocolIE-ID ::= 65
id-PRSTRPList													ProtocolIE-ID ::= 66
id-PRSTransmissionTRPList										ProtocolIE-ID ::= 67
id-OnDemandPRS													ProtocolIE-ID ::= 68
id-AoA-SearchWindow												ProtocolIE-ID ::= 69
id-TRP-MeasurementUpdateList									ProtocolIE-ID ::= 70
id-ZoA															ProtocolIE-ID ::= 71
id-ResponseTime													ProtocolIE-ID ::= 72
id-UEReportingInformation										ProtocolIE-ID ::= 73
id-MultipleULAoA												ProtocolIE-ID ::= 74
id-UL-SRS-RSRPP													ProtocolIE-ID ::= 75
id-SRSResourcetype												ProtocolIE-ID ::= 76
id-ExtendedAdditionalPathList									ProtocolIE-ID ::= 77
id-ARPLocationInfo												ProtocolIE-ID ::= 78
id-ARP-ID														ProtocolIE-ID ::= 79
id-LoS-NLoSInformation											ProtocolIE-ID ::= 80
id-UETxTEGAssociationList										ProtocolIE-ID ::= 81
id-NumberOfTRPRxTEG												ProtocolIE-ID ::= 82
id-NumberOfTRPRxTxTEG											ProtocolIE-ID ::= 83
id-TRPTxTEGAssociation											ProtocolIE-ID ::= 84
id-TRPTEGInformation											ProtocolIE-ID ::= 85
id-TRP-Rx-TEGInformation										ProtocolIE-ID ::= 86
id-TRP-PRS-Information-List										ProtocolIE-ID ::= 87
id-PRS-Measurements-Info-List									ProtocolIE-ID ::= 88
id-PRSConfigRequestType											ProtocolIE-ID ::= 89
id-UE-TEG-Info-Request											ProtocolIE-ID ::= 90
id-MeasurementTimeOccasion										ProtocolIE-ID ::= 91
id-MeasurementCharacteristicsRequestIndicator					ProtocolIE-ID ::= 92
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementAmount											ProtocolIE-ID ::= 95
id-pathPower													ProtocolIE-ID ::= 96
id-PreconfigurationResult										ProtocolIE-ID ::= 97
id-RequestType													ProtocolIE-ID ::= 98
id-UE-TEG-ReportingPeriodicity									ProtocolIE-ID ::= 99
id-SRSPortIndex													ProtocolIE-ID ::= 100
id-procedure-code-101-not-to-be-used							ProtocolIE-ID ::= 101
id-procedure-code-102-not-to-be-used							ProtocolIE-ID ::= 102
id-procedure-code-103-not-to-be-used							ProtocolIE-ID ::= 103
id-UETxTimingErrorMargin										ProtocolIE-ID ::= 104
id-MeasurementPeriodicityNR-AoA									ProtocolIE-ID ::= 105
id-SRSTransmissionStatus										ProtocolIE-ID ::= 106
id-nrofSymbolsExtended											ProtocolIE-ID ::= 107
id-repetitionFactorExtended										ProtocolIE-ID ::= 108
id-StartRBHopping												ProtocolIE-ID ::= 109
id-StartRBIndex													ProtocolIE-ID ::= 110
id-transmissionCombn8											ProtocolIE-ID ::= 111
id-ExtendedResourceSymbolOffset									ProtocolIE-ID ::= 112
id-NewNRCGI														ProtocolIE-ID ::= 113
id-Mobile-TRP-LocationInformation								ProtocolIE-ID ::= 114
id-Mobile-IAB-MT-UE-ID											ProtocolIE-ID ::= 115
id-MobileAccessPointLocation									ProtocolIE-ID ::= 116
id-CommonTAParameters											ProtocolIE-ID ::= 117
id-UE-Rx-Tx-Time-Diff											ProtocolIE-ID ::= 118
id-SCS-480														ProtocolIE-ID ::= 119
id-SCS-960														ProtocolIE-ID ::= 120
id-Bandwidth-Aggregation-Request-Indication						ProtocolIE-ID ::= 121
id-PosSRSResourceSet-Aggregation-List							ProtocolIE-ID ::= 122
id-TimingReportingGranularityFactorExtended						ProtocolIE-ID ::= 123
[bookmark: OLE_LINK13][bookmark: OLE_LINK14]id-TimeWindowInformation-SRS-List								ProtocolIE-ID ::= 124
id-TimeWindowInformation-Measurement-List						ProtocolIE-ID ::= 125
id-UL-RSCPMeas													ProtocolIE-ID ::= 126
id-SymbolIndex													ProtocolIE-ID ::= 127
id-PosValidityAreaCellList 										ProtocolIE-ID ::= 128
id-SRSReservationType											ProtocolIE-ID ::= 129
id-PRSBWAggregationRequestIndication							ProtocolIE-ID ::= 130
id-AggregatedPosSRSResourceID-List								ProtocolIE-ID ::= 131
id-AggregatedPRSResourceSetList									ProtocolIE-ID ::= 132
id-TRPPhaseQuality												ProtocolIE-ID ::= 133
[bookmark: OLE_LINK12][bookmark: OLE_LINK15]id-NewCellIdentity												ProtocolIE-ID ::= 134
id-ValidityAreaSpecificSRSInformation							ProtocolIE-ID ::= 135
id-RequestedSRSPreconfigurationCharacteristics-List				ProtocolIE-ID ::= 136
id-SRSPreconfiguration-List										ProtocolIE-ID ::= 137
id-SRSInformation												ProtocolIE-ID ::= 138
[bookmark: _Hlk159006691]id-TxHoppingConfiguration										ProtocolIE-ID ::= 139
id-MeasuredFrequencyHops										ProtocolIE-ID ::= 140
id-ReportingGranularitykminus1									ProtocolIE-ID ::= 141
id-ReportingGranularitykminus2									ProtocolIE-ID ::= 142
id-ReportingGranularitykminus3									ProtocolIE-ID ::= 143
id-ReportingGranularitykminus4									ProtocolIE-ID ::= 144
id-ReportingGranularitykminus5									ProtocolIE-ID ::= 145
id-ReportingGranularitykminus6									ProtocolIE-ID ::= 146
id-ReportingGranularitykminus1AdditionalPath					ProtocolIE-ID ::= 147
id-ReportingGranularitykminus2AdditionalPath					ProtocolIE-ID ::= 148
id-ReportingGranularitykminus3AdditionalPath					ProtocolIE-ID ::= 149
id-ReportingGranularitykminus4AdditionalPath					ProtocolIE-ID ::= 150
id-ReportingGranularitykminus5AdditionalPath					ProtocolIE-ID ::= 151
id-ReportingGranularitykminus6AdditionalPath					ProtocolIE-ID ::= 152
id-NR-ARFCN														ProtocolIE-ID ::= 1500
[bookmark: _Hlk163328227]id-StartPosition  												ProtocolIE-ID ::= 1501






END
-- ASN1STOP

[bookmark: _CR9_3_8][bookmark: _Toc534903106][bookmark: _Toc51776085][bookmark: _Toc56773107][bookmark: _Toc64447737][bookmark: _Toc74152393][bookmark: _Toc88654247][bookmark: _Toc99056338][bookmark: _Toc99959271][bookmark: _Toc105612457][bookmark: _Toc106109673][bookmark: _Toc112766566][bookmark: _Toc113379482][bookmark: _Toc120092038][bookmark: _Toc162946260]9.3.8	Container definitions
-- ASN1START
[bookmark: _Hlk163230552]-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

NRPPA-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Containers (5)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	maxPrivateIEs,
	maxProtocolExtensions,
	maxProtocolIEs,
	Criticality,
	Presence,
	PrivateIE-ID,
	ProtocolIE-ID	
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

NRPPA-PROTOCOL-IES ::= CLASS {
	&id					ProtocolIE-ID			UNIQUE,
	&criticality		Criticality,
	&Value,
	&presence			Presence
}
WITH SYNTAX {
	ID					&id
	CRITICALITY			&criticality
	TYPE				&Value
	PRESENCE			&presence
}

-- **************************************************************
--
-- Class Definition for Protocol Extensions
--
-- **************************************************************

NRPPA-PROTOCOL-EXTENSION ::= CLASS {
	&id					ProtocolIE-ID		UNIQUE,
	&criticality		Criticality,
	&Extension,
	&presence			Presence
}
WITH SYNTAX {
	ID					&id
	CRITICALITY			&criticality
	EXTENSION			&Extension
	PRESENCE			&presence
}

-- **************************************************************
--
-- Class Definition for Private IEs
--
-- **************************************************************

NRPPA-PRIVATE-IES ::= CLASS {
	&id					PrivateIE-ID,
	&criticality		Criticality,
	&Value,
	&presence			Presence
}
WITH SYNTAX {
	ID					&id
	CRITICALITY			&criticality
	TYPE				&Value
	PRESENCE			&presence
}

-- **************************************************************
--
-- Container for Protocol IEs
--
-- **************************************************************

ProtocolIE-Container { NRPPA-PROTOCOL-IES : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Single-Container { NRPPA-PROTOCOL-IES : IEsSetParam} ::= 
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field { NRPPA-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {
	id				NRPPA-PROTOCOL-IES.&id				({IEsSetParam}),
	criticality		NRPPA-PROTOCOL-IES.&criticality		({IEsSetParam}{@id}),
	value			NRPPA-PROTOCOL-IES.&Value			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container Lists for Protocol IE Containers
--
-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, NRPPA-PROTOCOL-IES : IEsSetParam} ::=
	SEQUENCE (SIZE (lowerBound..upperBound)) OF
	ProtocolIE-Container {{IEsSetParam}}

-- **************************************************************
--
-- Container for Protocol Extensions
--
-- **************************************************************

ProtocolExtensionContainer { NRPPA-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 
	SEQUENCE (SIZE (1..maxProtocolExtensions)) OF
	ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField { NRPPA-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {
	id					NRPPA-PROTOCOL-EXTENSION.&id			({ExtensionSetParam}),
	criticality			NRPPA-PROTOCOL-EXTENSION.&criticality	({ExtensionSetParam}{@id}),
	extensionValue		NRPPA-PROTOCOL-EXTENSION.&Extension		({ExtensionSetParam}{@id})
}

-- **************************************************************
--
-- Container for Private IEs
--
-- **************************************************************

PrivateIE-Container { NRPPA-PRIVATE-IES : IEsSetParam} ::= 
	SEQUENCE (SIZE (1..maxPrivateIEs)) OF
	PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field { NRPPA-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {
	id				NRPPA-PRIVATE-IES.&id				({IEsSetParam}),
	criticality		NRPPA-PRIVATE-IES.&criticality		({IEsSetParam}{@id}),
	value			NRPPA-PRIVATE-IES.&Value			({IEsSetParam}{@id})
}

END
-- ASN1STOP

//****** End of Change ******//
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The Positioning Activation procedure is initiated by the gNB-CU to request the gNB-DU to activate semi-persistent or trigger aperiodic UL SRS transmission by the UE. The procedure uses UE-associated signalling.
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Figure 8.13.10.2-1: Positioning Activation procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING ACTIVATION REQUEST message to the gNB-DU.
For semi-persistent UL SRS, the POSITIONING ACTIVATION REQUEST message includes an indication of the UL SRS resource set to be activated, and may include the spatial relation for the semi-persistent UL SRS resource to be activated. For aperiodic UL SRS, if the SRS Resource Trigger IE is included in the POSITIONING ACTIVATION REQUEST message, the gNB-DU shall take the value of this IE into account when triggering aperiodic SRS transmission by the UE. 
If the Activation Time IE is included in the POSITIONING ACTIVATION REQUEST message, the gNB-DU shall take the indicated value as the requested time for activation of the UE’s SRS transmission.
Following successful activation of UL SRS transmission in the UE, the gNB-DU shall respond with a POSITIONING ACTIVATION RESPONSE message. If the POSITIONING ACTIVATION RESPONSE message includes the System Frame Number and/or the Slot Number IEs, the gNB-CU shall consider that the respective information indicates the activation time of SRS transmission by the UE.
If the Aggregated Positioning SRS resource Set List IE is included in POSITIONING ACTIVATION REQUEST message and SRS bandwidth aggregation is configured in the UE, the gNB-DU shall, if supported, also activate the indicated SRS resource set(s) in the UE.
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This message is sent by the gNB-CU to request the gNB-DU to configure a positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item
	
	1..<maxnoofMeasTRPs>
	
	
	-
	

	>>TRP ID
	M
	
	9.3.1.197
	For SRS bandwidth aggregation, only a single TRP ID from the TRPs sharing the same Geographical Coordinates is used.
	-
	

	>>Search Window Information
	O
	
	9.3.1.204
	
	-
	

	>>NR CGI
	O
	
	9.3.1.12
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.3.1.238
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Positioning Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, …)
	
	YES
	reject

	Positioning Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, …, 20480ms, 40960ms, extended)
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, and 30min are not applicable.
	YES
	reject

	Positioning Measurement Quantities
	
	1
	
	
	YES
	reject

	>Positioning Measurement Quantities Item
	
	1..<maxnoofPosMeas>
	
	
	EACH
	

	>>Positioning Measurement Type
	M
	
	ENUMERATED (gNB RX-TX, UL-SRS-RSRP, UL AoA, UL RTOA, …, Multiple UL AoA, UL SRS-RSRPP, UL-RSCP) 
	
	-
	-

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	TS 38.133 [38]

This IE is ignored when the Timing Reporting Granularity Factor Extended IE is included.
	-
	

	>>Timing Reporting Granularity Factor Extended
	O
	
	INTEGER (-6..-1, …)
	Value -6 corresponds to kminus6, value -5 corresponds to kminus5, and so on, see
TS 38.133 [16].
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true, ...)
	This IE is ignored when the Measurement characteristics Request Indicator IE is included.
	YES
	ignore

	System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms,
81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.3.1.242
	This IE is ignored when the Positioning Report Characteristics IE is set to “Periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.3.1.254
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4,…)
	
	YES
	ignore

	Positioning Measurement Amount
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	This IE is ignored if the Positioning Report Characteristics IE is set to ‘OnDemand’. 
Value 0 represents an infinite number of periodic reporting.
	YES
	ignore

	Time Window Information Measurement List
	O
	
	9.3.1.334
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one measurement message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Positioning Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Positioning Measurement Periodicity IE is set to the value "extended".
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This message is sent by the gNB-CU to cause the gNB-DU to activate/trigger UL SRS transmission by the UE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE SRS type
	M
	
	
	
	YES
	reject

	>Semi-persistent
	
	
	
	
	
	

	>>SRS Resource Set ID
	M
	
	9.3.1.180
	
	-
	-

	>>SRS Spatial Relation
	O
	
	Spatial Relation Information
9.3.1.181
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	-
	-

	>>Spatial Relation Information per SRS Resource
	O
	
	9.3.1.210
	
	YES
	ignore

	>Aperiodic
	
	
	
	
	
	

	>>Aperiodic
	M
	
	ENUMERATED (true, …)
	
	-
	-

	>>SRS Resource Trigger
	O 
	
	9.3.1.182
	
	-
	-

	[bookmark: _Hlk50105217]Activation Time
	O
	
	Relative Time 1900
9.3.1.183
	Indicates the start time when the SRS activation is requested
	YES
	ignore

	Aggregated Positioning SRS Resource Set List
	O
	
	9.3.1.337
	
	YES
	ignore
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This message is sent by the gNB-CU to cause the NG RAN node to deactivate UL SRS transmission or release all the transmission by the UE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE Abort Transmission
	M
	
	
	
	YES
	ignore

	>SRS Resource Set ID deactivation
	
	
	
	
	
	

	>>SRS Resource Set ID
	M
	
	9.3.1.180
	
	-
	

	>Release ALL
	
	
	NULL
	
	
	

	Aggregated Positioning SRS Resource Set List
	O
	
	9.3.1.337
	
	YES
	ignore
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This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PRS Resource Set List
	M
	1..<maxnoofPRSresourceSets>
	
	
	
	

	>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	
	
	

	>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	
	

	>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A
	
	

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	
	
	

	>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	
	
	

	>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920, …, 128, 256, 512)
	Slots
	
	

	>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	
	
	

	>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	
	

	>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	
	
	

	>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	
	
	

	>PRS Muting
	O
	
	
	
	
	

	>>Option1
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)
	
	

	>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf8,…)
	
	
	

	>>Option2
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)
	
	

	>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	
	
	

	>PRS Resource List
	M
	1..<maxnoofPRSresources>
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [39]
	
	

	>>PRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>>Sequence ID
	M
	
	INTEGER(0..4095)
	
	
	

	>>RE Offset
	M
	
	INTEGER(0..11, …)
	
	
	

	>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	
	
	

	>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	This IE is ignored if the Extended Resource Symbol Offset IE is present.
	
	

	>>CHOICE QCL Info
	O
	
	
	
	
	

	>>>SSB
	
	
	
	
	
	

	>>>>PCI
	M
	
	INTEGER (0..1007)
	
	
	

	>>>>SSB Index
	O
	
	INTEGER(0..63)
	
	
	

	>>>DL-PRS
	
	
	
	
	
	

	>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If absent, the QCL source PRS resource ID is the same as the PRS resource ID
	
	

	>>Extended Resource Symbol Offset
	O
	
	INTEGER(0..13,…)
	
	YES

	ignore

	>>Aggregated PRS Resource Set List
	O
	
	9.3.1.338
	Indicates the PRS Resource Set ID values linked for PRS bandwidth aggregation.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resource sets. Value is 8.

	maxnoofPRSresources
	Maximum no of PRS resources per PRS resource set. Value is 64.
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This information element contains the SRS configuration configured by the gNB-CU for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	SRS Carrier List
	
	1..<maxnoSRS-Carriers>
	
	
	-
	

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>Uplink Channel BW-PerSCS-List
	
	1..<maxnoSCSs>
	
	SCS-SpecificCarrier TS 38.331 [8]
	
	

	>>Offset To Carrier
	M
	
	INTEGER(0..2199,…)
	First usable RB to Point A in the number of PRBs
	
	

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…, kHz480, kHz960)
	
	
	

	>>Carrier Bandwidth
	M
	
	INTEGER(1..275,…)
	
	
	

	>Active UL BWP
	M
	
	
	Only the configuration in the active UL BWP is needed.
	
	

	>>Location And Bandwidth
	M
	
	INTEGER(0..37949,…)
	BWP TS 38.331 [8]
	
	

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…, kHz480, kHz960)
	
	
	

	>>Cyclic Prefix
	M
	
	ENUMERATED(Normal, Extended)
	
	
	

	>>Tx Direct Current Location
	M
	
	INTEGER(0..3301,…)
	
	
	

	>>Shift7dot5kHz
	O
	
	ENUMERATED(true,…)
	
	
	

	>>SRS Config
	M
	
	
	SRS-Config as defined in TS 38.331 [8]
	
	

	>>>SRS Resource List
	
	0..<maxnoSRS-Resources>
	
	
	
	

	>>>>SRS Resource
	M
	
	9.3.1.193
	SRS-Resource as defined in TS 38.331 [8]
	
	

	>>>Positioning SRS Resource List
	
	0..<maxnoSRS-PosResources>
	
	
	
	

	>>>>Positioning SRS Resource
	M
	
	9.3.1.194
	SRS-PosResource-r16 as defined in TS 38.331 [8]
	
	

	>>>SRS Resource Set List
	
	0..<maxnoSRS-ResourceSets>
	
	
	
	

	>>>>SRS Resource Set
	M
	
	9.3.1.195
	SRS-ResourceSet as defined in TS 38.331 [8]
	
	

	>>>Positioning SRS Resource Set List
	
	0..<maxnoSRS-PosResourceSets>
	
	
	
	

	>>>>Positioning SRS Resource Set 
	M
	
	9.3.1.196
	SRS-PosResourceSet-r16 as defined in TS 38.331 [8]
	
	

	>PCI
	O
	 
	INTEGER (0..1007)
	Physical Cell ID of the cell that contains the SRS carrier
	
	

	>NR ARFCN
	O
	 
	INTEGER (0..3279165)
	NR ARFCN of the measuring TRP
	YES
	ignore

	Aggregated Positioning SRS Resource Set List
	O
	
	9.3.1.337
	
	YES
	ignore



	Range bound
	Explanation

	maxnoSRS-Carriers
	Maximum no of carriers for SRS. Value is 32.

	maxnoSCSs
	Maximum no of SCS spacings for a carrier. Value is 5.

	maxnoSRS-Resources
	Maximum no of SRS resources per UL BWP. Value is 64.

	maxnoSRS-PosResources
	Maximum no of positioning SRS resources per UL BWP. Value is 64.

	maxnoSRS-ResourceSets
	Maximum no of SRS resource sets. Value is 16.

	maxnoSRS-PosResourceSets
	Maximum no of positioning SRS resource sets per UL BWP. Value is 16.
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This information element indicates a positioning SRS resource set in the UE for UL SRS transmission.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning SRS Resource Set ID
	M
	
	INTEGER(0..15)
	
	-
	

	Positioning SRS Resource ID List
	
	1..<maxnoSRS-PosResourcePerSet>
	
	
	-
	

	>Positioning SRS Resource ID
	M
	
	INTEGER (0..63)
	
	-
	

	CHOICE Resource Type
	M
	
	
	
	-
	

	>Periodic
	
	
	
	
	-
	

	>>PosperiodicSet
	M
	
	ENUMERATED(true,…)
	
	-
	

	>Semi-persistent
	
	
	
	
	-
	

	>>Possemi-persistentSet
	M
	
	ENUMERATED(true,…)
	
	-
	

	>Aperiodic
	
	
	
	
	-
	

	>>SRS Resource Trigger List
	M
	
	INTEGER(1..3)
	
	-
	

	Aggregated Positioning SRS Resource Set List
	O
	
	9.3.1.337
	
	YES
	ignore



	Range bound
	Explanation

	maxnoSRS-PosResourcePerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 16.


//****** Next of Change ******//
[bookmark: _Toc162617945]9.3.1.343	Tx Hopping Configuration
This information element indicates the SRS Tx frequency hopping configuration.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Overlap Value
	M
	
	ENUMERATED(rb0, rb1, rb2, rb4)
	
	-
	

	Number of Hops
	M
	
	INTEGER(1..6)
	
	-
	

	Slot Offset for Remaining Hops List
	
	1
	
	
	-
	

	>Slot Offset for Remaining Hops Item
	
	1..<maxnoofHopsMinusOne>
	
	
	
	

	>>CHOICE slot offset remaining hops
	M
	
	
	
	
	

	>>>aperiodic
	
	
	
	
	
	

	>>>>Slot Offset
	O
	
	INTEGER(1..32)
	
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	
	

	>>>semi-persistent
	
	
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.3.1.342
	
	
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	In slots
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	YES
	ignore

	>>>periodic
	
	
	
	
	
	

	>>>>SRS Periodicity
	M
	
	9.3.1.342
	
	
	

	>>>>Offset
	M
	
	INTEGER(0..81919, …)
	In slots
	
	

	>>>>Start Position
	O
	
	INTEGER(0..13)
	In symbols
	YES
	ignore



	Range bound
	Explanation

	maxnoofHopsMinusOne
	Maximum no of hops that can be configured for positioning SRS transmission minus one. Value is 5.
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[bookmark: _Hlk120261232]-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM F1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	F1SetupRequest,
	F1SetupResponse,
	F1SetupFailure, 
	GNBDUConfigurationUpdate,
	GNBDUConfigurationUpdateAcknowledge,
	GNBDUConfigurationUpdateFailure,
	GNBCUConfigurationUpdate,
	GNBCUConfigurationUpdateAcknowledge,
	GNBCUConfigurationUpdateFailure,
	UEContextSetupRequest,
	UEContextSetupResponse,
	UEContextSetupFailure,
	UEContextReleaseCommand,
	UEContextReleaseComplete,
	UEContextModificationRequest,
	UEContextModificationResponse,
	UEContextModificationFailure,
	UEContextModificationRequired,
	UEContextModificationConfirm,
	ErrorIndication,
	UEContextReleaseRequest,
	DLRRCMessageTransfer,
	ULRRCMessageTransfer,
	GNBDUResourceCoordinationRequest,
	GNBDUResourceCoordinationResponse,
	PrivateMessage,
	UEInactivityNotification,
	InitialULRRCMessageTransfer,
	SystemInformationDeliveryCommand,
	Paging,
	Notify,
	WriteReplaceWarningRequest,
	WriteReplaceWarningResponse,
	PWSCancelRequest,
	PWSCancelResponse,
	PWSRestartIndication,
	PWSFailureIndication,
	GNBDUStatusIndication,
	RRCDeliveryReport,
	UEContextModificationRefuse,
	F1RemovalRequest,
	F1RemovalResponse,
	F1RemovalFailure,
	NetworkAccessRateReduction,
	TraceStart,
	DeactivateTrace,
	DUCURadioInformationTransfer,
	CUDURadioInformationTransfer,
	BAPMappingConfiguration,
	BAPMappingConfigurationAcknowledge,
	BAPMappingConfigurationFailure,
	GNBDUResourceConfiguration,
	GNBDUResourceConfigurationAcknowledge,
	GNBDUResourceConfigurationFailure,
	IABTNLAddressRequest,
	IABTNLAddressResponse,
	IABTNLAddressFailure,
	IABUPConfigurationUpdateRequest,
	IABUPConfigurationUpdateResponse,
	IABUPConfigurationUpdateFailure,
	ResourceStatusRequest,
	ResourceStatusResponse,
	ResourceStatusFailure,
	ResourceStatusUpdate,
	AccessAndMobilityIndication,
	ReferenceTimeInformationReportingControl,
	ReferenceTimeInformationReport,
	AccessSuccess,
	CellTrafficTrace,
	PositioningMeasurementRequest,
	PositioningMeasurementResponse,
	PositioningMeasurementFailure,
	PositioningAssistanceInformationControl,
	PositioningAssistanceInformationFeedback,
	PositioningMeasurementReport,
	PositioningMeasurementAbort,
	PositioningMeasurementFailureIndication,
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FROM F1AP-Constants

	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;


-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

F1AP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode 	UNIQUE,
	&criticality				Criticality 	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME			&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

F1AP-PDU ::= CHOICE {
	initiatingMessage	InitiatingMessage,
	successfulOutcome	SuccessfulOutcome,
	unsuccessfulOutcome	UnsuccessfulOutcome, 
	choice-extension	ProtocolIE-SingleContainer { { F1AP-PDU-ExtIEs} }
}

F1AP-PDU-ExtIEs F1AP-PROTOCOL-IES ::= { -- this extension is not used
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

F1AP-ELEMENTARY-PROCEDURES F1AP-ELEMENTARY-PROCEDURE ::= {
	F1AP-ELEMENTARY-PROCEDURES-CLASS-1			|
	F1AP-ELEMENTARY-PROCEDURES-CLASS-2,	
	...
}


F1AP-ELEMENTARY-PROCEDURES-CLASS-1 F1AP-ELEMENTARY-PROCEDURE ::= {
	reset							|
	f1Setup							|
	gNBDUConfigurationUpdate		|
	gNBCUConfigurationUpdate		|
	uEContextSetup					|
	uEContextRelease				|
	uEContextModification			|
	uEContextModificationRequired	|
	writeReplaceWarning				|
	pWSCancel						|
	gNBDUResourceCoordination		|
	f1Removal						|
	bAPMappingConfiguration			|
	gNBDUResourceConfiguration		|
	iABTNLAddressAllocation			|
	iABUPConfigurationUpdate		|
	resourceStatusReportingInitiation	|
	positioningMeasurementExchange	|
	tRPInformationExchange			|
	positioningInformationExchange	|
	positioningActivation			|
	e-CIDMeasurementInitiation		|
	broadcastContextSetup			|
	broadcastContextRelease			|
	broadcastContextModification	|
	multicastContextSetup			|
	multicastContextRelease			|
	multicastContextModification	|
	multicastDistributionSetup		|
	multicastDistributionRelease	|
	pDCMeasurementInitiation		|
	pRSConfigurationExchange		|
	measurementPreconfiguration	|
	timingSynchronisationStatus	|
	multicastContextNotification	|
	multicastCommonConfiguration	,
	...
}

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication							|
	uEContextReleaseRequest					|
	dLRRCMessageTransfer					|
	uLRRCMessageTransfer					|
	uEInactivityNotification				|
	privateMessage							|
	initialULRRCMessageTransfer				|
	systemInformationDelivery				|
	paging									|
	notify									|
	pWSRestartIndication					|
	pWSFailureIndication					|
	gNBDUStatusIndication					|
	rRCDeliveryReport						|
	networkAccessRateReduction				|
	traceStart								|
	deactivateTrace							|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	referenceTimeInformationReportingControl|
	referenceTimeInformationReport			|
	accessSuccess							|
	cellTrafficTrace						|
	positioningAssistanceInformationControl		|
	positioningAssistanceInformationFeedback	|
	positioningMeasurementReport				|
	positioningMeasurementAbort					|
	positioningMeasurementFailureIndication		|
	positioningMeasurementUpdate				|
	positioningDeactivation						|
	e-CIDMeasurementFailureIndication			|
	e-CIDMeasurementReport						|
	e-CIDMeasurementTermination					|
	positioningInformationUpdate				|
	multicastGroupPaging						|
	broadcastContextReleaseRequest				|
	multicastContextReleaseRequest				|
	pDCMeasurementReport						|
	pDCMeasurementTerminationCommand			|
	pDCMeasurementFailureIndication				|
	measurementActivation						|
	qoEInformationTransfer						|
	posSystemInformationDelivery					|
	dUCUCellSwitchNotification					|
	cUDUCellSwitchNotification					|
	dUCUTAInformationTransfer					|
	cUDUTAInformationTransfer					|
	qoEInformationTransferControl					|
	rachIndication								|
	timingSynchronisationStatusReport				|
	mIABF1SetupTriggering						|
	mIABF1SetupOutcomeNotification				|
	broadcastTransportResourceRequest			|
	dUCUAccessAndMobilityIndication			|
	sRSInformationReservationNotification,
	...
}
-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

reset F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Reset
	SUCCESSFUL OUTCOME		ResetAcknowledge
	PROCEDURE CODE			id-Reset
	CRITICALITY				reject
}

f1Setup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1SetupRequest
	SUCCESSFUL OUTCOME		F1SetupResponse
	UNSUCCESSFUL OUTCOME	F1SetupFailure
	PROCEDURE CODE			id-F1Setup
	CRITICALITY				reject
}

gNBDUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBDUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBDUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBDUConfigurationUpdate
	CRITICALITY				reject
}

gNBCUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBCUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBCUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBCUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBCUConfigurationUpdate
	CRITICALITY				reject
}

uEContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextSetupRequest
	SUCCESSFUL OUTCOME		UEContextSetupResponse
	UNSUCCESSFUL OUTCOME	UEContextSetupFailure
	PROCEDURE CODE			id-UEContextSetup
	CRITICALITY				reject
}

uEContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseCommand
	SUCCESSFUL OUTCOME		UEContextReleaseComplete
	PROCEDURE CODE			id-UEContextRelease
	CRITICALITY				reject
}

uEContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextModificationRequest
	SUCCESSFUL OUTCOME		UEContextModificationResponse
	UNSUCCESSFUL OUTCOME	UEContextModificationFailure
	PROCEDURE CODE			id-UEContextModification
	CRITICALITY				reject
}

uEContextModificationRequired F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextModificationRequired
	SUCCESSFUL OUTCOME		UEContextModificationConfirm
	UNSUCCESSFUL OUTCOME	UEContextModificationRefuse
	PROCEDURE CODE			id-UEContextModificationRequired
	CRITICALITY				reject
}

writeReplaceWarning F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		WriteReplaceWarningRequest
	SUCCESSFUL OUTCOME		WriteReplaceWarningResponse
	PROCEDURE CODE			id-WriteReplaceWarning
	CRITICALITY				reject
}

pWSCancel F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSCancelRequest
	SUCCESSFUL OUTCOME		PWSCancelResponse
	PROCEDURE CODE			id-PWSCancel
	CRITICALITY				reject
}

errorIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-ErrorIndication
	CRITICALITY				ignore
}

uEContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseRequest
	PROCEDURE CODE			id-UEContextReleaseRequest
	CRITICALITY				ignore
}


initialULRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		InitialULRRCMessageTransfer
	PROCEDURE CODE			id-InitialULRRCMessageTransfer
	CRITICALITY				ignore
}

dLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DLRRCMessageTransfer
	PROCEDURE CODE			id-DLRRCMessageTransfer
	CRITICALITY				ignore
}

uLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ULRRCMessageTransfer
	PROCEDURE CODE			id-ULRRCMessageTransfer
	CRITICALITY				ignore
}


uEInactivityNotification  F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEInactivityNotification
	PROCEDURE CODE			id-UEInactivityNotification
	CRITICALITY				ignore
}

gNBDUResourceCoordination F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUResourceCoordinationRequest
	SUCCESSFUL OUTCOME		GNBDUResourceCoordinationResponse
	PROCEDURE CODE			id-GNBDUResourceCoordination
	CRITICALITY				reject
}

privateMessage F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-privateMessage
	CRITICALITY				ignore
}

systemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SystemInformationDeliveryCommand
	PROCEDURE CODE			id-SystemInformationDeliveryCommand
	CRITICALITY				ignore
}


paging F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Paging
	PROCEDURE CODE			id-Paging
	CRITICALITY				ignore
}

notify F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Notify
	PROCEDURE CODE			id-Notify
	CRITICALITY				ignore
}

networkAccessRateReduction F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NetworkAccessRateReduction
	PROCEDURE CODE			id-NetworkAccessRateReduction
	CRITICALITY				ignore
}


pWSRestartIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSRestartIndication
	PROCEDURE CODE			id-PWSRestartIndication
	CRITICALITY				ignore
}

pWSFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSFailureIndication
	PROCEDURE CODE			id-PWSFailureIndication
	CRITICALITY				ignore
}

gNBDUStatusIndication 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUStatusIndication
	PROCEDURE CODE			id-GNBDUStatusIndication
	CRITICALITY				ignore
}


rRCDeliveryReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RRCDeliveryReport
	PROCEDURE CODE			id-RRCDeliveryReport
	CRITICALITY				ignore
}

f1Removal F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1RemovalRequest
	SUCCESSFUL OUTCOME		F1RemovalResponse
	UNSUCCESSFUL OUTCOME	F1RemovalFailure
	PROCEDURE CODE			id-F1Removal
	CRITICALITY				reject
}

traceStart F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-TraceStart
	CRITICALITY				ignore
}

deactivateTrace F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-DeactivateTrace
	CRITICALITY				ignore
}

dUCURadioInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCURadioInformationTransfer
	PROCEDURE CODE			id-DUCURadioInformationTransfer
	CRITICALITY				ignore
}

cUDURadioInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CUDURadioInformationTransfer
	PROCEDURE CODE			id-CUDURadioInformationTransfer
	CRITICALITY				ignore
}

bAPMappingConfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BAPMappingConfiguration
	SUCCESSFUL OUTCOME		BAPMappingConfigurationAcknowledge
	UNSUCCESSFUL OUTCOME	BAPMappingConfigurationFailure
	PROCEDURE CODE			id-BAPMappingConfiguration
	CRITICALITY				reject
}

gNBDUResourceConfiguration F1AP-ELEMENTARY-PROCEDURE ::= { 
	INITIATING MESSAGE		GNBDUResourceConfiguration
	SUCCESSFUL OUTCOME		GNBDUResourceConfigurationAcknowledge
	UNSUCCESSFUL OUTCOME	GNBDUResourceConfigurationFailure
	PROCEDURE CODE			id-GNBDUResourceConfiguration
	CRITICALITY				reject
}

iABTNLAddressAllocation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		IABTNLAddressRequest
	SUCCESSFUL OUTCOME		IABTNLAddressResponse
	UNSUCCESSFUL OUTCOME	IABTNLAddressFailure
	PROCEDURE CODE			id-IABTNLAddressAllocation
	CRITICALITY				reject
}

iABUPConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		IABUPConfigurationUpdateRequest
	SUCCESSFUL OUTCOME		IABUPConfigurationUpdateResponse
	UNSUCCESSFUL OUTCOME	IABUPConfigurationUpdateFailure
	PROCEDURE CODE			id-IABUPConfigurationUpdate
	CRITICALITY				reject
}

resourceStatusReportingInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResourceStatusRequest
	SUCCESSFUL OUTCOME		ResourceStatusResponse
	UNSUCCESSFUL OUTCOME	ResourceStatusFailure
	PROCEDURE CODE			id-resourceStatusReportingInitiation
	CRITICALITY				reject
}

resourceStatusReporting F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResourceStatusUpdate
	PROCEDURE CODE			id-resourceStatusReporting
	CRITICALITY				ignore
}

accessAndMobilityIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AccessAndMobilityIndication
	PROCEDURE CODE			id-accessAndMobilityIndication
	CRITICALITY				ignore
}

referenceTimeInformationReportingControl F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ReferenceTimeInformationReportingControl
	PROCEDURE CODE			id-ReferenceTimeInformationReportingControl
	CRITICALITY				ignore
}

referenceTimeInformationReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ReferenceTimeInformationReport
	PROCEDURE CODE			id-ReferenceTimeInformationReport
	CRITICALITY				ignore
}

accessSuccess F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AccessSuccess
	PROCEDURE CODE			id-accessSuccess
	CRITICALITY				ignore
}

cellTrafficTrace F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CellTrafficTrace
	PROCEDURE CODE			id-cellTrafficTrace
	CRITICALITY				ignore
}

positioningAssistanceInformationControl F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningAssistanceInformationControl
	PROCEDURE CODE			id-PositioningAssistanceInformationControl
	CRITICALITY				ignore
}

positioningAssistanceInformationFeedback F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningAssistanceInformationFeedback
	PROCEDURE CODE			id-PositioningAssistanceInformationFeedback
	CRITICALITY				ignore
}

positioningMeasurementExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementRequest
	SUCCESSFUL OUTCOME		PositioningMeasurementResponse
	UNSUCCESSFUL OUTCOME	PositioningMeasurementFailure
	PROCEDURE CODE			id-PositioningMeasurementExchange
	CRITICALITY				reject
}

positioningMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementReport
	PROCEDURE CODE			id-PositioningMeasurementReport
	CRITICALITY				ignore
}

positioningMeasurementAbort F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementAbort
	PROCEDURE CODE			id-PositioningMeasurementAbort
	CRITICALITY				ignore
}

positioningMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementFailureIndication
	PROCEDURE CODE			id-PositioningMeasurementFailureIndication
	CRITICALITY				ignore
}

positioningMeasurementUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementUpdate
	PROCEDURE CODE			id-PositioningMeasurementUpdate
	CRITICALITY				ignore
}


tRPInformationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TRPInformationRequest
	SUCCESSFUL OUTCOME		TRPInformationResponse
	UNSUCCESSFUL OUTCOME	TRPInformationFailure
	PROCEDURE CODE			id-TRPInformationExchange
	CRITICALITY				reject
}

positioningInformationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationRequest
	SUCCESSFUL OUTCOME		PositioningInformationResponse
	UNSUCCESSFUL OUTCOME	PositioningInformationFailure
	PROCEDURE CODE			id-PositioningInformationExchange
	CRITICALITY				reject
}

positioningActivation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningActivationRequest
	SUCCESSFUL OUTCOME		PositioningActivationResponse
	UNSUCCESSFUL OUTCOME	PositioningActivationFailure
	PROCEDURE CODE			id-PositioningActivation
	CRITICALITY				reject
}

positioningDeactivation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningDeactivation
	PROCEDURE CODE			id-PositioningDeactivation
	CRITICALITY				ignore
}

e-CIDMeasurementInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		E-CIDMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	E-CIDMeasurementInitiationFailure
	PROCEDURE CODE			id-E-CIDMeasurementInitiation
	CRITICALITY				reject
}

e-CIDMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementFailureIndication
	PROCEDURE CODE			id-E-CIDMeasurementFailureIndication
	CRITICALITY				ignore
}

e-CIDMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementReport
	PROCEDURE CODE			id-E-CIDMeasurementReport
	CRITICALITY				ignore
}

e-CIDMeasurementTermination F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementTerminationCommand
	PROCEDURE CODE			id-E-CIDMeasurementTermination
	CRITICALITY				ignore
}

positioningInformationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationUpdate
	PROCEDURE CODE			id-PositioningInformationUpdate
	CRITICALITY				ignore
}

broadcastContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextSetupRequest
	SUCCESSFUL OUTCOME		BroadcastContextSetupResponse
	UNSUCCESSFUL OUTCOME	BroadcastContextSetupFailure
	PROCEDURE CODE			id-BroadcastContextSetup
	CRITICALITY				reject
}

broadcastContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextReleaseCommand
	SUCCESSFUL OUTCOME		BroadcastContextReleaseComplete
	PROCEDURE CODE			id-BroadcastContextRelease
	CRITICALITY				reject
}

broadcastContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextReleaseRequest
	PROCEDURE CODE			id-BroadcastContextReleaseRequest
	CRITICALITY				reject
}

broadcastContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextModificationRequest
	SUCCESSFUL OUTCOME		BroadcastContextModificationResponse
	UNSUCCESSFUL OUTCOME	BroadcastContextModificationFailure
	PROCEDURE CODE			id-BroadcastContextModification
	CRITICALITY				reject
}

multicastGroupPaging F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastGroupPaging
	PROCEDURE CODE			id-MulticastGroupPaging
	CRITICALITY				ignore
}


multicastContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextSetupRequest
	SUCCESSFUL OUTCOME		MulticastContextSetupResponse
	UNSUCCESSFUL OUTCOME	MulticastContextSetupFailure
	PROCEDURE CODE			id-MulticastContextSetup
	CRITICALITY				reject
}

multicastContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextReleaseCommand
	SUCCESSFUL OUTCOME		MulticastContextReleaseComplete
	PROCEDURE CODE			id-MulticastContextRelease
	CRITICALITY				reject
}

multicastContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextReleaseRequest
	PROCEDURE CODE			id-MulticastContextReleaseRequest
	CRITICALITY				reject
}

multicastContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextModificationRequest
	SUCCESSFUL OUTCOME		MulticastContextModificationResponse
	UNSUCCESSFUL OUTCOME	MulticastContextModificationFailure
	PROCEDURE CODE			id-MulticastContextModification
	CRITICALITY				reject
}

multicastDistributionSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastDistributionSetupRequest
	SUCCESSFUL OUTCOME		MulticastDistributionSetupResponse
	UNSUCCESSFUL OUTCOME	MulticastDistributionSetupFailure
	PROCEDURE CODE			id-MulticastDistributionSetup
	CRITICALITY				reject
}

multicastDistributionRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastDistributionReleaseCommand
	SUCCESSFUL OUTCOME		MulticastDistributionReleaseComplete
	PROCEDURE CODE			id-MulticastDistributionRelease
	CRITICALITY				reject
}


pDCMeasurementInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		PDCMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	PDCMeasurementInitiationFailure
	PROCEDURE CODE			id-PDCMeasurementInitiation
	CRITICALITY				reject
}

pDCMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementReport
	PROCEDURE CODE			id-PDCMeasurementReport
	CRITICALITY				ignore
}

pDCMeasurementTerminationCommand F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementTerminationCommand
	PROCEDURE CODE			id-PDCMeasurementTerminationCommand
	CRITICALITY				ignore
}

pDCMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementFailureIndication
	PROCEDURE CODE			id-PDCMeasurementFailureIndication
	CRITICALITY				ignore
}

pRSConfigurationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PRSConfigurationRequest
	SUCCESSFUL OUTCOME		PRSConfigurationResponse
	UNSUCCESSFUL OUTCOME	PRSConfigurationFailure
	PROCEDURE CODE			id-pRSConfigurationExchange
	CRITICALITY				reject
}

measurementPreconfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementPreconfigurationRequired
	SUCCESSFUL OUTCOME		MeasurementPreconfigurationConfirm
	UNSUCCESSFUL OUTCOME	MeasurementPreconfigurationRefuse
	PROCEDURE CODE			id-measurementPreconfiguration
	CRITICALITY				reject
}
 

measurementActivation		F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

qoEInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransfer
	PROCEDURE CODE			id-QoEInformationTransfer 
	CRITICALITY				ignore
}

posSystemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PosSystemInformationDeliveryCommand
	PROCEDURE CODE			id-PosSystemInformationDeliveryCommand
	CRITICALITY				ignore
}

dUCUCellSwitchNotification 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCUCellSwitchNotification
	PROCEDURE CODE			id-DUCUCellSwitchNotification
	CRITICALITY				ignore
}

cUDUCellSwitchNotification 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CUDUCellSwitchNotification
	PROCEDURE CODE			id-CUDUCellSwitchNotification
	CRITICALITY				ignore
}


dUCUTAInformationTransfer 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCUTAInformationTransfer
	PROCEDURE CODE			id-DUCUTAInformationTransfer
	CRITICALITY				ignore
}

cUDUTAInformationTransfer 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CUDUTAInformationTransfer
	PROCEDURE CODE			id-CUDUTAInformationTransfer
	CRITICALITY				ignore
}

qoEInformationTransferControl F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransferControl
	PROCEDURE CODE			id-QoEInformationTransferControl
	CRITICALITY				ignore
}

rachIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RachIndication
	PROCEDURE CODE			id-RachIndication 
	CRITICALITY				ignore
}

timingSynchronisationStatus F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TimingSynchronisationStatusRequest
	SUCCESSFUL OUTCOME		TimingSynchronisationStatusResponse
	UNSUCCESSFUL OUTCOME	TimingSynchronisationStatusFailure
	PROCEDURE CODE			id-TimingSynchronisationStatus
	CRITICALITY				reject
}

timingSynchronisationStatusReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TimingSynchronisationStatusReport
	PROCEDURE CODE			id-TimingSynchronisationStatusReport
	CRITICALITY				ignore
}

mIABF1SetupTriggering F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MIABF1SetupTriggering
	PROCEDURE CODE			id-MIABF1SetupTriggering
	CRITICALITY				ignore
}

mIABF1SetupOutcomeNotification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MIABF1SetupOutcomeNotification
	PROCEDURE CODE			id-MIABF1SetupOutcomeNotification
	CRITICALITY				ignore
}

multicastContextNotification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextNotificationIndication
	SUCCESSFUL OUTCOME		MulticastContextNotificationConfirm
	UNSUCCESSFUL OUTCOME	MulticastContextNotificationRefuse
	PROCEDURE CODE			id-MulticastContextNotification
	CRITICALITY				reject
}

multicastCommonConfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastCommonConfigurationRequest
	SUCCESSFUL OUTCOME		MulticastCommonConfigurationResponse
	UNSUCCESSFUL OUTCOME	MulticastCommonConfigurationRefuse
	PROCEDURE CODE			id-MulticastCommonConfiguration
	CRITICALITY				reject
}


broadcastTransportResourceRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastTransportResourceRequest
	PROCEDURE CODE			id-BroadcastTransportResourceRequest
	CRITICALITY				reject
}

dUCUAccessAndMobilityIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCUAccessAndMobilityIndication
	PROCEDURE CODE			id-DUCUAccessAndMobilityIndication
	CRITICALITY				ignore
}

sRSInformationReservationNotification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SRSInformationReservationNotification
	PROCEDURE CODE			id-SRSInformationReservationNotification
	CRITICALITY				reject
}


END
-- ASN1STOP 
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DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
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--
-- **************************************************************
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FROM F1AP-Constants;


-- **************************************************************
--
-- RESET ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Reset
--
-- **************************************************************

Reset ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResetIEs} },
	...
}

ResetIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-ResetType					CRITICALITY reject	TYPE ResetType					PRESENCE mandatory	},
	...
}

ResetType ::= CHOICE {
	f1-Interface					ResetAll,
	partOfF1-Interface				UE-associatedLogicalF1-ConnectionListRes, 
	choice-extension				ProtocolIE-SingleContainer { { ResetType-ExtIEs} }
}

ResetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


ResetAll ::= ENUMERATED {
	reset-all,
	...
}

UE-associatedLogicalF1-ConnectionListRes ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemRes } }

UE-associatedLogicalF1-ConnectionItemRes F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-associatedLogicalF1-ConnectionItem	CRITICALITY reject	TYPE UE-associatedLogicalF1-ConnectionItem	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Reset Acknowledge
--
-- **************************************************************

ResetAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResetAcknowledgeIEs} },
	...
}

ResetAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID									CRITICALITY reject	TYPE TransactionID													PRESENCE mandatory	}|
	{ ID id-UE-associatedLogicalF1-ConnectionListResAck		CRITICALITY ignore	TYPE UE-associatedLogicalF1-ConnectionListResAck			PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

UE-associatedLogicalF1-ConnectionListResAck ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemResAck } }

UE-associatedLogicalF1-ConnectionItemResAck 	F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-associatedLogicalF1-ConnectionItem	 CRITICALITY ignore 	TYPE UE-associatedLogicalF1-ConnectionItem  	PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- ERROR INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Error Indication
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ErrorIndicationIEs}},
	...
}

ErrorIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory}|
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-CU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- F1 SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- F1 Setup Request
--
-- **************************************************************

F1SetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupRequestIEs} },
	...
}

F1SetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-ID						CRITICALITY reject	TYPE GNB-DU-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-Name						CRITICALITY ignore	TYPE GNB-DU-Name						PRESENCE optional	}|
	{ ID id-gNB-DU-Served-Cells-List		CRITICALITY reject	TYPE GNB-DU-Served-Cells-List			PRESENCE optional	}|
	{ ID id-GNB-DU-RRC-Version				CRITICALITY reject	TYPE RRC-Version						PRESENCE mandatory	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-BAPAddress						CRITICALITY ignore	TYPE BAPAddress							PRESENCE optional	}|
	{ ID id-Extended-GNB-DU-Name			CRITICALITY ignore	TYPE Extended-GNB-DU-Name				PRESENCE optional	}|
	{ ID id-RRC-Terminating-IAB-Donor-gNB-ID	CRITICALITY reject	TYPE GlobalGNB-ID					PRESENCE optional }|
	{ ID id-Mobile-IAB-MTUserLocationInformation	CRITICALITY ignore	TYPE Mobile-IAB-MTUserLocationInformation 		PRESENCE optional	},
	...
} 


GNB-DU-Served-Cells-List 	::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { GNB-DU-Served-Cells-ItemIEs } }

GNB-DU-Served-Cells-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-GNB-DU-Served-Cells-Item		CRITICALITY reject	TYPE		GNB-DU-Served-Cells-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- F1 Setup Response
--
-- **************************************************************

F1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupResponseIEs} },
	...
}


F1SetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-CU-Name						CRITICALITY ignore	TYPE GNB-CU-Name						PRESENCE optional	}|
	{ ID id-Cells-to-be-Activated-List		CRITICALITY reject	TYPE Cells-to-be-Activated-List			PRESENCE optional	}|
	{ ID id-GNB-CU-RRC-Version				CRITICALITY reject	TYPE RRC-Version						PRESENCE mandatory	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping	CRITICALITY reject	TYPE UL-BH-Non-UP-Traffic-Mapping		PRESENCE optional	}|
	{ ID id-BAPAddress						CRITICALITY ignore	TYPE BAPAddress							PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name			CRITICALITY ignore	TYPE Extended-GNB-CU-Name				PRESENCE optional	}|
	{ ID id-NCGI-to-be-Updated-List			CRITICALITY reject	TYPE NCGI-to-be-Updated-List			PRESENCE optional	},
	...
}


Cells-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Activated-List-ItemIEs } }

Cells-to-be-Activated-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-Cells-to-be-Activated-List-Item				CRITICALITY reject	TYPE Cells-to-be-Activated-List-Item						PRESENCE mandatory},
	...
}


NCGI-to-be-Updated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { NCGI-to-be-Updated-List-ItemIEs } }

NCGI-to-be-Updated-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-NCGI-to-be-Updated-List-Item				CRITICALITY reject	TYPE NCGI-to-be-Updated-List-Item						PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- F1 Setup Failure
--
-- **************************************************************

F1SetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupFailureIEs} },
	...
}

F1SetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE
--
-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },
	...
}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID												PRESENCE mandatory	}|
	{ ID id-Served-Cells-To-Add-List				CRITICALITY reject	TYPE Served-Cells-To-Add-List								PRESENCE optional	}|
	{ ID id-Served-Cells-To-Modify-List				CRITICALITY reject	TYPE Served-Cells-To-Modify-List							PRESENCE optional	}|
	{ ID id-Served-Cells-To-Delete-List				CRITICALITY reject	TYPE Served-Cells-To-Delete-List							PRESENCE optional	}|
	{ ID id-Cells-Status-List						CRITICALITY reject	TYPE Cells-Status-List											PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List		CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List					PRESENCE optional	}|
	{ ID id-gNB-DU-ID								CRITICALITY reject	TYPE GNB-DU-ID													PRESENCE optional	}|
	{ ID id-GNB-DU-TNL-Association-To-Remove-List	CRITICALITY reject	TYPE GNB-DU-TNL-Association-To-Remove-List				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info			CRITICALITY ignore	TYPE Transport-Layer-Address-Info							PRESENCE optional	}|
	{ ID id-Coverage-Modification-Notification		CRITICALITY ignore	TYPE Coverage-Modification-Notification					PRESENCE optional	}|
	{ ID id-gNB-DU-Name								CRITICALITY ignore	TYPE GNB-DU-Name												PRESENCE optional	}|
	{ ID id-Extended-GNB-DU-Name					CRITICALITY ignore	TYPE Extended-GNB-DU-Name										PRESENCE optional	}|
	{ ID id-RRC-Terminating-IAB-Donor-Related-Info	CRITICALITY reject	TYPE RRC-Terminating-IAB-Donor-Related-Info	         PRESENCE optional }|
	{ ID id-Mobile-IAB-MTUserLocationInformation    CRITICALITY ignore	TYPE Mobile-IAB-MTUserLocationInformation 		      PRESENCE optional	},
	...
} 

Served-Cells-To-Add-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }
Served-Cells-To-Modify-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }
Served-Cells-To-Delete-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }
Cells-Status-List	::= SEQUENCE (SIZE(0.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Status-ItemIEs } }

Dedicated-SIDelivery-NeededUE-List::= SEQUENCE (SIZE(1.. maxnoofUEIDs))	OF ProtocolIE-SingleContainer { { Dedicated-SIDelivery-NeededUE-ItemIEs } }

GNB-DU-TNL-Association-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-DU-TNL-Association-To-Remove-ItemIEs } }


Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Add-Item		CRITICALITY reject	TYPE	Served-Cells-To-Add-Item				PRESENCE mandatory	},
	...
}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Modify-Item			CRITICALITY reject	TYPE		Served-Cells-To-Modify-Item							PRESENCE mandatory	},
	...
}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Delete-Item				CRITICALITY reject	TYPE		Served-Cells-To-Delete-Item					PRESENCE mandatory	},
	...
}

Cells-Status-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Status-Item				CRITICALITY reject	TYPE		Cells-Status-Item					PRESENCE mandatory	},
	...
}

Dedicated-SIDelivery-NeededUE-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Dedicated-SIDelivery-NeededUE-Item		CRITICALITY ignore	TYPE	Dedicated-SIDelivery-NeededUE-Item				PRESENCE mandatory	},
	...
} 

GNB-DU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-DU-TNL-Association-To-Remove-Item		CRITICALITY reject	TYPE	 GNB-DU-TNL-Association-To-Remove-Item			PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

GNBDUConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateAcknowledgeIEs} },
	...
}


GNBDUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List			CRITICALITY reject	TYPE Cells-to-be-Activated-List				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List		CRITICALITY reject	TYPE Cells-to-be-Deactivated-List			PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info			PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping		CRITICALITY reject	TYPE UL-BH-Non-UP-Traffic-Mapping			PRESENCE optional	}|
	{ ID id-BAPAddress							CRITICALITY ignore  TYPE BAPAddress									PRESENCE optional }|
	{ ID id-CellsForSON-List					CRITICALITY ignore  TYPE CellsForSON-List							PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

GNBDUConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateFailureIEs} },
	...
}

GNBDUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE
--
-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },
	...
}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE	TransactionID											PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List				CRITICALITY reject	TYPE	Cells-to-be-Activated-List							PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List			CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List						PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Add-List		CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Add-List				PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Remove-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Remove-List			PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Update-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Update-List			PRESENCE optional	}|
	{ ID id-Cells-to-be-Barred-List					CRITICALITY ignore	TYPE	Cells-to-be-Barred-List								PRESENCE optional	}|
	{ ID id-Protected-EUTRA-Resources-List			CRITICALITY reject	TYPE	Protected-EUTRA-Resources-List					PRESENCE optional	}|
	{ ID id-Neighbour-Cell-Information-List			CRITICALITY ignore	TYPE	Neighbour-Cell-Information-List					PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info			CRITICALITY ignore	TYPE	Transport-Layer-Address-Info						PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping			CRITICALITY reject	TYPE	UL-BH-Non-UP-Traffic-Mapping						PRESENCE optional	}|
	{ ID id-BAPAddress								CRITICALITY ignore  TYPE 	BAPAddress												PRESENCE optional }|
	{ ID id-CCO-Assistance-Information				CRITICALITY ignore	TYPE 	CCO-Assistance-Information							PRESENCE optional	}|
	{ ID id-CellsForSON-List						CRITICALITY ignore	TYPE	CellsForSON-List										PRESENCE optional }|
	{ ID id-gNB-CU-Name								CRITICALITY ignore	TYPE	GNB-CU-Name												PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name					CRITICALITY ignore	TYPE	Extended-GNB-CU-Name									PRESENCE optional	}|
	{ ID id-Cells-Allowed-to-be-Deactivated-List			CRITICALITY ignore	TYPE	Cells-Allowed-to-be-Deactivated-List		PRESENCE optional	},
	...
} 

Cells-to-be-Deactivated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Deactivated-List-ItemIEs } }
GNB-CU-TNL-Association-To-Add-List		::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Add-ItemIEs } }
GNB-CU-TNL-Association-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Remove-ItemIEs } }
GNB-CU-TNL-Association-To-Update-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Update-ItemIEs } }
Cells-to-be-Barred-List			::= SEQUENCE(SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { Cells-to-be-Barred-ItemIEs } }

Cells-Allowed-to-be-Deactivated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Allowed-to-be-Deactivated-List-ItemIEs } }

Cells-Allowed-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Allowed-to-be-Deactivated-List-Item	CRITICALITY ignore	TYPE	Cells-Allowed-to-be-Deactivated-List-Item	PRESENCE mandatory },
	...
}


Cells-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-to-be-Deactivated-List-Item						CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List-Item					PRESENCE mandatory	},
	...
}


GNB-CU-TNL-Association-To-Add-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Add-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Add-Item			PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Remove-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Remove-Item			PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-To-Update-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Update-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Update-Item			PRESENCE mandatory	},
	...
}

Cells-to-be-Barred-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-to-be-Barred-Item		CRITICALITY ignore	TYPE	 Cells-to-be-Barred-Item				PRESENCE mandatory	},
	...
}

Protected-EUTRA-Resources-List ::= SEQUENCE (SIZE(1.. maxCellineNB))	OF ProtocolIE-SingleContainer { { Protected-EUTRA-Resources-ItemIEs } }
Protected-EUTRA-Resources-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Protected-EUTRA-Resources-Item 					CRITICALITY reject 	TYPE Protected-EUTRA-Resources-Item							PRESENCE mandatory},
	...
}

Neighbour-Cell-Information-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Neighbour-Cell-Information-ItemIEs } }
Neighbour-Cell-Information-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Neighbour-Cell-Information-Item 					CRITICALITY ignore 	TYPE Neighbour-Cell-Information-Item							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },
	...
}


GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID								CRITICALITY reject	TYPE TransactionID											PRESENCE mandatory	}|
	{ ID id-Cells-Failed-to-be-Activated-List			CRITICALITY reject	TYPE Cells-Failed-to-be-Activated-List				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-Setup-List			CRITICALITY ignore	TYPE GNB-CU-TNL-Association-Setup-List				PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-List	CRITICALITY ignore	TYPE GNB-CU-TNL-Association-Failed-To-Setup-List	PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List				CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info				CRITICALITY ignore	TYPE Transport-Layer-Address-Info						PRESENCE optional	}|
	{ ID id-Cells-With-SSBs-Activated-List				CRITICALITY ignore	TYPE Cells-With-SSBs-Activated-List					PRESENCE optional	},
	...
}

Cells-Failed-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Failed-to-be-Activated-List-ItemIEs } }
GNB-CU-TNL-Association-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Setup-ItemIEs } }
GNB-CU-TNL-Association-Failed-To-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs } }

Cells-Failed-to-be-Activated-List-ItemIEs F1AP-PROTOCOL-IES		::= {
	{ ID id-Cells-Failed-to-be-Activated-List-Item		CRITICALITY reject	TYPE Cells-Failed-to-be-Activated-List-Item		PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-Setup-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-Setup-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-Setup-Item			PRESENCE mandatory	},
	...
}


GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-Failed-To-Setup-Item			PRESENCE mandatory	},
	...
}



-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },
	...
}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU RESOURCE COORDINATION REQUEST 
--
-- **************************************************************

GNBDUResourceCoordinationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{GNBDUResourceCoordinationRequest-IEs}},
	...
}

GNBDUResourceCoordinationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID									CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-RequestType										CRITICALITY reject	TYPE RequestType										PRESENCE mandatory	}|
	{ ID id-EUTRA-NR-CellResourceCoordinationReq-Container	CRITICALITY reject	TYPE EUTRA-NR-CellResourceCoordinationReq-Container	PRESENCE mandatory}|
	{ ID id-IgnoreResourceCoordinationContainer				CRITICALITY reject	TYPE IgnoreResourceCoordinationContainer		PRESENCE optional },
	...
}


-- **************************************************************
--
-- GNB-DU RESOURCE COORDINATION RESPONSE 
--
-- **************************************************************

GNBDUResourceCoordinationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{GNBDUResourceCoordinationResponse-IEs}},
	...
}

GNBDUResourceCoordinationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID										CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-EUTRA-NR-CellResourceCoordinationReqAck-Container	CRITICALITY reject	TYPE EUTRA-NR-CellResourceCoordinationReqAck-Container		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- UE Context Setup ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT SETUP REQUEST
--
-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupRequestIEs} },
	...
}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional 	}|
	{ ID id-SpCell-ID								CRITICALITY reject	TYPE NRCGI												PRESENCE mandatory	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE mandatory	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE mandatory}|
	{ ID id-Candidate-SpCell-List					CRITICALITY ignore	TYPE Candidate-SpCell-List							PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-SCell-ToBeSetup-List					CRITICALITY ignore	TYPE SCell-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-SRBs-ToBeSetup-List						CRITICALITY reject	TYPE SRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetup-List						CRITICALITY reject	TYPE DRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY ignore	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional	}|
	{ ID id-ServingPLMN								CRITICALITY ignore	TYPE PLMN-Identity										PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE conditional }|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-new-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional }|
	{ ID id-RANUEID									CRITICALITY ignore	TYPE RANUEID											PRESENCE optional	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-BHChannels-ToBeSetup-List				CRITICALITY reject	TYPE BHChannels-ToBeSetup-List						PRESENCE optional	}|
	{ ID id-ConfiguredBAPAddress					CRITICALITY reject	TYPE BAPAddress											PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetup-List					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-List							PRESENCE optional	}|
	{ ID id-ConditionalInterDUMobilityInformation	CRITICALITY reject	TYPE ConditionalInterDUMobilityInformation		PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE 		MDTPLMNList									PRESENCE optional }|
	{ ID id-ServingNID								CRITICALITY reject	TYPE NID												PRESENCE optional }|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-F1CTransferPathNRDC						CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator			CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest								PRESENCE optional }|
	{ ID id-CG-SDTSessionInfoOld					CRITICALITY ignore	TYPE CG-SDTSessionInfo									PRESENCE optional }|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR					CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UuRLCChannelToBeSetupList				CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList				CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PathSwitchConfiguration					CRITICALITY ignore	TYPE PathSwitchConfiguration				 			PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList			CRITICALITY ignore  TYPE GNBDUUESliceMaximumBitRateList 				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList			CRITICALITY reject	TYPE MulticastMBSSessionList							PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-List				PRESENCE optional	}|
	{ ID id-ServingCellMO-List						CRITICALITY ignore	TYPE ServingCellMO-List									PRESENCE optional	}|
	{ ID id-NetworkControlledRepeaterAuthorized		CRITICALITY ignore	TYPE NetworkControlledRepeaterAuthorized			PRESENCE optional	}|
	{ ID id-SDT-Volume-Threshold						CRITICALITY ignore	TYPE SDT-Volume-Threshold								PRESENCE optional  }|
	{ ID id-LTMInformation-Setup					CRITICALITY reject	TYPE LTMInformation-Setup								PRESENCE optional	}|
	{ ID id-LTMConfigurationIDMappingList			CRITICALITY reject	TYPE LTMConfigurationIDMappingList					PRESENCE optional	}|
	{ ID id-EarlySyncInformation-Request			CRITICALITY ignore	TYPE EarlySyncInformation-Request					PRESENCE optional	}|	
	{ ID id-PathAdditionInformation				CRITICALITY reject	TYPE PathAdditionInformation							PRESENCE optional}|
	{ ID id-NRA2XServicesAuthorized					CRITICALITY ignore	TYPE NRA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized				CRITICALITY ignore	TYPE LTEA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrateForA2X		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
[bookmark: _Hlk160487418]	{ ID id-LTEUESidelinkAggregateMaximumBitrateForA2X	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-DLLBTFailureInformationRequest				CRITICALITY ignore	TYPE DLLBTFailureInformationRequest				PRESENCE optional }|
	{ ID id-SLPositioning-Ranging-Service-Info		CRITICALITY ignore	TYPE SLPositioning-Ranging-Service-Info						PRESENCE optional	},
	...
} 

Candidate-SpCell-List::= SEQUENCE (SIZE(1..maxnoofCandidateSpCells)) OF ProtocolIE-SingleContainer { { Candidate-SpCell-ItemIEs} }
SCell-ToBeSetup-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetup-ItemIEs} }
SRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetup-ItemIEs} }
DRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetup-ItemIEs} }
BHChannels-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeSetup-ItemIEs} }
SLDRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeSetup-ItemIEs} }
UE-MulticastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeSetup-ItemIEs} }
ServingCellMO-List ::= SEQUENCE (SIZE(1..maxnoofServingCellMOs)) OF ProtocolIE-SingleContainer { { ServingCellMO-List-ItemIEs} }

Candidate-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Candidate-SpCell-Item					CRITICALITY ignore	TYPE Candidate-SpCell-Item						PRESENCE mandatory	},
	...
}


SCell-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeSetup-Item						CRITICALITY ignore	TYPE SCell-ToBeSetup-Item					PRESENCE mandatory	},
	...
}

SRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeSetup-Item		CRITICALITY reject		TYPE SRBs-ToBeSetup-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeSetup-Item					CRITICALITY reject	TYPE DRBs-ToBeSetup-Item					PRESENCE mandatory},
	...
}

BHChannels-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeSetup-Item					CRITICALITY reject	TYPE BHChannels-ToBeSetup-Item					PRESENCE mandatory},
	...
}

SLDRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeSetup-Item					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-Item					PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeSetup-Item			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-Item			PRESENCE mandatory},
	...
}

ServingCellMO-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-ServingCellMO-List-Item			CRITICALITY reject	TYPE ServingCellMO-List-Item	PRESENCE mandatory},
	...
}
-- **************************************************************
--
-- UE CONTEXT SETUP RESPONSE
--
-- **************************************************************

UEContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupResponseIEs} },
	...
}


UEContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-DUtoCURRCInformation					CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE mandatory }|
	{ ID id-C-RNTI									CRITICALITY ignore	TYPE C-RNTI											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer	PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration								PRESENCE optional	}|
	{ ID id-DRBs-Setup-List							CRITICALITY ignore	TYPE DRBs-Setup-List								PRESENCE optional	}|
	{ ID id-SRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE SRBs-FailedToBeSetup-List					PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE DRBs-FailedToBeSetup-List					PRESENCE optional	}|
	{ ID id-SCell-FailedtoSetup-List				CRITICALITY ignore	TYPE SCell-FailedtoSetup-List					PRESENCE optional	}|
	{ ID id-InactivityMonitoringResponse			CRITICALITY reject	TYPE InactivityMonitoringResponse				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-SRBs-Setup-List							CRITICALITY ignore	TYPE SRBs-Setup-List								PRESENCE optional	}|
	{ ID id-BHChannels-Setup-List					CRITICALITY ignore	TYPE BHChannels-Setup-List						PRESENCE optional	}|
	{ ID id-BHChannels-FailedToBeSetup-List			CRITICALITY ignore	TYPE BHChannels-FailedToBeSetup-List			PRESENCE optional	}|
	{ ID id-SLDRBs-Setup-List						CRITICALITY ignore	TYPE SLDRBs-Setup-List								PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetup-List				PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID				CRITICALITY reject	TYPE NRCGI											PRESENCE optional}|
	{ ID id-SCGActivationStatus						CRITICALITY ignore	TYPE SCGActivationStatus							PRESENCE optional }|
	{ ID id-UuRLCChannelSetupList					CRITICALITY ignore	TYPE UuRLCChannelSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeSetupList			CRITICALITY ignore	TYPE UuRLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-PC5RLCChannelSetupList					CRITICALITY ignore	TYPE PC5RLCChannelSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeSetupList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-ServingCellMO-encoded-in-CGC-List		CRITICALITY ignore	TYPE ServingCellMO-encoded-in-CGC-List			PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-Setupnew-List			CRITICALITY reject	TYPE UE-MulticastMRBs-Setupnew-List				PRESENCE optional}|
	{ ID id-DedicatedSIDeliveryIndication			CRITICALITY ignore	TYPE DedicatedSIDeliveryIndication				PRESENCE optional}|
	{ ID id-Configured-BWP-List						CRITICALITY ignore	TYPE Configured-BWP-List								PRESENCE optional}|
	{ ID id-EarlySyncInformation					CRITICALITY ignore	TYPE EarlySyncInformation							PRESENCE optional	}|
	{ ID id-LTMConfiguration						CRITICALITY ignore	TYPE LTMConfiguration								PRESENCE optional	}|
	{ ID id-S-CPAC-Configuration					CRITICALITY ignore	TYPE S-CPAC-Configuration							PRESENCE optional	},
	...
}

DRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Setup-ItemIEs} }


SRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetup-ItemIEs} }
DRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetup-ItemIEs} }
SCell-FailedtoSetup-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-FailedtoSetup-ItemIEs} }
SRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Setup-ItemIEs} }
BHChannels-Setup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Setup-ItemIEs} }
BHChannels-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeSetup-ItemIEs} }

DRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Setup-Item						CRITICALITY ignore	TYPE DRBs-Setup-Item						PRESENCE mandatory},
	...
}

SRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Setup-Item						CRITICALITY ignore	TYPE SRBs-Setup-Item						PRESENCE mandatory},
	...
}

SRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-FailedToBeSetup-Item		CRITICALITY ignore		TYPE SRBs-FailedToBeSetup-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeSetup-Item			PRESENCE mandatory},
	...
}

SCell-FailedtoSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-FailedtoSetup-Item			CRITICALITY ignore	TYPE SCell-FailedtoSetup-Item			PRESENCE mandatory},
	...
}

BHChannels-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Setup-Item						CRITICALITY ignore	TYPE BHChannels-Setup-Item						PRESENCE mandatory},
	...
}

BHChannels-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeSetup-Item						CRITICALITY ignore	TYPE BHChannels-FailedToBeSetup-Item		PRESENCE mandatory},
	...
}

SLDRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Setup-ItemIEs} }

SLDRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeSetup-ItemIEs} }

SLDRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Setup-Item						CRITICALITY ignore	TYPE SLDRBs-Setup-Item						PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetup-Item			PRESENCE mandatory},
	...
}

UE-MulticastMRBs-Setupnew-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-Setupnew-ItemIEs } }

UE-MulticastMRBs-Setupnew-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-Setupnew-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-Setupnew-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT SETUP FAILURE
--
-- **************************************************************

UEContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupFailureIEs} },
	...
}

UEContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	}|
	{ ID id-Potential-SpCell-List		CRITICALITY ignore	TYPE Potential-SpCell-List		PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID	CRITICALITY reject	TYPE NRCGI						PRESENCE optional},
	...
}

Potential-SpCell-List::= SEQUENCE (SIZE(0..maxnoofPotentialSpCells)) OF ProtocolIE-SingleContainer { { Potential-SpCell-ItemIEs} }

Potential-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Potential-SpCell-Item				CRITICALITY ignore	TYPE Potential-SpCell-Item					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE Context Release Request ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Context Release Request
--
-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ UEContextReleaseRequestIEs}},
	...
}

UEContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-targetCellsToCancel				CRITICALITY reject	TYPE TargetCellList					PRESENCE optional		}|
	{ ID id-LTMCells-ToBeReleased-List		CRITICALITY ignore	TYPE LTMCells-ToBeReleased-List		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- UE Context Release (gNB-CU initiated) ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT RELEASE COMMAND 
--
-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextReleaseCommandIEs} },
	...
}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-RRCContainer					CRITICALITY ignore	TYPE RRCContainer					PRESENCE optional	}|
	{ ID id-SRBID							CRITICALITY ignore	TYPE SRBID							PRESENCE conditional	}|
	{ ID id-oldgNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID				PRESENCE optional	}|
	{ ID id-ExecuteDuplication				CRITICALITY ignore	TYPE ExecuteDuplication				PRESENCE optional}|
	{ ID id-RRCDeliveryStatusRequest		CRITICALITY ignore	TYPE RRCDeliveryStatusRequest		PRESENCE optional }|
	{ ID id-targetCellsToCancel				CRITICALITY reject	TYPE TargetCellList					PRESENCE optional}|
	{ ID id-PosConextRevIndication			CRITICALITY reject	TYPE PosConextRevIndication			PRESENCE optional}|
	{ ID id-CG-SDTKeptIndicator				CRITICALITY ignore	TYPE CG-SDTKeptIndicator			PRESENCE optional}|
	{ ID id-LTMCells-ToBeReleased-List		CRITICALITY ignore	TYPE LTMCells-ToBeReleased-List		PRESENCE optional	},
	...
} 

-- **************************************************************
--
-- UE CONTEXT RELEASE COMPLETE
--
-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextReleaseCompleteIEs} },
	...
}


UEContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	}|
	{ ID id-Recommended-SSBs-for-Paging-List		CRITICALITY ignore	TYPE Recommended-SSBs-for-Paging-List		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- UE Context Modification ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequestIEs} },
	...
}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-SpCell-ID								CRITICALITY ignore	TYPE NRCGI												PRESENCE optional	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE optional	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE optional	}|
	{ ID id-TransmissionActionIndicator				CRITICALITY ignore	TYPE TransmissionActionIndicator					PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-RRCReconfigurationCompleteIndicator		CRITICALITY ignore	TYPE RRCReconfigurationCompleteIndicator			PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY reject	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-SCell-ToBeSetupMod-List					CRITICALITY ignore	TYPE SCell-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-SCell-ToBeRemoved-List					CRITICALITY ignore	TYPE SCell-ToBeRemoved-List 							PRESENCE optional }|
	{ ID id-SRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE SRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE DRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeModified-List					CRITICALITY reject	TYPE DRBs-ToBeModified-List							PRESENCE optional	}|
	{ ID id-SRBs-ToBeReleased-List					CRITICALITY reject	TYPE SRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeReleased-List					CRITICALITY reject	TYPE DRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-DRXConfigurationIndicator				CRITICALITY ignore	TYPE DRXConfigurationIndicator						PRESENCE optional	}|
	{ ID id-RLCFailureIndication					CRITICALITY ignore	TYPE RLCFailureIndication								PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentListInformation	CRITICALITY ignore	TYPE UplinkTxDirectCurrentListInformation		PRESENCE optional	}|
	{ ID id-GNB-DUConfigurationQuery				CRITICALITY reject	TYPE GNB-DUConfigurationQuery						PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE optional	}|
	{ ID id-ExecuteDuplication						CRITICALITY ignore	TYPE ExecuteDuplication									PRESENCE optional}|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-NeedforGap								CRITICALITY ignore	TYPE NeedforGap											PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-LowerLayerPresenceStatusChange			CRITICALITY ignore	TYPE LowerLayerPresenceStatusChange				PRESENCE optional	}|
	{ ID id-BHChannels-ToBeSetupMod-List			CRITICALITY reject	TYPE BHChannels-ToBeSetupMod-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeModified-List			CRITICALITY reject	TYPE BHChannels-ToBeModified-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeReleased-List			CRITICALITY reject	TYPE BHChannels-ToBeReleased-List					PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetupMod-List				CRITICALITY reject	TYPE SLDRBs-ToBeSetupMod-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeModified-List				CRITICALITY reject	TYPE SLDRBs-ToBeModified-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeReleased-List				CRITICALITY reject	TYPE SLDRBs-ToBeReleased-List						PRESENCE optional	}|
	{ ID id-ConditionalIntraDUMobilityInformation	CRITICALITY reject	TYPE ConditionalIntraDUMobilityInformation		PRESENCE optional}|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-SCGIndicator							CRITICALITY ignore	TYPE SCGIndicator										PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentTwoCarrierListInfo		CRITICALITY ignore	TYPE UplinkTxDirectCurrentTwoCarrierListInfo	PRESENCE optional	}|
	{ ID id-IABConditionalRRCMessageDeliveryIndication				CRITICALITY reject	TYPE IABConditionalRRCMessageDeliveryIndication							PRESENCE optional	}|
	{ ID id-F1CTransferPathNRDC							CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator				CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest						CRITICALITY ignore	TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CG-SDTQueryIndication						CRITICALITY ignore	TYPE CG-SDTQueryIndication							PRESENCE optional	}|
	{ ID id-FiveG-ProSeAuthorized						CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR						CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UpdatedRemoteUELocalID						CRITICALITY ignore	TYPE RemoteUELocalID				 					PRESENCE optional	}|
	{ ID id-UuRLCChannelToBeSetupList					CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelToBeModifiedList				CRITICALITY reject	TYPE UuRLCChannelToBeModifiedList					PRESENCE optional}|
	{ ID id-UuRLCChannelToBeReleasedList				CRITICALITY reject	TYPE UuRLCChannelToBeReleasedList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList					CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeModifiedList				CRITICALITY reject	TYPE PC5RLCChannelToBeModifiedList				PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeReleasedList				CRITICALITY reject	TYPE PC5RLCChannelToBeReleasedList				PRESENCE optional}|
	{ ID id-PathSwitchConfiguration						CRITICALITY ignore	TYPE PathSwitchConfiguration				 		PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList				CRITICALITY ignore	TYPE GNBDUUESliceMaximumBitRateList				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-MulticastMBSSessionRemoveList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-atModify-List	CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-atModify-List	PRESENCE optional	}|
	{ ID id-UE-MulticastMRBs-ToBeReleased-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeReleased-List			PRESENCE optional	}|
	{ ID id-SLDRXCycleList								CRITICALITY ignore  TYPE SLDRXCycleList 										PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNModificationList		CRITICALITY ignore	TYPE MDTPLMNModificationList						PRESENCE optional }|
	{ ID id-SDTBearerConfigurationQueryIndication		CRITICALITY ignore	TYPE SDTBearerConfigurationQueryIndication		PRESENCE optional }|
	{ ID id-DAPS-HO-Status								CRITICALITY ignore	TYPE DAPS-HO-Status										PRESENCE optional }|
	{ ID id-ServingCellMO-List							CRITICALITY ignore	TYPE ServingCellMO-List								PRESENCE optional	}|
	{ ID id-UlTxDirectCurrentMoreCarrierInformation	    CRITICALITY ignore	TYPE UlTxDirectCurrentMoreCarrierInformation	PRESENCE optional	}|
	{ ID id-CPACMCGInformation							CRITICALITY ignore	TYPE CPACMCGInformation								PRESENCE optional }|
	{ ID id-NetworkControlledRepeaterAuthorized			CRITICALITY ignore	TYPE NetworkControlledRepeaterAuthorized			PRESENCE optional	}|
	{ ID id-SDT-Volume-Threshold							CRITICALITY ignore	TYPE SDT-Volume-Threshold								PRESENCE optional  }|
	{ ID id-LTMInformation-Modify						CRITICALITY reject	TYPE LTMInformation-Modify							PRESENCE optional	}|
	{ ID id-LTMConfigurationIDMappingList				CRITICALITY reject	TYPE LTMConfigurationIDMappingList				PRESENCE optional	}|
	{ ID id-EarlySyncInformation-Request				CRITICALITY ignore	TYPE EarlySyncInformation-Request					PRESENCE optional	}|
	{ ID id-EarlySyncInformation-List					CRITICALITY ignore	TYPE EarlySyncInformation-List						PRESENCE optional	}|
	{ ID id-LTMCells-ToBeReleased-List					CRITICALITY ignore	TYPE LTMCells-ToBeReleased-List					PRESENCE optional	}|
[bookmark: _Hlk160487499]	{ ID id-PathAdditionInformation					CRITICALITY reject	TYPE PathAdditionInformation								PRESENCE optional}|
	{ ID id-NRA2XServicesAuthorized						CRITICALITY ignore	TYPE NRA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized						CRITICALITY ignore	TYPE LTEA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrateForA2X		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrateForA2X	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-DLLBTFailureInformationRequest				CRITICALITY ignore	TYPE DLLBTFailureInformationRequest				PRESENCE optional }|
	{ ID id-SLPositioning-Ranging-Service-Info		CRITICALITY ignore	TYPE SLPositioning-Ranging-Service-Info						PRESENCE optional	},
	...
} 

SCell-ToBeSetupMod-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetupMod-ItemIEs} }
SCell-ToBeRemoved-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeRemoved-ItemIEs} }
SRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetupMod-ItemIEs} }
DRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetupMod-ItemIEs} }
BHChannels-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeSetupMod-ItemIEs} }

DRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeModified-ItemIEs} }
BHChannels-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeModified-ItemIEs} }
SRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeReleased-ItemIEs} }
DRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeReleased-ItemIEs} }
BHChannels-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeReleased-ItemIEs} }
UE-MulticastMRBs-ToBeSetup-atModify-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
										ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeSetup-atModify-ItemIEs} }

UE-MulticastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeReleased-ItemIEs} }

SCell-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeSetupMod-Item			CRITICALITY ignore	TYPE SCell-ToBeSetupMod-Item			PRESENCE mandatory	},
	...
}

SCell-ToBeRemoved-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeRemoved-Item			CRITICALITY ignore	TYPE SCell-ToBeRemoved-Item			PRESENCE mandatory	},
	...
}


SRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE SRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE DRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeModified-Item		CRITICALITY reject	TYPE DRBs-ToBeModified-Item			PRESENCE mandatory},
	...
}


SRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeReleased-Item	CRITICALITY reject	TYPE SRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeReleased-Item		CRITICALITY reject	TYPE DRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeSetupMod-Item		CRITICALITY reject	TYPE BHChannels-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeModified-Item		CRITICALITY reject	TYPE BHChannels-ToBeModified-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeReleased-Item		CRITICALITY reject	TYPE BHChannels-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeSetupMod-ItemIEs} }
SLDRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeModified-ItemIEs} }
SLDRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeReleased-ItemIEs} }

SLDRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE SLDRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeModified-Item		CRITICALITY reject	TYPE SLDRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeReleased-Item		CRITICALITY reject	TYPE SLDRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ToBeSetup-atModify-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeSetup-atModify-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-atModify-Item			PRESENCE mandatory},
	...
}


UE-MulticastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- UE CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationResponseIEs} },
	...
}


[bookmark: _Hlk131093089]UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer	PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation					CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE optional}|
	{ ID id-DRBs-SetupMod-List						CRITICALITY ignore	TYPE DRBs-SetupMod-List								PRESENCE optional}|
	{ ID id-DRBs-Modified-List						CRITICALITY ignore	TYPE DRBs-Modified-List								PRESENCE optional}|
	{ ID id-SRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE SRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE DRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-SCell-FailedtoSetupMod-List				CRITICALITY ignore	TYPE SCell-FailedtoSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeModified-List			CRITICALITY ignore	TYPE DRBs-FailedToBeModified-List				PRESENCE optional	}|
	{ ID id-InactivityMonitoringResponse			CRITICALITY reject	TYPE InactivityMonitoringResponse				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-C-RNTI									CRITICALITY ignore	TYPE C-RNTI											PRESENCE optional	}|
	{ ID id-Associated-SCell-List					CRITICALITY ignore  TYPE Associated-SCell-List						PRESENCE optional	}|
	{ ID id-SRBs-SetupMod-List						CRITICALITY ignore	TYPE SRBs-SetupMod-List								PRESENCE optional	}|
	{ ID id-SRBs-Modified-List						CRITICALITY ignore	TYPE SRBs-Modified-List								PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration								PRESENCE optional	}|
	{ ID id-BHChannels-SetupMod-List				CRITICALITY ignore	TYPE BHChannels-SetupMod-List					PRESENCE optional}|
	{ ID id-BHChannels-Modified-List				CRITICALITY ignore	TYPE BHChannels-Modified-List					PRESENCE optional}|
	{ ID id-BHChannels-FailedToBeSetupMod-List		CRITICALITY ignore	TYPE BHChannels-FailedToBeSetupMod-List		PRESENCE optional	}|
	{ ID id-BHChannels-FailedToBeModified-List		CRITICALITY ignore	TYPE BHChannels-FailedToBeModified-List		PRESENCE optional	}|
	{ ID id-SLDRBs-SetupMod-List					CRITICALITY ignore	TYPE SLDRBs-SetupMod-List							PRESENCE optional	}|
	{ ID id-SLDRBs-Modified-List					CRITICALITY ignore	TYPE SLDRBs-Modified-List							PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetupMod-List			PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeModified-List			CRITICALITY ignore	TYPE SLDRBs-FailedToBeModified-List			PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID				CRITICALITY reject	TYPE NRCGI											PRESENCE optional}|
	{ ID id-SCGActivationStatus						CRITICALITY ignore	TYPE SCGActivationStatus							PRESENCE optional }|
	{ ID id-UuRLCChannelSetupList					CRITICALITY ignore	TYPE UuRLCChannelSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeSetupList			CRITICALITY ignore	TYPE UuRLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-UuRLCChannelModifiedList				CRITICALITY ignore	TYPE UuRLCChannelModifiedList					PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeModifiedList		CRITICALITY ignore	TYPE UuRLCChannelFailedToBeModifiedList		PRESENCE optional}|
	{ ID id-PC5RLCChannelSetupList					CRITICALITY ignore	TYPE PC5RLCChannelSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeSetupList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-PC5RLCChannelModifiedList				CRITICALITY ignore	TYPE PC5RLCChannelModifiedList					PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeModifiedList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeModifiedList		PRESENCE optional}|
	{ ID id-SDTBearerConfigurationInfo				CRITICALITY ignore	TYPE SDTBearerConfigurationInfo					PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-Setup-List				CRITICALITY reject	TYPE UE-MulticastMRBs-Setup-List				PRESENCE optional}|
	{ ID id-ServingCellMO-encoded-in-CGC-List		CRITICALITY ignore	TYPE ServingCellMO-encoded-in-CGC-List		PRESENCE optional}|
	{ ID id-DedicatedSIDeliveryIndication			CRITICALITY ignore	TYPE DedicatedSIDeliveryIndication				PRESENCE optional}|
	{ ID id-Configured-BWP-List						CRITICALITY ignore	TYPE Configured-BWP-List							PRESENCE optional}|
	{ ID id-EarlySyncInformation					CRITICALITY ignore	TYPE EarlySyncInformation							PRESENCE optional}|
	{ ID id-LTMConfiguration						CRITICALITY ignore	TYPE LTMConfiguration								PRESENCE optional}|
	{ ID id-S-CPAC-Configuration					CRITICALITY ignore	TYPE S-CPAC-Configuration							PRESENCE optional	},
	...
}


DRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-SetupMod-ItemIEs} }
DRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Modified-ItemIEs } } 
SRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-SetupMod-ItemIEs} }
SRBs-Modified-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Modified-ItemIEs } }
DRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeModified-ItemIEs} }
SRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetupMod-ItemIEs} }
DRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetupMod-ItemIEs} }
SCell-FailedtoSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-FailedtoSetupMod-ItemIEs} }
BHChannels-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-SetupMod-ItemIEs} }
BHChannels-Modified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Modified-ItemIEs } } 
BHChannels-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeModified-ItemIEs} }
BHChannels-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeSetupMod-ItemIEs} }

Associated-SCell-List ::= SEQUENCE (SIZE(1.. maxnoofSCells)) OF ProtocolIE-SingleContainer { { Associated-SCell-ItemIEs} }

DRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-SetupMod-Item		CRITICALITY ignore		TYPE DRBs-SetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Modified-Item			CRITICALITY ignore	TYPE DRBs-Modified-Item		PRESENCE mandatory},
	...
}

SRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-SetupMod-Item		CRITICALITY ignore		TYPE SRBs-SetupMod-Item		PRESENCE mandatory},
	...
}


SRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Modified-Item			CRITICALITY ignore	TYPE SRBs-Modified-Item		PRESENCE mandatory},
	...
}

SRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE SRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeModified-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

SCell-FailedtoSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-FailedtoSetupMod-Item			CRITICALITY ignore	TYPE SCell-FailedtoSetupMod-Item			PRESENCE mandatory},
	...
}

Associated-SCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Associated-SCell-Item			CRITICALITY ignore	TYPE Associated-SCell-Item			PRESENCE mandatory},
	...
}

BHChannels-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-SetupMod-Item		CRITICALITY ignore		TYPE BHChannels-SetupMod-Item		PRESENCE mandatory},
	...
}


BHChannels-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Modified-Item		CRITICALITY ignore	TYPE BHChannels-Modified-Item		PRESENCE mandatory},
	...
}

BHChannels-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE BHChannels-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BHChannels-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeModified-Item		CRITICALITY ignore	TYPE BHChannels-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-SetupMod-List 			::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-SetupMod-ItemIEs} }
SLDRBs-Modified-List				::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Modified-ItemIEs } } 
SLDRBs-FailedToBeModified-List 	::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeModified-ItemIEs} }
SLDRBs-FailedToBeSetupMod-List 	::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeSetupMod-ItemIEs} }

SLDRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-SetupMod-Item		CRITICALITY ignore		TYPE SLDRBs-SetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Modified-Item			CRITICALITY ignore	TYPE SLDRBs-Modified-Item		PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeModified-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-Setup-ItemIEs } }

UE-MulticastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-Setup-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-Setup-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationFailureIEs} },
	...
}

UEContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID		CRITICALITY reject	TYPE NRCGI							PRESENCE optional},
	...
}


-- **************************************************************
--
-- UE Context Modification Required (gNB-DU initiated) ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUIRED
--
-- **************************************************************

UEContextModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequiredIEs} },
	...
}

UEContextModificationRequiredIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer		CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer			PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation						CRITICALITY reject	TYPE DUtoCURRCInformation								PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeModified-List				CRITICALITY reject	TYPE DRBs-Required-ToBeModified-List					PRESENCE optional}|
	{ ID id-SRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-List					PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-List					PRESENCE optional}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-BHChannels-Required-ToBeReleased-List		CRITICALITY reject	TYPE BHChannels-Required-ToBeReleased-List			PRESENCE optional}|
	{ ID id-SLDRBs-Required-ToBeModified-List			CRITICALITY reject	TYPE SLDRBs-Required-ToBeModified-List				PRESENCE optional}|
	{ ID id-SLDRBs-Required-ToBeReleased-List			CRITICALITY reject	TYPE SLDRBs-Required-ToBeReleased-List				PRESENCE optional}|
	{ ID id-targetCellsToCancel							CRITICALITY reject	TYPE TargetCellList											PRESENCE optional}|
	{ ID id-UuRLCChannelRequiredToBeModifiedList		CRITICALITY reject	TYPE UuRLCChannelRequiredToBeModifiedList			PRESENCE optional}|
	{ ID id-UuRLCChannelRequiredToBeReleasedList		CRITICALITY reject	TYPE UuRLCChannelRequiredToBeReleasedList			PRESENCE optional}|
	{ ID id-PC5RLCChannelRequiredToBeModifiedList		CRITICALITY reject	TYPE PC5RLCChannelRequiredToBeModifiedList			PRESENCE optional}|
	{ ID id-PC5RLCChannelRequiredToBeReleasedList		CRITICALITY reject	TYPE PC5RLCChannelRequiredToBeReleasedList			PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-RequiredToBeModified-List	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeModified-List	PRESENCE optional  }|
	{ ID id-UE-MulticastMRBs-RequiredToBeReleased-List	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeReleased-List	PRESENCE optional  }|
	{ ID id-LTMCells-ToBeReleased-List					CRITICALITY ignore	TYPE LTMCells-ToBeReleased-List						PRESENCE optional	},
	...
} 

DRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeModified-ItemIEs } }
DRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeReleased-ItemIEs } }

SRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Required-ToBeReleased-ItemIEs } }

BHChannels-Required-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Required-ToBeReleased-ItemIEs } }

DRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeModified-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeModified-Item		PRESENCE mandatory},
	...
}

DRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-Item			PRESENCE mandatory},
	...
}

BHChannels-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Required-ToBeReleased-Item			CRITICALITY reject	TYPE BHChannels-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SLDRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Required-ToBeModified-ItemIEs } }
SLDRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Required-ToBeReleased-ItemIEs } }

SLDRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Required-ToBeModified-Item			CRITICALITY reject	TYPE SLDRBs-Required-ToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE SLDRBs-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-RequiredToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-RequiredToBeModified-ItemIEs} }

UE-MulticastMRBs-RequiredToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-RequiredToBeModified-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeModified-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-RequiredToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-RequiredToBeReleased-ItemIEs} }

UE-MulticastMRBs-RequiredToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-RequiredToBeReleased-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION CONFIRM
--
-- **************************************************************

UEContextModificationConfirm::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationConfirmIEs} },
	...
}


UEContextModificationConfirmIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer		CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer			PRESENCE optional		}|
	{ ID id-DRBs-ModifiedConf-List						CRITICALITY ignore	TYPE DRBs-ModifiedConf-List								PRESENCE optional		}|
	{ ID id-RRCContainer								CRITICALITY ignore	TYPE RRCContainer											PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		}|
	{ ID id-ExecuteDuplication							CRITICALITY ignore	TYPE ExecuteDuplication									PRESENCE optional		}|
	{ ID id-ResourceCoordinationTransferInformation		CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation		PRESENCE optional		}|
	{ ID id-SLDRBs-ModifiedConf-List					CRITICALITY ignore	TYPE SLDRBs-ModifiedConf-List							PRESENCE optional		}|
	{ ID id-UuRLCChannelModifiedList					CRITICALITY reject	TYPE UuRLCChannelModifiedList							PRESENCE optional		}|
	{ ID id-PC5RLCChannelModifiedList					CRITICALITY reject	TYPE PC5RLCChannelModifiedList							PRESENCE optional		}|
	{ ID id-UE-MulticastMRBs-ConfirmedToBeModified-List	CRITICALITY reject	TYPE UE-MulticastMRBs-ConfirmedToBeModified-List	PRESENCE optional		},
	...
}

DRBs-ModifiedConf-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ModifiedConf-ItemIEs } }

DRBs-ModifiedConf-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ModifiedConf-Item		CRITICALITY ignore	TYPE DRBs-ModifiedConf-Item			PRESENCE mandatory},
	...
}

SLDRBs-ModifiedConf-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ModifiedConf-ItemIEs } }

SLDRBs-ModifiedConf-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ModifiedConf-Item		CRITICALITY ignore	TYPE SLDRBs-ModifiedConf-Item			PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ConfirmedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-ConfirmedToBeModified-ItemIEs} }

UE-MulticastMRBs-ConfirmedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ConfirmedToBeModified-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-ConfirmedToBeModified-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION REFUSE
--
-- **************************************************************

UEContextModificationRefuse::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRefuseIEs} },
	...
}


UEContextModificationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- ************************************************************** 
-- 
-- WRITE-REPLACE WARNING ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- Write-Replace Warning Request 
-- 
-- ************************************************************** 

WriteReplaceWarningRequest ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {WriteReplaceWarningRequestIEs} }, 
	... 
} 

WriteReplaceWarningRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-PWSSystemInformation 				CRITICALITY reject	TYPE PWSSystemInformation 						PRESENCE mandatory }| 
	{ ID id-RepetitionPeriod 					CRITICALITY reject	TYPE RepetitionPeriod 							PRESENCE mandatory }| 
	{ ID id-NumberofBroadcastRequest 			CRITICALITY reject	TYPE NumberofBroadcastRequest 				PRESENCE mandatory }| 
	{ ID id-Cells-To-Be-Broadcast-List			CRITICALITY reject	TYPE Cells-To-Be-Broadcast-List				PRESENCE optional	},
	... 
}

Cells-To-Be-Broadcast-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-To-Be-Broadcast-List-ItemIEs } }

Cells-To-Be-Broadcast-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-To-Be-Broadcast-Item		CRITICALITY reject	TYPE	Cells-To-Be-Broadcast-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- Write-Replace Warning Response 
-- 
-- ************************************************************** 

WriteReplaceWarningResponse ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {WriteReplaceWarningResponseIEs} }, 
	... 
} 

WriteReplaceWarningResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID										PRESENCE mandatory	}|
	{ ID id-Cells-Broadcast-Completed-List			CRITICALITY reject	TYPE Cells-Broadcast-Completed-List				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List		CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List			PRESENCE optional	},
	...
}

Cells-Broadcast-Completed-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Broadcast-Completed-List-ItemIEs } }

Cells-Broadcast-Completed-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Broadcast-Completed-Item		CRITICALITY reject	TYPE	Cells-Broadcast-Completed-Item		PRESENCE mandatory	},
	...
}


-- ************************************************************** 
-- 
-- PWS CANCEL ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Cancel Request 
-- 
-- ************************************************************** 

PWSCancelRequest ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {PWSCancelRequestIEs} }, 
	... 
} 

PWSCancelRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-NumberofBroadcastRequest 				CRITICALITY reject TYPE NumberofBroadcastRequest						PRESENCE mandatory }| 
	{ ID id-Broadcast-To-Be-Cancelled-List			CRITICALITY reject TYPE Broadcast-To-Be-Cancelled-List				PRESENCE optional	}|
	{ ID id-Cancel-all-Warning-Messages-Indicator	CRITICALITY reject TYPE Cancel-all-Warning-Messages-Indicator	PRESENCE optional	}|
	{ ID id-NotificationInformation					CRITICALITY reject TYPE NotificationInformation						PRESENCE optional},
	... 
}

Broadcast-To-Be-Cancelled-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Broadcast-To-Be-Cancelled-List-ItemIEs } }

Broadcast-To-Be-Cancelled-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Broadcast-To-Be-Cancelled-Item		CRITICALITY reject	TYPE	Broadcast-To-Be-Cancelled-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS Cancel Response 
-- 
-- ************************************************************** 

PWSCancelResponse ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {PWSCancelResponseIEs} }, 
	... 
} 

PWSCancelResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-Cells-Broadcast-Cancelled-List	CRITICALITY reject	TYPE Cells-Broadcast-Cancelled-List	PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics				PRESENCE optional	},
	... 
}

Cells-Broadcast-Cancelled-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Broadcast-Cancelled-List-ItemIEs } }

Cells-Broadcast-Cancelled-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Broadcast-Cancelled-Item		CRITICALITY reject	TYPE	Cells-Broadcast-Cancelled-Item		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE Inactivity Notification ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Inactivity Notification
--
-- **************************************************************

UEInactivityNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ UEInactivityNotificationIEs}},
	...
}

UEInactivityNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-DRB-Activity-List							CRITICALITY reject	TYPE DRB-Activity-List							PRESENCE mandatory	}|
	{ ID id-SDT-Termination-Request						CRITICALITY ignore	TYPE SDT-Termination-Request					PRESENCE optional 	},
	...
}

DRB-Activity-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRB-Activity-ItemIEs } }

DRB-Activity-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-Activity-Item			CRITICALITY reject	TYPE DRB-Activity-Item		PRESENCE mandatory},
	...
}
-- **************************************************************
--
-- Initial UL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL UL RRC Message Transfer
--
-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},
	...
}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-NRCGI								CRITICALITY reject	TYPE NRCGI									PRESENCE mandatory	}|
	{ ID id-C-RNTI								CRITICALITY reject	TYPE C-RNTI									PRESENCE mandatory	}|
	{ ID id-RRCContainer						CRITICALITY reject	TYPE RRCContainer							PRESENCE mandatory	}|
	{ ID id-DUtoCURRCContainer					CRITICALITY reject	TYPE DUtoCURRCContainer						PRESENCE optional	}|
	{ ID id-SULAccessIndication					CRITICALITY ignore	TYPE SULAccessIndication					PRESENCE optional	}|
	{ ID id-TransactionID						CRITICALITY ignore	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-RANUEID								CRITICALITY ignore	TYPE RANUEID								PRESENCE optional	}|
	{ ID id-RRCContainer-RRCSetupComplete		CRITICALITY ignore	TYPE RRCContainer-RRCSetupComplete 			PRESENCE optional	}|
	{ ID id-NRRedCapUEIndication				CRITICALITY ignore	TYPE NRRedCapUEIndication  					PRESENCE optional	}|
	{ ID id-SDTInformation						CRITICALITY ignore	TYPE SDTInformation							PRESENCE optional	}|
	{ ID id-SidelinkRelayConfiguration			CRITICALITY ignore	TYPE SidelinkRelayConfiguration			PRESENCE optional	}|
{ ID id-NReRedCapUEIndication					CRITICALITY ignore	TYPE NReRedCapUEIndication  				PRESENCE optional	},
	...
}


-- **************************************************************
--
-- DL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DL RRC Message Transfer
--
-- **************************************************************

DLRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DLRRCMessageTransferIEs}},
	...
}

DLRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-oldgNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE optional	}|
	{ ID id-SRBID										CRITICALITY reject	TYPE SRBID											PRESENCE mandatory	}|
	{ ID id-ExecuteDuplication							CRITICALITY ignore	TYPE ExecuteDuplication							PRESENCE optional}|
	{ ID id-RRCContainer								CRITICALITY reject	TYPE RRCContainer									PRESENCE mandatory	}|
	{ ID id-RAT-FrequencyPriorityInformation			CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation		PRESENCE optional	}|
	{ ID id-RRCDeliveryStatusRequest					CRITICALITY ignore	TYPE RRCDeliveryStatusRequest					PRESENCE optional }|
	{ ID id-UEContextNotRetrievable						CRITICALITY reject	TYPE UEContextNotRetrievable					PRESENCE optional }|
	{ ID id-RedirectedRRCmessage						CRITICALITY reject	TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-PLMNAssistanceInfoForNetShar				CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-new-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE optional }|
	{ ID id-AdditionalRRMPriorityIndex					CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex				PRESENCE optional }|
	{ ID id-SRBMappingInfo								CRITICALITY ignore	TYPE UuRLCChannelID					 				PRESENCE optional },
	...
}
-- **************************************************************
--
-- UL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UL RRC Message Transfer
--
-- **************************************************************

ULRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ ULRRCMessageTransferIEs}},
	...
}

ULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-SRBID							CRITICALITY reject	TYPE SRBID							PRESENCE mandatory	}|
	{ ID id-RRCContainer					CRITICALITY reject	TYPE RRCContainer					PRESENCE mandatory	}|
	{ ID id-SelectedPLMNID					CRITICALITY reject	TYPE PLMN-Identity					PRESENCE optional		}|
	{ ID id-new-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs F1AP-PRIVATE-IES ::= {
	...
}


-- **************************************************************
--
-- System Information ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- System information Delivery Command
--
-- **************************************************************

SystemInformationDeliveryCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ SystemInformationDeliveryCommandIEs}},
	...
}

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-SItype-List				CRITICALITY reject	TYPE SItype-List					PRESENCE mandatory	}|
	{ ID id-ConfirmedUEID 			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- Paging PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Paging
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PagingIEs}},
	...
}

PagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue	CRITICALITY reject	TYPE UEIdentityIndexValue		PRESENCE mandatory	}|
	{ ID id-PagingIdentity			CRITICALITY reject	TYPE PagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX				CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-PagingPriority			CRITICALITY ignore	TYPE PagingPriority				PRESENCE optional	}|
	{ ID id-PagingCell-List			CRITICALITY ignore	TYPE PagingCell-list			PRESENCE mandatory	}|
	{ ID id-PagingOrigin			CRITICALITY ignore	TYPE PagingOrigin				PRESENCE optional	}|
	{ ID id-RANUEPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-CNUEPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformation	CRITICALITY ignore	TYPE NRPagingeDRXInformation	PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformationforRRCINACTIVE	CRITICALITY ignore	TYPE NRPagingeDRXInformationforRRCINACTIVE	PRESENCE optional	}|
	{ ID id-PagingCause			CRITICALITY ignore	TYPE PagingCause				PRESENCE optional	}|
	{ ID id-PEIPSAssistanceInfo		CRITICALITY ignore	TYPE PEIPSAssistanceInfo		PRESENCE optional	}|
	{ ID id-UEPagingCapability		CRITICALITY ignore	TYPE UEPagingCapability			PRESENCE optional	}|
	{ ID id-ExtendedUEIdentityIndexValue	CRITICALITY ignore	TYPE ExtendedUEIdentityIndexValue		PRESENCE optional}|
	{ ID id-HashedUEIdentityIndexValue		CRITICALITY ignore	TYPE HashedUEIdentityIndexValue			PRESENCE optional}|
	{ ID id-MT-SDT-Information		CRITICALITY ignore	TYPE MT-SDT-Information			PRESENCE optional	}|
	{ ID id-NRPaginglongeDRXInformationforRRCINACTIVE		CRITICALITY ignore		TYPE NRPaginglongeDRXInformationforRRCINACTIVE				PRESENCE optional },
	...
}

PagingCell-list::= SEQUENCE (SIZE(1.. maxnoofPagingCells)) OF ProtocolIE-SingleContainer { { PagingCell-ItemIEs } }

PagingCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PagingCell-Item		CRITICALITY ignore	TYPE PagingCell-Item			PRESENCE mandatory}	,
	...
}



-- **************************************************************
--
-- Notify
--
-- **************************************************************

Notify ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ NotifyIEs}},
	...
}

NotifyIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-DRB-Notify-List						CRITICALITY reject	TYPE DRB-Notify-List						PRESENCE mandatory	},
	...
}

DRB-Notify-List::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRB-Notify-ItemIEs } }

DRB-Notify-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-Notify-Item			CRITICALITY reject	TYPE DRB-Notify-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- NETWORK ACCESS RATE REDUCTION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Network Access Rate Reduction
--
-- **************************************************************

NetworkAccessRateReduction ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ NetworkAccessRateReductionIEs }},
	...
}

NetworkAccessRateReductionIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID 					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-UAC-Assistance-Info				CRITICALITY reject	TYPE UAC-Assistance-Info			PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS RESTART INDICATION ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Restart Indication 
-- 
-- ************************************************************** 

PWSRestartIndication ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { { PWSRestartIndicationIEs} }, 
	... 
} 

PWSRestartIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NR-CGI-List-For-Restart-List	CRITICALITY reject	TYPE NR-CGI-List-For-Restart-List	PRESENCE mandatory	},
	... 
}

NR-CGI-List-For-Restart-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { NR-CGI-List-For-Restart-List-ItemIEs } }

NR-CGI-List-For-Restart-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-NR-CGI-List-For-Restart-Item		CRITICALITY reject	TYPE	NR-CGI-List-For-Restart-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS FAILURE INDICATION ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Failure Indication 
-- 
-- ************************************************************** 

PWSFailureIndication ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { { PWSFailureIndicationIEs} }, 
	... 
} 

PWSFailureIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-PWS-Failed-NR-CGI-List	CRITICALITY reject	TYPE PWS-Failed-NR-CGI-List		PRESENCE optional	},
	... 
}

PWS-Failed-NR-CGI-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { PWS-Failed-NR-CGI-List-ItemIEs } }

PWS-Failed-NR-CGI-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-PWS-Failed-NR-CGI-Item		CRITICALITY reject	TYPE	PWS-Failed-NR-CGI-Item		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- gNB-DU STATUS INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- gNB-DU Status Indication
--
-- **************************************************************

GNBDUStatusIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUStatusIndicationIEs} },
	...
}

GNBDUStatusIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-GNBDUOverloadInformation		CRITICALITY reject	TYPE GNBDUOverloadInformation		PRESENCE mandatory	}|
	{ ID id-IABCongestionIndication			CRITICALITY ignore	TYPE IABCongestionIndication		PRESENCE optional		},
	...
}



-- **************************************************************
--
-- RRC Delivery Report ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- RRC Delivery Report
--
-- **************************************************************

RRCDeliveryReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ RRCDeliveryReportIEs}},
	...
}

RRCDeliveryReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID	PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID	PRESENCE mandatory	}|
	{ ID id-RRCDeliveryStatus	CRITICALITY ignore	TYPE RRCDeliveryStatus	PRESENCE mandatory	}|
	{ ID id-SRBID				CRITICALITY ignore	TYPE SRBID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- F1 Removal ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- F1 Removal Request
--
-- **************************************************************

F1RemovalRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalRequestIEs }},
	...
}

F1RemovalRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- F1 Removal Response
--
-- **************************************************************

F1RemovalResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalResponseIEs }},
	...
}

F1RemovalResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},

	...
}

-- **************************************************************
--
-- F1 Removal Failure
--
-- **************************************************************

F1RemovalFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalFailureIEs }},
	...
}

F1RemovalFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},

	...
}


-- **************************************************************
--
-- TRACE ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceActivation				CRITICALITY ignore	TYPE TraceActivation				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceID						CRITICALITY ignore	TYPE TraceID						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- CELL TRAFFIC TRACE
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {CellTrafficTraceIEs} },
	...
}

CellTrafficTraceIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ID id-TraceID							CRITICALITY ignore	TYPE TraceID						PRESENCE mandatory	}|
	{ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE mandatory	}|
	{ID id-PrivacyIndicator					CRITICALITY ignore	TYPE PrivacyIndicator				PRESENCE optional	}|
	{ID id-TraceCollectionEntityURI	CRITICALITY ignore	TYPE URI-address		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- DU-CU Radio Information Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU Radio Information Transfer
--
-- **************************************************************

DUCURadioInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DUCURadioInformationTransferIEs}},
	...
}

DUCURadioInformationTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-DUCURadioInformationType		CRITICALITY ignore	TYPE DUCURadioInformationType				PRESENCE mandatory	},
	...
}



-- **************************************************************
--
-- CU-DU Radio Information Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- CU-DU Radio Information Transfer
--
-- **************************************************************

CUDURadioInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ CUDURadioInformationTransferIEs}},
	...
}

CUDURadioInformationTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-CUDURadioInformationType	CRITICALITY ignore	TYPE CUDURadioInformationType				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- IAB PROCEDURES 
--
-- **************************************************************
-- **************************************************************
--
-- BAP Mapping Configuration ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION
--
-- **************************************************************


BAPMappingConfiguration ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{ {BAPMappingConfiguration-IEs} },
	...
 }

BAPMappingConfiguration-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE	TransactionID								PRESENCE mandatory}|
	{ ID id-BH-Routing-Information-Added-List		CRITICALITY ignore	TYPE	BH-Routing-Information-Added-List	PRESENCE optional}|
	{ ID id-BH-Routing-Information-Removed-List		CRITICALITY ignore	TYPE	BH-Routing-Information-Removed-List	PRESENCE optional}|
	{ ID id-TrafficMappingInformation				CRITICALITY ignore	TYPE	TrafficMappingInfo						PRESENCE optional}|
	{ ID id-BufferSizeThresh						CRITICALITY ignore	TYPE	BufferSizeThresh							PRESENCE optional}|
	{ ID id-BAP-Header-Rewriting-Added-List			CRITICALITY ignore	TYPE	BAP-Header-Rewriting-Added-List		PRESENCE optional}|
	{ ID id-Re-routingEnableIndicator				CRITICALITY ignore	TYPE	Re-routingEnableIndicator				PRESENCE optional}|	
	{ ID id-BAP-Header-Rewriting-Removed-List		CRITICALITY ignore	TYPE	BAP-Header-Rewriting-Removed-List	PRESENCE optional},
	...
}

BH-Routing-Information-Added-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BH-Routing-Information-Added-List-ItemIEs } }
BH-Routing-Information-Removed-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BH-Routing-Information-Removed-List-ItemIEs } }

BH-Routing-Information-Added-List-ItemIEs	F1AP-PROTOCOL-IES ::= {
	{ ID id-BH-Routing-Information-Added-List-Item				CRITICALITY ignore	TYPE BH-Routing-Information-Added-List-Item						PRESENCE optional},
	...
}

BH-Routing-Information-Removed-List-ItemIEs	F1AP-PROTOCOL-IES ::= {
	{ ID id-BH-Routing-Information-Removed-List-Item				CRITICALITY ignore	TYPE BH-Routing-Information-Removed-List-Item						PRESENCE optional},
	...
}

BAP-Header-Rewriting-Added-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BAP-Header-Rewriting-Added-List-ItemIEs } }

BAP-Header-Rewriting-Added-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BAP-Header-Rewriting-Added-List-Item	CRITICALITY ignore	TYPE BAP-Header-Rewriting-Added-List-Item PRESENCE optional},
	...
}

BAP-Header-Rewriting-Removed-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BAP-Header-Rewriting-Removed-List-ItemIEs } }

BAP-Header-Rewriting-Removed-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BAP-Header-Rewriting-Removed-List-Item	CRITICALITY ignore	TYPE BAP-Header-Rewriting-Removed-List-Item PRESENCE optional},
	...
}

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION ACKNOWLEDGE
--
-- **************************************************************

BAPMappingConfigurationAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BAPMappingConfigurationAcknowledge-IEs} },
	... 
}

BAPMappingConfigurationAcknowledge-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE	TransactionID			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE	CriticalityDiagnostics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION FAILURE
--
-- **************************************************************

BAPMappingConfigurationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { BAPMappingConfigurationFailureIEs} },
	...
}

BAPMappingConfigurationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU Configuration ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION
--
-- **************************************************************


GNBDUResourceConfiguration ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{{ GNBDUResourceConfigurationIEs}},
	...
}


GNBDUResourceConfigurationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Activated-Cells-to-be-Updated-List		CRITICALITY reject	TYPE Activated-Cells-to-be-Updated-List	PRESENCE optional}|
	{ ID id-Child-Nodes-List						CRITICALITY reject	TYPE Child-Nodes-List							PRESENCE optional}|
	{ ID id-Neighbour-Node-Cells-List				CRITICALITY reject	TYPE Neighbour-Node-Cells-List				PRESENCE optional}|
	{ ID id-Serving-Cells-List						CRITICALITY reject	TYPE Serving-Cells-List							PRESENCE optional},
	...
} 




-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
--
-- **************************************************************


GNBDUResourceConfigurationAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { GNBDUResourceConfigurationAcknowledgeIEs} },
	...
}


GNBDUResourceConfigurationAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION FAILURE
--
-- **************************************************************

GNBDUResourceConfigurationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { GNBDUResourceConfigurationFailureIEs} },
	...
}

GNBDUResourceConfigurationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- IAB TNL Address Allocation ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- IAB TNL ADDRESS REQUEST
--
-- **************************************************************



IABTNLAddressRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {IABTNLAddressRequestIEs} },
	...
}

IABTNLAddressRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-IABv4AddressesRequested				CRITICALITY reject	TYPE IABv4AddressesRequested					PRESENCE optional	}|
	{ ID id-IABIPv6RequestType					CRITICALITY reject	TYPE IABIPv6RequestType							PRESENCE optional	}|
	{ ID id-IAB-TNL-Addresses-To-Remove-List	CRITICALITY reject	TYPE IAB-TNL-Addresses-To-Remove-List		PRESENCE optional	}|
	{ ID id-IAB-TNL-Addresses-Exception			CRITICALITY reject	TYPE IAB-TNL-Addresses-Exception				PRESENCE optional	},
	...
}


IAB-TNL-Addresses-To-Remove-List	::= SEQUENCE (SIZE(1..maxnoofTLAsIAB))	OF ProtocolIE-SingleContainer { { IAB-TNL-Addresses-To-Remove-ItemIEs } }

IAB-TNL-Addresses-To-Remove-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-IAB-TNL-Addresses-To-Remove-Item			CRITICALITY reject	TYPE IAB-TNL-Addresses-To-Remove-Item					PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- IAB TNL ADDRESS RESPONSE
--
-- **************************************************************


IABTNLAddressResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {IABTNLAddressResponseIEs} },
	...
}


IABTNLAddressResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID								CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-IAB-Allocated-TNL-Address-List				CRITICALITY reject	TYPE IAB-Allocated-TNL-Address-List			PRESENCE mandatory	},
	...
}


IAB-Allocated-TNL-Address-List ::= SEQUENCE (SIZE(1.. maxnoofTLAsIAB))	OF ProtocolIE-SingleContainer { { IAB-Allocated-TNL-Address-List-ItemIEs } }


IAB-Allocated-TNL-Address-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-IAB-Allocated-TNL-Address-Item			CRITICALITY reject	TYPE IAB-Allocated-TNL-Address-Item					PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- IAB TNL ADDRESS FAILURE
--
-- **************************************************************

IABTNLAddressFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABTNLAddressFailureIEs} },
	...
}

IABTNLAddressFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- IAB UP Configuration Update ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- IAB UP Configuration Update Request
--
-- **************************************************************

IABUPConfigurationUpdateRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateRequestIEs} },
	...
}

IABUPConfigurationUpdateRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID										PRESENCE mandatory  }|
	{ ID id-UL-UP-TNL-Information-to-Update-List	CRITICALITY ignore	TYPE UL-UP-TNL-Information-to-Update-List		PRESENCE optional	}|
	{ ID id-UL-UP-TNL-Address-to-Update-List		CRITICALITY ignore	TYPE UL-UP-TNL-Address-to-Update-List				PRESENCE optional	},
	...
}

UL-UP-TNL-Information-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofULUPTNLInformationforIAB))	OF ProtocolIE-SingleContainer { { UL-UP-TNL-Information-to-Update-List-ItemIEs } }

UL-UP-TNL-Information-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UL-UP-TNL-Information-to-Update-List-Item	CRITICALITY ignore	TYPE UL-UP-TNL-Information-to-Update-List-Item PRESENCE mandatory },
	...
}

UL-UP-TNL-Address-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofUPTNLAddresses))	OF ProtocolIE-SingleContainer { { UL-UP-TNL-Address-to-Update-List-ItemIEs } }

UL-UP-TNL-Address-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UL-UP-TNL-Address-to-Update-List-Item	CRITICALITY ignore	TYPE UL-UP-TNL-Address-to-Update-List-Item PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- IAB UP Configuration Update Response
--
-- **************************************************************

IABUPConfigurationUpdateResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateResponseIEs} },
	...
}

IABUPConfigurationUpdateResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional	}|
	{ ID id-DL-UP-TNL-Address-to-Update-List	CRITICALITY reject	TYPE DL-UP-TNL-Address-to-Update-List	PRESENCE optional	},
	...
}

DL-UP-TNL-Address-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofUPTNLAddresses))	OF ProtocolIE-SingleContainer { { DL-UP-TNL-Address-to-Update-List-ItemIEs } }

DL-UP-TNL-Address-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DL-UP-TNL-Address-to-Update-List-Item	CRITICALITY ignore	TYPE DL-UP-TNL-Address-to-Update-List-Item	PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- IAB UP Configuration Update Failure
--
-- **************************************************************

IABUPConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateFailureIEs} },
	...
}

IABUPConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- MIAB F1 SETUP TRIGGERING PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MIAB F1 SETUP TRIGGERING
--
-- **************************************************************

MIABF1SetupTriggering ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MIABF1SetupTriggeringIEs}},
	...
}

MIABF1SetupTriggeringIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-Target-gNB-ID						CRITICALITY reject	TYPE GlobalGNB-ID							PRESENCE mandatory	}|
	{ ID id-Target-gNB-IP-address				CRITICALITY ignore	TYPE TransportLayerAddress					PRESENCE optional	}|
	{ ID id-Target-SeGW-IP-address				CRITICALITY ignore	TYPE TransportLayerAddress					PRESENCE optional	},
	...
}


-- MIAB F1 SETUP OUTCOME NOTIFICATION PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MIAB F1 SETUP OUTCOME NOTIFICATION
--
-- **************************************************************

MIABF1SetupOutcomeNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MIABF1SetupOutcomeNotificationIEs}},
	...
}

MIABF1SetupOutcomeNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-F1SetupOutcome						CRITICALITY reject	TYPE F1SetupOutcome								PRESENCE mandatory	}|
	{ ID id-Activated-Cells-Mapping-List		CRITICALITY ignore	TYPE Activated-Cells-Mapping-List			PRESENCE optional	}|
	{ ID id-Target-F1-Terminating-Donor-gNB-ID	CRITICALITY reject	TYPE GlobalGNB-ID								PRESENCE optional	},
	...
}

F1SetupOutcome ::= ENUMERATED {success, failure,...}

Activated-Cells-Mapping-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Activated-Cells-Mapping-List-ItemIEs } }

Activated-Cells-Mapping-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Activated-Cells-Mapping-List-Item	CRITICALITY ignore	TYPE Activated-Cells-Mapping-List-Item PRESENCE mandatory },
	...
}



-- **************************************************************
--
-- Resource Status Reporting Initiation ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Resource Status Request
--
-- **************************************************************

ResourceStatusRequest::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResourceStatusRequestIEs} },
	...
}

ResourceStatusRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE conditional	}|
	{ ID id-RegistrationRequest		CRITICALITY ignore	TYPE RegistrationRequest	PRESENCE mandatory	}|
	{ ID id-ReportCharacteristics	CRITICALITY ignore	TYPE ReportCharacteristics	PRESENCE conditional	}|
	{ ID id-CellToReportList		CRITICALITY ignore	TYPE CellToReportList		PRESENCE optional	}|
	{ ID id-ReportingPeriodicity	CRITICALITY ignore	TYPE ReportingPeriodicity	PRESENCE  optional	},
	...
}


-- **************************************************************
--
-- Resource Status Response
--
-- **************************************************************

ResourceStatusResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { ResourceStatusResponseIEs} },
	...
}


ResourceStatusResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- Resource Status Failure
--
-- **************************************************************

ResourceStatusFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { ResourceStatusFailureIEs} },
	...
}

ResourceStatusFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE mandatory	}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause					PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Resource Status Reporting ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Resource Status Update 
--
-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ ResourceStatusUpdateIEs}},
	...
}

ResourceStatusUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID			CRITICALITY reject	TYPE GNBCUMeasurementID				PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID			CRITICALITY ignore	TYPE GNBDUMeasurementID			PRESENCE mandatory	}|
	{ ID id-HardwareLoadIndicator			CRITICALITY ignore	TYPE HardwareLoadIndicator			PRESENCE optional	}|
	{ ID id-TNLCapacityIndicator			CRITICALITY ignore	TYPE TNLCapacityIndicator		PRESENCE optional	}|
	{ ID id-CellMeasurementResultList		CRITICALITY ignore	TYPE CellMeasurementResultList	PRESENCE optional	},
	...
}

-- **************************************************************
--
--  Access And Mobility Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Access And Mobility Indication 
--
-- **************************************************************

[bookmark: OLE_LINK114]AccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { AccessAndMobilityIndicationIEs} },
	...
}

AccessAndMobilityIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-RAReportList				CRITICALITY ignore	TYPE RAReportList			PRESENCE optional }|
	{ ID id-RLFReportInformationList				CRITICALITY ignore	TYPE RLFReportInformationList				PRESENCE optional }|
	{ ID id-SuccessfulHOReportInformationList		CRITICALITY ignore	TYPE SuccessfulHOReportInformationList	PRESENCE optional }|
	{ ID id-SuccessfulPSCellChangeReportInformationList	CRITICALITY ignore	TYPE SuccessfulPSCellChangeReportInformationList		PRESENCE optional },
	...
}


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORTING CONTROL ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORTING CONTROL
--
-- **************************************************************

ReferenceTimeInformationReportingControl::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { ReferenceTimeInformationReportingControlIEs} },
	...
}

ReferenceTimeInformationReportingControlIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-ReportingRequestType		CRITICALITY reject	TYPE ReportingRequestType		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORT ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORT
--
-- **************************************************************

ReferenceTimeInformationReport::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { ReferenceTimeInformationReportIEs} },
	...
}

ReferenceTimeInformationReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY ignore	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-TimeReferenceInformation	CRITICALITY ignore	TYPE TimeReferenceInformation		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- ACCESS SUCCESS ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Access Success
--
-- **************************************************************

AccessSuccess ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ AccessSuccessIEs}},
	...
}

AccessSuccessIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-NRCGI								CRITICALITY reject	TYPE NRCGI									PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION CONTROL ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Control
--
-- **************************************************************

PositioningAssistanceInformationControl ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationControlIEs}},
	...
}

PositioningAssistanceInformationControlIEs F1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
		{ ID id-PosAssistance-Information		CRITICALITY reject	TYPE PosAssistance-Information		PRESENCE optional}|
		{ ID id-PosBroadcast					CRITICALITY reject	TYPE PosBroadcast				PRESENCE optional}|
		{ ID id-PositioningBroadcastCells		CRITICALITY reject	TYPE PositioningBroadcastCells		PRESENCE optional}|
		{ ID id-RoutingID						CRITICALITY reject	TYPE RoutingID				PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION FEEDBACK ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Feedback
--
-- **************************************************************

PositioningAssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationFeedbackIEs}},
	...
}

PositioningAssistanceInformationFeedbackIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-PosAssistanceInformationFailureList	CRITICALITY reject	TYPE PosAssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells				PRESENCE optional}|
	{ ID id-RoutingID								CRITICALITY reject	TYPE RoutingID									PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITONING MEASUREMENT EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Request
--
-- **************************************************************

PositioningMeasurementRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementRequestIEs} },
	...
}

PositioningMeasurementRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList				CRITICALITY reject	TYPE TRP-MeasurementRequestList					PRESENCE mandatory}|
	{ ID id-PosReportCharacteristics				CRITICALITY reject	TYPE PosReportCharacteristics					PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicity				CRITICALITY reject	TYPE MeasurementPeriodicity						PRESENCE conditional }|
	-- The above IE shall be present if the PosReportCharacteristics IE is set to “periodic” --
	{ ID id-PosMeasurementQuantities				CRITICALITY reject	TYPE PosMeasurementQuantities					PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime					CRITICALITY ignore	TYPE RelativeTime1900	PRESENCE optional	}|
	{ ID id-SRSConfiguration						CRITICALITY ignore	TYPE SRSConfiguration								PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest				CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional	}|
	{ ID id-SystemFrameNumber						CRITICALITY ignore	TYPE SystemFrameNumber		PRESENCE optional}|
	{ ID id-SlotNumber								CRITICALITY ignore	TYPE SlotNumber				PRESENCE optional}|
	{ ID id-PosMeasurementPeriodicityExtended		CRITICALITY reject	TYPE MeasurementPeriodicityExtended			PRESENCE conditional }|
	-- The IE shall be present the MeasurementPeriodicity IE is set to the value "extended"

	{ ID id-ResponseTime							CRITICALITY ignore	TYPE ResponseTime									PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator			CRITICALITY ignore	TYPE MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion					CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	}|
	{ ID id-PosMeasurementAmount					CRITICALITY ignore	TYPE PosMeasurementAmount	PRESENCE optional	}|
	{ ID id-TimeWindowInformation-Measurement-List		CRITICALITY ignore	TYPE TimeWindowInformation-Measurement-List	PRESENCE optional	},
	...
} 


-- **************************************************************
--
-- Positioning Measurement Response
--
-- **************************************************************

PositioningMeasurementResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementResponseIEs} },
	...
}


PositioningMeasurementResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-PosMeasurementResultList				CRITICALITY reject	TYPE PosMeasurementResultList					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- Positioning Measurement Failure
--
-- **************************************************************

PositioningMeasurementFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementFailureIEs} },
	...
}

PositioningMeasurementFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID				CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID				CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- POSITIONING MEASUREMENT REPORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Report
--
-- **************************************************************

PositioningMeasurementReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementReportIEs} },
	...
}

PositioningMeasurementReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID			PRESENCE mandatory	}|
	{ ID id-PosMeasurementResultList	CRITICALITY reject	TYPE PosMeasurementResultList	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT ABORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Abort
--
-- **************************************************************

PositioningMeasurementAbort ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementAbortIEs} },
	...
}

PositioningMeasurementAbortIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|	
	{ ID id-LMF-MeasurementID				CRITICALITY reject	TYPE LMF-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID				CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT FAILURE INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Failure Indication
--
-- **************************************************************

PositioningMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementFailureIndicationIEs} },
	...
}

PositioningMeasurementFailureIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Update
--
-- **************************************************************

PositioningMeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementUpdateIEs} },
	...
}

PositioningMeasurementUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID			PRESENCE mandatory	}|
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-TRP-MeasurementUpdateList	CRITICALITY reject	TYPE TRP-MeasurementUpdateList 	PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator	CRITICALITY ignore	TYPE	MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion		CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- TRP INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- TRP Information Request
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationRequestIEs} },
	...
}

TRPInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-TRPList								CRITICALITY ignore	TYPE TRPList									PRESENCE optional	}|
	{ ID id-TRPInformationTypeListTRPReq		CRITICALITY reject	TYPE TRPInformationTypeListTRPReq			PRESENCE mandatory	},
	...
}

TRPInformationTypeListTRPReq ::= SEQUENCE (SIZE(1.. maxnoofTRPInfoTypes)) OF ProtocolIE-SingleContainer { { TRPInformationTypeItemTRPReq } }

TRPInformationTypeItemTRPReq 	F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPInformationTypeItem	 CRITICALITY reject		TYPE TRPInformationTypeItem  	PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- TRP Information Response
--
-- **************************************************************

TRPInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationResponseIEs} },
	...
}

TRPInformationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-TRPInformationListTRPResp		CRITICALITY ignore	TYPE TRPInformationListTRPResp		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

TRPInformationListTRPResp ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF ProtocolIE-SingleContainer { { TRPInformationItemTRPResp } }

TRPInformationItemTRPResp 	F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPInformationItem	 CRITICALITY ignore		TYPE TRPInformationItem  	PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- TRP Information Failure
--
-- **************************************************************

TRPInformationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationFailureIEs} },
	...
}

TRPInformationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- POSITIONING INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Request
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationRequestIEs} },
	...
}

PositioningInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional}|
	{ ID id-SRSPosRRCInactiveQueryIndication		CRITICALITY ignore	TYPE SRSPosRRCInactiveQueryIndication				PRESENCE optional}|
	{ ID id-TimeWindowInformation-SRS-List			CRITICALITY ignore	TYPE TimeWindowInformation-SRS-List						PRESENCE optional},
	...
} 


-- **************************************************************
--
-- Positioning Information Response
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationResponseIEs} },
	...
}


PositioningInformationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|	
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional }|
	{ ID id-SRSPosRRCInactiveConfig		CRITICALITY ignore	TYPE SRSPosRRCInactiveConfig	PRESENCE optional}|
	{ ID id-SRSPosRRCInactiveValidityAreaConfig		CRITICALITY ignore	TYPE SRSPosRRCInactiveValidityAreaConfig	PRESENCE optional}|
	{ ID id-SRSPreconfiguration-List	CRITICALITY ignore	TYPE SRSPreconfiguration-List	PRESENCE optional}|
	{ ID id-RequestedSRSPreconfigurationCharacteristics-List	CRITICALITY ignore	TYPE RequestedSRSPreconfigurationCharacteristics-List 	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- Positioning Information Failure
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationFailureIEs} },
	...
}

PositioningInformationFailureIEs F1AP-PROTOCOL-IES ::= {
	
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- POSITIONING ACTIVATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Activation Request
--
-- **************************************************************

PositioningActivationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationRequestIEs} },
	...
}

PositioningActivationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SRSType					CRITICALITY reject	TYPE SRSType					PRESENCE mandatory	}|
	{ ID id-ActivationTime			CRITICALITY ignore	TYPE RelativeTime1900		PRESENCE optional	}|
	{ ID id-AggregatedPosSRSResourceSetList	CRITICALITY ignore TYPE AggregatedPosSRSResourceSetList	PRESENCE optional},
	...
} 

SRSType ::= CHOICE {
	semipersistentSRS				SemipersistentSRS,
	aperiodicSRS					AperiodicSRS, 
	choice-extension				ProtocolIE-SingleContainer { { SRSType-ExtIEs} }
}

SRSType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SemipersistentSRS ::= SEQUENCE {
	sRSResourceSetID			SRSResourceSetID,
	sRSSpatialRelation			SpatialRelationInfo	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {SemipersistentSRS-ExtIEs} } OPTIONAL,
	...
}

SemipersistentSRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSSpatialRelationPerSRSResource	CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource PRESENCE optional},
	...
}

AperiodicSRS ::= SEQUENCE {
	aperiodic					ENUMERATED {true, ...},
	sRSResourceTrigger			SRSResourceTrigger		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {AperiodicSRS-ExtIEs} } OPTIONAL,
	...
}

AperiodicSRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- Positioning Activation Response
--
-- **************************************************************

PositioningActivationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationResponseIEs} },
	...
}


PositioningActivationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SystemFrameNumber		CRITICALITY ignore	TYPE SystemFrameNumber			PRESENCE optional }|
	{ ID id-SlotNumber				CRITICALITY ignore	TYPE SlotNumber					PRESENCE optional }|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}




-- **************************************************************
--
-- Positioning Activation Failure
--
-- **************************************************************

PositioningActivationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationFailureIEs} },
	...
}

PositioningActivationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- POSITIONING DEACTIVATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Deactivation
--
-- **************************************************************

PositioningDeactivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningDeactivationIEs} },
	...
}

PositioningDeactivationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-AbortTransmission		CRITICALITY ignore	TYPE AbortTransmission			PRESENCE mandatory	}|
	{ ID id-AggregatedPosSRSResourceSetList	CRITICALITY ignore TYPE AggregatedPosSRSResourceSetList	PRESENCE optional},
	...
} 

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Update
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationUpdateIEs} },
	...
}


PositioningInformationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SRSConfiguration		CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime	CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional},
	...
}

-- **************************************************************
--
-- SRS Information Reservation Notification
--
-- **************************************************************

SRSInformationReservationNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ SRSInformationReservationNotificationIEs}},
	...
}

SRSInformationReservationNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-SRSReservationType		CRITICALITY ignore	TYPE SRSReservationType			PRESENCE mandatory	}|
	{ ID id-SRSInformation			CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics				PRESENCE optional	},
	...
}


-- **************************************************************
--
-- E-CID MEASUREMENT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Initiation Request
--
-- **************************************************************

E-CIDMeasurementInitiationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationRequest-IEs}},
	...
}

E-CIDMeasurementInitiationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID			CRITICALITY reject	TYPE LMF-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID			CRITICALITY reject	TYPE RAN-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-E-CID-ReportCharacteristics		CRITICALITY reject	TYPE E-CID-ReportCharacteristics		PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementPeriodicity	CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional	}|
-- The above IE shall be present if the E-CID-ReportCharacteristics IE is set to “periodic” –-
	{ ID id-E-CID-MeasurementQuantities		CRITICALITY reject	TYPE E-CID-MeasurementQuantities	PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicityNR-AoA	CRITICALITY reject	TYPE PosMeasurementPeriodicityNR-AoA		PRESENCE conditional},
-- The IE shall be present if the E-CID-ReportCharacteristics IE is set to “periodic” and the E-CID-MeasurementQuantities-Item IE in the E-CID-MeasurementQuantities IE is set to the value "angleOfArrivalNR"--
	...
}

-- **************************************************************
--
-- E-CID Measurement Initiation Response
--
-- **************************************************************

E-CIDMeasurementInitiationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationResponse-IEs}},
	...
}

E-CIDMeasurementInitiationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult		PRESENCE optional}|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID Measurement Initiation Failure
--
-- **************************************************************

E-CIDMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementInitiationFailure-IEs}},
	...
}


E-CIDMeasurementInitiationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT FAILURE INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Failure Indication
--
-- **************************************************************

E-CIDMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementFailureIndication-IEs}},
	...
}


E-CIDMeasurementFailureIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID		PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT REPORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Report
--
-- **************************************************************

E-CIDMeasurementReport ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementReport-IEs}},
	...
}


E-CIDMeasurementReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult		PRESENCE mandatory }|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID				PRESENCE optional},

	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT TERMINATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Termination Command
--
-- **************************************************************


E-CIDMeasurementTerminationCommand ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementTerminationCommand-IEs}},
	...
}


E-CIDMeasurementTerminationCommand-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT SETUP REQUEST
--
-- **************************************************************

BroadcastContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupRequestIEs} },
	...
}

BroadcastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE	GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-MBS-Session-ID					CRITICALITY reject 	TYPE	MBS-Session-ID					PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea					CRITICALITY reject 	TYPE	MBS-ServiceArea					PRESENCE optional   }|
	{ ID id-MBS-CUtoDURRCInformation			CRITICALITY reject	TYPE	MBS-CUtoDURRCInformation		PRESENCE mandatory	}|
	{ ID id-SNSSAI							CRITICALITY reject	TYPE	SNSSAI							PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-ToBeSetup-List		CRITICALITY reject	TYPE	BroadcastMRBs-ToBeSetup-List	PRESENCE mandatory	}|
	{ ID id-SupportedUETypeList				CRITICALITY ignore	TYPE	SupportedUETypeList				PRESENCE	optional		}|
	{ ID id-AssociatedSessionID				CRITICALITY ignore	TYPE	AssociatedSessionID				PRESENCE optional		},
	...
} 

BroadcastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeSetup-ItemIEs} }


BroadcastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeSetup-Item	CRITICALITY reject	TYPE 	BroadcastMRBs-ToBeSetup-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT SETUP RESPONSE
--
-- **************************************************************

BroadcastContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupResponseIEs} },
	...
}

BroadcastContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-Setup-List			CRITICALITY reject TYPE BroadcastMRBs-Setup-List				PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-FailedToBeSetup-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeSetup-List	PRESENCE optional	}|
[bookmark: OLE_LINK165][bookmark: OLE_LINK166][bookmark: OLE_LINK163][bookmark: OLE_LINK164]	{ ID id-BroadcastAreaScope					CRITICALITY ignore TYPE BroadcastAreaScope						PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics					PRESENCE optional	},
	...
}

BroadcastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-Setup-ItemIEs} }

BroadcastMRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeSetup-ItemIEs} }

BroadcastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-Setup-Item			CRITICALITY reject	TYPE BroadcastMRBs-Setup-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeSetup-Item	CRITICALITY ignore	TYPE BroadcastMRBs-FailedToBeSetup-Item	PRESENCE mandatory},	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT SETUP FAILURE
--
-- **************************************************************

BroadcastContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupFailureIEs} },
	...
}

BroadcastContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE COMMAND 
--
-- **************************************************************

BroadcastContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextReleaseCommandIEs} },
	...
}

BroadcastContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
} 

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE COMPLETE
--
-- **************************************************************

BroadcastContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextReleaseCompleteIEs} },
	...
}
BroadcastContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE REQUEST ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE REQUEST
--
-- **************************************************************

BroadcastContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ BroadcastContextReleaseRequestIEs}},
	...
}

BroadcastContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

BroadcastContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationRequestIEs} },
	...
}

BroadcastContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea						PRESENCE optional		}|
	{ ID id-MBS-CUtoDURRCInformation				CRITICALITY reject	TYPE MBS-CUtoDURRCInformation				PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-ToBeSetupMod-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeSetupMod-List		PRESENCE optional	}|
	{ ID id-BroadcastMRBs-ToBeModified-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeModified-List		PRESENCE optional	}|
	{ ID id-BroadcastMRBs-ToBeReleased-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeReleased-List		PRESENCE optional	}|
	{ ID id-SupportedUETypeList					CRITICALITY ignore	TYPE SupportedUETypeList					PRESENCE	optional	},
	...
} 

BroadcastMRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeSetupMod-ItemIEs} }
BroadcastMRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeModified-ItemIEs} }
BroadcastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeReleased-ItemIEs} }

BroadcastMRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeModified-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

BroadcastContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationResponseIEs} },
	...
}


BroadcastContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID						CRITICALITY reject TYPE GNB-CU-MBS-F1AP-ID								PRESENCE mandatory}|
	{ ID id-gNB-DU-MBS-F1AP-ID						CRITICALITY reject TYPE GNB-DU-MBS-F1AP-ID								PRESENCE mandatory}|

	{ ID id-BroadcastMRBs-SetupMod-List				CRITICALITY reject TYPE BroadcastMRBs-SetupMod-List					PRESENCE optional}|
	{ ID id-BroadcastMRBs-FailedToBeSetupMod-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeSetupMod-List	PRESENCE optional}|
	{ ID id-BroadcastMRBs-Modified-List				CRITICALITY reject TYPE BroadcastMRBs-Modified-List					PRESENCE optional}|
	{ ID id-BroadcastMRBs-FailedToBeModified-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeModified-List	PRESENCE optional}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional}|
	{ ID id-BroadcastAreaScope						CRITICALITY ignore TYPE BroadcastAreaScope								PRESENCE optional},
	...
}

BroadcastMRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-SetupMod-ItemIEs} }

BroadcastMRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeSetupMod-ItemIEs} }

BroadcastMRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-Modified-ItemIEs } } 

BroadcastMRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeModified-ItemIEs} }


BroadcastMRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-SetupMod-Item				CRITICALITY		reject	TYPE BroadcastMRBs-SetupMod-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeSetupMod-Item	CRITICALITY		ignore	TYPE BroadcastMRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-Modified-Item				CRITICALITY		reject	TYPE BroadcastMRBs-Modified-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeModified-Item	CRITICALITY 	ignore	TYPE BroadcastMRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

BroadcastContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationFailureIEs} },
	...
}

BroadcastContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- BROADCAST TRANSPORT RESOURCE REQUEST ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- BROADCAST TRANSPORT RESOURCE REQUEST
--
-- **************************************************************

BroadcastTransportResourceRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ BroadcastTransportResourceRequestIEs}},
	...
}

BroadcastTransportResourceRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Broadcast-MRBs-Transport-Request-List		CRITICALITY reject TYPE Broadcast-MRBs-Transport-Request-List	PRESENCE optional	},
	...
}

Broadcast-MRBs-Transport-Request-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { Broadcast-MRBs-Transport-Request-ItemIEs} }

Broadcast-MRBs-Transport-Request-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Broadcast-MRBs-Transport-Request-Item			CRITICALITY reject	TYPE Broadcast-MRBs-Transport-Request-Item			PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Multicast Group Paging ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- Multicast Group Paging
--
-- **************************************************************

MulticastGroupPaging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastGroupPagingIEs}},
	...
}

MulticastGroupPagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID					CRITICALITY reject	TYPE MBS-Session-ID							PRESENCE mandatory	}|
	{ ID id-UEIdentity-List-For-Paging-List	CRITICALITY ignore	TYPE UEIdentity-List-For-Paging-List		PRESENCE optional		}|
	{ ID id-MC-PagingCell-List				CRITICALITY ignore	TYPE MC-PagingCell-list						PRESENCE optional		}|
	{ ID id-IndicationMCInactiveReception		CRITICALITY ignore	TYPE IndicationMCInactiveReception		PRESENCE optional		},
	...
}

UEIdentity-List-For-Paging-List	 ::= SEQUENCE (SIZE(1.. maxnoofUEIDforPaging)) OF ProtocolIE-SingleContainer { { UEIdentity-List-For-Paging-ItemIEs } }


UEIdentity-List-For-Paging-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentity-List-For-Paging-Item	CRITICALITY ignore	TYPE UEIdentity-List-For-Paging-Item 			PRESENCE optional }	,
	...
}

MC-PagingCell-list::= SEQUENCE (SIZE(1.. maxnoofPagingCells)) OF ProtocolIE-SingleContainer { { MC-PagingCell-ItemIEs } }

MC-PagingCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MC-PagingCell-Item		CRITICALITY ignore	TYPE MC-PagingCell-Item			PRESENCE mandatory}	,
	...
}



-- **************************************************************
--
-- MULTICAST CONTEXT SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP REQUEST
--
-- **************************************************************

MulticastContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupRequestIEs}},
	...
}

MulticastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE	GNB-CU-MBS-F1AP-ID								PRESENCE mandatory  }|
	{ ID id-MBS-Session-ID						CRITICALITY reject	TYPE	MBS-Session-ID									PRESENCE mandatory  }|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE	MBS-ServiceArea									PRESENCE optional   }|
	{ ID id-SNSSAI								CRITICALITY reject	TYPE	SNSSAI											PRESENCE mandatory  }|
[bookmark: _Hlk152263371]	{ ID id-MulticastMRBs-ToBeSetup-List			CRITICALITY reject	TYPE	MulticastMRBs-ToBeSetup-List					PRESENCE mandatory  }|
	{ ID id-MulticastCU2DURRCInfo					CRITICALITY reject	TYPE	MulticastCU2DURRCInfo							PRESENCE optional   }|
	{ ID id-MBSMulticastSessionReceptionState		CRITICALITY reject	TYPE	MBSMulticastSessionReceptionState				PRESENCE optional   },
	...
} 

MulticastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetup-ItemIEs} }


MulticastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetup-Item	CRITICALITY reject	TYPE 	MulticastMRBs-ToBeSetup-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP RESPONSE
--
-- **************************************************************

MulticastContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupResponseIEs}},
	...
}

MulticastContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MulticastMRBs-Setup-List			CRITICALITY reject TYPE MulticastMRBs-Setup-List					PRESENCE mandatory	}|
	{ ID id-MulticastMRBs-FailedToBeSetup-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeSetup-List 	PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-MulticastDU2CURRCInfo				CRITICALITY reject TYPE MulticastDU2CURRCInfo						PRESENCE optional	},
	...
}

MulticastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-Setup-ItemIEs} }

MulticastMRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeSetup-ItemIEs} }

MulticastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-Setup-Item			CRITICALITY reject	TYPE MulticastMRBs-Setup-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE MulticastMRBs-FailedToBeSetup-Item	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP FAILURE
--
-- **************************************************************

MulticastContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupFailureIEs}},
	...
}

MulticastContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY ignore	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE optional	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE COMMAND
--
-- **************************************************************

MulticastContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseCommandIEs}},
	...
}

MulticastContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE COMPLETE
--
-- **************************************************************

MulticastContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseCompleteIEs}},
	...
}

MulticastContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE REQUEST ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE REQUEST
--
-- **************************************************************

MulticastContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseRequestIEs}},
	...
}

MulticastContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

MulticastContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationRequestIEs}},
	...
}

MulticastContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea							PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeSetupMod-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-List		PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeModified-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-List		PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeReleased-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-List		PRESENCE optional  }|
	{ ID id-MulticastCU2DURRCInfo					CRITICALITY reject	TYPE	MulticastCU2DURRCInfo					PRESENCE optional  }|
	{ ID id-MBSMulticastSessionReceptionState		CRITICALITY reject	TYPE MBSMulticastSessionReceptionState		PRESENCE optional  },
	...
} 

MulticastMRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetupMod-ItemIEs} }
MulticastMRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

MulticastMRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeModified-ItemIEs} }
MulticastMRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeModified-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}


MulticastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeReleased-ItemIEs} }
MulticastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

MulticastContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationResponseIEs}},
	...
}

MulticastContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID								PRESENCE mandatory }|
	{ ID id-gNB-DU-MBS-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID								PRESENCE mandatory }|
	{ ID id-MulticastMRBs-SetupMod-List			CRITICALITY reject TYPE MulticastMRBs-SetupMod-List						PRESENCE optional  }|
	{ ID id-MulticastMRBs-FailedToBeSetupMod-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeSetupMod-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-Modified-List			CRITICALITY reject TYPE MulticastMRBs-Modified-List						PRESENCE optional  }|
	{ ID id-MulticastMRBs-FailedToBeModified-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeModified-List	PRESENCE optional  }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional  }|
	{ ID id-MulticastDU2CURRCInfo					CRITICALITY reject TYPE MulticastDU2CURRCInfo							PRESENCE optional	},
	...
}

MulticastMRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-SetupMod-ItemIEs} }
MulticastMRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-SetupMod-Item				CRITICALITY		reject	TYPE MulticastMRBs-SetupMod-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeSetupMod-ItemIEs} }
MulticastMRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeSetupMod-Item	CRITICALITY		ignore	TYPE MulticastMRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

MulticastMRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-Modified-ItemIEs } } 
MulticastMRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-Modified-Item				CRITICALITY		reject	TYPE MulticastMRBs-Modified-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeModified-ItemIEs} }
MulticastMRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeModified-Item	CRITICALITY 	ignore	TYPE MulticastMRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

MulticastContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationFailureIEs}},
	...
}

MulticastContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION INDICATION
--
-- **************************************************************

MulticastContextNotificationIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationIndicationIEs}},
	...
}

MulticastContextNotificationIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MulticastDU2CURRCInfo				CRITICALITY reject	TYPE MulticastDU2CURRCInfo						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION CONFIRM
--
-- **************************************************************

MulticastContextNotificationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationConfirmIEs}},
	...
}

MulticastContextNotificationConfirmIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION REFUSE
--
-- **************************************************************

MulticastContextNotificationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationRefuseIEs}},
	...
}

MulticastContextNotificationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION REQUEST
--
-- **************************************************************

MulticastCommonConfigurationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationRequestIEs}},
	...
}

MulticastCommonConfigurationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID											PRESENCE mandatory	}|
	{ ID id-MulticastCU2DUCommonRRCInfo				CRITICALITY reject	TYPE MulticastCU2DUCommonRRCInfo						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION RESPONSE
--
-- **************************************************************

MulticastCommonConfigurationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationResponseIEs}},
	...
}

MulticastCommonConfigurationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION REFUSE
--
-- **************************************************************

MulticastCommonConfigurationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationRefuseIEs}},
	...
}

MulticastCommonConfigurationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP REQUEST
--
-- **************************************************************

MulticastDistributionSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupRequestIEs}},
	...
}

MulticastDistributionSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-MulticastF1UContext-ToBeSetup-List	CRITICALITY reject	TYPE MulticastF1UContext-ToBeSetup-List	PRESENCE mandatory	},
	...
}

MulticastF1UContext-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF 
																	ProtocolIE-SingleContainer { { MulticastF1UContext-ToBeSetup-ItemIEs} }
MulticastF1UContext-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-ToBeSetup-Item				CRITICALITY		reject	TYPE MulticastF1UContext-ToBeSetup-Item			PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP RESPONSE
--
-- **************************************************************

MulticastDistributionSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupResponseIEs}},
	...
}

MulticastDistributionSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID									PRESENCE mandatory}|
	{ ID id-gNB-DU-MBS-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID									PRESENCE mandatory}|
	{ ID id-MBSMulticastF1UContextDescriptor			CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor				PRESENCE mandatory}|
	{ ID id-MulticastF1UContext-Setup-List				CRITICALITY reject	TYPE MulticastF1UContext-Setup-List					PRESENCE mandatory}|
	{ ID id-MulticastF1UContext-FailedToBeSetup-List	CRITICALITY ignore	TYPE MulticastF1UContext-FailedToBeSetup-List		PRESENCE optional}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional }|
	{ ID id-MulticastF1UContextReferenceCU				CRITICALITY reject	TYPE MulticastF1UContextReferenceCU					PRESENCE mandatory},
	...
}

MulticastF1UContext-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastF1UContext-Setup-ItemIEs} }
MulticastF1UContext-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-Setup-Item				CRITICALITY		reject	TYPE MulticastF1UContext-Setup-Item			PRESENCE mandatory},
	...
}

MulticastF1UContext-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF 
																ProtocolIE-SingleContainer { { MulticastF1UContext-FailedToBeSetup-ItemIEs} }
MulticastF1UContext-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-FailedToBeSetup-Item	CRITICALITY	 ignore	TYPE MulticastF1UContext-FailedToBeSetup-Item	 PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP FAILURE
--
-- **************************************************************

MulticastDistributionSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupFailureIEs}},
	...
}

MulticastDistributionSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY ignore	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE optional	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE COMMAND
--
-- **************************************************************

MulticastDistributionReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionReleaseCommandIEs}},
	...
}

MulticastDistributionReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE COMPLETE
--
-- **************************************************************

MulticastDistributionReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionReleaseCompleteIEs}},
	...
}

MulticastDistributionReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- PDC MEASUREMENT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Initiation Request
--
-- **************************************************************

PDCMeasurementInitiationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PDCMeasurementInitiationRequest-IEs}},
	...
}

PDCMeasurementInitiationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID				CRITICALITY reject	TYPE RAN-UE-PDC-MeasID					PRESENCE mandatory	}|
	{ ID id-PDCReportType					CRITICALITY reject	TYPE PDCReportType						PRESENCE mandatory	}|
	{ ID id-PDCMeasurementPeriodicity		CRITICALITY reject	TYPE PDCMeasurementPeriodicity			PRESENCE conditional	}|
-- The above IE shall be present if the PDCReportType IE is set to “periodic” –-
	{ ID id-PDCMeasurementQuantities		CRITICALITY reject	TYPE PDCMeasurementQuantities			PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDC Measurement Initiation Response
--
-- **************************************************************

PDCMeasurementInitiationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PDCMeasurementInitiationResponse-IEs}},
	...
}

PDCMeasurementInitiationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY reject	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-PDCMeasurementResult		CRITICALITY ignore	TYPE PDCMeasurementResult		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PDC Measurement Initiation Failure
--
-- **************************************************************

PDCMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PDCMeasurementInitiationFailure-IEs}},
	...
}

PDCMeasurementInitiationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY ignore	TYPE RAN-UE-PDC-MeasID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- PDC MEASUREMENT REPORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Report
--
-- **************************************************************

PDCMeasurementReport ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PDCMeasurementReport-IEs}},
	...
}

PDCMeasurementReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY reject	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-PDCMeasurementResult		CRITICALITY ignore	TYPE PDCMeasurementResult		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDC MEASUREMENT TERMINATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Termination
--
-- **************************************************************

PDCMeasurementTerminationCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PDCMeasurementTerminationCommand-IEs} },
	...
}


PDCMeasurementTerminationCommand-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY	ignore	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- PDC MEASUREMENT FAILURE INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Failure Indication
--
-- **************************************************************


PDCMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PDCMeasurementFailureIndication-IEs} },
	...
}

PDCMeasurementFailureIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY ignore	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PPS CONFIGURATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PRS CONFIGURATION REQUEST
--
-- **************************************************************

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigRequestType				PRESENCE mandatory }|
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION RESPONSE
--
-- **************************************************************

PRSConfigurationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationResponse-IEs}},
	...
}

PRSConfigurationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory}|
	{ ID id-PRSTransmissionTRPList	CRITICALITY ignore	TYPE PRSTransmissionTRPList			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION FAILURE
--
-- **************************************************************

PRSConfigurationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationFailure-IEs}},
	...
}

PRSConfigurationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory}|
	{ ID id-Cause	CRITICALITY ignore	TYPE Cause	PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}


-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Preconfiguration Required
--
-- **************************************************************

MeasurementPreconfigurationRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationRequired-IEs}},
	...
}

MeasurementPreconfigurationRequired-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID	PRESENCE mandatory}|
	{ ID id-gNB-DU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID	PRESENCE mandatory}|
	{ ID id-TRP-PRS-Info-List	CRITICALITY ignore	TYPE TRP-PRS-Info-List	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Positioning Preconfiguration Confirm
--
-- **************************************************************

MeasurementPreconfigurationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementPreconfigurationConfirm-IEs} },
	...
}


MeasurementPreconfigurationConfirm-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-PosMeasGapPreConfigList		CRITICALITY ignore	TYPE PosMeasGapPreConfigList		PRESENCE optional }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional },
	...
}




-- **************************************************************
--
-- Positioning Preconfiguration Refuse
--
-- **************************************************************

MeasurementPreconfigurationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementPreconfigurationRefuse-IEs} },
	...
}

MeasurementPreconfigurationRefuse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- MEASUREMENT ACTIVATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Measurement Activation
--
-- **************************************************************

MeasurementActivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementActivation-IEs} },
	...
}

MeasurementActivation-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-ActivationRequestType		CRITICALITY reject	TYPE ActivationRequestType 			PRESENCE mandatory}|
	{ ID id-PRS-Measurement-Info-List	CRITICALITY ignore	TYPE PRS-Measurement-Info-List		PRESENCE optional},
	...
} 

-- **************************************************************
--
-- QOE INFORMATION TRANSFER ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer
--
-- **************************************************************


QoEInformationTransfer ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{QoEInformationTransfer-IEs}},
	...
}


QoEInformationTransfer-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-QoEInformation				CRITICALITY ignore	TYPE QoEInformation						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- POSITIONING SYSTEM INFORMATION DELIVERY ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning System information Delivery Command
--
-- **************************************************************

PosSystemInformationDeliveryCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PosSystemInformationDeliveryCommandIEs}},
	...
}

PosSystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-PosSItypeList			CRITICALITY reject	TYPE PosSItypeList					PRESENCE mandatory	}|
	{ ID id-ConfirmedUEID 			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DU-CU CELL SWITCH NOTIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU Cell Switch Notification
--
-- **************************************************************

DUCUCellSwitchNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DUCUCellSwitchNotificationIEs}},
	...
}

DUCUCellSwitchNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-LTMCellSwitchInformation	 CRITICALITY ignore	TYPE LTMCellSwitchInformation	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- CU-DU CELL SWITCH NOTIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- CU-DU Cell Switch Notification
--
-- **************************************************************

CUDUCellSwitchNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ CUDUCellSwitchNotificationIEs}},
	...
}

CUDUCellSwitchNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-LTMCellSwitchInformation	 CRITICALITY ignore	TYPE LTMCellSwitchInformation	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- DU-CU TA INFORMATION TRANSFER ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU TA Information Transfer
--
-- **************************************************************

DUCUTAInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DUCUTAInformationTransferIEs}},
	...
}

DUCUTAInformationTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-DUtoCUTAInformation-List		CRITICALITY ignore	TYPE DUtoCUTAInformation-List				PRESENCE optional	},
	...
}

-- **************************************************************
--
-- CU-DU TA INFORMATION TRANSFER ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- CU-DU TA Information Transfer
--
-- **************************************************************

CUDUTAInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ CUDUTAInformationTransferIEs}},
	...
}

CUDUTAInformationTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-CUtoDUTAInformation-List		CRITICALITY ignore	TYPE CUtoDUTAInformation-List				PRESENCE optional	},
	...
}

-- **************************************************************
--
-- QOE INFORMATION TRANSFER CONTROL ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer Control
--
-- **************************************************************


QoEInformationTransferControl ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container {{QoEInformationTransferControl-IEs}},
	...
}


QoEInformationTransferControl-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-DeactivationIndication				CRITICALITY ignore	TYPE DeactivationIndication						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- RACH Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- RACH Indication
--
-- **************************************************************


RachIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{ RachIndication-IEs}},
	...
}


RachIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-RAReportIndicationList				CRITICALITY reject	TYPE RAReportIndicationList						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- Timing Synchronisation Status Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- TIMING SYNCHRONISATION STATUS REQUEST
--
-- **************************************************************

TimingSynchronisationStatusRequest::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TimingSynchronisationStatusRequest-IEs}},
	...
}

TimingSynchronisationStatusRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-RANTSSRequestType				CRITICALITY reject	TYPE RANTSSRequestType							PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- TIMING SYNCHRONISATION STATUS RESPONSE
--
-- **************************************************************

TimingSynchronisationStatusResponse::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TimingSynchronisationStatusResponse-IEs}},
	...
}

TimingSynchronisationStatusResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- TIMING SYNCHRONISATION STATUS FAILURE
--
-- **************************************************************

TimingSynchronisationStatusFailure::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TimingSynchronisationStatusFailure-IEs}},
	...
}

TimingSynchronisationStatusFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}
-- **************************************************************
--
-- Timing Synchronisation Status Reporting Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- TIMING SYNCHRONISATION STATUS REPORT
--
-- **************************************************************

TimingSynchronisationStatusReport::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ TimingSynchronisationStatusReport-IEs}},
	...
}

TimingSynchronisationStatusReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID									CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-RANTimingSynchronisationStatusInfo				CRITICALITY ignore	TYPE RANTimingSynchronisationStatusInfo							PRESENCE mandatory },
	...
}

-- **************************************************************
--
--  DU-CU Access And Mobility Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU Access And Mobility Indication 
--
-- **************************************************************

DUCUAccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { DUCUAccessAndMobilityIndicationIEs} },
	...
}

DUCUAccessAndMobilityIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-DLLBTFailureInformationList				CRITICALITY ignore	TYPE DLLBTFailureInformationList	PRESENCE optional},
	...
}


END
-- ASN1STOP 
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Coverage-Modification-Cause,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
[bookmark: _Hlk120261944]	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
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FROM F1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM F1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	F1AP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- A

AbortTransmission ::= CHOICE {
	sRSResourceSetID		SRSResourceSetID,
	releaseALL				NULL,
	choice-extension		ProtocolIE-SingleContainer { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

AccessPointPosition ::= SEQUENCE {
	latitudeSign				ENUMERATED {north, south},
	latitude					INTEGER (0..8388607),
	longitude					INTEGER (-8388608..8388607),
	directionOfAltitude			ENUMERATED {height, depth},
	altitude					INTEGER (0..32767),
	uncertaintySemi-major		INTEGER (0..127),
	uncertaintySemi-minor		INTEGER (0..127),
	orientationOfMajorAxis		INTEGER (0..179),
	uncertaintyAltitude			INTEGER (0..127),
	confidence					INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { AccessPointPosition-ExtIEs} } OPTIONAL
}

AccessPointPosition-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Activated-Cells-Mapping-List-Item	::= SEQUENCE {
	nRCGIforTargetLogicalDU						NRCGI,
	nRCGIforSourceLogicalDU						NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { Activated-Cells-Mapping-List-ItemExtIEs } }	OPTIONAL,
	...
}

Activated-Cells-Mapping-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Activated-Cells-to-be-Updated-List ::= SEQUENCE (SIZE(1..maxnoofServedCellsIAB)) OF Activated-Cells-to-be-Updated-List-Item

Activated-Cells-to-be-Updated-List-Item ::=	SEQUENCE{
	nRCGI								NRCGI,
	iAB-DU-Cell-Resource-Configuration-Mode-Info	IAB-DU-Cell-Resource-Configuration-Mode-Info,
	iE-Extensions						ProtocolExtensionContainer { { Activated-Cells-to-be-Updated-List-Item-ExtIEs} } OPTIONAL
}

Activated-Cells-to-be-Updated-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ActivationRequestType ::= ENUMERATED {activate, deactivate, ...}

ActiveULBWP  ::= SEQUENCE {
	locationAndBandwidth		INTEGER (0..37949,...),
	subcarrierSpacing           ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
	cyclicPrefix				ENUMERATED {normal, extended},
	txDirectCurrentLocation		INTEGER (0..3301,...),
	shift7dot5kHz				ENUMERATED {true, ...} OPTIONAL,
	sRSConfig					SRSConfig,
	iE-Extensions					ProtocolExtensionContainer { { ActiveULBWP-ExtIEs} } OPTIONAL
}

ActiveULBWP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalDuplicationIndication ::= ENUMERATED { 
	three,
	four,
	...
}


AdditionalPath-List::= SEQUENCE (SIZE(1..maxnoofPath)) OF AdditionalPath-Item

AdditionalPath-Item ::=SEQUENCE {
	relativePathDelay	RelativePathDelay, 
	pathQuality			TRPMeasurementQuality 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalPath-Item-ExtIEs } }	OPTIONAL
}

AdditionalPath-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MultipleULAoA	CRITICALITY ignore EXTENSION MultipleULAoA		PRESENCE optional}|
	{ ID id-pathPower		CRITICALITY ignore EXTENSION UL-SRS-RSRPP		PRESENCE optional},
	...
}

ExtendedAdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPathExtended)) OF ExtendedAdditionalPathList-Item


ExtendedAdditionalPathList-Item ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TRPMeasurementQuality	OPTIONAL,
	multipleULAoA		MultipleULAoA  			OPTIONAL,
	pathPower			UL-SRS-RSRPP			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedAdditionalPathList-Item-ExtIEs} } OPTIONAL,
	...
}

ExtendedAdditionalPathList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalPDCPDuplicationTNL-List ::= SEQUENCE (SIZE(1..maxnoofAdditionalPDCPDuplicationTNL)) OF AdditionalPDCPDuplicationTNL-Item

AdditionalPDCPDuplicationTNL-Item ::=SEQUENCE {
	additionalPDCPDuplicationUPTNLInformation		UPTransportLayerInformation, 
	iE-Extensions	ProtocolExtensionContainer { { AdditionalPDCPDuplicationTNL-ItemExtIEs } }	OPTIONAL,
	...
}

AdditionalPDCPDuplicationTNL-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-BHInfo		CRITICALITY ignore	EXTENSION BHInfo		PRESENCE optional	},
	...
}

AdditionalSIBMessageList ::= SEQUENCE (SIZE(1..maxnoofAdditionalSIBs)) OF AdditionalSIBMessageList-Item

AdditionalSIBMessageList-Item ::= SEQUENCE {
	additionalSIB			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalSIBMessageList-Item-ExtIEs} } OPTIONAL
}

AdditionalSIBMessageList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalRRMPriorityIndex ::= BIT STRING (SIZE(32))

AffectedCellsAndBeams-List ::= SEQUENCE (SIZE (1.. maxAffectedCells)) OF AffectedCellsAndBeams-Item

AffectedCellsAndBeams-Item::= SEQUENCE {
	nRCGI					NRCGI,
	affectedSSB-List		AffectedSSB-List OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AffectedCellsAndBeams-Item-ExtIEs} } OPTIONAL,
	...
}
AffectedCellsAndBeams-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AffectedSSB-List::= SEQUENCE (SIZE (1..maxnoofSSBAreas)) OF AffectedSSB-Item

AffectedSSB-Item::= SEQUENCE {
	sSB-Index	INTEGER(0..63), 
	iE-Extensions		ProtocolExtensionContainer { { AffectedSSB-Item-ExtIEs} } OPTIONAL,
	...
}
AffectedSSB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPosSRSResourceIDList ::= SEQUENCE (SIZE(1..maxnoAggregatedSRS-Resources)) OF Aggregated-PosSRS-Resource-ID-Item

Aggregated-PosSRS-Resource-ID-Item ::= SEQUENCE {
	positioningSRS		SRSPosResourceID,
	iE-Extensions		ProtocolExtensionContainer { { Aggregated-PosSRS-Resource-ID-Item-ExtIEs} } OPTIONAL,
	...
}

Aggregated-PosSRS-Resource-ID-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPosSRSResourceSetList ::= SEQUENCE (SIZE(1..maxnoAggregatedPosSRSResourceSets)) OF AggregatedPosSRSResourceSet-Item

AggregatedPosSRSResourceSet-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	nRPCI							NRPCI				OPTIONAL,
	posSRSResourceSetID				INTEGER(0..15),
	iE-Extensions					ProtocolExtensionContainer { { AggregatedPosSRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPosSRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPRSResourceSetList ::= SEQUENCE (SIZE(1..maxnoAggregatedPosPRSResourceSets)) OF AggregatedPRSResourceSet-Item

AggregatedPRSResourceSet-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	pRSResourceSetID				PRS-Resource-Set-ID,
	iE-Extensions					ProtocolExtensionContainer { { AggregatedPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



AggressorCellList ::= SEQUENCE (SIZE(1..maxCellingNBDU)) OF AggressorCellList-Item

AggressorCellList-Item ::= SEQUENCE {
	aggressorCell-ID		NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { AggressorCellList-Item-ExtIEs } }		OPTIONAL
}

AggressorCellList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggressorgNBSetID ::= SEQUENCE {
	aggressorgNBSetID		GNBSetID,
	iE-Extensions	ProtocolExtensionContainer { { AggressorgNBSetID-ExtIEs } }	OPTIONAL
}

AggressorgNBSetID-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQoSParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParaSetIndex			QoSParaSetIndex,
	guaranteedFlowBitRateDL				BitRate					OPTIONAL,
	guaranteedFlowBitRateUL				BitRate					OPTIONAL,
	packetDelayBudget					PacketDelayBudget		OPTIONAL,
	packetErrorRate						PacketErrorRate			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AngleMeasurementQuality ::= SEQUENCE {
	azimuthQuality	INTEGER(0..255),
	zenithQuality	INTEGER(0..255) OPTIONAL,
	resolution		ENUMERATED{deg0dot1,...},
	iE-Extensions	ProtocolExtensionContainer { { AngleMeasurementQuality-ExtIEs } }	OPTIONAL
}

AngleMeasurementQuality-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AperiodicSRSResourceTriggerList ::= SEQUENCE (SIZE(1..maxnoofSRSTriggerStates)) OF AperiodicSRSResourceTrigger

AperiodicSRSResourceTrigger ::= INTEGER (1..3)

Associated-SCell-Item ::= SEQUENCE {
	sCell-ID		NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { Associated-SCell-ItemExtIEs } }	OPTIONAL
}

Associated-SCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedSessionID ::= OCTET STRING 


AvailablePLMNList ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF AvailablePLMNList-Item

AvailablePLMNList-Item ::= SEQUENCE {
	pLMNIdentity			PLMN-Identity,
	iE-Extensions		ProtocolExtensionContainer { { AvailablePLMNList-Item-ExtIEs} } OPTIONAL
}

AvailablePLMNList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AvailableSNPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF AvailableSNPN-ID-List-Item

AvailableSNPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	availableNIDList			BroadcastNIDList,
	iE-Extensions				ProtocolExtensionContainer { { AvailableSNPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

AvailableSNPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AveragingWindow  ::= INTEGER (0..4095, ...) 

AreaScope ::= ENUMERATED {true, ...}

AoA-AssistanceInfo ::= SEQUENCE {
	angleMeasurement			AngleMeasurementType,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { AoA-AssistanceInfo-ExtIEs } } OPTIONAL,
	...
}

AoA-AssistanceInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AngleMeasurementType ::= CHOICE {	
	expected-ULAoA		Expected-UL-AoA,
	expected-ZoA		Expected-ZoA-only,
	choice-extension ProtocolIE-SingleContainer { { AngleMeasurementType-ExtIEs } }
}

AngleMeasurementType-ExtIEs F1AP-PROTOCOL-IES ::= {
...
}

AppLayerBufferLevelList ::= OCTET STRING 

ARP-ID ::= INTEGER (1..16, ...)

ARPLocationInformation ::= SEQUENCE (SIZE (1..maxnoARPs)) OF ARPLocationInformation-Item

ARPLocationInformation-Item ::= SEQUENCE {
	aRP-ID				ARP-ID,
	aRPLocationType		ARPLocationType,
	iE-Extensions		ProtocolExtensionContainer { { ARPLocationInformation-ExtIEs} } OPTIONAL,
...
}

ARPLocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ARPLocationType ::= CHOICE {
	aRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	aRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-SingleContainer { { ARPLocationType-ExtIEs } }
}

ARPLocationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


-- B

BAP-Header-Rewriting-Added-List-Item::= SEQUENCE {
	ingressBAPRoutingID		BAPRoutingID,
	egressBAPRoutingID		BAPRoutingID,
	nonF1terminatingTopologyIndicator		NonF1terminatingTopologyIndicator		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { BAP-Header-Rewriting-Added-List-Item-ExtIEs} }	OPTIONAL
}

BAP-Header-Rewriting-Added-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BAP-Header-Rewriting-Removed-List-Item::= SEQUENCE {
	ingressBAPRoutingID		BAPRoutingID,
	iE-Extensions			ProtocolExtensionContainer { { BAP-Header-Rewriting-Removed-List-Item-ExtIEs} } OPTIONAL
}

BAP-Header-Rewriting-Removed-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


BandwidthSRS ::= CHOICE { 
	fR1								FR1-Bandwidth,
	fR2								FR2-Bandwidth,
	choice-extension				ProtocolIE-SingleContainer {{ BandwidthSRS-ExtIEs }}
}

BandwidthSRS-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


BAPAddress ::= BIT STRING (SIZE(10))

BAPCtrlPDUChannel ::= ENUMERATED {true, ...}

BAPlayerBHRLCchannelMappingInfo ::= SEQUENCE {
	bAPlayerBHRLCchannelMappingInfoToAdd			BAPlayerBHRLCchannelMappingInfoList			OPTIONAL,
	bAPlayerBHRLCchannelMappingInfoToRemove			MappingInformationtoRemove					OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { BAPlayerBHRLCchannelMappingInfo-ExtIEs} } OPTIONAL,
	...
}

BAPlayerBHRLCchannelMappingInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BAPlayerBHRLCchannelMappingInfoList ::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF BAPlayerBHRLCchannelMappingInfo-Item

BAPlayerBHRLCchannelMappingInfo-Item ::= SEQUENCE {
	mappingInformationIndex			MappingInformationIndex,		
	priorHopBAPAddress				BAPAddress		OPTIONAL,		
	ingressbHRLCChannelID			BHRLCChannelID		OPTIONAL,		
	nextHopBAPAddress				BAPAddress		OPTIONAL,		
	egressbHRLCChannelID			BHRLCChannelID		OPTIONAL,		
	iE-Extensions					ProtocolExtensionContainer { { BAPlayerBHRLCchannelMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

BAPlayerBHRLCchannelMappingInfo-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-IngressNonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION IngressNonF1terminatingTopologyIndicator		PRESENCE optional}|
	{ ID id-EgressNonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION EgressNonF1terminatingTopologyIndicator		PRESENCE optional},
	...
}

BAPPathID ::= BIT STRING (SIZE(10))

BAPRoutingID ::= SEQUENCE {
	bAPAddress		BAPAddress,
	bAPPathID		BAPPathID,
	iE-Extensions	ProtocolExtensionContainer { { BAPRoutingIDExtIEs } }	OPTIONAL
}

BAPRoutingIDExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BCBearerContextF1U-TNLInfo ::= CHOICE {
	locationindpendent				MBSF1UInformation,
	locationdependent				LocationDependentMBSF1UInformation,
	choice-extension	ProtocolIE-SingleContainer	{{BCBearerContextF1U-TNLInfo-ExtIEs}}
}

BCBearerContextF1U-TNLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

BitRate ::= INTEGER (0..4000000000000,...)

BearerTypeChange ::= ENUMERATED {true, ...}

BHRLCChannelID ::= BIT STRING (SIZE(16))

BHChannels-FailedToBeModified-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeModified-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeModified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-FailedToBeSetup-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeSetup-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-FailedToBeSetupMod-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeSetupMod-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Modified-Item ::= SEQUENCE {
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Modified-ItemExtIEs } }	OPTIONAL
}

BHChannels-Modified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Required-ToBeReleased-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

BHChannels-Required-ToBeReleased-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Setup-Item ::= SEQUENCE {
	bHRLCChannelID							BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Setup-ItemExtIEs } }	OPTIONAL
}

BHChannels-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-SetupMod-Item ::= SEQUENCE {
	bHRLCChannelID							BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-SetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeModified-Item ::= SEQUENCE {
	bHRLCChannelID					BHRLCChannelID,
	bHQoSInformation				BHQoSInformation,
	rLCmode				RLCMode	OPTIONAL,
	bAPCtrlPDUChannel	BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo	TrafficMappingInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-ToBeModified-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeReleased-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeSetup-Item ::= SEQUENCE	{
	bHRLCChannelID						BHRLCChannelID,
	bHQoSInformation					BHQoSInformation,
	rLCmode								RLCMode,
	bAPCtrlPDUChannel					BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo					TrafficMappingInfo		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { BHChannels-ToBeSetup-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeSetupMod-Item ::= SEQUENCE {
	bHRLCChannelID				BHRLCChannelID,
	bHQoSInformation			BHQoSInformation,
	rLCmode				RLCMode,
	bAPCtrlPDUChannel	BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo	TrafficMappingInfo		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BHChannels-ToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHInfo ::= SEQUENCE {
	bAProutingID			BAPRoutingID 	OPTIONAL,
	egressBHRLCCHList		EgressBHRLCCHList	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { BHInfo-ExtIEs} } OPTIONAL
}

BHInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION NonF1terminatingTopologyIndicator		PRESENCE optional	},
	...
}

BHQoSInformation ::= CHOICE {
	bHRLCCHQoS					QoSFlowLevelQoSParameters,	
	eUTRANBHRLCCHQoS			EUTRANQoS,
	cPTrafficType				CPTrafficType,
	choice-extension			ProtocolIE-SingleContainer { { BHQoSInformation-ExtIEs} }
}

BHQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

BHRLCCHList ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF BHRLCCHItem

BHRLCCHItem ::= SEQUENCE {
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer {{BHRLCCHItemExtIEs }}	 OPTIONAL
}

BHRLCCHItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BH-Routing-Information-Added-List-Item ::= SEQUENCE {
	bAPRoutingID				BAPRoutingID,
	nextHopBAPAddress			BAPAddress,
	iE-Extensions				ProtocolExtensionContainer { { BH-Routing-Information-Added-List-ItemExtIEs} }	OPTIONAL
}

BH-Routing-Information-Added-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-NonF1terminatingTopologyIndicator  CRITICALITY ignore EXTENSION   NonF1terminatingTopologyIndicator		PRESENCE optional},
	...
}

BH-Routing-Information-Removed-List-Item ::= SEQUENCE {
	bAPRoutingID				BAPRoutingID,
	iE-Extensions				ProtocolExtensionContainer { { BH-Routing-Information-Removed-List-ItemExtIEs} }	OPTIONAL
}

BH-Routing-Information-Removed-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BPLMN-ID-Info-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNsNR)) OF BPLMN-ID-Info-Item

BPLMN-ID-Info-Item ::= SEQUENCE {
	pLMN-Identity-List			AvailablePLMNList,
	extended-PLMN-Identity-List	ExtendedAvailablePLMN-List	OPTIONAL,
	fiveGS-TAC					FiveGS-TAC					OPTIONAL,
	nr-cell-ID					NRCellIdentity,
	ranac						RANAC						OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BPLMN-ID-Info-ItemExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication		PRESENCE optional }|
	{	ID id-NPNBroadcastInformation		CRITICALITY reject EXTENSION NPNBroadcastInformation		PRESENCE optional},
	...
}

ServedPLMNs-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF ServedPLMNs-Item

ServedPLMNs-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	iE-Extensions				ProtocolExtensionContainer { { ServedPLMNs-ItemExtIEs} } OPTIONAL,
	...
}

ServedPLMNs-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-TAISliceSupportList			CRITICALITY ignore	EXTENSION SliceSupportList				PRESENCE optional	}|
{ ID id-NPNSupportInfo				CRITICALITY reject	EXTENSION NPNSupportInfo				PRESENCE optional	}|
{ ID id-ExtendedTAISliceSupportList	CRITICALITY reject	EXTENSION ExtendedSliceSupportList		PRESENCE optional	}|
{ ID id-TAINSAGSupportList			CRITICALITY ignore	EXTENSION NSAGSupportList				PRESENCE optional},
	...
}

BroadcastCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGsupported)) OF CAGID


BroadcastMRBs-FailedToBeModified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedtoBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedtoBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedToBeSetup-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-FailedToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedToBeSetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-Modified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-Modified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-Modified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-Setup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-Setup-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters		OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

BroadcastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo	,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


BroadcastNIDList ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF NID

BroadcastSNPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF BroadcastSNPN-ID-List-Item

BroadcastSNPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	broadcastNIDList			BroadcastNIDList,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastSNPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

BroadcastSNPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastPNI-NPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofCAGsupported)) OF BroadcastPNI-NPN-ID-List-Item

BroadcastPNI-NPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	broadcastCAGList			BroadcastCAGList,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastPNI-NPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

BroadcastPNI-NPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastAreaScope ::= CHOICE {
	completeSuccess			NULL,
[bookmark: OLE_LINK218][bookmark: OLE_LINK219][bookmark: OLE_LINK220]	partialSuccess			PartialSuccessCell,
[bookmark: OLE_LINK184][bookmark: OLE_LINK185][bookmark: OLE_LINK186][bookmark: OLE_LINK187]	choice-extension		ProtocolIE-SingleContainer { { BroadcastAreaScope-ExtIEs } }
}

BroadcastAreaScope-ExtIEs F1AP-PROTOCOL-IES::={
	...
}

[bookmark: OLE_LINK257][bookmark: OLE_LINK258][bookmark: OLE_LINK265][bookmark: OLE_LINK266]BroadcastCellList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF Broadcast-Cell-List-Item
[bookmark: OLE_LINK267][bookmark: OLE_LINK268]Broadcast-Cell-List-Item ::= SEQUENCE {
	cellID				NRCGI,
[bookmark: OLE_LINK271][bookmark: OLE_LINK272]	iE-Extensions				ProtocolExtensionContainer { { Broadcast-Cell-List-ItemExtIEs} } OPTIONAL,
	...
}

Broadcast-Cell-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BufferSizeThresh ::= INTEGER(0..16777215)

BurstArrivalTime ::= OCTET STRING

BW-Aggregation-Request-Indication ::= ENUMERATED  {true, ...} 


BWP-Id ::= INTEGER (0..4)


BurstArrivalTimeWindow ::= SEQUENCE {
	burstArrivalTimeWindowStart				INTEGER (0..640000, ...),
	burstArrivalTimeWindowEnd				INTEGER (0..640000, ...),
	iE-Extension			ProtocolExtensionContainer { {BurstArrivalTimeWindow-ExtIEs} } OPTIONAL,
	...
}
 
BurstArrivalTimeWindow-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Broadcast-MRBs-Transport-Request-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { {Broadcast-MRBs-Transport-Request-Item-ExtIEs} } OPTIONAL,
	...
}

Broadcast-MRBs-Transport-Request-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- C
CAGID ::= BIT STRING (SIZE(32))

Cancel-all-Warning-Messages-Indicator ::= ENUMERATED {true, ...}

Candidate-SpCell-Item ::= SEQUENCE {
	candidate-SpCell-ID			NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { Candidate-SpCell-ItemExtIEs } }	OPTIONAL,
	...
}

Candidate-SpCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CapacityValue::= SEQUENCE {
	capacityValue				INTEGER (0..100),
	sSBAreaCapacityValueList	SSBAreaCapacityValueList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CapacityValue-ExtIEs} } OPTIONAL
}

CapacityValue-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	transport			CauseTransport,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-extension	ProtocolIE-SingleContainer { { Cause-ExtIEs} }
}

Cause-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	not-enough-user-plane-processing-resources,
	hardware-failure,
	om-intervention,
	unspecified,
	...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	abstract-syntax-error-falsely-constructed-message,
	unspecified,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	rl-failure-rlc,
	unknown-or-already-allocated-gnb-cu-ue-f1ap-id,
	unknown-or-already-allocated-gnb-du-ue-f1ap-id,
	unknown-or-inconsistent-pair-of-ue-f1ap-id,
	interaction-with-other-procedure,
	not-supported-qci-Value,
	action-desirable-for-radio-reasons,
	no-radio-resources-available,
	procedure-cancelled,
	normal-release,
	...,
	cell-not-available,
	rl-failure-others,
	ue-rejection,
	resources-not-available-for-the-slice,
	amf-initiated-abnormal-release,
	release-due-to-pre-emption,
	plmn-not-served-by-the-gNB-CU,
	multiple-drb-id-instances,
	unknown-drb-id,
	multiple-bh-rlc-ch-id-instances,
	unknown-bh-rlc-ch-id,
	cho-cpc-resources-tobechanged,
	nPN-not-supported, 
	nPN-access-denied,
	gNB-CU-Cell-Capacity-Exceeded,
	report-characteristics-empty,
	existing-measurement-ID,
	measurement-temporarily-not-available,
	measurement-not-supported-for-the-object,
	unknown-bh-address,
	unknown-bap-routing-id,
	insufficient-ue-capabilities,
	scg-activation-deactivation-failure,
	scg-deactivation-failure-due-to-data-transmission,
	requested-item-not-supported-on-time,
	unknown-or-already-allocated-gNB-CU-MBS-F1AP-ID,
	unknown-or-already-allocated-gNB-DU-MBS-F1AP-ID,
	unknown-or-inconsistent-pair-of-MBS-F1AP-ID,
	unknown-or-inconsistent-MRB-ID,
	tat-sdt-expiry,
	lTM-command-triggered,
	sSB-not-available

}

CauseTransport ::= ENUMERATED {
	unspecified,
	transport-resource-unavailable,
	...,
	unknown-TNL-address-for-IAB,
	unknown-UP-TNL-information-for-IAB
}

CellGroupConfig ::= OCTET STRING

CellCapacityClassValue ::= INTEGER (1..100,...)

Cell-Direction ::= ENUMERATED {dl-only, ul-only}

CellMeasurementResultList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF CellMeasurementResultItem

CellMeasurementResultItem ::= SEQUENCE {
	cellID							NRCGI,
	radioResourceStatus				RadioResourceStatus 			OPTIONAL, 
	compositeAvailableCapacityGroup	CompositeAvailableCapacityGroup	OPTIONAL,
	sliceAvailableCapacity			SliceAvailableCapacity 			OPTIONAL, 
	numberofActiveUEs 				NumberofActiveUEs				OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { CellMeasurementResultItem-ExtIEs} } OPTIONAL
}

CellMeasurementResultItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NR-U-Channel-List	CRITICALITY ignore	EXTENSION NR-U-Channel-List PRESENCE optional },
	...
}

Cell-Portion-ID ::= INTEGER (0..4095,...)

CellsForSON-List ::= SEQUENCE (SIZE(1.. maxServedCellforSON)) OF CellsForSON-Item

CellsForSON-Item ::= SEQUENCE {
	nRCGI											NRCGI,
	neighbourNR-CellsForSON-List					NeighbourNR-CellsForSON-List									OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { CellsForSON-Item-ExtIEs} }	OPTIONAL,
	...
}

CellsForSON-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Failed-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Failed-to-be-Activated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Failed-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Status-Item ::= SEQUENCE {
	nRCGI			NRCGI,
	service-status		Service-Status,
	iE-Extensions				ProtocolExtensionContainer { { Cells-Status-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Status-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-To-Be-Broadcast-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Cells-To-Be-Broadcast-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-To-Be-Broadcast-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Broadcast-Completed-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Broadcast-Completed-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Broadcast-Completed-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Broadcast-To-Be-Cancelled-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Broadcast-To-Be-Cancelled-ItemExtIEs } }	OPTIONAL,
	...
}

Broadcast-To-Be-Cancelled-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Cells-Broadcast-Cancelled-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	numberOfBroadcasts	NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Broadcast-Cancelled-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Broadcast-Cancelled-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI		NRCGI,
	nRPCI		NRPCI		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Activated-List-ItemExtIEs} }	OPTIONAL,
	...
}

Cells-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-gNB-CUSystemInformation			CRITICALITY reject	EXTENSION GNB-CUSystemInformation				PRESENCE optional }|
	{ ID id-AvailablePLMNList				CRITICALITY ignore	EXTENSION AvailablePLMNList						PRESENCE optional }|
	{ ID id-ExtendedAvailablePLMN-List		CRITICALITY ignore	EXTENSION ExtendedAvailablePLMN-List			PRESENCE optional }|
	{ ID id-IAB-Info-IAB-donor-CU			CRITICALITY ignore	EXTENSION IAB-Info-IAB-donor-CU					PRESENCE optional}|
	{ ID id-AvailableSNPN-ID-List			CRITICALITY ignore	EXTENSION AvailableSNPN-ID-List					PRESENCE optional }|
	{ ID id-MBS-Broadcast-NeighbourCellList	CRITICALITY ignore	EXTENSION MBS-Broadcast-NeighbourCellList	PRESENCE optional }|
	{ ID id-SSBs-withinTheCell-tobe-Activated-List			CRITICALITY reject	EXTENSION SSBs-toBeActivated-List				PRESENCE optional },
	...
}
Cells-With-SSBs-Activated-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF Cells-With-SSBs-Activated-List-Item

Cells-With-SSBs-Activated-List-Item::= SEQUENCE {	
	nRCGI			 			NRCGI,
	sSBs-activated-List 		SSBs-activated-List,
	iE-Extensions				ProtocolExtensionContainer { { Cells-With-SSBs-Activated-List-Item-ExtIEs} } OPTIONAL
}

Cells-With-SSBs-Activated-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Allowed-to-be-Deactivated-List-Item ::= SEQUENCE {
	nRCGI		NRCGI,
	iE-Extensions				ProtocolExtensionContainer { { Cells-Allowed-to-be-Deactivated-List-ItemExtIEs} }	OPTIONAL,
	...
}


Cells-Allowed-to-be-Deactivated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
		...
}

Cells-to-be-Deactivated-List-Item ::= SEQUENCE {
	nRCGI			NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Deactivated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-to-be-Deactivated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Barred-Item::= SEQUENCE {
	nRCGI			NRCGI	,
	cellBarred		CellBarred,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Barred-Item-ExtIEs } }	OPTIONAL
}

Cells-to-be-Barred-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-IAB-Barred	CRITICALITY ignore	EXTENSION IAB-Barred		PRESENCE optional }|
	{ ID id-MobileIAB-Barred	CRITICALITY ignore	EXTENSION MobileIAB-Barred		PRESENCE optional },
	...
}


CellBarred	::=	ENUMERATED {barred, not-barred, ...}

CellSize ::= ENUMERATED {verysmall, small, medium, large, ...}

CellToReportList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF CellToReportItem

CellToReportItem ::= SEQUENCE {
	cellID		NRCGI,
	sSBToReportList		SSBToReportList		 OPTIONAL,
	sliceToReportList	SliceToReportList	 OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { CellToReportItem-ExtIEs} } OPTIONAL
}

CellToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CellType ::= SEQUENCE {
	cellSize		CellSize,
	iE-Extensions		ProtocolExtensionContainer { {CellType-ExtIEs} }	OPTIONAL,
	...
}

CellType-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CellULConfigured ::=  ENUMERATED {none, ul, sul, ul-and-sul, ...}

CG-SDTQueryIndication ::=  ENUMERATED {true, ...}

CG-SDTKeptIndicator ::= ENUMERATED {true, ...}

CG-SDTindicatorSetup ::= ENUMERATED {true, ...}

CG-SDTindicatorMod ::= ENUMERATED {true, false, ...}

CG-SDTSessionInfo ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID					GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID					GNB-DU-UE-F1AP-ID,
	iE-Extensions						ProtocolExtensionContainer {{CG-SDTSessionInfo-ExtIEs}}		OPTIONAL,
	...
}


CG-SDTSessionInfo-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ChannelOccupancyTimePercentage ::= INTEGER (0..100,...)

Child-IAB-Nodes-NA-Resource-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-IAB-Nodes-NA-Resource-List-Item

Child-IAB-Nodes-NA-Resource-List-Item::= SEQUENCE {
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID,
	nA-Resource-Configuration-List		NA-Resource-Configuration-List 		OPTIONAL,	
	iE-Extensions		ProtocolExtensionContainer { { Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs} } OPTIONAL
}

Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Child-Node-Cells-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-Node-Cells-List-Item

Child-Node-Cells-List-Item ::=	SEQUENCE{
	nRCGI 								NRCGI,
	iAB-DU-Cell-Resource-Configuration-Mode-Info 	IAB-DU-Cell-Resource-Configuration-Mode-Info	OPTIONAL,
	iAB-STC-Info						IAB-STC-Info			OPTIONAL,
	rACH-Config-Common					RACH-Config-Common		OPTIONAL,
	rACH-Config-Common-IAB				RACH-Config-Common-IAB	OPTIONAL,
	cSI-RS-Configuration				OCTET STRING			OPTIONAL,
	sR-Configuration					OCTET STRING			OPTIONAL,
	pDCCH-ConfigSIB1					OCTET STRING			OPTIONAL,
	sCS-Common							OCTET STRING	OPTIONAL,
	multiplexingInfo					MultiplexingInfo	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer {{Child-Node-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Child-Node-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Child-Nodes-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-Nodes-List-Item

Child-Nodes-List-Item ::= SEQUENCE{
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID,
	child-Node-Cells-List 	Child-Node-Cells-List	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{Child-Nodes-List-Item-ExtIEs}}		OPTIONAL
}

Child-Nodes-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CHOtrigger-InterDU ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	...
}

CHOtrigger-IntraDU ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	cho-cancel,
	...
}

CNSubgroupID ::= INTEGER (0..7, ...)

CNUEPagingIdentity ::= CHOICE {
	fiveG-S-TMSI			BIT STRING (SIZE(48)),
	choice-extension			ProtocolIE-SingleContainer { { CNUEPagingIdentity-ExtIEs } }
}

CNUEPagingIdentity-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CompositeAvailableCapacityGroup ::= SEQUENCE {
	compositeAvailableCapacityDownlink	CompositeAvailableCapacity,
	compositeAvailableCapacityUplink 	CompositeAvailableCapacity,
	iE-Extensions	ProtocolExtensionContainer { { CompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL
}

CompositeAvailableCapacityGroup-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CompositeAvailableCapacity-SUL		CRITICALITY ignore	EXTENSION CompositeAvailableCapacity		PRESENCE optional	},
	...
}

CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue 	CellCapacityClassValue		OPTIONAL,
	capacityValue			CapacityValue,
	iE-Extensions	ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} } OPTIONAL
}

CompositeAvailableCapacity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CHO-Probability ::= INTEGER (1..100)

ConditionalInterDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-InterDU,
	targetgNB-DUUEF1APID			GNB-DU-UE-F1AP-ID							OPTIONAL
		-- This IE shall be present if the cho-trigger IE is present and set to "cho-replace" --,
	iE-Extensions					ProtocolExtensionContainer { { ConditionalInterDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalInterDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability				PRESENCE optional	}|
	{ ID id-SCPAC-Request					CRITICALITY reject		EXTENSION SCPAC-Request			PRESENCE optional	}|
	{ ID id-S-CPACLowerLayerReferenceConfigRequest	CRITICALITY reject		EXTENSION S-CPACLowerLayerReferenceConfigRequest		PRESENCE optional	},
	...
}

ConditionalIntraDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-IntraDU,
	targetCellsTocancel				TargetCellList								OPTIONAL,
	-- This IE may be present if the cho-trigger IE is present and set to "cho-cancel"
	iE-Extensions					ProtocolExtensionContainer { { ConditionalIntraDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalIntraDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability				PRESENCE optional	}|
	{ ID id-SCPAC-Request					CRITICALITY reject		EXTENSION SCPAC-Request			PRESENCE optional	}|
	{ ID id-S-CPACLowerLayerReferenceConfigRequest	CRITICALITY reject		EXTENSION S-CPACLowerLayerReferenceConfigRequest		PRESENCE optional	},
	...
}

ConfigRestrictInfoDAPS ::= OCTET STRING

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}

Configured-BWP-List ::= SEQUENCE (SIZE(1.. maxNrofBWPs)) OF Configured-BWP-Item

Configured-BWP-Item ::= SEQUENCE {
	bWP-Id									BWP-Id,
	bWP-Location-and-bandwidth				INTEGER (0..37949),		
	iE-Extensions					ProtocolExtensionContainer { { Configured-BWP-Item-ExtIEs } }	OPTIONAL,
	...
}

Configured-BWP-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


CoordinateID ::= INTEGER (0..511, ...)

Coverage-Modification-Notification ::= SEQUENCE {
	coverage-Modification-List				Coverage-Modification-List,
	iE-Extensions								ProtocolExtensionContainer { { Coverage-Modification-Notification-ExtIEs} }	OPTIONAL,
	...
}

Coverage-Modification-Notification-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	...
}

Coverage-Modification-List ::= SEQUENCE (SIZE (1..maxCellingNBDU)) OF Coverage-Modification-Item

Coverage-Modification-Item ::= SEQUENCE {
	nRCGI								NRCGI,
	cellCoverageState					CellCoverageState,
	sSBCoverageModificationList			SSBCoverageModification-List OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { Coverage-Modification-Item-ExtIEs} } 				OPTIONAL,
	...
}

Coverage-Modification-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Coverage-Modification-Cause	CRITICALITY ignore	EXTENSION CCO-issue-detection		PRESENCE optional },
	...
}

CellCoverageState ::= INTEGER (0..63, ...)


CCO-Assistance-Information ::= SEQUENCE {
	cCO-issue-detection				CCO-issue-detection		OPTIONAL,
	affectedCellsAndBeams-List		AffectedCellsAndBeams-List 		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CCO-Assistance-Information-ExtIEs} }	OPTIONAL,
	...
}

CCO-Assistance-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	...
}


CCO-issue-detection	::=	ENUMERATED {
	coverage, 
	cell-edge-capacity,
	...,
	network-energy-saving}


CP-TransportLayerAddress ::= CHOICE {
	endpoint-IP-address				TransportLayerAddress,
	endpoint-IP-address-and-port	Endpoint-IP-address-and-port, 
	choice-extension				ProtocolIE-SingleContainer { { CP-TransportLayerAddress-ExtIEs } }
}

CP-TransportLayerAddress-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CPACMCGInformation ::= SEQUENCE {
	cpac-trigger					CPAC-trigger,
	pscellid						NRCGI,																	
	iE-Extensions					ProtocolExtensionContainer { { CPACMCGInformation-ExtIEs} }	OPTIONAL,
	...
}
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CPACMCGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CPAC-trigger ::= ENUMERATED {
	cpac-preparation,
	cpac-executed,
	...
}

CPTrafficType ::= INTEGER (1..3,...)

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode														OPTIONAL,
	triggeringMessage				TriggeringMessage													OPTIONAL,
	procedureCriticality			Criticality															OPTIONAL,
	transactionID					TransactionID														OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List										OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}		OPTIONAL,
	...
}

CriticalityDiagnostics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1.. maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality			Criticality,
	iE-ID					ProtocolIE-ID,
	typeOfError 			TypeOfError,
	iE-Extensions			ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}}	OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

C-RNTI ::= INTEGER (0..65535, ...)

CUDURadioInformationType ::= CHOICE {
	rIM								CUDURIMInformation,
	choice-extension				ProtocolIE-SingleContainer { { CUDURadioInformationType-ExtIEs} }
}

CUDURadioInformationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CUDURIMInformation ::= SEQUENCE {
	victimgNBSetID			GNBSetID, 
	rIMRSDetectionStatus	RIMRSDetectionStatus,
	iE-Extensions			ProtocolExtensionContainer { { CUDURIMInformation-ExtIEs} }	OPTIONAL
}

CUDURIMInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CUtoDURRCInformation ::= SEQUENCE {
	cG-ConfigInfo						CG-ConfigInfo						OPTIONAL,
	uE-CapabilityRAT-ContainerList		UE-CapabilityRAT-ContainerList		OPTIONAL,
	measConfig							MeasConfig							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,
	...
}

CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-HandoverPreparationInformation	CRITICALITY ignore	EXTENSION HandoverPreparationInformation		PRESENCE optional }|
	{ ID id-CellGroupConfig					CRITICALITY ignore	EXTENSION CellGroupConfig							PRESENCE optional }|
	{ ID id-MeasurementTimingConfiguration	CRITICALITY ignore	EXTENSION MeasurementTimingConfiguration		PRESENCE optional }|
	{ ID id-UEAssistanceInformation			CRITICALITY ignore	EXTENSION UEAssistanceInformation					PRESENCE optional }|
	{ ID id-CG-Config						CRITICALITY ignore	EXTENSION CG-Config									PRESENCE optional }|
	{ ID id-UEAssistanceInformationEUTRA	CRITICALITY ignore	EXTENSION UEAssistanceInformationEUTRA			PRESENCE optional }|
	{ ID id-LocationMeasurementInformation	CRITICALITY ignore	EXTENSION LocationMeasurementInformation		PRESENCE optional }|
	{ ID id-MUSIM-GapConfig					CRITICALITY reject	EXTENSION MUSIM-GapConfig							PRESENCE optional }|
	{ ID id-SDT-MAC-PHY-CG-Config			CRITICALITY ignore	EXTENSION SDT-MAC-PHY-CG-Config						PRESENCE optional }|
	{ ID id-MBSInterestIndication			CRITICALITY ignore	EXTENSION MBSInterestIndication						PRESENCE optional }|
	{ ID id-NeedForGapsInfoNR				CRITICALITY ignore	EXTENSION NeedForGapsInfoNR							PRESENCE optional }|
	{ ID id-NeedForGapNCSGInfoNR			CRITICALITY ignore	EXTENSION NeedForGapNCSGInfoNR						PRESENCE optional }|
	{ ID id-NeedForGapNCSGInfoEUTRA			CRITICALITY ignore	EXTENSION NeedForGapNCSGInfoEUTRA					PRESENCE optional }|
	{ ID id-ConfigRestrictInfoDAPS			CRITICALITY ignore	EXTENSION ConfigRestrictInfoDAPS					PRESENCE optional }|
	{ ID id-Preconfigured-measurement-GAP-Request			CRITICALITY ignore	EXTENSION Preconfigured-measurement-GAP-Request					PRESENCE optional }|
	{ ID id-NeedForInterruptionInfoNR		CRITICALITY ignore	EXTENSION NeedForInterruptionInfoNR				PRESENCE optional }|
	{ ID id-MusimCapabilityRestrictionIndication		CRITICALITY ignore	EXTENSION MusimCapabilityRestrictionIndication				PRESENCE optional }|
	{ ID id-MusimCandidateBandList			CRITICALITY ignore	EXTENSION MusimCandidateBandList					PRESENCE optional },
	...
}

CUtoDUTAInformation-List ::= SEQUENCE (SIZE(1.. maxnoofTAList)) OF CUtoDUTAInformation

CUtoDUTAInformation	::= SEQUENCE {
	nRCGI					NRCGI,
	tAValue					TAValue,
	preambleIndex			PreambleIndex,
	rA-RNTI					RA-RNTI,
	iE-Extensions			ProtocolExtensionContainer { { CUtoDUTAInformationItem-ExtIEs} }	OPTIONAL,
	...
}

CUtoDUTAInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CSIResourceConfiguration ::= SEQUENCE  {
	cSIResourceConfigToAddModList 			OCTET STRING		OPTIONAL,
	cSIResourceConfigToReleaseList			OCTET STRING		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { CSIResourceConfiguration-ExtIEs} }	OPTIONAL
}

CSIResourceConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



-- D

DAPS-HO-Status::= ENUMERATED{initiation,... }

DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

DeactivationIndication ::= CHOICE {
	perUE						DeactivationIndicationList,
	deactivateAll				NULL,
	choice-extension			ProtocolIE-SingleContainer { { DeactivationIndication-ExtIEs} }
}

DeactivationIndication-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DeactivationIndicationList ::= SEQUENCE (SIZE(1..maxnoofUEsInQMCTransferControlMessage)) OF DeactivationIndicationList-Item

DeactivationIndicationList-Item ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID						GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID						GNB-DU-UE-F1AP-ID,
	iE-Extensions							ProtocolExtensionContainer { { DeactivationIndicationList-Item-ExtIEs} } OPTIONAL,
	...
}

DeactivationIndicationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Dedicated-SIDelivery-NeededUE-Item ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID						GNB-CU-UE-F1AP-ID,
	nRCGI									NRCGI,
	iE-Extensions							ProtocolExtensionContainer { { DedicatedSIDeliveryNeededUE-Item-ExtIEs} } OPTIONAL,
	...
}

DedicatedSIDeliveryNeededUE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION::={
	...
}

DedicatedSIDeliveryIndication::= ENUMERATED{true, ...}

DL-PRS ::= SEQUENCE {
	prsid 					INTEGER (0..255),
	dl-PRSResourceSetID		PRS-Resource-Set-ID,
	dl-PRSResourceID		PRS-Resource-ID	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {DL-PRS-ExtIEs} }	OPTIONAL
}

DL-PRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSMutingPattern ::= CHOICE {
	two					BIT STRING (SIZE(2)),
	four				BIT STRING (SIZE(4)),
	six					BIT STRING (SIZE(6)),
	eight				BIT STRING (SIZE(8)),
	sixteen				BIT STRING (SIZE(16)),
	thirty-two			BIT STRING (SIZE(32)),
	choice-extension							ProtocolIE-SingleContainer { { DL-PRSMutingPattern-ExtIEs } }
}

DL-PRSMutingPattern-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DLPRSResourceCoordinates ::= SEQUENCE {
	listofDL-PRSResourceSetARP		SEQUENCE (SIZE(1.. maxnoofPRS-ResourceSets)) OF DLPRSResourceSetARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceCoordinates-ExtIEs } } OPTIONAL
}

DLPRSResourceCoordinates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceSetARP ::= SEQUENCE {
	dl-PRSResourceSetID				PRS-Resource-Set-ID,
	dL-PRSResourceSetARPLocation	DL-PRSResourceSetARPLocation,
	listofDL-PRSResourceARP			SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF DLPRSResourceARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceSetARP-ExtIEs } } OPTIONAL
}

DLPRSResourceSetARP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


DL-PRSResourceSetARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-SingleContainer { { DL-PRSResourceSetARPLocation-ExtIEs } }
}

DL-PRSResourceSetARPLocation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


DLPRSResourceARP ::= SEQUENCE {
	dl-PRSResourceID			PRS-Resource-ID,
	dL-PRSResourceARPLocation	DL-PRSResourceARPLocation,	
	iE-Extensions				ProtocolExtensionContainer { { DLPRSResourceARP-ExtIEs } } OPTIONAL
}

DLPRSResourceARP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSResourceARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-SingleContainer { { DL-PRSResourceARPLocation-ExtIEs } }
}

DL-PRSResourceARPLocation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DL-UP-TNL-Address-to-Update-List-Item	::= SEQUENCE {
	oldIPAdress						TransportLayerAddress,
	newIPAdress						TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { DL-UP-TNL-Address-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

DL-UP-TNL-Address-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLUPTNLInformation-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDLUPTNLInformation)) OF DLUPTNLInformation-ToBeSetup-Item

DLUPTNLInformation-ToBeSetup-Item ::= SEQUENCE {
	dLUPTNLInformation	UPTransportLayerInformation	,
	iE-Extensions	ProtocolExtensionContainer { { DLUPTNLInformation-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DLUPTNLInformation-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Activity-Item ::= SEQUENCE {
	dRBID			DRBID,
	dRB-Activity	DRB-Activity		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Activity-ItemExtIEs } }	OPTIONAL,
	...
}

DRB-Activity-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Activity ::= ENUMERATED {active, not-active}

DRBID ::= INTEGER (1..32, ...)

DRBs-FailedToBeModified-Item	::= SEQUENCE {
	dRBID		DRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-FailedToBeSetup-Item	::= SEQUENCE {
	dRBID	DRBID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


DRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	dRBID		DRBID	,
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Information	::=	SEQUENCE {
	dRB-QoS		QoSFlowLevelQoSParameters, 
	sNSSAI		SNSSAI, 
	notificationControl		NotificationControl		OPTIONAL,
	flows-Mapped-To-DRB-List	Flows-Mapped-To-DRB-List,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Information-ItemExtIEs } }	OPTIONAL
}

DRB-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-ECNMarkingorCongestionInformationReportingRequest		CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingRequest		PRESENCE optional	}|
	{	ID id-PSIbasedSDUdiscardUL		CRITICALITY ignore	EXTENSION PSIbasedSDUdiscardUL		PRESENCE optional	},
	...
}

DRBs-Modified-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Modified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-RLC-Status							CRITICALITY ignore	EXTENSION RLC-Status									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex								PRESENCE optional }|
	{ ID id-TSCTrafficCharacteristicsFeedback	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristicsFeedback		PRESENCE optional	}|
	{ ID id-ECNMarkingorCongestionInformationReportingStatus	CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingStatus				PRESENCE optional },
	...
}

DRBs-ModifiedConf-Item	::= SEQUENCE {
	dRBID							DRBID,
	uLUPTNLInformation-ToBeSetup-List		ULUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ModifiedConf-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ModifiedConf-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional },
	...
}

DRB-Notify-Item ::= SEQUENCE {
	dRBID			DRBID,
	notification-Cause	Notification-Cause,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Notify-ItemExtIEs } }	OPTIONAL,
	...
}

DRB-Notify-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION QoSParaSetNotifyIndex	PRESENCE optional	}|
	{ ID id-TSCTrafficCharacteristicsFeedback	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristicsFeedback	PRESENCE optional	},
	...
}

DRBs-Required-ToBeModified-Item	::= SEQUENCE {
	dRBID							DRBID,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Required-ToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Required-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-RLC-Status			CRITICALITY ignore			EXTENSION RLC-Status				PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional },
	...
}

DRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	dRBID		DRBID,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-Setup-Item ::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	, 
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Setup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex									PRESENCE optional }|
	{ ID id-TSCTrafficCharacteristicsFeedback	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristicsFeedback			PRESENCE optional	}|
	{ ID id-ECNMarkingorCongestionInformationReportingStatus	CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingStatus			PRESENCE optional },
	...
}

DRBs-SetupMod-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-SetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex									PRESENCE optional }|
	{ ID id-TSCTrafficCharacteristicsFeedback	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristicsFeedback			PRESENCE optional	}|
	{ ID id-ECNMarkingorCongestionInformationReportingStatus	CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingStatus	PRESENCE optional },
	...
}


DRBs-ToBeModified-Item	::= SEQUENCE {
	dRBID						DRBID,
	qoSInformation				QoSInformation	OPTIONAL,
	uLUPTNLInformation-ToBeSetup-List	ULUPTNLInformation-ToBeSetup-List	, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength										PRESENCE optional }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength										PRESENCE optional }|
	{ID id-BearerTypeChange						CRITICALITY ignore	EXTENSION BearerTypeChange									PRESENCE optional}|
	{ ID id-RLCMode								CRITICALITY ignore	EXTENSION RLCMode											PRESENCE optional }|
	{ ID id-Duplication-Activation				CRITICALITY reject	EXTENSION DuplicationActivation							PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured					PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation							PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation						PRESENCE optional}|
	{ ID id-TransmissionStopIndicator			CRITICALITY ignore	EXTENSION TransmissionStopIndicator						PRESENCE optional}|
	{ ID id-CG-SDTindicatorMod					CRITICALITY reject	EXTENSION CG-SDTindicatorMod								PRESENCE optional },
	...
}

DRBs-ToBeReleased-Item	::= SEQUENCE {
	dRBID	DRBID,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-ToBeSetup-Item ::= SEQUENCE	{
	dRBID						DRBID,
	qoSInformation				QoSInformation,
	uLUPTNLInformation-ToBeSetup-List	ULUPTNLInformation-ToBeSetup-List	, 
	rLCMode						RLCMode, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	duplicationActivation		DuplicationActivation	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured				PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation						PRESENCE optional }|
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE mandatory }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional}|
	{ ID id-SDTRLCBearerConfiguration			CRITICALITY ignore	EXTENSION SDTRLCBearerConfiguration					PRESENCE optional },
	...
}


DRBs-ToBeSetupMod-Item	::= SEQUENCE {
	dRBID						DRBID,
	qoSInformation				QoSInformation,
	uLUPTNLInformation-ToBeSetup-List		ULUPTNLInformation-ToBeSetup-List,
	rLCMode						RLCMode, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	duplicationActivation		DuplicationActivation	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured				PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation						PRESENCE optional }|
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional}|
	{ ID id-CG-SDTindicatorSetup				CRITICALITY reject	EXTENSION CG-SDTindicatorSetup						PRESENCE optional },
	...
}

DRB-List ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-List-Item

DRB-List-Item ::= SEQUENCE {
	dRBID						DRBID,
	iE-Extensions				ProtocolExtensionContainer { { DRB-List-Item-ExtIEs} } OPTIONAL
}

DRB-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRXCycle	::= SEQUENCE {
	longDRXCycleLength	LongDRXCycleLength,
	shortDRXCycleLength		ShortDRXCycleLength	OPTIONAL,
	shortDRXCycleTimer	ShortDRXCycleTimer OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { DRXCycle-ExtIEs} } OPTIONAL,
	...
}

DRXCycle-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRX-Config ::= OCTET STRING

DRXConfigurationIndicator	::=	ENUMERATED{	release, ...}

DRX-LongCycleStartOffset ::= INTEGER (0..10239)

DSInformationList ::= SEQUENCE (SIZE(0..maxnoofDSInfo)) OF DSCP

DSCP ::= BIT STRING (SIZE (6))

DUtoCURRCContainer ::= OCTET STRING

DUCURadioInformationType ::= CHOICE {
	rIM								DUCURIMInformation,
	choice-extension				ProtocolIE-SingleContainer { { DUCURadioInformationType-ExtIEs} }
}

DUCURadioInformationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DUCURIMInformation ::= SEQUENCE {
	victimgNBSetID				GNBSetID, 
	rIMRSDetectionStatus		RIMRSDetectionStatus,
	aggressorCellList			AggressorCellList,
	iE-Extensions				ProtocolExtensionContainer { { DUCURIMInformation-ExtIEs} }		OPTIONAL 
}

DUCURIMInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DUF-Slot-Config-Item 	::=	CHOICE {
	explicitFormat				ExplicitFormat,
	implicitFormat				ImplicitFormat,
	choice-extension				ProtocolIE-SingleContainer { { DUF-Slot-Config-Item-ExtIEs} }
}

DUF-Slot-Config-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
DUF-Slot-Config-List	::= SEQUENCE (SIZE(1..maxnoofDUFSlots)) OF DUF-Slot-Config-Item

DUFSlotformatIndex ::= INTEGER(0..254)

DUFTransmissionPeriodicity ::= ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ...}

DU-RX-MT-RX ::= ENUMERATED {supported, not-supported }

DU-TX-MT-TX ::= ENUMERATED {supported, not-supported }

DU-RX-MT-TX ::= ENUMERATED {supported, not-supported }

DU-TX-MT-RX ::= ENUMERATED {supported, not-supported }

DU-RX-MT-RX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-TX-MT-TX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-RX-MT-TX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-TX-MT-RX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DUtoCURRCInformation ::= SEQUENCE {
	cellGroupConfig		CellGroupConfig,
	measGapConfig			MeasGapConfig	OPTIONAL,
	requestedP-MaxFR1				OCTET STRING				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DUtoCURRCInformation-ExtIEs} } OPTIONAL,
	...
}

DUtoCURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRX-LongCycleStartOffset			CRITICALITY ignore	EXTENSION DRX-LongCycleStartOffset				PRESENCE optional }|
	{ ID id-SelectedBandCombinationIndex		CRITICALITY ignore	EXTENSION SelectedBandCombinationIndex			PRESENCE optional }|
	{ ID id-SelectedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION SelectedFeatureSetEntryIndex			PRESENCE optional }|
	{ ID id-Ph-InfoSCG							CRITICALITY ignore	EXTENSION Ph-InfoSCG								PRESENCE optional }|
	{ ID id-RequestedBandCombinationIndex		CRITICALITY ignore	EXTENSION RequestedBandCombinationIndex		PRESENCE optional }|
	{ ID id-RequestedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION RequestedFeatureSetEntryIndex		PRESENCE optional }|
	{ ID id-DRX-Config							CRITICALITY ignore	EXTENSION DRX-Config								PRESENCE optional }|
	{ ID id-PDCCH-BlindDetectionSCG				CRITICALITY ignore	EXTENSION PDCCH-BlindDetectionSCG				PRESENCE optional }|
	{ ID id-Requested-PDCCH-BlindDetectionSCG	CRITICALITY ignore	EXTENSION Requested-PDCCH-BlindDetectionSCG	PRESENCE optional }|
	{ ID id-Ph-InfoMCG							CRITICALITY ignore	EXTENSION Ph-InfoMCG								PRESENCE optional }|
	{ ID id-MeasGapSharingConfig				CRITICALITY ignore	EXTENSION MeasGapSharingConfig					PRESENCE optional }|
	{ ID id-SL-PHY-MAC-RLC-Config				CRITICALITY ignore	EXTENSION SL-PHY-MAC-RLC-Config					PRESENCE optional }|
	{ ID id-SL-ConfigDedicatedEUTRA-Info		CRITICALITY ignore	EXTENSION SL-ConfigDedicatedEUTRA-Info			PRESENCE optional }|
	{ ID id-RequestedP-MaxFR2					CRITICALITY ignore	EXTENSION RequestedP-MaxFR2							PRESENCE optional }|
	{ ID id-SDT-MAC-PHY-CG-Config				CRITICALITY ignore	EXTENSION SDT-MAC-PHY-CG-Config					PRESENCE optional }|
	{ ID id-MUSIM-GapConfig						CRITICALITY ignore	EXTENSION MUSIM-GapConfig							PRESENCE optional }|
	{ ID id-SL-RLC-ChannelToAddModList			CRITICALITY ignore	EXTENSION SL-RLC-ChannelToAddModList			PRESENCE optional }|
	{ ID id-InterFrequencyConfig-NoGap			CRITICALITY ignore	EXTENSION InterFrequencyConfig-NoGap			PRESENCE optional }|
	{ ID id-UL-GapFR2-Config					CRITICALITY ignore	EXTENSION UL-GapFR2-Config							PRESENCE optional }|
	{ ID id-TwoPHRModeMCG						CRITICALITY ignore	EXTENSION TwoPHRModeMCG								PRESENCE optional }|
	{ ID id-TwoPHRModeSCG						CRITICALITY ignore	EXTENSION TwoPHRModeSCG								PRESENCE optional }|
	{ ID id-ncd-SSB-RedCapInitialBWP-SDT		CRITICALITY ignore	EXTENSION Ncd-SSB-RedCapInitialBWP-SDT			PRESENCE optional }|
	{ ID id-ServCellInfoList					CRITICALITY ignore	EXTENSION ServCellInfoList							PRESENCE optional }|
	{ ID id-SL-PHY-MAC-RLC-ConfigExt			CRITICALITY ignore	EXTENSION SL-PHY-MAC-RLC-ConfigExt				PRESENCE optional },
	...
}

DUtoCUTAInformation-List ::= SEQUENCE (SIZE(1.. maxnoofTAList)) OF DUtoCUTAInformation

DUtoCUTAInformation	::= SEQUENCE {
	nRCGI					NRCGI,
	tAValue					TAValue,
	preambleIndex			PreambleIndex,
	rA-RNTI					RA-RNTI,
	sourceGNB-DU-ID 		GNB-DU-ID,
	iE-Extensions			ProtocolExtensionContainer { { DUtoCUTAInformationItem-ExtIEs} }	OPTIONAL,
	...
}

DUtoCUTAInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DuplicationActivation ::= ENUMERATED{active,inactive,... }

DuplicationIndication ::= ENUMERATED {true, ... , false }

DuplicationState ::= ENUMERATED { 
	active,
	inactive,
	...
}

Dynamic5QIDescriptor	::= SEQUENCE {
	qoSPriorityLevel					INTEGER (1..127),
	packetDelayBudget					PacketDelayBudget,
	packetErrorRate						PacketErrorRate,
	fiveQI								INTEGER (0..255, ...)								OPTIONAL,
	delayCritical						ENUMERATED {delay-critical, non-delay-critical}		OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	averagingWindow 					AveragingWindow										OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	maxDataBurstVolume					MaxDataBurstVolume									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Dynamic5QIDescriptor-ExtIEs } } OPTIONAL
}

Dynamic5QIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedPacketDelayBudget			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetDownlink			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetUplink			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		},
	...
}

DynamicPQIDescriptor	::= SEQUENCE {
	resourceType						ENUMERATED {gbr, non-gbr, delay-critical-grb, ...}	OPTIONAL,
	qoSPriorityLevel					INTEGER (1..8, ...),
	packetDelayBudget					PacketDelayBudget,
	packetErrorRate						PacketErrorRate,
	averagingWindow 					AveragingWindow										OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	maxDataBurstVolume					MaxDataBurstVolume									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { DynamicPQIDescriptor-ExtIEs } } OPTIONAL
}

DynamicPQIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK41][bookmark: OLE_LINK44]DLLBTFailureInformationRequest 	::= ENUMERATED {inquiry, ...}
DLLBTFailureInformationList		::= SEQUENCE (SIZE(1.. maxnoofLBTFailureInformation)) OF DLLBTFailureInformationList-Item

DLLBTFailureInformationList-Item::= SEQUENCE {
	uEAssistantIdentifier		GNB-CU-UE-F1AP-ID,
	numberOfDLLBTFailures		INTEGER (1..1000,...)							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DLLBTFailureInformationList-Item-ExtIEs} }	OPTIONAL,
	...
}

DLLBTFailureInformationList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- E


EarlyULSyncConfig ::= SEQUENCE {
	rACH 								RACHConfiguration,
	lTMgNB-DU-IDs-PreambleIndexList		LTMgNB-DU-IDs-PreambleIndexList							OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { EarlyULSyncConfig-ExtIEs} } OPTIONAL,
	...
}


EarlyULSyncConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EarlySyncInformation-Request  ::= SEQUENCE {
	requestforRACHConfiguration					RequestforRACHConfiguration									OPTIONAL,
	lTMgNB-DU-IDsList							LTMgNB-DU-IDsList											OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { EarlySyncInformation-Request-ExtIEs} } OPTIONAL,
	...
}


EarlySyncInformation-Request-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EarlySyncInformation  ::= SEQUENCE {
	tCIStatesConfigurationsList		TCIStatesConfigurationsList,
	earlyULSyncConfig				EarlyULSyncConfig									OPTIONAL,
	earlyULSyncConfigSUL			EarlyULSyncConfig									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EarlySyncInformation-ExtIEs} } OPTIONAL,
	...
}


EarlySyncInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EarlySyncInformation-List ::= SEQUENCE (SIZE (1.. maxnoofLTMCells)) OF EarlySyncInformation-Item

EarlySyncInformation-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	tCIStatesConfigurationsList		TCIStatesConfigurationsList							OPTIONAL,
	earlyULSyncConfig				EarlyULSyncConfig									OPTIONAL,
	earlyULSyncConfigSUL			EarlyULSyncConfig									OPTIONAL,	
	tAAssistanceInfo				TAAssistanceInfo									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EarlySyncInformation-Item-ExtIEs } }	OPTIONAL,
	...
}

EarlySyncInformation-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


E-CID-MeasurementQuantities ::= SEQUENCE (SIZE (1.. maxnoofMeasE-CID)) OF ProtocolIE-SingleContainer { {E-CID-MeasurementQuantities-ItemIEs} }

E-CID-MeasurementQuantities-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-E-CID-MeasurementQuantities-Item	CRITICALITY reject	TYPE E-CID-MeasurementQuantities-Item		PRESENCE mandatory}
}

E-CID-MeasurementQuantities-Item ::= SEQUENCE {
	e-CIDmeasurementQuantitiesValue				E-CID-MeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { E-CID-MeasurementQuantitiesValue-ExtIEs} } OPTIONAL
}

E-CID-MeasurementQuantitiesValue-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

E-CID-MeasurementQuantitiesValue ::= ENUMERATED {
	default,
	angleOfArrivalNR,
	... ,
	timingAdvanceNR
}

E-CID-MeasurementResult ::= SEQUENCE {
	geographicalCoordinates		GeographicalCoordinates 	OPTIONAL,
	measuredResults-List		E-CID-MeasuredResults-List 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { E-CID-MeasurementResult-ExtIEs} } OPTIONAL
}

E-CID-MeasurementResult-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MobileAccessPointLocation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional },
	...
}

E-CID-MeasuredResults-List ::= SEQUENCE (SIZE(1..maxnoofMeasE-CID)) OF E-CID-MeasuredResults-Item

E-CID-MeasuredResults-Item ::= SEQUENCE {
	e-CID-MeasuredResults-Value 	E-CID-MeasuredResults-Value,
	iE-Extensions			ProtocolExtensionContainer {{ E-CID-MeasuredResults-Item-ExtIEs }}	 OPTIONAL
}

E-CID-MeasuredResults-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

E-CID-MeasuredResults-Value ::= CHOICE {
	valueAngleofArrivalNR	UL-AoA,
	choice-extension		ProtocolIE-SingleContainer { { E-CID-MeasuredResults-Value-ExtIEs} }
}

E-CID-MeasuredResults-Value-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-NR-TADV			CRITICALITY ignore	TYPE NR-TADV	PRESENCE mandatory	},
	...
}

E-CID-ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

EgressBHRLCCHList ::= SEQUENCE (SIZE(1..maxnoofEgressLinks)) OF EgressBHRLCCHItem

EgressBHRLCCHItem ::= SEQUENCE {
	nextHopBAPAddress 		BAPAddress,
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer {{EgressBHRLCCHItemExtIEs }}	 OPTIONAL
}

EgressBHRLCCHItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EgressNonF1terminatingTopologyIndicator ::= ENUMERATED {true, ...}

Endpoint-IP-address-and-port ::=SEQUENCE {
	endpointIPAddress TransportLayerAddress,
	iE-Extensions					ProtocolExtensionContainer { { Endpoint-IP-address-and-port-ExtIEs} } OPTIONAL
}

Endpoint-IP-address-and-port-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-portNumber	CRITICALITY reject	EXTENSION PortNumber		PRESENCE optional},
	...
}

EnergyDetectionThreshold ::= INTEGER (-100..-50, ...)

ExtendedAvailablePLMN-List ::= SEQUENCE (SIZE(1..maxnoofExtendedBPLMNs)) OF ExtendedAvailablePLMN-Item

ExtendedAvailablePLMN-Item ::= SEQUENCE {
	pLMNIdentity			PLMN-Identity,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedAvailablePLMN-Item-ExtIEs} } OPTIONAL
}

ExplicitFormat ::=	SEQUENCE {
	permutation			Permutation,
	noofDownlinkSymbols	NoofDownlinkSymbols		OPTIONAL,
	noofUplinkSymbols	NoofUplinkSymbols		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExplicitFormat-ExtIEs} } OPTIONAL
}

ExplicitFormat-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedAvailablePLMN-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedServedPLMNs-List ::= SEQUENCE (SIZE(1.. maxnoofExtendedBPLMNs)) OF ExtendedServedPLMNs-Item

ExtendedServedPLMNs-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	tAISliceSupportList 		SliceSupportList	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { ExtendedServedPLMNs-ItemExtIEs} } OPTIONAL,
	...
}

ExtendedServedPLMNs-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPNSupportInfo				CRITICALITY reject	EXTENSION NPNSupportInfo				PRESENCE optional	}|
	{ ID id-ExtendedTAISliceSupportList	CRITICALITY reject	EXTENSION ExtendedSliceSupportList		PRESENCE optional	}|
	{ ID id-TAINSAGSupportList			CRITICALITY ignore	EXTENSION NSAGSupportList				PRESENCE optional},
	...
}

ExtendedSliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofExtSliceItems)) OF SliceSupportItem

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16))

EUTRACells-List  ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF EUTRACells-List-item

EUTRACells-List-item ::= SEQUENCE {
	eUTRA-Cell-ID					EUTRA-Cell-ID,
	served-EUTRA-Cells-Information	Served-EUTRA-Cells-Information,
	iE-Extensions ProtocolExtensionContainer { { EUTRACells-List-itemExtIEs } }    OPTIONAL
}

EUTRACells-List-itemExtIEs    F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EUTRA-Cell-ID ::= BIT STRING (SIZE(28))

EUTRA-Coex-FDD-Info ::= SEQUENCE {
	uL-EARFCN						ExtendedEARFCN					OPTIONAL,
	dL-EARFCN						ExtendedEARFCN,
	uL-Transmission-Bandwidth		EUTRA-Transmission-Bandwidth	OPTIONAL,
	dL-Transmission-Bandwidth		EUTRA-Transmission-Bandwidth,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-Coex-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-Coex-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-Coex-Mode-Info ::= CHOICE {
	fDD		EUTRA-Coex-FDD-Info,
	tDD		EUTRA-Coex-TDD-Info,
	...
}

EUTRA-Coex-TDD-Info ::= SEQUENCE {
	eARFCN							ExtendedEARFCN,
	transmission-Bandwidth			EUTRA-Transmission-Bandwidth,
	subframeAssignment				EUTRA-SubframeAssignment,
	specialSubframe-Info			EUTRA-SpecialSubframe-Info,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-Coex-TDD-Info-ExtIEs} } OPTIONAL,
	...
}
EUTRA-Coex-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
EUTRA-CyclicPrefixDL ::= ENUMERATED { 
	normal,
	extended,
	...
}

EUTRA-CyclicPrefixUL ::= ENUMERATED { 
	normal,
	extended,
	...
}

EUTRA-PRACH-Configuration ::= SEQUENCE {
	rootSequenceIndex						INTEGER (0..837),
	zeroCorrelationIndex					INTEGER (0..15),
	highSpeedFlag							BOOLEAN,
	prach-FreqOffset						INTEGER (0..94),
	prach-ConfigIndex						INTEGER (0..63)		OPTIONAL,
	-- C-ifTDD: This IE shall be present if the EUTRA-Mode-Info IE in the Resource Coordination E-UTRA Cell Information IE is set to the value "TDD"
	iE-Extensions							ProtocolExtensionContainer { {EUTRA-PRACH-Configuration-ExtIEs} }	OPTIONAL,
	...
}

EUTRA-PRACH-Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EUTRA-SpecialSubframe-Info ::= SEQUENCE {
	specialSubframePatterns		EUTRA-SpecialSubframePatterns,
	cyclicPrefixDL				EUTRA-CyclicPrefixDL,
	cyclicPrefixUL				EUTRA-CyclicPrefixUL,
	iE-Extensions				ProtocolExtensionContainer { { EUTRA-SpecialSubframe-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-SpecialSubframe-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-SpecialSubframePatterns ::= ENUMERATED { 
	ssp0,
	ssp1, 
	ssp2,
	ssp3,
	ssp4,
	ssp5,
	ssp6,
	ssp7,
	ssp8,
	ssp9,
	ssp10,
	...
}

EUTRA-SubframeAssignment ::= ENUMERATED { 
	sa0,
	sa1, 
	sa2,
	sa3,
	sa4,
	sa5,
	sa6,
	...
}

EUTRA-Transmission-Bandwidth ::= ENUMERATED {
	bw6,
	bw15,
	bw25,
	bw50,
	bw75,
	bw100,
	...
}

EUTRANQoS	::= SEQUENCE {
	qCI								QCI,
	allocationAndRetentionPriority	AllocationAndRetentionPriority,
	gbrQosInformation				GBR-QosInformation									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EUTRANQoS-ExtIEs} }	OPTIONAL,
	...
}

EUTRANQoS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-ENBDLTNLAddress		CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional	},
	...
}

ExecuteDuplication ::= ENUMERATED{true,...}

ExtendedEARFCN ::= INTEGER (0..262143)

EUTRA-Mode-Info ::= CHOICE {
	eUTRAFDD		EUTRA-FDD-Info,
	eUTRATDD		EUTRA-TDD-Info,
	choice-extension	ProtocolIE-SingleContainer { { EUTRA-Mode-Info-ExtIEs} }
}

EUTRA-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

EUTRA-NR-CellResourceCoordinationReq-Container	::= OCTET STRING

EUTRA-NR-CellResourceCoordinationReqAck-Container	::= OCTET STRING

EUTRA-FDD-Info ::= SEQUENCE {
	uL-offsetToPointA				OffsetToPointA,
	dL-offsetToPointA				OffsetToPointA,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-TDD-Info ::= SEQUENCE {
	offsetToPointA					OffsetToPointA,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EventType ::= ENUMERATED {
	on-demand,
	periodic,
	stop,
	...
}

ExtendedPacketDelayBudget ::= INTEGER (1..65535, ..., 65536..109999)

Expected-UL-AoA ::= SEQUENCE {
	expected-Azimuth-AoA	Expected-Azimuth-AoA,
	expected-Zenith-AoA		Expected-Zenith-AoA		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { Expected-UL-AoA-ExtIEs } }	OPTIONAL,
	...
}
Expected-UL-AoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-ZoA-only ::= SEQUENCE {
	expected-ZoA-only	Expected-Zenith-AoA,
	iE-extensions		ProtocolExtensionContainer { { Expected-ZoA-only-ExtIEs } }	OPTIONAL,
	...
}

Expected-ZoA-only-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Azimuth-AoA ::= SEQUENCE {
	expected-Azimuth-AoA-value			Expected-Value-AoA,
	expected-Azimuth-AoA-uncertainty	Uncertainty-range-AoA,
	iE-Extensions						ProtocolExtensionContainer { { Expected-Azimuth-AoA-ExtIEs } }		OPTIONAL,
	...
}

Expected-Azimuth-AoA-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
Expected-Zenith-AoA ::= SEQUENCE {
	expected-Zenith-AoA-value			Expected-Value-ZoA,
	expected-Zenith-AoA-uncertainty		Uncertainty-range-ZoA,
	iE-Extensions						ProtocolExtensionContainer { { Expected-Zenith-AoA-ExtIEs } }		OPTIONAL,
	...
}

Expected-Zenith-AoA-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Value-AoA ::= INTEGER (0..3599)

Expected-Value-ZoA ::= INTEGER (0..1799)

ECNMarkingorCongestionInformationReportingRequest ::= CHOICE {
	ecnMarking			ECNmarkingRequest,
	congestionInformation	CongestionInformationRequest,
	choice-extension		ProtocolIE-SingleContainer { { ECNMarkingorCongestionInformationReportingRequest-ExtIEs } }
}

ECNMarkingorCongestionInformationReportingRequest-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ECNmarkingRequest ::= ENUMERATED { ul, dl, both, stop, ... }
CongestionInformationRequest ::= ENUMERATED { ul, dl, both, stop, ... }
ECNMarkingorCongestionInformationReportingStatus ::= ENUMERATED { active, not-active, ...}

-- F

F1CPathNSA ::= ENUMERATED {lte, nr, both}

F1CTransferPath ::= SEQUENCE {
	f1CPathNSA						F1CPathNSA,
	iE-Extensions					ProtocolExtensionContainer { { F1CTransferPath-ExtIEs} } OPTIONAL,
	...
}

F1CTransferPath-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

F1CPathNRDC ::= ENUMERATED {mcg, scg, both}   

F1CTransferPathNRDC ::= SEQUENCE {
	f1CPathNRDC						F1CPathNRDC,
	iE-Extensions					ProtocolExtensionContainer { { F1CTransferPathNRDC-ExtIEs} } OPTIONAL,
	...
}

F1CTransferPathNRDC-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

F1UTunnelNotEstablished ::= ENUMERATED {
	true,
	...
}

FDD-Info ::= SEQUENCE {
	uL-NRFreqInfo						NRFreqInfo,
	dL-NRFreqInfo						NRFreqInfo,
	uL-Transmission-Bandwidth			Transmission-Bandwidth,
	dL-Transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions						ProtocolExtensionContainer { {FDD-Info-ExtIEs} } OPTIONAL,
	...
}

FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ULCarrierList				CRITICALITY ignore	EXTENSION NRCarrierList				PRESENCE optional }|
	{ ID id-DLCarrierList				CRITICALITY ignore EXTENSION NRCarrierList				PRESENCE optional },
	...
}

FDD-InfoRel16 ::= SEQUENCE {
	uL-FreqInfo										FreqInfoRel16													OPTIONAL,
	sUL-FreqInfo									FreqInfoRel16													OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {FDD-InfoRel16-ExtIEs} }		OPTIONAL,
	...
}

FDD-InfoRel16-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-ProSeAuthorized ::= SEQUENCE {
	fiveG-proSeDirectDiscovery					FiveG-ProSeDirectDiscovery									OPTIONAL,
	fiveG-proSeDirectCommunication				FiveG-ProSeDirectCommunication								OPTIONAL,
	fiveG-ProSeLayer2UEtoNetworkRelay			FiveG-ProSeLayer2UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer3UEtoNetworkRelay			FiveG-ProSeLayer3UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer2RemoteUE					FiveG-ProSeLayer2RemoteUE									OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { {FiveG-ProSeAuthorized-ExtIEs} }	OPTIONAL,
	...
}

FiveG-ProSeAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-FiveG-ProSeLayer2Multipath	CRITICALITY ignore	EXTENSION FiveG-ProSeLayer2Multipath		PRESENCE optional		}|
	{ ID id-FiveG-ProSeLayer2UEtoUERelay	CRITICALITY ignore	EXTENSION FiveG-ProSeLayer2UEtoUERelay		PRESENCE optional		}|
	{ ID id-FiveG-ProSeLayer2UEtoUERemote	CRITICALITY ignore	EXTENSION FiveG-ProSeLayer2UEtoUERemote		PRESENCE optional		},
	...
}

FiveG-ProSeDirectDiscovery ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeDirectCommunication ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer3UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2RemoteUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2Multipath ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}


FiveG-ProSeLayer2UEtoUERelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2UEtoUERemote ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveQI ::= INTEGER (0..255, ...)

Flows-Mapped-To-DRB-List	::=	SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF Flows-Mapped-To-DRB-Item

Flows-Mapped-To-DRB-Item 	::= SEQUENCE {
[bookmark: _Hlk534327072]	qoSFlowIdentifier							QoSFlowIdentifier,
	qoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	iE-Extensions							ProtocolExtensionContainer { { Flows-Mapped-To-DRB-ItemExtIEs} } OPTIONAL
}

Flows-Mapped-To-DRB-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-QoSFlowMappingIndication		CRITICALITY ignore	EXTENSION QoSFlowMappingIndication			PRESENCE optional}|
	{ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics			PRESENCE optional},
	...
}

FR1-Bandwidth ::= ENUMERATED {bw5, bw10, bw20, bw40, bw50, bw80, bw100, ..., bw160, bw200}

FR2-Bandwidth ::= ENUMERATED {bw50, bw100, bw200, bw400, ..., bw800, bw1600, bw2000, bw600}

FreqBandNrItem ::= SEQUENCE {
	freqBandIndicatorNr 		INTEGER (1..1024,...), 
	supportedSULBandList		SEQUENCE (SIZE(0..maxnoofNrCellBands)) OF SupportedSULFreqBandItem,
	iE-Extensions				ProtocolExtensionContainer { {FreqBandNrItem-ExtIEs} } OPTIONAL,
	...
}

FreqBandNrItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FreqDomainLength ::= CHOICE {
	l839							L839Info,
	l139							L139Info,
	choice-extension				ProtocolIE-SingleContainer { {FreqDomainLength-ExtIEs} }
}

FreqDomainLength-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-L571Info	CRITICALITY reject	TYPE L571Info PRESENCE mandatory}|
	{ ID id-L1151Info	CRITICALITY reject	TYPE L1151Info PRESENCE mandatory},
	...
}

FreqInfoRel16 ::=  SEQUENCE {
	nRARFCN											INTEGER (0..maxNRARFCN)											OPTIONAL,
	frequencyShift7p5khz							FrequencyShift7p5khz											OPTIONAL,
	carrierList										NRCarrierList													OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { FreqInfoRel16-ExtIEs} }		OPTIONAL,
	...
}

FreqInfoRel16-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FrequencyShift7p5khz ::= ENUMERATED {false, true, ...}

Frequency-Domain-HSNA-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofRBsetsPerCell)) OF Frequency-Domain-HSNA-Configuration-Item

Frequency-Domain-HSNA-Configuration-Item::= SEQUENCE {
	rBSetIndex 		    INTEGER (0..maxnoofRBsetsPerCell-1, ...),
	frequency-Domain-HSNA-Slot-Configuration-List				Frequency-Domain-HSNA-Slot-Configuration-List,	
	iE-Extensions		ProtocolExtensionContainer { { Frequency-Domain-HSNA-Configuration-Item-ExtIEs} } OPTIONAL
}


Frequency-Domain-HSNA-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Frequency-Domain-HSNA-Slot-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF Frequency-Domain-HSNA-Slot-Configuration-Item

Frequency-Domain-HSNA-Slot-Configuration-Item::= SEQUENCE {
	slotIndex				INTEGER (0..5119)		OPTIONAL,
	hSNADownlink			HSNADownlink 			OPTIONAL,
	hSNAUplink				HSNAUplink 				OPTIONAL,
	hSNAFlexible			HSNAFlexible 			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { Frequency-Domain-HSNA-Slot-Configuration-Item-ExtIEs } } OPTIONAL
}

Frequency-Domain-HSNA-Slot-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FullConfiguration ::= ENUMERATED {full, ...}

FlowsMappedToSLDRB-List ::= SEQUENCE (SIZE(1.. maxnoofPC5QoSFlows)) OF FlowsMappedToSLDRB-Item 

FlowsMappedToSLDRB-Item ::= SEQUENCE {
	pc5QoSFlowIdentifier			PC5QoSFlowIdentifier,
	iE-Extensions					ProtocolExtensionContainer { {FlowsMappedToSLDRB-Item-ExtIEs} } OPTIONAL,
	...
}

FlowsMappedToSLDRB-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- G


GBR-QosInformation ::= SEQUENCE {
	e-RAB-MaximumBitrateDL			BitRate,
	e-RAB-MaximumBitrateUL			BitRate,
	e-RAB-GuaranteedBitrateDL		BitRate,
	e-RAB-GuaranteedBitrateUL		BitRate,
	iE-Extensions					ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GBR-QoSFlowInformation::= SEQUENCE {
	maxFlowBitRateDownlink			BitRate,
	maxFlowBitRateUplink			BitRate, 
	guaranteedFlowBitRateDownlink	BitRate,
	guaranteedFlowBitRateUplink		BitRate, 
	maxPacketLossRateDownlink		MaxPacketLossRate		OPTIONAL,
	maxPacketLossRateUplink			MaxPacketLossRate		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GBR-QosFlowInformation-ExtIEs} } OPTIONAL,
	...
}

GBR-QosFlowInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ 	ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

CG-Config ::= OCTET STRING

GeographicalCoordinates ::= SEQUENCE {
	tRPPositionDefinitionType	TRPPositionDefinitionType,
	dLPRSResourceCoordinates	DLPRSResourceCoordinates	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GeographicalCoordinates-ExtIEs } } OPTIONAL
}

GeographicalCoordinates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARPLocationInfo		CRITICALITY ignore EXTENSION ARPLocationInformation	PRESENCE optional},
	...
}

GlobalGNB-ID ::= SEQUENCE {
	pLMNIdentity		PLMN-Identity,
	gNB-ID				GNB-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalGNB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalGNB-ID-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
GNB-ID ::= CHOICE {
	gNB-ID					BIT STRING (SIZE(22..32)),
	choice-Extensions		ProtocolIE-SingleContainer { {GNB-ID-ExtIEs} }
}

GNB-ID-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


GNB-CU-MBS-F1AP-ID		::= INTEGER (0..4294967295)

GNBCUMeasurementID ::= INTEGER (0.. 4095, ...)

GNBDUMeasurementID ::= INTEGER (0.. 4095, ...)

GNB-CUSystemInformation::= SEQUENCE {
	sibtypetobeupdatedlist	SEQUENCE (SIZE(1.. maxnoofSIBTypes)) OF SibtypetobeupdatedListItem,
	iE-Extensions					ProtocolExtensionContainer { { GNB-CUSystemInformation-ExtIEs} } OPTIONAL,
	...
}

GNB-CUSystemInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-systemInformationAreaID  CRITICALITY ignore	EXTENSION SystemInformationAreaID PRESENCE optional},
	...
}

GNB-CU-TNL-Association-Setup-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-Setup-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-TNL-Association-Failed-To-Setup-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	cause									Cause,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-Failed-To-Setup-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-Failed-To-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


GNB-CU-TNL-Association-To-Add-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	tNLAssociationUsage						TNLAssociationUsage,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Add-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Add-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-TNL-Association-To-Remove-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Remove-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-TNLAssociationTransportLayerAddressgNBDU	CRITICALITY reject	EXTENSION CP-TransportLayerAddress	PRESENCE optional},
	...
}


GNB-CU-TNL-Association-To-Update-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	tNLAssociationUsage						TNLAssociationUsage OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Update-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Update-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-UE-F1AP-ID		::= INTEGER (0..4294967295)

GNB-DU-Cell-Resource-Configuration	::= SEQUENCE { 
	subcarrierSpacing				SubcarrierSpacing,
	dUFTransmissionPeriodicity		DUFTransmissionPeriodicity	OPTIONAL,
	dUF-Slot-Config-List			DUF-Slot-Config-List	OPTIONAL,
	hSNATransmissionPeriodicity		HSNATransmissionPeriodicity,
	hsNSASlotConfigList				HSNASlotConfigList	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-Cell-Resource-Configuration-ExtIEs } } OPTIONAL
}

GNB-DU-Cell-Resource-Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-rBSetConfiguration       CRITICALITY reject	EXTENSION       RBSetConfiguration	PRESENCE optional}|
	{ID id-frequency-Domain-HSNA-Configuration-List	 CRITICALITY reject	EXTENSION    Frequency-Domain-HSNA-Configuration-List   PRESENCE optional}|
	{ID id-child-IAB-Nodes-NA-Resource-List	CRITICALITY reject	EXTENSION Child-IAB-Nodes-NA-Resource-List    PRESENCE optional}|
	{ID id-Parent-IAB-Nodes-NA-Resource-Configuration-List   CRITICALITY reject	EXTENSION  Parent-IAB-Nodes-NA-Resource-Configuration-List  PRESENCE optional},
	...
}

GNB-DU-MBS-F1AP-ID		::= INTEGER (0..4294967295)


GNB-DU-UE-F1AP-ID		::= INTEGER (0..4294967295)

GNB-DU-ID			::= INTEGER (0..68719476735)

GNB-CU-Name ::= PrintableString(SIZE(1..150,...))

GNB-DU-Name ::= PrintableString(SIZE(1..150,...)) 

Extended-GNB-CU-Name	 ::= SEQUENCE {
	gNB-CU-NameVisibleString		GNB-CU-NameVisibleString					OPTIONAL,
	gNB-CU-NameUTF8String			GNB-CU-NameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-GNB-CU-Name-ExtIEs } } OPTIONAL,
	...
}

Extended-GNB-CU-Name-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-NameVisibleString ::= VisibleString(SIZE(1..150,...))

GNB-CU-NameUTF8String ::= UTF8String(SIZE(1..150,...))

Extended-GNB-DU-Name	 ::= SEQUENCE {
	gNB-DU-NameVisibleString		GNB-DU-NameVisibleString					OPTIONAL,
	gNB-DU-NameUTF8String			GNB-DU-NameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-GNB-DU-Name-ExtIEs } } OPTIONAL,
	...
}

Extended-GNB-DU-Name-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-NameVisibleString ::= VisibleString(SIZE(1..150,...))

GNB-DU-NameUTF8String ::= UTF8String(SIZE(1..150,...))


GNB-DU-Served-Cells-Item ::= SEQUENCE {
	served-Cell-Information		Served-Cell-Information,
	gNB-DU-System-Information	GNB-DU-System-Information	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GNB-DU-Served-Cells-ItemExtIEs} }	OPTIONAL,
	...
}

GNB-DU-Served-Cells-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-System-Information ::= SEQUENCE {
	mIB-message		MIB-message,
	sIB1-message		SIB1-message,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-System-Information-ExtIEs } } OPTIONAL,
	...
}

GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SIB12-message		CRITICALITY ignore	EXTENSION SIB12-message		PRESENCE optional}|
	{ ID id-SIB13-message		CRITICALITY ignore	EXTENSION SIB13-message		PRESENCE optional}|
	{ ID id-SIB14-message		CRITICALITY ignore	EXTENSION SIB14-message		PRESENCE optional}|
	{ ID id-SIB10-message		CRITICALITY ignore	EXTENSION SIB10-message		PRESENCE optional}|
	{ ID id-SIB17-message		CRITICALITY ignore	EXTENSION SIB17-message		PRESENCE optional}|
	{ ID id-SIB20-message		CRITICALITY ignore	EXTENSION SIB20-message		PRESENCE optional}|
	{ ID id-SIB15-message		CRITICALITY ignore	EXTENSION SIB15-message		PRESENCE optional}|
	{ ID id-SIB24-message		CRITICALITY ignore	EXTENSION SIB24-message		PRESENCE optional}|
	{ ID id-SIB22-message		CRITICALITY ignore	EXTENSION SIB22-message		PRESENCE optional},
	...
}

GNB-DUConfigurationQuery ::= ENUMERATED {true, ...}

GNBDUOverloadInformation ::= ENUMERATED {overloaded, not-overloaded}

GNB-DU-TNL-Association-To-Remove-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress				CP-TransportLayerAddress	,
	tNLAssociationTransportLayerAddressgNBCU		CP-TransportLayerAddress		OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { GNB-DU-TNL-Association-To-Remove-Item-ExtIEs} } OPTIONAL
}

GNB-DU-TNL-Association-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNBDUUESliceMaximumBitRateList::= SEQUENCE (SIZE(1.. maxnoofSMBRValues)) OF GNBDUUESliceMaximumBitRateItem

GNBDUUESliceMaximumBitRateItem::= SEQUENCE {
	sNSSAI		SNSSAI,
	uESliceMaximumBitRateUL		BitRate,
	iE-Extensions				ProtocolExtensionContainer { { GNBDUUESliceMaximumBitRateItem-ExtIEs} } OPTIONAL,
	...
}

GNBDUUESliceMaximumBitRateItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-RxTxTimeDiff ::= SEQUENCE {
	rxTxTimeDiff			GNBRxTxTimeDiffMeas,
	additionalPath-List		AdditionalPath-List		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { GNB-RxTxTimeDiff-ExtIEs} }  OPTIONAL
}

GNB-RxTxTimeDiff-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList		CRITICALITY ignore EXTENSION ExtendedAdditionalPathList 	PRESENCE optional}|
	{ ID id-TRPTEGInformation				CRITICALITY ignore EXTENSION TRPTEGInformation			PRESENCE optional },
	...
}

GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-SingleContainer { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2 PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus3 	CRITICALITY ignore TYPE ReportingGranularitykminus3 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4 	CRITICALITY ignore TYPE ReportingGranularitykminus4 PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus5 	CRITICALITY ignore TYPE ReportingGranularitykminus5 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6 	CRITICALITY ignore TYPE ReportingGranularitykminus6 PRESENCE mandatory },
	...
}

GNBSetID ::= BIT STRING (SIZE(22))

GTP-TEID				::= OCTET STRING (SIZE (4))

GTPTLAs	::= SEQUENCE (SIZE(1.. maxnoofGTPTLAs)) OF	GTPTLA-Item


GTPTLA-Item	::= SEQUENCE {
	gTPTransportLayerAddress				TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { GTPTLA-Item-ExtIEs } }			OPTIONAL
}

GTPTLA-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GTPTunnel				::= SEQUENCE {
	transportLayerAddress		TransportLayerAddress,
	gTP-TEID		GTP-TEID,
	iE-Extensions				ProtocolExtensionContainer { { GTPTunnel-ExtIEs } } OPTIONAL,
	...
}

GTPTunnel-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- H

HandoverPreparationInformation ::= OCTET STRING

HardwareLoadIndicator ::= SEQUENCE {
	dLHardwareLoadIndicator			INTEGER (0..100, ...),
	uLHardwareLoadIndicator			INTEGER (0..100, ...),
	iE-Extensions					ProtocolExtensionContainer { { HardwareLoadIndicator-ExtIEs } } 	OPTIONAL,
	...
}

HardwareLoadIndicator-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

HSNASlotConfigList ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF HSNASlotConfigItem

HSNASlotConfigItem 	::=	SEQUENCE {
	hSNADownlink			HSNADownlink 		OPTIONAL,
	hSNAUplink				HSNAUplink 			OPTIONAL,
	hSNAFlexible			HSNAFlexible 		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { HSNASlotConfigItem-ExtIEs } } OPTIONAL
}

HSNASlotConfigItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
HSNADownlink ::= ENUMERATED { hard, soft, notavailable }

HSNAFlexible ::= ENUMERATED { hard, soft, notavailable }

HSNAUplink ::= ENUMERATED { hard, soft, notavailable }

HSNATransmissionPeriodicity ::=	ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ms20, ms40, ms80, ms160, ...}

HashedUEIdentityIndexValue ::= BIT STRING (SIZE(13, ...))


-- I

IAB-Barred	::=	ENUMERATED {barred, not-barred, ...}

IABConditionalRRCMessageDeliveryIndication ::= ENUMERATED {true, ...}

IABCongestionIndication ::= SEQUENCE {
	iAB-Congestion-Indication-List			IAB-Congestion-Indication-List,
	iE-Extensions	ProtocolExtensionContainer { { IAB-Congestion-Indication-List-ExtIEs } } OPTIONAL
}

IAB-Congestion-Indication-List-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Congestion-Indication-List ::= SEQUENCE (SIZE(1..maxnoofIABCongInd)) OF IAB-Congestion-Indication-Item

IAB-Congestion-Indication-Item ::= SEQUENCE {
	childNodeIdentifier				BAPAddress,
    bHRLCCHList		                BHRLCCHList	    OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { IAB-Congestion-Indication-ItemExtIEs } }	OPTIONAL
}

IAB-Congestion-Indication-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}


IAB-Info-IAB-donor-CU ::=	SEQUENCE{
	iAB-STC-Info	IAB-STC-Info	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { IAB-Info-IAB-donor-CU-ExtIEs } } OPTIONAL
}

IAB-Info-IAB-donor-CU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Info-IAB-DU ::=	SEQUENCE{
	multiplexingInfo		MultiplexingInfo	OPTIONAL,
	iAB-STC-Info		IAB-STC-Info	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { IAB-Info-IAB-DU-ExtIEs } } OPTIONAL
}

IAB-Info-IAB-DU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-MT-Cell-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF IAB-MT-Cell-List-Item

IAB-MT-Cell-List-Item ::= 	SEQUENCE {
	nRCellIdentity				NRCellIdentity,
	dU-RX-MT-RX					DU-RX-MT-RX,
	dU-TX-MT-TX					DU-TX-MT-TX,
	dU-RX-MT-TX					DU-RX-MT-TX,
	dU-TX-MT-RX					DU-TX-MT-RX,
	iE-Extensions				ProtocolExtensionContainer { { IAB-MT-Cell-List-Item-ExtIEs } } OPTIONAL
}

IAB-MT-Cell-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DU-RX-MT-RX-Extend			CRITICALITY ignore	EXTENSION DU-RX-MT-RX-Extend	PRESENCE optional	}|
	{ ID id-DU-TX-MT-TX-Extend			CRITICALITY ignore	EXTENSION DU-TX-MT-TX-Extend	PRESENCE optional	}|
	{ ID id-DU-RX-MT-TX-Extend			CRITICALITY ignore	EXTENSION DU-RX-MT-TX-Extend	PRESENCE optional	}|
	{ ID id-DU-TX-MT-RX-Extend			CRITICALITY ignore	EXTENSION DU-TX-MT-RX-Extend	PRESENCE optional	},
	...
}



IAB-MT-Cell-NA-Resource-Configuration-Mode-Info	::=	CHOICE {
	fDD		IAB-MT-Cell-NA-Resource-Configuration-FDD-Info,
	tDD		IAB-MT-Cell-NA-Resource-Configuration-TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs} }
}

IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info ::= SEQUENCE {
	gNB-DU-Cell-NA-Resource-Configuration-FDD-UL				GNB-DU-Cell-Resource-Configuration,
	gNB-DU-Cell-NA-Resource-Configuration-FDD-DL				GNB-DU-Cell-Resource-Configuration,
	uL-FreqInfo							NRFreqInfo					OPTIONAL,
	uL-Transmission-Bandwidth			Transmission-Bandwidth		OPTIONAL,
	uL-NR-Carrier-List  				NRCarrierList				OPTIONAL,
	dL-FreqInfo							NRFreqInfo					OPTIONAL,
	dL-Transmission-Bandwidth			Transmission-Bandwidth		OPTIONAL,
	dL-NR-Carrier-List  				NRCarrierList				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info ::= SEQUENCE {
	gNB-DU-Cell-NA-Resourc-Configuration-TDD				GNB-DU-Cell-Resource-Configuration, 
	nRFreqInfo							NRFreqInfo  	OPTIONAL,
	transmission-Bandwidth			    Transmission-Bandwidth  	  OPTIONAL,
	nR-Carrier-List   		  	        NRCarrierList  	OPTIONAL,  
	iE-Extensions					    ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info	::=	SEQUENCE{
	iAB-STC-Info-List	IAB-STC-Info-List,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-ExtIEs } } OPTIONAL
}

IAB-STC-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info-List ::= 	SEQUENCE (SIZE(1..maxnoofIABSTCInfo)) OF IAB-STC-Info-Item

IAB-STC-Info-Item::=	SEQUENCE {
	sSB-freqInfo						SSB-freqInfo,
	sSB-subcarrierSpacing				SSB-subcarrierSpacing,
	sSB-transmissionPeriodicity			SSB-transmissionPeriodicity,
	sSB-transmissionTimingOffset		SSB-transmissionTimingOffset,
	sSB-transmissionBitmap				SSB-transmissionBitmap,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-Item-ExtIEs } } OPTIONAL
}

IAB-STC-Info-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Allocated-TNL-Address-Item	::= SEQUENCE {
	iABTNLAddress				IABTNLAddress,
	iABTNLAddressUsage			IABTNLAddressUsage	 	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { IAB-Allocated-TNL-Address-Item-ExtIEs } } OPTIONAL
}

IAB-Allocated-TNL-Address-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-Mode-Info	::=	CHOICE {
	fDD		IAB-DU-Cell-Resource-Configuration-FDD-Info,
	tDD		IAB-DU-Cell-Resource-Configuration-TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs} }
}

IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resource-Configuration-FDD-UL				GNB-DU-Cell-Resource-Configuration,
	gNB-DU-Cell-Resource-Configuration-FDD-DL				GNB-DU-Cell-Resource-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-uL-FreqInfo					CRITICALITY reject	EXTENSION	NRFreqInfo					PRESENCE optional}|
	{ID id-uL-Transmission-Bandwidth	CRITICALITY reject	EXTENSION	Transmission-Bandwidth		PRESENCE optional}|
	{ID id-uL-NR-Carrier-List			CRITICALITY reject	EXTENSION	NRCarrierList				PRESENCE optional}|
	{ID id-dL-FreqInfo					CRITICALITY reject	EXTENSION	NRFreqInfo  				PRESENCE optional}|
	{ID id-dL-Transmission-Bandwidth	CRITICALITY reject	EXTENSION	Transmission-Bandwidth		PRESENCE optional}|
	{ID id-dL-NR-Carrier-List			CRITICALITY reject	EXTENSION	NRCarrierList				PRESENCE optional},
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resourc-Configuration-TDD				GNB-DU-Cell-Resource-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-nRFreqInfo				CRITICALITY reject	EXTENSION  NRFreqInfo  				PRESENCE optional}|
	{ID id-transmission-Bandwidth	CRITICALITY reject	EXTENSION  Transmission-Bandwidth  	PRESENCE optional}|
	{ID id-nR-Carrier-List			CRITICALITY reject	EXTENSION  NRCarrierList  			PRESENCE optional},
	...
}

IABIPv6RequestType	 ::= CHOICE {
	iPv6Address						IABTNLAddressesRequested,
	iPv6Prefix						IABTNLAddressesRequested, 
	choice-extension				ProtocolIE-SingleContainer { { IABIPv6RequestType-ExtIEs} }
}

IABIPv6RequestType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IABTNLAddress ::= CHOICE {
	iPv4Address						BIT STRING (SIZE(32)), 
	iPv6Address						BIT STRING (SIZE(128)), 
	iPv6Prefix						BIT STRING (SIZE(64)), 
	choice-extension				ProtocolIE-SingleContainer { { IABTNLAddress-ExtIEs} }
}

IABTNLAddress-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IABTNLAddressesRequested ::= SEQUENCE {
	tNLAddressesOrPrefixesRequestedAllTraffic	INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-C			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-U			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedNoNF1		INTEGER (1..256) 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { IABTNLAddressesRequested-ExtIEs } } OPTIONAL
}

IABTNLAddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-TNL-Addresses-To-Remove-Item ::= SEQUENCE {
	iABTNLAddress			IABTNLAddress,
	iE-Extensions			ProtocolExtensionContainer { { IAB-TNL-Addresses-To-Remove-Item-ExtIEs} } OPTIONAL
}

IAB-TNL-Addresses-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-TNL-Addresses-Exception ::= 	SEQUENCE {
	iABTNLAddressList			IABTNLAddressList,
	iE-Extensions				ProtocolExtensionContainer { { IAB-TNL-Addresses-Exception-ExtIEs} } OPTIONAL
}

IAB-TNL-Addresses-Exception-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressList ::= SEQUENCE (SIZE(1.. maxnoofTLAsIAB)) OF IABTNLAddress-Item

IABTNLAddress-Item ::= SEQUENCE {
	iABTNLAddress		IABTNLAddress	,
	iE-Extensions	ProtocolExtensionContainer { { IABTNLAddress-ItemExtIEs } }	OPTIONAL
}

IABTNLAddress-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressUsage ::= ENUMERATED {
	f1-c,
	f1-u,
	non-f1,
	...
}


IABv4AddressesRequested ::= SEQUENCE {
	iABv4AddressesRequested			IABTNLAddressesRequested,
	iE-Extensions		ProtocolExtensionContainer { { IABv4AddressesRequested-ExtIEs} } OPTIONAL
}

IABv4AddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Mobile-IAB-MTUserLocationInformation ::= SEQUENCE {
	nRCGI							NRCGI,
	tAI                             TAI,
	iE-Extensions					ProtocolExtensionContainer { { Mobile-IAB-MTUserLocationInformation-ExtIEs} }	OPTIONAL
}

Mobile-IAB-MTUserLocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


ImplicitFormat	::= SEQUENCE	{ 
	dUFSlotformatIndex 			DUFSlotformatIndex,
	iE-Extensions		ProtocolExtensionContainer { { ImplicitFormat-ExtIEs } } OPTIONAL
}

ImplicitFormat-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IgnorePRACHConfiguration::= ENUMERATED { true,...}

IgnoreResourceCoordinationContainer ::= ENUMERATED { yes,...}
InactivityMonitoringRequest ::= ENUMERATED { true,...}
InactivityMonitoringResponse ::= ENUMERATED { not-supported,...}

IndirectPathAddition ::= SEQUENCE { 
	targetRelayUEID			BIT STRING(SIZE(24)), 
	remoteUELocalID			RemoteUELocalID,
	iE-Extensions			ProtocolExtensionContainer { { IndirectPathAddition-ExtIEs } }		OPTIONAL,
	...
}

IndirectPathAddition-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
InterfacesToTrace ::= BIT STRING (SIZE(8))

IntendedTDD-DL-ULConfig ::= SEQUENCE {
	nRSCS						ENUMERATED { scs15, scs30, scs60, scs120,..., scs480, scs960},
	nRCP						ENUMERATED { normal, extended,...},
	nRDLULTxPeriodicity			ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms3, ms4, ms5, ms10, ms20, ms40, ms60, ms80, ms100, ms120, ms140, ms160, ...},
	slot-Configuration-List 	Slot-Configuration-List,
	iE-Extensions						ProtocolExtensionContainer { {IntendedTDD-DL-ULConfig-ExtIEs} } OPTIONAL
}

InterFrequencyConfig-NoGap ::= ENUMERATED { 
	true,
	...
}

IngressNonF1terminatingTopologyIndicator ::= ENUMERATED {true, ...}

IntendedTDD-DL-ULConfig-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IndicationMCInactiveReception ::= ENUMERATED {true, ...}

IPHeaderInformation ::= SEQUENCE {
	destinationIABTNLAddress			IABTNLAddress,
	dsInformationList					DSInformationList	OPTIONAL,
	iPv6FlowLabel						BIT STRING (SIZE (20))	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { IPHeaderInformation-ItemExtIEs} } OPTIONAL,
	...
}

IPHeaderInformation-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IPtolayer2TrafficMappingInfo ::= SEQUENCE {
	iPtolayer2TrafficMappingInfoToAdd					IPtolayer2TrafficMappingInfoList		OPTIONAL,
	iPtolayer2TrafficMappingInfoToRemove				MappingInformationtoRemove				OPTIONAL,
	iE-Extensions										ProtocolExtensionContainer { { IPtolayer2TrafficMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

IPtolayer2TrafficMappingInfoList ::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF IPtolayer2TrafficMappingInfo-Item

IPtolayer2TrafficMappingInfo-Item ::= SEQUENCE {
	mappingInformationIndex		MappingInformationIndex,		
	iPHeaderInformation			IPHeaderInformation,
	bHInfo	 					BHInfo,	iE-Extensions				ProtocolExtensionContainer { { IPtolayer2TrafficMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

IPtolayer2TrafficMappingInfo-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- J

JointorDLTCIStatesConfigurationsList ::= SEQUENCE (SIZE (1.. maxnoofJointorDLTCIStates)) OF JointorDLTCIStatesConfigurations-Item

JointorDLTCIStatesConfigurations-Item::= SEQUENCE {
	jointorDLTCIState			OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { JointorDLTCIStatesConfigurations-Item-ExtIEs} } OPTIONAL
}

JointorDLTCIStatesConfigurations-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

JointorDLTCIStateID  ::= OCTET STRING

ULTCIStatesConfigurationsList ::= SEQUENCE (SIZE (1.. maxnoofULTCIStates)) OF ULTCIStatesConfigurations-Item

ULTCIStatesConfigurations-Item::= SEQUENCE {
	uLTCIStatesConfigurations	OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { ULTCIStatesConfigurations-Item-ExtIEs} } OPTIONAL
}

ULTCIStatesConfigurations-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}



-- K

-- L

LTEA2XServicesAuthorized ::= SEQUENCE {
	aerialUE			AerialUE														OPTIONAL,
	controllerUE 		ControllerUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEA2XServicesAuthorized-ExtIEs} }		OPTIONAL
}

LTEA2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L139Info ::= SEQUENCE {
	prachSCS						ENUMERATED {scs15, scs30, scs60, scs120, ..., scs480, scs960},
	rootSequenceIndex			INTEGER (0..137)								OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {L139Info-ExtIEs} } 		OPTIONAL,
	...
}

L139Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L839Info ::= SEQUENCE {
	rootSequenceIndex			INTEGER (0..837),
	restrictedSetConfig			ENUMERATED {unrestrictedSet, restrictedSetTypeA,
											restrictedSetTypeB, ...},
	iE-Extension		ProtocolExtensionContainer { {L839Info-ExtIEs} } 		OPTIONAL,
	...
}

L839Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L571Info ::= SEQUENCE {
	prachSCSForL571				ENUMERATED { scs30, scs120, ... , scs480},
	rootSequenceIndex			INTEGER (0..569),
	iE-Extension				ProtocolExtensionContainer { {L571Info-ExtIEs} } 		OPTIONAL,
	...
}

L571Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L1151Info ::= SEQUENCE {
	prachSCSForL1151				ENUMERATED { scs15, scs120,...},
	rootSequenceIndex				INTEGER (0..1149),
	iE-Extension					ProtocolExtensionContainer { {L1151Info-ExtIEs} } 		OPTIONAL,
	...
}

L1151Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LastUsedCellIndication ::= ENUMERATED {true, ...}

LCID ::= INTEGER (1..32, ...)


LCS-to-GCS-Translation::= SEQUENCE {
	alpha				INTEGER (0..3599),
	beta				INTEGER (0..3599),
	gamma				INTEGER (0..3599),
	iE-Extensions		ProtocolExtensionContainer { { LCS-to-GCS-Translation-ExtIEs} } OPTIONAL,
	...
}

LCS-to-GCS-Translation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LCStoGCSTranslationList ::= SEQUENCE (SIZE (1.. maxnooflcs-gcs-translation)) OF LCStoGCSTranslation

LCStoGCSTranslation ::= SEQUENCE {
	alpha			INTEGER (0..359),
	alpha-fine		INTEGER (0..9)		OPTIONAL,
	beta			INTEGER (0..359),
	beta-fine		INTEGER (0..9)		OPTIONAL,
	gamma			INTEGER (0..359),
	gamma-fine		INTEGER (0..9)		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {LCStoGCSTranslation-ExtIEs} } OPTIONAL
}

LCStoGCSTranslation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LMF-MeasurementID ::= INTEGER (1.. 65536, ...)

LMF-UE-MeasurementID ::= INTEGER (1.. 256, ...)

LocationDependentMBSF1UInformation ::= SEQUENCE (SIZE(1..maxnoofMBSAreaSessionIDs)) OF LocationDependentMBSF1UInformation-Item
LocationDependentMBSF1UInformation-Item ::= SEQUENCE {
	mbsAreaSession-ID				MBS-Area-Session-ID,
	mbs-f1u-info-at-CU				UPTransportLayerInformation,
	iE-Extensions					ProtocolExtensionContainer	{ { LocationDependentMBSF1UInformation-Item-ExtIEs } }	OPTIONAL,
	...
}

LocationDependentMBSF1UInformation-Item-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-F1UTunnelNotEstablished	CRITICALITY		ignore		EXTENSION		F1UTunnelNotEstablished		PRESENCE		optional	},
	...
}

LocationMeasurementInformation ::= OCTET STRING

LocationUncertainty ::= SEQUENCE {
	horizontalUncertainty		INTEGER (0..255),
	horizontalConfidence		INTEGER (0..100),
	verticalUncertainty			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { LocationUncertainty-ExtIEs} } OPTIONAL
}

LocationUncertainty-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LongDRXCycleLength ::= 	ENUMERATED
{ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...}

LowerLayerPresenceStatusChange ::= ENUMERATED {
	suspend-lower-layers,
	resume-lower-layers,
	...

}

LoS-NLoSIndicatorHard ::= ENUMERATED {nLoS, loS}

LoS-NLoSIndicatorSoft ::= INTEGER (0..10)

LoS-NLoSInformation ::= CHOICE {
	loS-NLoSIndicatorSoft		LoS-NLoSIndicatorSoft,
	loS-NLoSIndicatorHard		LoS-NLoSIndicatorHard,
	choice-Extension			ProtocolIE-SingleContainer {{ LoS-NLoSInformation-ExtIEs}}
}

LoS-NLoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

LTEUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uELTESidelinkAggregateMaximumBitrate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {LTEUESidelinkAggregateMaximumBitrate-ExtIEs} } OPTIONAL
}

LTEUESidelinkAggregateMaximumBitrate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTEV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE														OPTIONAL,
	pedestrianUE 		PedestrianUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEV2XServicesAuthorized-ExtIEs} }		OPTIONAL
}

LTEV2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LTMCells-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofLTMCells)) OF ProtocolIE-SingleContainer { { LTMCells-ToBeReleased-ItemIEs} }

LTMCells-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-LTMCells-ToBeReleased-Item		CRITICALITY ignore	TYPE LTMCells-ToBeReleased-Item		PRESENCE mandatory},
	...
}


LTMCells-ToBeReleased-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { LTMCells-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

LTMCells-ToBeReleased-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTMInformation-Setup ::= SEQUENCE {
	lTMIndicator						LTMIndicator,
	lTMConfigurationID					LTMConfigurationID,
	referenceConfiguration				ReferenceConfiguration								OPTIONAL,
	cSIResourceConfiguration			CSIResourceConfiguration							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LTMInformation-Setup-ExtIEs} }	OPTIONAL,
	...
}

LTMInformation-Setup-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTMConfigurationIDMappingList	::= SEQUENCE (SIZE(1..maxnoofLTMCells)) OF LTMConfigurationIDMapping-Item

LTMConfigurationIDMapping-Item::= SEQUENCE{
	lTMCellID			NRCGI,
	lTMConfigurationID	LTMConfigurationID 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{ LTMConfigurationIDMapping-Item-ExtIEs}}		OPTIONAL
}

LTMConfigurationIDMapping-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LTMInformation-Modify	::= SEQUENCE {
	lTMIndicator						LTMIndicator,
	lTMConfigurationID					LTMConfigurationID,
	referenceConfiguration				ReferenceConfiguration									OPTIONAL,
	cSIResourceConfiguration 			CSIResourceConfiguration								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LTMInformation-Modify-ExtIEs} }	OPTIONAL,
	...
}

LTMInformation-Modify-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LTMIndicator ::= ENUMERATED {true, ...}

CompleteConfigurationIndicator	::= ENUMERATED {true, ...}

LTMConfigurationID ::=  INTEGER (1..8)
ReferenceConfigurationInformation ::= OCTET STRING

LTMConfiguration	::= SEQUENCE {
	sSBInformationItem					SSBInformationItem,
	referenceConfigurationInformation 	ReferenceConfigurationInformation			OPTIONAL,
	completeConfigurationIndicator		CompleteConfigurationIndicator 				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { LTMConfiguration-ExtIEs } }	OPTIONAL,
	...
}

LTMConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTMCellSwitchInformation	::= SEQUENCE {
	jointorDLTCIStateID			JointorDLTCIStateID 		OPTIONAL,
	uLTCIStateID					ULTCIStateID 				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LTMCellSwitchInformation-ExtIEs } }	OPTIONAL,
	...
}

LTMCellSwitchInformation-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTMgNB-DU-IDsList	::= SEQUENCE (SIZE(1..maxnoofLTMgNB-DUs)) OF LTMgNB-DU-IDs-Item

LTMgNB-DU-IDs-Item	::= SEQUENCE{
	lTMgNB-DU-ID			GNB-DU-ID,
	iE-Extensions			ProtocolExtensionContainer {{ LTMgNB-DU-IDs-Item-ExtIEs}}		OPTIONAL
}

LTMgNB-DU-IDs-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LTMgNB-DU-IDs-PreambleIndexList	::= SEQUENCE (SIZE(1..maxnoofLTMgNB-DUs)) OF LTMgNB-DU-IDs-PreambleIndex-Item

LTMgNB-DU-IDs-PreambleIndex-Item	::= SEQUENCE{
	lTMgNB-DU-ID			GNB-DU-ID,
	preambleIndexList		PreambleIndexList																OPTIONAL,	
	iE-Extensions			ProtocolExtensionContainer {{ LTMgNB-DU-IDs-PreambleIndex-Item-ExtIEs}}		OPTIONAL
}

LTMgNB-DU-IDs-PreambleIndex-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- M

MappingInformationIndex	::= BIT STRING (SIZE (26))

MappingInformationtoRemove	::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF MappingInformationIndex

MaskedIMEISV ::= 	BIT STRING (SIZE (64))

MaxDataBurstVolume  ::= INTEGER (0..4095, ..., 4096.. 2000000) 
MaxPacketLossRate ::= INTEGER (0..1000)

MBS-Broadcast-NeighbourCellList ::= OCTET STRING

MBS-Flows-Mapped-To-MRB-List	::=	SEQUENCE (SIZE(1.. maxnoofMBSQoSFlows)) OF MBS-Flows-Mapped-To-MRB-Item

MBS-Flows-Mapped-To-MRB-Item 	::= SEQUENCE {
	mBS-QoSFlowIdentifier						QoSFlowIdentifier,
	mbs-QoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	iE-Extensions								ProtocolExtensionContainer { { MBS-Flows-Mapped-To-MRB-Item-ExtIEs} } OPTIONAL
}

MBS-Flows-Mapped-To-MRB-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBSF1UInformation ::= SEQUENCE {
	mbs-f1u-info				UPTransportLayerInformation,
	iE-Extensions					ProtocolExtensionContainer	{ { MBSF1UInformation-ExtIEs } }	OPTIONAL,
	...
}

MBSF1UInformation-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-F1UTunnelNotEstablished	CRITICALITY		ignore		EXTENSION		F1UTunnelNotEstablished		PRESENCE		optional	},
	...
}

MBSInterestIndication ::= OCTET STRING

MBS-Session-ID ::= SEQUENCE {
	tMGI						TMGI,
	nID							NID					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Session-ID-ExtIEs} } OPTIONAL,
	...
}

MBS-Session-ID-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Area-Session-ID  ::= INTEGER (0..65535, ...) 


MBS-CUtoDURRCInformation		::= SEQUENCE {
	mBS-Broadcast-Cell-List		MBS-Broadcast-Cell-List,
	mBS-Broadcast-MRB-List		MBS-Broadcast-MRB-List,
	iE-Extensions				ProtocolExtensionContainer { { MBS-CUtoDURRCInformation-ExtIEs } } OPTIONAL,
	...
}

MBS-CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Broadcast-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Broadcast-Cell-Item

MBS-Broadcast-Cell-Item ::= SEQUENCE {
	nRCGI						NRCGI,
	mtch-neighbourCell			OCTET STRING		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Broadcast-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Broadcast-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Broadcast-MRB-List	::= SEQUENCE (SIZE(1.. maxnoofMRBs))	OF  MBS-Broadcast-MRB-Item

MBS-Broadcast-MRB-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	mRB-PDCP-Config-Broadcast	OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Broadcast-MRB-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Broadcast-MRB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastF1UContextDescriptor ::= SEQUENCE {
	multicastF1UContextReferenceF1		MulticastF1UContextReferenceF1,
	mc-F1UCtxtusage 	ENUMERATED {ptm, ptp, ptp-retransmission, ptp-forwarding, ...},
	mbsAreaSession						MBS-Area-Session-ID				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer	{{MBSMulticastF1UContextDescriptor-ExtIEs}} OPTIONAL,
	...
}

MBSMulticastF1UContextDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MT-SDT-Information ::= SEQUENCE {
	mt-SDT-Indicator	MT-SDT-Indicator,
	iE-Extensions		ProtocolExtensionContainer { { MT-SDT-Information-ExtIEs } } OPTIONAL,
	...
}

MT-SDT-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MT-SDT-Indicator ::= ENUMERATED {true, ...}

MBSMulticastSessionReceptionState ::= ENUMERATED {start-monitoring-G-RNTI, stop-monitoring-G-RNTI, ...}

MulticastCU2DURRCInfo		::= SEQUENCE {
	mBS-Multicast-CU2DU-Cell-List		MBS-Multicast-CU2DU-Cell-List 	OPTIONAL,
	mBS-Multicast-MRB-List		MBS-Multicast-MRB-List 					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastCU2DURRCInfo-ExtIEs } } OPTIONAL,
	...
}

MulticastCU2DURRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Multicast-CU2DU-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Multicast-CU2DU-Cell-Item

MBS-Multicast-CU2DU-Cell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	mbsMulticastRRC-INACTIVEReceptionMode	MBSMulticastRRCINACTIVEReceptionMode	OPTIONAL,
	mbsMulticastConfigurationRequest		ENUMERATED {query, ...}					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-CU2DU-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-CU2DU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastRRCINACTIVEReceptionMode ::= ENUMERATED {activated, deactivated, ...}

MBS-Multicast-MRB-List	::= SEQUENCE (SIZE(1.. maxnoofMRBs))	OF  MBS-Multicast-MRB-Item

MBS-Multicast-MRB-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	mRB-PDCP-Config-Broadcast	OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-MRB-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-MRB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCU2DUCommonRRCInfo ::= SEQUENCE {
	multicastCommonCU2DUCellList		MulticastCommonCU2DUCellList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCU2DUCommonRRCInfo-ExtIEs} } OPTIONAL,
	...
}

MulticastCU2DUCommonRRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCommonCU2DUCellList ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF MulticastCommonCU2DUCell-Item

MulticastCommonCU2DUCell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	multicastCommonCu2DUCellInformation		MulticastCommonCu2DUCellInformation,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCommonCU2DUCell-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastCommonCU2DUCell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCommonCu2DUCellInformation ::= SEQUENCE {
	mBSMulticastNeighbourCellListItem	MBSMulticastNeighbourCellListItem		OPTIONAL,
	thresholdMBS-ListItem				ThresholdMBS-ListItem					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCommonCu2DUCellInformation-ExtIEs} } OPTIONAL,
	...
}

MulticastCommonCu2DUCellInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastNeighbourCellListItem ::= CHOICE {
	mbsMulticastNeighbourCellListInformationprovided		UpdateMBSMulticastNeighbourCellListInformation,
	nombsMulticastNeighbourCellListInformationprovided		NULL,
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastNeighbourCellListItem-ExtIEs} }
}

MBSMulticastNeighbourCellListItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
ThresholdMBS-ListItem ::= CHOICE {
	thresholdMBS-ListInformationprovided		UpdateThresholdMBS-ListInformation,
	nothresholdMBSListInformationprovided		NULL,
	choice-extension		ProtocolIE-SingleContainer { {ThresholdMBS-ListItem-ExtIEs} }
}

ThresholdMBS-ListItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UpdateMBSMulticastNeighbourCellListInformation ::= SEQUENCE {
	mbs-NeighbourCellList			OCTET STRING						OPTIONAL,
	mbs-MulticastSessionList		MTCH-NeighbourCellSessionList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {UpdateMBSMulticastNeighbourCellListInformation-ExtIEs} } OPTIONAL,
	...
}

UpdateMBSMulticastNeighbourCellListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MTCH-NeighbourCellSessionList ::= SEQUENCE (SIZE(1..maxMBSSessionsinSessionInfoList))	OF MTCH-NeighbourCellSession-Item
MTCH-NeighbourCellSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	mtch-NeighbourCellInformation			MTCH-NeighbourCellInformation,
		iE-Extensions				ProtocolExtensionContainer { {MTCH-NeighbourCellSession-Item-ExtIEs} } OPTIONAL,
	...
}

MTCH-NeighbourCellSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MTCH-NeighbourCellInformation ::= CHOICE {
	mtch-NeighbourCellprovided					OCTET STRING,
	mtch-NeighbourCellnotprovided				NULL,
	choice-extension		ProtocolIE-SingleContainer { {MTCH-NeighbourCellInformation-ExtIEs} }
}

MTCH-NeighbourCellInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UpdateThresholdMBS-ListInformation ::= SEQUENCE {
	thresholdMBSList				OCTET STRING				OPTIONAL,
	thresholdIndexSessionList		ThresholdIndexSessionList	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {UpdateThresholdMBS-ListInformation-ExtIEs} } OPTIONAL,
	...
}

UpdateThresholdMBS-ListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndexSessionList ::= SEQUENCE (SIZE(1..maxMBSSessionsinSessionInfoList))	OF ThresholdIndexSession-Item
ThresholdIndexSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	thresholdIndexInformation			ThresholdIndexInformation,
	iE-Extensions				ProtocolExtensionContainer { {ThresholdIndexSession-Item-ExtIEs} } OPTIONAL,
	...
}

ThresholdIndexSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndexInformation ::= CHOICE {
	thresholdIndexprovided				ThresholdIndex,
	thresholdIndexnotprovided			NULL,
	choice-extension		ProtocolIE-SingleContainer { {ThresholdIndexInformation-ExtIEs} }
}

ThresholdIndexInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ThresholdIndex ::= INTEGER (0..maxnoofThresholdMBS-1)

MulticastDU2CURRCInfo		::= SEQUENCE {
	mBS-Multicast-DU2CU-Cell-List		MBS-Multicast-DU2CU-Cell-List			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastDU2CURRCInfo-ExtIEs } } OPTIONAL,
	...
}

MulticastDU2CURRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Multicast-DU2CU-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Multicast-DU2CU-Cell-Item

MBS-Multicast-DU2CU-Cell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	mbsMulticastConfigurationResponseInfo	MBSMulticastConfigurationResponseInfo		OPTIONAL,
	mbsMulticastConfigurationNotification	MBSMulticastConfigurationNotification								OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-DU2CU-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-DU2CU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponse ::= SEQUENCE {
	mbsMulticastConfigurationResponseInfo			MBSMulticastConfigurationResponseInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBSMulticastConfigurationResponse-ExtIEs} }	OPTIONAL,
	...
}

MBSMulticastConfigurationResponse-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponseInfo ::= CHOICE {
	mbsMulticastConfiguration-available			MBSMulticastConfiguration-available,
	mbsMulticastConfiguration-notavailable		MBSMulticastConfiguration-notavailable,
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastConfigurationResponseInfo-ExtIEs} }
}

MBSMulticastConfigurationResponseInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MBSMulticastConfiguration-available ::= SEQUENCE {
	mBSMulticastConfiguration				OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-available-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-available-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfiguration-notavailable ::= SEQUENCE {
	mBSMulticastConfiguration-notavailable			ENUMERATED {not-available, ...},
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-notavailable-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-notavailable-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationNotification ::= SEQUENCE {
	mbsMulticastConfigurationNotificationInfo			MBSMulticastConfigurationNotificationInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBSMulticastConfigurationNotification-ExtIEs} }	OPTIONAL,
	...
}

MBSMulticastConfigurationNotification-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationNotificationInfo ::= CHOICE {
	mbsMulticastConfigurationChanged			OCTET STRING,
	mbsMulticastConfigurationRemoved			NULL,
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastConfigurationNotificationInfo-ExtIEs} }
}

MBSMulticastConfigurationNotificationInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


MulticastF1UContext-ToBeSetup-Item ::= SEQUENCE {
   mRB-ID                  MRB-ID,
   mbs-f1u-info-at-DU      UPTransportLayerInformation,
   mbsProgressInformation		MRB-ProgressInformation						OPTIONAL,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-ToBeSetup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk114049939]MulticastF1UContext-Setup-Item ::= SEQUENCE {
   mRB-ID                  MRB-ID,
   mbs-f1u-info-at-CU      UPTransportLayerInformation,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-Setup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MulticastF1UContext-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-FailedToBeSetup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



MBSPTPRetransmissionTunnelRequired ::= ENUMERATED {true,	...}


MBS-ServiceArea ::= CHOICE {
	locationindependent		MBS-ServiceAreaInformation,
	locationdependent		MBS-ServiceAreaInformationList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBSServiceArea-ExtIEs} }
}

MBSServiceArea-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


MBS-ServiceAreaInformation ::= SEQUENCE {
	mBS-ServiceAreaCellList		MBS-ServiceAreaCellList																OPTIONAL,
	mBS-ServiceAreaTAIList		MBS-ServiceAreaTAIList																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaInformation-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NRCGI

MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAIList-Item
MBS-ServiceAreaTAIList-Item ::= SEQUENCE {
	plmn-ID							PLMN-Identity,
	fiveGS-TAC						FiveGS-TAC,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaTAIList-Item-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaTAIList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-ServiceAreaInformationList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformationItem

MBS-ServiceAreaInformationItem ::= SEQUENCE {
	mBS-AreaSessionID					MBS-Area-Session-ID,
	mBS-ServiceAreaInformation 			MBS-ServiceAreaInformation,
	iE-Extensions						ProtocolExtensionContainer { { MBS-ServiceAreaInformationItem-ExtIEs} }	OPTIONAL,
	...
}
MBS-ServiceAreaInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MC-PagingCell-Item ::= SEQUENCE {
	nRCGI			NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { MC-PagingCell-ItemExtIEs } }	OPTIONAL
}

MC-PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MIB-message ::= OCTET STRING

MeasConfig ::= OCTET STRING

MeasGapConfig ::= OCTET STRING

MeasGapSharingConfig ::= OCTET STRING

PosMeasurementAmount ::= ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64}

MeasurementBeamInfoRequest ::= ENUMERATED {true, ...}

MeasurementBeamInfo	 ::= SEQUENCE {
	pRS-Resource-ID				PRS-Resource-ID		OPTIONAL,
	pRS-Resource-Set-ID			PRS-Resource-Set-ID	OPTIONAL,
	sSB-Index					SSB-Index			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MeasurementBeamInfo-ExtIEs} } OPTIONAL
}

MeasurementBeamInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MeasurementTimingConfiguration ::= OCTET STRING

MessageIdentifier ::= BIT STRING (SIZE (16))


MeasurementTimeOccasion ::= ENUMERATED {o1, o4, ...}

MeasurementCharacteristicsRequestIndicator ::= BIT STRING (SIZE (16))

MRB-ProgressInformation ::= CHOICE {
	pdcp-SN12			INTEGER (0..4095),
	pdcp-SN18			INTEGER (0..262143),
	choice-extension		ProtocolIE-SingleContainer { { MRB-ProgressInformation-ExtIEs} }
}

MRB-ProgressInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MulticastF1UContextReferenceF1 ::= OCTET STRING (SIZE(4))

MulticastF1UContextReferenceCU ::= OCTET STRING (SIZE(4))

MultipleULAoA ::= SEQUENCE {
	multipleULAoA					MultipleULAoA-List,
	iE-Extensions					ProtocolExtensionContainer { { MultipleULAoA-ExtIEs} } OPTIONAL,
	...
}

MultipleULAoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MultipleULAoA-List ::= SEQUENCE (SIZE(1.. maxnoofULAoAs)) OF MultipleULAoA-Item

MultipleULAoA-Item ::= CHOICE {	
	uL-AoA		UL-AoA,
	ul-ZoA		ZoAInformation,
	choice-extension ProtocolIE-SingleContainer { { MultipleULAoA-Item-ExtIEs } }
}

MultipleULAoA-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MDTPollutedMeasurementIndicator	::= ENUMERATED {iDC,no-IDC, ...}

MRB-ID ::= INTEGER (1..512, ...)

MulticastMBSSessionList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MulticastMBSSessionList-Item
MulticastMBSSessionList-Item ::= SEQUENCE {
	mbsSessionId				MBS-Session-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMBSSessionList-Item-ExtIEs } } OPTIONAL,
	...
}

MulticastMBSSessionList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeModified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedtoBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedtoBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedToBeSetup-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedToBeSetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-Modified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-Modified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-Modified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-Setup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-Setup-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters		OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	mBS-DL-PDCP-SN-Length			PDCPSNLength 					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

MulticastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MultiplexingInfo 	::=	SEQUENCE{
	iAB-MT-Cell-List 	IAB-MT-Cell-List,
	iE-Extensions		ProtocolExtensionContainer { {MultiplexingInfo-ExtIEs} } OPTIONAL
}

MultiplexingInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MusimCapabilityRestrictionIndication ::= ENUMERATED {true, ...}

MusimCandidateBandList ::= OCTET STRING

M2Configuration ::= ENUMERATED {true, ...}


M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		M5-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M5ReportAmount	CRITICALITY ignore	EXTENSION M5ReportAmount PRESENCE optional },
	...
}

M5period ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }

M5-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		M6-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M6ReportAmount	CRITICALITY ignore	EXTENSION M6ReportAmount PRESENCE optional },
	...
}

M6report-Interval ::= ENUMERATED { ms120, ms240, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30, ..., ms480}

M6ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }


M6-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		M7-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M7ReportAmount	CRITICALITY ignore	EXTENSION M7ReportAmount PRESENCE optional},
	...
}

M7period	::= INTEGER(1..60, ...)

M7ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }

M7-Links-to-log	::= ENUMERATED {downlink, ...}

MDT-Activation ::= ENUMERATED { 
	immediate-MDT-only,
	immediate-MDT-and-Trace,
	...
}

MDTConfiguration ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	measurementsToActivate		MeasurementsToActivate,
	m2Configuration				M2Configuration		OPTIONAL,
	--  C-ifM2: This IE shall be present if the Measurements to Activate IE has the second bit set to "1".
	m5Configuration				M5Configuration		OPTIONAL,
	--  C-ifM5: This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".
	m6Configuration				M6Configuration		OPTIONAL,
	--  C-ifM6: This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".
	m7Configuration				M7Configuration		OPTIONAL,
	--  C-ifM7: This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".
	iE-Extensions				ProtocolExtensionContainer { { MDTConfiguration-ExtIEs} } OPTIONAL,
	...
}
MDTConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MDTPLMNModificationList ::= SEQUENCE (SIZE(0..maxnoofMDTPLMNs)) OF PLMN-Identity

MeasuredFrequencyHops ::= ENUMERATED {singleHop, multiHop, ...}

MeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOA-Measurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	choice-extension	ProtocolIE-SingleContainer { { MeasuredResultsValue-ExtIEs } }
}

MeasuredResultsValue-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-ZoAInformation	CRITICALITY reject TYPE ZoAInformation	PRESENCE mandatory}|
	{ ID id-MultipleULAoA	CRITICALITY reject TYPE MultipleULAoA	PRESENCE mandatory}|
	{ ID id-UL-SRS-RSRPP	CRITICALITY reject TYPE UL-SRS-RSRPP	PRESENCE mandatory}|
	{ ID id-UL-RSCP			CRITICALITY reject TYPE UL-RSCP			PRESENCE mandatory},
	...
}

MeasurementsToActivate ::= BIT STRING (SIZE (8))

Mobile-TRP-LocationInformation ::= SEQUENCE {
	location-Information			OCTET STRING,
	velocity-Information			OCTET STRING	OPTIONAL,
	location-time-stamp				TimeStamp		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Mobile-TRP-LocationInformation-ExtIEs} } OPTIONAL,
	...
}

Mobile-TRP-LocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Mobile-IAB-MT-UE-ID ::= OCTET STRING


MUSIM-GapConfig ::= OCTET STRING

MobileIAB-Barred	::=	ENUMERATED {barred, not-barred, ...}

-- N

NRA2XServicesAuthorized ::= SEQUENCE {
	aerialUE			AerialUE														OPTIONAL,
	controllerUE		ControllerUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NRA2XServicesAuthorized-ExtIEs} }	OPTIONAL
}

NRA2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AerialUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

ControllerUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}


N3CIndirectPathAddition::= SEQUENCE { 
	targetRelayUEID			GNB-DU-UE-F1AP-ID,
	iE-Extensions			ProtocolExtensionContainer { { N3CIndirectPathAddition-ExtIEs } }		OPTIONAL,
	...
}

N3CIndirectPathAddition-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NA-Resource-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofHSNASlots)) OF NA-Resource-Configuration-Item

NA-Resource-Configuration-Item ::= SEQUENCE {
	nADownlink					NADownlink 	    OPTIONAL,
	nAUplink					NAUplink 	    OPTIONAL,
	nAFlexible					NAFlexible 	    OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { NA-Resource-Configuration-Item-ExtIEs} } OPTIONAL
}

NA-Resource-Configuration-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NADownlink ::= ENUMERATED { true, false, ...}
NAFlexible ::= ENUMERATED { true, false, ...}
NAUplink ::= ENUMERATED { true, false, ...}

Ncd-SSB-RedCapInitialBWP-SDT ::= OCTET STRING

NetworkControlledRepeaterAuthorized ::= ENUMERATED { authorized, not-authorized, ...}

NCGI-to-be-Updated-List-Item ::= SEQUENCE {
	oLDNCGI		NRCGI,
	nEWNCGI		NRCGI,
	iE-Extensions				ProtocolExtensionContainer { { NCGI-to-be-Updated-List-ItemExtIEs} }	OPTIONAL,
	...
}

NCGI-to-be-Updated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Neighbour-Node-Cells-List ::= SEQUENCE (SIZE(1..maxnoofNeighbourNodeCellsIAB)) OF Neighbour-Node-Cells-List-Item

Neighbour-Node-Cells-List-Item ::= SEQUENCE{
	nRCGI			 								NRCGI,
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID 			OPTIONAL,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID 			OPTIONAL,
	peer-Parent-Node-Indicator						ENUMERATED {true, ...} 	OPTIONAL,
	iAB-DU-Cell-Resource-Configuration-Mode-Info	IAB-DU-Cell-Resource-Configuration-Mode-Info 	OPTIONAL,
	iAB-STC-Info									IAB-STC-Info	OPTIONAL,
	rACH-Config-Common								RACH-Config-Common	OPTIONAL,
	rACH-Config-Common-IAB							RACH-Config-Common-IAB	OPTIONAL,
	cSI-RS-Configuration							OCTET STRING	OPTIONAL,
	sR-Configuration								OCTET STRING	OPTIONAL,
	pDCCH-ConfigSIB1								OCTET STRING	OPTIONAL,
	sCS-Common										OCTET STRING	OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer {{Neighbour-Node-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Neighbour-Node-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NeedforGap::= ENUMERATED {true, ...}

NeedForGapsInfoNR ::= OCTET STRING

NeedForGapNCSGInfoNR ::= OCTET STRING

NeedForGapNCSGInfoEUTRA ::= OCTET STRING

NeedForInterruptionInfoNR ::= OCTET STRING

Neighbour-Cell-Information-Item ::= SEQUENCE {
	nRCGI				NRCGI, 
	intendedTDD-DL-ULConfig		IntendedTDD-DL-ULConfig OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { Neighbour-Cell-Information-ItemExtIEs } }	OPTIONAL
}

Neighbour-Cell-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NeighbourNR-CellsForSON-List ::= SEQUENCE (SIZE(1.. maxNeighbourCellforSON)) OF NeighbourNR-CellsForSON-Item

NeighbourNR-CellsForSON-Item ::= SEQUENCE {
	nRCGI											NRCGI,
	nR-ModeInfoRel16								NR-ModeInfoRel16												OPTIONAL,
	sSB-PositionsInBurst							SSB-PositionsInBurst											OPTIONAL,
	nRPRACHConfig									NRPRACHConfig													OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { NeighbourNR-CellsForSON-Item-ExtIEs} }	OPTIONAL,
	...
}

NeighbourNR-CellsForSON-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NGRANAllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {NGRANAllocationAndRetentionPriority-ExtIEs} } OPTIONAL
}

NGRANAllocationAndRetentionPriority-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NGRANHighAccuracyAccessPointPosition ::= SEQUENCE {
	latitude					INTEGER (-2147483648.. 2147483647),
	longitude					INTEGER (-2147483648.. 2147483647),
	altitude					INTEGER (-64000..1280000),
	uncertaintySemi-major		INTEGER (0..255),
	uncertaintySemi-minor		INTEGER (0..255),
	orientationOfMajorAxis		INTEGER (0..179),
	horizontalConfidence		INTEGER (0..100),
	uncertaintyAltitude			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100), 

	iE-Extensions				ProtocolExtensionContainer { { NGRANHighAccuracyAccessPointPosition-ExtIEs} } OPTIONAL
}

NGRANHighAccuracyAccessPointPosition-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRARFCN ::= INTEGER (0..maxNRARFCN)

NID ::= BIT STRING (SIZE(44))

NonF1terminatingTopologyIndicator ::= ENUMERATED {
	true,
	...
}

NR-CGI-List-For-Restart-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { NR-CGI-List-For-Restart-ItemExtIEs } }	OPTIONAL,
	...
}

NR-CGI-List-For-Restart-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NrofSymbolsExtended ::=  ENUMERATED {n8, n10, n12, n14, ...}

NR-PRSBeamInformation ::= SEQUENCE {
	nR-PRSBeamInformationList		NR-PRSBeamInformationList,
	lCStoGCSTranslationList 		LCStoGCSTranslationList		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRSBeamInformation-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-PRSBeamInformationList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourceSets)) OF NR-PRSBeamInformationItem

NR-PRSBeamInformationItem ::= SEQUENCE {
	pRSResourceSetID	PRS-Resource-Set-ID,
	pRSAngleList		PRSAngleList,
	iE-Extensions		ProtocolExtensionContainer { { NR-PRSBeamInformationItem-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-TADV ::= INTEGER (0.. 7690)

NReRedCapUEIndication ::= ENUMERATED {true, ...}

ERedcap-Bcast-Information ::= BIT STRING(SIZE(8))

NRRedCapUEIndication ::= ENUMERATED {true, ...}

NRPagingeDRXInformation ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Idle		NRPaging-eDRX-Cycle-Idle,
	nrpaging-Time-Window			NRPaging-Time-Window												OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {NRPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Idle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4, 
	hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024,
	...
}


NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...,
	s17, s18, s19, s20, s21,
	s22, s23, s24, s25, s26, 
	s27, s28, s29, s30, s31, s32
}

NRPagingeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Inactive		NRPaging-eDRX-Cycle-Inactive,
	iE-Extensions			ProtocolExtensionContainer { { NRPagingeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformationforRRCINACTIVE-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {

	...
}

NRPaging-eDRX-Cycle-Inactive ::= ENUMERATED {
	hfquarter, hfhalf, hf1, 
	...
}


NRPaginglongeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nRPaging-long-eDRX-Cycle-Inactive		NRPaging-long-eDRX-Cycle-Inactive,
	nRPaging-Time-Window-Inactive			NRPaging-Time-Window-Inactive,
	iE-Extensions							ProtocolExtensionContainer { { NRPaginglongeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPaginglongeDRXInformationforRRCINACTIVE-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-long-eDRX-Cycle-Inactive ::= ENUMERATED {
	hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, ...
}


NRPaging-Time-Window-Inactive ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	s17, s18, s19, s20, s21, s22,
	s23, s24, s25, s26, s27, s28, s29,
	s30, s31, s32, ...
}

NonDynamic5QIDescriptor	::= SEQUENCE {
	fiveQI						INTEGER (0..255, ...),
	qoSPriorityLevel			INTEGER (1..127)				OPTIONAL,
	averagingWindow 			AveragingWindow					OPTIONAL,
	maxDataBurstVolume			MaxDataBurstVolume				OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NonDynamic5QIDescriptor-ExtIEs } } OPTIONAL
}

NonDynamic5QIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CNPacketDelayBudgetDownlink	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	}|
	{ ID id-CNPacketDelayBudgetUplink	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	},
	...
}

NonDynamicPQIDescriptor	::= SEQUENCE {
	fiveQI						INTEGER (0..255, ...),
	qoSPriorityLevel			INTEGER (1..8, ...)				OPTIONAL,
	averagingWindow 			AveragingWindow					OPTIONAL,
	maxDataBurstVolume			MaxDataBurstVolume				OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NonDynamicPQIDescriptor-ExtIEs } } OPTIONAL
}

NonDynamicPQIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NonUPTrafficType ::=	ENUMERATED {ue-associated, non-ue-associated, non-f1, bap-control-pdu,...}

NoofDownlinkSymbols	::= INTEGER (0..14)

NoofUplinkSymbols	::= INTEGER (0..14)

Notification-Cause ::= ENUMERATED {fulfilled, not-fulfilled, ...}

NotificationControl ::= ENUMERATED {active, not-active, ...}

NotificationInformation ::= SEQUENCE {
	message-Identifier	MessageIdentifier,
	serialNumber		SerialNumber,
	iE-Extensions	ProtocolExtensionContainer { { NotificationInformationExtIEs} } OPTIONAL,
	...
}

NotificationInformationExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NPNBroadcastInformation ::= CHOICE {
	sNPN-Broadcast-Information					NPN-Broadcast-Information-SNPN,
	pNI-NPN-Broadcast-Information				NPN-Broadcast-Information-PNI-NPN,
	choice-extension					ProtocolIE-SingleContainer { {NPNBroadcastInformation-ExtIEs} }
}

NPNBroadcastInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

NPN-Broadcast-Information-SNPN ::= SEQUENCE {
	broadcastSNPNID-List		BroadcastSNPN-ID-List,
	iE-Extension				ProtocolExtensionContainer { {NPN-Broadcast-Information-SNPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-SNPN-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
NPN-Broadcast-Information-PNI-NPN ::= SEQUENCE {
	broadcastPNI-NPN-ID-Information		BroadcastPNI-NPN-ID-List,
	iE-Extension							ProtocolExtensionContainer { {NPN-Broadcast-Information-PNI-NPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-PNI-NPN-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NPNSupportInfo ::= CHOICE {
	sNPN-Information		NID,
	choice-extension		ProtocolIE-SingleContainer { { NPNSupportInfo-ExtIEs } } 
}

NPNSupportInfo-ExtIEs		F1AP-PROTOCOL-IES ::= {
	...
}

NRCarrierList ::= SEQUENCE (SIZE(1..maxnoofNRSCSs)) OF NRCarrierItem

NRCarrierItem ::= SEQUENCE {
	carrierSCS						NRSCS,
	offsetToCarrier					INTEGER (0..2199, ...),
	carrierBandwidth				INTEGER (0..maxnoofPhysicalResourceBlocks, ...),
	iE-Extension					ProtocolExtensionContainer { {NRCarrierItem-ExtIEs} } 				OPTIONAL,
	...
}

NRCarrierItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRFreqInfo ::=  SEQUENCE {
	nRARFCN			INTEGER (0..maxNRARFCN),
	sul-Information	SUL-Information		OPTIONAL,
	freqBandListNr	SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,
	iE-Extensions	ProtocolExtensionContainer { { NRFreqInfoExtIEs} } OPTIONAL,
	...
}

NRFreqInfoExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },
	...
}

NRCGI ::= SEQUENCE {
	pLMN-Identity			PLMN-Identity,
	nRCellIdentity			NRCellIdentity,
	iE-Extensions			ProtocolExtensionContainer { {NRCGI-ExtIEs} } OPTIONAL,
	...
}

NRCGI-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-Mode-Info ::= CHOICE {
	fDD		FDD-Info,
	tDD		TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { NR-Mode-Info-ExtIEs} }
}

NR-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-NR-U		CRITICALITY ignore	TYPE NR-U-Channel-Info-List PRESENCE mandatory},
	...
}

NR-ModeInfoRel16 ::= CHOICE {
	fDD												FDD-InfoRel16,
	tDD												TDD-InfoRel16,
	choice-extension								ProtocolIE-SingleContainer { { NR-ModeInfoRel16-ExtIEs} }
}

NR-ModeInfoRel16-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


NRPRACHConfig ::= SEQUENCE {
	ulPRACHConfigList			NRPRACHConfigList									OPTIONAL,
	sulPRACHConfigList			NRPRACHConfigList									OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {NRPRACHConfig-ExtIEs} } 	OPTIONAL,
	...
}

NRPRACHConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRCellIdentity ::= BIT STRING (SIZE(36))

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242, nrb15}

NRPCI ::= INTEGER(0..1007)


NRPRACHConfigList ::= SEQUENCE (SIZE(0..maxnoofPRACHconfigs)) OF NRPRACHConfigItem

NRPRACHConfigItem ::= SEQUENCE {
	nRSCS					NRSCS,
	prachFreqStartfromCarrier	INTEGER (0..maxnoofPhysicalResourceBlocks-1, ...),
	prachFDM					ENUMERATED {one, two, four, eight, ...},
	prachConfigIndex			INTEGER (0..255, ..., 256..262),
	ssb-perRACH-Occasion		ENUMERATED {oneEighth, oneFourth, oneHalf, one, 
											two, four, eight, sixteen, ...},
	freqDomainLength			FreqDomainLength, 
	zeroCorrelZoneConfig		INTEGER (0..15),
	iE-Extension		ProtocolExtensionContainer { { NRPRACHConfigItem-ExtIEs} } 		OPTIONAL,
	...
}

NRPRACHConfigItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ..., scs480, scs960}

NRUERLFReportContainer ::= OCTET STRING


NR-U-Channel-Info-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Info-Item

NR-U-Channel-Info-Item ::= SEQUENCE {
[bookmark: _Hlk131093492]	nr-U-channel-ID			INTEGER(1.. maxnoofNR-UChannelIDs,...),
	nR-ARFCN				INTEGER (0..maxNRARFCN),
	bandwidth				ENUMERATED{mHz-10,mHz-20,mHz-40, mHz-60, mHz-80,..., mHz-100},
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Info-List-ExtIEs } }		OPTIONAL,
	...
}

NR-U-Channel-Info-List-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						INTEGER(1..maxnoofNR-UChannelIDs),
	channelOccupancyTimePercentageDL		ChannelOccupancyTimePercentage, 
	energyDetectionThreshold				EnergyDetectionThreshold, 
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Item-ExtIEs} } OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ChannelOccupancyTimePercentageUL	CRITICALITY ignore EXTENSION ChannelOccupancyTimePercentage PRESENCE optional}|
	{ ID id-RadioResourceStatusNR-U					CRITICALITY ignore EXTENSION RadioResourceStatusNR-U PRESENCE optional}, 
	...
}


NumberofActiveUEs ::= INTEGER(0..16777215, ...)

NumberOfBroadcasts ::= INTEGER (0..65535)

NumberofBroadcastRequest ::= INTEGER (0..65535)


NumberOfTRPRxTEG ::= ENUMERATED {two, three, four, six, eight, ...}

NumberOfTRPRxTxTEG ::= ENUMERATED {wo, three, four, six, eight, ...}

NumDLULSymbols ::= SEQUENCE {
	numDLSymbols	INTEGER (0..13, ...),
	numULSymbols	INTEGER (0..13, ...),
	iE-Extensions			ProtocolExtensionContainer { { NumDLULSymbols-ExtIEs} } OPTIONAL
}

NumDLULSymbols-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-permutation		CRITICALITY ignore	EXTENSION Permutation	    PRESENCE optional },
	...
}

NRV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE														OPTIONAL,
	pedestrianUE 		PedestrianUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NRV2XServicesAuthorized-ExtIEs} }	OPTIONAL
}

NRV2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uENRSidelinkAggregateMaximumBitrate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {NRUESidelinkAggregateMaximumBitrate-ExtIEs} } OPTIONAL
}

NRUESidelinkAggregateMaximumBitrate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NZP-CSI-RS-ResourceID::= INTEGER  (0..191)

N6JitterInformation ::= SEQUENCE {
	n6JitterLowerBound		INTEGER (-127..127),
	n6JitterUpperBound		INTEGER (-127..127),
	iE-Extensions			ProtocolExtensionContainer { { N6JitterInformationExtIEs } }	OPTIONAL,
	...}

N6JitterInformationExtIEs   F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- O

OffsetToPointA	::= INTEGER (0..2199,...)

OnDemandPRS-Info ::= SEQUENCE {
	onDemandPRSRequestAllowed				BIT STRING (SIZE (16)),
	allowedResourceSetPeriodicityValues		BIT STRING (SIZE (24))	OPTIONAL,
	allowedPRSBandwidthValues				BIT STRING (SIZE (64))	OPTIONAL,
	allowedResourceRepetitionFactorValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedResourceNumberOfSymbolsValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedCombSizeValues					BIT STRING (SIZE (8))	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { OnDemandPRS-Info-ExtIEs} } OPTIONAL,
	...
}

OnDemandPRS-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathAdditionInformation ::= CHOICE {
	indirectPathAddition			IndirectPathAddition,
	directPathAddition			NULL,
	n3C-indirectPathAddition		N3CIndirectPathAddition,
	choice-extension				ProtocolIE-SingleContainer { { PathAdditionInformation-ExtIEs} }
}

PathAdditionInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PagingCell-Item ::= SEQUENCE {
	nRCGI		NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }	OPTIONAL
}

PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-LastUsedCellIndication					CRITICALITY ignore 	EXTENSION LastUsedCellIndication						PRESENCE optional }|
	{	ID id-PEISubgroupingSupportIndication			CRITICALITY ignore	EXTENSION PEISubgroupingSupportIndication			PRESENCE optional }|
	{	ID id-Recommended-SSBs-List						CRITICALITY ignore	EXTENSION Recommended-SSBs-List						PRESENCE optional },
	...
}

Recommended-SSBs-List ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF RecommendedSSBItem-List-Item

RecommendedSSBItem-List-Item::= SEQUENCE {
	sSB-Index			SSB-Index,
	iE-Extensions		ProtocolExtensionContainer { { RecommendedSSBItem-List-Item-ExtIEs} } OPTIONAL
}

RecommendedSSBItem-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingIdentity ::=	CHOICE {
	rANUEPagingIdentity	RANUEPagingIdentity,
	cNUEPagingIdentity	CNUEPagingIdentity, 
	choice-extension			ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }
}

PagingCause ::= ENUMERATED { voice,	...}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {
	...
}

PagingOrigin ::= ENUMERATED { non-3gpp,	...}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 

ParentTImeSource ::= ENUMERATED {synce, ptp, gnss, atomicclock, terrestrialradio, serialtimecode, ntp, handset, other, ...}

PEIPSAssistanceInfo ::= SEQUENCE {
	cNSubgroupID		CNSubgroupID,
	iE-Extensions	ProtocolExtensionContainer { { PEIPSAssistanceInfo-ExtIEs } }	OPTIONAL
}

PEIPSAssistanceInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativePathDelay ::= CHOICE {
	k0					INTEGER (0..16351),
	k1					INTEGER (0..8176),
	k2					INTEGER (0..4088),
	k3					INTEGER (0..2044),
	k4					INTEGER (0..1022),
	k5					INTEGER (0..511),	 
	choice-extension			ProtocolIE-SingleContainer { { RelativePathDelay-ExtIEs } }
}

RelativePathDelay-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus2AdditionalPath PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus3additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus3AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus4AdditionalPath PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus5additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus5AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus6AdditionalPath PRESENCE mandatory },
	...
}

Parent-IAB-Nodes-NA-Resource-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF Parent-IAB-Nodes-NA-Resource-Configuration-Item

Parent-IAB-Nodes-NA-Resource-Configuration-Item::= SEQUENCE {
	nADownlink					NADownlink 	    OPTIONAL,
	nAUplink					NAUplink 	    OPTIONAL,
	nAFlexible					NAFlexible 	    OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs} } OPTIONAL
}

Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK235][bookmark: OLE_LINK236][bookmark: OLE_LINK237][bookmark: OLE_LINK238]PartialSuccessCell ::= SEQUENCE {
[bookmark: OLE_LINK247][bookmark: OLE_LINK248]	broadcastCellList		BroadcastCellList,
[bookmark: OLE_LINK241][bookmark: OLE_LINK242]	iE-Extensions				ProtocolExtensionContainer { { PartialSuccessCell-ExtIEs} } OPTIONAL,
	...
}
PartialSuccessCell-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceInfo ::= SEQUENCE {
	pathlossReferenceSignal			PathlossReferenceSignal,
	iE-Extensions					ProtocolExtensionContainer { {PathlossReferenceInfo-ExtIEs} }	OPTIONAL
}

PathlossReferenceInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceSignal ::= CHOICE { 
	sSB										SSB,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{PathlossReferenceSignal-ExtIEs }}
}

PathlossReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PathSwitchConfiguration ::= SEQUENCE { 
	targetRelayUEID			BIT STRING(SIZE(24)), 
	remoteUELocalID			RemoteUELocalID,
	t420					ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000}, 
	iE-Extensions			ProtocolExtensionContainer { { PathSwitchConfiguration-ExtIEs } }		OPTIONAL,
	...
}

PathSwitchConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5QoSFlowIdentifier ::= INTEGER (1..2048) 

PC5-QoS-Characteristics ::= CHOICE {
	non-Dynamic-PQI				NonDynamicPQIDescriptor,
	dynamic-PQI					DynamicPQIDescriptor, 
	choice-extension			ProtocolIE-SingleContainer { { PC5-QoS-Characteristics-ExtIEs } }
}

PC5-QoS-Characteristics-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


PC5QoSParameters	::= SEQUENCE {
    pC5-QoS-Characteristics				PC5-QoS-Characteristics,
	pC5-QoS-Flow-Bit-Rates				PC5FlowBitRates				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PC5QoSParameters-ExtIEs } }	OPTIONAL,
	...
}

PC5QoSParameters-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5FlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions				ProtocolExtensionContainer { { PC5FlowBitRates-ExtIEs } }	OPTIONAL,
	...
}

PC5FlowBitRates-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelID ::= INTEGER (1..512, ...) 

PC5RLCChannelQoSInformation ::= CHOICE {
	pC5RLCChannelQoS				QoSFlowLevelQoSParameters,
	pC5ControlPlaneTrafficType		ENUMERATED {srb1,srb2,...},
	choice-extension				ProtocolIE-SingleContainer { { PC5RLCChannelQoSInformation-ExtIEs} }
}

PC5RLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
[bookmark: _Hlk160526646]	{	ID id-U2URLCChannelQoS		CRITICALITY reject TYPE PC5QoSParameters		PRESENCE mandatory},
	
	...
}

PC5RLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeSetupItem

PC5RLCChannelToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeModifiedItem

PC5RLCChannelToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation			OPTIONAL,
	rLCMode							RLCMode			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeReleasedItem

PC5RLCChannelToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelSetupItem

PC5RLCChannelSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeSetupItem

PC5RLCChannelFailedToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelModifiedItem

PC5RLCChannelModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeModifiedItem

PC5RLCChannelFailedToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeModifiedItem

PC5RLCChannelRequiredToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeReleasedItem

PC5RLCChannelRequiredToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCCH-BlindDetectionSCG ::= OCTET STRING

PDCMeasurementPeriodicity ::= ENUMERATED 
{ms80, ms120, ms160, ms240, ms320, ms480, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ...}

PDCMeasurementQuantities ::= SEQUENCE (SIZE (1.. maxnoofMeasPDC)) OF ProtocolIE-SingleContainer { {PDCMeasurementQuantities-ItemIEs} }

PDCMeasurementQuantities-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PDCMeasurementQuantities-Item	CRITICALITY reject	TYPE PDCMeasurementQuantities-Item		PRESENCE mandatory}
}

PDCMeasurementQuantities-Item ::= SEQUENCE {
	pDCmeasurementQuantitiesValue				PDCMeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { PDCMeasurementQuantitiesValue-ExtIEs} } OPTIONAL
}

PDCMeasurementQuantitiesValue-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasurementQuantitiesValue ::= ENUMERATED {
	nr-pdc-tadv,
	gNB-rx-tx,
	... 
}

PDCMeasurementResult ::= SEQUENCE {
	pDCMeasuredResultsList			PDCMeasuredResultsList,
	iE-Extensions					ProtocolExtensionContainer { { PDCMeasurementResult-ExtIEs} } OPTIONAL
}

PDCMeasurementResult-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasuredResultsList ::= SEQUENCE (SIZE(1..maxnoofMeasPDC)) OF PDCMeasuredResults-Item

PDCMeasuredResults-Item ::= SEQUENCE {
	pDCMeasuredResults-Value	PDCMeasuredResults-Value,
	iE-Extensions				ProtocolExtensionContainer {{ PDCMeasuredResults-Item-ExtIEs }}	 OPTIONAL
}

PDCMeasuredResults-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasuredResults-Value ::= CHOICE {
	pDC-TADV-NR				PDC-TADV-NR,
	pDC-RxTxTimeDiff		PDC-RxTxTimeDiff,
	choice-extension		ProtocolIE-SingleContainer { { PDCMeasuredResults-Value-ExtIEs} }
}

PDCMeasuredResults-Value-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PDCReportType ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

PDC-RxTxTimeDiff ::= INTEGER (0..61565, ...)

PDC-TADV-NR ::= INTEGER (0..62500, ...)

PDCP-SN ::= INTEGER (0..4095)

PDCPSNLength	::= ENUMERATED { twelve-bits,eighteen-bits,...}

PDUSessionID ::= INTEGER (0..255)

PEISubgroupingSupportIndication ::= ENUMERATED {true, ...}

ReportingPeriodicityValue ::= INTEGER (0..512, ...)

Periodicity ::= INTEGER (0..640000, ...) 

PeriodicitySRS ::= ENUMERATED { ms0p125, ms0p25, ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms4, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

PeriodicityList ::= SEQUENCE (SIZE(1.. maxnoSRS-ResourcePerSet)) OF PeriodicityList-Item

PeriodicityList-Item ::= SEQUENCE {
	periodicitySRS				PeriodicitySRS,
	iE-Extensions				ProtocolExtensionContainer { { PeriodicityList-ItemExtIEs} } OPTIONAL
}

PeriodicityList-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PeriodicityBound ::= SEQUENCE {
	periodicityLowerBound					Periodicity,
	periodicityUpperBound					Periodicity,
	iE-Extensions				ProtocolExtensionContainer { {PeriodicityBound-ExtIEs} } OPTIONAL,
	...
}
 
PeriodicityBound-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AllowedPeriodicityList ::= SEQUENCE (SIZE(1..maxnoofPeriodicities)) OF Periodicity
 
PeriodicityRange ::= CHOICE {
	periodicityBound				PeriodicityBound,
	periodicityList					AllowedPeriodicityList,
	choice-extensions				ProtocolIE-SingleContainer { {PeriodicityRange-ExtIEs} }
}
 
PeriodicityRange-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

Permutation ::= ENUMERATED {dfu, ufd, ...}

Ph-InfoMCG  ::= OCTET STRING

Ph-InfoSCG  ::= OCTET STRING

PLMN-Identity ::= OCTET STRING (SIZE(3))

PlayoutDelayForMediaStartup ::= OCTET STRING 

PortNumber ::= BIT STRING (SIZE (16))


PosAssistance-Information ::= OCTET STRING

PosAssistanceInformationFailureList ::= OCTET STRING

PosBroadcast ::= ENUMERATED {
	start,
	stop,
	...
}

PosConextRevIndication ::= ENUMERATED {true, ...}

PositioningBroadcastCells ::= SEQUENCE (SIZE (1..maxnoBcastCell)) OF NRCGI


PosMeasGapPreConfigList ::= SEQUENCE {
	posMeasGapPreConfigToAddModList				OCTET STRING					OPTIONAL,
	posMeasGapPreConfigToReleaseList			OCTET STRING					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasGapPreConfigList-ExtIEs} } OPTIONAL
}

PosMeasGapPreConfigList-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementPeriodicity ::= ENUMERATED
{ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, ..., ms20480, ms40960, extended }


MeasurementPeriodicityExtended ::= ENUMERATED {ms160, ms320, ms1280, ms2560, ms61440, ms81920,	ms368640, ms737280, ms1843200,	...}

PosMeasurementPeriodicityNR-AoA ::= ENUMERATED {
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	ms10240,
	ms20480,
	ms40960,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	ms1843200,
	...

}

PosMeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoofPosMeas)) OF PosMeasurementQuantities-Item

PosMeasurementQuantities-Item ::= SEQUENCE {
	posMeasurementType					PosMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PosMeasurementQuantities-ItemExtIEs} } OPTIONAL
}

PosMeasurementQuantities-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-TimingReportingGranularityFactorExtended	CRITICALITY ignore EXTENSION TimingReportingGranularityFactorExtended PRESENCE optional},
	...
}

PosMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoofPosMeas)) OF PosMeasurementResultItem 

PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARP-ID				CRITICALITY ignore EXTENSION ARP-ID 					PRESENCE optional}|
	{ ID id-SRSResourcetype		CRITICALITY ignore EXTENSION SRSResourcetype 			PRESENCE optional}|
	{ ID id-LoS-NLoSInformation	CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation		PRESENCE optional }|
	{ ID id-AggregatedPosSRSResourceIDList CRITICALITY ignore EXTENSION AggregatedPosSRSResourceIDList PRESENCE optional }|
	{ ID id-MeasuredFrequencyHops			CRITICALITY ignore EXTENSION MeasuredFrequencyHops PRESENCE optional },
	...
}

PosMeasurementResultList ::= SEQUENCE (SIZE(1.. maxNoOfMeasTRPs)) OF PosMeasurementResultList-Item

PosMeasurementResultList-Item ::= SEQUENCE {
	posMeasurementResult			PosMeasurementResult,
	tRPID							TRPID,
	iE-Extensions					ProtocolExtensionContainer { { PosMeasurementResultList-ItemExtIEs} } OPTIONAL
}

PosMeasurementResultList-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRCGI	CRITICALITY ignore EXTENSION NRCGI		PRESENCE optional },
	...
}

PosMeasurementType ::= ENUMERATED {
	gnb-rx-tx,
	ul-srs-rsrp,
	ul-aoa,
	ul-rtoa, 
	... ,
	multiple-ul-aoa,
	ul-srs-rsrpp,
	ul-rscp
}

PosReportCharacteristics ::= ENUMERATED {
	ondemand, 
	periodic, 
	...
}

PosResourceSetType  ::= CHOICE {
	periodic			PosResourceSetTypePR,
	semi-persistent		PosResourceSetTypeSP,
	aperiodic			PosResourceSetTypeAP,
	choice-extension	ProtocolIE-SingleContainer {{ PosResourceSetType-ExtIEs }}
}

PosResourceSetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PosResourceSetTypePR ::= SEQUENCE {
	posperiodicSet		ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { PosResourceSetTypePR-ExtIEs} }	OPTIONAL
}

PosResourceSetTypePR-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeSP ::= SEQUENCE {
	possemi-persistentSet		ENUMERATED{true, ...},
	iE-Extensions				ProtocolExtensionContainer { { PosResourceSetTypeSP-ExtIEs} }	OPTIONAL
}

PosResourceSetTypeSP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeAP ::= SEQUENCE {
	sRSResourceTrigger-List		INTEGER(1..3),
	iE-Extensions				ProtocolExtensionContainer { { PosResourceSetTypeAP-ExtIEs} }	OPTIONAL
}

PosResourceSetTypeAP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosSItypeList ::= SEQUENCE (SIZE(1.. maxnoofPosSITypes)) OF PosSItype-Item
PosSItype-Item ::= SEQUENCE {
	posItype			PosSItype   ,
	iE-Extensions	ProtocolExtensionContainer { { PosSItype-ItemExtIEs } } OPTIONAL
}

PosSItype-ItemExtIEs    F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk116985569]PosSItype ::= INTEGER (1..32, ...)

PosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourcePerSet)) OF SRSPosResourceID

PosSRSResource-Item ::= SEQUENCE {
	srs-PosResourceId				SRSPosResourceID,
	transmissionCombPos				TransmissionCombPos,
	startPosition					INTEGER (0..13),
	nrofSymbols						ENUMERATED {n1, n2, n4, n8, n12},
	freqDomainShift					INTEGER (0..268),
	c-SRS							INTEGER (0..63),
	groupOrSequenceHopping			ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceTypePos					ResourceTypePos,
	sequenceId						INTEGER (0.. 65535),
	spatialRelationPos				SpatialRelationPos 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosSRSResource-Item-ExtIEs} }	OPTIONAL
}

PosSRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-TxHoppingConfiguration	CRITICALITY ignore	EXTENSION TxHoppingConfiguration	PRESENCE optional},
	...
}

PosSRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF PosSRSResource-Item

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceID-List			PosSRSResourceID-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL
}

PosSRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AggregatedPosSRSResourceSetList	CRITICALITY ignore EXTENSION AggregatedPosSRSResourceSetList	PRESENCE optional},
	...
}

PosValidityAreaCellList ::= SEQUENCE (SIZE(1.. maxnoVACell)) OF PosValidityAreaCellList-Item

PosValidityAreaCellList-Item ::= SEQUENCE {
	nRCGI						NRCGI,
	nRPCI						INTEGER (0..1007) 	OPTIONAL, 
	iE-Extensions	ProtocolExtensionContainer { { PosValidityAreaCellList-Item-ExtIEs } }	OPTIONAL
}

PosValidityAreaCellList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
PosSRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourceSets)) OF PosSRSResourceSet-Item

PrimaryPathIndication ::= ENUMERATED { 
	true,
	false,
	...
}

PreambleIndexList ::= SEQUENCE (SIZE (1.. maxnoofLTMCells)) OF PreambleIndexList-Item

PreambleIndexList-Item::= SEQUENCE {
	preambleIndex		INTEGER (0..63),
	iE-Extensions		ProtocolExtensionContainer { { PreambleIndex-Item-ExtIEs} } OPTIONAL
}

PreambleIndex-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Pre-emptionCapability ::= ENUMERATED {
	shall-not-trigger-pre-emption,
	may-trigger-pre-emption
}

Pre-emptionVulnerability ::= ENUMERATED {
	not-pre-emptable,
	pre-emptable
}

Preconfigured-measurement-GAP-Request ::= ENUMERATED {true, ...}

PriorityLevel	::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

ProtectedEUTRAResourceIndication		::= OCTET STRING

Protected-EUTRA-Resources-Item ::= SEQUENCE {
	spectrumSharingGroupID					SpectrumSharingGroupID, 
	eUTRACells-List		EUTRACells-List,
	iE-Extensions		ProtocolExtensionContainer { { Protected-EUTRA-Resources-ItemExtIEs } }	OPTIONAL
}

Protected-EUTRA-Resources-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfiguration ::= SEQUENCE {
	pRSResourceSet-List			PRSResourceSet-List,
	iE-Extensions				ProtocolExtensionContainer { { PRSConfiguration-ExtIEs } }	OPTIONAL
}

PRSConfiguration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-AggregatedPRSResourceSetList	CRITICALITY ignore EXTENSION AggregatedPRSResourceSetList	PRESENCE optional},
	...
}

PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					INTEGER(0..255),	
	pRS-Resource-Set-IDPos		INTEGER(0..7),
	pRS-Resource-IDPos			INTEGER(0..63)	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL
}

PRSInformationPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Measurement-Info-List ::= SEQUENCE (SIZE(1..maxFreqLayers)) OF PRS-Measurement-Info-List-Item

PRS-Measurement-Info-List-Item ::= SEQUENCE {
	pointA						INTEGER (0..3279165),
	measPRSPeriodicity			ENUMERATED {ms20, ms40, ms80, ms160, ...},
	measPRSOffset				INTEGER (0..159, ...),
	measurementPRSLength		ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20},
	iE-Extensions				ProtocolExtensionContainer { { PRS-Measurement-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

PRS-Measurement-Info-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Potential-SpCell-Item ::= SEQUENCE {
	potential-SpCell-ID			NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Potential-SpCell-ItemExtIEs } }	OPTIONAL,
	...
}

Potential-SpCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PRSAngleList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF PRSAngleItem

PRSAngleItem ::= SEQUENCE {
	nR-PRS-Azimuth			INTEGER (0..359),
	nR-PRS-Azimuth-fine		INTEGER (0..9) OPTIONAL,
	nR-PRS-Elevation		INTEGER (0..180) OPTIONAL,
	nR-PRS-Elevation-fine	INTEGER (0..9) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSAngleItem-ItemExtIEs } }	OPTIONAL
}

PRSAngleItem-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PRS-Resource-ID		CRITICALITY ignore EXTENSION PRS-Resource-ID		PRESENCE optional },
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

PRSMuting::= SEQUENCE {
	pRSMutingOption1			PRSMutingOption1		OPTIONAL,
	pRSMutingOption2			PRSMutingOption2		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { PRSMuting-ExtIEs} } OPTIONAL
}

PRSMuting-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption1 ::= SEQUENCE {
	mutingPattern					DL-PRSMutingPattern,
	mutingBitRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf8,...},
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption1-ExtIEs} } OPTIONAL
}

PRSMutingOption1-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption2 ::= SEQUENCE {
	mutingPattern					DL-PRSMutingPattern,
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption2-ExtIEs} } OPTIONAL
}

PRSMutingOption2-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Resource-ID ::= INTEGER (0..63)

PRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF PRSResource-Item

PRSResource-Item  ::= SEQUENCE {
	pRSResourceID			PRS-Resource-ID,
	sequenceID				INTEGER(0..4095),
	rEOffset				INTEGER(0..11,...),
	resourceSlotOffset		INTEGER(0..511),
	resourceSymbolOffset	INTEGER(0..12),
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSResource-Item-ExtIEs} } OPTIONAL
}

PRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedResourceSymbolOffset		CRITICALITY ignore EXTENSION ExtendedResourceSymbolOffset 	PRESENCE optional}|
	{ID id-AggregatedPRSResourceSetList	CRITICALITY ignore EXTENSION AggregatedPRSResourceSetList	PRESENCE optional},
	...
}

PRSBandwidthAggregationRequestIndication ::= ENUMERATED{true, ...}

ExtendedResourceSymbolOffset ::= INTEGER (0..13,...)


PRSResource-QCLInfo  ::= CHOICE {
	qCLSourceSSB		PRSResource-QCLSourceSSB,
	qCLSourcePRS		PRSResource-QCLSourcePRS,		
	choice-extension	ProtocolIE-SingleContainer { { PRSResource-QCLInfo-ExtIEs } }
}
PRSResource-QCLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PRSResource-QCLSourceSSB ::= SEQUENCE {
	pCI-NR				INTEGER(0..1007),
	sSB-Index 			SSB-Index OPTIONAL,		
	iE-Extensions		ProtocolExtensionContainer { { PRSResource-QCLSourceSSB-ExtIEs} } OPTIONAL,
	...
}

PRSResource-QCLSourceSSB-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSResource-QCLSourcePRS ::= SEQUENCE {
	qCLSourcePRSResourceSetID		PRS-Resource-Set-ID,
	qCLSourcePRSResourceID 			PRS-Resource-ID OPTIONAL,		
	iE-Extensions					ProtocolExtensionContainer { { PRSResource-QCLSourcePRS-ExtIEs} } OPTIONAL
}

PRSResource-QCLSourcePRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Resource-Set-ID ::= INTEGER(0..7)

PRSResourceSet-List ::= SEQUENCE (SIZE (1.. maxnoofPRSresourceSets)) OF PRSResourceSet-Item
PRSResourceSet-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID,
	subcarrierSpacing				ENUMERATED{kHz15, kHz30, kHz60, kHz120, ...},
	pRSbandwidth					INTEGER(1..63),
	startPRB						INTEGER(0..2176),
	pointA							INTEGER (0..3279165),
	combSize						ENUMERATED{n2, n4, n6, n12, ...},
	cPType							ENUMERATED{normal, extended, ...},
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256, n512},
	resourceSetSlotOffset			INTEGER(0..81919,...),
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...},
	resourceTimeGap					ENUMERATED{tg1,tg2,tg4,tg8,tg16,tg32,...},
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1},
	pRSMuting						PRSMuting 		OPTIONAL,
	pRSResourceTransmitPower		INTEGER(-60..50),
	pRSResource-List				PRSResource-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSResourceSet-Item-ExtIEs} } OPTIONAL
}

PRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndication ::= CHOICE { 
	pRSTransmissionOffPerTRP				NULL,
	pRSTransmissionOffPerResourceSet		PRSTransmissionOffPerResourceSet,
	pRSTransmissionOffPerResource			PRSTransmissionOffPerResource,
	choice-extension		ProtocolIE-SingleContainer { { PRSTransmissionOffIndication-ExtIEs } }
}

PRSTransmissionOffIndication-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PRSTransmissionOffPerResource ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResource-Item

PRSTransmissionOffPerResource-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,
	pRSTransmissionOffIndicationPerResourceList		SEQUENCE (SIZE(1.. maxnoofPRSresources)) OF PRSTransmissionOffIndicationPerResource-Item,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndicationPerResource-Item  ::= SEQUENCE {
	pRSResourceID		PRS-Resource-ID,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffIndicationPerResource-Item-ExtIEs } } OPTIONAL,
	...	
}

PRSTransmissionOffIndicationPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffInformation ::= SEQUENCE {
	pRSTransmissionOffIndication	PRSTransmissionOffIndication,
	iE-Extensions					ProtocolExtensionContainer { { PRSTransmissionOffInformation-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffPerResourceSet ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResourceSet-Item

PRSTransmissionOffPerResourceSet-Item  ::= SEQUENCE {
	pRSResourceSetID		PRS-Resource-Set-ID,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionOffPerResourceSet-Item-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffPerResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PWS-Failed-NR-CGI-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	numberOfBroadcasts	NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { { PWS-Failed-NR-CGI-ItemExtIEs } }	OPTIONAL,
	...
}

PWS-Failed-NR-CGI-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PWSSystemInformation ::= SEQUENCE {
	sIBtype 				SIBType-PWS,
	sIBmessage				OCTET STRING, 
	iE-Extensions			ProtocolExtensionContainer { { PWSSystemInformationExtIEs } }	OPTIONAL,
	...
}

PWSSystemInformationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-NotificationInformation		CRITICALITY ignore	EXTENSION NotificationInformation		PRESENCE optional}|
	{ ID id-AdditionalSIBMessageList	CRITICALITY reject	EXTENSION AdditionalSIBMessageList		PRESENCE optional},
	...
}

PrivacyIndicator ::= ENUMERATED {immediate-MDT,	logged-MDT,	...}

PRS-ID ::= INTEGER(0..255)

PRSTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTRPItem

PRSTRPItem ::= SEQUENCE {
	tRP-ID		TRPID,
	requestedDLPRSTransmissionCharacteristics	RequestedDLPRSTransmissionCharacteristics 		OPTIONAL,	
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “configure” --
	pRSTransmissionOffInformation		PRSTransmissionOffInformation				OPTIONAL,
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “off” --
		 
	iE-Extensions	ProtocolExtensionContainer { { PRSTRPItem-ExtIEs} } OPTIONAL,
	...
}

PRSTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers			INTEGER(1..4)										OPTIONAL,
	startTimeAndDuration			StartTimeAndDuration								OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}
RequestedDLPRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-PRSBandwidthAggregationRequestIndication CRITICALITY ignore EXTENSION PRSBandwidthAggregationRequestIndication	PRESENCE optional},
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63) OPTIONAL,
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256, n512}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List							OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PRSTransmissionTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTransmissionTRPItem

PRSTransmissionTRPItem ::= SEQUENCE {
		tRP-ID				TRPID,
		pRSConfiguration	PRSConfiguration,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTransmissionTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PreambleIndex ::= INTEGER(0..63)

PDUSetQoSParameters ::= SEQUENCE {
	ulPDUSetQoSInformation					PDUSetQoSInformation	OPTIONAL,
	dlPDUSetQoSInformation					PDUSetQoSInformation	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { PDUSetQoSParameters-ExtIEs } }	OPTIONAL
}

PDUSetQoSParameters-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSetQoSInformation	::= SEQUENCE {
	pduSetDelayBudget						ExtendedPacketDelayBudget		OPTIONAL,
	pduSetErrorRate							PacketErrorRate					OPTIONAL,
	pduSetIntegratedHandlingInformation		ENUMERATED {true, false, ...}	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { PDUSetQoSInformation-ExtIEs } }	OPTIONAL
}

PDUSetQoSInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PSIbasedSDUdiscardUL ::= ENUMERATED {start, stop, ...}


-- Q

QCI ::= INTEGER (0..255)

QoEInformation ::= SEQUENCE {
	qoEInformationList		QoEInformationList,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformation-ExtIEs} } OPTIONAL
}

QoEInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEInformationList ::= SEQUENCE (SIZE(1.. maxnoofQoEInformation)) OF QoEInformationList-Item

QoEInformationList-Item ::= SEQUENCE {
	qoEMetrics			QoEMetrics	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { QoEInformationList-Item-ExtIEs} } 	OPTIONAL
}

QoEInformationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-dRB-List CRITICALITY ignore EXTENSION DRB-List PRESENCE optional},
	...
}

QoEMetrics ::= SEQUENCE {
	appLayerBufferLevelList				AppLayerBufferLevelList  OPTIONAL,
	playoutDelayForMediaStartup			PlayoutDelayForMediaStartup OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { QoEMetrics-ExtIEs} } OPTIONAL,
	...
}

QoEMetrics-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoS-Characteristics ::= CHOICE {
	non-Dynamic-5QI				NonDynamic5QIDescriptor,
	dynamic-5QI					Dynamic5QIDescriptor, 
	choice-extension			ProtocolIE-SingleContainer { { QoS-Characteristics-ExtIEs } }
}

QoS-Characteristics-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

QoSFlowIdentifier ::= INTEGER (0..63) 

QoSFlowLevelQoSParameters	::= SEQUENCE {
	qoS-Characteristics						QoS-Characteristics,
	nGRANallocationRetentionPriority		NGRANAllocationAndRetentionPriority,
	gBR-QoS-Flow-Information				GBR-QoSFlowInformation				OPTIONAL,
	reflective-QoS-Attribute				ENUMERATED {subject-to, ...}				OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { QoSFlowLevelQoSParameters-ExtIEs } }	OPTIONAL
}

QoSFlowLevelQoSParameters-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionID								CRITICALITY ignore	EXTENSION PDUSessionID				PRESENCE optional}|
	{ ID id-ULPDUSessionAggregateMaximumBitRate			CRITICALITY ignore	EXTENSION BitRate						PRESENCE optional}|
	{ ID id-QosMonitoringRequest						CRITICALITY ignore	EXTENSION QosMonitoringRequest		PRESENCE optional}|
	{ ID id-PDCPTerminatingNodeDLTNLAddrInfo			CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional	}|
	{ ID id-PDUSetQoSParameters							CRITICALITY	ignore	EXTENSION PDUSetQoSParameters		PRESENCE optional},
	...
}

QoSFlowMappingIndication ::= ENUMERATED {ul,dl,...}

QoSInformation	::=	CHOICE {
	eUTRANQoS					EUTRANQoS,
	choice-extension			ProtocolIE-SingleContainer { { QoSInformation-ExtIEs} }
}

QoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	{	ID id-DRB-Information		CRITICALITY ignore TYPE DRB-Information		PRESENCE mandatory},
	...
}

QosMonitoringRequest ::= ENUMERATED {ul, dl, both, ..., stop}

QoSParaSetIndex ::= INTEGER (1..8, ...) 

QoSParaSetNotifyIndex ::= INTEGER (0..8, ...)

-- R

RACH-Config-Common	::= OCTET STRING

RACH-Config-Common-IAB	::= OCTET STRING

Range ::= ENUMERATED {m50, m80, m180, m200, m350, m400, m500, m700, m1000, ...}

RAReportContainer::= OCTET STRING

RAReportList	::= SEQUENCE (SIZE(1.. maxnoofRAReports)) OF RAReportItem

RAReportItem	::= SEQUENCE {
	rAReportContainer				RAReportContainer,
	uEAssitantIdentifier			GNB-DU-UE-F1AP-ID		OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { RAReportItem-ExtIEs} }	OPTIONAL,
	...
}

RAReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RAReportIndicationList ::= SEQUENCE (SIZE(1..maxnoofUEsforRAReportIndications)) OF RAReportIndicationList-Item

RAReportIndicationList-Item ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID					GNB-CU-UE-F1AP-ID,
	iE-Extensions						ProtocolExtensionContainer { { RAReportIndicationList-Item-ExtIEs} } OPTIONAL,
	...

}

RAReportIndicationList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



RadioResourceStatus ::= SEQUENCE {
	sSBAreaRadioResourceStatusList		SSBAreaRadioResourceStatusList,
	iE-Extensions	ProtocolExtensionContainer { { RadioResourceStatus-ExtIEs} } OPTIONAL
}

RadioResourceStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SliceRadioResourceStatus		CRITICALITY ignore	EXTENSION SliceRadioResourceStatus		PRESENCE optional	}|
	{ ID id-MIMOPRBusageInformation			CRITICALITY ignore	EXTENSION MIMOPRBusageInformation			PRESENCE optional	},
	...
}

RadioResourceStatusNR-U ::= SEQUENCE {
	dl-Total-PRB-usage 	INTEGER (0..100),
	ul-Total-PRB-usage 	INTEGER (0..100),
	iE-Extensions					ProtocolExtensionContainer { { RadioResourceStatusNR-U-ExtIEs} }	OPTIONAL,
	...
}
RadioResourceStatusNR-U-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MIMOPRBusageInformation ::= SEQUENCE {
	dl-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	ul-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	dl-non-GBR-PRB-usage-for-MIMO	INTEGER (0..100),
	ul-non-GBR-PRB-usage-for-MIMO 	INTEGER (0..100),
	dl-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	ul-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	iE-Extensions					ProtocolExtensionContainer { { MIMOPRBusageInformation-ExtIEs} }	OPTIONAL,
	...
}

MIMOPRBusageInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RANfeedbacktype ::= CHOICE {
	proactive					RANfeedbacktype-proactive,
	reactive					RANfeedbacktype-reactive,
	choice-extensions			ProtocolIE-SingleContainer { {RANfeedbacktype-ExtIEs} }
}
 
RANfeedbacktype-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
 
RANfeedbacktype-proactive ::= SEQUENCE {
	burstArrivalTimeWindow	BurstArrivalTimeWindow,
	periodicityRange		PeriodicityRange	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {RANfeedbacktype-proactive-ExtIEs} }	OPTIONAL,
	...
}
 
RANfeedbacktype-proactive-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
 
RANfeedbacktype-reactive ::= SEQUENCE {
	capabilityForBATAdaptation	ENUMERATED {true, ...},
	iE-Extension			ProtocolExtensionContainer { {RANfeedbacktype-reactive-ExtIEs} }	OPTIONAL,
	...
}
 
RANfeedbacktype-reactive-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RANTSSRequestType ::= ENUMERATED {start, stop, ...}

RANTimingSynchronisationStatusInfo ::= SEQUENCE {
	synchronisationstate				ENUMERATED {locked, holdover, freeRun, ...}      OPTIONAL,
	traceabletoUTC						ENUMERATED { true, false, ...}                  OPTIONAL,
	traceabletoGNSS						ENUMERATED { true, false, ...}                  OPTIONAL,
	clockFrequencyStability				BIT STRING (SIZE(16))                           OPTIONAL,
	clockAccuracy						ClockAccuracy                                   OPTIONAL,
	parentTimeSource					ParentTImeSource                                OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RANTimingSynchronisationStatusInfo-ExtIEs} }	OPTIONAL,
...
}

RANTimingSynchronisationStatusInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
        ...
    }

ClockAccuracy ::= CHOICE {
	clockAccuracyValue		INTEGER (1..40000000, ...),
	clockAccuracyIndex		INTEGER (32..47, ...),	
	choice-Extensions		ProtocolIE-SingleContainer { { ClockAccuracy-ExtIEs} }
}

ClockAccuracy-ExtIEs F1AP-PROTOCOL-IES ::= {
        ...
}

RANAC ::= INTEGER (0..255) 

RAN-MeasurementID ::= INTEGER (1.. 65536, ...)

RAN-UE-MeasurementID ::= INTEGER (1.. 256, ...)

RAN-UE-PDC-MeasID ::= INTEGER (1..16, ...)

RANUEID ::= OCTET STRING (SIZE (8))

RANUEPagingIdentity ::= SEQUENCE	{
	iRNTI						BIT STRING (SIZE(40)),
	iE-Extensions				ProtocolExtensionContainer { { RANUEPagingIdentity-ExtIEs } }	OPTIONAL}

RANUEPagingIdentity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RAT-FrequencyPriorityInformation::= CHOICE {
	eNDC		SubscriberProfileIDforRFP,
	nGRAN		RAT-FrequencySelectionPriority,
	choice-extension			ProtocolIE-SingleContainer { { RAT-FrequencyPriorityInformation-ExtIEs} }
}

RAT-FrequencyPriorityInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RAT-FrequencySelectionPriority::= INTEGER (1.. 256, ...)

RBSetConfiguration ::= SEQUENCE {
	subcarrierSpacing				SubcarrierSpacing,
	rBSetSize						RBSetSize,
	nUmberRBsets					INTEGER(1..maxnoofRBsetsPerCell),
	iE-Extensions					ProtocolExtensionContainer { { RBSetConfiguration-ExtIEs} } OPTIONAL
}

RBSetConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RBSetSize ::=	ENUMERATED { rb2, rb4, rb8, rb16, rb32, rb64}



Re-routingEnableIndicator ::= ENUMERATED {
	true,
	false,
	...
}

Recommended-SSBs-for-Paging-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF Recommended-SSBs-for-Paging-List-Item

Recommended-SSBs-for-Paging-List-Item::= SEQUENCE {	
	nRCGI			 			NRCGI,
	sSBs-forPaging-List 		SSBs-forPaging-List,
	iE-Extensions				ProtocolExtensionContainer { { Recommended-SSBs-for-Paging-List-Item-ExtIEs} } OPTIONAL
}

Recommended-SSBs-for-Paging-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



Redcap-Bcast-Information ::= BIT STRING(SIZE(8))

RedCapIndication ::= ENUMERATED {true, ...}

Reestablishment-Indication	::=	ENUMERATED  {
	reestablished,
	...
}

ReferencePoint ::= CHOICE {
	coordinateID					CoordinateID,
	referencePointCoordinate		AccessPointPosition,
	referencePointCoordinateHA		NGRANHighAccuracyAccessPointPosition,
	choice-Extension				ProtocolIE-SingleContainer { { ReferencePoint-ExtIEs} }
}

ReferencePoint-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ReferenceSFN ::= INTEGER (0..1023)

ReferenceSignal ::= CHOICE { 
	nZP-CSI-RS								NZP-CSI-RS-ResourceID,
	sSB										SSB,
	sRS										SRSResourceID,
	positioningSRS							SRSPosResourceID,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{ReferenceSignal-ExtIEs }}
}

ReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


RA-RNTI ::= INTEGER (0..65535, ...)

ReferenceConfiguration ::= CHOICE {	
	rEQUESTforLowerLayerConfiguration			RequestforLowerLayerConfiguration,
	referenceConfiguration					ReferenceConfigurationInformation,
	choice-extension ProtocolIE-SingleContainer { { ReferenceConfiguration-ExtIEs } }
}

ReferenceConfiguration-ExtIEs F1AP-PROTOCOL-IES ::= {
...
}


RelativeCartesianLocation ::= SEQUENCE {
	xYZunit						ENUMERATED {mm, cm, dm, ...},
	xvalue						INTEGER (-65536..65535),
	yvalue						INTEGER (-65536..65535),
	zvalue						INTEGER (-32768..32767),
	locationUncertainty			LocationUncertainty,
	iE-Extensions				ProtocolExtensionContainer { { RelativeCartesianLocation-ExtIEs} } OPTIONAL
}

RelativeCartesianLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativeGeodeticLocation ::= SEQUENCE { 
	milli-Arc-SecondUnits		ENUMERATED {zerodot03, zerodot3, three, ...},	
	heightUnits					ENUMERATED {mm, cm, m, ...}, 
	deltaLatitude				INTEGER (-1024.. 1023),
	deltaLongitude				INTEGER (-1024.. 1023),
	deltaHeight					INTEGER (-1024.. 1023),
	locationUncertainty			LocationUncertainty,
	iE-extensions				ProtocolExtensionContainer {{RelativeGeodeticLocation-ExtIEs }} OPTIONAL
}

RelativeGeodeticLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RemoteUELocalID ::= INTEGER (0..255, ...)


ReferenceTime ::= OCTET STRING

RegistrationRequest ::= ENUMERATED{start, stop, add, ...}

[bookmark: _Hlk50711169]ReportCharacteristics ::= BIT STRING (SIZE(32))

ReportingGranularitykminus1 ::= INTEGER(0..3940097)

ReportingGranularitykminus2 ::= INTEGER(0..7880193)



ReportingGranularitykminus3 ::= INTEGER(0..15760385)

ReportingGranularitykminus4 ::= INTEGER(0..31520769)

ReportingGranularitykminus5 ::= INTEGER(0..63041537)

ReportingGranularitykminus6 ::= INTEGER(0..126083073)


ReportingGranularitykminus1AdditionalPath ::= INTEGER(0..32701)

ReportingGranularitykminus2AdditionalPath ::= INTEGER(0..65401)

ReportingGranularitykminus3AdditionalPath ::= INTEGER(0..130801)

ReportingGranularitykminus4AdditionalPath ::= INTEGER(0..261601)

ReportingGranularitykminus5AdditionalPath ::= INTEGER(0..523201)

ReportingGranularitykminus6AdditionalPath ::= INTEGER(0..1046401)


ReportingPeriodicity ::= ENUMERATED{ms500, ms1000, ms2000, ms5000, ms10000, ...}

RequestedBandCombinationIndex ::= OCTET STRING

RequestedFeatureSetEntryIndex ::= OCTET STRING

RequestedP-MaxFR2 ::= OCTET STRING

Requested-PDCCH-BlindDetectionSCG ::= OCTET STRING

RequestedSRSPreconfigurationCharacteristics-List ::= SEQUENCE (SIZE (1.. maxnoPreconfiguredSRS)) OF RequestedSRSPreconfigurationCharacteristics-Item

RequestedSRSPreconfigurationCharacteristics-Item ::= SEQUENCE {
	requestedSRSTransmissionCharacteristics 	RequestedSRSTransmissionCharacteristics,
	iE-Extensions			ProtocolExtensionContainer {{ RequestedSRSPreconfigurationCharacteristics-Item-ExtIEs}}	OPTIONAL,
	...
}

RequestedSRSPreconfigurationCharacteristics-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions		INTEGER (0..500, ...)		OPTIONAL,
-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType				ENUMERATED  {periodic, semi-persistent, aperiodic,...},
	bandwidthSRS				BandwidthSRS,
	sRSResourceSetList 			SRSResourceSetList				OPTIONAL,
	sSBInformation				SSBInformation				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL
}

RequestedSRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency		CRITICALITY ignore EXTENSION SrsFrequency		PRESENCE optional }|
	{ ID id-BW-Aggregation-Request-Indication		CRITICALITY ignore EXTENSION BW-Aggregation-Request-Indication	PRESENCE optional }|
	{ ID id-PosValidityAreaCellList					CRITICALITY ignore EXTENSION PosValidityAreaCellList			PRESENCE optional }|
	{ ID id-ValidityAreaSpecificSRSInformation		CRITICALITY ignore EXTENSION ValidityAreaSpecificSRSInformation	PRESENCE optional },
	...
}


RequestType	::= ENUMERATED {offer, execution, ...}

ResourceCoordinationEUTRACellInfo ::= SEQUENCE {
	eUTRA-Mode-Info 						EUTRA-Coex-Mode-Info,
	eUTRA-PRACH-Configuration 				EUTRA-PRACH-Configuration,
	iE-Extensions	ProtocolExtensionContainer { { ResourceCoordinationEUTRACellInfo-ExtIEs } }	OPTIONAL,
	...
}

ResourceCoordinationEUTRACellInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-IgnorePRACHConfiguration		CRITICALITY reject EXTENSION IgnorePRACHConfiguration		PRESENCE optional },
	...
}

ResourceCoordinationTransferInformation ::= SEQUENCE {
	meNB-Cell-ID								EUTRA-Cell-ID,
	resourceCoordinationEUTRACellInfo		ResourceCoordinationEUTRACellInfo	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { ResourceCoordinationTransferInformation-ExtIEs } }	OPTIONAL,
	...
}

ResourceCoordinationTransferInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceCoordinationTransferContainer ::= OCTET STRING


ResourceMapping ::= SEQUENCE {
	startPosition			INTEGER (0..13),
	nrofSumbols				ENUMERATED {n1, n2, n4, n8, n12},
	iE-Extensions		ProtocolExtensionContainer { { ResourceMapping-ExtIEs} }	OPTIONAL,
	...
}

ResourceMapping-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


ResourceSetType  ::= CHOICE {
	periodic			ResourceSetTypePeriodic,
	semi-persistent		ResourceSetTypeSemi-persistent,
	aperiodic			ResourceSetTypeAperiodic,
	choice-extension				ProtocolIE-SingleContainer {{ ResourceSetType-ExtIEs }}
}

ResourceSetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceSetTypePeriodic ::= SEQUENCE {
	periodicSet			ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypePeriodic-ExtIEs} }	OPTIONAL
}

ResourceSetTypePeriodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeSemi-persistent ::= SEQUENCE {
	semi-persistentSet	ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypeSemi-persistent-ExtIEs} }	OPTIONAL
}

ResourceSetTypeSemi-persistent-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeAperiodic ::= SEQUENCE {
	sRSResourceTrigger-List 	INTEGER(1..3),
	slotoffset					INTEGER(0..32),
	iE-Extensions				ProtocolExtensionContainer { { ResourceSetTypeAperiodic-ExtIEs} }	OPTIONAL
}

ResourceSetTypeAperiodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RepetitionFactorExtended ::=  ENUMERATED {n3, n5, n6, n7, n8, n10, n12, n14, ...}
RepetitionPeriod ::= INTEGER (0..131071, ...)

ReportingRequestType ::= SEQUENCE {
	eventType						EventType,
	reportingPeriodicityValue						ReportingPeriodicityValue		OPTIONAL,
	-- C-ifEventTypeisPeriodic: This IE shall be present if the Event Type IE is set to "periodic" in the Event Type IE.
	iE-Extensions					ProtocolExtensionContainer { {ReportingRequestType-ExtIEs} }	OPTIONAL
}

ReportingRequestType-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceType ::= CHOICE {
	periodic			ResourceTypePeriodic,
	semi-persistent		ResourceTypeSemi-persistent,
	aperiodic			ResourceTypeAperiodic,
	choice-extension				ProtocolIE-SingleContainer {{ ResourceType-ExtIEs }}
}

ResourceType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceTypePeriodic ::= SEQUENCE {
	periodicity		   ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset				INTEGER(0..2559, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypePeriodic-ExtIEs} }	OPTIONAL
}

ResourceTypePeriodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistent ::= SEQUENCE {
	periodicity		   ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset				INTEGER(0..2559, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistent-ExtIEs} }	OPTIONAL
}

ResourceTypeSemi-persistent-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodic ::= SEQUENCE {
	aperiodicResourceType	   ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodic-ExtIEs} }	OPTIONAL
}

ResourceTypeAperiodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypePos ::= CHOICE {
	periodic			ResourceTypePeriodicPos,
	semi-persistent		ResourceTypeSemi-persistentPos,
	aperiodic			ResourceTypeAperiodicPos,
	choice-extension	ProtocolIE-SingleContainer {{ ResourceTypePos-ExtIEs }}
}

ResourceTypePos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceTypePeriodicPos ::= SEQUENCE {
	periodicity			SRS-Periodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypePeriodicPos-ExtIEs} }	OPTIONAL
}

ResourceTypePeriodicPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistentPos ::= SEQUENCE {
	periodicity			SRS-Periodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistentPos-ExtIEs} }	OPTIONAL
}

ResourceTypeSemi-persistentPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodicPos ::= SEQUENCE {
	slotOffset			INTEGER (0..32),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodicPos-ExtIEs} }	OPTIONAL
}

ResourceTypeAperiodicPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationInformation ::= SEQUENCE {
	rLCDuplicationStateList 			RLCDuplicationStateList,
	primaryPathIndication			PrimaryPathIndication	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {RLCDuplicationInformation-ExtIEs} }	OPTIONAL
}

RLCDuplicationInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationStateList	::= SEQUENCE (SIZE(1..maxnoofRLCDuplicationState)) OF RLCDuplicationState-Item

RLCDuplicationState-Item ::=SEQUENCE {
	duplicationState		DuplicationState, 
	iE-Extensions	ProtocolExtensionContainer { {RLCDuplicationState-Item-ExtIEs } }	OPTIONAL,
	...
}


RLCDuplicationState-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCFailureIndication ::= SEQUENCE {
	assocatedLCID				LCID,
	iE-Extensions				ProtocolExtensionContainer { {RLCFailureIndication-ExtIEs} } OPTIONAL
}

RLCFailureIndication-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCMode ::= ENUMERATED {
	rlc-am,
	rlc-um-bidirectional,
	rlc-um-unidirectional-ul,
	rlc-um-unidirectional-dl,
	...
}

RLC-Status ::= SEQUENCE {
	reestablishment-Indication 	Reestablishment-Indication,
	iE-Extensions				ProtocolExtensionContainer { { RLC-Status-ExtIEs } } OPTIONAL,
	...
}

RLC-Status-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLFReportInformationList	::= SEQUENCE (SIZE(1.. maxnoofRLFReports)) OF RLFReportInformationItem

RLFReportInformationItem	::= SEQUENCE {
	nRUERLFReportContainer		NRUERLFReportContainer,
	uEAssitantIdentifier		GNB-DU-UE-F1AP-ID		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { RLFReportInformationItem-ExtIEs} }	OPTIONAL,
	...
}

RLFReportInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RIMRSDetectionStatus ::= ENUMERATED {rs-detected, rs-disappeared, ...}

RRCContainer ::= OCTET STRING

RRCContainer-RRCSetupComplete ::= OCTET STRING

RRCDeliveryStatus ::= SEQUENCE	{
	delivery-status 			PDCP-SN,
	triggering-message			PDCP-SN,
	iE-Extensions				ProtocolExtensionContainer { { RRCDeliveryStatus-ExtIEs } }	OPTIONAL}

RRCDeliveryStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


RRCDeliveryStatusRequest ::= ENUMERATED {true, ...}

RRCReconfigurationCompleteIndicator	::= ENUMERATED {
	true,
	 ...,
	failure
}

RRC-Terminating-IAB-Donor-Related-Info	::= SEQUENCE {
	rRC-TerminatingIAB-Donor-gNB-ID 		GlobalGNB-ID,
	mobileIAB-MT-BAP-Address              	BAPAddress,
	iE-Extensions					ProtocolExtensionContainer { { RRC-Terminating-IAB-Donor-Related-Info-ExtIEs} }	OPTIONAL,
	...
}

RRC-Terminating-IAB-Donor-Related-Info-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


RRC-Version ::= SEQUENCE	{
	latest-RRC-Version			BIT STRING (SIZE(3)),
	iE-Extensions				ProtocolExtensionContainer { { RRC-Version-ExtIEs } }	OPTIONAL}

RRC-Version-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-latest-RRC-Version-Enhanced		CRITICALITY ignore EXTENSION OCTET STRING (SIZE(3))		PRESENCE optional },
	...
}

RoutingID ::= OCTET STRING

ResponseTime ::= SEQUENCE {
	time      			INTEGER (1..128,...),    
	timeUnit	ENUMERATED {second, ten-seconds, ten-milliseconds,...},
	iE-Extensions		ProtocolExtensionContainer { { ResponseTime-ExtIEs} }	OPTIONAL,
	...
}

ResponseTime-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RACHConfiguration ::= OCTET STRING

RequestforRACHConfiguration  ::= ENUMERATED {true, ...}

RequestforLowerLayerConfiguration::= ENUMERATED {true, ...}



RxTxTimingErrorMargin ::= ENUMERATED {tc0dot5, tc1, tc2, tc4, tc8, tc12, tc16, tc20, tc24, tc32, tc40, tc48, tc64, tc80, tc96, tc128, ...}

-- S

SCell-FailedtoSetup-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SCell-FailedtoSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-FailedtoSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-FailedtoSetupMod-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SCell-FailedtoSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-FailedtoSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-ToBeRemoved-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeRemoved-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeRemoved-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-ToBeSetup-Item ::= SEQUENCE {
	sCell-ID			NRCGI	,
	sCellIndex			SCellIndex, 
	sCellULConfigured		CellULConfigured 	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ServingCellMO		CRITICALITY ignore	EXTENSION ServingCellMO		PRESENCE optional	},
	...
}

SCell-ToBeSetupMod-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	sCellIndex			SCellIndex,
	sCellULConfigured		CellULConfigured 	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ServingCellMO		CRITICALITY ignore	EXTENSION ServingCellMO		PRESENCE optional	},
	...
}

SCellIndex ::=INTEGER (1..31, ...) 

SCGActivationRequest ::= ENUMERATED {activate-scg, deactivate-scg, ...}

SCGActivationStatus ::= ENUMERATED {scg-activated, scg-deactivated, ...}

SCGIndicator	::=	ENUMERATED{released, ...}

SCPAC-Request ::= ENUMERATED {initiation, ...}

S-CPAC-Configuration	::= SEQUENCE {
	referenceConfigurationInformation 	ReferenceConfigurationInformation			OPTIONAL,
	completeConfigurationIndicator		CompleteConfigurationIndicator 	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { S-CPAC-Configuration-ExtIEs } }	OPTIONAL,
	...
}

S-CPAC-Configuration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPACLowerLayerReferenceConfigRequest	::=	ENUMERATED{true, ...}

SCS-480	::= INTEGER(0..319)

SCS-960	::= INTEGER(0..639)

SCS-SpecificCarrier ::=					SEQUENCE {
    offsetToCarrier						INTEGER (0..2199,...),
    subcarrierSpacing					ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
    carrierBandwidth					INTEGER (1..275,...),
	iE-Extensions						ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL
}

SCS-SpecificCarrier-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerConfigurationQueryIndication ::=	ENUMERATED {true, ...}

SDTBearerConfigurationInfo ::= SEQUENCE {
	sDTBearerConfig-List			SDTBearerConfig-List,
	iE-Extensions					ProtocolExtensionContainer { { SDTBearerConfigurationInfo-ExtIEs } } OPTIONAL
}

SDTBearerConfigurationInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerConfig-List ::= SEQUENCE (SIZE(1..maxnoofSDTBearers)) OF SDTBearerConfig-List-Item

SDTBearerConfig-List-Item ::= SEQUENCE{
	sDTBearerType 							SDTBearerType,
	sDTRLCBearerConfiguration				SDTRLCBearerConfiguration,
	iE-Extensions			ProtocolExtensionContainer {{ SDTBearerConfig-List-Item-ExtIEs}}		OPTIONAL
}

SDTBearerConfig-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerType ::= CHOICE {
	sRB					SRBID,
	dRB					DRBID,
	choice-extension				ProtocolIE-SingleContainer {{ SDTBearerType-ExtIEs }}
}

SDTBearerType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SDT-MAC-PHY-CG-Config ::= OCTET STRING

SDTInformation ::= SEQUENCE {
[bookmark: _Hlk97485753]	sdtIndicator					ENUMERATED {true,...},
[bookmark: _Hlk97485785]	sdtAssistantInformation			ENUMERATED {singlepacket, multiplepackets,...}	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SDTInformation-ExtIEs } } OPTIONAL
}

SDTInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTRLCBearerConfiguration ::= OCTET STRING

[bookmark: _Hlk105761923]SDT-Termination-Request	::= ENUMERATED {radio-link-problem, normal, ...,sdt-volume-threshold-crossed}

SDT-Volume-Threshold ::= INTEGER(1.. 192000,...)

Search-window-information ::= SEQUENCE {
	expectedPropagationDelay		INTEGER (-3841..3841,...),
	delayUncertainty				INTEGER (1..246,...),
	iE-Extensions					ProtocolExtensionContainer { { Search-window-information-ExtIEs } } OPTIONAL
}

Search-window-information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SerialNumber ::= BIT STRING (SIZE (16))

SIBType-PWS ::=INTEGER (6..8, ...)

SelectedBandCombinationIndex ::= OCTET STRING

SelectedFeatureSetEntryIndex ::= OCTET STRING

CG-ConfigInfo ::= OCTET STRING

ServCellInfoList ::= OCTET STRING

ServCellIndex ::= INTEGER (0..31, ...)

ServingCellMO ::= INTEGER (1..64, ...)

ServingCellMO-List-Item ::= SEQUENCE {
	servingCellMO					ServingCellMO,
	sSB-Frequency					INTEGER (0..3279165),
	iE-Extensions					ProtocolExtensionContainer { { ServingCellMO-List-Item-ExtIEs } } OPTIONAL
}

ServingCellMO-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ServingCellMO-encoded-in-CGC-List ::= SEQUENCE (SIZE(1.. maxNrofBWPs)) OF ServingCellMO-encoded-in-CGC-Item

ServingCellMO-encoded-in-CGC-Item ::= SEQUENCE {
	servingCellMO					ServingCellMO,
	iE-Extensions					ProtocolExtensionContainer { { ServingCellMO-encoded-in-CGC-Item-ExtIEs } }	OPTIONAL,
	...
}

ServingCellMO-encoded-in-CGC-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BWP-Id	CRITICALITY ignore	EXTENSION BWP-Id	PRESENCE optional },
	...
}

Served-Cell-Information ::= SEQUENCE {
	nRCGI							NRCGI,
	nRPCI							NRPCI,
	fiveGS-TAC						FiveGS-TAC			OPTIONAL,
	configured-EPS-TAC				Configured-EPS-TAC 		OPTIONAL,
	servedPLMNs						ServedPLMNs-List,
	nR-Mode-Info					NR-Mode-Info, 
	measurementTimingConfiguration	OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { {Served-Cell-Information-ExtIEs} } OPTIONAL,
	...
}

Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-RANAC							CRITICALITY ignore	EXTENSION RANAC							PRESENCE optional }|
	{	ID id-ExtendedServedPLMNs-List		CRITICALITY ignore	EXTENSION ExtendedServedPLMNs-List	PRESENCE optional }|
	{	ID id-Cell-Direction				CRITICALITY ignore	EXTENSION Cell-Direction				PRESENCE optional }|
	{	ID id-BPLMN-ID-Info-List			CRITICALITY ignore	EXTENSION BPLMN-ID-Info-List			PRESENCE optional }|
	{	ID id-Cell-Type						CRITICALITY ignore	EXTENSION CellType						PRESENCE optional}|
	{	ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication		PRESENCE optional }|
	{	ID id-AggressorgNBSetID				CRITICALITY ignore	EXTENSION AggressorgNBSetID				PRESENCE optional}|
	{	ID id-VictimgNBSetID				CRITICALITY ignore	EXTENSION VictimgNBSetID				PRESENCE optional}|
	{	ID id-IAB-Info-IAB-DU				CRITICALITY ignore	EXTENSION IAB-Info-IAB-DU				PRESENCE optional}|
	{	ID id-SSB-PositionsInBurst			CRITICALITY ignore	EXTENSION SSB-PositionsInBurst			PRESENCE optional }|
	{	ID id-NRPRACHConfig					CRITICALITY ignore	EXTENSION NRPRACHConfig					PRESENCE optional }|
	{	ID id-SFN-Offset					CRITICALITY ignore	EXTENSION SFN-Offset					PRESENCE optional }|
	{	ID id-NPNBroadcastInformation		CRITICALITY reject 	EXTENSION NPNBroadcastInformation		PRESENCE optional }|
	{	ID id-Supported-MBS-FSA-ID-List				CRITICALITY ignore	EXTENSION Supported-MBS-FSA-ID-List						PRESENCE optional }|
	{	ID id-Redcap-Bcast-Information		CRITICALITY ignore	EXTENSION Redcap-Bcast-Information	PRESENCE optional }|
	{	ID id-ERedcap-Bcast-Information		CRITICALITY ignore	EXTENSION ERedcap-Bcast-Information	PRESENCE optional }
,
	...
}

Serving-Cells-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF Serving-Cells-List-Item

Serving-Cells-List-Item ::= SEQUENCE{
	nRCGI 								NRCGI,
	iAB-MT-Cell-NA-Resource-Configuration-Mode-Info       IAB-MT-Cell-NA-Resource-Configuration-Mode-Info		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{Serving-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Serving-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Supported-MBS-FSA-ID-List::= SEQUENCE (SIZE(1.. maxnoofMBSFSAs)) OF MBS-FrequencySelectionArea-Identity

MBS-FrequencySelectionArea-Identity::= OCTET STRING (SIZE(3))

SFN-Offset ::= SEQUENCE {
	sFN-Time-Offset					BIT STRING (SIZE(24)),
	iE-Extensions		ProtocolExtensionContainer { {SFN-Offset-ExtIEs} } OPTIONAL,
	...
}

SFN-Offset-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
		...
}

Served-Cells-To-Add-Item ::= SEQUENCE {
	served-Cell-Information		Served-Cell-Information,
	gNB-DU-System-Information	GNB-DU-System-Information	 OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Add-ItemExtIEs} }	OPTIONAL,
	...
}

Served-Cells-To-Add-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-Cells-To-Delete-Item ::= SEQUENCE {
	oldNRCGI					NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Delete-ItemExtIEs } }	OPTIONAL,
	...
}

Served-Cells-To-Delete-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-Cells-To-Modify-Item ::= SEQUENCE {
	oldNRCGI					NRCGI							,
	served-Cell-Information		Served-Cell-Information		,
	gNB-DU-System-Information	GNB-DU-System-Information 	OPTIONAL	,
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Modify-ItemExtIEs } }	OPTIONAL,
	...
}

Served-Cells-To-Modify-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-EUTRA-Cells-Information::= SEQUENCE {
	eUTRA-Mode-Info						EUTRA-Mode-Info,
	protectedEUTRAResourceIndication	ProtectedEUTRAResourceIndication,
	iE-Extensions						ProtocolExtensionContainer { {Served-EUTRA-Cell-Information-ExtIEs} } OPTIONAL,
	...
}

Served-EUTRA-Cell-Information-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Service-State ::= ENUMERATED {
	in-service,
	out-of-service,
	...
}

Service-Status ::= SEQUENCE {
	service-state				Service-State,
	switchingOffOngoing			ENUMERATED {true, ...}	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { Service-Status-ExtIEs } }	OPTIONAL,
	...
}

Service-Status-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


RelativeTime1900 ::= 	BIT STRING (SIZE (64))

ShortDRXCycleLength ::=  ENUMERATED {ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...}

ShortDRXCycleTimer ::= INTEGER (1..16)

SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING

SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING

SIB15-message ::= OCTET STRING

SIB17-message ::= OCTET STRING

SIB20-message ::= OCTET STRING

SIB24-message ::= OCTET STRING

SIB22-message ::= OCTET STRING

SItype ::= INTEGER (1..32, ...)

SItype-List ::= SEQUENCE (SIZE(1.. maxnoofSITypes)) OF SItype-Item

SItype-Item ::= SEQUENCE {
	sItype		SItype	,
	iE-Extensions	ProtocolExtensionContainer { { SItype-ItemExtIEs } }	OPTIONAL
}

SItype-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SibtypetobeupdatedListItem ::= SEQUENCE {
	sIBtype 			INTEGER (2..32,...), 
	sIBmessage			OCTET STRING, 
	valueTag			INTEGER (0..31,...), 
	iE-Extensions		ProtocolExtensionContainer { { SibtypetobeupdatedListItem-ExtIEs } }	OPTIONAL,
	...
}

SibtypetobeupdatedListItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-areaScope	CRITICALITY ignore	EXTENSION	AreaScope	PRESENCE optional},
	...
}

SidelinkRelayConfiguration ::= SEQUENCE { 
	gNB-DU-UE-F1APIDofRelayUE			GNB-DU-UE-F1AP-ID,
	remoteUELocalID						RemoteUELocalID,
	sidelinkConfigurationContainer		SidelinkConfigurationContainer		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { SidelinkRelayConfiguration-ExtIEs } }		OPTIONAL,
	...
}

SidelinkRelayConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SidelinkConfigurationContainer ::= OCTET STRING

SLDRBID ::= INTEGER (1..512, ...)

SLDRBInformation ::= SEQUENCE {
	sLDRB-QoS				PC5QoSParameters,
	flowsMappedToSLDRB-List	FlowsMappedToSLDRB-List,
	...
}
SLDRBs-FailedToBeModified-Item	::= SEQUENCE {
	sLDRBID		SLDRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-FailedToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-FailedToBeSetup-Item	::= SEQUENCE {
	sLDRBID	SLDRBID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeSetup-ItemExtIEs } }		OPTIONAL
}

SLDRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	sLDRBID			SLDRBID	,
	cause			Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Modified-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Modified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Modified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ModifiedConf-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ModifiedConf-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ModifiedConf-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Required-ToBeModified-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Required-ToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Required-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	sLDRBID		SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Setup-Item ::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Setup-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-SetupMod-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-SetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeModified-Item	::= SEQUENCE {
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation		OPTIONAL,
	rLCMode						RLCMode					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-duplicationIndication  CRITICALITY ignore EXTENSION   DuplicationIndication		PRESENCE optional},
	...
}

SLDRBs-ToBeReleased-Item	::= SEQUENCE {
	sLDRBID			SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeSetup-Item ::= SEQUENCE	{
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation,
	rLCMode						RLCMode, 

	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-duplicationIndication  CRITICALITY ignore EXTENSION   DuplicationIndication		PRESENCE optional},
	...
}

SLDRBs-ToBeSetupMod-Item	::= SEQUENCE {
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation,
	rLCMode						RLCMode			OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-duplicationIndication  CRITICALITY ignore EXTENSION   DuplicationIndication		PRESENCE optional},
	...
}

SLDRXCycleList ::= SEQUENCE (SIZE(1.. maxnoofSLdestinations)) OF SLDRXCycleItem
SLDRXCycleItem ::= SEQUENCE {
	rXUEID					BIT STRING (SIZE(24)),
	sLDRXInformation		SLDRXInformation,    
	iE-Extensions			ProtocolExtensionContainer { { SLDRXCycleItem-ExtIEs } }	OPTIONAL,
	...
}

SLDRXCycleItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRXInformation    ::= CHOICE {
	sLDRXCycle			SLDRXCycleLength,
	nosLDRX				SLDRXConfigurationIndicator,
	choice-extension	ProtocolIE-SingleContainer { { SLDRXInformation-ExtIEs} }
}

SLDRXCycleLength ::= ENUMERATED{ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...}

SLDRXConfigurationIndicator ::= ENUMERATED{ release, ...}


SLDRXInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SL-PHY-MAC-RLC-Config ::= OCTET STRING

SL-PHY-MAC-RLC-ConfigExt ::= OCTET STRING

SL-RLC-ChannelToAddModList::= OCTET STRING

SL-ConfigDedicatedEUTRA-Info ::= OCTET STRING

SliceAvailableCapacity ::= SEQUENCE {
	sliceAvailableCapacityList	SliceAvailableCapacityList,
	iE-Extensions				ProtocolExtensionContainer { { SliceAvailableCapacity-ExtIEs} } OPTIONAL
}

SliceAvailableCapacity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceAvailableCapacityList ::= SEQUENCE (SIZE(1.. maxnoofBPLMNsNR)) OF SliceAvailableCapacityItem

SliceAvailableCapacityItem ::= SEQUENCE {
	pLMNIdentity					PLMN-Identity, 
	sNSSAIAvailableCapacity-List	SNSSAIAvailableCapacity-List,
	iE-Extensions	ProtocolExtensionContainer { { SliceAvailableCapacityItem-ExtIEs} } OPTIONAL
}

SliceAvailableCapacityItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIAvailableCapacity-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAIAvailableCapacity-Item

SNSSAIAvailableCapacity-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	sliceAvailableCapacityValueDownlink	INTEGER (0..100)	OPTIONAL, 
	sliceAvailableCapacityValueUplink	INTEGER (0..100)	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAIAvailableCapacity-Item-ExtIEs } }	OPTIONAL
}

SNSSAIAvailableCapacity-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceRadioResourceStatus ::= SEQUENCE {
	sliceRadioResourceStatus	SliceRadioResourceStatus-List,
	iE-Extensions				ProtocolExtensionContainer { { SliceRadioResourceStatus-ExtIEs} } OPTIONAL
}

SliceRadioResourceStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SliceRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNsNR)) OF SliceRadioResourceStatus-Item

SliceRadioResourceStatus-Item::= SEQUENCE {
	pLMNIdentity					PLMN-Identity, 
	sNSSAIRadioResourceStatus-List	SNSSAIRadioResourceStatus-List,
	iE-Extensions					ProtocolExtensionContainer { { SliceRadioResourceStatus-Item-ExtIEs} } OPTIONAL
}

SliceRadioResourceStatus-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIRadioResourceStatus-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAIRadioResourceStatus-Item

SNSSAIRadioResourceStatus-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	sNSSAIdlGBRPRBusage			INTEGER (0..100),
	sNSSAIulGBRPRBusage			INTEGER (0..100),
	sNSSAIdlNonGBRPRBusage		INTEGER (0..100),
	sNSSAIulNonGBRPRBusage		INTEGER (0..100),
	sNSSAIdlTotalPRBallocation	INTEGER (0..100),
	sNSSAIulTotalPRBallocation	INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { SNSSAIRadioResourceStatus-Item-ExtIEs } }	OPTIONAL
}

SNSSAIRadioResourceStatus-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {
	sNSSAI	SNSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SliceSupportItem-ExtIEs } }	OPTIONAL
}

SliceSupportItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceToReportList ::= SEQUENCE (SIZE(1.. maxnoofBPLMNsNR)) OF SliceToReportItem

SliceToReportItem ::= SEQUENCE {
	pLMNIdentity				PLMN-Identity, 
	sNSSAIlist					SNSSAI-list,
	iE-Extensions				ProtocolExtensionContainer { { SliceToReportItem-ExtIEs} } OPTIONAL
}

SliceToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SlotNumber ::= INTEGER (0..79)

SLPositioning-Ranging-Service-Info ::= SEQUENCE{
	sLPositioning-Ranging-Authorized		SLPositioning-Ranging-Authorized,
	rSPP-transport-QoS-parameters			RSPP-transport-QoS-parameters		OPTIONAL,	
	iE-Extensions		ProtocolExtensionContainer { { SLPositioning-Ranging-Service-Info-ExtIEs} }	OPTIONAL,
	...
}

SLPositioning-Ranging-Service-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SLPositioning-Ranging-Authorized ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

RSPP-transport-QoS-parameters ::= SEQUENCE {
	rSPPQoSFlowList				RSPPQoSFlowList,
	rSPPLinkAggregateBitRates	BitRate												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RSPP-transport-QoS-parameters-ExtIEs} }	OPTIONAL,
	...
}

RSPP-transport-QoS-parameters-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
RSPPQoSFlowList ::= SEQUENCE (SIZE(1..maxnoofRSPPQoSFlows)) OF RSPPQoSFlowItem

RSPPQoSFlowItem ::= SEQUENCE {
	pQI					FiveQI,
	rSPPFlowBitRates	RSPPFlowBitRates											OPTIONAL,
	range				Range														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RSPPQoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

RSPPQoSFlowItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RSPPFlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { RSPPFlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

RSPPFlowBitRates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SNSSAI-list ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAI-Item

SNSSAI-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAI-Item-ExtIEs } }	OPTIONAL
}

SNSSAI-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Slot-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofslots)) OF Slot-Configuration-Item

Slot-Configuration-Item ::= SEQUENCE {
	slotIndex				INTEGER (0..5119, ...),
	symbolAllocInSlot		SymbolAllocInSlot,
	iE-Extensions			ProtocolExtensionContainer { { Slot-Configuration-ItemExtIEs } }	OPTIONAL
}

Slot-Configuration-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SlotOffsetForRemainingHopsList ::= SEQUENCE (SIZE (1..maxnoHopsMinusOne)) OF SlotOffsetForRemainingHopsItem

SlotOffsetForRemainingHopsItem ::= SEQUENCE {
	slotOffsetRemainingHops			SlotOffsetRemainingHops,
	iE-Extensions					ProtocolExtensionContainer { { SlotOffsetForRemainingHopsItem-ExtIEs} } OPTIONAL,
	...
}

SlotOffsetForRemainingHopsItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SlotOffsetRemainingHops ::= CHOICE {
	aperiodic			SlotOffsetRemainingHopsAperiodic,
	semi-persistent		SlotOffsetRemainingHopsSemiPersistent,
	periodic			SlotOffsetRemainingHopsPeriodic,
	choice-extension		ProtocolIE-SingleContainer {{ SlotOffsetRemainingHops-ExtIEs }}
}

SlotOffsetRemainingHops-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SlotOffsetRemainingHopsAperiodic ::= SEQUENCE {
	slotOffset			INTEGER (1..32)			OPTIONAL,
	startPosition		INTEGER (0..13)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsAperiodic-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsAperiodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SlotOffsetRemainingHopsSemiPersistent ::= SEQUENCE {
	sRSperiodicity		SRS-Periodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsSemiPersistent-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsSemiPersistent-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-StartPosition					CRITICALITY ignore	EXTENSION StartPosition							PRESENCE optional	},
	...
}

SlotOffsetRemainingHopsPeriodic ::= SEQUENCE {
	sRSperiodicity		SRS-Periodicity,
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { SlotOffsetRemainingHopsSemiPeriodic-ExtIEs} }	OPTIONAL,
	...
}

SlotOffsetRemainingHopsSemiPeriodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-StartPosition					CRITICALITY ignore	EXTENSION StartPosition							PRESENCE optional	},
	...
}

SNSSAI ::= SEQUENCE {
	sST			OCTET STRING (SIZE(1)),
	sD			OCTET STRING (SIZE(3)) 	OPTIONAL	,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAI-ExtIEs } }	OPTIONAL
}

SNSSAI-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialDirectionInformation ::= SEQUENCE {
	nR-PRSBeamInformation			NR-PRSBeamInformation,
	iE-Extensions					ProtocolExtensionContainer { { SpatialDirectionInformation-ExtIEs } } OPTIONAL
}

SpatialDirectionInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationInfo ::= SEQUENCE {
	spatialRelationforResourceID					SpatialRelationforResourceID,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationInfo-ExtIEs} }	OPTIONAL
}

SpatialRelationInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationforResourceID ::= SEQUENCE (SIZE(1..maxnoofSpatialRelations)) OF SpatialRelationforResourceIDItem

SpatialRelationforResourceIDItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationforResourceIDItem-ExtIEs} }	OPTIONAL
}

SpatialRelationforResourceIDItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPerSRSResource ::= SEQUENCE {
	spatialRelationPerSRSResource-List	SpatialRelationPerSRSResource-List,
	iE-Extensions		ProtocolExtensionContainer { { SpatialRelationPerSRSResource-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResource-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPerSRSResource-List::= SEQUENCE(SIZE (1.. maxnoSRS-ResourcePerSet)) OF SpatialRelationPerSRSResourceItem

SpatialRelationPerSRSResourceItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { { SpatialRelationPerSRSResourceItem-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResourceItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPos ::= CHOICE {
	sSBPos					SSB,
	pRSInformationPos		PRSInformationPos,
	choice-extension		ProtocolIE-SingleContainer {{ SpatialInformationPos-ExtIEs }}
}

SpatialInformationPos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SpectrumSharingGroupID ::= INTEGER (1..maxCellineNB)

SRBID ::= INTEGER (0..3, ..., 4 | 5)

SRBs-FailedToBeSetup-Item	::= SEQUENCE {
	sRBID		SRBID	,
	cause		Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-FailedToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	sRBID		SRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Modified-Item ::= SEQUENCE {
	sRBID							SRBID,
	lCID							LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Modified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	sRBID	SRBID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Setup-Item ::= SEQUENCE {
	sRBID							SRBID,
	lCID								LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Setup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-SetupMod-Item ::= SEQUENCE {
	sRBID						SRBID,
	lCID							LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-SetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-ToBeReleased-Item	::= SEQUENCE {
	sRBID		SRBID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-ToBeSetup-Item ::= SEQUENCE {
	sRBID	 SRBID	,
	duplicationIndication	DuplicationIndication	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDuplicationIndication	CRITICALITY ignore	EXTENSION AdditionalDuplicationIndication		PRESENCE optional	}|
	{ ID id-SDTRLCBearerConfiguration		CRITICALITY ignore	EXTENSION SDTRLCBearerConfiguration				PRESENCE optional }|
	{ ID id-SRBMappingInfo					CRITICALITY ignore	EXTENSION UuRLCChannelID							PRESENCE optional	},
	...
}

SRBs-ToBeSetupMod-Item	::= SEQUENCE {
	sRBID	SRBID,
	duplicationIndication	DuplicationIndication	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDuplicationIndication	CRITICALITY ignore	EXTENSION AdditionalDuplicationIndication		PRESENCE optional	}|
	{ ID id-SRBMappingInfo					CRITICALITY ignore	EXTENSION UuRLCChannelID							PRESENCE optional	}|
	{ ID id-CG-SDTindicatorSetup			CRITICALITY reject	EXTENSION CG-SDTindicatorSetup						PRESENCE optional },
	...
}

SRSCarrier-List ::= SEQUENCE (SIZE(1.. maxnoSRS-Carriers)) OF SRSCarrier-List-Item

SRSCarrier-List-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	uplinkChannelBW-PerSCS-List		UplinkChannelBW-PerSCS-List,
	activeULBWP						ActiveULBWP,
	pci								NRPCI		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SRSCarrier-List-Item-ExtIEs } } OPTIONAL
}

SRSCarrier-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRARFCN	CRITICALITY ignore EXTENSION NRARFCN		PRESENCE optional },
	...
}

SRSConfig  ::= SEQUENCE {
	sRSResource-List			SRSResource-List 		OPTIONAL,
	posSRSResource-List			PosSRSResource-List 	OPTIONAL,
	sRSResourceSet-List			SRSResourceSet-List 	OPTIONAL,
	posSRSResourceSet-List		PosSRSResourceSet-List 	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SRSConfig-ExtIEs } } OPTIONAL
}

SRSConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSConfiguration ::= SEQUENCE {
	sRSCarrier-List		SRSCarrier-List,
	iE-Extensions		ProtocolExtensionContainer { { SRSConfiguration-ExtIEs } } OPTIONAL
}

SRSConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AggregatedPosSRSResourceSetList	CRITICALITY ignore EXTENSION AggregatedPosSRSResourceSetList	PRESENCE optional},

	...
} 

SrsFrequency ::= INTEGER (0..3279165)

SRSPortIndex ::= ENUMERATED {id1000, id1001, id1002, id1003,...}

SRSPosResourceID ::= INTEGER (0..63)

SRSPreconfiguration-List ::= SEQUENCE (SIZE (1.. maxnoPreconfiguredSRS)) OF SRSPreconfiguration-Item

SRSPreconfiguration-Item ::= SEQUENCE {
	sRSPosRRCInactiveValidityAreaConfig		SRSPosRRCInactiveValidityAreaConfig,
	posValidityAreaCellList 				PosValidityAreaCellList,
	iE-Extensions			ProtocolExtensionContainer {{ SRSPreconfiguration-Item-ExtIEs}}			OPTIONAL,
	...
}

SRSPreconfiguration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSResource::= SEQUENCE {
	sRSResourceID					SRSResourceID,
	nrofSRS-Ports					ENUMERATED {port1, ports2, ports4},
	transmissionComb				TransmissionComb,
	startPosition					INTEGER (0..13),
	nrofSymbols						ENUMERATED {n1, n2, n4},
	repetitionFactor				ENUMERATED {n1, n2, n4},
	freqDomainPosition				INTEGER (0..67),
	freqDomainShift					INTEGER (0..268),
	c-SRS							INTEGER (0..63),
	b-SRS							INTEGER (0..3),
	b-hop							INTEGER (0..3),
	groupOrSequenceHopping			ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceType					ResourceType,
	sequenceId						INTEGER (0..1023),
	iE-Extensions					ProtocolExtensionContainer { { SRSResource-ExtIEs } } OPTIONAL
}

[bookmark: _Hlk138022593]SRSResource-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-nrofSymbolsExtended			CRITICALITY ignore EXTENSION NrofSymbolsExtended			PRESENCE optional}|
	{ ID id-repetitionFactorExtended		CRITICALITY ignore EXTENSION RepetitionFactorExtended 	PRESENCE optional}|
	{ ID id-startRBHopping			CRITICALITY ignore EXTENSION StartRBHopping 			PRESENCE optional}|
	{ ID id-startRBIndex			CRITICALITY ignore EXTENSION StartRBIndex 			PRESENCE optional},
	...
}

SRSResourceID ::= INTEGER (0..63)

SRSResourceID-List::= SEQUENCE (SIZE (1..maxnoSRS-ResourcePerSet)) OF SRSResourceID

SRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-Resources)) OF SRSResource

SRSResourceSet::= SEQUENCE {
	sRSResourceSetID				SRSResourceSetID,
	sRSResourceID-List				SRSResourceID-List,
	resourceSetType					ResourceSetType,
	iE-Extensions					ProtocolExtensionContainer { { SRSResourceSet-ExtIEs } } OPTIONAL
}

SRSResourceSet-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSResourceSetID ::= INTEGER (0..15, ...)

SRSResourceSetList ::= SEQUENCE (SIZE(1.. maxnoSRS-ResourceSets)) OF SRSResourceSetItem

SRSResourceSetItem ::= SEQUENCE {
	numSRSresourcesperset		INTEGER (1..16, ...)	OPTIONAL,
	periodicityList				PeriodicityList			OPTIONAL,
	spatialRelationInfo			SpatialRelationInfo		OPTIONAL,
	pathlossReferenceInfo		PathlossReferenceInfo	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRSResourceSetItemExtIEs } }	OPTIONAL
}

SRSResourceSetItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSSpatialRelationPerSRSResource	CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource PRESENCE optional},
	...
}

SRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-ResourceSets)) OF SRSResourceSet 

SRSResourceTrigger ::= SEQUENCE {
	aperiodicSRSResourceTriggerList					AperiodicSRSResourceTriggerList,
	iE-Extensions		ProtocolExtensionContainer { {SRSResourceTrigger-ExtIEs} }	OPTIONAL
}

SRSResourceTrigger-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SRSResourcetype ::= SEQUENCE {
	sRSResourceTypeChoice					SRSResourceTypeChoice,
	iE-Extensions		ProtocolExtensionContainer { { SRSResourcetype-ExtIEs} }	OPTIONAL,
	...
}

SRSResourcetype-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSPortIndex			CRITICALITY ignore EXTENSION SRSPortIndex	PRESENCE optional },
	...
}

SRSResourceTypeChoice ::= CHOICE {
	sRSResourceInfo				SRSInfo,
	posSRSResourceInfo			PosSRSInfo,
	choice-extension			ProtocolIE-SingleContainer { { SRSResourceTypeChoice-ExtIEs} }
}

SRSResourceTypeChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SRSInfo ::= SEQUENCE {
	sRSResource			SRSResourceID,
	... 
}

SRS-Periodicity ::= ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, slot5120, slot10240, slot40960, slot81920, ..., slot128, slot256, slot512, slot20480}

SRSPosRRCInactiveConfig ::= OCTET STRING

SRSPosRRCInactiveValidityAreaConfig ::= OCTET STRING

SRSPosRRCInactiveQueryIndication ::= ENUMERATED {true, ...}

PosSRSInfo ::= SEQUENCE {
	posSRSResourceID		SRSPosResourceID,
	...
}

SRSReservationType ::= ENUMERATED {reserve, release, ...}


SSB ::= SEQUENCE {
	pCI-NR				NRPCI,
	ssb-index			SSB-Index	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SSB-ExtIEs} }	OPTIONAL
}


SSBCoverageModification-List ::= SEQUENCE (SIZE (1..maxnoofSSBAreas)) OF SSBCoverageModification-Item

SSBCoverageModification-Item::= SEQUENCE {
	sSBIndex						INTEGER(0..63),
	sSBCoverageState				SSBCoverageState,	
	iE-Extensions		ProtocolExtensionContainer { { SSBCoverageModification-Item-ExtIEs} }	OPTIONAL,
...
}

SSBCoverageModification-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SSBCoverageState ::= INTEGER (0..15, ...)


SSB-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSB-freqInfo ::= INTEGER (0..maxNRARFCN) 

SSB-Index ::= INTEGER(0..63)

SSB-subcarrierSpacing ::=  ENUMERATED {kHz15, kHz30, kHz120, kHz240, spare3, spare2, spare1, ...}

SSB-transmissionPeriodicity	::= ENUMERATED {sf10, sf20, sf40, sf80, sf160, sf320, sf640, ...}

SSB-transmissionTimingOffset ::= INTEGER (0..127, ...)

SSB-transmissionBitmap ::= CHOICE {
	shortBitmap			BIT STRING (SIZE (4)),
	mediumBitmap		BIT STRING (SIZE (8)),
	longBitmap			BIT STRING (SIZE (64)),
	choice-extension	ProtocolIE-SingleContainer { { SSB-transmisisonBitmap-ExtIEs} }
}

SSB-transmisisonBitmap-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SSBAreaCapacityValueList ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF	SSBAreaCapacityValueItem

SSBAreaCapacityValueItem ::= SEQUENCE {
	sSBIndex				INTEGER(0..63),
	sSBAreaCapacityValue	INTEGER (0..100),
	iE-Extensions			ProtocolExtensionContainer { { SSBAreaCapacityValueItem-ExtIEs} } OPTIONAL
}

SSBAreaCapacityValueItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBAreaRadioResourceStatusList::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF	SSBAreaRadioResourceStatusItem

SSBAreaRadioResourceStatusItem::= SEQUENCE {
	sSBIndex					INTEGER(0..63),
	sSBAreaDLGBRPRBusage		INTEGER (0..100),
	sSBAreaULGBRPRBusage		INTEGER (0..100),
	sSBAreaDLnon-GBRPRBusage	INTEGER (0..100),
	sSBAreaULnon-GBRPRBusage	INTEGER (0..100),
	sSBAreaDLTotalPRBusage		INTEGER (0..100),
	sSBAreaULTotalPRBusage		INTEGER (0..100),
	dLschedulingPDCCHCCEusage	INTEGER (0..100)		OPTIONAL,
	uLschedulingPDCCHCCEusage	INTEGER (0..100) 		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SSBAreaRadioResourceStatusItem-ExtIEs} } OPTIONAL
}

SSBAreaRadioResourceStatusItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBInformation ::= SEQUENCE {
	sSBInformationList	SSBInformationList,
	iE-Extensions		ProtocolExtensionContainer { { SSBInformation-ExtIEs } }	OPTIONAL
}

SSBInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBInformationList ::= SEQUENCE (SIZE(1.. maxnoofSSBs)) OF SSBInformationItem

SSBInformationItem ::= SEQUENCE {
	sSB-Configuration	SSB-TF-Configuration,
	pCI-NR				NRPCI,
	iE-Extensions		ProtocolExtensionContainer { { SSBInformationItem-ExtIEs } }	OPTIONAL
}

SSBInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSB-PositionsInBurst ::= CHOICE {
	shortBitmap						BIT STRING (SIZE (4)),
	mediumBitmap					BIT STRING (SIZE (8)),
	longBitmap						BIT STRING (SIZE (64)),
	choice-extension				ProtocolIE-SingleContainer { {SSB-PositionsInBurst-ExtIEs} }
}

SSB-PositionsInBurst-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SSBs-activated-List ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSB-Index

SSBs-forPaging-List ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSB-Index

SSBs-toBeActivated-List ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSB-Index


SSB-TF-Configuration ::= SEQUENCE {
	sSB-frequency				INTEGER (0..3279165),
	sSB-subcarrier-spacing		ENUMERATED {kHz15, kHz30, kHz60, kHz120, kHz240, ..., kHz480, kHz960},
	-- The value kHz60 is not supported in this version of the specification.
	sSB-Transmit-power			INTEGER (-60..50),
	sSB-periodicity				ENUMERATED {ms5, ms10, ms20, ms40, ms80, ms160, ...},
	sSB-half-frame-offset		INTEGER(0..1),
	sSB-SFN-offset				INTEGER(0..15),
	sSB-position-in-burst		SSB-PositionsInBurst		OPTIONAL,
	sFNInitialisationTime		RelativeTime1900		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SSB-TF-Configuration-ExtIEs} } OPTIONAL
}

SSB-TF-Configuration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SSBToReportList ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSBToReportItem

SSBToReportItem ::= SEQUENCE {
	sSBIndex					INTEGER(0..63),
	iE-Extensions				ProtocolExtensionContainer { { SSBToReportItem-ExtIEs} } OPTIONAL
}

SSBToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
StartPosition ::= INTEGER (0..13)


[bookmark: _Hlk138022680]StartRBIndex  ::= CHOICE{
	freqScalingFactor2   INTEGER(0..1),
	freqScalingFactor4   INTEGER(0..3),
[bookmark: _Hlk138021100]	choice-extension	 ProtocolIE-SingleContainer { { StartRBIndex-ExtIEs} }
}
[bookmark: _Hlk138021083]StartRBIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

StartRBHopping  ::= ENUMERATED {enable}

StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs } }	OPTIONAL,
	...
}

StartTimeAndDuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SUL-Information ::= SEQUENCE {
	sUL-NRARFCN							INTEGER (0..maxNRARFCN),
	sUL-transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions						ProtocolExtensionContainer { { SUL-InformationExtIEs} } OPTIONAL,
	...
}

SUL-InformationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList			PRESENCE optional }|
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },
	...
}

SubcarrierSpacing ::=	ENUMERATED { kHz15, kHz30, kHz60, kHz120, kHz240, spare3, spare2, spare1, ...}

SubscriberProfileIDforRFP ::= INTEGER (1..256, ...)

SuccessfulHOReportInformationList::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportInformation-Item

SuccessfulHOReportInformation-Item ::= SEQUENCE {
	successfulHOReportContainer				OCTET STRING,
	iE-Extensions	ProtocolExtensionContainer { { SuccessfulHOReportInformation-Item-ExtIEs } }	OPTIONAL
}

SuccessfulHOReportInformation-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SuccessfulPSCellChangeReportInformationList::= SEQUENCE (SIZE(1.. maxnoofSuccessfulPSCellChangeReports)) OF SuccessfulPSCellChangeReportInformation-Item

SuccessfulPSCellChangeReportInformation-Item ::= SEQUENCE {
	successfulPSCellChangeReportContainer				OCTET STRING,
	iE-Extensions	ProtocolExtensionContainer { { SuccessfulPSCellChangeReportInformation-Item-ExtIEs } }	OPTIONAL
}

SuccessfulPSCellChangeReportInformation-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SULAccessIndication ::= ENUMERATED {true,...}


SupportedSULFreqBandItem ::= SEQUENCE {
	freqBandIndicatorNr 			INTEGER (1..1024,...),
	iE-Extensions					ProtocolExtensionContainer { { SupportedSULFreqBandItem-ExtIEs} } OPTIONAL,
	...
}

SupportedSULFreqBandItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SupportedUETypeList ::= SEQUENCE (SIZE(1.. maxnoofUETypes)) OF SupportedUETypeList-Item

SupportedUETypeList-Item ::= SEQUENCE {
	supportedUEtype				ENUMERATED {non-redcap-ue, redcap-ue, ...},
	iE-Extensions				ProtocolExtensionContainer { { SupportedUETypeList-Item-ExtIEs } } OPTIONAL,
	...
}

SupportedUETypeList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SurvivalTime ::= INTEGER (0.. 1920000,...)

SymbolAllocInSlot ::= CHOICE {
	all-DL					NULL,
	all-UL					NULL, 
	both-DL-and-UL			NumDLULSymbols,	
	choice-extension		ProtocolIE-SingleContainer { { SymbolAllocInSlot-ExtIEs } }
}

SymbolAllocInSlot-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SymbolIndex ::= INTEGER (0..13)


SystemFrameNumber ::= INTEGER (0..1023)

SystemInformationAreaID ::=BIT STRING (SIZE (24))

-- T

TAI ::= SEQUENCE {
	pLMN-Identity				         PLMN-Identity,
	fiveGS-TAC					         FiveGS-TAC,
	iE-Extensions					ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,
	...
}

TAI-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAAssistanceInfo ::=  ENUMERATED{zero, ...}

FiveGS-TAC ::= OCTET STRING (SIZE(3))

Configured-EPS-TAC ::= OCTET STRING (SIZE(2))

TargetCellList ::= SEQUENCE (SIZE(1..maxnoofCHOcells)) OF TargetCellList-Item

TargetCellList-Item ::= SEQUENCE {
	target-cell								NRCGI,
	iE-Extensions							ProtocolExtensionContainer { { TargetCellList-Item-ExtIEs} } OPTIONAL
}

TargetCellList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NSAGSupportList ::= SEQUENCE (SIZE(1.. maxnoofNSAGs)) OF NSAGSupportItem

NSAGSupportItem ::= SEQUENCE {
	nSAG-ID					NSAG-ID,
	nSAGSliceSupport		ExtendedSliceSupportList,
	iE-Extensions			ProtocolExtensionContainer { {NSAGSupportItem-ExtIEs} }	OPTIONAL,
	...
}

NSAGSupportItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NSAG-ID ::= INTEGER (0..255, ...)


TCIStatesConfigurationsList	::= SEQUENCE {
	jointorDLTCIStatesConfigurationsList	JointorDLTCIStatesConfigurationsList		OPTIONAL,
	uLTCIStatesConfigurationsList			ULTCIStatesConfigurationsList				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { TCIStatesConfigurationsList-ExtIEs} }	OPTIONAL,
	...
}

TCIStatesConfigurationsList-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TAValue ::= INTEGER (0..4095)


TDD-Info ::= SEQUENCE {
	nRFreqInfo						NRFreqInfo,
	transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions					ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,
	...
}

TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-IntendedTDD-DL-ULConfig	CRITICALITY ignore	EXTENSION	IntendedTDD-DL-ULConfig	PRESENCE optional}|
	{ID id-TDD-UL-DLConfigCommonNR	CRITICALITY ignore	EXTENSION TDD-UL-DLConfigCommonNR	PRESENCE optional }|
	{ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList				PRESENCE optional },
	...
}

TDD-InfoRel16 ::= SEQUENCE {
	tDD-FreqInfo									FreqInfoRel16													OPTIONAL,
	sUL-FreqInfo									FreqInfoRel16													OPTIONAL,
	tDD-UL-DLConfigCommonNR							TDD-UL-DLConfigCommonNR											OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {TDD-InfoRel16-ExtIEs} }		OPTIONAL,
	...
}

TDD-InfoRel16-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TDD-UL-DLConfigCommonNR ::= OCTET STRING

TRPTEGInformation ::= CHOICE {
	rxTx-TEG			RxTxTEG,
	rx-TEG				RxTEG,
	choice-extension		ProtocolIE-SingleContainer { { TRPTEGInformation-ExtIEs} }
}

TRPTEGInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RxTxTEG ::= SEQUENCE {
	tRP-RxTx-TEGInformation			TRP-RxTx-TEGInformation,
	tRP-Tx-TEGInformation			TRP-Tx-TEGInformation		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RxTxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RxTEG ::= SEQUENCE {
	tRP-Rx-TEGInformation		TRP-Rx-TEGInformation,
	tRP-Tx-TEGInformation		TRP-Tx-TEGInformation,
	iE-Extensions			ProtocolExtensionContainer { { RxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeReferenceInformation ::= SEQUENCE {
	referenceTime					ReferenceTime,
	referenceSFN					ReferenceSFN,
	uncertainty						Uncertainty,
	timeInformationType				TimeInformationType,
	iE-Extensions		ProtocolExtensionContainer { {TimeReferenceInformation-ExtIEs} }	OPTIONAL
}

TimeReferenceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeInformationType ::= ENUMERATED {localClock}

TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL
}

TimeStamp-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SymbolIndex	 CRITICALITY ignore	EXTENSION SymbolIndex  	PRESENCE optional }, 
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-SingleContainer { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TimingErrorMargin ::= ENUMERATED {m0Tc, m2Tc, m4Tc, m6Tc, m8Tc, m12Tc, m16Tc, m20Tc, m24Tc, m32Tc, m40Tc, m48Tc, m56Tc, m64Tc, m72Tc, m80Tc, ...}

TimingMeasurementQuality ::= SEQUENCE {
	measurementQuality		INTEGER(0..31),
	resolution				ENUMERATED{m0dot1, m1, m10, m30, ...},
	iE-Extensions			ProtocolExtensionContainer { { TimingMeasurementQuality-ExtIEs} }	OPTIONAL
}

TimingMeasurementQuality-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimingReportingGranularityFactorExtended ::=INTEGER(-6..-1,...) 

TimeWindowInformation-Measurement-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowMea)) OF TimeWindowInformation-Measurement-Item


TimeWindowInformation-Measurement-Item ::= SEQUENCE {
	timeWindowDurationMeasurement		TimeWindowDurationMeasurement,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicityMeasurement	TimeWindowPeriodicityMeasurement		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-Measurement-Item-ExtIEs} }	OPTIONAL,
	...}

TimeWindowInformation-Measurement-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeWindowInformation-SRS-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowSRS)) OF TimeWindowInformation-SRS-Item

TimeWindowInformation-SRS-Item ::= SEQUENCE {
	timeWindowStartSRS					TimeWindowStartSRS,
	timeWindowDurationSRS				TimeWindowDurationSRS,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicitySRS			TimeWindowPeriodicitySRS				OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-SRS-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowInformation-SRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeWindowDurationMeasurement ::= CHOICE {
	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-SingleContainer { { TimeWindowDurationMeasurement-ExtIEs} }
}

TimeWindowDurationMeasurement-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TimeWindowDurationSRS ::= CHOICE {
	durationSymbols		ENUMERATED {n1, n2, n4, n8, n12, ...},
	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-SingleContainer { { TimeWindowDurationSRS-ExtIEs} }
}

TimeWindowDurationSRS-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TimeWindowPeriodicityMeasurement ::= ENUMERATED {ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ms20480, ms40960, ms61440, ms81920, ms368640, ms737280, ms1843200, ...}

TimeWindowPeriodicitySRS ::= ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms0dot625, ms1, ms1dot25, ms2, ms2dot5, ms4, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

TimeWindowStartSRS ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotNumber				SlotNumber,
	symbolIndex				SymbolIndex,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowStartSRS-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowStartSRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TMGI ::=  OCTET STRING (SIZE(6))

TNLAssociationUsage ::= ENUMERATED {
	ue,
	non-ue,
	both, 
	...
}

TNLCapacityIndicator::= SEQUENCE {
	dLTNLOfferedCapacity		INTEGER (1.. 16777216,...),
	dLTNLAvailableCapacity		INTEGER (0.. 100,...),
	uLTNLOfferedCapacity		INTEGER (1.. 16777216,...),
	uLTNLAvailableCapacity		INTEGER (0.. 100,...),
	iE-Extensions	ProtocolExtensionContainer { { TNLCapacityIndicator-ExtIEs} } OPTIONAL
}

TNLCapacityIndicator-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TraceActivation ::= SEQUENCE {
	traceID								TraceID,
	interfacesToTrace					InterfacesToTrace,
	traceDepth							TraceDepth,
	traceCollectionEntityIPAddress		TransportLayerAddress,
	iE-Extensions		ProtocolExtensionContainer { {TraceActivation-ExtIEs} }	OPTIONAL
}

TraceActivation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-mdtConfiguration			CRITICALITY ignore	EXTENSION	MDTConfiguration		PRESENCE optional}|
	{ID id-TraceCollectionEntityURI	CRITICALITY ignore	EXTENSION URI-address				PRESENCE optional	},
	...
}

TraceDepth ::= ENUMERATED { 
	minimum,
	medium,
	maximum,
	minimumWithoutVendorSpecificExtension,
	mediumWithoutVendorSpecificExtension,
	maximumWithoutVendorSpecificExtension,
	...
}

TraceID ::= OCTET STRING (SIZE(8))

TrafficMappingInfo	::= CHOICE {
	iPtolayer2TrafficMappingInfo					IPtolayer2TrafficMappingInfo,
	bAPlayerBHRLCchannelMappingInfo					BAPlayerBHRLCchannelMappingInfo,
	choice-extension								ProtocolIE-SingleContainer { { TrafficMappingInfo-ExtIEs} }
}

TrafficMappingInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TransportLayerAddress		::= BIT STRING (SIZE(1..160, ...))

TransactionID				::= INTEGER (0..255, ...)

Transmission-Bandwidth ::= SEQUENCE {
	nRSCS	NRSCS,
	nRNRB	NRNRB,
	iE-Extensions				ProtocolExtensionContainer { { Transmission-Bandwidth-ExtIEs} } OPTIONAL,
	...
}

Transmission-Bandwidth-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TransmissionComb ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
	choice-extension				ProtocolIE-SingleContainer { { TransmissionComb-ExtIEs} }
}
TransmissionComb-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-transmissionCombn8	CRITICALITY reject TYPE TransmissionCombn8 PRESENCE mandatory},
	...
}

TransmissionCombn8 ::= SEQUENCE {
	combOffset-n8              INTEGER (0..7),
	cyclicShift-n8             INTEGER (0..5),
	iE-Extensions			   ProtocolExtensionContainer { { TransmissionCombn8-ExtIEs} } OPTIONAL
}

TransmissionCombn8-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TransmissionCombPos ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
    n8    SEQUENCE {
            combOffset-n8              INTEGER (0..7),
            cyclicShift-n8             INTEGER (0..5)
        },

	choice-extension				ProtocolIE-SingleContainer { { TransmissionCombPos-ExtIEs} }
}
TransmissionCombPos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TransmissionStopIndicator ::= ENUMERATED {true, ... }

Transport-UP-Layer-Address-Info-To-Add-List	::= SEQUENCE (SIZE(1.. maxnoofTLAs)) OF Transport-UP-Layer-Address-Info-To-Add-Item

Transport-UP-Layer-Address-Info-To-Add-Item ::= SEQUENCE {
	iP-SecTransportLayerAddress		TransportLayerAddress,
	gTPTransportLayerAddressToAdd			GTPTLAs							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Transport-UP-Layer-Address-Info-To-Add-ItemExtIEs } }	OPTIONAL
}

Transport-UP-Layer-Address-Info-To-Add-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

Transport-UP-Layer-Address-Info-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTLAs)) OF Transport-UP-Layer-Address-Info-To-Remove-Item

Transport-UP-Layer-Address-Info-To-Remove-Item ::= SEQUENCE {
	iP-SecTransportLayerAddress		TransportLayerAddress,
	gTPTransportLayerAddressToRemove			GTPTLAs							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Transport-UP-Layer-Address-Info-To-Remove-ItemExtIEs } }	OPTIONAL
}

Transport-UP-Layer-Address-Info-To-Remove-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

TransmissionActionIndicator ::= ENUMERATED {stop, ..., restart }

TRPBeamAntennaInformation ::= SEQUENCE {
	choice-TRP-Beam-Antenna-Info-Item		Choice-TRP-Beam-Antenna-Info-Item								,
	iE-Extensions			ProtocolExtensionContainer {{ TRPBeamAntennaInformation-ExtIEs}}				OPTIONAL,
	...
}

TRPBeamAntennaInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Choice-TRP-Beam-Antenna-Info-Item ::= CHOICE {
	reference					TRPID,
	explicit					TRP-BeamAntennaExplicitInformation,
	noChange					NULL,
	choice-extension			ProtocolIE-SingleContainer { { Choice-TRP-Beam-Info-Item-ExtIEs } }
}

Choice-TRP-Beam-Info-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRP-BeamAntennaExplicitInformation ::= SEQUENCE {
	trp-BeamAntennaAngles					TRP-BeamAntennaAngles,
	lcs-to-gcs-translation	 				LCS-to-GCS-Translation										OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaExplicitInformation-ExtIEs}}				OPTIONAL,
	...
}

TRP-BeamAntennaExplicitInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



TRP-BeamAntennaAngles ::= SEQUENCE (SIZE (1.. maxnoAzimuthAngles)) OF TRP-BeamAntennaAnglesList-Item

TRP-BeamAntennaAnglesList-Item ::= SEQUENCE {
	trp-azimuth-angle					INTEGER (0..359),
	trp-azimuth-angle-fine				INTEGER (0..9)	OPTIONAL,
	trp-elevation-angle-list			SEQUENCE (SIZE (1.. maxnoElevationAngles)) OF TRP-ElevationAngleList-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaAnglesList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-BeamAntennaAnglesList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-ElevationAngleList-Item ::= SEQUENCE {
	trp-elevation-angle					INTEGER (0..180),
	trp-elevation-angle-fine			INTEGER (0..9)	OPTIONAL,
	trp-beam-power-list					SEQUENCE (SIZE (2..maxNumResourcesPerAngle)) OF TRP-Beam-Power-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-ElevationAngleList-Item-ExtIEs}}			OPTIONAL,
...
}
TRP-ElevationAngleList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-Beam-Power-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID													OPTIONAL,
	pRSResourceID					PRS-Resource-ID,
	relativePower					INTEGER (0..30), --negative value
	relativePowerFine				INTEGER (0..9)			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-Beam-Power-Item-ExtIEs}}					OPTIONAL,
	...
}

TRP-Beam-Power-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRPID ::= INTEGER (0.. maxnoofTRPs, ...)

TRPInformation ::= SEQUENCE {
	tRPID							TRPID,
	tRPInformationTypeResponseList	TRPInformationTypeResponseList,
	iE-Extensions					ProtocolExtensionContainer { { TRPInformation-ExtIEs } }		OPTIONAL
}

TRPInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Mobile-IAB-MT-UE-ID			CRITICALITY reject EXTENSION Mobile-IAB-MT-UE-ID		PRESENCE optional},
--This IE shall be present if the TRP type IE is set to the value "mobile-trp"
	...
}

TRPInformationItem ::= SEQUENCE {
	tRPInformation					TRPInformation,
	iE-Extensions					ProtocolExtensionContainer { { TRPInformationItem-ExtIEs } }	OPTIONAL
}

TRPInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

TRPInformationTypeItem ::= ENUMERATED { 
		nrPCI,
		nG-RAN-CGI,
		arfcn, 
		pRSConfig,
		sSBConfig,
		sFNInitTime,
		spatialDirectInfo,
		geoCoord,
		...,
		trp-type,
		ondemandPRS,
		trpTxTeg,
		beam-antenna-info,
		mobile-trp-location-info

}


TRPInformationTypeResponseList ::= SEQUENCE (SIZE(1.. maxnoofTRPInfoTypes)) OF TRPInformationTypeResponseItem 

TRPInformationTypeResponseItem ::= CHOICE {
	pCI-NR								NRPCI,
	nG-RAN-CGI							NRCGI,
	nRARFCN								INTEGER (0..maxNRARFCN),
	pRSConfiguration					PRSConfiguration,
	sSBinformation						SSBInformation,
	sFNInitialisationTime				RelativeTime1900,
	spatialDirectionInformation			SpatialDirectionInformation,
	geographicalCoordinates				GeographicalCoordinates,
	choice-extension					ProtocolIE-SingleContainer { { TRPInformationTypeResponseItem-ExtIEs} }
}

TRPInformationTypeResponseItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPType						CRITICALITY reject		TYPE TRPType					PRESENCE mandatory }|
	{ ID id-OnDemandPRS	 				CRITICALITY reject		TYPE OnDemandPRS-Info			PRESENCE mandatory}|
	{ ID id-TRPTxTEGAssociation			CRITICALITY reject		TYPE TRPTxTEGAssociation		PRESENCE mandatory}|
	{ ID id-TRPBeamAntennaInformation	CRITICALITY reject		TYPE TRPBeamAntennaInformation	PRESENCE mandatory }|
	{ ID id-Mobile-TRP-LocationInformation		CRITICALITY ignore		TYPE Mobile-TRP-LocationInformation		PRESENCE mandatory },
	...
}


TRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF TRPListItem

TRPListItem ::= SEQUENCE {
	tRPID							TRPID,
	iE-Extensions					ProtocolExtensionContainer { { TRPListItem-ExtIEs } }	OPTIONAL
}

TRPListItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	{ID id-PRSBandwidthAggregationRequestIndication CRITICALITY ignore EXTENSION PRSBandwidthAggregationRequestIndication	PRESENCE optional},
	...
}

TRPMeasurementQuality ::= SEQUENCE {
	tRPmeasurementQuality-Item 	TRPMeasurementQuality-Item,
	iE-Extensions				ProtocolExtensionContainer { {TRPMeasurementQuality-ExtIEs} } OPTIONAL
}

TRPMeasurementQuality-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPMeasurementQuality-Item ::= CHOICE {
	timingMeasurementQuality	TimingMeasurementQuality,
	angleMeasurementQuality		AngleMeasurementQuality,
	choice-extension			ProtocolIE-SingleContainer { { TRPMeasurementQuality-Item-ExtIEs } }
}

TRPMeasurementQuality-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-PhaseQuality				CRITICALITY ignore TYPE PhaseQuality		PRESENCE mandatory},
	...
}

PhaseQuality ::= SEQUENCE {
	phaseQualityIndex			INTEGER(0..179),
	phaseQualityResolution		ENUMERATED {deg0dot1, deg1, ...},
	iE-Extensions	ProtocolExtensionContainer { { PhaseQuality-ExtIEs } }	OPTIONAL
}

PhaseQuality-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-MeasurementRequestList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementRequestItem

TRP-MeasurementRequestItem ::= SEQUENCE {
	tRPID							TRPID, 
	search-window-information		Search-window-information	OPTIONAL, 
	iE-extensions		ProtocolExtensionContainer { { TRP-MeasurementRequestItem-ExtIEs } } OPTIONAL
}

TRP-MeasurementRequestItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRCGI					CRITICALITY ignore EXTENSION NRCGI					PRESENCE optional }|
	{ ID id-AoA-SearchWindow		CRITICALITY ignore EXTENSION AoA-AssistanceInfo		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}

TRP-PRS-Info-List ::= SEQUENCE (SIZE(1.. maxnoofPRSTRPs)) OF TRP-PRS-Info-List-Item

TRP-PRS-Info-List-Item ::= SEQUENCE {
		tRP-ID				TRPID,
		nR-PCI				NRPCI,
		cGI-NR				NRCGI					OPTIONAL,
		pRSConfiguration							PRSConfiguration,
		iE-Extensions	ProtocolExtensionContainer { { TRP-PRS-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

TRP-PRS-Info-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRPPositionDefinitionType ::= CHOICE {
	direct		TRPPositionDirect,
	referenced	TRPPositionReferenced,
	choice-extension							ProtocolIE-SingleContainer { { TRPPositionDefinitionType-ExtIEs } }
}

TRPPositionDefinitionType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRPPositionDirect ::= SEQUENCE {
	accuracy	TRPPositionDirectAccuracy,
	iE-extensions		ProtocolExtensionContainer { { TRPPositionDirect-ExtIEs } }	OPTIONAL
}

TRPPositionDirect-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPPositionDirectAccuracy ::= CHOICE {
	tRPPosition				AccessPointPosition,
	tRPHAposition			NGRANHighAccuracyAccessPointPosition,
	choice-extension		ProtocolIE-SingleContainer { { TRPPositionDirectAccuracy-ExtIEs } }
}

TRPPositionDirectAccuracy-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRPPositionReferenced ::= SEQUENCE {
	referencePoint					ReferencePoint,
	referencePointType				TRPReferencePointType,
	iE-extensions					ProtocolExtensionContainer { { TRPPositionReferenced-ExtIEs } } 	OPTIONAL
}

TRPPositionReferenced-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPReferencePointType ::= CHOICE {
	tRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	tRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-SingleContainer { { TRPReferencePointType-ExtIEs } }
}

TRPReferencePointType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRP-Rx-TEGInformation ::= SEQUENCE {
	tRP-Rx-TEGID					INTEGER (0..31),
	tRP-Rx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Rx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Rx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-RxTx-TEGInformation ::= SEQUENCE {
	tRP-RxTx-TEGID					INTEGER (0..255),
	tRP-RxTx-TimingErrorMargin		RxTxTimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-RxTx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-RxTx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRP-Tx-TEGInformation ::= SEQUENCE {
	tRP-Tx-TEGID					INTEGER (0..7),
	tRP-Tx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Tx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Tx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPTxTEGAssociation ::= SEQUENCE (SIZE(1.. maxnoTRPTEGs)) OF TRPTEG-Item

TRPTEG-Item ::= SEQUENCE {
		tRP-Tx-TEGInformation		TRP-Tx-TEGInformation,
		dl-PRSResourceSetID			PRS-Resource-Set-ID,
		dl-PRSResourceID-List	SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF DLPRSResourceID-Item OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { TRPTEGItem-ExtIEs } } OPTIONAL,
	...
}

TRPTEGItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceID-Item ::= SEQUENCE {
	dl-PRSResourceID		PRS-Resource-ID,
	iE-Extensions			ProtocolExtensionContainer { { DLPRSResource-Item-ExtIEs} }	OPTIONAL,
	...
}

DLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

Transport-Layer-Address-Info ::= SEQUENCE {
	transport-UP-Layer-Address-Info-To-Add-List		Transport-UP-Layer-Address-Info-To-Add-List							OPTIONAL,
	transport-UP-Layer-Address-Info-To-Remove-List	Transport-UP-Layer-Address-Info-To-Remove-List					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { Transport-Layer-Address-Info-ExtIEs } }								OPTIONAL
}

Transport-Layer-Address-Info-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPType ::= ENUMERATED {
	prsOnlyTP, 
	srsOnlyRP,
	tp,
	rp,
	trp,
[bookmark: _Hlk152246314]	...,
	mobile-trp
}

TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime													OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SurvivalTime	CRITICALITY ignore	EXTENSION SurvivalTime	PRESENCE optional }|
	{ ID id-RANfeedbacktype	CRITICALITY ignore	EXTENSION RANfeedbacktype		PRESENCE optional}|
	{ ID id-N6JitterInformation	CRITICALITY ignore	EXTENSION N6JitterInformation	PRESENCE optional },
	...
}

TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDL		TSCAssistanceInformation								OPTIONAL,
	tSCAssistanceInformationUL		TSCAssistanceInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} }	OPTIONAL,
	...
}

TSCTrafficCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk152237660]TSCTrafficCharacteristicsFeedback ::= SEQUENCE {
	tSCFeedbackInformationDL		TSCFeedbackInformation								OPTIONAL,
	tSCFeedbackInformationUL		TSCFeedbackInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { TSCTrafficCharacteristicsFeedback-ExtIEs} }	OPTIONAL,
	...
}
 
TSCTrafficCharacteristicsFeedback-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
 
TSCFeedbackInformation ::= SEQUENCE {
	burstArrivalTimeOffset							INTEGER (-640000..640000, ...),
	adjustedPeriodicity								Periodicity							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { TSCFeedbackInformation-ExtIEs} }	OPTIONAL,
	...
}
 
TSCFeedbackInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-MeasurementUpdateList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementUpdateItem

TRP-MeasurementUpdateItem ::= SEQUENCE {
	tRP-ID						TRPID, 
	aoA-window-information		AoA-AssistanceInfo	OPTIONAL, 
	iE-extensions				ProtocolExtensionContainer { { TRP-MeasurementUpdateItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementUpdateItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}

TwoPHRModeMCG ::= ENUMERATED {enabled, ...}

TwoPHRModeSCG ::= ENUMERATED {enabled, ...}

TxHoppingConfiguration ::= SEQUENCE {
	overlapValue						ENUMERATED {rb0, rb1, rb2, rb4},
	numberOfHops						INTEGER (1..6),
	slotOffsetForRemainingHopsList		SlotOffsetForRemainingHopsList,
	iE-extensions		ProtocolExtensionContainer { { TxHoppingConfiguration-ExtIEs } }	OPTIONAL,
	...
}

TxHoppingConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- U
UAC-Assistance-Info ::= SEQUENCE {
	uACPLMN-List		UACPLMN-List,
	iE-Extensions		ProtocolExtensionContainer { { UAC-Assistance-InfoExtIEs} } OPTIONAL
}

UAC-Assistance-InfoExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UACPLMN-List ::= SEQUENCE (SIZE(1..maxnoofUACPLMNs)) OF UACPLMN-Item

UACPLMN-Item::= SEQUENCE {
	pLMNIdentity				PLMN-Identity,
	uACType-List				UACType-List,	iE-Extensions		ProtocolExtensionContainer { { UACPLMN-Item-ExtIEs} } OPTIONAL
}

UACPLMN-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NID	CRITICALITY ignore	EXTENSION NID	PRESENCE optional },
	...
}

UACType-List ::= SEQUENCE (SIZE(1..maxnoofUACperPLMN)) OF UACType-Item

UACType-Item::= SEQUENCE {
	uACReductionIndication 		UACReductionIndication,
	uACCategoryType				UACCategoryType,
	iE-Extensions		ProtocolExtensionContainer { { UACType-Item-ExtIEs } } OPTIONAL
}

UACType-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UACCategoryType ::= CHOICE {
	uACstandardized				UACAction,
	uACOperatorDefined			UACOperatorDefined, 
	choice-extension			ProtocolIE-SingleContainer { { UACCategoryType-ExtIEs } }
}

UACCategoryType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UACOperatorDefined ::= SEQUENCE {
	accessCategory					INTEGER (32..63,...),
	accessIdentity					BIT STRING (SIZE(7)),
	iE-Extensions		ProtocolExtensionContainer { { UACOperatorDefined-ExtIEs} } OPTIONAL
}

UACOperatorDefined-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


UACAction ::= ENUMERATED {
	reject-non-emergency-mo-dt,
	reject-rrc-cr-signalling,
	permit-emergency-sessions-and-mobile-terminated-services-only,
	permit-high-priority-sessions-and-mobile-terminated-services-only,
	...
}

UACReductionIndication ::= INTEGER (0..100)


UE-associatedLogicalF1-ConnectionItem ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID		GNB-CU-UE-F1AP-ID	 OPTIONAL,
	gNB-DU-UE-F1AP-ID		GNB-DU-UE-F1AP-ID	 OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-associatedLogicalF1-ConnectionItemExtIEs} } OPTIONAL,
	...
}

UEAssistanceInformation ::= OCTET STRING

UEAssistanceInformationEUTRA ::= OCTET STRING

UE-associatedLogicalF1-ConnectionItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-CapabilityRAT-ContainerList::= OCTET STRING

UEContextNotRetrievable ::= ENUMERATED {true, ...}

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE (10)),
	choice-extension		ProtocolIE-SingleContainer { {UEIdentityIndexValueChoice-ExtIEs} }	
}

UEIdentityIndexValueChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UEIdentity-List-For-Paging-Item		::= SEQUENCE {
	uEIdentityIndexValue						UEIdentityIndexValue,
	pagingDRX									PagingDRX		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UEIdentity-List-For-Paging-Item-ExtIEs} } OPTIONAL
}

UEIdentity-List-For-Paging-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ConfirmedToBeModified-Item::= SEQUENCE {
	mRB-ID						MRB-ID,
	mrb-type-reconfiguration	MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UE-MulticastMRBs-ConfirmedToBeModified-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ConfirmedToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
UE-MulticastMRBs-RequiredToBeModified-Item::= SEQUENCE {
	mRB-ID							MRB-ID,
	mrb-type-reconfiguration		ENUMERATED {true, ...}							OPTIONAL,
	mrb-reconfigured-RLCtype		ENUMERATED {
												rlc-um-ptp,
												rlc-am-ptp, 
												rlc-um-dl-ptm, 
												two-rlc-um-dl-ptp-and-dl-ptm, 
												three-rlc-um-dl-ptp-ul-ptp-dl-ptm, 
												two-rlc-am-ptp-um-dl-ptm,
												...}								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-RequiredToBeModified-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-RequiredToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk120261340]	{ ID id-MulticastF1UContextReferenceCU				CRITICALITY reject	EXTENSION MulticastF1UContextReferenceCU					PRESENCE optional},
	...
}
 
UE-MulticastMRBs-RequiredToBeReleased-Item::= SEQUENCE {
	mRB-ID					MRB-ID,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-RequiredToBeReleased-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-RequiredToBeReleased-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-Setup-Item	::= SEQUENCE {
	mRB-ID							MRB-ID,
	multicastF1UContextReferenceCU	MulticastF1UContextReferenceCU,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-Setup-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-Setupnew-Item	::= SEQUENCE {
	mRB-ID							MRB-ID,
	multicastF1UContextReferenceCU	MulticastF1UContextReferenceCU,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-Setupnew-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-Setupnew-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID					MRB-ID,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeReleased-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeReleased-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ToBeSetup-Item	::= SEQUENCE {
	mRB-ID									MRB-ID,
	mbsPTPRetransmissionTunnelRequired		MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	mbsPTPForwardingRequiredInformation		MRB-ProgressInformation						OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeSetup-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Source-MRB-ID		CRITICALITY ignore EXTENSION MRB-ID		PRESENCE optional },
	...
}

UE-MulticastMRBs-ToBeSetup-atModify-Item	::= SEQUENCE {
	mRB-ID									MRB-ID,
	mbsPTPRetransmissionTunnelRequired		MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	mbsPTPForwardingRequiredInformation		MRB-ProgressInformation						OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeSetup-atModify-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeSetup-atModify-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk99014651]UEPagingCapability ::= SEQUENCE {
	iNACTIVEStatePODetermination						ENUMERATED {supported, ...} 	OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { { UEPagingCapability-ExtIEs} } 		OPTIONAL,
	...
}

UEPagingCapability-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-RedCapIndication		CRITICALITY ignore 	EXTENSION RedCapIndication		PRESENCE optional },
	...
}

UEReportingInformation::= SEQUENCE {
	reportingAmount				ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64},
	reportingInterval			ENUMERATED {none, one, two, four, eight, ten, sixteen, twenty, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}


UEReportingInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
UlTxDirectCurrentMoreCarrierInformation::= OCTET STRING

UL-AoA ::= SEQUENCE {
	azimuthAoA					INTEGER (0..3599),
	zenithAoA					INTEGER (0..1799)		OPTIONAL,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { UL-AoA-ExtIEs } }	OPTIONAL,
	...
}

UL-AoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-BH-Non-UP-Traffic-Mapping ::= SEQUENCE {
	uL-BH-Non-UP-Traffic-Mapping-List			UL-BH-Non-UP-Traffic-Mapping-List,
	iE-Extensions	ProtocolExtensionContainer { { UL-BH-Non-UP-Traffic-Mapping-ExtIEs } } OPTIONAL
}

UL-BH-Non-UP-Traffic-Mapping-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-BH-Non-UP-Traffic-Mapping-List ::= SEQUENCE (SIZE(1..maxnoofNonUPTrafficMappings)) OF UL-BH-Non-UP-Traffic-Mapping-Item

UL-BH-Non-UP-Traffic-Mapping-Item ::= SEQUENCE {
	nonUPTrafficType				NonUPTrafficType,
	bHInfo						BHInfo,
	iE-Extensions					ProtocolExtensionContainer { { UL-BH-Non-UP-Traffic-Mapping-ItemExtIEs } }	OPTIONAL
}

UL-BH-Non-UP-Traffic-Mapping-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

ULConfiguration ::= SEQUENCE	{
	uLUEConfiguration		ULUEConfiguration,
	iE-Extensions	ProtocolExtensionContainer { { ULConfigurationExtIEs } }	OPTIONAL,
	...
}
ULConfigurationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-GapFR2-Config ::= OCTET STRING

UL-RTOA-Measurement ::= SEQUENCE {
	uL-RTOA-MeasurementItem		UL-RTOA-MeasurementItem,
	additionalPath-List			AdditionalPath-List OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UL-RTOA-Measurement-ExtIEs } }	OPTIONAL
}

[bookmark: _Hlk114051598]UL-RTOA-Measurement-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList	CRITICALITY ignore EXTENSION ExtendedAdditionalPathList	PRESENCE optional}|
	{ ID id-TRPRx-TEGInformation		CRITICALITY ignore EXTENSION TRP-Rx-TEGInformation		PRESENCE optional},
	...
}

UL-RTOA-MeasurementItem ::= CHOICE {
	k0					INTEGER (0..1970049),
	k1					INTEGER (0..985025),
	k2					INTEGER (0..492513),
	k3					INTEGER (0..246257),
	k4					INTEGER (0..123129),
	k5					INTEGER (0..61565),	 
	choice-extension			ProtocolIE-SingleContainer { { UL-RTOA-MeasurementItem-ExtIEs } }
}

[bookmark: _Hlk114051624]UL-RTOA-MeasurementItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2 PRESENCE mandatory },
	...
}

UL-SRS-RSRP ::= INTEGER (0..126)

UL-SRS-RSRPP ::= SEQUENCE {
	firstPathRSRPP				INTEGER (0..126),
	iE-extensions			ProtocolExtensionContainer { { UL-SRS-RSRPP-ExtIEs } }	OPTIONAL,
	...
}

UL-SRS-RSRPP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-RSCP	::= SEQUENCE {
	uLRSCP					INTEGER (0..3599),		
	iE-extensions			ProtocolExtensionContainer { { UL-RSCP-ExtIEs } }	OPTIONAL,
	...
}

UL-RSCP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


ULUEConfiguration ::= ENUMERATED {no-data, shared, only, ...}

UL-UP-TNL-Information-to-Update-List-Item	::= SEQUENCE {
	uLUPTNLInformation		UPTransportLayerInformation,
	newULUPTNLInformation	UPTransportLayerInformation		OPTIONAL,
	bHInfo	BHInfo,
	iE-Extensions	ProtocolExtensionContainer { { UL-UP-TNL-Information-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

UL-UP-TNL-Information-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-UP-TNL-Address-to-Update-List-Item	::= SEQUENCE {
	oldIPAdress						TransportLayerAddress,
	newIPAdress						TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { UL-UP-TNL-Address-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

UL-UP-TNL-Address-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ULUPTNLInformation-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofULUPTNLInformation)) OF ULUPTNLInformation-ToBeSetup-Item

ULUPTNLInformation-ToBeSetup-Item ::=SEQUENCE {
	uLUPTNLInformation		UPTransportLayerInformation, 
	iE-Extensions	ProtocolExtensionContainer { { ULUPTNLInformation-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

ULUPTNLInformation-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BHInfo			CRITICALITY ignore	EXTENSION BHInfo			PRESENCE optional	}|
	{ ID id-DRBMappingInfo	CRITICALITY ignore	EXTENSION UuRLCChannelID	PRESENCE optional	},
	...
}

Uncertainty ::= INTEGER (0..32767, ...)

UplinkChannelBW-PerSCS-List ::= SEQUENCE (SIZE (1..maxnoSCSs)) OF SCS-SpecificCarrier

UplinkTxDirectCurrentListInformation ::= OCTET STRING

UplinkTxDirectCurrentTwoCarrierListInfo ::= OCTET STRING

ULTCIStateID  ::= OCTET STRING

UPTransportLayerInformation		::= CHOICE {
	gTPTunnel		GTPTunnel,
	choice-extension			ProtocolIE-SingleContainer { { UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

URI-address ::= VisibleString

Uncertainty-range-AoA ::= INTEGER (0..3599)

Uncertainty-range-ZoA ::= INTEGER (0..1799)


UuRLCChannelID ::= INTEGER (1..32)

UuRLCChannelQoSInformation ::= CHOICE {
	uuRLCChannelQoS					QoSFlowLevelQoSParameters,
	uuControlPlaneTrafficType		ENUMERATED {srb0,srb1,srb2,...},
	choice-extension		ProtocolIE-SingleContainer { { UuRLCChannelQoSInformation-ExtIEs} }
}

UuRLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UuRLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeSetupItem

UuRLCChannelToBeSetupItem ::= SEQUENCE {
	uuRLCChannelID					UuRLCChannelID,
	uuRLCChannelQoSInformation		UuRLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { UuRLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeModifiedItem

UuRLCChannelToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID					UuRLCChannelID,
	uuRLCChannelQoSInformation		UuRLCChannelQoSInformation			OPTIONAL,
	rLCMode							RLCMode			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UuRLCChannelToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeReleasedItem

UuRLCChannelToBeReleasedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelSetupItem

UuRLCChannelSetupItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelFailedToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelFailedToBeSetupItem

UuRLCChannelFailedToBeSetupItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	cause					Cause	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelFailedToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelFailedToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelModifiedItem

UuRLCChannelModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelFailedToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelFailedToBeModifiedItem

UuRLCChannelFailedToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	cause					Cause	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelFailedToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelFailedToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelRequiredToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelRequiredToBeModifiedItem

UuRLCChannelRequiredToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelRequiredToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelRequiredToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelRequiredToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelRequiredToBeReleasedItem

UuRLCChannelRequiredToBeReleasedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelRequiredToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelRequiredToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- V

VictimgNBSetID ::= SEQUENCE {
	victimgNBSetID		GNBSetID,
	iE-Extensions		ProtocolExtensionContainer { { VictimgNBSetID-ExtIEs } }		OPTIONAL
}

VictimgNBSetID-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

VehicleUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

PedestrianUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

-- V

ValidityAreaSpecificSRSInformation ::= SEQUENCE {
	transmissionCombPos				TransmissionCombPos 	OPTIONAL,
	resourceMapping 				ResourceMapping			OPTIONAL,
	freqDomainShift					INTEGER (0..268)		OPTIONAL,
	c-SRS							INTEGER (0..63)			OPTIONAL,
	resourceTypePos					ResourceTypePos			OPTIONAL,
	sequenceIDPos					INTEGER (0..65535)		OPTIONAL,
	iE-extensions		ProtocolExtensionContainer { { ValidityAreaSpecificSRSInformation-ExtIEs } }	OPTIONAL,
	...
}

ValidityAreaSpecificSRSInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- W

-- X

-- Y

-- Z

ZoAInformation ::= SEQUENCE {
	zenithAoA					INTEGER (0..1799),
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { ZoAInformation-ExtIEs } }	OPTIONAL,
	...
}

ZoAInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


END
-- ASN1STOP 
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[bookmark: _Hlk120261235]-- ASN1START 
-- **************************************************************
--
-- Common definitions
--
-- **************************************************************

F1AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality		::= ENUMERATED { reject, ignore, notify }

Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local				INTEGER (0..65535),
	global				OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)

ProtocolExtensionID	::= INTEGER (0..65535)

ProtocolIE-ID		::= INTEGER (0..65535)

TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome }

END
-- ASN1STOP 
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-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
id-ErrorIndication							ProcedureCode ::= 2
id-gNBDUConfigurationUpdate					ProcedureCode ::= 3
id-gNBCUConfigurationUpdate					ProcedureCode ::= 4
id-UEContextSetup							ProcedureCode ::= 5
id-UEContextRelease							ProcedureCode ::= 6
id-UEContextModification					ProcedureCode ::= 7
id-UEContextModificationRequired			ProcedureCode ::= 8
id-UEMobilityCommand						ProcedureCode ::= 9
id-UEContextReleaseRequest					ProcedureCode ::= 10
id-InitialULRRCMessageTransfer				ProcedureCode ::= 11
id-DLRRCMessageTransfer						ProcedureCode ::= 12
id-ULRRCMessageTransfer						ProcedureCode ::= 13
id-privateMessage							ProcedureCode ::= 14
id-UEInactivityNotification					ProcedureCode ::= 15
id-GNBDUResourceCoordination				ProcedureCode ::= 16
id-SystemInformationDeliveryCommand			ProcedureCode ::= 17
id-Paging									ProcedureCode ::= 18
id-Notify									ProcedureCode ::= 19
id-WriteReplaceWarning						ProcedureCode ::= 20
id-PWSCancel								ProcedureCode ::= 21
id-PWSRestartIndication						ProcedureCode ::= 22
id-PWSFailureIndication						ProcedureCode ::= 23
id-GNBDUStatusIndication 					ProcedureCode ::= 24
id-RRCDeliveryReport		 				ProcedureCode ::= 25
id-F1Removal								ProcedureCode ::= 26
id-NetworkAccessRateReduction				ProcedureCode ::= 27
id-TraceStart								ProcedureCode ::= 28
id-DeactivateTrace							ProcedureCode ::= 29
id-DUCURadioInformationTransfer				ProcedureCode ::= 30
id-CUDURadioInformationTransfer				ProcedureCode ::= 31
id-BAPMappingConfiguration					ProcedureCode ::= 32
id-GNBDUResourceConfiguration				ProcedureCode ::= 33
id-IABTNLAddressAllocation					ProcedureCode ::= 34
id-IABUPConfigurationUpdate					ProcedureCode ::= 35
id-resourceStatusReportingInitiation		ProcedureCode ::= 36
id-resourceStatusReporting					ProcedureCode ::= 37
id-accessAndMobilityIndication				ProcedureCode ::= 38
id-accessSuccess							ProcedureCode ::= 39
id-cellTrafficTrace 						ProcedureCode ::= 40 
id-PositioningMeasurementExchange			ProcedureCode ::= 41
id-PositioningAssistanceInformationControl	ProcedureCode ::= 42
id-PositioningAssistanceInformationFeedback	ProcedureCode ::= 43
id-PositioningMeasurementReport				ProcedureCode ::= 44
id-PositioningMeasurementAbort				ProcedureCode ::= 45
id-PositioningMeasurementFailureIndication	ProcedureCode ::= 46
id-PositioningMeasurementUpdate				ProcedureCode ::= 47
id-TRPInformationExchange					ProcedureCode ::= 48
id-PositioningInformationExchange			ProcedureCode ::= 49
id-PositioningActivation					ProcedureCode ::= 50
id-PositioningDeactivation					ProcedureCode ::= 51
id-E-CIDMeasurementInitiation				ProcedureCode ::= 52
id-E-CIDMeasurementFailureIndication		ProcedureCode ::= 53
id-E-CIDMeasurementReport					ProcedureCode ::= 54
id-E-CIDMeasurementTermination				ProcedureCode ::= 55
id-PositioningInformationUpdate				ProcedureCode ::= 56
id-ReferenceTimeInformationReport			ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl	ProcedureCode ::= 58
id-BroadcastContextSetup					ProcedureCode ::= 59
id-BroadcastContextRelease					ProcedureCode ::= 60
id-BroadcastContextReleaseRequest			ProcedureCode ::= 61
id-BroadcastContextModification				ProcedureCode ::= 62
id-MulticastGroupPaging						ProcedureCode ::= 63
id-MulticastContextSetup					ProcedureCode ::= 64
id-MulticastContextRelease					ProcedureCode ::= 65
id-MulticastContextReleaseRequest			ProcedureCode ::= 66
id-MulticastContextModification				ProcedureCode ::= 67
id-MulticastDistributionSetup				ProcedureCode ::= 68
id-MulticastDistributionRelease				ProcedureCode ::= 69
id-PDCMeasurementInitiation					ProcedureCode ::= 70
id-PDCMeasurementReport						ProcedureCode ::= 71
id-PDCMeasurementInitiationRequest			ProcedureCode ::= 72
id-PDCMeasurementInitiationResponse			ProcedureCode ::= 73
id-PDCMeasurementInitiationFailure			ProcedureCode ::= 74
id-pRSConfigurationExchange					ProcedureCode ::= 75
id-measurementPreconfiguration				ProcedureCode ::= 76
id-measurementActivation					ProcedureCode ::= 77
id-QoEInformationTransfer					ProcedureCode ::= 78
id-PDCMeasurementTerminationCommand			ProcedureCode ::= 79
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-PosSystemInformationDeliveryCommand		ProcedureCode ::= 81
id-DUCUCellSwitchNotification				ProcedureCode ::= 82
id-CUDUCellSwitchNotification				ProcedureCode ::= 83
id-DUCUTAInformationTransfer				ProcedureCode ::= 84
id-CUDUTAInformationTransfer				ProcedureCode ::= 85
id-QoEInformationTransferControl			ProcedureCode ::= 86 
id-RachIndication							ProcedureCode ::= 87
id-TimingSynchronisationStatus				ProcedureCode ::= 88
id-TimingSynchronisationStatusReport		ProcedureCode ::= 89
id-MIABF1SetupTriggering					ProcedureCode ::= 90
id-MIABF1SetupOutcomeNotification			ProcedureCode ::= 91
id-MulticastContextNotification 			ProcedureCode ::= 92
id-MulticastCommonConfiguration				ProcedureCode ::= 93
id-BroadcastTransportResourceRequest		ProcedureCode ::= 94
id-DUCUAccessAndMobilityIndication			ProcedureCode ::= 95
id-SRSInformationReservationNotification	ProcedureCode ::= 96




-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535
-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNRARFCN								INTEGER ::= 3279165
maxnoofErrors							INTEGER ::= 256
maxnoofIndividualF1ConnectionsToReset	INTEGER ::= 65536
maxCellingNBDU							INTEGER ::= 512
maxnoofSCells							INTEGER ::= 32
maxnoofSRBs								INTEGER ::= 8
maxnoofDRBs								INTEGER ::= 64
maxnoofULUPTNLInformation				INTEGER ::= 2
maxnoofDLUPTNLInformation				INTEGER ::= 2
maxnoofBPLMNs							INTEGER ::= 6
maxnoofCandidateSpCells					INTEGER ::= 64
maxnoofPotentialSpCells					INTEGER ::= 64
maxnoofNrCellBands						INTEGER ::= 32
maxnoofSIBTypes							INTEGER ::= 32
maxnoofSITypes							INTEGER ::= 32
maxnoofPagingCells						INTEGER ::= 512
maxnoofTNLAssociations					INTEGER ::= 32
maxnoofQoSFlows							INTEGER ::= 64
maxnoofSliceItems						INTEGER ::= 1024
maxCellineNB							INTEGER ::= 256
maxnoofExtendedBPLMNs					INTEGER ::= 6
maxnoofUEIDs							INTEGER ::= 65536
maxnoofBPLMNsNR							INTEGER ::= 12
maxnoofUACPLMNs							INTEGER ::= 12
maxnoofUACperPLMN						INTEGER ::= 64
maxnoofAdditionalSIBs					INTEGER ::= 63
maxnoofslots							INTEGER ::= 5120
maxnoofTLAs								INTEGER ::=	16
maxnoofGTPTLAs							INTEGER ::=	16
maxnoofBHRLCChannels					INTEGER ::= 65536
maxnoofRoutingEntries					INTEGER ::= 1024
maxnoofIABSTCInfo						INTEGER ::= 45
maxnoofSymbols							INTEGER ::= 14
maxnoofServingCells						INTEGER ::= 32
maxnoofDUFSlots							INTEGER ::= 320
maxnoofHSNASlots						INTEGER ::= 5120
maxnoofServedCellsIAB					INTEGER ::= 512
maxnoofSSBarea							INTEGER ::=64
maxnoofChildIABNodes					INTEGER ::= 1024
maxnoofNonUPTrafficMappings				INTEGER ::= 32
maxnoofTLAsIAB							INTEGER ::= 1024
maxnoofMappingEntries					INTEGER ::= 67108864
maxnoofDSInfo							INTEGER ::= 64
maxnoofEgressLinks						INTEGER ::= 2
maxnoofULUPTNLInformationforIAB			INTEGER ::= 32678
maxnoofUPTNLAddresses					INTEGER ::= 8
maxnoofSLDRBs							INTEGER ::= 512
maxnoofQoSParaSets						INTEGER ::= 8
maxnoofPC5QoSFlows						INTEGER ::= 2048
maxnoofSSBAreas							INTEGER ::=	64
maxnoofPhysicalResourceBlocks			INTEGER ::= 275
maxnoofPhysicalResourceBlocks-1			INTEGER ::= 274
maxnoofPRACHconfigs						INTEGER ::= 16
maxnoofRAReports						INTEGER ::= 64
maxnoofRLFReports						INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL		INTEGER ::=	2
maxnoofRLCDuplicationState				INTEGER ::=	3
maxnoofCHOcells							INTEGER ::= 8
maxnoofMDTPLMNs							INTEGER ::=	16
maxnoofCAGsupported						INTEGER ::= 12
maxnoofNIDsupported						INTEGER ::= 12
maxnoofNRSCSs							INTEGER ::= 5
[bookmark: _Hlk47004989]maxnoofExtSliceItems					INTEGER ::= 65535 
maxnoofPosMeas							INTEGER ::=	16384
maxnoofTRPInfoTypes						INTEGER ::=	64 
maxnoofTRPs								INTEGER ::=	65535 
maxnoofSRSTriggerStates					INTEGER ::= 3
maxnoofSpatialRelations					INTEGER ::= 64
maxnoBcastCell							INTEGER ::= 16384
maxnoofAngleInfo						INTEGER ::= 65535
maxnooflcs-gcs-translation				INTEGER ::= 3
maxnoofPath								INTEGER ::= 2
maxnoofMeasE-CID						INTEGER ::= 64
maxnoofSSBs								INTEGER ::= 255
maxnoSRS-ResourceSets					INTEGER ::= 16
maxnoSRS-ResourcePerSet					INTEGER ::= 16
maxnoSRS-Carriers						INTEGER ::= 32
maxnoSCSs								INTEGER ::= 5
maxnoSRS-Resources						INTEGER ::= 64
maxnoSRS-PosResources					INTEGER ::= 64
maxnoSRS-PosResourceSets				INTEGER ::= 16
maxnoSRS-PosResourcePerSet				INTEGER ::= 16
maxnoofPRS-ResourceSets					INTEGER ::= 2
maxnoofPRS-ResourcesPerSet				INTEGER ::= 64
maxNoOfMeasTRPs							INTEGER ::= 64
maxnoofPRSresourceSets					INTEGER ::= 8
maxnoofPRSresources						INTEGER ::= 64
maxnoofSuccessfulHOReports				INTEGER ::= 64
maxnoofNR-UChannelIDs					INTEGER ::= 16
maxServedCellforSON						INTEGER ::= 256
maxNeighbourCellforSON					INTEGER ::= 32
maxAffectedCells						INTEGER ::= 32
maxnoofMRBs								INTEGER ::= 32
maxnoofMBSQoSFlows						INTEGER ::= 64
maxnoofMBSFSAs 							INTEGER ::= 256
maxnoofUEIDforPaging 					INTEGER ::= 4096
maxnoofCellsforMBS						INTEGER ::= 512
maxnoofTAIforMBS						INTEGER ::= 512
maxnoofMBSAreaSessionIDs				INTEGER ::= 256
maxnoofMBSServiceAreaInformation		INTEGER ::= 256
maxnoofIABCongInd						INTEGER ::= 1024
maxnoofNeighbourNodeCellsIAB			INTEGER ::= 1024 
maxnoofRBsetsPerCell					INTEGER ::= 8
maxnoofRBsetsPerCell-1					INTEGER ::= 7
maxnoofMeasPDC							INTEGER ::= 16
maxnoARPs								INTEGER ::=	16
maxnoofULAoAs							INTEGER ::= 8
maxNoPathExtended						INTEGER ::= 8
maxnoTRPTEGs							INTEGER ::= 8
maxFreqLayers							INTEGER ::= 4
maxNumResourcesPerAngle					INTEGER ::= 24
maxnoAzimuthAngles						INTEGER ::= 3600
maxnoElevationAngles					INTEGER ::= 1801
maxnoofPRSTRPs							INTEGER ::= 256
maxnoofQoEInformation					INTEGER ::= 16
maxnoofUuRLCChannels					INTEGER ::= 32
maxnoofPC5RLCChannels					INTEGER ::= 512
maxnoofSMBRValues						INTEGER ::= 8
maxnoofMRBsforUE						INTEGER ::= 64
maxnoofMBSSessionsofUE					INTEGER ::= 256
maxnoofSLdestinations					INTEGER ::= 32
maxnoofNSAGs							INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32
maxnoofUETypes							INTEGER ::= 8
maxnoofLTMCells							INTEGER	::= 8
maxnoofJointorDLTCIStates				INTEGER	::= 128
maxnoofULTCIStates						INTEGER	::= 64
maxnoofTAList							INTEGER	::= 8
maxnoofLTMgNB-DUs						INTEGER	::= 8
maxnoofUEsInQMCTransferControlMessage	INTEGER ::= 512
maxnoofUEsforRAReportIndications		INTEGER ::= 64
maxnoofSuccessfulPSCellChangeReports	INTEGER ::= 64
maxnoofPeriodicities					INTEGER ::= 8
maxnoofThresholdMBS-1					INTEGER ::= 7
maxMBSSessionsinSessionInfoList			INTEGER ::= 1024
maxnoofLBTFailureInformation			INTEGER ::= 64
maxnoofRSPPQoSFlows						INTEGER ::= 2048
maxnoVACell								INTEGER ::= 32
maxnoAggregatedSRS-Resources			INTEGER ::= 3
maxnoAggregatedPosSRSResourceSets		INTEGER ::= 48
maxnoAggregatedPosPRSResourceSets		INTEGER ::= 3
maxnoofTimeWindowSRS					INTEGER ::= 16
maxnoofTimeWindowMea					INTEGER ::= 16
maxnoPreconfiguredSRS					INTEGER ::= 16
maxnoHopsMinusOne						INTEGER ::= 5






-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18
id-DRBs-ModifiedConf-List							ProtocolIE-ID ::= 19
id-DRBs-Modified-Item								ProtocolIE-ID ::= 20
id-DRBs-Modified-List								ProtocolIE-ID ::= 21
id-DRBs-Required-ToBeModified-Item					ProtocolIE-ID ::= 22
id-DRBs-Required-ToBeModified-List					ProtocolIE-ID ::= 23
id-DRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 24
id-DRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 25
id-DRBs-Setup-Item									ProtocolIE-ID ::= 26
id-DRBs-Setup-List									ProtocolIE-ID ::= 27
id-DRBs-SetupMod-Item								ProtocolIE-ID ::= 28
id-DRBs-SetupMod-List								ProtocolIE-ID ::= 29
id-DRBs-ToBeModified-Item							ProtocolIE-ID ::= 30
id-DRBs-ToBeModified-List							ProtocolIE-ID ::= 31
id-DRBs-ToBeReleased-Item							ProtocolIE-ID ::= 32
id-DRBs-ToBeReleased-List							ProtocolIE-ID ::= 33
id-DRBs-ToBeSetup-Item								ProtocolIE-ID ::= 34
id-DRBs-ToBeSetup-List								ProtocolIE-ID ::= 35
id-DRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 36
id-DRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 37
id-DRXCycle											ProtocolIE-ID ::= 38
id-DUtoCURRCInformation								ProtocolIE-ID ::= 39
id-gNB-CU-UE-F1AP-ID								ProtocolIE-ID ::= 40
id-gNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 41
id-gNB-DU-ID										ProtocolIE-ID ::= 42
id-GNB-DU-Served-Cells-Item							ProtocolIE-ID ::= 43
id-gNB-DU-Served-Cells-List							ProtocolIE-ID ::= 44
id-gNB-DU-Name										ProtocolIE-ID ::= 45
id-NRCellID											ProtocolIE-ID ::= 46
id-oldgNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 47
id-ResetType										ProtocolIE-ID ::= 48
id-ResourceCoordinationTransferContainer			ProtocolIE-ID ::= 49
id-RRCContainer										ProtocolIE-ID ::= 50
id-SCell-ToBeRemoved-Item							ProtocolIE-ID ::= 51
id-SCell-ToBeRemoved-List							ProtocolIE-ID ::= 52
id-SCell-ToBeSetup-Item								ProtocolIE-ID ::= 53
id-SCell-ToBeSetup-List								ProtocolIE-ID ::= 54
id-SCell-ToBeSetupMod-Item							ProtocolIE-ID ::= 55
id-SCell-ToBeSetupMod-List							ProtocolIE-ID ::= 56
id-Served-Cells-To-Add-Item							ProtocolIE-ID ::= 57
id-Served-Cells-To-Add-List							ProtocolIE-ID ::= 58
id-Served-Cells-To-Delete-Item						ProtocolIE-ID ::= 59
id-Served-Cells-To-Delete-List						ProtocolIE-ID ::= 60
id-Served-Cells-To-Modify-Item						ProtocolIE-ID ::= 61
id-Served-Cells-To-Modify-List						ProtocolIE-ID ::= 62
id-SpCell-ID										ProtocolIE-ID ::= 63
id-SRBID											ProtocolIE-ID ::= 64
id-SRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 65
id-SRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 66
id-SRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 67
id-SRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 68
id-SRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 69
id-SRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 70
id-SRBs-ToBeReleased-Item							ProtocolIE-ID ::= 71
id-SRBs-ToBeReleased-List							ProtocolIE-ID ::= 72
id-SRBs-ToBeSetup-Item								ProtocolIE-ID ::= 73
id-SRBs-ToBeSetup-List								ProtocolIE-ID ::= 74
id-SRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 75
id-SRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 76
id-TimeToWait										ProtocolIE-ID ::= 77
id-TransactionID									ProtocolIE-ID ::= 78
id-TransmissionActionIndicator						ProtocolIE-ID ::= 79
id-UE-associatedLogicalF1-ConnectionItem 			ProtocolIE-ID ::= 80
id-UE-associatedLogicalF1-ConnectionListResAck		ProtocolIE-ID ::= 81
id-gNB-CU-Name										ProtocolIE-ID ::= 82
id-SCell-FailedtoSetup-List							ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item							ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List						ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item						ProtocolIE-ID ::= 86
id-RRCReconfigurationCompleteIndicator 				ProtocolIE-ID ::= 87
id-Cells-Status-Item								ProtocolIE-ID ::= 88
id-Cells-Status-List								ProtocolIE-ID ::= 89
id-Candidate-SpCell-List							ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item							ProtocolIE-ID ::= 91
id-Potential-SpCell-List							ProtocolIE-ID ::= 92
id-Potential-SpCell-Item							ProtocolIE-ID ::= 93
id-FullConfiguration								ProtocolIE-ID ::= 94
id-C-RNTI											ProtocolIE-ID ::= 95
id-SpCellULConfigured								ProtocolIE-ID ::= 96
id-InactivityMonitoringRequest						ProtocolIE-ID ::= 97
id-InactivityMonitoringResponse						ProtocolIE-ID ::= 98
id-DRB-Activity-Item								ProtocolIE-ID ::= 99
id-DRB-Activity-List								ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container	ProtocolIE-ID ::= 101
id-EUTRA-NR-CellResourceCoordinationReqAck-Container	ProtocolIE-ID ::= 102
id-Protected-EUTRA-Resources-List					ProtocolIE-ID ::= 105
id-RequestType 										ProtocolIE-ID ::= 106
id-ServCellIndex									ProtocolIE-ID ::= 107 
id-RAT-FrequencyPriorityInformation					ProtocolIE-ID ::= 108
id-ExecuteDuplication								ProtocolIE-ID ::= 109
id-NRCGI											ProtocolIE-ID ::= 111
id-PagingCell-Item									ProtocolIE-ID ::= 112
id-PagingCell-List									ProtocolIE-ID ::= 113
id-PagingDRX										ProtocolIE-ID ::= 114
id-PagingPriority 									ProtocolIE-ID ::= 115
id-SItype-List										ProtocolIE-ID ::= 116
id-UEIdentityIndexValue								ProtocolIE-ID ::= 117
id-gNB-CUSystemInformation							ProtocolIE-ID ::= 118
id-HandoverPreparationInformation					ProtocolIE-ID ::= 119
id-GNB-CU-TNL-Association-To-Add-Item				ProtocolIE-ID ::= 120
id-GNB-CU-TNL-Association-To-Add-List				ProtocolIE-ID ::= 121
id-GNB-CU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 122
id-GNB-CU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 123
id-GNB-CU-TNL-Association-To-Update-Item			ProtocolIE-ID ::= 124
id-GNB-CU-TNL-Association-To-Update-List			ProtocolIE-ID ::= 125
id-MaskedIMEISV										ProtocolIE-ID ::= 126
id-PagingIdentity									ProtocolIE-ID ::= 127
id-DUtoCURRCContainer								ProtocolIE-ID ::= 128
id-Cells-to-be-Barred-List							ProtocolIE-ID ::= 129
id-Cells-to-be-Barred-Item							ProtocolIE-ID ::= 130
id-TAISliceSupportList								ProtocolIE-ID ::= 131
id-GNB-CU-TNL-Association-Setup-List				ProtocolIE-ID ::= 132
id-GNB-CU-TNL-Association-Setup-Item				ProtocolIE-ID ::= 133
id-GNB-CU-TNL-Association-Failed-To-Setup-List		ProtocolIE-ID ::= 134
id-GNB-CU-TNL-Association-Failed-To-Setup-Item		ProtocolIE-ID ::= 135
id-DRB-Notify-Item									ProtocolIE-ID ::= 136
id-DRB-Notify-List									ProtocolIE-ID ::= 137
id-NotficationControl								ProtocolIE-ID ::= 138
id-RANAC											ProtocolIE-ID ::= 139
id-PWSSystemInformation								ProtocolIE-ID ::= 140
id-RepetitionPeriod									ProtocolIE-ID ::= 141
id-NumberofBroadcastRequest							ProtocolIE-ID ::= 142
id-Cells-To-Be-Broadcast-List						ProtocolIE-ID ::= 144
id-Cells-To-Be-Broadcast-Item						ProtocolIE-ID ::= 145
id-Cells-Broadcast-Completed-List 					ProtocolIE-ID ::= 146
id-Cells-Broadcast-Completed-Item 					ProtocolIE-ID ::= 147
id-Broadcast-To-Be-Cancelled-List 					ProtocolIE-ID ::= 148
id-Broadcast-To-Be-Cancelled-Item 					ProtocolIE-ID ::= 149
id-Cells-Broadcast-Cancelled-List 					ProtocolIE-ID ::= 150
id-Cells-Broadcast-Cancelled-Item 					ProtocolIE-ID ::= 151
id-NR-CGI-List-For-Restart-List 					ProtocolIE-ID ::= 152
id-NR-CGI-List-For-Restart-Item 					ProtocolIE-ID ::= 153
id-PWS-Failed-NR-CGI-List 							ProtocolIE-ID ::= 154
id-PWS-Failed-NR-CGI-Item 							ProtocolIE-ID ::= 155
id-ConfirmedUEID									ProtocolIE-ID ::= 156
id-Cancel-all-Warning-Messages-Indicator			ProtocolIE-ID ::= 157
id-GNB-DU-UE-AMBR-UL								ProtocolIE-ID ::= 158
id-DRXConfigurationIndicator						ProtocolIE-ID ::= 159
id-RLC-Status										ProtocolIE-ID ::= 160
id-DLPDCPSNLength									ProtocolIE-ID ::= 161
id-GNB-DUConfigurationQuery							ProtocolIE-ID ::= 162
id-MeasurementTimingConfiguration					ProtocolIE-ID ::= 163
id-DRB-Information									ProtocolIE-ID ::= 164
id-ServingPLMN										ProtocolIE-ID ::= 165
id-Protected-EUTRA-Resources-Item					ProtocolIE-ID ::= 168
id-GNB-CU-RRC-Version								ProtocolIE-ID ::= 170
id-GNB-DU-RRC-Version								ProtocolIE-ID ::= 171
id-GNBDUOverloadInformation							ProtocolIE-ID ::= 172
id-CellGroupConfig									ProtocolIE-ID ::= 173
id-RLCFailureIndication								ProtocolIE-ID ::= 174
id-UplinkTxDirectCurrentListInformation				ProtocolIE-ID ::= 175
id-DC-Based-Duplication-Configured					ProtocolIE-ID ::= 176
id-DC-Based-Duplication-Activation					ProtocolIE-ID ::= 177
id-SULAccessIndication								ProtocolIE-ID ::= 178
id-AvailablePLMNList								ProtocolIE-ID ::= 179
id-PDUSessionID										ProtocolIE-ID ::= 180
id-ULPDUSessionAggregateMaximumBitRate				ProtocolIE-ID ::= 181
id-ServingCellMO									ProtocolIE-ID ::= 182
id-QoSFlowMappingIndication							ProtocolIE-ID ::= 183
id-RRCDeliveryStatusRequest							ProtocolIE-ID ::= 184
id-RRCDeliveryStatus								ProtocolIE-ID ::= 185
id-BearerTypeChange									ProtocolIE-ID ::= 186
id-RLCMode											ProtocolIE-ID ::= 187
id-Duplication-Activation							ProtocolIE-ID ::= 188
id-Dedicated-SIDelivery-NeededUE-List				ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item				ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset							ProtocolIE-ID ::= 191
id-ULPDCPSNLength									ProtocolIE-ID ::= 192
id-SelectedBandCombinationIndex						ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex						ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation			ProtocolIE-ID ::= 195
id-ExtendedServedPLMNs-List							ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List						ProtocolIE-ID ::= 197
id-Associated-SCell-List							ProtocolIE-ID ::= 198
id-latest-RRC-Version-Enhanced						ProtocolIE-ID ::= 199
id-Associated-SCell-Item							ProtocolIE-ID ::= 200
id-Cell-Direction									ProtocolIE-ID ::= 201
id-SRBs-Setup-List									ProtocolIE-ID ::= 202
id-SRBs-Setup-Item									ProtocolIE-ID ::= 203
id-SRBs-SetupMod-List								ProtocolIE-ID ::= 204
id-SRBs-SetupMod-Item								ProtocolIE-ID ::= 205
id-SRBs-Modified-List								ProtocolIE-ID ::= 206
id-SRBs-Modified-Item								ProtocolIE-ID ::= 207
id-Ph-InfoSCG										ProtocolIE-ID ::= 208
id-RequestedBandCombinationIndex					ProtocolIE-ID ::= 209
id-RequestedFeatureSetEntryIndex					ProtocolIE-ID ::= 210
id-RequestedP-MaxFR2								ProtocolIE-ID ::= 211
id-DRX-Config										ProtocolIE-ID ::= 212
id-IgnoreResourceCoordinationContainer				ProtocolIE-ID ::= 213
id-UEAssistanceInformation							ProtocolIE-ID ::= 214
id-NeedforGap										ProtocolIE-ID ::= 215
id-PagingOrigin										ProtocolIE-ID ::= 216
id-new-gNB-CU-UE-F1AP-ID							ProtocolIE-ID ::= 217
id-RedirectedRRCmessage								ProtocolIE-ID ::= 218
id-new-gNB-DU-UE-F1AP-ID							ProtocolIE-ID ::= 219
id-NotificationInformation							ProtocolIE-ID ::= 220
id-PLMNAssistanceInfoForNetShar						ProtocolIE-ID ::= 221
id-UEContextNotRetrievable							ProtocolIE-ID ::= 222
id-BPLMN-ID-Info-List								ProtocolIE-ID ::= 223
id-SelectedPLMNID									ProtocolIE-ID ::= 224
id-UAC-Assistance-Info								ProtocolIE-ID ::= 225
id-RANUEID											ProtocolIE-ID ::= 226
id-GNB-DU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 227
id-GNB-DU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 228
id-TNLAssociationTransportLayerAddressgNBDU			ProtocolIE-ID ::= 229
id-portNumber										ProtocolIE-ID ::= 230
id-AdditionalSIBMessageList							ProtocolIE-ID ::= 231
id-Cell-Type										ProtocolIE-ID ::= 232
id-IgnorePRACHConfiguration							ProtocolIE-ID ::= 233
id-CG-Config										ProtocolIE-ID ::= 234
id-PDCCH-BlindDetectionSCG							ProtocolIE-ID ::= 235
id-Requested-PDCCH-BlindDetectionSCG				ProtocolIE-ID ::= 236
id-Ph-InfoMCG										ProtocolIE-ID ::= 237
id-MeasGapSharingConfig								ProtocolIE-ID ::= 238
id-systemInformationAreaID							ProtocolIE-ID ::= 239
id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
id-NumDLULSymbols									ProtocolIE-ID ::= 247
id-AdditionalRRMPriorityIndex						ProtocolIE-ID ::= 248
id-DUCURadioInformationType							ProtocolIE-ID ::= 249
id-CUDURadioInformationType 						ProtocolIE-ID ::= 250
id-AggressorgNBSetID								ProtocolIE-ID ::= 251
id-VictimgNBSetID									ProtocolIE-ID ::= 252
id-LowerLayerPresenceStatusChange					ProtocolIE-ID ::= 253
id-Transport-Layer-Address-Info						ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig							ProtocolIE-ID ::= 256
id-QosMonitoringRequest								ProtocolIE-ID ::= 257
id-BHChannels-ToBeSetup-List						ProtocolIE-ID ::= 258
id-BHChannels-ToBeSetup-Item						ProtocolIE-ID ::= 259
id-BHChannels-Setup-List							ProtocolIE-ID ::= 260
id-BHChannels-Setup-Item							ProtocolIE-ID ::= 261
id-BHChannels-ToBeModified-Item						ProtocolIE-ID ::= 262
id-BHChannels-ToBeModified-List						ProtocolIE-ID ::= 263
id-BHChannels-ToBeReleased-Item						ProtocolIE-ID ::= 264
id-BHChannels-ToBeReleased-List						ProtocolIE-ID ::= 265
id-BHChannels-ToBeSetupMod-Item						ProtocolIE-ID ::= 266
id-BHChannels-ToBeSetupMod-List						ProtocolIE-ID ::= 267
id-BHChannels-FailedToBeModified-Item				ProtocolIE-ID ::= 268
id-BHChannels-FailedToBeModified-List				ProtocolIE-ID ::= 269
id-BHChannels-FailedToBeSetupMod-Item				ProtocolIE-ID ::= 270
id-BHChannels-FailedToBeSetupMod-List				ProtocolIE-ID ::= 271
id-BHChannels-Modified-Item							ProtocolIE-ID ::= 272
id-BHChannels-Modified-List							ProtocolIE-ID ::= 273
id-BHChannels-SetupMod-Item							ProtocolIE-ID ::= 274
id-BHChannels-SetupMod-List							ProtocolIE-ID ::= 275
id-BHChannels-Required-ToBeReleased-Item			ProtocolIE-ID ::= 276
id-BHChannels-Required-ToBeReleased-List			ProtocolIE-ID ::= 277
id-BHChannels-FailedToBeSetup-Item					ProtocolIE-ID ::= 278
id-BHChannels-FailedToBeSetup-List					ProtocolIE-ID ::= 279
id-BHInfo											ProtocolIE-ID ::= 280
id-BAPAddress										ProtocolIE-ID ::= 281
id-ConfiguredBAPAddress								ProtocolIE-ID ::= 282
id-BH-Routing-Information-Added-List				ProtocolIE-ID ::= 283
id-BH-Routing-Information-Added-List-Item			ProtocolIE-ID ::= 284
id-BH-Routing-Information-Removed-List				ProtocolIE-ID ::= 285
id-BH-Routing-Information-Removed-List-Item			ProtocolIE-ID ::= 286
id-UL-BH-Non-UP-Traffic-Mapping						ProtocolIE-ID ::= 287
id-Activated-Cells-to-be-Updated-List				ProtocolIE-ID ::= 288
id-Child-Nodes-List									ProtocolIE-ID ::= 289
id-IAB-Info-IAB-DU									ProtocolIE-ID ::= 290
id-IAB-Info-IAB-donor-CU							ProtocolIE-ID ::= 291
id-IAB-TNL-Addresses-To-Remove-List					ProtocolIE-ID ::= 292
id-IAB-TNL-Addresses-To-Remove-Item					ProtocolIE-ID ::= 293
id-IAB-Allocated-TNL-Address-List					ProtocolIE-ID ::= 294
id-IAB-Allocated-TNL-Address-Item					ProtocolIE-ID ::= 295
id-IABIPv6RequestType								ProtocolIE-ID ::= 296
id-IABv4AddressesRequested							ProtocolIE-ID ::= 297
id-IAB-Barred										ProtocolIE-ID ::= 298
id-TrafficMappingInformation						ProtocolIE-ID ::= 299
id-UL-UP-TNL-Information-to-Update-List				ProtocolIE-ID ::= 300
id-UL-UP-TNL-Information-to-Update-List-Item		ProtocolIE-ID ::= 301
id-UL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 302
id-UL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 303
id-DL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 304
id-DL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 305
id-NRV2XServicesAuthorized							ProtocolIE-ID ::= 306
id-LTEV2XServicesAuthorized							ProtocolIE-ID ::= 307
id-NRUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 308
id-LTEUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 309
id-SIB12-message									ProtocolIE-ID ::= 310
id-SIB13-message									ProtocolIE-ID ::= 311
id-SIB14-message									ProtocolIE-ID ::= 312
id-SLDRBs-FailedToBeModified-Item					ProtocolIE-ID ::= 313
id-SLDRBs-FailedToBeModified-List					ProtocolIE-ID ::= 314
id-SLDRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 315
id-SLDRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 316
id-SLDRBs-Modified-Item								ProtocolIE-ID ::= 317
id-SLDRBs-Modified-List								ProtocolIE-ID ::= 318
id-SLDRBs-Required-ToBeModified-Item				ProtocolIE-ID ::= 319
id-SLDRBs-Required-ToBeModified-List				ProtocolIE-ID ::= 320
id-SLDRBs-Required-ToBeReleased-Item				ProtocolIE-ID ::= 321
id-SLDRBs-Required-ToBeReleased-List				ProtocolIE-ID ::= 322
id-SLDRBs-Setup-Item								ProtocolIE-ID ::= 323
id-SLDRBs-Setup-List								ProtocolIE-ID ::= 324
id-SLDRBs-ToBeModified-Item							ProtocolIE-ID ::= 325
id-SLDRBs-ToBeModified-List							ProtocolIE-ID ::= 326
id-SLDRBs-ToBeReleased-Item							ProtocolIE-ID ::= 327
id-SLDRBs-ToBeReleased-List							ProtocolIE-ID ::= 328
id-SLDRBs-ToBeSetup-Item							ProtocolIE-ID ::= 329
id-SLDRBs-ToBeSetup-List							ProtocolIE-ID ::= 330
id-SLDRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 331
id-SLDRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 332
id-SLDRBs-SetupMod-List								ProtocolIE-ID ::= 333
id-SLDRBs-FailedToBeSetupMod-List					ProtocolIE-ID ::= 334
id-SLDRBs-SetupMod-Item								ProtocolIE-ID ::= 335
id-SLDRBs-FailedToBeSetupMod-Item					ProtocolIE-ID ::= 336
id-SLDRBs-ModifiedConf-List							ProtocolIE-ID ::= 337
id-SLDRBs-ModifiedConf-Item							ProtocolIE-ID ::= 338
id-UEAssistanceInformationEUTRA						ProtocolIE-ID ::= 339
id-PC5LinkAMBR										ProtocolIE-ID ::= 340
id-SL-PHY-MAC-RLC-Config							ProtocolIE-ID ::= 341
id-SL-ConfigDedicatedEUTRA-Info						ProtocolIE-ID ::= 342
id-AlternativeQoSParaSetList						ProtocolIE-ID ::= 343
id-CurrentQoSParaSetIndex							ProtocolIE-ID ::= 344
id-gNBCUMeasurementID								ProtocolIE-ID ::= 345
id-gNBDUMeasurementID								ProtocolIE-ID ::= 346
id-RegistrationRequest								ProtocolIE-ID ::= 347
id-ReportCharacteristics							ProtocolIE-ID ::= 348
id-CellToReportList									ProtocolIE-ID ::= 349
id-CellMeasurementResultList						ProtocolIE-ID ::= 350
id-HardwareLoadIndicator							ProtocolIE-ID ::= 351
id-ReportingPeriodicity								ProtocolIE-ID ::= 352
id-TNLCapacityIndicator								ProtocolIE-ID ::= 353
id-CarrierList										ProtocolIE-ID ::= 354
id-ULCarrierList									ProtocolIE-ID ::= 355
id-FrequencyShift7p5khz								ProtocolIE-ID ::= 356
id-SSB-PositionsInBurst								ProtocolIE-ID ::= 357
id-NRPRACHConfig									ProtocolIE-ID ::= 358
id-RAReportList										ProtocolIE-ID ::= 359
id-RLFReportInformationList							ProtocolIE-ID ::= 360
id-TDD-UL-DLConfigCommonNR							ProtocolIE-ID ::= 361
id-CNPacketDelayBudgetDownlink						ProtocolIE-ID ::= 362
id-ExtendedPacketDelayBudget						ProtocolIE-ID ::= 363
id-TSCTrafficCharacteristics						ProtocolIE-ID ::= 364
id-ReportingRequestType								ProtocolIE-ID ::= 365
id-TimeReferenceInformation							ProtocolIE-ID ::= 366
id-CNPacketDelayBudgetUplink						ProtocolIE-ID ::= 369
id-AdditionalPDCPDuplicationTNL-List				ProtocolIE-ID ::= 370
id-RLCDuplicationInformation						ProtocolIE-ID ::= 371
id-AdditionalDuplicationIndication					ProtocolIE-ID ::= 372
id-ConditionalInterDUMobilityInformation			ProtocolIE-ID ::= 373
id-ConditionalIntraDUMobilityInformation			ProtocolIE-ID ::= 374
id-targetCellsToCancel								ProtocolIE-ID ::= 375
id-requestedTargetCellGlobalID						ProtocolIE-ID ::= 376
id-ManagementBasedMDTPLMNList						ProtocolIE-ID ::= 377
id-TraceCollectionEntityIPAddress 					ProtocolIE-ID ::= 378
id-PrivacyIndicator									ProtocolIE-ID ::= 379
id-TraceCollectionEntityURI							ProtocolIE-ID ::= 380
id-mdtConfiguration									ProtocolIE-ID ::= 381
id-ServingNID										ProtocolIE-ID ::= 382
id-NPNBroadcastInformation							ProtocolIE-ID ::= 383
id-NPNSupportInfo									ProtocolIE-ID ::= 384
id-NID												ProtocolIE-ID ::= 385
id-AvailableSNPN-ID-List							ProtocolIE-ID ::= 386
id-SIB10-message									ProtocolIE-ID ::= 387
id-DLCarrierList									ProtocolIE-ID ::= 389
	id-ExtendedTAISliceSupportList					ProtocolIE-ID ::= 390
id-RequestedSRSTransmissionCharacteristics			ProtocolIE-ID ::= 391
id-PosAssistance-Information						ProtocolIE-ID ::= 392
id-PosBroadcast										ProtocolIE-ID ::= 393
id-RoutingID										ProtocolIE-ID ::= 394
id-PosAssistanceInformationFailureList				ProtocolIE-ID ::= 395
id-PosMeasurementQuantities							ProtocolIE-ID ::= 396
id-PosMeasurementResultList							ProtocolIE-ID ::= 397
id-TRPInformationTypeListTRPReq						ProtocolIE-ID ::= 398
id-TRPInformationTypeItem							ProtocolIE-ID ::= 399
id-TRPInformationListTRPResp						ProtocolIE-ID ::= 400
id-TRPInformationItem								ProtocolIE-ID ::= 401
id-LMF-MeasurementID								ProtocolIE-ID ::= 402
id-SRSType											ProtocolIE-ID ::= 403
id-ActivationTime									ProtocolIE-ID ::= 404
id-AbortTransmission								ProtocolIE-ID ::= 405
id-PositioningBroadcastCells						ProtocolIE-ID ::= 406
id-SRSConfiguration									ProtocolIE-ID ::= 407
id-PosReportCharacteristics							ProtocolIE-ID ::= 408
id-PosMeasurementPeriodicity						ProtocolIE-ID ::= 409
id-TRPList											ProtocolIE-ID ::= 410
id-RAN-MeasurementID								ProtocolIE-ID ::= 411
id-LMF-UE-MeasurementID								ProtocolIE-ID ::= 412
id-RAN-UE-MeasurementID								ProtocolIE-ID ::= 413
id-E-CID-MeasurementQuantities						ProtocolIE-ID ::= 414
id-E-CID-MeasurementQuantities-Item					ProtocolIE-ID ::= 415
id-E-CID-MeasurementPeriodicity						ProtocolIE-ID ::= 416
id-E-CID-MeasurementResult							ProtocolIE-ID ::= 417
id-Cell-Portion-ID									ProtocolIE-ID ::= 418
id-SFNInitialisationTime							ProtocolIE-ID ::= 419
id-SystemFrameNumber								ProtocolIE-ID ::= 420
id-SlotNumber										ProtocolIE-ID ::= 421
id-TRP-MeasurementRequestList						ProtocolIE-ID ::= 422
id-MeasurementBeamInfoRequest						ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics						ProtocolIE-ID ::= 424
id-ConfiguredTACIndication							ProtocolIE-ID ::= 425
id-Extended-GNB-CU-Name								ProtocolIE-ID ::= 426
id-Extended-GNB-DU-Name								ProtocolIE-ID ::= 427
id-F1CTransferPath									ProtocolIE-ID ::= 428
id-SFN-Offset										ProtocolIE-ID ::= 429
id-TransmissionStopIndicator						ProtocolIE-ID ::= 430
id-SrsFrequency										ProtocolIE-ID ::= 431
id-SCGIndicator										ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability						ProtocolIE-ID ::= 433
id-TRPType											ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource					ProtocolIE-ID ::= 435
id-PDCPTerminatingNodeDLTNLAddrInfo					ProtocolIE-ID ::= 436
id-ENBDLTNLAddress									ProtocolIE-ID ::= 437
id-PosMeasurementPeriodicityExtended				ProtocolIE-ID ::= 438
id-PRS-Resource-ID									ProtocolIE-ID ::= 439
id-LocationMeasurementInformation					ProtocolIE-ID ::= 440
id-SliceRadioResourceStatus							ProtocolIE-ID ::= 441
id-CompositeAvailableCapacity-SUL					ProtocolIE-ID ::= 442
id-SuccessfulHOReportInformationList				ProtocolIE-ID ::= 443
id-NR-U-Channel-List								ProtocolIE-ID ::= 444
id-NR-U												ProtocolIE-ID ::= 445
id-Coverage-Modification-Notification				ProtocolIE-ID ::= 446
id-CCO-Assistance-Information						ProtocolIE-ID ::= 447
id-Neighbor-node-CCO-Assistance-Information-List	ProtocolIE-ID ::= 448
id-CellsForSON-List									ProtocolIE-ID ::= 449
id-MIMOPRBusageInformation							ProtocolIE-ID ::= 450
id-gNB-CU-MBS-F1AP-ID								ProtocolIE-ID ::= 451
id-gNB-DU-MBS-F1AP-ID								ProtocolIE-ID ::= 452
id-MBS-Area-Session-ID								ProtocolIE-ID ::= 453
id-MBS-CUtoDURRCInformation							ProtocolIE-ID ::= 454
id-MBS-Session-ID									ProtocolIE-ID ::= 455
id-SNSSAI											ProtocolIE-ID ::= 456
id-MBS-Broadcast-NeighbourCellList					ProtocolIE-ID ::= 457
id-BroadcastMRBs-FailedToBeModified-List			ProtocolIE-ID ::= 458
id-BroadcastMRBs-FailedToBeModified-Item			ProtocolIE-ID ::= 459
id-BroadcastMRBs-FailedToBeSetup-List				ProtocolIE-ID ::= 460
id-BroadcastMRBs-FailedToBeSetup-Item				ProtocolIE-ID ::= 461
id-BroadcastMRBs-FailedToBeSetupMod-List			ProtocolIE-ID ::= 462
id-BroadcastMRBs-FailedToBeSetupMod-Item			ProtocolIE-ID ::= 463
id-BroadcastMRBs-Modified-List						ProtocolIE-ID ::= 464
id-BroadcastMRBs-Modified-Item						ProtocolIE-ID ::= 465
id-BroadcastMRBs-Setup-List							ProtocolIE-ID ::= 466
id-BroadcastMRBs-Setup-Item							ProtocolIE-ID ::= 467
id-BroadcastMRBs-SetupMod-List						ProtocolIE-ID ::= 468
id-BroadcastMRBs-SetupMod-Item						ProtocolIE-ID ::= 469
id-BroadcastMRBs-ToBeModified-List					ProtocolIE-ID ::= 470
id-BroadcastMRBs-ToBeModified-Item					ProtocolIE-ID ::= 471
id-BroadcastMRBs-ToBeReleased-List					ProtocolIE-ID ::= 472
id-BroadcastMRBs-ToBeReleased-Item					ProtocolIE-ID ::= 473
id-BroadcastMRBs-ToBeSetup-List						ProtocolIE-ID ::= 474
id-BroadcastMRBs-ToBeSetup-Item						ProtocolIE-ID ::= 475
id-BroadcastMRBs-ToBeSetupMod-List					ProtocolIE-ID ::= 476
id-BroadcastMRBs-ToBeSetupMod-Item					ProtocolIE-ID ::= 477
id-Supported-MBS-FSA-ID-List						ProtocolIE-ID ::= 478
id-UEIdentity-List-For-Paging-List 					ProtocolIE-ID ::= 479
id-UEIdentity-List-For-Paging-Item 					ProtocolIE-ID ::= 480
id-MBS-ServiceArea									ProtocolIE-ID ::= 481
id-MulticastMRBs-FailedToBeModified-List			ProtocolIE-ID ::= 482
id-MulticastMRBs-FailedToBeModified-Item			ProtocolIE-ID ::= 483
id-MulticastMRBs-FailedToBeSetup-List				ProtocolIE-ID ::= 484
id-MulticastMRBs-FailedToBeSetup-Item				ProtocolIE-ID ::= 485
id-MulticastMRBs-FailedToBeSetupMod-List			ProtocolIE-ID ::= 486
id-MulticastMRBs-FailedToBeSetupMod-Item			ProtocolIE-ID ::= 487
id-MulticastMRBs-Modified-List						ProtocolIE-ID ::= 488
id-MulticastMRBs-Modified-Item						ProtocolIE-ID ::= 489
id-MulticastMRBs-Setup-List							ProtocolIE-ID ::= 490
id-MulticastMRBs-Setup-Item							ProtocolIE-ID ::= 491
id-MulticastMRBs-SetupMod-List						ProtocolIE-ID ::= 492
id-MulticastMRBs-SetupMod-Item						ProtocolIE-ID ::= 493
id-MulticastMRBs-ToBeModified-List					ProtocolIE-ID ::= 494
id-MulticastMRBs-ToBeModified-Item					ProtocolIE-ID ::= 495
id-MulticastMRBs-ToBeReleased-List					ProtocolIE-ID ::= 496
id-MulticastMRBs-ToBeReleased-Item					ProtocolIE-ID ::= 497
id-MulticastMRBs-ToBeSetup-List						ProtocolIE-ID ::= 498
id-MulticastMRBs-ToBeSetup-Item						ProtocolIE-ID ::= 499
id-MulticastMRBs-ToBeSetupMod-List					ProtocolIE-ID ::= 500
id-MulticastMRBs-ToBeSetupMod-Item					ProtocolIE-ID ::= 501
id-MBSMulticastF1UContextDescriptor					ProtocolIE-ID ::= 502
id-MulticastF1UContext-ToBeSetup-List				ProtocolIE-ID ::= 503
id-MulticastF1UContext-ToBeSetup-Item				ProtocolIE-ID ::= 504
id-MulticastF1UContext-Setup-List					ProtocolIE-ID ::= 505
id-MulticastF1UContext-Setup-Item					ProtocolIE-ID ::= 506
id-MulticastF1UContext-FailedToBeSetup-List			ProtocolIE-ID ::= 507
id-MulticastF1UContext-FailedToBeSetup-Item			ProtocolIE-ID ::= 508
id-IABCongestionIndication							ProtocolIE-ID ::= 509
id-IABConditionalRRCMessageDeliveryIndication		ProtocolIE-ID ::= 510
id-F1CTransferPathNRDC								ProtocolIE-ID ::= 511
id-BufferSizeThresh 								ProtocolIE-ID ::= 512
id-IAB-TNL-Addresses-Exception						ProtocolIE-ID ::= 513
id-BAP-Header-Rewriting-Added-List					ProtocolIE-ID ::= 514
id-BAP-Header-Rewriting-Added-List-Item				ProtocolIE-ID ::= 515
id-Re-routingEnableIndicator						ProtocolIE-ID ::= 516
id-NonF1terminatingTopologyIndicator				ProtocolIE-ID ::= 517
id-EgressNonF1terminatingTopologyIndicator			ProtocolIE-ID ::= 518
id-IngressNonF1terminatingTopologyIndicator			ProtocolIE-ID ::= 519
id-rBSetConfiguration 								ProtocolIE-ID ::= 520
id-frequency-Domain-HSNA-Configuration-List			ProtocolIE-ID ::= 521
id-child-IAB-Nodes-NA-Resource-List					ProtocolIE-ID ::= 522
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id-uL-FreqInfo										ProtocolIE-ID ::= 524
id-uL-Transmission-Bandwidth						ProtocolIE-ID ::= 525
id-dL-FreqInfo										ProtocolIE-ID ::= 526
id-dL-Transmission-Bandwidth						ProtocolIE-ID ::= 527
id-uL-NR-Carrier-List								ProtocolIE-ID ::= 528
id-dL-NR-Carrier-List								ProtocolIE-ID ::= 529
id-nRFreqInfo										ProtocolIE-ID ::= 530
id-transmission-Bandwidth							ProtocolIE-ID ::= 531
id-nR-Carrier-List									ProtocolIE-ID ::= 532
id-Neighbour-Node-Cells-List						ProtocolIE-ID ::= 533
id-Serving-Cells-List								ProtocolIE-ID ::= 534
id-permutation										ProtocolIE-ID ::= 535
id-MDTPollutedMeasurementIndicator					ProtocolIE-ID ::= 536
id-M5ReportAmount 									ProtocolIE-ID ::= 537
id-M6ReportAmount 									ProtocolIE-ID ::= 538
id-M7ReportAmount 									ProtocolIE-ID ::= 539
id-SurvivalTime										ProtocolIE-ID ::= 540
id-PDCMeasurementPeriodicity						ProtocolIE-ID ::= 541
id-PDCMeasurementQuantities							ProtocolIE-ID ::= 542
id-PDCMeasurementQuantities-Item					ProtocolIE-ID ::= 543
id-PDCMeasurementResult								ProtocolIE-ID ::= 544
id-PDCReportType									ProtocolIE-ID ::= 545
id-RAN-UE-PDC-MeasID								ProtocolIE-ID ::= 546
id-SCGActivationRequest								ProtocolIE-ID ::= 547
id-SCGActivationStatus								ProtocolIE-ID ::= 548
id-PRSTRPList										ProtocolIE-ID ::= 549
id-PRSTransmissionTRPList							ProtocolIE-ID ::= 550
id-OnDemandPRS										ProtocolIE-ID ::= 551
id-AoA-SearchWindow									ProtocolIE-ID ::= 552
id-TRP-MeasurementUpdateList						ProtocolIE-ID ::= 553
id-ZoAInformation									ProtocolIE-ID ::= 554
id-ResponseTime										ProtocolIE-ID ::= 555
id-ARPLocationInfo									ProtocolIE-ID ::= 556
id-ARP-ID											ProtocolIE-ID ::= 557
id-MultipleULAoA									ProtocolIE-ID ::= 558
id-UL-SRS-RSRPP										ProtocolIE-ID ::= 559
id-SRSResourcetype									ProtocolIE-ID ::= 560
id-ExtendedAdditionalPathList						ProtocolIE-ID ::= 561
id-LoS-NLoSInformation								ProtocolIE-ID ::= 562
id-NumberOfTRPRxTEG									ProtocolIE-ID ::= 564
id-NumberOfTRPRxTxTEG								ProtocolIE-ID ::= 565
id-TRPTxTEGAssociation								ProtocolIE-ID ::= 566
id-TRPTEGInformation								ProtocolIE-ID ::= 567
id-TRPRx-TEGInformation								ProtocolIE-ID ::= 568
id-TRP-PRS-Info-List								ProtocolIE-ID ::= 569
id-PRS-Measurement-Info-List						ProtocolIE-ID ::= 570
id-PRSConfigRequestType								ProtocolIE-ID ::= 571
id-MeasurementTimeOccasion							ProtocolIE-ID ::= 573
id-MeasurementCharacteristicsRequestIndicator		ProtocolIE-ID ::= 574
id-UEReportingInformation							ProtocolIE-ID ::= 575
id-PosConextRevIndication							ProtocolIE-ID ::= 576
id-TRPBeamAntennaInformation						ProtocolIE-ID ::= 577
id-NRRedCapUEIndication 							ProtocolIE-ID ::= 578
id-Redcap-Bcast-Information							ProtocolIE-ID ::= 579
id-RANUEPagingDRX									ProtocolIE-ID ::= 580
id-CNUEPagingDRX									ProtocolIE-ID ::= 581
id-NRPagingeDRXInformation							ProtocolIE-ID ::= 582
id-NRPagingeDRXInformationforRRCINACTIVE			ProtocolIE-ID ::= 583
id-NR-TADV											ProtocolIE-ID ::= 584
id-QoEInformation									ProtocolIE-ID ::= 585
id-CG-SDTQueryIndication							ProtocolIE-ID ::= 586
id-SDT-MAC-PHY-CG-Config							ProtocolIE-ID ::= 587
id-CG-SDTKeptIndicator								ProtocolIE-ID ::= 588
id-CG-SDTindicatorSetup								ProtocolIE-ID ::= 589
id-CG-SDTindicatorMod								ProtocolIE-ID ::= 590
id-CG-SDTSessionInfoOld								ProtocolIE-ID ::= 591
id-SDTInformation									ProtocolIE-ID ::= 592
id-SDTRLCBearerConfiguration						ProtocolIE-ID ::= 593
id-FiveG-ProSeAuthorized							ProtocolIE-ID ::= 594
id-FiveG-ProSeUEPC5AggregateMaximumBitrate			ProtocolIE-ID ::= 595
id-FiveG-ProSePC5LinkAMBR	 						ProtocolIE-ID ::= 596
id-SRBMappingInfo									ProtocolIE-ID ::= 597
id-DRBMappingInfo									ProtocolIE-ID ::= 598
id-UuRLCChannelToBeSetupList						ProtocolIE-ID ::= 599
id-UuRLCChannelToBeModifiedList						ProtocolIE-ID ::= 600
id-UuRLCChannelToBeReleasedList						ProtocolIE-ID ::= 601
id-UuRLCChannelSetupList							ProtocolIE-ID ::= 602
id-UuRLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 603
id-UuRLCChannelModifiedList							ProtocolIE-ID ::= 604
id-UuRLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 605
id-UuRLCChannelRequiredToBeModifiedList				ProtocolIE-ID ::= 606
id-UuRLCChannelRequiredToBeReleasedList				ProtocolIE-ID ::= 607
id-PC5RLCChannelToBeSetupList						ProtocolIE-ID ::= 608
id-PC5RLCChannelToBeModifiedList					ProtocolIE-ID ::= 609
id-PC5RLCChannelToBeReleasedList					ProtocolIE-ID ::= 610
id-PC5RLCChannelSetupList							ProtocolIE-ID ::= 611
id-PC5RLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 612
id-PC5RLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 613
id-PC5RLCChannelRequiredToBeModifiedList			ProtocolIE-ID ::= 614
id-PC5RLCChannelRequiredToBeReleasedList			ProtocolIE-ID ::= 615
id-PC5RLCChannelModifiedList						ProtocolIE-ID ::= 616
id-SidelinkRelayConfiguration						ProtocolIE-ID ::= 617
id-UpdatedRemoteUELocalID							ProtocolIE-ID ::= 618
id-PathSwitchConfiguration							ProtocolIE-ID ::= 619
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message									ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626
id-SIB20-message									ProtocolIE-ID ::= 627
id-UE-MulticastMRBs-ToBeReleased-List				ProtocolIE-ID ::= 628
id-UE-MulticastMRBs-ToBeReleased-Item				ProtocolIE-ID ::= 629
id-UE-MulticastMRBs-ToBeSetup-List					ProtocolIE-ID ::= 630
id-UE-MulticastMRBs-ToBeSetup-Item					ProtocolIE-ID ::= 631
id-MulticastMBSSessionSetupList						ProtocolIE-ID ::= 632
id-MulticastMBSSessionRemoveList					ProtocolIE-ID ::= 633
id-PosMeasurementAmount								ProtocolIE-ID ::= 634
id-SDT-Termination-Request							ProtocolIE-ID ::= 635
id-pathPower										ProtocolIE-ID ::= 636
id-DU-RX-MT-RX-Extend								ProtocolIE-ID ::= 637
id-DU-TX-MT-TX-Extend								ProtocolIE-ID ::= 638
id-DU-RX-MT-TX-Extend								ProtocolIE-ID ::= 639
id-DU-TX-MT-RX-Extend								ProtocolIE-ID ::= 640
id-BAP-Header-Rewriting-Removed-List				ProtocolIE-ID ::= 641
id-BAP-Header-Rewriting-Removed-List-Item			ProtocolIE-ID ::= 642
id-SLDRXCycleList									ProtocolIE-ID ::= 643
id-TAINSAGSupportList								ProtocolIE-ID ::= 644
id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType							ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-InterFrequencyConfig-NoGap						ProtocolIE-ID ::= 651
id-MBSInterestIndication							ProtocolIE-ID ::= 652
id-UE-MulticastMRBs-ConfirmedToBeModified-List		ProtocolIE-ID ::= 653
id-UE-MulticastMRBs-ConfirmedToBeModified-Item		ProtocolIE-ID ::= 654
id-UE-MulticastMRBs-RequiredToBeModified-List		ProtocolIE-ID ::= 655
id-UE-MulticastMRBs-RequiredToBeModified-Item		ProtocolIE-ID ::= 656
id-UE-MulticastMRBs-RequiredToBeReleased-List		ProtocolIE-ID ::= 657
id-UE-MulticastMRBs-RequiredToBeReleased-Item		ProtocolIE-ID ::= 658
id-L571Info											ProtocolIE-ID ::= 659
id-L1151Info										ProtocolIE-ID ::= 660
id-SCS-480											ProtocolIE-ID ::= 661
id-SCS-960											ProtocolIE-ID ::= 662
id-SRSPortIndex										ProtocolIE-ID ::= 663
id-PEISubgroupingSupportIndication					ProtocolIE-ID ::= 664
id-NeedForGapsInfoNR								ProtocolIE-ID ::= 665
id-NeedForGapNCSGInfoNR								ProtocolIE-ID ::= 666
id-NeedForGapNCSGInfoEUTRA							ProtocolIE-ID ::= 667
id-procedure-code-668-not-to-be-used				ProtocolIE-ID ::= 668
id-procedure-code-669-not-to-be-used				ProtocolIE-ID ::= 669
id-procedure-code-670-not-to-be-used				ProtocolIE-ID ::= 670
id-Source-MRB-ID									ProtocolIE-ID ::= 671
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-RedCapIndication									ProtocolIE-ID ::= 673
id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= 678
id-UE-MulticastMRBs-Setup-List						ProtocolIE-ID ::= 679
id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList									ProtocolIE-ID ::= 707
id-DedicatedSIDeliveryIndication					ProtocolIE-ID ::= 708
id-Configured-BWP-List								ProtocolIE-ID ::= 709
id-Preconfigured-measurement-GAP-Request			ProtocolIE-ID ::= 710
id-BWP-Id											ProtocolIE-ID ::= 711
id-NetworkControlledRepeaterAuthorized				ProtocolIE-ID ::= 712
id-MT-SDT-Information								ProtocolIE-ID ::= 713
id-ExtendedResourceSymbolOffset						ProtocolIE-ID ::= 714
id-NeedForInterruptionInfoNR						ProtocolIE-ID ::= 715
id-SDT-Volume-Threshold								ProtocolIE-ID ::= 716
id-SupportedUETypeList								ProtocolIE-ID ::= 717
id-MusimCapabilityRestrictionIndication				ProtocolIE-ID ::= 718
id-duplicationIndication							ProtocolIE-ID ::= 719
id-LTMInformation-Setup								ProtocolIE-ID ::= 720
id-LTMConfigurationIDMappingList 					ProtocolIE-ID ::= 721
id-LTMInformation-Modify							ProtocolIE-ID ::= 722
id-LTMCells-ToBeReleased-List						ProtocolIE-ID ::= 723
id-LTMCells-ToBeReleased-Item						ProtocolIE-ID ::= 724
id-LTMConfiguration									ProtocolIE-ID ::= 725
id-EarlySyncInformation-Request						ProtocolIE-ID ::= 726
id-EarlySyncInformation								ProtocolIE-ID ::= 727
id-EarlySyncInformation-List						ProtocolIE-ID ::= 728
id-LTMCellSwitchInformation							ProtocolIE-ID ::= 729
id-DUtoCUTAInformation-List							ProtocolIE-ID ::= 730
id-Source-gNB-DU-ID									ProtocolIE-ID ::= 731
id-dRB-List											ProtocolIE-ID ::= 732
id-DeactivationIndication							ProtocolIE-ID ::= 733
id-RAReportIndicationList							ProtocolIE-ID ::= 734
id-ChannelOccupancyTimePercentageUL					ProtocolIE-ID ::= 735
id-SuccessfulPSCellChangeReportInformationList		ProtocolIE-ID ::= 736
id-RadioResourceStatusNR-U							ProtocolIE-ID ::= 737
id-FiveG-ProSeLayer2Multipath						ProtocolIE-ID ::= 738
id-FiveG-ProSeLayer2UEtoUERelay						ProtocolIE-ID ::= 739
id-FiveG-ProSeLayer2UEtoUERemote					ProtocolIE-ID ::= 740
id-PathAdditionInformation							ProtocolIE-ID ::= 741
id-Recommended-SSBs-List							ProtocolIE-ID ::= 742
id-Recommended-SSBs-for-Paging-List					ProtocolIE-ID ::= 743
id-SSBs-withinTheCell-tobe-Activated-List			ProtocolIE-ID ::= 744
id-Cells-With-SSBs-Activated-List					ProtocolIE-ID ::= 745
id-Cells-Allowed-to-be-Deactivated-List				ProtocolIE-ID ::= 746
id-Cells-Allowed-to-be-Deactivated-List-Item		ProtocolIE-ID ::= 747
id-Coverage-Modification-Cause						ProtocolIE-ID ::= 748
id-RANTSSRequestType								ProtocolIE-ID ::= 749
id-RANTimingSynchronisationStatusInfo				ProtocolIE-ID ::= 750
id-TSCTrafficCharacteristicsFeedback				ProtocolIE-ID ::= 751
id-RANfeedbacktype									ProtocolIE-ID ::= 752
id-Mobile-TRP-LocationInformation					ProtocolIE-ID ::= 753
id-Mobile-IAB-MT-UE-ID								ProtocolIE-ID ::= 754
id-Target-gNB-ID									ProtocolIE-ID ::= 755
id-Target-gNB-IP-address							ProtocolIE-ID ::= 756
id-Target-SeGW-IP-address							ProtocolIE-ID ::= 757
id-Activated-Cells-Mapping-List						ProtocolIE-ID ::= 758
id-Activated-Cells-Mapping-List-Item				ProtocolIE-ID ::= 759
id-F1SetupOutcome									ProtocolIE-ID ::= 760
id-RRC-Terminating-IAB-Donor-Related-Info			ProtocolIE-ID ::= 761
id-RRC-Terminating-IAB-Donor-gNB-ID					ProtocolIE-ID ::= 762
id-NCGI-to-be-Updated-List							ProtocolIE-ID ::= 763
id-NCGI-to-be-Updated-List-Item						ProtocolIE-ID ::= 764
id-Mobile-IAB-MTUserLocationInformation				ProtocolIE-ID ::= 765
id-MobileAccessPointLocation						ProtocolIE-ID ::= 766
id-AssociatedSessionID								ProtocolIE-ID ::= 767
id-IndicationMCInactiveReception					ProtocolIE-ID ::= 768
id-MulticastCU2DURRCInfo							ProtocolIE-ID ::= 769
id-MBSMulticastSessionReceptionState				ProtocolIE-ID ::= 770
id-F1UTunnelNotEstablished							ProtocolIE-ID ::= 771
id-MulticastDU2CURRCInfo							ProtocolIE-ID ::= 772
id-SIB24-message										ProtocolIE-ID ::= 773
id-MulticastCU2DUCommonRRCInfo						ProtocolIE-ID ::= 774
id-PDUSetQoSParameters								ProtocolIE-ID ::= 775
id-N6JitterInformation								ProtocolIE-ID ::= 776
id-ECNMarkingorCongestionInformationReportingRequest	ProtocolIE-ID ::= 777
id-ECNMarkingorCongestionInformationReportingStatus	ProtocolIE-ID ::= 778
id-NRA2XServicesAuthorized							ProtocolIE-ID ::= 779
id-LTEA2XServicesAuthorized							ProtocolIE-ID ::= 780
id-NRUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 781
id-LTEUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 782
id-NReRedCapUEIndication 							ProtocolIE-ID ::= 783
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE		ProtocolIE-ID ::= 785
id-SCPAC-Request									ProtocolIE-ID ::= 786
id-Target-F1-Terminating-Donor-gNB-ID				ProtocolIE-ID ::= 787
id-MobileIAB-Barred									ProtocolIE-ID ::= 788
id-Broadcast-MRBs-Transport-Request-List 			ProtocolIE-ID ::= 789
id-Broadcast-MRBs-Transport-Request-Item			ProtocolIE-ID ::= 790
id-S-CPACLowerLayerReferenceConfigRequest			ProtocolIE-ID ::= 791
id-S-CPAC-Configuration								ProtocolIE-ID ::= 792
id-MusimCandidateBandList							ProtocolIE-ID ::= 793
[bookmark: OLE_LINK72]id-DLLBTFailureInformationRequest					ProtocolIE-ID ::= 794
id-DLLBTFailureInformationList						ProtocolIE-ID ::= 795
id-PSIbasedSDUdiscardUL								ProtocolIE-ID ::= 796
id-SIB22-message 									ProtocolIE-ID ::= 797
id-CUtoDUTAInformation-List							ProtocolIE-ID ::= 798
id-U2URLCChannelQoS								ProtocolIE-ID ::= 799
id-SL-PHY-MAC-RLC-ConfigExt							ProtocolIE-ID ::= 800
id-SLPositioning-Ranging-Service-Info				ProtocolIE-ID ::= 801
id-TimeWindowInformation-SRS-List					ProtocolIE-ID ::= 802
id-TimeWindowInformation-Measurement-List			ProtocolIE-ID ::= 803
id-UL-RSCP											ProtocolIE-ID ::= 804
id-BW-Aggregation-Request-Indication				ProtocolIE-ID ::= 805
id-ReportingGranularitykminus1						ProtocolIE-ID ::= 806
id-ReportingGranularitykminus2						ProtocolIE-ID ::= 807
id-ReportingGranularitykminus1additionalpath		ProtocolIE-ID ::= 808
id-ReportingGranularitykminus2additionalpath		ProtocolIE-ID ::= 809
id-TimingReportingGranularityFactorExtended			ProtocolIE-ID ::= 810
id-SRSPosRRCInactiveValidityAreaConfig				ProtocolIE-ID ::= 811
id-PosValidityAreaCellList							ProtocolIE-ID ::= 812
id-SRSReservationType							ProtocolIE-ID ::= 813
id-SymbolIndex										ProtocolIE-ID ::= 814
id-PRSBandwidthAggregationRequestIndication			ProtocolIE-ID ::= 815
id-AggregatedPosSRSResourceIDList					ProtocolIE-ID ::= 816
id-AggregatedPRSResourceSetList						ProtocolIE-ID ::= 817
id-PhaseQuality										ProtocolIE-ID ::= 818
id-MeasuredFrequencyHops							ProtocolIE-ID ::= 819
id-TxHoppingConfiguration							ProtocolIE-ID ::= 820
id-ReportingGranularitykminus3						ProtocolIE-ID ::= 821
id-ReportingGranularitykminus4						ProtocolIE-ID ::= 822
id-ReportingGranularitykminus5						ProtocolIE-ID ::= 823
id-ReportingGranularitykminus6						ProtocolIE-ID ::= 824
id-ReportingGranularitykminus3additionalpath		ProtocolIE-ID ::= 825
id-ReportingGranularitykminus4additionalpath		ProtocolIE-ID ::= 826
id-ReportingGranularitykminus5additionalpath		ProtocolIE-ID ::= 827
id-ReportingGranularitykminus6additionalpath		ProtocolIE-ID ::= 828
id-AggregatedPosSRSResourceSetList					ProtocolIE-ID ::= 829
id-RequestedSRSPreconfigurationCharacteristics-List	ProtocolIE-ID ::= 830
id-SRSPreconfiguration-List							ProtocolIE-ID ::= 831
id-SRSInformation									ProtocolIE-ID ::= 832
id-ValidityAreaSpecificSRSInformation				ProtocolIE-ID ::= 833
id-NRARFCN											ProtocolIE-ID ::=1500
id-StartPosition  									ProtocolIE-ID ::=1501



END
-- ASN1STOP 
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-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

F1AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	Presence,
	PrivateIE-ID,
	ProtocolExtensionID,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes
	maxPrivateIEs,
	maxProtocolExtensions,
	maxProtocolIEs

FROM F1AP-Constants;

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

F1AP-PROTOCOL-IES ::= CLASS {
	&id				ProtocolIE-ID 					UNIQUE,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

F1AP-PROTOCOL-IES-PAIR ::= CLASS {
	&id					ProtocolIE-ID 				UNIQUE,
	&firstCriticality	Criticality,
	&FirstValue,
	&secondCriticality	Criticality,
	&SecondValue,
	&presence			Presence
}
WITH SYNTAX {
	ID				&id
	FIRST CRITICALITY		&firstCriticality
	FIRST TYPE				&FirstValue
	SECOND CRITICALITY		&secondCriticality
	SECOND TYPE				&SecondValue
	PRESENCE				&presence
}

-- **************************************************************
--
-- Class Definition for Protocol Extensions
--
-- **************************************************************

F1AP-PROTOCOL-EXTENSION ::= CLASS {
	&id				ProtocolExtensionID			UNIQUE,
	&criticality	Criticality,
	&Extension,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	EXTENSION		&Extension
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Private IEs
--
-- **************************************************************

F1AP-PRIVATE-IES ::= CLASS {
	&id				PrivateIE-ID,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Container for Protocol IEs
--
-- **************************************************************

ProtocolIE-Container {F1AP-PROTOCOL-IES : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {F1AP-PROTOCOL-IES : IEsSetParam} ::= 
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {F1AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {
	id				F1AP-PROTOCOL-IES.&id				({IEsSetParam}),
	criticality		F1AP-PROTOCOL-IES.&criticality		({IEsSetParam}{@id}),
	value			F1AP-PROTOCOL-IES.&Value			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol IE Pairs
--
-- **************************************************************

ProtocolIE-ContainerPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {
	id					F1AP-PROTOCOL-IES-PAIR.&id					({IEsSetParam}),
	firstCriticality	F1AP-PROTOCOL-IES-PAIR.&firstCriticality	({IEsSetParam}{@id}),
	firstValue			F1AP-PROTOCOL-IES-PAIR.&FirstValue			({IEsSetParam}{@id}),
	secondCriticality	F1AP-PROTOCOL-IES-PAIR.&secondCriticality	({IEsSetParam}{@id}),
	secondValue			F1AP-PROTOCOL-IES-PAIR.&SecondValue			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol Extensions
--
-- **************************************************************

ProtocolExtensionContainer {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 
	SEQUENCE (SIZE (1..maxProtocolExtensions)) OF
	ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {
	id					F1AP-PROTOCOL-EXTENSION.&id				({ExtensionSetParam}),
	criticality			F1AP-PROTOCOL-EXTENSION.&criticality	({ExtensionSetParam}{@id}),
	extensionValue		F1AP-PROTOCOL-EXTENSION.&Extension		({ExtensionSetParam}{@id})
}

-- **************************************************************
--
-- Container for Private IEs
--
-- **************************************************************

PrivateIE-Container {F1AP-PRIVATE-IES : IEsSetParam } ::= 
	SEQUENCE (SIZE (1.. maxPrivateIEs)) OF
	PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {F1AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {
	id					F1AP-PRIVATE-IES.&id				({IEsSetParam}),
	criticality			F1AP-PRIVATE-IES.&criticality		({IEsSetParam}{@id}),
	value				F1AP-PRIVATE-IES.&Value				({IEsSetParam}{@id})
}

END
-- ASN1STOP 


//****** End of Change ******//
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//****** Beginning of Change ******//
8.2.4	Retrieve UE Context
[bookmark: _CR8_2_4_1][bookmark: _Toc20955064][bookmark: _Toc29991251][bookmark: _Toc36555651][bookmark: _Toc44497314][bookmark: _Toc45107702][bookmark: _Toc45901322][bookmark: _Toc51850401][bookmark: _Toc56693404][bookmark: _Toc64446947][bookmark: _Toc66286441][bookmark: _Toc74151136][bookmark: _Toc88653608][bookmark: _Toc97903964][bookmark: _Toc98867977][bookmark: _Toc105174261][bookmark: _Toc106109098][bookmark: _Toc113824919][bookmark: _Toc155959575]8.2.4.1	General
The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer, or to request for small data transmission. The procedure can also be used to transfer the authorization status information of the mobile IAB-node.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_4_2][bookmark: _Toc20955065][bookmark: _Toc29991252][bookmark: _Toc36555652][bookmark: _Toc44497315][bookmark: _Toc45107703][bookmark: _Toc45901323][bookmark: _Toc51850402][bookmark: _Toc56693405][bookmark: _Toc64446948][bookmark: _Toc66286442][bookmark: _Toc74151137][bookmark: _Toc88653609][bookmark: _Toc97903965][bookmark: _Toc98867978][bookmark: _Toc105174262][bookmark: _Toc106109099][bookmark: _Toc113824920][bookmark: _Toc155959576]8.2.4.2	Successful Operation


[bookmark: _CRFigure8_2_4_21]Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23].
If the Index to RAT/Frequency Selection Priority IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall store this information and use it as defined in TS 23.501 [7].
If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the new NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the new NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the new NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the new NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration and if the new NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the new NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
If the Area Scope IE is not present in the MDT Configuration IE, the new NG-RAN node shall consider that the MDT Configuration is applied to all PLMNs indicated in the MDT PLMN List, as described in TS 32.422 [23].
For each QoS flow in the RETRIEVE UE CONTEXT RESPONSE message, if the QoS Monitoring Request IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and shall, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [7]. If the QoS Monitoring Reporting Frequency IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and shall, if supported, use it for RAN part delay reporting. For each QoS Flow, if the PDU Set QoS Parameters IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall, if supported, use it as specified in TS 23.501 [7].
For each QoS flow which has been successfully established in the new NG-RAN node, if the ECN Marking or Congestion Information Reporting Request IE is included in the PDU Session Resources To Be Setup List IE contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it accordingly for the specific QoS flow.
If the 5GC Mobility Restriction List Container IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store this information in the UE context and use it as specified in TS 38.300 [9].
[bookmark: _Toc20955066][bookmark: _Toc29991253][bookmark: _Toc36555653]V2X:
-	If the NR V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the LTE V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.
-	If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
A2X:
-	If the NR A2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
[bookmark: _Hlk151452591]-	If the LTE A2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
[bookmark: _Hlk151452601]-	If the NR A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the UE Context Information – Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR A2X services.
-	If the LTE A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the UE Context Information – Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE A2X services.
-	If the A2X PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.256 [56].
5G ProSe:
-	If the 5G ProSe Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the UE Context Information – Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.
-	If the 5G ProSe PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.304 [48].
If the PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.287 [38].
Ranging and SL Positioning Services:
-	If the Ranging and Sidelink Positioning Authorized IE, within the Ranging and Sidelink Positioning Services Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message and set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the Ranging and Sidelink Positioning services.
[bookmark: _Hlk43279050]In case of RRC Re-establishment, the old NG-RAN may include the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message. Upon reception of the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store the collected information and use it for future handover preparations.
If the UE Radio Capability ID IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG- RAN node shall, if supported store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
[bookmark: _Hlk511822262]If the Aerial UE Subscription Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG- RAN node shall, if supported, store this information in the UE context and use it as defined in TS 38.300 [9].
[bookmark: _Toc44497316][bookmark: _Toc45107704][bookmark: _Toc45901324][bookmark: _Toc51850403][bookmark: _Toc56693406][bookmark: _Toc64446949][bookmark: _Toc66286443][bookmark: _Toc74151138][bookmark: _Toc88653610][bookmark: _Toc97903966][bookmark: OLE_LINK38]If the Management Based MDT PLMN List IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store it in the UE context, and use this information to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [23].
If the MBS Session Information List IE is included in the UE Context Information – Retrieve UE Context Response IE contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use this information to establish an NG-RAN MBS session resources context, if applicable.
If the RETRIEVE UE CONTEXT RESPONSE message includes the MBS Area Session ID IE, the new NG-RAN node shall, if supported, use this information as an indication in which MBS Area Session ID the UE has been suspended. For each MBS session for which the Active MBS Session Information IE is included in the MBS Session Information Item IE, the new NG-RAN node shall, if supported, use this information to setup respective MBS session resources. The new NG-RAN node shall, if supported, consider that the MBS sessions for which the Active MBS Session Information IE is not included are inactive.
If the IAB Node Indication IE set to "true" is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, consider that the procedure is performed for an IAB-node. In addition:
-	If the No PDU Session Indication IE set to "true" is contained in the UE Context Information – Retrieve UE Context Response IE of the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, consider the UE as an IAB-node which does not have any PDU sessions activated, and ignore the PDU Session Resources To Be Setup List IE in the UE Context Information – Retrieve UE Context Response IE, and shall not take any action with respect to PDU session setup.
If the Time Synchronisation Assistance Information IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [7].
If the QMC Configuration Information IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, take it into account for QoE measurements handling, as described in TS 38.300 [9].
If the Assistance Information for QoE Measurement IE is included in the UE Application Layer Measurement Configuration Information IE within the QMC Configuration Information IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node may store this information and consider it for controlling the UE reporting when the new NG-RAN node is overloaded, as described in TS 38.300 [9].
If the SDT Support Request IE is included in the RETRIEVE UE CONTEXT REQUEST message, the old NG-RAN node shall, if supported, consider that the UE has requested for SDT as defined in TS 38.300 [9].
If the UE Slice Maximum Bit Rate List IE is contained in RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store the received UE Slice Maximum Bit Rate List in the UE context, and use the received UE Slice Maximum Bit Rate value for each S-NSSAI for the concerned UE as specified in TS 23.501 [7].
If the Positioning Information IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, take it into account to allocate proper SRS resources and make corresponding response to LMF when positioning a UE.
If the SRS Preconfiguration Activation Request IE set to "SRSRequested" is included in the RETRIEVE UE CONTEXT REQUEST message, the old NG-RAN node shall, if supported, includes the Requested SRS Preconfiguration Characteristics IE within the Requested SRS Preconfiguration IE in the RETRIEVE UE CONTEXT RESPONSE message.

If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collection in PNI-NPN. Upon reception of the PNI-NPN Area Scope of MDT IE, the new NG-RAN node shall consider that the area scope for MDT measurement collections of PNI-NPN areas is defined only by the areas included in the PNI-NPN Area Scope of MDT IE.
If the UE is a mobile IAB-node, the old NG-RAN node shall include the Mobile IAB Authorization Status IE in the RETRIEVE UE CONTEXT RESPONSE message. If the Mobile IAB Authorization Status IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, consider that the UE is a mobile IAB-node, then store it and use it accordingly as defined in TS 38.401 [2].
Interaction with the Retrieve UE Context Confirm procedure
If the UE Context Reference at the S-NG-RAN node IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node may use it to establish dual connectivity with the S-NG-RAN node and shall trigger the Retrieve UE Context Confirm procedure to the old NG-RAN node when the UE successfully resumes on the new NG-RAN node.
[bookmark: _CR8_2_4_3][bookmark: _Toc98867979][bookmark: _Toc105174263][bookmark: _Toc106109100][bookmark: _Toc113824921][bookmark: _Toc155959577]8.2.4.3	Unsuccessful Operation


[bookmark: _CRFigure8_2_4_31]Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation
If the old NG-RAN node is not able to identify the UE context by means of the UE Context ID, or if the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message is not valid, or, if it decides not to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT FAILURE message.
If the old NG-RAN node decides to keep the UE context in case of periodic RNAU or in case of RACH based SDT, it shall store the Allocated C-RNTI IE and the Access PCI IE in the UE Context ID IE, as described in TS 38.300 [9].
If the Old NG-RAN node to New NG-RAN node Resume Container IE is included in the RETRIEVE UE CONTEXT FAILURE message, the new NG-RAN node should transparently forward the content of this IE to the UE as described in TS 38.300 [9].
If the SRS Preconfiguration Activation Request IE set to "true" is included in the RETRIEVE UE CONTEXT REQUEST message, the old NG-RAN node shall, if supported, includes the Requested SRS Preconfiguration IE in the RETRIEVE UE CONTEXT FAILURE message with the appropriate value for the Cause IE.

Interaction with Partial UE Context Transfer procedure
In case of RACH based SDT, if the old NG-RAN node decides to not transfer/relocate the UE Context to the new NG-RAN node, it may trigger the Partial UE Context Transfer procedure as specified in TS 38.300 [9]. After the old NG-RAN node has decided to end the SDT session, it shall terminate the Retrieve UE Context procedure by sending the RETRIEVE UE CONTEXT FAILURE message.
[bookmark: _CR8_2_4_4][bookmark: _Toc20955067][bookmark: _Toc29991254][bookmark: _Toc36555654][bookmark: _Toc44497317][bookmark: _Toc45107705][bookmark: _Toc45901325][bookmark: _Toc51850404][bookmark: _Toc56693407][bookmark: _Toc64446950][bookmark: _Toc66286444][bookmark: _Toc74151139][bookmark: _Toc88653611][bookmark: _Toc97903967][bookmark: _Toc98867980][bookmark: _Toc105174264][bookmark: _Toc106109101][bookmark: _Toc113824922][bookmark: _Toc155959578]8.2.4.4	Abnormal Conditions
[bookmark: OLE_LINK108]If both the PNI-NPN Area Scope of MDT IE and the Area Scope of MDT-NR IE are included in the MDT Configuration-NR IE in the RETRIEVE UE CONTEXT RESPONSE message, and the Area Scope of MDT-NR IE is set to "PNI-NPN based", the new NG-RAN node shall, if supported, use the Area Scope of MDT-NR IE to derive the MDT area scope for MDT measurement collection in PNI-NPN areas, and ignore the PNI-NPN Area Scope of MDT IE.
If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE in the RETRIEVE UE CONTEXT RESPONSE message, and the Area Scope of MDT-NR IE is not included, the target NG-RAN node shall ignore the PNI-NPN Area Scope of MDT IE, and consider that the MDT Configuration for NR is applied to all PLMNs indicated in the MDT PLMN List described in TS 32.422 [23].
//****** Next of Change ******//
[bookmark: _Toc98868019][bookmark: _Toc105174303][bookmark: _Toc106109140][bookmark: _Toc113824961][bookmark: _Toc155959617]8.2.13	Partial UE Context Transfer
[bookmark: _CR8_2_13_1][bookmark: _Toc98868020][bookmark: _Toc105174304][bookmark: _Toc106109141][bookmark: _Toc113824962][bookmark: _Toc155959618]8.2.13.1	General
The purpose of the Partial UE Context Transfer procedure is to partially transfer the UE context from the old NG-RAN node to the new NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_13_2][bookmark: _Toc98868021][bookmark: _Toc105174305][bookmark: _Toc106109142][bookmark: _Toc113824963][bookmark: _Toc155959619]8.2.13.2	Successful Operation


[bookmark: _CRFigure8_2_13_21]Figure 8.2.13.2-1: Partial UE Context Transfer, successful operation
The old NG-RAN node initiates the procedure by sending the PARTIAL UE CONTEXT TRANSFER message to the new NG-RAN node.
If the new NG-RAN node is able to accept the SDT session without anchor relocation, it shall, if supported, respond to the old NG-RAN node with the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.
If the Partial UE Context Information for SDT IE is included in the PARTIAL UE CONTEXT TRANSFER message, the new NG-RAN node may include data forwarding related information in the SDT Data Forwarding DRB List IE in the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.
If the Partial UE Context Information for Positioning IE is contained in the PARTIAL UE CONTEXT TRANSFER message, the new NG-RAN node may take it into account to allocate proper SRS resources and include the SRS Configuration IE in the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.
If the Requested SRS Preconfiguration Characteristics IE within the Requested SRS Preconfiguration IE is included in the PARTIAL UE CONTEXT TRANSFER message, the new NG-RAN node may take it into account to allocate proper SRS resources and resources and make corresponding response to LMF when positioning a UE.

[bookmark: _CR8_2_13_3][bookmark: _Toc98868022][bookmark: _Toc105174306][bookmark: _Toc106109143][bookmark: _Toc113824964][bookmark: _Toc155959620]8.2.13.3	Unsuccessful Operation


[bookmark: _CRFigure8_2_13_31]Figure 8.2.13.3-1: Partial UE Context Transfer, unsuccessful operation
If the new NG-RAN is not able to accept the SDT session without anchor relocation, it shall respond to the old NG-RAN node with the PARTIAL UE CONTEXT TRANSFER FAILURE message.
[bookmark: _CR8_2_13_4][bookmark: _Toc98868023][bookmark: _Toc105174307][bookmark: _Toc106109144][bookmark: _Toc113824965][bookmark: _Toc155959621]8.2.13.4	Abnormal Condition
Void.



//****** Next of Change ******//

[bookmark: _Toc20955187][bookmark: _Toc29991382][bookmark: _Toc36555782][bookmark: _Toc44497489][bookmark: _Toc45107877][bookmark: _Toc45901497][bookmark: _Toc51850576][bookmark: _Toc56693579][bookmark: _Toc64447122][bookmark: _Toc66286616][bookmark: _Toc74151311][bookmark: _Toc88653783][bookmark: _Toc97904139][bookmark: _Toc98868204][bookmark: _Toc105174488][bookmark: _Toc106109325][bookmark: _Toc113825146][bookmark: _Toc155959816]9.1.1.8	RETRIEVE UE CONTEXT REQUEST
This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:
Corresponds to information provided
either in the resumeMAC-I either contained in the RRCResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])
or in the shortResumeMAC-I in the RRCConnectionResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:
Corresponds to information provided
either in the shortMAC-I contained in the RRCReestablishmentRequest message as defined in TS 38.331 [10])
or in the shortMAC-I in the RRCConnectionReestablishmentRequest message as defined in TS 36.331 [14]).
RRC Resume for UP CIoT Optimization:
Corresponds to information provided in the shortResumeMAC-I in the RRCConnectionResumeRequest message or the RRCConnectionResumeRequest-NB message as defined in TS 36.331 [14].
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity
9.2.2.9
	RRC Resume:
Corresponds to information provided either in the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or in the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].
RRC Reestablishment:
Corresponds to information provided in the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or in the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14].
RRC Resume for UP CIoT Optimization:
Corresponds to information provided either in the cellIdentity within the VarShortResumeMAC-Input or the VarShortResumeMAC-Input-NB as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains information provided in the resumeCause by the UE in the RRCResumeRequest or the RRCResumeRequest1 message, as defined in TS 38.331 [10],
or information provided in the resumeCause-r15 in the RRCConnectionResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	SDT Support Request
	O
	
	9.2.3.163
	
	YES
	ignore

	SRS Preconfiguration Activation Request
	O
	
	(true, SRSRequested, …)
	
	YES
	ignore



[bookmark: _CR9_1_1_9][bookmark: _Toc20955188][bookmark: _Toc29991383][bookmark: _Toc36555783][bookmark: _Toc44497490][bookmark: _Toc45107878][bookmark: _Toc45901498][bookmark: _Toc51850577][bookmark: _Toc56693580][bookmark: _Toc64447123][bookmark: _Toc66286617][bookmark: _Toc74151312][bookmark: _Toc88653784][bookmark: _Toc97904140][bookmark: _Toc98868205][bookmark: _Toc105174489][bookmark: _Toc106109326][bookmark: _Toc113825147][bookmark: _Toc155959817]9.1.1.9	RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information – Retrieve UE Context Response
	M
	
	9.2.1.13
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	–
	

	Time Synchronisation Assistance Information 
	O
	
	9.2.3.153
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.2.3.156
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.2.3.159
	
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.2.3.160
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Aerial UE Subscription Information
	O
	
	9.2.3.175
	
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.2.3.176
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.2.3.177
	
	YES
	ignore

	A2X PC5 QoS Parameters
	O
	
	9.2.3.178
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	Mobile IAB Authorization Status
	O
	
	9.2.2.105
	
	YES
	reject

	Ranging and Sidelink Positioning Services Information
	O
	
	9.2.3.208
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore

	Requested SRS Preconfiguration
	O
	
	9.2.3.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.



[bookmark: _CR9_1_1_10][bookmark: _Toc20955189][bookmark: _Toc29991384][bookmark: _Toc36555784][bookmark: _Toc44497491][bookmark: _Toc45107879][bookmark: _Toc45901499][bookmark: _Toc51850578][bookmark: _Toc56693581][bookmark: _Toc64447124][bookmark: _Toc66286618][bookmark: _Toc74151313][bookmark: _Toc88653785][bookmark: _Toc97904141][bookmark: _Toc98868206][bookmark: _Toc105174490][bookmark: _Toc106109327][bookmark: _Toc113825148][bookmark: _Toc155959818]9.1.1.10	RETRIEVE UE CONTEXT FAILURE
This message is sent by the old NG-RAN node to inform the new NG-RAN node that the Retrieve UE Context procedure has failed.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node To New NG-RAN node Resume Container
	O
	
	OCTET STRING
	[bookmark: _Hlk518574461][bookmark: _Hlk517180145]Includes either the RRCRelease message as defined in TS 38.331 [10], or the RRCConnectionRelease message as defined in TS 36.331 [14], encapsulated in a PDCP-C PDU.
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Requested SRS Preconfiguration
	O
	
	9.2.3.xxx
	
	YES
	ignore



//****** Next of Change ******//
[bookmark: _Toc98868213][bookmark: _Toc105174497][bookmark: _Toc106109334][bookmark: _Toc113825155][bookmark: _Toc155959825]9.1.1.17	PARTIAL UE CONTEXT TRANSFER
This message is sent by the old NG-RAN node to transfer part of the UE Context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node.
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node.
	YES
	ignore

	Partial UE Context Information for SDT
	M
	
	9.2.3.164
	
	YES
	ignore

	Partial UE Context Information for Positioning
	O
	
	9.2.3.173
	
	YES 
	ignore

	Requested SRS Preconfiguration
	O
	
	9.2.3.xxx
	
	YES
	ignore



//****** Next of Change ******//
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The purpose of the Cause IE is to indicate the reason for a particular event for the XnAP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(
Cell not Available,
Handover Desirable for Radio Reasons,
Handover Target not Allowed,
Invalid AMF Set ID,
No Radio Resources Available in Target Cell,
Partial Handover,
Reduce Load in Serving Cell,
Resource Optimisation Handover,
Time Critical Handover,
TXnRELOCoverall Expiry,
TXnRELOCprep Expiry,
Unknown GUAMI ID,
Unknown Local NG-RAN node UE XnAP ID,
Inconsistent Remote NG-RAN node UE XnAP ID,
Encryption And/Or Integrity Protection Algorithms Not Supported,
Multiple PDU Session ID Instances,
Unknown PDU Session ID,
Unknown QoS Flow ID,
Multiple QoS Flow ID Instances,
Switch Off Ongoing,
Not supported 5QI value,
TXnDCoverall Expiry,
TXnDCprep Expiry,
Action Desirable for Radio Reasons,
Reduce Load,
Resource Optimisation,
Time Critical action,
Target not Allowed,
No Radio Resources Available,
Invalid QoS combination,
Encryption Algorithms Not Supported,
Procedure cancelled,
RRM purpose,
Improve User Bit Rate,
User Inactivity,
Radio Connection With UE Lost,
Failure in the Radio Interface Procedure,
Bearer Option not Supported,
UP integrity protection not possible, UP confidentiality protection not possible,
Resources not available for the slice(s),
UE Maximum integrity protected data rate reason,
CP Integrity Protection Failure,
UP Integrity Protection Failure,
Slice(s) not supported by NG-RAN,
MN Mobility,
SN Mobility,
Count reaches max value,
Unknown Old NG-RAN node UE XnAP ID,
PDCP Overload,
DRB ID not available,
Unspecified,
…,
UE Context ID not known, Non-relocation of context, CHO-CPC resources to be changed,
RSN not available for the UP,
NPN access denied,
Report Characteristics Empty,
Existing Measurement ID,
Measurement Temporarily not Available,
Measurement not Supported For The Object,
UE Power Saving,
Not existing NG-RAN node2 Measurement ID, Insufficient UE Capabilities, Normal Release,
Value out of allowed range, SCG activation deactivation failure, SCG deactivation failure due to data transmission, SSB not Available, LTM Triggered, No Backhaul Resource, mIAB-node not authorized, Preconfigured SRS activation)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,
Unspecified,
…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified, …)
	



The meaning of the different cause values is specified in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question.

	Invalid AMF Set ID
	The target NG-RAN node doesn’t belong to the same AMF Set of the source NG-RAN node, i.e. NG handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target NG-RAN node did not admit all PDU Sessions included in the HANDOVER REQUEST and the source NG-RAN node estimated service continuity for the UE would be better by not proceeding with handover towards this particular target NG-RAN node.

	Reduce Load in Serving Cell
	Load in serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Value out of allowed range
	The action failed because the proposed Handover Trigger parameter change in the NG-RAN node2 Proposed Mobility Parameters IE is too low or too high.

	Time Critical Handover
	Handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TXnRELOCoverall Expiry
	The reason for the action is expiry of timer TXnRELOCoverall.

	TXnRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TXnRELOCprep expires.

	Unknown GUAMI ID
	The target NG-RAN node belongs to the same AMF Set of the source NG-RAN node and recognizes the AMF Set ID. However, the GUAMI value is unknown to the target NG-RAN node.

	Unknown Local NG-RAN node UE XnAP ID 
	The action failed because the receiving NG-RAN node does not recognise the local NG-RAN node UE XnAP ID.

	Inconsistent Remote NG-RAN node UE XnAP ID
	The action failed because the receiving NG-RAN node considers that the received remote NG-RAN node UE XnAP ID is inconsistent..

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target NG-RAN node is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	Multiple PDU Session ID Instances
	The action failed because multiple instances of the same PDU Session had been provided to the NG-RAN node.

	Unknown PDU Session ID
	The action failed because the PDU Session ID is unknown in the NG-RAN node.

	Unknown QoS Flow ID
	The action failed because the QoS Flow ID is unknown in the NG-RAN node.

	Multiple QoS Flow ID Instances
	The action failed because multiple instances of the same QoS flow had been provided to the NG-RAN node.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving NG-RAN node in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported 5QI value
	The action failed because the requested 5QI is not supported.

	TXnDCoverall Expiry
	The reason for the action is expiry of timer TXnDCoverall.

	TXnDCprep Expiry
	The reason for the action is expiry of timer TXnDCprep

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.
In the current version of this specification applicable for Dual Connectivity only.

	Reduce Load
	Load in the cell(group) served by the requesting node needs to be reduced.
In the current version of this specification applicable for Dual Connectivity only.

	Resource Optimisation
	The reason for requesting this action is to improve the load distribution with the neighbour cells.
In the current version of this specification applicable for Dual Connectivity only.

	Time Critical action
	The action is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where radio resources are likely to be dropped if the requested action is not performed.
In the current version of this specification applicable for Dual Connectivity only.

	Target not Allowed
	Requested action towards the indicated target cell is not allowed for the UE in question.
In the current version of this specification applicable for Dual Connectivity only.

	No Radio Resources Available
	The cell(s) in the requested node don’t have sufficient radio resources available.
In the current version of this specification applicable for Dual Connectivity only.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.
In the current version of this specification applicable for Dual Connectivity only.

	Encryption Algorithms Not Supported
	The requested NG-RAN node is unable to support any of the encryption algorithms supported by the UE.
In the current version of this specification applicable for Dual Connectivity only.

	Procedure cancelled
	The sending node cancelled the procedure due to other urgent actions to be performed.
In the current version of this specification applicable for Dual Connectivity only.

	RRM purpose
	The procedure is initiated due to node internal RRM purposes.
In the current version of this specification applicable for Dual Connectivity only.

	Improve User Bit Rate
	The reason for requesting this action is to improve the user bit rate.
In the current version of this specification applicable for Dual Connectivity only.

	User Inactivity
	The action is requested due to user inactivity on all PDU Sessions. The action may be performed on several levels:
-	on UE Context level, if NG is requested to be released in order to optimise the radio resources; or S-NG-RAN node didn’t see activity on the PDU session recently.
-	on PDU Session Resource or DRB or QoS flow level, e.g. if Activity Notification indicate lack of activity
In the current version of this specification applicable for Dual Connectivity only.

	Radio Connection With UE Lost
	The action is requested due to losing the radio connection to the UE.
In the current version of this specification applicable for Dual Connectivity only.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.
In the current version of this specification applicable for Dual Connectivity only.

	Bearer Option not Supported
	The requested bearer option is not supported by the sending node.
In the current version of this specification applicable for Dual Connectivity only.

	UP integrity protection not possible
	The PDU session cannot be accepted according to the required user plane integrity protection policy.

	UP confidentiality protection not possible
	The PDU session cannot be accepted according to the required user plane confidentiality protection policy.

	Resources not available for the slice(s)
	The requested resources are not available for the slice(s).

	UE Maximum integrity protected data rate reason
	The request is not accepted in order to comply with the maximum data rate for integrity protection supported by the UE.

	CP Integrity Protection Failure
	The request is not accepted due to failed control plane integrity protection. 

	UP Integrity Protection Failure
	The procedure is initiated because the SN (hosting node) detected an Integrity Protection failure in the UL PDU coming from the MN. 

	Slice(s) not supported by NG-RAN
	The failure is due to slice(s) not supported by the NG-RAN node.

	MN Mobility
	The procedure is initiated due to relocation of the M-NG-RAN node UE context.

	SN Mobility
	The procedure is initiated due to relocation of the S-NG-RAN node UE context.

	Count reaches max value,
	Indicates the PDCP COUNT for UL or DL reached the max value and the bearer may be released.

	Unknown Old NG-RAN node UE XnAP ID
	The action failed because the Old NG-RAN node UE XnAP ID or the S-NG-RAN node UE XnAP ID is unknown. 

	PDCP Overload
	The procedure is initiated due to PDCP resource limitation.

	DRB ID not available
	The action failed because the M-NG-RAN node is not able to provide additional DRB IDs to the S-NG-RAN node.

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	UE Context ID not known
	The context retrieval procedure cannot be performed because the UE context cannot be identified.

	Non-relocation of context
	The context retrieval procedure is not performed because the old RAN node has decided not to relocate the UE context.

	CHO-CPC resources to be changed
	The prepared resources for CHO or CPC for a UE are to be changed.

	RSN not available for the UP
	The redundant user plane resources are not available.

	NPN Access denied
	Access denied, or release is required, due to NPN reasons.

	Report Characteristics Empty
	The action failed because there is no measurement object in the report characteristics.

	Existing Measurement ID
	The action failed because the measurement ID is already used.

	Measurement Temporarily not Available
	The NG-RAN node can temporarily not provide the requested measurement object.

	Measurement not Supported For The Object
	At least one of the concerned object(s) does not support the requested measurement.

	UE Power Saving
	The procedure is initiated to accommodate the preference indicated by UE to release the S-NG-RAN node for UE power saving purpose.

	Not existing NG-RAN node2 Measurement ID
	The action failed because the NG-RAN node2 Measurement ID is not used.

	Insufficient UE Capabilities
	The procedure can’t proceed due to insufficient UE capabilities.

	Normal Release
	The release is due to normal reasons.

	SCG activation deactivation failure
	The action failed due to rejection of the SCG activation deactivation request.

	SCG deactivation failure due to data transmission
	The SCG deactivation failure due to ongoing or arriving data transmission.

	SSB not Available
	The concerned SSB is not available.

	LTM Triggered
	The release is due to that LTM is triggered in M-NG-RAN node.

	No Backhaul Resource
	The reject is due to no sufficient backhaul radio resource available.

	mIAB-node not authorized
	The reject is due to the mobile IAB-MT is not authorized.

	Preconfigured SRS not Available
	The preconfigured SRS are not provided.



	Transport Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related.



	Protocol cause
	Meaning

	Transfer Syntax Error
	The received message included a transfer syntax error.

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject".

	Abstract Syntax Error (Ignore And Notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify".

	Message Not Compatible With Receiver State
	The received message was not compatible with the receiver state.

	Semantic Error
	The received message included a semantic error.

	Abstract Syntax Error (Falsely Constructed Message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related.



	Miscellaneous cause
	Meaning

	Control Processing Overload
	NG-RAN node control processing overload.

	Hardware Failure
	NG-RAN node hardware failure.

	Not enough User Plane Processing Resources
	NG-RAN node has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to NG-RAN node equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.





//****** Next of Change ******//

[bookmark: _Toc98868594][bookmark: _Toc105174879][bookmark: _Toc106109716][bookmark: _Toc113825537][bookmark: _Toc155960221]9.2.3.xxx	Requested SRS Preconfiguration
This IE contains positioning information that assists in the SRS preconfiguration of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Routing ID
	O
	
	OCTET STRING
	The maximum length corresponds to NfInstanceId defined in TS 29.571 [50].

	NRPPa Transaction ID
	O
	
	INTEGER (0..32767)
	NRPPa Transaction ID, as defined in TS 38.455 [49]

	Requested SRS Preconfiguration Characteristics List
	O
	
	OCTET STRING
	Includes the Requested SRS Preconfiguration Characteristics List IE, as defined in TS 38.455 [49].



//****** Next of Change ******//
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//****** Beginning of Change ******//

9.3.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

XnAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM XnAP-CommonDataTypes

	HandoverRequest,
	HandoverRequestAcknowledge,
	HandoverPreparationFailure,
	SNStatusTransfer,
	UEContextRelease,
	HandoverCancel,
	NotificationControlIndication,
	RANPaging,
	RetrieveUEContextRequest,
	RetrieveUEContextResponse,
	RetrieveUEContextConfirm,
	RetrieveUEContextFailure,
	XnUAddressIndication,
	SecondaryRATDataUsageReport,
	SNodeAdditionRequest,
	SNodeAdditionRequestAcknowledge,
	SNodeAdditionRequestReject,
	SNodeReconfigurationComplete,
	SNodeModificationRequest,
	SNodeModificationRequestAcknowledge,
	SNodeModificationRequestReject,
	SNodeModificationRequired,
	SNodeModificationConfirm,
	SNodeModificationRefuse,
	SNodeReleaseRequest,
	SNodeReleaseRequestAcknowledge,
	SNodeReleaseReject,
	SNodeReleaseRequired,
	SNodeReleaseConfirm,
	SNodeCounterCheckRequest,
	SNodeChangeRequired,
	SNodeChangeConfirm,
	SNodeChangeRefuse,
	RRCTransfer,
	XnRemovalRequest,
	XnRemovalResponse,
	XnRemovalFailure,
	XnSetupRequest,
	XnSetupResponse,
	XnSetupFailure,
	NGRANNodeConfigurationUpdate,
	NGRANNodeConfigurationUpdateAcknowledge,
	NGRANNodeConfigurationUpdateFailure,
	E-UTRA-NR-CellResourceCoordinationRequest,
	E-UTRA-NR-CellResourceCoordinationResponse,
	ActivityNotification,
	CellActivationRequest,
	CellActivationResponse,
	CellActivationFailure,
	ResetRequest,
	ResetResponse,
	ErrorIndication,
	PrivateMessage,
	DeactivateTrace,
	TraceStart,
	HandoverSuccess,
	ConditionalHandoverCancel,
	EarlyStatusTransfer,
	FailureIndication,
	HandoverReport,
	ResourceStatusRequest,
	ResourceStatusResponse,
	ResourceStatusFailure,
	ResourceStatusUpdate,
	MobilityChangeRequest,
	MobilityChangeAcknowledge,
	MobilityChangeFailure,
[bookmark: OLE_LINK124]	AccessAndMobilityIndication,
	CellTrafficTrace,
	RANMulticastGroupPaging,
	ScgFailureInformationReport,
	ScgFailureTransfer,
	F1CTrafficTransfer,
	IABTransportMigrationManagementRequest,
	IABTransportMigrationManagementResponse,
	IABTransportMigrationManagementReject,
	IABTransportMigrationModificationRequest,
	IABTransportMigrationModificationResponse,
	IABResourceCoordinationRequest,
	IABResourceCoordinationResponse,
	CPCCancel,
	PartialUEContextTransfer,
	PartialUEContextTransferAcknowledge,
	PartialUEContextTransferFailure,
[bookmark: _Hlk148727722]	RachIndication,
	DataCollectionRequest,
	DataCollectionResponse,
	DataCollectionFailure,
	DataCollectionUpdate



FROM XnAP-PDU-Contents

	id-handoverPreparation,
	id-sNStatusTransfer,
	id-handoverCancel,
	id-notificationControl,
	id-retrieveUEContext,
	id-rANPaging,
	id-xnUAddressIndication,
	id-uEContextRelease,
	id-secondaryRATDataUsageReport,
	id-sNGRANnodeAdditionPreparation,
	id-sNGRANnodeReconfigurationCompletion,
	id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation,
	id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation,
	id-mNGRANnodeinitiatedSNGRANnodeRelease,
	id-sNGRANnodeinitiatedSNGRANnodeRelease,
	id-sNGRANnodeCounterCheck,
	id-sNGRANnodeChange,
	id-activityNotification,
	id-rRCTransfer,
	id-xnRemoval,
	id-xnSetup,
	id-nGRANnodeConfigurationUpdate,
	id-e-UTRA-NR-CellResourceCoordination,
	id-cellActivation,
	id-reset,
	id-errorIndication,
	id-privateMessage,
	id-deactivateTrace,
	id-traceStart,
	id-handoverSuccess,
	id-conditionalHandoverCancel,
	id-earlyStatusTransfer,
	id-failureIndication,
	id-handoverReport,
	id-resourceStatusReportingInitiation,
	id-resourceStatusReporting,
	id-mobilitySettingsChange,
	id-accessAndMobilityIndication,
	id-cellTrafficTrace,
	id-RANMulticastGroupPaging,
	id-scgFailureInformationReport,
	id-scgFailureTransfer,
	id-f1CTrafficTransfer,
	id-iABTransportMigrationManagement,
	id-iABTransportMigrationModification,
	id-iABResourceCoordination,
	id-retrieveUEContextConfirm,
	id-cPCCancel,
	id-partialUEContextTransfer,
[bookmark: _Hlk148727707]	id-rachIndication,
	id-dataCollectionReportingInitiation,
	id-dataCollectionReporting



FROM XnAP-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

XNAP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome				OPTIONAL,
	&UnsuccessfulOutcome				OPTIONAL,
	&procedureCode			ProcedureCode	UNIQUE,
	&criticality			Criticality		DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE		&InitiatingMessage
	[SUCCESSFUL OUTCOME		&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE			&procedureCode
	[CRITICALITY			&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

XnAP-PDU ::= CHOICE {
	initiatingMessage	InitiatingMessage,
	successfulOutcome	SuccessfulOutcome,
	unsuccessfulOutcome	UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode	XNAP-ELEMENTARY-PROCEDURE.&procedureCode		({XNAP-ELEMENTARY-PROCEDURES}),
	criticality		XNAP-ELEMENTARY-PROCEDURE.&criticality			({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			XNAP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode	XNAP-ELEMENTARY-PROCEDURE.&procedureCode		({XNAP-ELEMENTARY-PROCEDURES}),
	criticality		XNAP-ELEMENTARY-PROCEDURE.&criticality			({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			XNAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode	XNAP-ELEMENTARY-PROCEDURE.&procedureCode		({XNAP-ELEMENTARY-PROCEDURES}),
	criticality		XNAP-ELEMENTARY-PROCEDURE.&criticality			({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			XNAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

XNAP-ELEMENTARY-PROCEDURES XNAP-ELEMENTARY-PROCEDURE ::= {
	XNAP-ELEMENTARY-PROCEDURES-CLASS-1			|
	XNAP-ELEMENTARY-PROCEDURES-CLASS-2			,
	...
}

XNAP-ELEMENTARY-PROCEDURES-CLASS-1 XNAP-ELEMENTARY-PROCEDURE ::= {
	handoverPreparation										|
	retrieveUEContext										|
	sNGRANnodeAdditionPreparation							|
	mNGRANnodeinitiatedSNGRANnodeModificationPreparation	|
	sNGRANnodeinitiatedSNGRANnodeModificationPreparation	|
	mNGRANnodeinitiatedSNGRANnodeRelease					|
	sNGRANnodeinitiatedSNGRANnodeRelease					|
	sNGRANnodeChange										|
	xnRemoval												|
	xnSetup													|
	nGRANnodeConfigurationUpdate							|
	e-UTRA-NR-CellResourceCoordination						|
	cellActivation											|
	reset													|
	resourceStatusReportingInitiation						|
	mobilitySettingsChange									|
	iABTransportMigrationManagement							|
	iABTransportMigrationModification						|
	iABResourceCoordination									|
[bookmark: _Hlk148727683]	partialUEContextTransfer								|
	dataCollectionReportingInitiation,
	...
}

[bookmark: _Hlk98907667]XNAP-ELEMENTARY-PROCEDURES-CLASS-2 XNAP-ELEMENTARY-PROCEDURE ::= {
	sNStatusTransfer						|
	handoverCancel							|
	rANPaging								|
	xnUAddressIndication					|
	uEContextRelease						|
	sNGRANnodeReconfigurationCompletion		|
	sNGRANnodeCounterCheck					|
	rRCTransfer								|
	errorIndication							|
	privateMessage							|
	notificationControl						|
	activityNotification					|
	secondaryRATDataUsageReport				|
	deactivateTrace							|
	traceStart								|
	handoverSuccess							|
	conditionalHandoverCancel				|
	earlyStatusTransfer						|
	failureIndication						|
	handoverReport							|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	cellTrafficTrace						|
[bookmark: _Hlk98788037]	rANMulticastGroupPaging					|
	scgFailureInformationReport				|
	scgFailureTransfer						|
	f1CTrafficTransfer						|
[bookmark: _Hlk54166235]	retrieveUEContextConfirm				|
	cPCCancel								|
[bookmark: _Hlk148727672]	rachIndication							|
	dataCollectionReporting,
	...

}

-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

handoverPreparation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverRequest
	SUCCESSFUL OUTCOME		HandoverRequestAcknowledge
	UNSUCCESSFUL OUTCOME	HandoverPreparationFailure
	PROCEDURE CODE			id-handoverPreparation
	CRITICALITY				reject
}


sNStatusTransfer	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNStatusTransfer
	PROCEDURE CODE			id-sNStatusTransfer
	CRITICALITY				ignore
}


handoverCancel	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverCancel
	PROCEDURE CODE			id-handoverCancel
	CRITICALITY				ignore
}


retrieveUEContext	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RetrieveUEContextRequest
	SUCCESSFUL OUTCOME		RetrieveUEContextResponse
	UNSUCCESSFUL OUTCOME	RetrieveUEContextFailure
	PROCEDURE CODE			id-retrieveUEContext
	CRITICALITY				reject
}


rANPaging	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RANPaging
	PROCEDURE CODE			id-rANPaging
	CRITICALITY				reject
}


xnUAddressIndication	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		XnUAddressIndication
	PROCEDURE CODE			id-xnUAddressIndication
	CRITICALITY				reject
}


uEContextRelease	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextRelease
	PROCEDURE CODE			id-uEContextRelease
	CRITICALITY				reject
}


sNGRANnodeAdditionPreparation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeAdditionRequest
	SUCCESSFUL OUTCOME		SNodeAdditionRequestAcknowledge
	UNSUCCESSFUL OUTCOME	SNodeAdditionRequestReject
	PROCEDURE CODE			id-sNGRANnodeAdditionPreparation
	CRITICALITY				reject
}


sNGRANnodeReconfigurationCompletion	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeReconfigurationComplete
	PROCEDURE CODE			id-sNGRANnodeReconfigurationCompletion
	CRITICALITY				reject
}


mNGRANnodeinitiatedSNGRANnodeModificationPreparation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeModificationRequest
	SUCCESSFUL OUTCOME		SNodeModificationRequestAcknowledge
	UNSUCCESSFUL OUTCOME	SNodeModificationRequestReject
	PROCEDURE CODE			id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation
	CRITICALITY				reject
}


sNGRANnodeinitiatedSNGRANnodeModificationPreparation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeModificationRequired
	SUCCESSFUL OUTCOME		SNodeModificationConfirm
	UNSUCCESSFUL OUTCOME	SNodeModificationRefuse
	PROCEDURE CODE			id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation
	CRITICALITY				reject
}


mNGRANnodeinitiatedSNGRANnodeRelease	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeReleaseRequest
	SUCCESSFUL OUTCOME		SNodeReleaseRequestAcknowledge
	UNSUCCESSFUL OUTCOME	SNodeReleaseReject
	PROCEDURE CODE			id-mNGRANnodeinitiatedSNGRANnodeRelease
	CRITICALITY				reject
}


sNGRANnodeinitiatedSNGRANnodeRelease	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeReleaseRequired
	SUCCESSFUL OUTCOME		SNodeReleaseConfirm
	PROCEDURE CODE			id-sNGRANnodeinitiatedSNGRANnodeRelease
	CRITICALITY				reject
}


sNGRANnodeCounterCheck	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeCounterCheckRequest
	PROCEDURE CODE			id-sNGRANnodeCounterCheck
	CRITICALITY				reject
}


sNGRANnodeChange		XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SNodeChangeRequired
	SUCCESSFUL OUTCOME		SNodeChangeConfirm
	UNSUCCESSFUL OUTCOME	SNodeChangeRefuse
	PROCEDURE CODE			id-sNGRANnodeChange
	CRITICALITY				reject
}


rRCTransfer	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RRCTransfer
	PROCEDURE CODE			id-rRCTransfer
	CRITICALITY				reject
}


xnRemoval	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		XnRemovalRequest
	SUCCESSFUL OUTCOME		XnRemovalResponse
	UNSUCCESSFUL OUTCOME		XnRemovalFailure
	PROCEDURE CODE			id-xnRemoval
	CRITICALITY				reject
}


xnSetup	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		XnSetupRequest
	SUCCESSFUL OUTCOME		XnSetupResponse
	UNSUCCESSFUL OUTCOME		XnSetupFailure
	PROCEDURE CODE			id-xnSetup
	CRITICALITY				reject
}


nGRANnodeConfigurationUpdate	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NGRANNodeConfigurationUpdate
	SUCCESSFUL OUTCOME		NGRANNodeConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	NGRANNodeConfigurationUpdateFailure
	PROCEDURE CODE			id-nGRANnodeConfigurationUpdate
	CRITICALITY				reject
}

partialUEContextTransfer	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PartialUEContextTransfer
	SUCCESSFUL OUTCOME		PartialUEContextTransferAcknowledge
	UNSUCCESSFUL OUTCOME	PartialUEContextTransferFailure
	PROCEDURE CODE			id-partialUEContextTransfer
	CRITICALITY				reject
}

e-UTRA-NR-CellResourceCoordination	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-UTRA-NR-CellResourceCoordinationRequest
	SUCCESSFUL OUTCOME		E-UTRA-NR-CellResourceCoordinationResponse
	PROCEDURE CODE			id-e-UTRA-NR-CellResourceCoordination
	CRITICALITY				reject
}


cellActivation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CellActivationRequest
	SUCCESSFUL OUTCOME		CellActivationResponse
	UNSUCCESSFUL OUTCOME	CellActivationFailure
	PROCEDURE CODE			id-cellActivation
	CRITICALITY				reject
}


reset	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResetRequest
	SUCCESSFUL OUTCOME		ResetResponse
	PROCEDURE CODE			id-reset
	CRITICALITY				reject
}


errorIndication	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-errorIndication
	CRITICALITY				ignore
}


notificationControl			XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NotificationControlIndication
	PROCEDURE CODE			id-notificationControl
	CRITICALITY				ignore
}


activityNotification		XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ActivityNotification
	PROCEDURE CODE			id-activityNotification
	CRITICALITY				ignore
}


privateMessage			XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-privateMessage
	CRITICALITY				ignore
}

secondaryRATDataUsageReport	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SecondaryRATDataUsageReport
	PROCEDURE CODE			id-secondaryRATDataUsageReport
	CRITICALITY				reject
}

deactivateTrace XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-deactivateTrace
	CRITICALITY				ignore
}

traceStart XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-traceStart
	CRITICALITY				ignore
}

handoverSuccess			XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverSuccess
	PROCEDURE CODE			id-handoverSuccess
	CRITICALITY				ignore
}

conditionalHandoverCancel	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ConditionalHandoverCancel
	PROCEDURE CODE			id-conditionalHandoverCancel
	CRITICALITY				ignore
}

earlyStatusTransfer		XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		EarlyStatusTransfer
	PROCEDURE CODE			id-earlyStatusTransfer
	CRITICALITY				ignore
}

failureIndication XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		FailureIndication
	PROCEDURE CODE			id-failureIndication
	CRITICALITY				ignore
}

handoverReport XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverReport
	PROCEDURE CODE			id-handoverReport
	CRITICALITY				ignore
}

resourceStatusReportingInitiation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE				ResourceStatusRequest
	SUCCESSFUL OUTCOME				ResourceStatusResponse
	UNSUCCESSFUL OUTCOME			ResourceStatusFailure
	PROCEDURE CODE					id-resourceStatusReportingInitiation
	CRITICALITY						reject
}

resourceStatusReporting XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResourceStatusUpdate
	PROCEDURE CODE			id-resourceStatusReporting
	CRITICALITY				ignore
}

mobilitySettingsChange	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE				MobilityChangeRequest
	SUCCESSFUL OUTCOME				MobilityChangeAcknowledge
	UNSUCCESSFUL OUTCOME			MobilityChangeFailure
	PROCEDURE CODE					id-mobilitySettingsChange
	CRITICALITY						reject
}


accessAndMobilityIndication XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		AccessAndMobilityIndication
	PROCEDURE CODE			id-accessAndMobilityIndication
	CRITICALITY				ignore
}

cellTrafficTrace XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CellTrafficTrace
	PROCEDURE CODE			id-cellTrafficTrace
	CRITICALITY				ignore
}

rANMulticastGroupPaging 	XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE 		RANMulticastGroupPaging
	PROCEDURE CODE			id-RANMulticastGroupPaging
	CRITICALITY				reject
}

scgFailureInformationReport XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE 		ScgFailureInformationReport
	PROCEDURE CODE			id-scgFailureInformationReport
	CRITICALITY				ignore
}

scgFailureTransfer XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		ScgFailureTransfer
	PROCEDURE CODE			id-scgFailureTransfer
	CRITICALITY				ignore
}

f1CTrafficTransfer			XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1CTrafficTransfer
	PROCEDURE CODE			id-f1CTrafficTransfer
	CRITICALITY				reject
}

iABTransportMigrationManagement XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		IABTransportMigrationManagementRequest
	SUCCESSFUL OUTCOME		IABTransportMigrationManagementResponse
	UNSUCCESSFUL OUTCOME	IABTransportMigrationManagementReject
	PROCEDURE CODE			id-iABTransportMigrationManagement
	CRITICALITY				reject
}

iABTransportMigrationModification XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		IABTransportMigrationModificationRequest
	SUCCESSFUL OUTCOME		IABTransportMigrationModificationResponse
	PROCEDURE CODE			id-iABTransportMigrationModification
	CRITICALITY				reject
}

iABResourceCoordination XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		IABResourceCoordinationRequest
	SUCCESSFUL OUTCOME		IABResourceCoordinationResponse
	PROCEDURE CODE			id-iABResourceCoordination
	CRITICALITY				reject
}

[bookmark: _Hlk54166421]retrieveUEContextConfirm	XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		RetrieveUEContextConfirm
	PROCEDURE CODE			id-retrieveUEContextConfirm
	CRITICALITY				ignore
}

cPCCancel XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		CPCCancel
	PROCEDURE CODE			id-cPCCancel
	CRITICALITY				ignore
}

rachIndication XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		RachIndication
	PROCEDURE CODE			id-rachIndication
	CRITICALITY				ignore
}

[bookmark: _Hlk148727655]dataCollectionReportingInitiation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE				DataCollectionRequest
	SUCCESSFUL OUTCOME				DataCollectionResponse
	UNSUCCESSFUL OUTCOME			DataCollectionFailure
	PROCEDURE CODE					id-dataCollectionReportingInitiation
	CRITICALITY						reject
}

dataCollectionReporting	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DataCollectionUpdate
	PROCEDURE CODE			id-dataCollectionReporting
	CRITICALITY				ignore
}


END
-- ASN1STOP

[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc51850891][bookmark: _Toc56693895][bookmark: _Toc64447439][bookmark: _Toc66286933][bookmark: _Toc74151631][bookmark: _Toc88654105][bookmark: _Toc97904461][bookmark: _Toc98868599][bookmark: _Toc105174885][bookmark: _Toc106109722][bookmark: _Toc113825544][bookmark: _Toc155960265]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN	

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	AMF-Region-Information,
	AMF-UE-NGAP-ID,
	AS-SecurityInformation,
	AssistanceDataForRANPaging,
	AerialUESubscriptionInformation,
[bookmark: _Hlk151380199]	A2XPC5QoSParameters,
	BitRate,
	Cause,
[bookmark: _Hlk514062653]	CellAndCapacityAssistanceInfo-EUTRA,
	CellAndCapacityAssistanceInfo-NR,
	CellAssistanceInfo-EUTRA,
	CellAssistanceInfo-NR,
	CHOinformation-Req,
	CHOinformation-Ack,
[bookmark: _Hlk94696534]	CHOinformation-AddReq,
	CHOinformation-AddReqAck,
	CHOinformation-ModReq,
	CHO-MRDC-EarlyDataForwarding,
	CHO-MRDC-Indicator,
	CPTransportLayerInformation,
	TNLA-To-Add-List,
	TNLA-To-Update-List,
	TNLA-To-Remove-List,
	TNLA-Setup-List,
	TNLA-Failed-To-Setup-List,
	CriticalityDiagnostics,
	XnUAddressInfoperPDUSession-List,
	DAPSResponseInfo-List,
	DataTrafficResourceIndication,
	DeliveryStatus,
	DesiredActNotificationLevel,
	DRB-ID,
	DRB-List,
	DRB-Number,
	DRBsSubjectToDLDiscarding-List,
	DRBsSubjectToEarlyStatusTransfer-List,
	DRBsSubjectToStatusTransfer-List,
	DRBToQoSFlowMapping-List,
	E-UTRA-CGI,
	ExpectedUEActivityBehaviour,
	ExpectedUEBehaviour,
	ExtendedUEIdentityIndexValue,
	FiveGCMobilityRestrictionListContainer,
	GlobalCell-ID,
	GlobalNG-RANNode-ID,
	GlobalNG-RANCell-ID,
	GUAMI,
	InterfaceInstanceIndication,
	I-RNTI,
	Local-NG-RAN-Node-Identifier,
	LocationInformationSNReporting,
	LocationReportingInformation,
	LowerLayerPresenceStatusChange,
	LTEA2XServicesAuthorized,
	LTEUESidelinkAggregateMaximumBitRate,
	LTEV2XServicesAuthorized,
	MR-DC-ResourceCoordinationInfo,
	ServedCells-E-UTRA,
	ServedCells-NR,
	ServedCellsToUpdate-E-UTRA,
	ServedCellsToUpdate-NR,
	MAC-I,
[bookmark: _Hlk515435313]	MaskedIMEISV,
	MDT-Configuration,
	MDTPLMNList,
	MobilityRestrictionList,
	Neighbour-NG-RAN-Node-List,
	NG-RAN-Cell-Identity,
	NG-RANnodeUEXnAPID,
	NR-CGI,
	NE-DC-TDM-Pattern,
	NRA2XServicesAuthorized,
	NRUESidelinkAggregateMaximumBitRate,
	NRV2XServicesAuthorized,
	PagingDRX,
	EUTRAPagingeDRXInformation,
	PagingPriority,
	PartialListIndicator,
	PLMN-Identity,
	PDCPChangeIndication,
	PDUSessionAggregateMaximumBitRate,
	PDUSession-ID,
	PDUSession-List,
	PDUSession-List-withCause,
	PDUSession-List-withDataForwardingFromTarget,
	PDUSession-List-withDataForwardingRequest,
	PDUSessionResourcesAdmitted-List,
	PDUSessionResourcesNotAdmitted-List,
	PDUSessionResourcesToBeSetup-List,
	PDUSessionResourceChangeRequiredInfo-SNterminated,
	PDUSessionResourceChangeRequiredInfo-MNterminated,
	PDUSessionResourceChangeConfirmInfo-SNterminated,
	PDUSessionResourceChangeConfirmInfo-MNterminated,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupInfo-SNterminated,
	PDUSessionResourceSetupInfo-MNterminated,
	PDUSessionResourceSetupResponseInfo-SNterminated,
	PDUSessionResourceSetupResponseInfo-MNterminated,
	PDUSessionResourceModificationInfo-SNterminated,
	PDUSessionResourceModificationInfo-MNterminated,
	PDUSessionResourceModificationResponseInfo-SNterminated,
	PDUSessionResourceModificationResponseInfo-MNterminated,
	PDUSessionResourceModConfirmInfo-SNterminated,
	PDUSessionResourceModConfirmInfo-MNterminated,
	PDUSessionResourceModRqdInfo-SNterminated,
	PDUSessionResourceModRqdInfo-MNterminated,
	PDUSessionType,
	PC5QoSParameters,
	QoSFlowIdentifier,
	QoSFlowNotificationControlIndicationInfo,
	QoSFlows-List,
	RANPagingArea,
	ResetRequestTypeInfo,
	ResetResponseTypeInfo,
	RFSP-Index,
	RRCConfigIndication,
	RRCResumeCause,
	SCGConfigurationQuery,
	SCGreconfigNotification,
	SecurityIndication,
	S-NG-RANnode-SecurityKey,
	SpectrumSharingGroupID,
	SplitSRBsTypes,
	S-NG-RANnode-Addition-Trigger-Ind,
	S-NSSAI,
	TargetCellList,
	TAISupport-List,
	Target-CGI,
	TimeToWait,
	TraceActivation,
	UEAggregateMaximumBitRate,
	UEContextID,
	UEContextInfoRetrUECtxtResp,
	UEContextKeptIndicator,
	UEHistoryInformation,
	UEIdentityIndexValue,
	UERadioCapabilityForPaging,
	UERadioCapabilityID,
	UERANPagingIdentity,
	UESecurityCapabilities,
	UPTransportLayerInformation,
	UserPlaneTrafficActivityReport,
	XnBenefitValue,
	RANPagingFailure,
	TNLConfigurationInfo,
	MaximumCellListSize,
	MessageOversizeNotification,
	NG-RANTraceID,
	MobilityInformation,
	InitiatingCondition-FailureIndication,
	HandoverReportType,
	TargetCellinEUTRAN,
	C-RNTI,
	UERLFReportContainer,
	Measurement-ID,
	RegistrationRequest,
	ReportCharacteristics,
	CellToReport,
	ReportingPeriodicity,
	CellMeasurementResult,
	UEHistoryInformationFromTheUE,
	MobilityParametersInformation,
	MobilityParametersModificationRange,
	RAReport,
	IABNodeIndication,
	SNTriggered,
	SCGIndicator,
	UESpecificDRX,
	DirectForwardingPathAvailability,
	TransportLayerAddress,
	PrivacyIndicator,
	URIaddress,
	MBS-Session-ID,
	UEIdentityIndexList-MBSGroupPaging,
	MBS-SessionInformation-List,
	MBS-SessionInformationResponse-List,
	SuccessfulHOReportInformation,
	PSCellHistoryInformationRetrieve,
	SSBOffsets-List,
	NG-RANnode2SSBOffsetsModificationRange,
	Coverage-Modification-List,
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FROM XnAP-Constants;

-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverRequest-IEs}},
	...
}

HandoverRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID									PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY reject	TYPE Cause													PRESENCE mandatory}|
	{ ID id-targetCellGlobalID							CRITICALITY reject	TYPE Target-CGI												PRESENCE mandatory}|
	{ ID id-GUAMI										CRITICALITY reject	TYPE GUAMI													PRESENCE mandatory}|
	{ ID id-UEContextInfoHORequest						CRITICALITY reject	TYPE UEContextInfoHORequest								PRESENCE mandatory}|
	{ ID id-TraceActivation								CRITICALITY ignore	TYPE TraceActivation										PRESENCE optional }|
	{ ID id-MaskedIMEISV								CRITICALITY ignore	TYPE MaskedIMEISV											PRESENCE optional }|
	{ ID id-UEHistoryInformation						CRITICALITY ignore	TYPE UEHistoryInformation								PRESENCE mandatory}|
	{ ID id-UEContextRefAtSN-HORequest					CRITICALITY ignore	TYPE UEContextRefAtSN-HORequest						PRESENCE optional }|
	{ ID id-CHOinformation-Req							CRITICALITY reject	TYPE CHOinformation-Req									PRESENCE optional }|
	{ ID id-NRV2XServicesAuthorized						CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized					CRITICALITY ignore	TYPE LTEV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-PC5QoSParameters							CRITICALITY ignore	TYPE PC5QoSParameters										PRESENCE optional }|
	{ ID id-MobilityInformation							CRITICALITY ignore	TYPE MobilityInformation									PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	TYPE UEHistoryInformationFromTheUE					PRESENCE optional }|
	{ ID id-IABNodeIndication							CRITICALITY reject	TYPE IABNodeIndication									PRESENCE optional }|
	{ ID id-NoPDUSessionIndication						CRITICALITY ignore	TYPE NoPDUSessionIndication								PRESENCE optional }|
	{ ID id-TimeSynchronizationAssistanceInformation	CRITICALITY ignore	TYPE TimeSynchronizationAssistanceInformation		PRESENCE optional }|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	TYPE QMCConfigInfo											PRESENCE optional }|
	{ ID id-FiveGProSeAuthorized						CRITICALITY ignore	TYPE FiveGProSeAuthorized								PRESENCE optional }|
	{ ID id-FiveGProSePC5QoSParameters					CRITICALITY ignore	TYPE FiveGProSePC5QoSParameters						PRESENCE optional }|
	{ ID id-IABAuthorizationStatus						CRITICALITY ignore	TYPE IABAuthorizationStatus								PRESENCE optional }|
	{ ID id-DLLBTFailureInformationRequest				CRITICALITY ignore	TYPE DLLBTFailureInformationRequest					PRESENCE optional }|
	{ ID id-AerialUESubscriptionInformation				CRITICALITY ignore	TYPE AerialUESubscriptionInformation					PRESENCE optional }|
	{ ID id-NRA2XServicesAuthorized						CRITICALITY ignore	TYPE NRA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized					CRITICALITY ignore	TYPE LTEA2XServicesAuthorized							PRESENCE optional }|
[bookmark: _Hlk148729344]	{ ID id-A2XPC5QoSParameters							CRITICALITY ignore	TYPE A2XPC5QoSParameters									PRESENCE optional }|
	{ ID id-CellBasedUETrajectoryPrediction				CRITICALITY ignore	TYPE CellBasedUETrajectoryPrediction					PRESENCE optional }|
	{ ID id-DataCollectionID							CRITICALITY ignore	TYPE DataCollectionID										PRESENCE optional }|
	{ ID id-CandidateRelayUEInfoList					CRITICALITY reject	TYPE CandidateRelayUEInfoList							PRESENCE optional }|
	{ ID id-SourceSN-to-TargetSN-QMCInfo				CRITICALITY ignore	TYPE QMCConfigInfo											PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus				CRITICALITY reject	TYPE MobileIAB-AuthorizationStatus					PRESENCE optional }|
	{ ID id-SLPositioning-Ranging-Services-Info			CRITICALITY ignore	TYPE SLPositioning-Ranging-Services-Info			PRESENCE optional },
	...
}

UEContextInfoHORequest ::= SEQUENCE {
	ng-c-UE-reference						AMF-UE-NGAP-ID,
	cp-TNL-info-source						CPTransportLayerInformation,
	ueSecurityCapabilities					UESecurityCapabilities,
	securityInformation						AS-SecurityInformation,
	indexToRatFrequencySelectionPriority	RFSP-Index															OPTIONAL,
	ue-AMBR									UEAggregateMaximumBitRate,
	pduSessionResourcesToBeSetup-List		PDUSessionResourcesToBeSetup-List,
	rrc-Context								OCTET STRING,
	locationReportingInformation			LocationReportingInformation										OPTIONAL,
	mrl										MobilityRestrictionList												OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { {UEContextInfoHORequest-ExtIEs} }	OPTIONAL,
	...
}

UEContextInfoHORequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-FiveGCMobilityRestrictionListContainer	CRITICALITY ignore	EXTENSION FiveGCMobilityRestrictionListContainer		PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitRate		CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitRate	CRITICALITY ignore	EXTENSION LTEUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-MDTPLMNList								CRITICALITY ignore	EXTENSION MDTPLMNList											PRESENCE optional }|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	EXTENSION UERadioCapabilityID								PRESENCE optional }|
	{ ID id-MBS-SessionInformation-List				CRITICALITY ignore	EXTENSION MBS-SessionInformation-List						PRESENCE optional }|
	{ ID id-FiveGProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	EXTENSION UESliceMaximumBitRateList						PRESENCE optional }|
	{ ID id-NRA2XUEPC5AggregateMaximumBitRate		CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-LTEA2XUEPC5AggregateMaximumBitRate		CRITICALITY ignore	EXTENSION LTEUESidelinkAggregateMaximumBitRate			PRESENCE optional },
	...
}

UEContextRefAtSN-HORequest ::= SEQUENCE {
	globalNG-RANNode-ID				GlobalNG-RANNode-ID,
	sN-NG-RANnodeUEXnAPID			NG-RANnodeUEXnAPID,
	iE-Extensions					ProtocolExtensionContainer { {UEContextRefAtSN-HORequest-ExtIEs} }	OPTIONAL,
	...
}

UEContextRefAtSN-HORequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

-- **************************************************************
--
-- HANDOVER REQUEST ACKNOWLEDGE
--
-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverRequestAcknowledge-IEs}},
	...
}

HandoverRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID				CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID				CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-PDUSessionResourcesAdmitted-List		CRITICALITY ignore	TYPE PDUSessionResourcesAdmitted-List			PRESENCE mandatory}|
	{ ID id-PDUSessionResourcesNotAdmitted-List		CRITICALITY ignore	TYPE PDUSessionResourcesNotAdmitted-List		PRESENCE optional }|
	{ ID id-Target2SourceNG-RANnodeTranspContainer	CRITICALITY ignore	TYPE OCTET STRING									PRESENCE mandatory}|
	{ ID id-UEContextKeptIndicator					CRITICALITY ignore	TYPE UEContextKeptIndicator						PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-DRBs-transferred-to-MN					CRITICALITY ignore	TYPE DRB-List										PRESENCE optional }|
[bookmark: _Hlk20825763]	{ ID id-DAPSResponseInfo-List					CRITICALITY reject	TYPE DAPSResponseInfo-List						PRESENCE optional }|
	{ ID id-CHOinformation-Ack						CRITICALITY reject	TYPE CHOinformation-Ack								PRESENCE optional }|
	{ ID id-MBS-SessionInformationResponse-List		CRITICALITY ignore	TYPE MBS-SessionInformationResponse-List		PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY ignore	TYPE RRCConfigIndication							PRESENCE optional }|
	{ ID id-PDUSetbasedHandlingIndicator			CRITICALITY ignore	TYPE PDUSetbasedHandlingIndicator				PRESENCE optional },
	...
}

-- **************************************************************
--
-- HANDOVER PREPARATION FAILURE
--
-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverPreparationFailure-IEs}},
	...
}

HandoverPreparationFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID				CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause										PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional }|
	{ ID id-requestedTargetCellGlobalID				CRITICALITY reject	TYPE Target-CGI									PRESENCE optional},
	...
}

-- **************************************************************
--
-- SN STATUS TRANSFER
--
-- **************************************************************

SNStatusTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{SNStatusTransfer-IEs}},
	...
}

SNStatusTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-DRBsSubjectToStatusTransfer-List		CRITICALITY ignore		TYPE DRBsSubjectToStatusTransfer-List		PRESENCE mandatory}|
	{ ID id-CHOConfiguration							CRITICALITY ignore		TYPE CHOConfiguration								PRESENCE optional}|
	{ ID id-MobilityInformation						CRITICALITY ignore		TYPE MobilityInformation							PRESENCE optional},
	...
}

-- **************************************************************
--
-- UE CONTEXT RELEASE
--
-- **************************************************************

UEContextRelease ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{UEContextRelease-IEs}},
	...
}

UEContextRelease-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- HANDOVER CANCEL
--
-- **************************************************************

HandoverCancel ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverCancel-IEs}},
	...
}

HandoverCancel-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-Cause										CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-targetCellsToCancel							CRITICALITY reject		TYPE TargetCellList								PRESENCE optional},
	...
}

-- **************************************************************
--
-- HANDOVER SUCCESS
--
-- **************************************************************

HandoverSuccess ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverSuccess-IEs}},
	...
}

HandoverSuccess-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-requestedTargetCellGlobalID					CRITICALITY reject		TYPE Target-CGI										PRESENCE mandatory}|
	{ ID id-accessed-PSCellID							CRITICALITY ignore		TYPE NR-CGI											PRESENCE optional},
	...
}

-- **************************************************************
--
-- CONDITIONAL HANDOVER CANCEL
--
-- **************************************************************

ConditionalHandoverCancel ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ ConditionalHandoverCancel-IEs}},
	...
}

ConditionalHandoverCancel-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-targetCellsToCancel							CRITICALITY reject		TYPE TargetCellList								PRESENCE optional}|
	{ ID id-conditional-Reconfig-ToCancel-List			CRITICALITY reject		TYPE Conditional-Reconfig-List				PRESENCE optional},
	...
}

-- **************************************************************
--
-- EARLY STATUS TRANSFER
--
-- **************************************************************

EarlyStatusTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ EarlyStatusTransfer-IEs}},
	...
}

EarlyStatusTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-procedureStage								CRITICALITY reject		TYPE ProcedureStageChoice						PRESENCE mandatory},
	...
}

ProcedureStageChoice ::= CHOICE {
	first-dl-count						FirstDLCount,
	dl-discarding						DLDiscarding,
	choice-extension					ProtocolIE-Single-Container { {ProcedureStageChoice-ExtIEs} }
}

ProcedureStageChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

FirstDLCount ::= SEQUENCE {
	dRBsSubjectToEarlyStatusTransfer			DRBsSubjectToEarlyStatusTransfer-List,
	iE-Extension								ProtocolExtensionContainer { {FirstDLCount-ExtIEs} }	OPTIONAL,
	...
}

FirstDLCount-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DLDiscarding ::= SEQUENCE {
	dRBsSubjectToDLDiscarding					DRBsSubjectToDLDiscarding-List,
	iE-Extension								ProtocolExtensionContainer { {DLDiscarding-ExtIEs} }	OPTIONAL,
	...
}

DLDiscarding-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- RAN PAGING
--
-- **************************************************************

RANPaging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RANPaging-IEs}},
	...
}

RANPaging-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue						CRITICALITY reject	TYPE UEIdentityIndexValue								PRESENCE mandatory}|
	{ ID id-UERANPagingIdentity							CRITICALITY ignore	TYPE UERANPagingIdentity									PRESENCE mandatory}|
	{ ID id-PagingDRX									CRITICALITY ignore	TYPE PagingDRX												PRESENCE mandatory}|
	{ ID id-RANPagingArea								CRITICALITY reject	TYPE RANPagingArea											PRESENCE mandatory}|
	{ ID id-PagingPriority								CRITICALITY ignore	TYPE PagingPriority											PRESENCE optional }|
	{ ID id-AssistanceDataForRANPaging					CRITICALITY ignore	TYPE AssistanceDataForRANPaging						PRESENCE optional }|
	{ ID id-UERadioCapabilityForPaging					CRITICALITY ignore	TYPE UERadioCapabilityForPaging						PRESENCE optional }|
	{ ID id-ExtendedUEIdentityIndexValue				CRITICALITY ignore	TYPE ExtendedUEIdentityIndexValue						PRESENCE optional }|
	{ ID id-EUTRAPagingeDRXInformation					CRITICALITY ignore	TYPE EUTRAPagingeDRXInformation						PRESENCE optional }|
	{ ID id-UESpecificDRX								CRITICALITY ignore	TYPE UESpecificDRX											PRESENCE optional }|
	{ ID id-NRPagingeDRXInformation						CRITICALITY ignore	TYPE NRPagingeDRXInformation							PRESENCE optional }|
	{ ID id-NRPagingeDRXInformationforRRCINACTIVE		CRITICALITY ignore	TYPE NRPagingeDRXInformationforRRCINACTIVE			PRESENCE optional }|
	{ ID id-PagingCause									CRITICALITY ignore	TYPE PagingCause											PRESENCE optional }|
	{ ID id-PEIPSassistanceInformation					CRITICALITY ignore	TYPE PEIPSassistanceInformation						PRESENCE optional }|
	{ ID id-HashedUEIdentityIndexValue					CRITICALITY ignore	TYPE HashedUEIdentityIndexValue						PRESENCE optional }|
[bookmark: _Hlk148714587]	{ ID id-MT-SDT-Information							CRITICALITY	ignore	TYPE MT-SDT-Information									PRESENCE optional }|
	{ ID id-NRPagingLongeDRXInformationforRRCINACTIVE	CRITICALITY ignore	TYPE NRPagingLongeDRXInformationforRRCINACTIVE	PRESENCE optional},
	...
}

-- **************************************************************
--
-- RETRIEVE UE CONTEXT REQUEST
--
-- **************************************************************

RetrieveUEContextRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RetrieveUEContextRequest-IEs}},
	...
}

RetrieveUEContextRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-UEContextID								CRITICALITY reject		TYPE UEContextID									PRESENCE mandatory}|
	{ ID id-MAC-I									CRITICALITY reject		TYPE MAC-I											PRESENCE mandatory}|
	{ ID id-new-NG-RAN-Cell-Identity				CRITICALITY reject		TYPE NG-RAN-Cell-Identity						PRESENCE mandatory}|
	{ ID id-RRCResumeCause							CRITICALITY ignore		TYPE RRCResumeCause									PRESENCE optional }|
	{ ID id-SDTSupportRequest						CRITICALITY ignore		TYPE SDTSupportRequest							PRESENCE optional }|
	{ ID id-SRSPreconfigActivationRequest		CRITICALITY ignore		TYPE SRSPreconfigActivationRequest					PRESENCE optional },
	...
}

-- **************************************************************
--
-- RETRIEVE UE CONTEXT RESPONSE
--
-- **************************************************************

RetrieveUEContextResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RetrieveUEContextResponse-IEs}},
	...
}

RetrieveUEContextResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID						CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID										PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID						CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID										PRESENCE mandatory}|
	{ ID id-GUAMI										CRITICALITY reject	TYPE GUAMI														PRESENCE mandatory}|
	{ ID id-UEContextInfoRetrUECtxtResp					CRITICALITY reject	TYPE UEContextInfoRetrUECtxtResp							PRESENCE mandatory}|
	{ ID id-TraceActivation								CRITICALITY ignore	TYPE TraceActivation											PRESENCE optional }|
	{ ID id-MaskedIMEISV								CRITICALITY ignore	TYPE MaskedIMEISV												PRESENCE optional }|
	{ ID id-LocationReportingInformation				CRITICALITY ignore	TYPE LocationReportingInformation							PRESENCE optional }|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics									PRESENCE optional }|
	{ ID id-NRV2XServicesAuthorized						CRITICALITY ignore	TYPE NRV2XServicesAuthorized								PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized					CRITICALITY ignore	TYPE LTEV2XServicesAuthorized								PRESENCE optional }|
	{ ID id-PC5QoSParameters							CRITICALITY ignore	TYPE PC5QoSParameters											PRESENCE optional }|
	{ ID id-UEHistoryInformation						CRITICALITY ignore	TYPE UEHistoryInformation									PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	TYPE UEHistoryInformationFromTheUE						PRESENCE optional }|
	{ ID id-MDTPLMNList									CRITICALITY ignore	TYPE MDTPLMNList												PRESENCE optional }|
	{ ID id-IABNodeIndication							CRITICALITY reject	TYPE IABNodeIndication										PRESENCE optional }|
	{ ID id-UEContextRefAtSN-HORequest					CRITICALITY ignore	TYPE UEContextRefAtSN-HORequest							PRESENCE optional }|
	{ ID id-TimeSynchronizationAssistanceInformation	CRITICALITY ignore	TYPE TimeSynchronizationAssistanceInformation			PRESENCE optional }|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	TYPE QMCConfigInfo												PRESENCE optional }|
	{ ID id-FiveGProSeAuthorized						CRITICALITY ignore	TYPE FiveGProSeAuthorized									PRESENCE optional }|
	{ ID id-FiveGProSePC5QoSParameters					CRITICALITY ignore	TYPE FiveGProSePC5QoSParameters							PRESENCE optional }|
	{ ID id-AerialUESubscriptionInformation				CRITICALITY ignore	TYPE AerialUESubscriptionInformation						PRESENCE optional }|
	{ ID id-NRA2XServicesAuthorized						CRITICALITY ignore	TYPE NRA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized					CRITICALITY ignore	TYPE LTEA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-A2XPC5QoSParameters							CRITICALITY ignore	TYPE A2XPC5QoSParameters										PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus				CRITICALITY reject	TYPE MobileIAB-AuthorizationStatus						PRESENCE optional }|
	{ ID id-SLPositioning-Ranging-Services-Info			CRITICALITY ignore	TYPE SLPositioning-Ranging-Services-Info				PRESENCE optional }|
	{ ID id-RequestedSRSPreconfig						CRITICALITY ignore	TYPE RequestedSRSPreconfig								PRESENCE optional },
	...
}

-- **************************************************************
--
-- RETRIEVE UE CONTEXT CONFIRM
--
-- **************************************************************

RetrieveUEContextConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RetrieveUEContextConfirm-IEs}},
	...
}
RetrieveUEContextConfirm-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-UEContextKeptIndicator					CRITICALITY ignore		TYPE UEContextKeptIndicator						PRESENCE optional }|
	{ ID id-SDT-Termination-Request					CRITICALITY ignore		TYPE SDT-Termination-Request					PRESENCE optional },
	...
}



-- **************************************************************
--
-- RETRIEVE UE CONTEXT FAILURE
--
-- **************************************************************

RetrieveUEContextFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RetrieveUEContextFailure-IEs}},
[bookmark: _Hlk514062426]	...
}

RetrieveUEContextFailure-IEs XNAP-PROTOCOL-IES ::= {	
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-OldtoNewNG-RANnodeResumeContainer		CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-RequestedSRSPreconfig						CRITICALITY ignore	TYPE RequestedSRSPreconfig								PRESENCE optional },
	...
}

-- **************************************************************
--
-- XN-U ADDRESS INDICATION
--
-- **************************************************************

XnUAddressIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnUAddressIndication-IEs}},
	...
}

XnUAddressIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-XnUAddressInfoperPDUSession-List		CRITICALITY reject		TYPE XnUAddressInfoperPDUSession-List			PRESENCE mandatory}|
	{ ID id-CHO-MRDC-Indicator						CRITICALITY reject		TYPE CHO-MRDC-Indicator								PRESENCE optional }|
	{ ID id-CHO-MRDC-EarlyDataForwarding			CRITICALITY ignore		TYPE CHO-MRDC-EarlyDataForwarding					PRESENCE optional }|
	{ ID id-CPC-DataForwarding-Indicator			CRITICALITY reject		TYPE CPC-DataForwarding-Indicator					PRESENCE optional }|
	{ ID id-MBS-DataForwarding-Indicator			CRITICALITY ignore		TYPE MBS-DataForwarding-Indicator					PRESENCE optional }|
	{ ID id-MBS-SessionInformationResponse-List		CRITICALITY ignore		TYPE MBS-SessionInformationResponse-List		PRESENCE optional }|
	{ ID id-PDUSetbasedHandlingIndicator			CRITICALITY ignore		TYPE PDUSetbasedHandlingIndicator					PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE ADDITION REQUEST
--
-- **************************************************************

SNodeAdditionRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequest-IEs}},
	...
}

SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-UESecurityCapabilities				CRITICALITY reject		TYPE UESecurityCapabilities						PRESENCE mandatory}|
	{ ID id-s-ng-RANnode-SecurityKey			CRITICALITY reject		TYPE S-NG-RANnode-SecurityKey					PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUE-AMBR					CRITICALITY reject		TYPE UEAggregateMaximumBitRate					PRESENCE mandatory}|
	{ ID id-selectedPLMN						CRITICALITY ignore		TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-MobilityRestrictionList				CRITICALITY ignore		TYPE MobilityRestrictionList						PRESENCE optional }|
	{ ID id-indexToRatFrequSelectionPriority	CRITICALITY reject		TYPE RFSP-Index										PRESENCE optional }|
	{ ID id-PDUSessionToBeAddedAddReq			CRITICALITY reject		TYPE PDUSessionToBeAddedAddReq					PRESENCE mandatory}|
	{ ID id-MN-to-SN-Container					CRITICALITY reject		TYPE OCTET STRING									PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE optional }|
	{ ID id-ExpectedUEBehaviour					CRITICALITY ignore		TYPE ExpectedUEBehaviour							PRESENCE optional }|
	{ ID id-requestedSplitSRB					CRITICALITY reject		TYPE SplitSRBsTypes									PRESENCE optional }|
	{ ID id-PCellID								CRITICALITY reject		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel			CRITICALITY ignore		TYPE DesiredActNotificationLevel				PRESENCE optional }|
	{ ID id-AvailableDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE conditional}
 -- The IE shall be present if there is at least one PDUSessionResourceSetupInfo-SNterminated included --|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-LocationInformationSNReporting		CRITICALITY ignore		TYPE LocationInformationSNReporting			PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo		CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-MaskedIMEISV						CRITICALITY ignore		TYPE MaskedIMEISV									PRESENCE optional }|
	{ ID id-NE-DC-TDM-Pattern					CRITICALITY ignore		TYPE NE-DC-TDM-Pattern								PRESENCE optional }|
	{ ID id-S-NG-RANnode-Addition-Trigger-Ind	CRITICALITY reject		TYPE S-NG-RANnode-Addition-Trigger-Ind		PRESENCE optional }|
	{ ID id-TraceActivation						CRITICALITY ignore		TYPE TraceActivation								PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3		CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-UERadioCapabilityID					CRITICALITY reject		TYPE UERadioCapabilityID							PRESENCE optional }|
	{ ID id-SourceNG-RAN-node-ID				CRITICALITY ignore		TYPE GlobalNG-RANNode-ID							PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNList			CRITICALITY ignore		TYPE MDTPLMNList									PRESENCE optional }|
	{ ID id-UEHistoryInformation				CRITICALITY ignore		TYPE UEHistoryInformation							PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE		CRITICALITY ignore		TYPE UEHistoryInformationFromTheUE				PRESENCE optional }|
	{ ID id-PSCellChangeHistory					CRITICALITY ignore		TYPE PSCellChangeHistory							PRESENCE optional }|
	{ ID id-IABNodeIndication					CRITICALITY reject		TYPE IABNodeIndication								PRESENCE optional }|
[bookmark: _Hlk94696615]	{ ID id-NoPDUSessionIndication				CRITICALITY ignore		TYPE NoPDUSessionIndication						PRESENCE optional }|
	{ ID id-CHOinformation-AddReq				CRITICALITY reject		TYPE CHOinformation-AddReq						PRESENCE optional }|
	{ ID id-SCGActivationRequest				CRITICALITY ignore		TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CPAInformationRequest				CRITICALITY reject		TYPE CPAInformationRequest						PRESENCE optional }|
	{ ID id-S-NG-RANnodeUE-Slice-MBR			CRITICALITY reject		TYPE UESliceMaximumBitRateList					PRESENCE optional }|
	{ ID id-F1-terminatingIAB-donorIndicator	CRITICALITY reject		TYPE F1-terminatingIAB-donorIndicator			PRESENCE optional }|
	{ ID id-SelectedNID							CRITICALITY	ignore		TYPE NID											PRESENCE optional }|
	{ ID id-QMCCoordinationRequest				CRITICALITY ignore		TYPE QMCCoordinationRequest						PRESENCE optional }|
	{ ID id-SourceSN-to-TargetSN-QMCInfo		CRITICALITY ignore		TYPE QMCConfigInfo									PRESENCE optional }|
	{ ID id-IABAuthorizationStatus				CRITICALITY ignore		TYPE IABAuthorizationStatus						PRESENCE optional }|
	{ ID id-Source-M-NG-RANnodeID				CRITICALITY ignore		TYPE GlobalNG-RANNode-ID							PRESENCE optional },
	...
}

PDUSessionToBeAddedAddReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionToBeAddedAddReq-Item

PDUSessionToBeAddedAddReq-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	s-NSSAI					S-NSSAI,
	sN-PDUSessionAMBR		PDUSessionAggregateMaximumBitRate			OPTIONAL,
	sn-terminated			PDUSessionResourceSetupInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceSetupInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Setup Info – SN terminated IE
-- nor the PDU Session Resource Setup Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.1.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionToBeAddedAddReq-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionToBeAddedAddReq-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedFastMCGRecoveryViaSRB3 ::= ENUMERATED {true, ...}

-- **************************************************************
--
-- S-NODE ADDITION REQUEST ACKNOWLEDGE
--
-- **************************************************************

SNodeAdditionRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequestAcknowledge-IEs}},
	...
}

SNodeAdditionRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionAdmittedAddedAddReqAck	CRITICALITY ignore		TYPE PDUSessionAdmittedAddedAddReqAck		PRESENCE mandatory}|
	{ ID id-PDUSessionNotAdmittedAddReqAck		CRITICALITY ignore		TYPE PDUSessionNotAdmittedAddReqAck		PRESENCE optional }|
	{ ID id-SN-to-MN-Container					CRITICALITY reject		TYPE OCTET STRING								PRESENCE mandatory}|
	{ ID id-admittedSplitSRB					CRITICALITY reject		TYPE SplitSRBsTypes								PRESENCE optional }|
	{ ID id-RRCConfigIndication					CRITICALITY reject		TYPE RRCConfigIndication						PRESENCE optional }|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore		TYPE CriticalityDiagnostics					PRESENCE optional }|
	{ ID id-LocationInformationSN				CRITICALITY ignore		TYPE Target-CGI									PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo		CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo		PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3		CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3		PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability	CRITICALITY ignore		TYPE DirectForwardingPathAvailability		PRESENCE optional }|
	{ ID id-SCGActivationStatus					CRITICALITY ignore		TYPE SCGActivationStatus						PRESENCE optional }|
[bookmark: _Hlk152159054]	{ ID id-CPAInformationAck					CRITICALITY ignore		TYPE CPAInformationAck							PRESENCE optional }|
	{ ID id-SNMobilityInformation				CRITICALITY ignore		TYPE SNMobilityInformation					PRESENCE optional }|
	{ ID id-QMCCoordinationResponse				CRITICALITY ignore		TYPE QMCCoordinationResponse					PRESENCE optional }|
	{ ID id-CHOinformation-AddReqAck			CRITICALITY	reject		TYPE CHOinformation-AddReqAck				PRESENCE optional	}|
	{ ID id-DirectForwardingPathAvailabilityWithSourceMN CRITICALITY ignore	TYPE DirectForwardingPathAvailabilityWithSourceMN	PRESENCE optional },
	...
}

PDUSessionAdmittedAddedAddReqAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionAdmittedAddedAddReqAck-Item

PDUSessionAdmittedAddedAddReqAck-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	sn-terminated			PDUSessionResourceSetupResponseInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceSetupResponseInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Setup Response Info – SN terminated IE
-- nor the PDU Session Resource Setup Response Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.1.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedAddedAddReqAck-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedAddedAddReqAck-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionNotAdmittedAddReqAck ::= SEQUENCE {
	pduSessionResourcesNotAdmitted-SNterminated		PDUSessionResourcesNotAdmitted-List OPTIONAL,
	pduSessionResourcesNotAdmitted-MNterminated		PDUSessionResourcesNotAdmitted-List OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionNotAdmittedAddReqAck-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionNotAdmittedAddReqAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AvailableFastMCGRecoveryViaSRB3 ::= ENUMERATED {true, ...}

-- **************************************************************
--
-- S-NODE ADDITION REQUEST REJECT
--
-- **************************************************************

SNodeAdditionRequestReject ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequestReject-IEs}},
	...
}

SNodeAdditionRequestReject-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-PCellID									CRITICALITY reject		TYPE GlobalNG-RANCell-ID							PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE RECONFIGURATION COMPLETE
--
-- **************************************************************

SNodeReconfigurationComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReconfigurationComplete-IEs}},
	...
}

SNodeReconfigurationComplete-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-ResponseInfo-ReconfCompl				CRITICALITY ignore		TYPE ResponseInfo-ReconfCompl					PRESENCE mandatory},
	...
}

ResponseInfo-ReconfCompl ::= SEQUENCE {
	responseType-ReconfComplete		ResponseType-ReconfComplete,
	iE-Extensions						ProtocolExtensionContainer { {ResponseInfo-ReconfCompl-ExtIEs} } OPTIONAL,
	...
}

ResponseInfo-ReconfCompl-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResponseType-ReconfComplete ::= CHOICE {
	configuration-successfully-applied			Configuration-successfully-applied,
	configuration-rejected-by-M-NG-RANNode		Configuration-rejected-by-M-NG-RANNode,
	choice-extension					ProtocolIE-Single-Container { {ResponseType-ReconfComplete-ExtIEs} }
}

ResponseType-ReconfComplete-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

Configuration-successfully-applied ::= SEQUENCE {
	m-NG-RANNode-to-S-NG-RANNode-Container		OCTET STRING		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {Configuration-successfully-applied-ExtIEs} } OPTIONAL,
	...
}

Configuration-successfully-applied-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-sk-Counter	CRITICALITY ignore	EXTENSION SK-COUNTER		PRESENCE optional},
	...
}

Configuration-rejected-by-M-NG-RANNode ::= SEQUENCE {
	cause											Cause,
	m-NG-RANNode-to-S-NG-RANNode-Container		OCTET STRING		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {Configuration-rejected-by-M-NG-RANNode-ExtIEs} } OPTIONAL,
	...
}

Configuration-rejected-by-M-NG-RANNode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE MODIFICATION REQUEST
--
-- **************************************************************

SNodeModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequest-IEs}},
	...
}

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause												PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication							PRESENCE optional }|
	{ ID id-selectedPLMN							CRITICALITY ignore		TYPE PLMN-Identity										PRESENCE optional }|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore		TYPE MobilityRestrictionList						PRESENCE optional }|
	{ ID id-SCGConfigurationQuery					CRITICALITY ignore		TYPE SCGConfigurationQuery							PRESENCE optional }|
	{ ID id-UEContextInfo-SNModRequest				CRITICALITY reject		TYPE UEContextInfo-SNModRequest					PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING										PRESENCE optional }|
	{ ID id-requestedSplitSRB						CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-requestedSplitSRBrelease				CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel				CRITICALITY ignore		TYPE DesiredActNotificationLevel					PRESENCE optional }|
	{ ID id-AdditionalDRBIDs						CRITICALITY reject		TYPE DRB-List											PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL			CRITICALITY reject		TYPE BitRate											PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL			CRITICALITY reject		TYPE BitRate											PRESENCE optional }|
	{ ID id-LocationInformationSNReporting			CRITICALITY ignore		TYPE LocationInformationSNReporting				PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo				PRESENCE optional }|
	{ ID id-PCellID									CRITICALITY reject		TYPE GlobalNG-RANCell-ID								PRESENCE optional }|
	{ ID id-NE-DC-TDM-Pattern						CRITICALITY ignore		TYPE NE-DC-TDM-Pattern								PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3				PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3Release	CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3Release	PRESENCE optional }|
	{ ID id-SNTriggered								CRITICALITY ignore		TYPE SNTriggered										PRESENCE optional }|
[bookmark: _Hlk94696641]	{ ID id-TargetNodeID							CRITICALITY ignore		TYPE GlobalNG-RANNode-ID								PRESENCE optional }|
	{ ID id-PSCellHistoryInformationRetrieve		CRITICALITY ignore		TYPE PSCellHistoryInformationRetrieve			PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE			CRITICALITY ignore		TYPE UEHistoryInformationFromTheUE				PRESENCE optional }|
	{ ID id-CHOinformation-ModReq					CRITICALITY ignore		TYPE CHOinformation-ModReq							PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore		TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CPAInformationModReq					CRITICALITY ignore		TYPE CPAInformationModReq							PRESENCE optional }|
	{ ID id-CPCInformationUpdate					CRITICALITY ignore		TYPE CPCInformationUpdate							PRESENCE optional }|
	{ ID id-S-NG-RANnodeUE-Slice-MBR				CRITICALITY ignore		TYPE UESliceMaximumBitRateList						PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNModificationList	CRITICALITY	ignore		TYPE MDTPLMNModificationList						PRESENCE optional }|
	{ ID id-SelectedNID								CRITICALITY	ignore		TYPE NID												PRESENCE optional }|
	{ ID id-QMCCoordinationRequest					CRITICALITY ignore		TYPE QMCCoordinationRequest							PRESENCE optional }|
	{ ID id-Src-SN-to-Tgt-SNQMCInfoInquiry			CRITICALITY ignore		TYPE Src-SN-to-Tgt-SNQMCInfoInquiry				PRESENCE optional }|
	{ ID id-IABAuthorizationStatus					CRITICALITY ignore	TYPE IABAuthorizationStatus							PRESENCE optional },
	...
}

UEContextInfo-SNModRequest ::= SEQUENCE {
	ueSecurityCapabilities							UESecurityCapabilities								OPTIONAL,
	s-ng-RANnode-SecurityKey						S-NG-RANnode-SecurityKey							OPTIONAL,
	s-ng-RANnodeUE-AMBR								UEAggregateMaximumBitRate							OPTIONAL,
	indexToRatFrequencySelectionPriority			RFSP-Index											OPTIONAL,
	lowerLayerPresenceStatusChange					LowerLayerPresenceStatusChange						OPTIONAL,
	pduSessionResourceToBeAdded						PDUSessionsToBeAdded-SNModRequest-List				OPTIONAL,
	pduSessionResourceToBeModified					PDUSessionsToBeModified-SNModRequest-List			OPTIONAL,
	pduSessionResourceToBeReleased					PDUSessionsToBeReleased-SNModRequest-List			OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEContextInfo-SNModRequest-ExtIEs} }			OPTIONAL,
	...
}

UEContextInfo-SNModRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionsToBeAdded-SNModRequest-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionsToBeAdded-SNModRequest-Item

PDUSessionsToBeAdded-SNModRequest-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	s-NSSAI					S-NSSAI,
	sN-PDUSessionAMBR		PDUSessionAggregateMaximumBitRate			OPTIONAL,
	sn-terminated			PDUSessionResourceSetupInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceSetupInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Setup Info – SN terminated IE
-- nor the PDU Session Resource Setup Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.3.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionsToBeAdded-SNModRequest-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionsToBeAdded-SNModRequest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-PDUSessionExpectedUEActivityBehaviour		CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour		PRESENCE optional},
	...
}

PDUSessionsToBeModified-SNModRequest-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionsToBeModified-SNModRequest-Item

PDUSessionsToBeModified-SNModRequest-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	sN-PDUSessionAMBR		PDUSessionAggregateMaximumBitRate				OPTIONAL,
	sn-terminated			PDUSessionResourceModificationInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceModificationInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Modification Info – SN terminated IE
-- nor the PDU Session Resource Modification Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.3.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionsToBeModified-SNModRequest-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionsToBeModified-SNModRequest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-S-NSSAI		CRITICALITY reject	EXTENSION S-NSSAI		PRESENCE optional}|
	{ID id-PDUSessionExpectedUEActivityBehaviour		CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour		PRESENCE optional},
	...
}

PDUSessionsToBeReleased-SNModRequest-List ::= SEQUENCE {
	pdu-session-list		PDUSession-List-withCause				OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionsToBeReleased-SNModRequest-List-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionsToBeReleased-SNModRequest-List-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedFastMCGRecoveryViaSRB3Release ::= ENUMERATED {true, ...}

Src-SN-to-Tgt-SNQMCInfoInquiry	::= ENUMERATED {true, ...}

-- **************************************************************
--
-- S-NODE MODIFICATION REQUEST ACKNOWLEDGE
--
-- **************************************************************

SNodeModificationRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequestAcknowledge-IEs}},
	...
}

SNodeModificationRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID									PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID									PRESENCE mandatory}|
	{ ID id-PDUSessionAdmitted-SNModResponse		CRITICALITY ignore		TYPE PDUSessionAdmitted-SNModResponse				PRESENCE optional }|
	{ ID id-PDUSessionNotAdmitted-SNModResponse		CRITICALITY ignore		TYPE PDUSessionNotAdmitted-SNModResponse			PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING											PRESENCE optional }|
	{ ID id-admittedSplitSRB						CRITICALITY ignore		TYPE SplitSRBsTypes											PRESENCE optional }|
	{ ID id-admittedSplitSRBrelease					CRITICALITY ignore		TYPE SplitSRBsTypes											PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics								PRESENCE optional }|
	{ ID id-LocationInformationSN					CRITICALITY ignore		TYPE Target-CGI												PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo					PRESENCE optional }|
	{ ID id-PDUSessionDataForwarding-SNModResponse	CRITICALITY ignore		TYPE PDUSessionDataForwarding-SNModResponse		PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY reject		TYPE RRCConfigIndication									PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3					PRESENCE optional }|
	{ ID id-ReleaseFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE ReleaseFastMCGRecoveryViaSRB3					PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability		CRITICALITY ignore		TYPE DirectForwardingPathAvailability				PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation							PRESENCE optional }|
	{ ID id-SCGActivationStatus						CRITICALITY ignore		TYPE SCGActivationStatus									PRESENCE optional }|
	{ ID id-CPAInformationModReqAck					CRITICALITY ignore		TYPE CPAInformationModReqAck							PRESENCE optional }|
	{ ID id-QMCCoordinationResponse					CRITICALITY ignore		TYPE QMCCoordinationResponse							PRESENCE optional }|
	{ ID id-SourceSN-to-TargetSN-QMCInfo			CRITICALITY ignore		TYPE QMCConfigInfo											PRESENCE optional },
	...
}
PDUSessionAdmitted-SNModResponse ::= SEQUENCE {
	pduSessionResourcesAdmittedToBeAdded			PDUSessionAdmittedToBeAddedSNModResponse			OPTIONAL,
	pduSessionResourcesAdmittedToBeModified			PDUSessionAdmittedToBeModifiedSNModResponse		OPTIONAL,
	pduSessionResourcesAdmittedToBeReleased			PDUSessionAdmittedToBeReleasedSNModResponse			OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmitted-SNModResponse-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmitted-SNModResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionAdmittedToBeAddedSNModResponse ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionAdmittedToBeAddedSNModResponse-Item
PDUSessionAdmittedToBeAddedSNModResponse-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	sn-terminated			PDUSessionResourceSetupResponseInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceSetupResponseInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Setup Response Info – SN terminated IE
-- nor the PDU Session Resource Setup Response Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.3.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedToBeAddedSNModResponse-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedToBeAddedSNModResponse-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionAdmittedToBeModifiedSNModResponse::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionAdmittedToBeModifiedSNModResponse-Item
PDUSessionAdmittedToBeModifiedSNModResponse-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	sn-terminated			PDUSessionResourceModificationResponseInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceModificationResponseInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Modification Response Info – SN terminated IE
-- nor the PDU Session Resource Modification Response Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.3.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedToBeModifiedSNModResponse-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedToBeModifiedSNModResponse-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionAdmittedToBeReleasedSNModResponse ::= SEQUENCE {
	sn-terminated			PDUSession-List-withDataForwardingRequest		OPTIONAL,
	mn-terminated			PDUSession-List-withCause						OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedToBeReleasedSNModResponse-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedToBeReleasedSNModResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionNotAdmitted-SNModResponse ::= SEQUENCE {
	pdu-Session-List		PDUSession-List OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionNotAdmitted-SNModResponse-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionNotAdmitted-SNModResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk160016599]	{ ID id-PDUSessionResourcesNotAdmitted-List		CRITICALITY ignore		EXTENSION PDUSessionResourcesNotAdmitted-List	PRESENCE optional },
	...
}


PDUSessionDataForwarding-SNModResponse ::= SEQUENCE {
	sn-terminated		PDUSession-List-withDataForwardingRequest,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionDataForwarding-SNModResponse-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionDataForwarding-SNModResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ReleaseFastMCGRecoveryViaSRB3 ::= ENUMERATED {true, ...}



-- **************************************************************
--
-- S-NODE MODIFICATION REQUEST REJECT
--
-- **************************************************************

SNodeModificationRequestReject ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequestReject-IEs}},
	...
}

SNodeModificationRequestReject-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE MODIFICATION REQUIRED
--
-- **************************************************************

SNodeModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequired-IEs}},
	...
}

SNodeModificationRequired-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication						PRESENCE optional }|
	{ ID id-PDUSessionToBeModifiedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeModifiedSNModRequired	PRESENCE optional }|
	{ ID id-PDUSessionToBeReleasedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeReleasedSNModRequired	PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-SpareDRBIDs								CRITICALITY ignore		TYPE DRB-List										PRESENCE optional }|
	{ ID id-RequiredNumberOfDRBIDs					CRITICALITY ignore		TYPE DRB-Number										PRESENCE optional }|
	{ ID id-LocationInformationSN					CRITICALITY ignore		TYPE Target-CGI										PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY reject		TYPE RRCConfigIndication							PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-ReleaseFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE ReleaseFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-SCGIndicator							CRITICALITY ignore		TYPE SCGIndicator									PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation					PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore		TYPE SCGActivationRequest						PRESENCE optional }|
	{ ID id-CPACInformationModRequired				CRITICALITY ignore		TYPE CPACInformationModRequired				PRESENCE optional }|
	{ ID id-SCGreconfigNotification					CRITICALITY ignore		TYPE SCGreconfigNotification					PRESENCE optional }|
	{ ID id-SPRAvailability							CRITICALITY ignore		TYPE SPRAvailability								PRESENCE optional }|
	{ ID id-QMCCoordinationRequest					CRITICALITY ignore		TYPE QMCCoordinationRequest						PRESENCE optional }|
	{ ID id-SourceSN-to-TargetSN-QMCInfo			CRITICALITY ignore		TYPE QMCConfigInfo									PRESENCE optional }|
	{ ID id-S-CPAC-Request							CRITICALITY reject		TYPE S-CPAC-Request									PRESENCE	optional },
	...
}
PDUSessionToBeModifiedSNModRequired::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF	PDUSessionToBeModifiedSNModRequired-Item

PDUSessionToBeModifiedSNModRequired-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	sn-terminated			PDUSessionResourceModRqdInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceModRqdInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Modification Required Info – SN terminated IE
-- nor the PDU Session Resource Modification Required Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.4.4 apply.
	iE-Extension		ProtocolExtensionContainer { {PDUSessionToBeModifiedSNModRequired-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionToBeModifiedSNModRequired-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionToBeReleasedSNModRequired ::= SEQUENCE {
	sn-terminated			PDUSession-List-withDataForwardingRequest		OPTIONAL,
	mn-terminated			PDUSession-List-withCause						OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionToBeReleasedSNModRequired-ExtIEs} } OPTIONAL,
	...
}

PDUSessionToBeReleasedSNModRequired-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- S-NODE MODIFICATION CONFIRM
--
-- **************************************************************

SNodeModificationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationConfirm-IEs}},
	...
}

SNodeModificationConfirm-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionAdmittedModSNModConfirm		CRITICALITY ignore		TYPE PDUSessionAdmittedModSNModConfirm		PRESENCE optional }|
	{ ID id-PDUSessionReleasedSNModConfirm			CRITICALITY ignore		TYPE PDUSessionReleasedSNModConfirm			PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-AdditionalDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-QMCCoordinationResponse					CRITICALITY ignore		TYPE QMCCoordinationResponse					PRESENCE optional },
	...
}

PDUSessionAdmittedModSNModConfirm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionAdmittedModSNModConfirm-Item

PDUSessionAdmittedModSNModConfirm-Item ::= SEQUENCE {
	pduSessionId				PDUSession-ID,
	sn-terminated			PDUSessionResourceModConfirmInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceModConfirmInfo-MNterminated	OPTIONAL,
-- NOTE: If neither the PDU Session Resource Modification Confirm Info – SN terminated IE
-- nor the PDU Session Resource Modification Confirm Info – MN terminated IE is present,
-- abnormal conditions as specified in clause 8.3.4.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedModSNModConfirm-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedModSNModConfirm-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PDUSessionReleasedSNModConfirm ::= SEQUENCE {
	sn-terminated			PDUSession-List-withDataForwardingFromTarget						OPTIONAL,
	mn-terminated			PDUSession-List														OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {PDUSessionAdmittedToBeReleasedSNModConfirm-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAdmittedToBeReleasedSNModConfirm-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE MODIFICATION REFUSE
--
-- **************************************************************

SNodeModificationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRefuse-IEs}},
	...
}

SNodeModificationRefuse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE RELEASE REQUEST
--
-- **************************************************************

SNodeReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseRequest-IEs}},
	...
}

SNodeReleaseRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDUSessionToBeReleased-RelReq			CRITICALITY ignore		TYPE PDUSession-List-withCause					PRESENCE optional }|
	{ ID id-UEContextKeptIndicator					CRITICALITY ignore		TYPE UEContextKeptIndicator						PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-DRBs-transferred-to-MN					CRITICALITY ignore		TYPE DRB-List										PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE RELEASE REQUEST ACKNOWLEDGE
--
-- **************************************************************

SNodeReleaseRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseRequestAcknowledge-IEs}},
	...
}

SNodeReleaseRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID						CRITICALITY reject		TYPE NG-RANnodeUEXnAPID									PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID						CRITICALITY reject		TYPE NG-RANnodeUEXnAPID									PRESENCE optional }|
	{ ID id-PDUSessionToBeReleased-RelReqAck			CRITICALITY ignore		TYPE PDUSessionToBeReleasedList-RelReqAck			PRESENCE optional }|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore		TYPE CriticalityDiagnostics							PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation						CRITICALITY ignore		TYPE SCGUEHistoryInformation							PRESENCE optional }|
	{ ID id-SNMobilityInformation						CRITICALITY ignore		TYPE SNMobilityInformation								PRESENCE optional },
	...
}

PDUSessionToBeReleasedList-RelReqAck ::= SEQUENCE {
	pduSessionsToBeReleasedList-SNterminated		PDUSession-List-withDataForwardingRequest												OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {PDUSessionToBeReleasedList-RelReqAck-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionToBeReleasedList-RelReqAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- S-NODE RELEASE REJECT
--
-- **************************************************************

SNodeReleaseReject ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseReject-IEs}},
	...
}

SNodeReleaseReject-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}

-- **************************************************************
--
-- S-NODE RELEASE REQUIRED
--
-- **************************************************************

SNodeReleaseRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseRequired-IEs}},
	...
}

SNodeReleaseRequired-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionToBeReleasedList-RelRqd		CRITICALITY ignore		TYPE PDUSessionToBeReleasedList-RelRqd		PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation					PRESENCE optional },
	...
}

PDUSessionToBeReleasedList-RelRqd ::= SEQUENCE {
	pduSessionsToBeReleasedList-SNterminated		PDUSession-List-withDataForwardingRequest						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionToBeReleasedList-RelRqd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionToBeReleasedList-RelRqd-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE RELEASE CONFIRM
--
-- **************************************************************

SNodeReleaseConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseConfirm-IEs}},
	...
}

SNodeReleaseConfirm-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionReleasedList-RelConf			CRITICALITY ignore		TYPE PDUSessionReleasedList-RelConf			PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}

PDUSessionReleasedList-RelConf ::= SEQUENCE {
	pduSessionsReleasedList-SNterminated		PDUSession-List-withDataForwardingFromTarget					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionReleasedList-RelConf-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionReleasedList-RelConf-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE COUNTER CHECK REQUEST
--
-- **************************************************************

SNodeCounterCheckRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeCounterCheckRequest-IEs}},
	...
}

SNodeCounterCheckRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-BearersSubjectToCounterCheck			CRITICALITY ignore		TYPE BearersSubjectToCounterCheck-List		PRESENCE mandatory},
	...
}

BearersSubjectToCounterCheck-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF BearersSubjectToCounterCheck-Item

BearersSubjectToCounterCheck-Item ::= SEQUENCE {
	drb-ID							DRB-ID,
	ul-count						INTEGER (0.. 4294967295),
	dl-count						INTEGER (0.. 4294967295),
	iE-Extensions					ProtocolExtensionContainer { {BearersSubjectToCounterCheck-Item-ExtIEs} }	OPTIONAL,
	...
}

BearersSubjectToCounterCheck-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE CHANGE REQUIRED
--
-- **************************************************************

SNodeChangeRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeChangeRequired-IEs}},
	...
}

SNodeChangeRequired-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-target-S-NG-RANnodeID					CRITICALITY reject		TYPE GlobalNG-RANNode-ID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDUSession-SNChangeRequired-List		CRITICALITY ignore		TYPE PDUSession-SNChangeRequired-List		PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY reject		TYPE OCTET STRING									PRESENCE mandatory}|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation					PRESENCE optional }|
	{ ID id-SNMobilityInformation					CRITICALITY ignore		TYPE SNMobilityInformation						PRESENCE optional }|
	{ ID id-SourcePSCellID							CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-CPCInformationRequired					CRITICALITY ignore		TYPE CPCInformationRequired						PRESENCE optional }|
	{ ID id-SourceSN-to-TargetSN-QMCInfo			CRITICALITY ignore		TYPE QMCConfigInfo									PRESENCE optional },
	...
}

PDUSession-SNChangeRequired-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSession-SNChangeRequired-Item

PDUSession-SNChangeRequired-Item ::= SEQUENCE {
	pduSessionId				PDUSession-ID,
	sn-terminated			PDUSessionResourceChangeRequiredInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceChangeRequiredInfo-MNterminated	OPTIONAL,
-- NOTE: If the PDU Session Resource Change Required Info – SN terminated IE is not present,
-- abnormal conditions as specified in clause 8.3.5.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSession-SNChangeRequired-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSession-SNChangeRequired-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- S-NODE CHANGE CONFIRM
--
-- **************************************************************

SNodeChangeConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeChangeConfirm-IEs}},
	...
}

SNodeChangeConfirm-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSession-SNChangeConfirm-List			CRITICALITY ignore		TYPE PDUSession-SNChangeConfirm-List			PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-CPCInformationConfirm					CRITICALITY ignore		TYPE CPCInformationConfirm						PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional },
	...
}
PDUSession-SNChangeConfirm-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSession-SNChangeConfirm-Item

PDUSession-SNChangeConfirm-Item ::= SEQUENCE {
	pduSessionId			PDUSession-ID,
	sn-terminated			PDUSessionResourceChangeConfirmInfo-SNterminated	OPTIONAL,
	mn-terminated			PDUSessionResourceChangeConfirmInfo-MNterminated	OPTIONAL,
-- NOTE: If the PDU Session Resource Change Confirm Info – SN terminated IE is not present,
-- abnormal conditions as specified in clause 8.3.5.4 apply.
	iE-Extension			ProtocolExtensionContainer { {PDUSession-SNChangeConfirm-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSession-SNChangeConfirm-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated		CRITICALITY ignore	EXTENSION			AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated				PRESENCE optional},
	...
}


-- **************************************************************
--
-- S-NODE CHANGE REFUSE
--
-- **************************************************************

SNodeChangeRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeChangeRefuse-IEs}},
	...
}

SNodeChangeRefuse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}

-- **************************************************************
--
-- RRC TRANSFER
--
-- **************************************************************

RRCTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RRCTransfer-IEs}},
	...
}

RRCTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-SplitSRB-RRCTransfer					CRITICALITY reject		TYPE SplitSRB-RRCTransfer						PRESENCE optional }|
	{ ID id-UEReportRRCTransfer						CRITICALITY reject		TYPE UEReportRRCTransfer							PRESENCE optional }|
	{ ID id-FastMCGRecoveryRRCTransfer-SN-to-MN		CRITICALITY ignore		TYPE FastMCGRecoveryRRCTransfer				PRESENCE optional }|
	{ ID id-FastMCGRecoveryRRCTransfer-MN-to-SN		CRITICALITY ignore		TYPE FastMCGRecoveryRRCTransfer				PRESENCE optional }|
	{ ID id-SDT-SRB-between-NewNode-OldNode			CRITICALITY ignore		TYPE SDT-SRB-between-NewNode-OldNode			PRESENCE optional }|
	{ ID id-QoE-Measurement-Results					CRITICALITY ignore		TYPE QoE-Measurement-Results					PRESENCE optional },
	...
}

SplitSRB-RRCTransfer ::= SEQUENCE {
	rrcContainer					OCTET STRING						OPTIONAL,
	srbType							ENUMERATED {srb1, srb2, ...},
	deliveryStatus					DeliveryStatus						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {SplitSRB-RRCTransfer-ExtIEs} } OPTIONAL,
	...
}

SplitSRB-RRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEReportRRCTransfer::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { {UEReportRRCTransfer-ExtIEs} } OPTIONAL,
	...
}

UEReportRRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FastMCGRecoveryRRCTransfer::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { { FastMCGRecoveryRRCTransfer-ExtIEs} } OPTIONAL,
	...
}

FastMCGRecoveryRRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-SRB-between-NewNode-OldNode::= SEQUENCE {
	rrcContainer					OCTET STRING,
	srb-ID							SRB-ID,
	iE-Extensions					ProtocolExtensionContainer { { SDT-SRB-between-NewNode-OldNode-ExtIEs} } OPTIONAL,
	...
}

SDT-SRB-between-NewNode-OldNode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoE-Measurement-Results ::= SEQUENCE {
	qOEReference								OCTET STRING (SIZE(6)),
	rrcContainerForRVQoEReport					OCTET STRING									OPTIONAL,
	rrcContainerForQoEReport					OCTET STRING									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {QoE-Measurement-Results-ExtIEs} }	OPTIONAL,
	...
}

QoE-Measurement-Results-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- NOTIFICATION CONTROL INDICATION
--
-- **************************************************************

NotificationControlIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{NotificationControlIndication-IEs}},
	...
}

NotificationControlIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionResourcesNotifyList		CRITICALITY reject		TYPE PDUSessionResourcesNotifyList			PRESENCE optional },
	...
}

PDUSessionResourcesNotifyList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesNotify-Item

PDUSessionResourcesNotify-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	qosFlowsNotificationContrIndInfo	QoSFlowNotificationControlIndicationInfo,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionResourcesNotify-Item-ExtIEs} } OPTIONAL,
	...
}

PDUSessionResourcesNotify-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- ACTIVITY NOTIFICATION
--
-- **************************************************************

ActivityNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ActivityNotification-IEs}},
	...
}

ActivityNotification-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-UserPlaneTrafficActivityReport			CRITICALITY ignore		TYPE UserPlaneTrafficActivityReport			PRESENCE optional }|
	{ ID id-PDUSessionResourcesActivityNotifyList	CRITICALITY ignore		TYPE PDUSessionResourcesActivityNotifyList	PRESENCE optional }|
	{ ID id-RANPagingFailure						CRITICALITY ignore		TYPE RANPagingFailure								PRESENCE optional },
	...
}

PDUSessionResourcesActivityNotifyList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesActivityNotify-Item

PDUSessionResourcesActivityNotify-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	pduSessionLevelUPactivityreport		UserPlaneTrafficActivityReport											OPTIONAL,
	qosFlowsActivityNotifyList			QoSFlowsActivityNotifyList												OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionResourcesActivityNotify-Item-ExtIEs} } OPTIONAL,
	...
}

PDUSessionResourcesActivityNotify-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsActivityNotifyList ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsActivityNotifyItem

QoSFlowsActivityNotifyItem ::= SEQUENCE {
	qosFlowIdentifier					QoSFlowIdentifier,
	pduSessionLevelUPactivityreport		UserPlaneTrafficActivityReport,
	iE-Extensions						ProtocolExtensionContainer { {QoSFlowsActivityNotifyItem-ExtIEs} } OPTIONAL,
	...
}

QoSFlowsActivityNotifyItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- XN SETUP REQUEST
--
-- **************************************************************

XnSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnSetupRequest-IEs}},
	...
}

XnSetupRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-GlobalNG-RAN-node-ID				CRITICALITY reject	TYPE GlobalNG-RANNode-ID						PRESENCE mandatory}|
	{ ID id-TAISupport-list						CRITICALITY reject	TYPE TAISupport-List							PRESENCE mandatory}|
	{ ID id-AMF-Region-Information				CRITICALITY reject	TYPE AMF-Region-Information						PRESENCE mandatory}|
	{ ID id-List-of-served-cells-NR				CRITICALITY reject	TYPE ServedCells-NR								PRESENCE optional }|
	{ ID id-List-of-served-cells-E-UTRA			CRITICALITY reject	TYPE ServedCells-E-UTRA							PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication			CRITICALITY reject	TYPE InterfaceInstanceIndication				PRESENCE optional }|
	{ ID id-TNLConfigurationInfo				CRITICALITY ignore	TYPE TNLConfigurationInfo						PRESENCE optional }|
	{ ID id-PartialListIndicator-NR				CRITICALITY ignore	TYPE PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-NR 	CRITICALITY ignore 	TYPE CellAndCapacityAssistanceInfo-NR		PRESENCE optional }|
	{ ID id-PartialListIndicator-EUTRA			CRITICALITY ignore	TYPE PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-EUTRA	CRITICALITY ignore 	TYPE CellAndCapacityAssistanceInfo-EUTRA	PRESENCE optional }|
	{ ID id-Local-NG-RAN-Node-Identifier		CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier			PRESENCE optional }|
	{ ID id-Neighbour-NG-RAN-Node-List			CRITICALITY ignore	TYPE Neighbour-NG-RAN-Node-List				PRESENCE optional },
	...
}

-- **************************************************************
--
-- XN SETUP RESPONSE
--
-- **************************************************************

XnSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnSetupResponse-IEs}},
	...
}

XnSetupResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-GlobalNG-RAN-node-ID				CRITICALITY reject	TYPE GlobalNG-RANNode-ID						PRESENCE mandatory}|
	{ ID id-TAISupport-list						CRITICALITY reject	TYPE TAISupport-List							PRESENCE mandatory}|
	{ ID id-List-of-served-cells-NR				CRITICALITY reject	TYPE ServedCells-NR								PRESENCE optional }|
	{ ID id-List-of-served-cells-E-UTRA			CRITICALITY reject	TYPE ServedCells-E-UTRA							PRESENCE optional }|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-AMF-Region-Information				CRITICALITY reject	TYPE AMF-Region-Information						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication			CRITICALITY reject	TYPE InterfaceInstanceIndication				PRESENCE optional }|
	{ ID id-TNLConfigurationInfo				CRITICALITY ignore	TYPE TNLConfigurationInfo						PRESENCE optional }|
	{ ID id-PartialListIndicator-NR				CRITICALITY ignore	TYPE PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-NR	CRITICALITY ignore 	TYPE CellAndCapacityAssistanceInfo-NR		PRESENCE optional }|
	{ ID id-PartialListIndicator-EUTRA			CRITICALITY ignore	TYPE PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-EUTRA	CRITICALITY ignore 	TYPE CellAndCapacityAssistanceInfo-EUTRA	PRESENCE optional }|
	{ ID id-Local-NG-RAN-Node-Identifier		CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier			PRESENCE optional }|
	{ ID id-Neighbour-NG-RAN-Node-List			CRITICALITY ignore	TYPE Neighbour-NG-RAN-Node-List				PRESENCE optional },
	...
}

-- **************************************************************
--
-- XN SETUP FAILURE
--
-- **************************************************************

XnSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnSetupFailure-IEs}},
	...
}

XnSetupFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait						PRESENCE optional }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject	TYPE InterfaceInstanceIndication	PRESENCE optional }|
	{ ID id-MessageOversizeNotification	CRITICALITY ignore	TYPE MessageOversizeNotification	PRESENCE optional },
	...
}

-- **************************************************************
--
-- NG-RAN NODE CONFIGURATION UPDATE
--
-- **************************************************************

NGRANNodeConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ NGRANNodeConfigurationUpdate-IEs}},
	...
}

NGRANNodeConfigurationUpdate-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-TAISupport-list							CRITICALITY reject	TYPE TAISupport-List									PRESENCE optional }|
	{ ID id-ConfigurationUpdateInitiatingNodeChoice	CRITICALITY ignore	TYPE ConfigurationUpdateInitiatingNodeChoice	PRESENCE mandatory}|
	{ ID id-TNLA-To-Add-List						CRITICALITY ignore	TYPE TNLA-To-Add-List									PRESENCE optional }|
	{ ID id-TNLA-To-Remove-List						CRITICALITY ignore	TYPE TNLA-To-Remove-List								PRESENCE optional }|
	{ ID id-TNLA-To-Update-List						CRITICALITY ignore	TYPE TNLA-To-Update-List								PRESENCE optional }|
	{ ID id-GlobalNG-RAN-node-ID					CRITICALITY reject	TYPE GlobalNG-RANNode-ID								PRESENCE optional }|
	{ ID id-AMF-Region-Information-To-Add			CRITICALITY reject	TYPE AMF-Region-Information							PRESENCE optional }|
	{ ID id-AMF-Region-Information-To-Delete		CRITICALITY reject	TYPE AMF-Region-Information							PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject	TYPE InterfaceInstanceIndication					PRESENCE optional }|
	{ ID id-TNLConfigurationInfo					CRITICALITY ignore	TYPE TNLConfigurationInfo								PRESENCE optional }|
	{ ID id-Coverage-Modification-List				CRITICALITY reject	TYPE Coverage-Modification-List						PRESENCE optional }|
	{ ID id-Local-NG-RAN-Node-Identifier			CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier					PRESENCE optional }|
	{ ID id-Neighbour-NG-RAN-Node-List				CRITICALITY ignore	TYPE Neighbour-NG-RAN-Node-List						PRESENCE optional }|
[bookmark: OLE_LINK28]	{ ID id-Local-NG-RAN-Node-Identifier-Removal	CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier					PRESENCE optional },
	...
}

ConfigurationUpdateInitiatingNodeChoice ::= CHOICE {
	gNB									ProtocolIE-Container	{ {ConfigurationUpdate-gNB} },
	ng-eNB								ProtocolIE-Container	{ {ConfigurationUpdate-ng-eNB} },
	choice-extension					ProtocolIE-Single-Container { {ServedCellsToUpdateInitiatingNodeChoice-ExtIEs} }
}

ServedCellsToUpdateInitiatingNodeChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ConfigurationUpdate-gNB XNAP-PROTOCOL-IES ::= {
	{ ID id-servedCellsToUpdate-NR			CRITICALITY ignore TYPE	ServedCellsToUpdate-NR							PRESENCE optional }|
	{ ID id-cellAssistanceInfo-NR			CRITICALITY ignore TYPE	CellAssistanceInfo-NR							PRESENCE optional }|
	{ ID id-cellAssistanceInfo-EUTRA		CRITICALITY ignore TYPE	CellAssistanceInfo-EUTRA						PRESENCE optional }|
	{ ID id-ServedCellSpecificInfoReq-NR	CRITICALITY ignore TYPE	ServedCellSpecificInfoReq-NR					PRESENCE optional},
	...
}


ConfigurationUpdate-ng-eNB XNAP-PROTOCOL-IES ::= {
	{ ID id-servedCellsToUpdate-E-UTRA			CRITICALITY ignore TYPE	ServedCellsToUpdate-E-UTRA				PRESENCE optional }|
	{ ID id-cellAssistanceInfo-NR				CRITICALITY ignore TYPE	CellAssistanceInfo-NR						PRESENCE optional }|
	{ ID id-cellAssistanceInfo-EUTRA			CRITICALITY ignore TYPE	CellAssistanceInfo-EUTRA					PRESENCE optional },
	...
}



-- **************************************************************
--
-- NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

NGRANNodeConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ NGRANNodeConfigurationUpdateAcknowledge-IEs}},
	...
}

NGRANNodeConfigurationUpdateAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-RespondingNodeTypeConfigUpdateAck			CRITICALITY ignore	TYPE RespondingNodeTypeConfigUpdateAck		PRESENCE mandatory}|
	{ ID id-TNLA-Setup-List								CRITICALITY ignore	TYPE TNLA-Setup-List								PRESENCE optional }|
	{ ID id-TNLA-Failed-To-Setup-List					CRITICALITY ignore	TYPE TNLA-Failed-To-Setup-List					PRESENCE optional }|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication					CRITICALITY reject	TYPE InterfaceInstanceIndication				PRESENCE optional }|
	{ ID id-TNLConfigurationInfo						CRITICALITY ignore	TYPE TNLConfigurationInfo						PRESENCE optional	}|
	{ ID id-Local-NG-RAN-Node-Identifier				CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier				PRESENCE optional	}|
	{ ID id-Neighbour-NG-RAN-Node-List					CRITICALITY ignore	TYPE Neighbour-NG-RAN-Node-List				PRESENCE optional	}|
	{ ID id-Local-NG-RAN-Node-Identifier-Removal		CRITICALITY ignore	TYPE Local-NG-RAN-Node-Identifier				PRESENCE optional	},
	...
}
RespondingNodeTypeConfigUpdateAck ::= CHOICE {
	ng-eNB					RespondingNodeTypeConfigUpdateAck-ng-eNB,
	gNB						RespondingNodeTypeConfigUpdateAck-gNB,
	choice-extension		ProtocolIE-Single-Container { {RespondingNodeTypeConfigUpdateAck-ExtIEs} }
}

RespondingNodeTypeConfigUpdateAck-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

RespondingNodeTypeConfigUpdateAck-ng-eNB ::= SEQUENCE {
	iE-Extension		ProtocolExtensionContainer { {RespondingNodeTypeConfigUpdateAck-ng-eNB-ExtIEs} }	OPTIONAL,
	...
}

RespondingNodeTypeConfigUpdateAck-ng-eNB-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-List-of-served-cells-E-UTRA				CRITICALITY ignore	EXTENSION ServedCells-E-UTRA							PRESENCE optional }|
	{ ID id-PartialListIndicator-EUTRA				CRITICALITY ignore	EXTENSION PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-EUTRA		CRITICALITY ignore	EXTENSION CellAndCapacityAssistanceInfo-EUTRA	PRESENCE optional },
	...
}


RespondingNodeTypeConfigUpdateAck-gNB ::= SEQUENCE {
	served-NR-Cells		ServedCells-NR																OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {RespondingNodeTypeConfigUpdateAck-gNB-ExtIEs} }	OPTIONAL,
	...
}

RespondingNodeTypeConfigUpdateAck-gNB-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PartialListIndicator-NR				CRITICALITY ignore	EXTENSION PartialListIndicator						PRESENCE optional }|
	{ ID id-CellAndCapacityAssistanceInfo-NR 	CRITICALITY ignore 	EXTENSION CellAndCapacityAssistanceInfo-NR		PRESENCE optional },
	...
}


-- **************************************************************
--
-- NG-RAN NODE CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

NGRANNodeConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{NGRANNodeConfigurationUpdateFailure-IEs}},
	...
}

NGRANNodeConfigurationUpdateFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait						PRESENCE optional }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject	TYPE InterfaceInstanceIndication	PRESENCE optional },
	...
}


-- **************************************************************
--
-- E-UTRA - NR CELL RESOURCE COORDINATION REQUEST
--
-- **************************************************************

E-UTRA-NR-CellResourceCoordinationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{E-UTRA-NR-CellResourceCoordinationRequest-IEs}},
	...
}

E-UTRA-NR-CellResourceCoordinationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-initiatingNodeType-ResourceCoordRequest	CRITICALITY reject	TYPE InitiatingNodeType-ResourceCoordRequest		PRESENCE mandatory}|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject	TYPE InterfaceInstanceIndication						PRESENCE optional },
	...
}

InitiatingNodeType-ResourceCoordRequest ::= CHOICE {
	ng-eNB								ResourceCoordRequest-ng-eNB-initiated,
	gNB									ResourceCoordRequest-gNB-initiated,
	choice-extension					ProtocolIE-Single-Container { {InitiatingNodeType-ResourceCoordRequest-ExtIEs} }
}

InitiatingNodeType-ResourceCoordRequest-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ResourceCoordRequest-ng-eNB-initiated ::= SEQUENCE {
	dataTrafficResourceIndication		DataTrafficResourceIndication,
	spectrumSharingGroupID				SpectrumSharingGroupID,
	listofE-UTRACells					SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI							OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {ResourceCoordRequest-ng-eNB-initiated-ExtIEs} }	OPTIONAL,
	...
}

ResourceCoordRequest-ng-eNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ResourceCoordRequest-gNB-initiated ::= SEQUENCE {
	dataTrafficResourceIndication		DataTrafficResourceIndication,
	listofE-UTRACells					SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI						OPTIONAL,
	spectrumSharingGroupID				SpectrumSharingGroupID,
	listofNRCells						SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF NR-CGI								OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {ResourceCoordRequest-gNB-initiated-ExtIEs} }	OPTIONAL,
	...
}

ResourceCoordRequest-gNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- E-UTRA - NR CELL RESOURCE COORDINATION RESPONSE
--
-- **************************************************************

E-UTRA-NR-CellResourceCoordinationResponse::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{E-UTRA-NR-CellResourceCoordinationResponse-IEs}},
	...
}

E-UTRA-NR-CellResourceCoordinationResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-respondingNodeType-ResourceCoordResponse	CRITICALITY reject	TYPE RespondingNodeType-ResourceCoordResponse 	PRESENCE mandatory}|
	{ ID id-InterfaceInstanceIndication					CRITICALITY reject	TYPE InterfaceInstanceIndication						PRESENCE optional },
	...
}

RespondingNodeType-ResourceCoordResponse ::= CHOICE {
	ng-eNB								ResourceCoordResponse-ng-eNB-initiated,
	gNB									ResourceCoordResponse-gNB-initiated,
	choice-extension					ProtocolIE-Single-Container { {RespondingNodeType-ResourceCoordResponse-ExtIEs} }
}

RespondingNodeType-ResourceCoordResponse-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ResourceCoordResponse-ng-eNB-initiated ::= SEQUENCE {
	dataTrafficResourceIndication		DataTrafficResourceIndication,
	spectrumSharingGroupID				SpectrumSharingGroupID,
	listofE-UTRACells					SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI								OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {ResourceCoordResponse-ng-eNB-initiated-ExtIEs} }		OPTIONAL,
	...
}

ResourceCoordResponse-ng-eNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ResourceCoordResponse-gNB-initiated ::= SEQUENCE {
	dataTrafficResourceIndication		DataTrafficResourceIndication,
	spectrumSharingGroupID				SpectrumSharingGroupID,
	listofNRCells						SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF NR-CGI									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {ResourceCoordResponse-gNB-initiated-ExtIEs} }		OPTIONAL,
	...
}

ResourceCoordResponse-gNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- SECONDARY RAT DATA USAGE REPORT
--
-- **************************************************************

SecondaryRATDataUsageReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{SecondaryRATDataUsageReport-IEs}},
	...
}

SecondaryRATDataUsageReport-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-PDUSessionResourceSecondaryRATUsageList	CRITICALITY reject		TYPE PDUSessionResourceSecondaryRATUsageList	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- XN REMOVAL REQUEST
--
-- **************************************************************

XnRemovalRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnRemovalRequest-IEs}},
	...
}

XnRemovalRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-GlobalNG-RAN-node-ID		CRITICALITY reject	TYPE GlobalNG-RANNode-ID			PRESENCE mandatory}|
	{ ID id-XnRemovalThreshold			CRITICALITY reject	TYPE XnBenefitValue					PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject	TYPE InterfaceInstanceIndication	PRESENCE optional },
	...
}

-- **************************************************************
--
-- XN REMOVAL RESPONSE
--
-- **************************************************************

XnRemovalResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnRemovalResponse-IEs}},
	...
}

XnRemovalResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-GlobalNG-RAN-node-ID		CRITICALITY reject	TYPE GlobalNG-RANNode-ID			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject	TYPE InterfaceInstanceIndication	PRESENCE optional },
	...
}

-- **************************************************************
--
-- XN REMOVAL FAILURE
--
-- **************************************************************

XnRemovalFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ XnRemovalFailure-IEs}},
	...
}

XnRemovalFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject	TYPE InterfaceInstanceIndication	PRESENCE optional },
	...
}

-- **************************************************************
--
-- CELL ACTIVATION REQUEST
--
-- **************************************************************

CellActivationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ CellActivationRequest-IEs}},
	...
}

CellActivationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ServedCellsToActivate					CRITICALITY reject		TYPE ServedCellsToActivate						PRESENCE mandatory}|
	{ ID id-ActivationIDforCellActivation			CRITICALITY reject		TYPE ActivationIDforCellActivation			PRESENCE mandatory}|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

ServedCellsToActivate ::= CHOICE {
	nr-cells							SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF NR-CGI,
	e-utra-cells						SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI,
	choice-extension					ProtocolIE-Single-Container { {ServedCellsToActivate-ExtIEs} }
}

ServedCellsToActivate-ExtIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NRCellsAndSSBsList			CRITICALITY ignore		TYPE ToBeActivatedNRCellsAndSSBsList				PRESENCE mandatory},
	...
}

ToBeActivatedNRCellsAndSSBsList ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF ToBeActivatedNRCellsAndSSBs-Item

ToBeActivatedNRCellsAndSSBs-Item ::= SEQUENCE {
	nrCGI						NR-CGI,
	sSBstobeActivatedList		SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSBsToBeActivated-Item	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ToBeActivatedNRCellsAndSSBs-Item-ExtIEs} }	OPTIONAL,
	...
}

ToBeActivatedNRCellsAndSSBs-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SSBsToBeActivated-Item ::= SEQUENCE {
	ssbIndex			INTEGER(0..63),
	iE-Extensions		ProtocolExtensionContainer { { SSBsToBeActivated-Item-ExtIEs} }	OPTIONAL,
	...
}

SSBsToBeActivated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- CELL ACTIVATION RESPONSE
--
-- **************************************************************

CellActivationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{CellActivationResponse-IEs}},
	...
}

CellActivationResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ActivatedServedCells					CRITICALITY reject		TYPE ActivatedServedCells						PRESENCE mandatory}|
	{ ID id-ActivationIDforCellActivation			CRITICALITY reject		TYPE ActivationIDforCellActivation			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

ActivatedServedCells ::= CHOICE {
	nr-cells							SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF NR-CGI,
	e-utra-cells						SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI,
	choice-extension					ProtocolIE-Single-Container { {ActivatedServedCells-ExtIEs} }
}

ActivatedServedCells-ExtIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ActivatedNRCellsAndSSBsList				CRITICALITY ignore		TYPE ActivatedNRCellsAndSSBsList			PRESENCE mandatory},
	...
}

ActivatedNRCellsAndSSBsList ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF ActivatedNRCellsAndSSBs-Item

ActivatedNRCellsAndSSBs-Item ::= SEQUENCE {
	nrCGI					NR-CGI,
	sSBsActivatedList	SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBsActivated-Item		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { {ActivatedNRCellsAndSSBs-Item-ExtIEs} }	OPTIONAL,
	...
}

ActivatedNRCellsAndSSBs-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SSBsActivated-Item ::= SEQUENCE {
	ssbIndex		INTEGER(0..63),
	iE-Extensions	ProtocolExtensionContainer { {SSBsActivated-Item-ExtIEs} }	OPTIONAL,
	...
}

SSBsActivated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- CELL ACTIVATION FAILURE
--
-- **************************************************************

CellActivationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{CellActivationFailure-IEs}},
	...
}

CellActivationFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ActivationIDforCellActivation			CRITICALITY reject		TYPE ActivationIDforCellActivation			PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

-- **************************************************************
--
-- RESET REQUEST
--
-- **************************************************************

ResetRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ResetRequest-IEs}},
	...
}

ResetRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ResetRequestTypeInfo					CRITICALITY reject		TYPE ResetRequestTypeInfo						PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

-- **************************************************************
--
-- RESET RESPONSE
--
-- **************************************************************

ResetResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ResetResponse-IEs}},
	...
}

ResetResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ResetResponseTypeInfo					CRITICALITY reject		TYPE ResetResponseTypeInfo						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ErrorIndication-IEs}},
	...
}

ErrorIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject		TYPE InterfaceInstanceIndication				PRESENCE optional },
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs XNAP-PRIVATE-IES ::= {
	...
}


-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation							PRESENCE optional },
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-NG-RANTraceID							CRITICALITY ignore	TYPE NG-RANTraceID								PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- FAILURE INDICATION
--
-- **************************************************************

FailureIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{FailureIndication-IEs}},
	...
}

FailureIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-InitiatingCondition-FailureIndication				CRITICALITY reject		TYPE InitiatingCondition-FailureIndication							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- HANDOVER REPORT
--
-- **************************************************************

HandoverReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ HandoverReport-IEs}},
	...
}

HandoverReport-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-HandoverReportType			CRITICALITY ignore		TYPE HandoverReportType				PRESENCE mandatory}|
	{ ID id-HandoverCause				CRITICALITY ignore		TYPE Cause							PRESENCE mandatory}|
	{ ID id-SourceCellCGI				CRITICALITY ignore		TYPE GlobalNG-RANCell-ID			PRESENCE mandatory }|
	{ ID id-TargetCellCGI				CRITICALITY ignore		TYPE GlobalNG-RANCell-ID			PRESENCE mandatory }|
	{ ID id-ReEstablishmentCellCGI		CRITICALITY ignore		TYPE GlobalCell-ID					PRESENCE conditional }|
-- This IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell"
	{ ID id-TargetCellinEUTRAN			CRITICALITY ignore		TYPE TargetCellinEUTRAN				PRESENCE conditional }|
-- This IE shall be present if the Handover Report Type IE is set to the value "Inter-system ping-pong"
	{ ID id-SourceCellCRNTI				CRITICALITY ignore		TYPE C-RNTI							PRESENCE optional }|
	{ ID id-MobilityInformation			CRITICALITY ignore		TYPE MobilityInformation			PRESENCE optional }|
	{ ID id-UERLFReportContainer		CRITICALITY ignore		TYPE UERLFReportContainer			PRESENCE optional }|
	{ ID id-CHOConfiguration			CRITICALITY ignore		TYPE CHOConfiguration				PRESENCE optional}|
	{ ID id-TargetCellCRNTI				CRITICALITY ignore		TYPE C-RNTI							PRESENCE optional}|
	{ ID id-TimeSinceFailure			CRITICALITY ignore		TYPE TimeSinceFailure				PRESENCE optional},
	...
}

-- **************************************************************
--
-- RESOURCE STATUS REQUEST
--
-- **************************************************************

ResourceStatusRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ResourceStatusRequest-IEs}},
	...
}

ResourceStatusRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID			CRITICALITY ignore	TYPE Measurement-ID					PRESENCE conditional}|
-- This IE shall be present if the Registration Request IE is set to the value "stop" or "add".
	{ ID id-RegistrationRequest					CRITICALITY reject	TYPE RegistrationRequest			PRESENCE mandatory}|
	{ ID id-ReportCharacteristics				CRITICALITY reject	TYPE ReportCharacteristics			PRESENCE conditional}|
-- This IE shall be present if the Registration Request IE is set to the value "start".
	{ ID id-CellToReport						CRITICALITY ignore	TYPE CellToReport					PRESENCE optional}|
	{ ID id-ReportingPeriodicity				CRITICALITY ignore	TYPE ReportingPeriodicity			PRESENCE optional},
	...
}


-- **************************************************************
--
-- RESOURCE STATUS RESPONSE
--
-- **************************************************************

ResourceStatusResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ResourceStatusResponse-IEs}},
	...
}

ResourceStatusResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID							PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID							PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}


-- **************************************************************
--
-- RESOURCE STATUS FAILURE
--
-- **************************************************************

ResourceStatusFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ResourceStatusFailure-IEs}},
	...
}

ResourceStatusFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}


-- **************************************************************
--
-- RESOURCE STATUS UPDATE
--
-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ResourceStatusUpdate-IEs}},
	...
}

ResourceStatusUpdate-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-CellMeasurementResult			CRITICALITY ignore	TYPE CellMeasurementResult			PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- MOBILITY CHANGE REQUEST
--
-- **************************************************************

MobilityChangeRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeRequest-IEs}},
	...
}

MobilityChangeRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID							CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-NG-RANnode2CellID							CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-NG-RANnode1MobilityParameters				CRITICALITY reject	TYPE MobilityParametersInformation			PRESENCE optional}|
	{ ID id-NG-RANnode2ProposedMobilityParameters		CRITICALITY reject	TYPE MobilityParametersInformation			PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-SSBOffsets-List								CRITICALITY ignore	TYPE SSBOffsets-List								PRESENCE optional},
	...
}


-- **************************************************************
--
-- MOBILITY CHANGE ACKNOWLEDGE
--
-- **************************************************************

MobilityChangeAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeAcknowledge-IEs}},
	...
}

MobilityChangeAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID					CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-NG-RANnode2CellID					CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional},
	...
}


-- **************************************************************
--
-- MOBILITY CHANGE FAILURE
--
-- **************************************************************

MobilityChangeFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeFailure-IEs}},
	...
}

MobilityChangeFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID						CRITICALITY reject	TYPE GlobalNG-RANCell-ID									PRESENCE mandatory}|
	{ ID id-NG-RANnode2CellID						CRITICALITY reject	TYPE GlobalNG-RANCell-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause													PRESENCE mandatory}|
	{ ID id-MobilityParametersModificationRange		CRITICALITY reject	TYPE MobilityParametersModificationRange				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional}|
	{ ID id-NG-RANnode2SSBOffsetsModificationRange	CRITICALITY ignore	TYPE NG-RANnode2SSBOffsetsModificationRange			PRESENCE optional},
	...
}


-- **************************************************************
--
-- ACCESS AND MOBILITY INDICATION
--
-- **************************************************************

AccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ AccessAndMobilityIndication-IEs}},
	...
}
AccessAndMobilityIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-RAReport								CRITICALITY ignore	TYPE RAReport												PRESENCE optional}|
	{ ID id-SuccessfulHOReportInformation				CRITICALITY ignore	TYPE SuccessfulHOReportInformation					PRESENCE optional}|
	{ ID id-SuccessfulPSCellChangeReportInformation		CRITICALITY ignore	TYPE SuccessfulPSCellChangeReportInformation		PRESENCE optional}|
	{ ID id-DLLBTFailureInformationList					CRITICALITY ignore	TYPE DLLBTFailureInformationList						PRESENCE optional},
	...
}

-- **************************************************************
--
-- CELL TRAFFIC TRACE
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {CellTrafficTraceIEs} },
	...
}

CellTrafficTraceIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID				PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID				PRESENCE mandatory}|
	{ ID id-NG-RANTraceID					CRITICALITY ignore	TYPE NG-RANTraceID					PRESENCE mandatory}|
	{ ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE mandatory}|
	{ ID id-PrivacyIndicator				CRITICALITY ignore	TYPE PrivacyIndicator				PRESENCE optional }|
	{ ID id-TraceCollectionEntityURI		CRITICALITY ignore	TYPE URIaddress						PRESENCE optional },
	...
}

-- **************************************************************
--
-- RAN MULTICAST GROUP PAGING
--
-- **************************************************************

RANMulticastGroupPaging ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{RANMulticastGroupPaging-IEs}},
	...
}

RANMulticastGroupPaging-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID							CRITICALITY reject	TYPE MBS-Session-ID									PRESENCE mandatory}|
	{ ID id-UEIdentityIndexList-MBSGroupPaging		CRITICALITY reject	TYPE UEIdentityIndexList-MBSGroupPaging		PRESENCE mandatory}|
	{ ID id-MulticastRANPagingArea					CRITICALITY reject	TYPE RANPagingArea									PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- SCG FAILURE INFORMATION REPORT
--
-- **************************************************************

ScgFailureInformationReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ ScgFailureInformationReport-IEs}},
	...
}

ScgFailureInformationReport-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-SourcePSCellCGI							CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-FailedPSCellCGI							CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-SCGFailureReportContainer				CRITICALITY ignore		TYPE SCGFailureReportContainer					PRESENCE mandatory}|
	{ ID id-SNMobilityInformation				CRITICALITY ignore		TYPE SNMobilityInformation						PRESENCE optional }|
	{ ID id-CPACConfiguration					CRITICALITY ignore		TYPE CPACConfiguration							PRESENCE optional },
	...
}

-- **************************************************************
--
-- SCG FAILURE TRANSFER
--
-- **************************************************************

ScgFailureTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ ScgFailureTransfer-IEs}},
	...
}
ScgFailureTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- F1-C TRAFFIC TRANSFER

--
-- **************************************************************

F1CTrafficTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{ F1CTrafficTransfer-IEs}},
	...
}

F1CTrafficTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID						CRITICALITY reject	TYPE NG-RANnodeUEXnAPID			PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID						CRITICALITY reject	TYPE NG-RANnodeUEXnAPID			PRESENCE mandatory}|
	{ ID id-F1CTrafficContainer							CRITICALITY reject	TYPE F1CTrafficContainer			PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MANAGEMENT REQUEST
--
-- **************************************************************

IABTransportMigrationManagementRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationManagementRequest-IEs}},
	...
}

IABTransportMigrationManagementRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-TrafficToBeAddedList					CRITICALITY reject		TYPE TrafficToBeAddedList					PRESENCE optional }|
	{ ID id-TrafficToBeModifiedList					CRITICALITY reject		TYPE TrafficToBeModifiedList				PRESENCE optional }|
	{ ID id-TrafficToBeReleaseInformation			CRITICALITY reject		TYPE TrafficToBeReleaseInformation		PRESENCE optional }|
	{ ID id-IAB-TNL-Address-Request					CRITICALITY reject		TYPE IAB-TNL-Address-Request				PRESENCE optional }|
	{ ID id-IABTNLAddressException					CRITICALITY reject		TYPE IABTNLAddressException					PRESENCE optional }|
	{ ID id-MIAB-MT-BAP-Address						CRITICALITY reject		TYPE BAPAddress									PRESENCE optional },
	...
}

TrafficToBeAddedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficToBeAdded-Item

TrafficToBeAdded-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	trafficProfile			TrafficProfile,
	f1-TerminatingTopologyBHInformation		F1-TerminatingTopologyBHInformation		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TrafficToBeAdded-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficToBeAdded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficToBeModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficToBeModified-Item

TrafficToBeModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	trafficProfile			TrafficProfile		OPTIONAL,
	f1-TerminatingTopologyBHInformation		F1-TerminatingTopologyBHInformation		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {TrafficToBeModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficToBeModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE
--
-- **************************************************************

IABTransportMigrationManagementResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationManagementResponse-IEs}},
	...
}

IABTransportMigrationManagementResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-TrafficAddedList						CRITICALITY reject		TYPE TrafficAddedList							PRESENCE optional }|
	{ ID id-TrafficModifiedList						CRITICALITY reject		TYPE TrafficModifiedList						PRESENCE optional }|
	{ ID id-TrafficNotAddedList						CRITICALITY reject		TYPE TrafficNotAddedList						PRESENCE optional }|
	{ ID id-TrafficNotModifiedList					CRITICALITY reject		TYPE TrafficNotModifiedList					PRESENCE optional }|
	{ ID id-IAB-TNL-Address-Response				CRITICALITY reject		TYPE IAB-TNL-Address-Response				PRESENCE optional }|
	{ ID id-TrafficReleasedList						CRITICALITY reject		TYPE TrafficReleasedList						PRESENCE optional },
	...
}

TrafficAddedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficAdded-Item

TrafficAdded-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	non-F1-TerminatingTopologyBHInformation		Non-F1-TerminatingTopologyBHInformation,
	iE-Extensions			ProtocolExtensionContainer { {TrafficAdded-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficAdded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficModified-Item

TrafficModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	non-F1-TerminatingTopologyBHInformation		Non-F1-TerminatingTopologyBHInformation,
	iE-Extensions			ProtocolExtensionContainer { {TrafficModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficNotAddedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficNotAdded-Item

TrafficNotAdded-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	casue					Cause			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TrafficNotAdded-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficNotAdded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficNotModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficNotModified-Item

TrafficNotModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	cause					Cause		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TrafficNotModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficNotModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TrafficReleasedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficReleased-Item

TrafficReleased-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	bHInfoList				BHInfoList		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { TrafficReleased-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficReleased-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MANAGEMENT REJECT
--
-- **************************************************************

IABTransportMigrationManagementReject ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationManagementReject-IEs}},
	...
}

IABTransportMigrationManagementReject-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause										PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics					PRESENCE optional },
	...
}


-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MODIFICATION REQUEST
--
-- **************************************************************

IABTransportMigrationModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationModificationRequest-IEs}},
	...
}

IABTransportMigrationModificationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-TrafficRequiredToBeModifiedList				CRITICALITY reject	TYPE TrafficRequiredToBeModifiedList			PRESENCE optional }|
	{ ID id-TrafficToBeReleaseInformation				CRITICALITY reject	TYPE TrafficToBeReleaseInformation			PRESENCE optional }|
	{ ID id-IABTNLAddressToBeAdded						CRITICALITY reject	TYPE IAB-TNL-Address-Response					PRESENCE optional }|
	{ ID id-IABTNLAddressToBeReleasedList				CRITICALITY reject	TYPE IABTNLAddressToBeReleasedList			PRESENCE optional }|
	{ ID id-IABAuthorizationStatus						CRITICALITY ignore	TYPE IABAuthorizationStatus						PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus				CRITICALITY ignore	TYPE MobileIAB-AuthorizationStatus			PRESENCE optional },
	...
}

TrafficRequiredToBeModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficRequiredToBeModified-Item

TrafficRequiredToBeModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	non-f1-TerminatingTopologyBHInformation		Non-F1-TerminatingTopologyBHInformation,
	iE-Extensions			ProtocolExtensionContainer{ { TrafficRequiredToBeModified-Item-ExtIEs} }		OPTIONAL,
	...
}

TrafficRequiredToBeModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressToBeReleasedList ::= SEQUENCE (SIZE(1..maxnoofTLAsIAB)) OF IABTNLAddressToBeReleased-Item

IABTNLAddressToBeReleased-Item ::= SEQUENCE {
	iabTNLAddress			IABTNLAddress,
	iE-Extensions			ProtocolExtensionContainer{ { IABTNLAddressToBeReleased-Item-ExtIEs} }	OPTIONAL,
	...
}

IABTNLAddressToBeReleased-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MODIFICATION RESPONSE
--
-- **************************************************************

IABTransportMigrationModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationModificationResponse-IEs}},
	...
}

IABTransportMigrationModificationResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-TrafficRequiredModifiedList					CRITICALITY reject	TYPE TrafficRequiredModifiedList			PRESENCE optional }|
	{ ID id-TrafficReleasedList							CRITICALITY reject	TYPE TrafficReleasedList						PRESENCE optional },
	...
}



TrafficRequiredModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficRequiredModified-Item

TrafficRequiredModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	iE-Extensions			ProtocolExtensionContainer { { TrafficRequiredModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficRequiredModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- IAB RESOURCE COORDINATION REQUEST
--
-- **************************************************************

IABResourceCoordinationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABResourceCoordinationRequest-IEs}},
	...
}

IABResourceCoordinationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID	CRITICALITY reject		TYPE NG-RANnodeUEXnAPID					PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID	CRITICALITY reject		TYPE NG-RANnodeUEXnAPID					PRESENCE mandatory}|
	{ ID id-BoundaryNodeCellsList				CRITICALITY reject		TYPE BoundaryNodeCellsList			PRESENCE optional }|
	{ ID id-ParentNodeCellsList					CRITICALITY reject		TYPE ParentNodeCellsList				PRESENCE optional },
	...
}


BoundaryNodeCellsList ::= SEQUENCE (SIZE(1..maxnoofServedCellsIAB)) OF BoundaryNodeCellsList-Item

BoundaryNodeCellsList-Item ::= SEQUENCE {
	boundaryNodeCellInformation			IABCellInformation,
	iE-Extensions						ProtocolExtensionContainer { {BoundaryNodeCellsList-Item-ExtIEs} }		OPTIONAL,
	...
}

BoundaryNodeCellsList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ParentNodeCellsList ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF ParentNodeCellsList-Item

ParentNodeCellsList-Item ::= SEQUENCE {
	parentNodeCellInformation			IABCellInformation,
	iE-Extensions						ProtocolExtensionContainer { {ParentNodeCellsList-Item-ExtIEs} }	OPTIONAL,
	...
}

ParentNodeCellsList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- IAB RESOURCE COORDINATION RESPONSE
--
-- **************************************************************

IABResourceCoordinationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABResourceCoordinationResponse-IEs}},
	...
}

IABResourceCoordinationResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID					PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID					PRESENCE mandatory}|
	{ ID id-BoundaryNodeCellsList					CRITICALITY reject		TYPE BoundaryNodeCellsList				PRESENCE optional }|
	{ ID id-ParentNodeCellsList						CRITICALITY reject		TYPE ParentNodeCellsList					PRESENCE optional },
	...
}

-- **************************************************************
--
-- CONDITIONAL PSCELL CHANGE CANCEL
--
-- **************************************************************

CPCCancel ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ CPCCancel-IEs}},
	...
}
CPCCancel-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause								CRITICALITY ignore		TYPE Cause										PRESENCE optional }|
	{ ID id-target-S-NG-RANnodeID				CRITICALITY reject		TYPE GlobalNG-RANNode-ID						PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- PARTIAL UE CONTEXT TRANSFER
--
-- **************************************************************
PartialUEContextTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ PartialUEContextTransfer-IEs}},
	...
}

PartialUEContextTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-SDTPartialUEContextInfo					CRITICALITY ignore		TYPE SDTPartialUEContextInfo					PRESENCE mandatory}|
	{ ID id-PosPartialUEContextInfo					CRITICALITY ignore		TYPE PosPartialUEContextInfo					PRESENCE optional }|
	{ ID id-RequestedSRSPreconfig					CRITICALITY ignore		TYPE RequestedSRSPreconfig								PRESENCE optional },
	...
}

-- **************************************************************
--
-- PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE
--
-- **************************************************************
PartialUEContextTransferAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ PartialUEContextTransferAcknowledge-IEs}},
	...
}

PartialUEContextTransferAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-SDTDataForwardingDRBList				CRITICALITY ignore		TYPE SDTDataForwardingDRBList					PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-SRSConfiguration						CRITICALITY ignore		TYPE SRSConfiguration								PRESENCE optional },
	...
}

-- **************************************************************
--
-- PARTIAL UE CONTEXT TRANSFER FAILURE
--
-- **************************************************************

PartialUEContextTransferFailure::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ PartialUEContextTransferFailure-IEs}},
	...
}

PartialUEContextTransferFailure-IEs XNAP-PROTOCOL-IES ::= {	
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional },
	...
}


-- **************************************************************
--
-- RACH INDICATION
--
-- **************************************************************

RachIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RachIndication-IEs}},
	...
}

RachIndication-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-RaReportIndicationList					CRITICALITY reject		TYPE RaReportIndicationList						PRESENCE mandatory },
	...
}
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--
-- DATA COLLECTION REQUEST
--
-- **************************************************************

DataCollectionRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionRequest-IEs}},
	...
}

DataCollectionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID					CRITICALITY ignore	TYPE Measurement-ID										PRESENCE conditional}|
-- This IE shall be present if the Registration Request for Data Collection IE is set to the value "stop".
	{ ID id-RegistrationRequestForDataCollection		CRITICALITY reject	TYPE RegistrationRequestForDataCollection		PRESENCE mandatory}|
	{ ID id-ReportCharacteristicsForDataCollection		CRITICALITY reject	TYPE ReportCharacteristicsForDataCollection	PRESENCE conditional}|
-- This IE shall be present if the Registration Request IE is set to the value "start".
	{ ID id-CellToReportForDataCollection-List			CRITICALITY ignore	TYPE CellToReportForDataCollection-List			PRESENCE optional}|
	{ ID id-ReportingPeriodicityForDataCollection		CRITICALITY ignore	TYPE ReportingPeriodicityForDataCollection		PRESENCE optional}|
	{ ID id-RequestedPredictionTime						CRITICALITY ignore	TYPE RequestedPredictionTime						PRESENCE optional}|
	{ ID id-UETrajectoryCollectionConfiguration			CRITICALITY ignore	TYPE UETrajectoryCollectionConfiguration		PRESENCE optional}|
	{ ID id-UEPerformanceCollectionConfiguration		CRITICALITY ignore	TYPE UEPerformanceCollectionConfiguration		PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION RESPONSE
--
-- **************************************************************

DataCollectionResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionResponse-IEs}},
	...
}

DataCollectionResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NodeMeasurementInitiationResult-List		CRITICALITY reject	TYPE NodeMeasurementInitiationResult-List		PRESENCE optional}|
	{ ID id-CellMeasurementInitiationResult-List		CRITICALITY reject	TYPE CellMeasurementInitiationResult-List		PRESENCE optional}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION FAILURE
--
-- **************************************************************

DataCollectionFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionFailure-IEs}},
	...
}

DataCollectionFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION UPDATE
--
-- **************************************************************

DataCollectionUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionUpdate-IEs}},
	...
}

DataCollectionUpdate-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID												PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID												PRESENCE mandatory}|
	{ ID id-CellMeasurementResultForDataCollection-List	CRITICALITY ignore	TYPE CellMeasurementResultForDataCollection-List		PRESENCE optional }|
	{ ID id-UEAssociatedInfoResult-List					CRITICALITY ignore	TYPE UEAssociatedInfoResult-List							PRESENCE optional }|
	{ ID id-NodeAssociatedInfoResult					CRITICALITY ignore	TYPE NodeAssociatedInfoResult								PRESENCE optional },
	...
}


END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedReportIntervalMDT,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-LTEA2XUEPC5AggregateMaximumBitRate,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-PDUSession-PairID,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRA2XUEPC5AggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation,
	id-QoSMonitoringRequest,
	id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo,
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	id-RRCConnReestab-Indicator,
	id-SourceDLForwardingIPAddress,
	id-SourceNodeDLForwardingIPAddress,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-BeamMeasurementIndicationM1,
	id-Supported-MBS-FSA-ID-List,
	id-MBS-AssistanceInformation,
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
	id-SliceRadioResourceStatus-List,
	id-CompositeAvailableCapacitySupplementaryUplink,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-NR-U-Channel-List,
	id-NR-U-ChannelInfo-List,
	id-MIMOPRBusageInformation,
	id-UEAssistantIdentifier,
	id-IAB-MT-Cell-List,
	id-NoPDUSessionIndication,
	id-permutation,
	id-UL-GNB-DU-Cell-Resource-Configuration,
	id-DL-GNB-DU-Cell-Resource-Configuration,
	id-tdd-GNB-DU-Cell-Resource-Configuration,
	id-Additional-Measurement-Timing-Configuration-List,
	id-SurvivalTime,
	id-Local-NG-RAN-Node-Identifier,
	id-Neighbour-NG-RAN-Node-List,
	id-FiveGProSeUEPC5AggregateMaximumBitRate,
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-Full-and-Short-I-RNTI-Profile-List,
	id-QosFlowMappingIndication,
	id-EquivalentSNPNs,
	id-CHOTimeBasedInformation,
	id-ChannelOccupancyTimePercentageUL,
	id-EnergyDetectionThresholdUL,
	id-PSCellListContainer,
	id-RadioResourceStatusNR-U,
	id-FiveGProSeLayer2Multipath,
	id-FiveGProSeLayer2UEtoUERelay,
	id-FiveGProSeLayer2UEtoUERemote,
	id-ClockQualityReportingControlInfo,
	id-CapabilityForBATAdaptation,
	id-PNI-NPNBasedMDT,
	id-PNI-NPN-AreaScopeofMDT,
	id-SNPN-CellBasedMDT,
	id-SNPN-TAIBasedMDT,
	id-SNPN-BasedMDT,
	id-S-CPAC-Request,
	id-S-CPAC-Request-Info,
	id-S-CPAC-ReferenceConfigRequest,
	id-S-CPAC-InterSN-ExecutionNotify,
	id-S-CPAC-dataforwardinginfofromSource,
	id-S-CPAC-CompleteConfig-Indicator,
	id-CPACcandidatePSCells-wotherInfo-list,
[bookmark: _Hlk148714609]	id-eRedcap-Bcast-Information,
	id-NRPagingLongeDRXInformationforRRCINACTIVE,
	id-MBSCommServiceType,
	id-AssistanceInformationQoE-Meas,
	id-QoERVQoEReportingPaths,
	id-DirectForwardingPathAvailability,
	id-CHO-CPAC-Info,
	id-CHO-Maxnoof-CondReconfig,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-TAISliceUnavailableCellList,
	id-MobileIABCell,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEPLMNsplus1,
	maxnoofEUTRABands,
	maxnoofEUTRABPLMNs,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighbours,
	maxnoofNIDs,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofQoSParaSets,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSCellGroups,
	maxnoofSCellGroupsplus1,
	maxnoofSliceItems,
	maxnoofExtSliceItems,
	maxnoofSNPNIDs,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
	maxnoofTAIsinAoI,
	maxnoofTNLAssociations,
	maxnoofUEContexts,
	maxNRARFCN,
	maxNrOfErrors,
	maxnoofRANNodesinAoI,
	maxnooftimeperiods,
	maxnoofslots,
	maxnoofExtTLAs,
	maxnoofGTPTLAs,
	maxnoofCHOcells,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofRAReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationstate,
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,
	maxnoofSensorName,
	maxnoofNeighPCIforMDT,
	maxnoofFreqforMDT,
	maxnoofNonAnchorCarrierFreqConfig,
	maxnoofDataForwardingTunneltoE-UTRAN,
	maxnoofUEIDIndicesforMBSPaging,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMRBs,
	maxnoofCellsforMBS,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofAssociatedMBSSessions,
	maxnoofMBSSessions,
	maxnoofSuccessfulHOReports,
	maxnoofPSCellsPerSN,
	maxnoofNR-UChannelIDs,
	maxnoofCellsinCHO,
	maxnoofCHOexecutioncond,
	maxnoofServingCells,
	maxnoofBHInfo,
	maxnoofTLAsIAB,
	maxnoofTrafficIndexEntries,
	maxnoofBAPControlPDURLCCHs,
	maxnoofServedCellsIAB,
	maxnoofDUFSlots,
	maxnoofSymbols,
	maxnoofHSNASlots,
	maxnoofRBsetsPerCell,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofPSCellCandidates,
	maxnoofTargetSNs,
	maxnoofUEAppLayerMeas,
	maxnoofSNSSAIforQMC,
	maxnoofCellIDforQMC,
	maxnoofPLMNforQMC,
	maxnoofTAforQMC,
	maxnoofMTCItems,
	maxnoofCSIRSconfigurations,
	maxnoofCSIRSneighbourCells,
	maxnoofCSIRSneighbourCellsInMTC,
	maxnoofNeighbour-NG-RAN-Nodes,
	maxnoofSRBs,
	maxnoofSMBR,
	maxnoofNSAGs,
	maxnoofRBsetsPerCell1,
	maxnoofTargetSNsMinusOne,
	maxnoofThresholdsForExcessPacketDelay,
	maxnoofESNPNs,
	maxnoofSuccessfulPSCellChangeReports,
	maxnoofUEsforRAReportIndications,
	maxnoofPSCellsinCPAC,
	maxnoofCPACexecutioncond,
	maxnoofLBTFailureInformation,
	maxnoofCellsTrajectoryPredict,
	maxnoofCellsTrajectory,
	maxFailedCellMeasObjects,
	maxFailedMeasPerNode,
	maxnoofUEReports,
	maxnoofCandidateRelayUEs,
	maxnoofCAGforMDT,
	maxnoofMDTSNPNs,
	maxnoofSecurityConfigurations,
	maxnoofRSPPQoSFlows


FROM XnAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM XnAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES
FROM XnAP-Containers;


-- A

A2XPC5QoSParameters ::= SEQUENCE {
	a2XPC5QoSFlowList					A2XPC5QoSFlowList,
	aA2XPC5LinkAggregateBitRates			BitRate											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { A2XPC5QoSParameters-ExtIEs} }		OPTIONAL,
	...
}

A2XPC5QoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

A2XPC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF A2XPC5QoSFlowItem

A2XPC5QoSFlowItem ::= SEQUENCE {
	a2XpQI				FiveQI,
	a2Xpc5FlowBitRates	A2XPC5FlowBitRates													OPTIONAL,
	a2Xrange			Range															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { A2XPC5QoSFlowItem-ExtIEs} }		OPTIONAL,
	...
}

A2XPC5QoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

A2XPC5FlowBitRates ::= SEQUENCE {
	a2XguaranteedFlowBitRate		BitRate,
	a2XmaximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { A2XPC5FlowBitRates-ExtIEs} }		OPTIONAL,
	...
}

A2XPC5FlowBitRates-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk110879769]AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated ::= SEQUENCE (SIZE(1..maxnoofTargetSNsMinusOne)) OF AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item ::= SEQUENCE {
	pDUSessionResourceChangeConfirmInfo-SNterminated				PDUSessionResourceChangeConfirmInfo-SNterminated,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item-ExtIEs} } OPTIONAL,
	...
}

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AveragePacketDelay ::= SEQUENCE {
	uL-AveragePacketDelay		AveragePacketDelayValue,
	dL-AveragePacketDelay		AveragePacketDelayValue,
	iE-Extensions		ProtocolExtensionContainer { {AveragePacketDelay-ExtIEs} }	OPTIONAL,
	...
}

AveragePacketDelay-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AveragePacketDelayValue ::= INTEGER (0..10000)


AdditionLocationInformation ::= ENUMERATED {
	includePSCell,
	...
}

Additional-PDCP-Duplication-TNL-List ::= SEQUENCE (SIZE(1..maxnoofAdditionalPDCPDuplicationTNL)) OF Additional-PDCP-Duplication-TNL-Item
Additional-PDCP-Duplication-TNL-Item ::= SEQUENCE {
	additional-PDCP-Duplication-UP-TNL-Information	UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { { Additional-PDCP-Duplication-TNL-ExtIEs} }	OPTIONAL,
	...
}
Additional-PDCP-Duplication-TNL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Additional-UL-NG-U-TNLatUPF-Item ::= SEQUENCE {
	additional-UL-NG-U-TNLatUPF				UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { { Additional-UL-NG-U-TNLatUPF-Item-ExtIEs} }	OPTIONAL,
	...
}

Additional-UL-NG-U-TNLatUPF-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional},
	...
}

Additional-UL-NG-U-TNLatUPF-List ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF Additional-UL-NG-U-TNLatUPF-Item

Additional-Measurement-Timing-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofMTCItems)) OF Additional-Measurement-Timing-Configuration-Item

Additional-Measurement-Timing-Configuration-Item ::= SEQUENCE {
	additionalMeasurementTimingConfigurationIndex 		INTEGER (0..16),
	csi-RS-MTC-Configuration-List						CSI-RS-MTC-Configuration-List,
	iE-Extensions						ProtocolExtensionContainer { { Additional-Measurement-Timing-Configuration-Item-ExtIEs} }	OPTIONAL,
	...
}

Additional-Measurement-Timing-Configuration-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ActivationIDforCellActivation	::= INTEGER (0..255)

Active-MBS-SessionInformation ::= SEQUENCE {
	mBS-QoSFlowsToAdd-List								MBS-QoSFlowsToAdd-List,
	mBS-ServiceArea										MBS-ServiceArea												OPTIONAL,
	mBS-MappingandDataForwardingRequestInfofromSource	MBS-MappingandDataForwardingRequestInfofromSource		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Active-MBS-SessionInformation-ExtIEs} }		OPTIONAL,
	...
}

Active-MBS-SessionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk148727445]DataCollectionID ::= SEQUENCE {
	nGRAN-Node1-Measurement-ID					Measurement-ID,
	nGRAN-Node2-Measurement-ID					Measurement-ID,
	iE-Extensions							ProtocolExtensionContainer { { DataCollectionID-ExtIEs} } OPTIONAL,
	...
}

DataCollectionID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



AerialControllerUE ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

AerialUE ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

AerialUESubscriptionInformation ::= ENUMERATED {
	allowed,
	not-allowed,
	...
}



[bookmark: _Hlk515425967]AllocationandRetentionPriority ::= SEQUENCE {
	priorityLevel					INTEGER (0..15,...),
	pre-emption-capability			ENUMERATED {shall-not-trigger-preemption, may-trigger-preemption, ...},
	pre-emption-vulnerability		ENUMERATED {not-preemptable, preemptable, ...},
	iE-Extensions					ProtocolExtensionContainer { {AllocationandRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationandRetentionPriority-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ActivationSFN ::= INTEGER (0..1023)

AllowedCAG-ID-List-perPLMN ::= SEQUENCE (SIZE(1..maxnoofCAGsperPLMN)) OF CAG-Identifier

AllowedPNI-NPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofEPLMNsplus1)) OF AllowedPNI-NPN-ID-Item

AllowedPNI-NPN-ID-Item ::= SEQUENCE {
	plmn-id								PLMN-Identity,
	pni-npn-restricted-information		PNI-NPN-Restricted-Information,
	allowed-CAG-id-list-per-plmn		AllowedCAG-ID-List-perPLMN,
	iE-Extensions						ProtocolExtensionContainer { {AllowedPNI-NPN-ID-Item-ExtIEs} } OPTIONAL,
	...
}

AllowedPNI-NPN-ID-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AllTrafficIndication ::= ENUMERATED {true,...}


AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQoSParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParaSetIndex			QoSParaSetIndex,
[bookmark: _Hlk23323074]	guaranteedFlowBitRateDL				BitRate					OPTIONAL,
	guaranteedFlowBitRateUL				BitRate					OPTIONAL,
	packetDelayBudget					PacketDelayBudget		OPTIONAL,
	packetErrorRate						PacketErrorRate			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


AMF-Region-Information ::= SEQUENCE (SIZE (1..maxnoofAMFRegions)) OF GlobalAMF-Region-Information

GlobalAMF-Region-Information ::= SEQUENCE {
	plmn-ID				PLMN-Identity,
	amf-region-id		BIT STRING (SIZE (8)),
	iE-Extensions					ProtocolExtensionContainer { {GlobalAMF-Region-Information-ExtIEs} } OPTIONAL,
	...
}

GlobalAMF-Region-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515371808][bookmark: _Hlk515371080]AMF-UE-NGAP-ID ::= INTEGER (0..1099511627775)


AreaOfInterestInformation ::= SEQUENCE (SIZE(1..maxnoofAoIs)) OF AreaOfInterest-Item

AreaOfInterest-Item ::= SEQUENCE {
	listOfTAIsinAoI					ListOfTAIsinAoI												OPTIONAL,
	listOfCellsinAoI				ListOfCells													OPTIONAL,
	listOfRANNodesinAoI				ListOfRANNodesinAoI											OPTIONAL,
	requestReferenceID	RequestReferenceID,
	iE-Extensions					ProtocolExtensionContainer { {AreaOfInterest-Item-ExtIEs} } OPTIONAL,
	...
}

AreaOfInterest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515372725]AreaScopeOfMDT-NR ::= CHOICE {	
	cellBased					CellBasedMDT-NR,
	tABased						TABasedMDT,
	tAIBased					TAIBasedMDT,
	...,
	choice-extension		ProtocolIE-Single-Container { {AreaScopeOfMDT-NR-ExtIEs} }
}

AreaScopeOfMDT-NR-ExtIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-PNI-NPNBasedMDT			CRITICALITY ignore	TYPE PNI-NPNBasedMDT			PRESENCE mandatory}|
	{ ID id-SNPN-CellBasedMDT		CRITICALITY ignore	TYPE SNPN-CellBasedMDT			PRESENCE mandatory}|
	{ ID id-SNPN-TAIBasedMDT		CRITICALITY ignore	TYPE SNPN-TAIBasedMDT			PRESENCE mandatory}|
	{ ID id-SNPN-BasedMDT			CRITICALITY ignore	TYPE SNPN-BasedMDT			PRESENCE mandatory},
	...
}
AreaScopeOfMDT-EUTRA ::= CHOICE {	
	cellBased					CellBasedMDT-EUTRA,
	tABased						TABasedMDT,
	tAIBased					TAIBasedMDT,
	...,
	choice-extension		ProtocolIE-Single-Container { {AreaScopeOfMDT-EUTRA-ExtIEs} }

}

AreaScopeOfMDT-EUTRA-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}



AreaScopeOfNeighCellsList ::= SEQUENCE (SIZE(1..maxnoofFreqforMDT)) OF AreaScopeOfNeighCellsItem
AreaScopeOfNeighCellsItem ::= SEQUENCE {
	nrFrequencyInfo				NRFrequencyInfo,
	pciListForMDT				PCIListForMDT		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AreaScopeOfNeighCellsItem-ExtIEs} }	OPTIONAL,
	...
}

AreaScopeOfNeighCellsItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaScopeOfQMC ::= CHOICE {	
	cellBased					CellBasedQMC,
	tABased						TABasedQMC,
	tAIBased					TAIBasedQMC,
	pLMNAreaBased				PLMNAreaBasedQMC,
	choice-extension			ProtocolIE-Single-Container { {AreaScopeOfQMC-ExtIEs} }
}

AreaScopeOfQMC-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

AS-SecurityInformation ::= SEQUENCE {
	key-NG-RAN-Star					BIT STRING (SIZE(256)),
	ncc								INTEGER (0..7),
	iE-Extensions					ProtocolExtensionContainer { {AS-SecurityInformation-ExtIEs} } OPTIONAL,
	...
}

AS-SecurityInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515345179]AssistanceDataForRANPaging ::= SEQUENCE {
	ran-paging-attempt-info			RANPagingAttemptInfo	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {AssistanceDataForRANPaging-ExtIEs} } OPTIONAL,
	...
}

AssistanceDataForRANPaging-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPNPagingAssistanceInformation	CRITICALITY ignore	EXTENSION NPNPagingAssistanceInformation	PRESENCE optional },
	...
}

AssistanceInformationQoE-Meas ::= INTEGER (1..16, ...)

Associated-QoSFlowInfo-List ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF Associated-QoSFlowInfo-Item

Associated-QoSFlowInfo-Item ::= SEQUENCE {
	mBS-QoSFlowIdentifier				QoSFlowIdentifier,
	associatedUnicastQoSFlowIdentifier	QoSFlowIdentifier,
	iE-Extensions						ProtocolExtensionContainer { { Associated-QoSFlowInfo-Item-ExtIEs} }	OPTIONAL,
	...
}

Associated-QoSFlowInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515425411]AvailableCapacity ::= INTEGER (1.. 100,...)


AvailableRRCConnectionCapacityValue ::= INTEGER (0..100)


AvailableRVQoEMetrics ::= SEQUENCE {
	applicationLayerBufferLevelList						ENUMERATED {true, ...} 	OPTIONAL,
	playoutDelayForMediaStartup		ENUMERATED {true, ...} 		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {AvailableRVQoEMetrics-ExtIEs} } OPTIONAL,
	...
}

AvailableRVQoEMetrics-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


AveragingWindow ::= INTEGER (0..4095, ...)


-- B

BAPAddress ::= BIT STRING (SIZE(10))

BAPPathID ::= BIT STRING (SIZE(10))

BAPRoutingID ::= SEQUENCE {
	bAPAddress		BAPAddress,
	bAPPathID		BAPPathID,
	iE-Extensions	ProtocolExtensionContainer { {BAPRoutingID-ExtIEs} }	OPTIONAL,
	...
}

BAPRoutingID-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BeamMeasurementIndicationM1 ::= ENUMERATED {true, ...}

BeamMeasurementsReportConfiguration ::= SEQUENCE {
	beamMeasurementsReportQuantity			BeamMeasurementsReportQuantity			OPTIONAL,
	maxNrofRS-IndexesToReport				MaxNrofRS-IndexesToReport		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { BeamMeasurementsReportConfiguration-ExtIEs} } OPTIONAL,
	...
}

BeamMeasurementsReportConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BeamMeasurementsReportQuantity ::= SEQUENCE {
	rSRP						ENUMERATED {true, ...},
	rSRQ						ENUMERATED {true, ...},
	sINR						ENUMERATED {true, ...},
	iE-Extensions			ProtocolExtensionContainer { { BeamMeasurementsReportQuantity-ExtIEs} } OPTIONAL,
	...
}

BeamMeasurementsReportQuantity-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BHInfoIndex ::= INTEGER (1.. maxnoofBHInfo)

BHInfoList ::= SEQUENCE (SIZE(1.. maxnoofBHInfo)) OF BHInfo-Item

BHInfo-Item ::= SEQUENCE {
	bHInfoIndex			BHInfoIndex,
	iE-Extensions			ProtocolExtensionContainer { { BHInfo-Item-ExtIEs} }	OPTIONAL,
	...
}

BHInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BHRLCChannelID ::= BIT STRING (SIZE(16))

BAPControlPDURLCCH-List ::= SEQUENCE (SIZE(1.. maxnoofBAPControlPDURLCCHs)) OF BAPControlPDURLCCH-Item


BAPControlPDURLCCH-Item ::= SEQUENCE {
	bHRLCCHID			BHRLCChannelID,
	nexthopBAPAddress	BAPAddress,
	iE-Extensions			ProtocolExtensionContainer { { BAPControlPDURLCCH-Item-ExtIEs} }	OPTIONAL,
	...
}

BAPControlPDURLCCH-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BluetoothMeasurementConfiguration ::= SEQUENCE {
	bluetoothMeasConfig				BluetoothMeasConfig,
	bluetoothMeasConfigNameList		BluetoothMeasConfigNameList		OPTIONAL,
	bt-rssi							ENUMERATED {true, ...}			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BluetoothMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

BluetoothMeasurementConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothName

BluetoothMeasConfig::= ENUMERATED {setup,...}

BluetoothName ::= OCTET STRING (SIZE (1..248))


BPLMN-ID-Info-EUTRA ::= SEQUENCE (SIZE(1..maxnoofEUTRABPLMNs)) OF BPLMN-ID-Info-EUTRA-Item

BPLMN-ID-Info-EUTRA-Item ::= SEQUENCE {
	broadcastPLMNs					BroadcastEUTRAPLMNs,
	tac								TAC,
	e-utraCI						E-UTRA-Cell-Identity,
	ranac							RANAC OPTIONAL,
	iE-Extension					ProtocolExtensionContainer { {BPLMN-ID-Info-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-EUTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

BPLMN-ID-Info-NR ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF BPLMN-ID-Info-NR-Item

BPLMN-ID-Info-NR-Item ::= SEQUENCE {
	broadcastPLMNs					BroadcastPLMNs,
	tac								TAC,
	nr-CI							NR-Cell-Identity,
	ranac							RANAC OPTIONAL,
	iE-Extension					ProtocolExtensionContainer { {BPLMN-ID-Info-NR-Item-ExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication		PRESENCE optional }|
	{ ID id-NPN-Broadcast-Information	CRITICALITY reject	EXTENSION NPN-Broadcast-Information		PRESENCE optional },
	...
}

BitRate	::= INTEGER (0..4000000000000,...)



BroadcastCAG-Identifier-List ::= SEQUENCE (SIZE(1..maxnoofCAGs)) OF BroadcastCAG-Identifier-Item

BroadcastCAG-Identifier-Item ::= SEQUENCE {
	cag-Identifier					CAG-Identifier,
	iE-Extension					ProtocolExtensionContainer { {BroadcastCAG-Identifier-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastCAG-Identifier-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BroadcastNID-List ::= SEQUENCE (SIZE(1..maxnoofNIDs)) OF BroadcastNID-Item

BroadcastNID-Item ::= SEQUENCE {
	nid							NID,
	iE-Extension				ProtocolExtensionContainer { {BroadcastNID-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastNID-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastPLMNs ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

BroadcastEUTRAPLMNs ::= SEQUENCE (SIZE(1..maxnoofEUTRABPLMNs)) OF PLMN-Identity


BroadcastPLMNinTAISupport-Item ::= SEQUENCE {
	plmn-id							PLMN-Identity,
[bookmark: _Hlk513554691]	tAISliceSupport-List			SliceSupport-List,
	iE-Extension					ProtocolExtensionContainer { {BroadcastPLMNinTAISupport-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastPLMNinTAISupport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPN-Support						CRITICALITY reject	EXTENSION NPN-Support						PRESENCE optional}|
	{ ID id-ExtendedTAISliceSupportList		CRITICALITY reject	EXTENSION ExtendedSliceSupportList		PRESENCE optional}|
	{ ID id-TAINSAGSupportList				CRITICALITY ignore	EXTENSION TAINSAGSupportList				PRESENCE optional}|
	{ ID id-TAISliceUnavailableCellList		CRITICALITY ignore	EXTENSION TAISliceUnavailableCellList	PRESENCE optional},
	...
}


BroadcastPNI-NPN-ID-Information ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF BroadcastPNI-NPN-ID-Information-Item

BroadcastPNI-NPN-ID-Information-Item ::= SEQUENCE {
	plmn-id							PLMN-Identity,
	broadcastCAG-Identifier-List	BroadcastCAG-Identifier-List,
	iE-Extension					ProtocolExtensionContainer { {BroadcastPNI-NPN-ID-Information-Item-ExtIEs} } OPTIONAL,
	...
}


BroadcastPNI-NPN-ID-Information-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


BroadcastSNPNID-List ::= SEQUENCE (SIZE(1..maxnoofSNPNIDs)) OF BroadcastSNPNID


BroadcastSNPNID ::= SEQUENCE {
	plmn-id							PLMN-Identity,
	broadcastNID-List								BroadcastNID-List,
	iE-Extension					ProtocolExtensionContainer { {BroadcastSNPNID-ExtIEs} } OPTIONAL,
	...
}

BroadcastSNPNID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- C


CAG-Identifier	::= BIT STRING (SIZE (32))

CandidateRelayUEInfoList ::= SEQUENCE (SIZE(1..maxnoofCandidateRelayUEs)) OF CandidateRelayUEInfoItem

CandidateRelayUEInfoItem ::= SEQUENCE {
	candidateRelayUEID		BIT STRING(SIZE(24)),
	iE-Extensions			ProtocolExtensionContainer { { CandidateRelayUEInfoItem-ExtIEs } }		OPTIONAL,
	...
}

CandidateRelayUEInfoItem-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CapacityValue ::= INTEGER (0..100)



CapacityValueInfo ::= SEQUENCE {
	capacityValue				CapacityValue,
	ssbAreaCapacityValueList 	SSBAreaCapacityValue-List 	OPTIONAL,
	iE-Extension 				ProtocolExtensionContainer { {CapacityValueInfo-ExtIEs} } OPTIONAL,
	...
}

CapacityValueInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Cause ::= CHOICE {
	radioNetwork		CauseRadioNetworkLayer,
	transport			CauseTransportLayer,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-extension	ProtocolIE-Single-Container { {Cause-ExtIEs} }
}

Cause-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

CauseRadioNetworkLayer ::= ENUMERATED {
	cell-not-available,
	handover-desirable-for-radio-reasons,
	handover-target-not-allowed,
	invalid-AMF-Set-ID,
	no-radio-resources-available-in-target-cell,
	partial-handover,
	reduce-load-in-serving-cell,
	resource-optimisation-handover,
	time-critical-handover,
	tXnRELOCoverall-expiry,
	tXnRELOCprep-expiry,
	unknown-GUAMI-ID,
	unknown-local-NG-RAN-node-UE-XnAP-ID,
	inconsistent-remote-NG-RAN-node-UE-XnAP-ID,
	encryption-and-or-integrity-protection-algorithms-not-supported,
	not-used-causes-value-1,
	multiple-PDU-session-ID-instances,
	unknown-PDU-session-ID,
	unknown-QoS-Flow-ID,
	multiple-QoS-Flow-ID-instances,
	switch-off-ongoing,
	not-supported-5QI-value,
	tXnDCoverall-expiry,
	tXnDCprep-expiry,
	action-desirable-for-radio-reasons,
	reduce-load,
	resource-optimisation,
	time-critical-action,
	target-not-allowed,
	no-radio-resources-available,
	invalid-QoS-combination,
	encryption-algorithms-not-supported,
	procedure-cancelled,
	rRM-purpose,
	improve-user-bit-rate,
	user-inactivity,
	radio-connection-with-UE-lost,
	failure-in-the-radio-interface-procedure,
	bearer-option-not-supported,
	up-integrity-protection-not-possible,
	up-confidentiality-protection-not-possible,
	resources-not-available-for-the-slice-s,
	ue-max-IP-data-rate-reason,
	cP-integrity-protection-failure,
	uP-integrity-protection-failure,
	slice-not-supported-by-NG-RAN,
	mN-Mobility,
	sN-Mobility,
	count-reaches-max-value,
	unknown-old-NG-RAN-node-UE-XnAP-ID,
	pDCP-Overload,
	drb-id-not-available,
	unspecified,
	...,
	ue-context-id-not-known,
	non-relocation-of-context,
	cho-cpc-resources-tobechanged,
	rSN-not-available-for-the-UP,
	npn-access-denied,
	report-characteristics-empty,
	existing-measurement-ID,
	measurement-temporarily-not-available,
	measurement-not-supported-for-the-object,
	ue-power-saving,
[bookmark: _Hlk53047934]	not-existing-NG-RAN-node2-Measurement-ID,
	insufficient-ue-capabilities,
	normal-release,
	value-out-of-allowed-range,
	scg-activation-deactivation-failure,
	scg-deactivation-failure-due-to-data-transmission,
	ssb-not-available,
	lTM-triggered,
	no-Backhaul-Resource,
	mIAB-node-not-authorized,
	preconfigured-SRS-activation
}

CauseTransportLayer ::= ENUMERATED {
	transport-resource-unavailable,
	unspecified,
	...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	abstract-syntax-error-falsely-constructed-message,
	unspecified,
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	hardware-failure,
	o-and-M-intervention,
	not-enough-user-plane-processing-resources,
	unspecified,
	...
}

[bookmark: _Hlk513544116]CellAssistanceInfo-NR	::= CHOICE {
	limitedNR-List				SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF NR-CGI,
	full-List					ENUMERATED {all-served-cells-NR, ...},
	choice-extension			ProtocolIE-Single-Container { {CellAssistanceInfo-NR-ExtIEs} }
}

CellAssistanceInfo-NR-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

CellAndCapacityAssistanceInfo-NR	::= SEQUENCE {
	maximumCellListSize					MaximumCellListSize								OPTIONAL,
	cellAssistanceInfo-NR		CellAssistanceInfo-NR 				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CellAndCapacityAssistanceInfo-NR-ExtIEs} }	OPTIONAL,
	...
}


CellAndCapacityAssistanceInfo-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CellAndCapacityAssistanceInfo-EUTRA	::= SEQUENCE {
	maximumCellListSize					MaximumCellListSize								OPTIONAL,
	cellAssistanceInfo-EUTRA			CellAssistanceInfo-EUTRA 				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CellAndCapacityAssistanceInfo-EUTRA-ExtIEs} }	OPTIONAL,
	...
}


CellAndCapacityAssistanceInfo-EUTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CellAssistanceInfo-EUTRA	::= CHOICE {
	limitedEUTRA-List			SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI,
	full-List					ENUMERATED {all-served-cells-E-UTRA, ...},
	choice-extension			ProtocolIE-Single-Container { {CellAssistanceInfo-EUTRA-ExtIEs} }
}

CellAssistanceInfo-EUTRA-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

CellBasedMDT-NR::= SEQUENCE {
	cellIdListforMDT-NR	CellIdListforMDT-NR,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-NR-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIdListforMDT-NR ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF NR-CGI

CellBasedQMC::= SEQUENCE {
	cellIdListforQMC		CellIdListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedQMC-ExtIEs} } OPTIONAL,
	...
}

CellBasedQMC-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIdListforQMC ::= SEQUENCE (SIZE(1..maxnoofCellIDforQMC)) OF GlobalNG-RANCell-ID


CellBasedMDT-EUTRA::= SEQUENCE {
	cellIdListforMDT-EUTRA	CellIdListforMDT-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-EUTRA-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-EUTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
CellIdListforMDT-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF E-UTRA-CGI


CellCapacityClassValue ::= INTEGER (1..100,...)

CellDeploymentStatusIndicator ::= ENUMERATED {pre-change-notification, ...}

CellGroupID ::= INTEGER (0..maxnoofSCellGroups)


CellMeasurementResult ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellMeasurementResult-Item

CellMeasurementResult-Item	::= SEQUENCE {
	cell-ID								GlobalNG-RANCell-ID,
	radioResourceStatus					RadioResourceStatus				OPTIONAL,
	tNLCapacityIndicator				TNLCapacityIndicator			OPTIONAL,
	compositeAvailableCapacityGroup		CompositeAvailableCapacityGroup	OPTIONAL,
	sliceAvailableCapacity				SliceAvailableCapacity			OPTIONAL,
	numberofActiveUEs					NumberofActiveUEs				OPTIONAL,
	rRCConnections						RRCConnections					OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CellMeasurementResult-Item-ExtIEs} }	OPTIONAL,
	...
}


CellMeasurementResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NR-U-Channel-List	CRITICALITY ignore	EXTENSION NR-U-Channel-List PRESENCE optional },
	...
}


CellReplacingInfo ::= SEQUENCE {
	replacingCells					ReplacingCells,
	iE-Extensions					ProtocolExtensionContainer { {CellReplacingInfo-ExtIEs}}	OPTIONAL,
	...
}

CellReplacingInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CellToReport ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellToReport-Item

CellToReport-Item	::= SEQUENCE {
	cell-ID									GlobalNG-RANCell-ID,
	sSBToReport-List						SSBToReport-List			OPTIONAL,
	sliceToReport-List						SliceToReport-List			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CellToReport-Item-ExtIEs} }	OPTIONAL,
	...
}


CellToReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CellToReportForDataCollection-List ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellToReportForDataCollection-Item

CellToReportForDataCollection-Item	::= SEQUENCE {
	cell-ID								GlobalNG-RANCell-ID,
	iE-Extensions						ProtocolExtensionContainer { { CellToReportForDataCollection-Item-ExtIEs} }	OPTIONAL,
	...
}

CellToReportForDataCollection-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
[bookmark: _Hlk148727387]CellBasedUETrajectoryPrediction ::= SEQUENCE (SIZE(1..maxnoofCellsTrajectoryPredict)) OF PredictedUETrajectory-Item



CellMeasurementInitiationResult-List ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellMeasurementInitiationResult-Item

CellMeasurementInitiationResult-Item ::= SEQUENCE {
	cellID											GlobalNG-RANCell-ID,
	cellMeasurementFailureCause-List				CellMeasurementFailureCause-List OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { CellMeasurementInitiationResult-Item-ExtIEs} }	OPTIONAL,
	...
}
CellMeasurementInitiationResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CellMeasurementResultForDataCollection-List ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellInfoResultForDataCollection-Item

CellInfoResultForDataCollection-Item ::= SEQUENCE {
	cellID											GlobalNG-RANCell-ID,
	predictedRadioResourceStatus					RadioResourceStatus					OPTIONAL,
	predictedNumberofActiveUEs						NumberofActiveUEs					OPTIONAL,
	predictedRRCConnections							RRCConnections						OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {CellInfoResultForDataCollection-Item-ExtIEs} }	OPTIONAL,
	...
}
CellInfoResultForDataCollection-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Cell-Type-Choice ::= CHOICE {
	ng-ran-e-utra			E-UTRA-Cell-Identity,
	ng-ran-nr				NR-Cell-Identity,
	e-utran					E-UTRA-Cell-Identity,
	choice-extension		ProtocolIE-Single-Container { { Cell-Type-Choice-ExtIEs} }
}

Cell-Type-Choice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk148727374]CellMeasurementFailureCause-List ::= SEQUENCE (SIZE(1..maxFailedCellMeasObjects)) OF CellMeasurementFailureCause-Item

CellMeasurementFailureCause-Item ::= SEQUENCE {
	cellmeasurementFailedReportCharacteristics		BIT STRING(SIZE(32)),
	cause										Cause,
	iE-Extensions								ProtocolExtensionContainer { { CellMeasurementFailureCause-Item-ExtIEs} } OPTIONAL,
	...
}

CellMeasurementFailureCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CHOConfiguration ::= SEQUENCE {
	choCandidateCell-List				CHOCandidateCell-List,
	iE-Extensions						ProtocolExtensionContainer { { CHOConfiguration-ExtIEs} }	OPTIONAL,
	...
}

CHOConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CHOCandidateCell-List ::= SEQUENCE (SIZE(1..maxnoofCellsinCHO)) OF CHOCandidateCell-Item

CHOCandidateCell-Item ::= SEQUENCE {
	choCandidateCellID					GlobalNG-RANCell-ID,
	choExecutionCondition-List			CHOExecutionCondition-List,
	iE-Extensions						ProtocolExtensionContainer { { CHOCandidateCell-Item-ExtIEs} }	OPTIONAL,
	...
}

CHOCandidateCell-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CHOExecutionCondition-List ::= SEQUENCE (SIZE(1..maxnoofCHOexecutioncond)) OF CHOExecutionCondition-Item

CHOExecutionCondition-Item ::= SEQUENCE {	measObjectContainer					MeasObjectContainer,
	reportConfigContainer				ReportConfigContainer,
	iE-Extensions						ProtocolExtensionContainer { { CHOExecutionCondition-Item-ExtIEs} }	OPTIONAL,
	...
}

CHOExecutionCondition-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ClockQualityAcceptanceCriteria ::= SEQUENCE {
	synchronisationState			BIT STRING (SIZE(8, ...))						OPTIONAL,
	traceabletoUTC					ENUMERATED {true, ...}						OPTIONAL,
	traceabletoGNSS					ENUMERATED {true, ...}						OPTIONAL,
	clockFrequencyStability			BIT STRING (SIZE(16))						OPTIONAL,
	clockAccuracy					INTEGER (1..40000000, ...)					OPTIONAL,
	parentTimeSource				BIT STRING (SIZE(16, ...))						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { ClockQualityAcceptanceCriteria-ExtIEs} }	OPTIONAL,
	...
}

ClockQualityAcceptanceCriteria-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ClockQualityReportingControlInfo ::= SEQUENCE {
	clockQualityDetailLevel		ClockQualityDetailLevel,
	iE-Extensions				ProtocolExtensionContainer { {ClockQualityReportingControlInfo-ExtIEs} } OPTIONAL,
	...
}

ClockQualityReportingControlInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ClockQualityDetailLevel ::= CHOICE {
	clockQualityMetrics			NULL,
	acceptanceIndication		ClockQualityAcceptanceCriteria,
	choice-extension			ProtocolIE-Single-Container { {ClockQualityDetailLevel-ExtIEs} }
}

ClockQualityDetailLevel-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


CapabilityForBATAdaptation ::= ENUMERATED {true, ...}

CompositeAvailableCapacityGroup ::= SEQUENCE {
	compositeAvailableCapacityDownlink		CompositeAvailableCapacity,
	compositeAvailableCapacityUplink		CompositeAvailableCapacity,
	iE-Extensions				ProtocolExtensionContainer { { CompositeAvailableCapacityGroup-ExtIEs} }	OPTIONAL,
	...
}

CompositeAvailableCapacityGroup-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CompositeAvailableCapacitySupplementaryUplink	CRITICALITY ignore	EXTENSION CompositeAvailableCapacity	PRESENCE optional	},
	...
}

CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue		CellCapacityClassValue				OPTIONAL,
	capacityValueInfo			CapacityValueInfo, -- this IE represents the IE "CapacityValue" in 9.2.2.52, it’s used to distinguish the "CapacityValue" in 9.2.2.54
	iE-Extensions				ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} }OPTIONAL,
	...
}

CompositeAvailableCapacity-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ControlPlaneTrafficType ::= INTEGER (1..3, ...)

CHO-MRDC-EarlyDataForwarding ::= ENUMERATED {stop, ...}

CHO-MRDC-Indicator ::= ENUMERATED {true, ..., coordination-only }



CHOtrigger ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	...
}

CHOinformation-Req ::= SEQUENCE {
	cho-trigger						CHOtrigger,
	targetNG-RANnodeUEXnAPID		NG-RANnodeUEXnAPID										OPTIONAL
		-- This IE shall be present if the cho-trigger IE is present and set to "CHO-replace" --,
[bookmark: _Hlk36823793]	cHO-EstimatedArrivalProbability	CHO-Probability											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-Req-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-Req-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ID id-CHOTimeBasedInformation	CRITICALITY reject	EXTENSION CHOTimeBasedInformation		PRESENCE optional}|
	{ ID id-CHO-Maxnoof-CondReconfig	CRITICALITY reject	EXTENSION CHO-Maxnoof-CondReconfig		PRESENCE optional },
	...
}

CHOTimeBasedInformation ::= SEQUENCE {
	cHO-HOWindowStart			CHO-HandoverWindowStart,
	cHO-HOWindowDuration		CHO-HandoverWindowDuration,
	iE-Extensions				ProtocolExtensionContainer { {CHOTimeBasedInformation-ExtIEs} }	OPTIONAL,
	...
}

CHOTimeBasedInformation-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CHOinformation-Ack ::= SEQUENCE {
	requestedTargetCellGlobalID		Target-CGI,
	maxCHOoperations				MaxCHOpreparations											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-Ack-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-Ack-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-CHO-CPAC-Info				CRITICALITY reject		EXTENSION CHO-CPAC-Information	PRESENCE optional },
	...
}


[bookmark: _Hlk94696703][bookmark: _Hlk20825504]CHOinformation-AddReq ::= SEQUENCE {
	source-M-NGRAN-node-ID				GlobalNG-RANNode-ID,
	source-M-NGRAN-node-UE-XnAP-ID		NG-RANnodeUEXnAPID,
	cHO-EstimatedArrivalProbability		CHO-Probability													OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-AddReq-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-AddReq-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

CHOinformation-AddReqAck ::= SEQUENCE {
	pCell-ID						GlobalNG-RANCell-ID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-AddReqAck-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-AddReqAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

[bookmark: _Hlk94694232]CHOinformation-ModReq ::= SEQUENCE {
	conditionalReconfig					ENUMERATED {intra-mn-cho, ...},
	cHO-EstimatedArrivalProbability		CHO-Probability													OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-ModReq-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-ModReq-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

CHO-Maxnoof-CondReconfig ::= INTEGER (1..8,...)

CHO-CPAC-Information ::= SEQUENCE {
	cHO-CPAC-config-indicator		CHO-CPAC-Config-Indicator		OPTIONAL,
	cHO-target-SN-node-list			CHO-target-SN-node-list,
	iE-Extensions					ProtocolExtensionContainer { {CHO-CPAC-Information-ExtIEs}}	OPTIONAL,
	...
}

CHO-CPAC-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

CHO-CPAC-Config-Indicator ::= ENUMERATED {
	cho-only-not-prepared,
	...
}


CHO-Probability ::= INTEGER (1..100)

CHO-HandoverWindowStart ::= INTEGER (0.. 549755813887)

CHO-HandoverWindowDuration ::= INTEGER (1..6000)

CHO-target-SN-node-list ::= SEQUENCE (SIZE(1.. maxnoofTargetSNs)) OF CHO-target-SN-node-Item

CHO-target-SN-node-Item ::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	pduSessionResourcesAdmittedList		PDUSessionResourcesAdmitted-List,
	cho-Candidate-PSCells-list			CHO-Candidate-PSCells-list,
	iE-Extensions					ProtocolExtensionContainer { {CHO-target-SN-node-Item-ExtIEs}}	OPTIONAL,
	...
}

CHO-target-SN-node-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}


CHO-Candidate-PSCells-list ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF CHO-Candidate-PSCells-Item

CHO-Candidate-PSCells-Item ::= SEQUENCE {
	pscell-id								NR-CGI,
	target2source-NG-RANNode-Container		OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { {CHO-Candidate-PSCells-Item-ExtIEs}}	OPTIONAL,
	...
}

CHO-Candidate-PSCells-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

CNsubgroupID ::= INTEGER (0..7, ...)

CompleteConfig-Indicator ::= ENUMERATED {complete-config, ...}

Conditional-Reconfig-List ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF Conditional-Reconfig-Item

Conditional-Reconfig-Item ::= SEQUENCE {
	pCell-ID			Target-CGI,
	pSCell-ID			NR-CGI				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Conditional-Reconfig-Item-ExtIEs} }	OPTIONAL,
	...

}

Conditional-Reconfig-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}


Connectivity-Support		::= SEQUENCE {
	eNDC-Support			ENUMERATED {supported, not-supported, ...},
	iE-Extensions			ProtocolExtensionContainer { {Connectivity-Support-ExtIEs} }	OPTIONAL,
	...
}

Connectivity-Support-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515364710]ContainerAppLayerMeasConfig ::= OCTET STRING (SIZE (1..8000))

COUNT-PDCP-SN12 ::= SEQUENCE {
	pdcp-SN12						INTEGER (0..4095),
	hfn-PDCP-SN12					INTEGER (0..1048575),
	iE-Extensions					ProtocolExtensionContainer { {COUNT-PDCP-SN12-ExtIEs} }	OPTIONAL,
	...
}

COUNT-PDCP-SN12-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


COUNT-PDCP-SN18 ::= SEQUENCE {
	pdcp-SN18						INTEGER (0..262143),
	hfn-PDCP-SN18					INTEGER (0..16383),
	iE-Extensions					ProtocolExtensionContainer { {COUNT-PDCP-SN18-ExtIEs} }	OPTIONAL,
	...
}

COUNT-PDCP-SN18-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CoverageModificationCause ::=	ENUMERATED {
	coverage,
	cell-edge-capacity,
	...,
	network-energy-saving}

[bookmark: _Hlk98789087]Coverage-Modification-List ::= SEQUENCE (SIZE (0..maxnoofCellsinNG-RANnode)) OF Coverage-Modification-List-Item

[bookmark: _Hlk120731465]Coverage-Modification-List-Item ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalCell-ID,
	cellCoverageState				INTEGER (0..63, ...),
	cellDeploymentStatusIndicator	CellDeploymentStatusIndicator			OPTIONAL,
	cellReplacingInfo				CellReplacingInfo						OPTIONAL,
-- Included in case the Cell Deployment Status Indicator IE is present
	sSB-Coverage-Modification-List	SSB-Coverage-Modification-List,
	iE-Extension			ProtocolExtensionContainer { { Coverage-Modification-List-Item-ExtIEs} } OPTIONAL,
	...
}
Coverage-Modification-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-CoverageModificationCause		CRITICALITY ignore	EXTENSION CoverageModificationCause 		PRESENCE optional},
	...
}


[bookmark: _Hlk513549853]CPTransportLayerInformation ::= CHOICE {
	endpointIPAddress			TransportLayerAddress,
	choice-extension			ProtocolIE-Single-Container { {CPTransportLayerInformation-ExtIEs} }
}

CPTransportLayerInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-EndpointIPAddressAndPort		CRITICALITY reject	TYPE EndpointIPAddressAndPort		PRESENCE mandatory},
	...
}

CPACcandidatePSCells-list ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF CPACcandidatePSCells-item

CPACcandidatePSCells-item ::= SEQUENCE {
	pscell-id						NR-CGI,
	iE-Extensions					ProtocolExtensionContainer { {CPACcandidatePSCells-item-ExtIEs}}	OPTIONAL,
	...
}

CPACcandidatePSCells-item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-CPAC-CompleteConfig-Indicator		CRITICALITY ignore	EXTENSION CompleteConfig-Indicator		PRESENCE		optional},
	...
}

CPACcandidatePSCells-wotherInfo-list ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF CPACcandidatePSCells-wotherInfo-item

CPACcandidatePSCells-wotherInfo-item ::= SEQUENCE {
	pscell-id							NR-CGI,
	s-CPAC-CompleteConfig-Indicator		CompleteConfig-Indicator		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {CPACcandidatePSCells-wotherInfo-item-ExtIEs}}	OPTIONAL,
	...
}

CPACcandidatePSCells-wotherInfo-item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CPACConfiguration ::= SEQUENCE {
	cpacCandidateCell-List				CPACCandidateCell-List,
	iE-Extensions						ProtocolExtensionContainer { { CPACConfiguration-ExtIEs} }	OPTIONAL,
	...
}

CPACConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CPACCandidateCell-List ::= SEQUENCE (SIZE(1..maxnoofPSCellsinCPAC)) OF CPACCandidateCell-Item

CPACCandidateCell-Item ::= SEQUENCE {
	cpacCandidateCellID					GlobalNG-RANCell-ID,
	cpacExecutionCondition-List			CPACExecutionCondition-List,
	iE-Extensions						ProtocolExtensionContainer { { CPACCandidateCell-Item-ExtIEs} }	OPTIONAL,
	...
}

CPACCandidateCell-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CPACExecutionCondition-List ::= SEQUENCE (SIZE(1..maxnoofCPACexecutioncond)) OF CPACExecutionCondition-Item

CPACExecutionCondition-Item ::= SEQUENCE {	
	measObjectContainer					MeasObjectContainer,
	reportConfigContainer				ReportConfigContainer,
	iE-Extensions						ProtocolExtensionContainer { { CPACExecutionCondition-Item-ExtIEs} }	OPTIONAL,
	...
}

CPACExecutionCondition-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPCindicator ::= ENUMERATED {cpc-initiation, cpc-modification, cpc-cancellation, ...}

CPAInformationRequest ::= SEQUENCE {
	max-no-of-pscells					INTEGER (1..maxnoofPSCellCandidates, ...),
	cpac-EstimatedArrivalProbability	CHO-Probability 	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CPAInformationRequest-ExtIEs} } OPTIONAL,
	...
}

CPAInformationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-CPAC-Request-Info				CRITICALITY reject		EXTENSION	S-CPAC-Request-Info						PRESENCE		optional}|
	{ ID id-S-CPAC-ReferenceConfigRequest	CRITICALITY ignore		EXTENSION	S-CPAC-ReferenceConfig-Request		PRESENCE		optional},
	...
}

CPAInformationAck ::= SEQUENCE {
	candidate-pscells					CPACcandidatePSCells-list,
	iE-Extensions		ProtocolExtensionContainer { { CPAInformationAck-ExtIEs} } OPTIONAL,
	...
}

CPAInformationAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CPACcandidatePSCells-wotherInfo-list	CRITICALITY reject		EXTENSION CPACcandidatePSCells-wotherInfo-list		PRESENCE optional},
	...
}

CPCInformationRequired::= SEQUENCE {
	cpc-target-sn-required-list		CPC-target-SN-required-list,
	iE-Extensions					ProtocolExtensionContainer { {CPCInformationRequired-ExtIEs} } OPTIONAL,
	...
}

CPCInformationRequired-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-CPAC-Request				CRITICALITY reject		EXTENSION	S-CPAC-Request					PRESENCE		optional},
	...
}

CPC-target-SN-required-list ::= SEQUENCE (SIZE(1..maxnoofTargetSNs)) OF CPC-target-SN-required-list-Item

[bookmark: _Hlk105516194]CPC-target-SN-required-list-Item	::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	cpc-indicator						CPCindicator,
	max-no-of-pscells					INTEGER (1..maxnoofPSCellCandidates, ...),
	cpac-EstimatedArrivalProbability	CHO-Probability 																	OPTIONAL,
[bookmark: _Hlk105516220]	sN-to-MN-Container					OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { { CPC-target-SN-required-list-Item-ExtIEs} }	OPTIONAL,
	...
}

CPC-target-SN-required-list-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



CPCInformationConfirm ::= SEQUENCE {
	cpc-target-sn-confirm-list CPC-target-SN-confirm-list,
	iE-Extensions		ProtocolExtensionContainer { { CPCInformationConfirm-ExtIEs} } OPTIONAL,
	...
}

CPCInformationConfirm-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPC-target-SN-confirm-list ::= SEQUENCE (SIZE(1..maxnoofTargetSNs)) OF CPC-target-SN-confirm-list-Item

CPC-target-SN-confirm-list-Item ::= SEQUENCE {
	target-S-NG-RANnodeID			GlobalNG-RANNode-ID,
	candidate-pscells				CPACcandidatePSCells-list,
	iE-Extensions					ProtocolExtensionContainer { { CPC-target-SN-confirm-list-Item-ExtIEs} } OPTIONAL,
	...
}

CPC-target-SN-confirm-list-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPAInformationModReq ::= SEQUENCE {
	max-no-of-pscells					INTEGER (1..8, ...)	OPTIONAL,
	cpac-EstimatedArrivalProbability	CHO-Probability 	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CPAInformationModReq-ExtIEs} } OPTIONAL,
	...
}

CPAInformationModReq-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-CPAC-Request-Info					CRITICALITY reject		EXTENSION	S-CPAC-Request-Info					PRESENCE		optional}|
	{ ID id-S-CPAC-ReferenceConfigRequest		CRITICALITY ignore		EXTENSION	S-CPAC-ReferenceConfig-Request	PRESENCE		optional}|
	{ ID id-S-CPAC-InterSN-ExecutionNotify		CRITICALITY reject		EXTENSION	S-CPAC-InterSN-ExecutionNotify	PRESENCE		optional},
	...
}

CPAInformationModReqAck ::= SEQUENCE {
	candidate-pscells					CPACcandidatePSCells-list,
	iE-Extensions						ProtocolExtensionContainer { { CPAInformationModReqAck-ExtIEs} } OPTIONAL,
	...
}

CPAInformationModReqAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CPACcandidatePSCells-wotherInfo-list	CRITICALITY reject		EXTENSION CPACcandidatePSCells-wotherInfo-list	PRESENCE optional},
	...
}

CPC-DataForwarding-Indicator ::= ENUMERATED {triggered, early-data-transmission-stop, ..., coordination-only}


CPACInformationModRequired ::= SEQUENCE {
	candidate-pscells	CPACcandidatePSCells-list,
	iE-Extensions		ProtocolExtensionContainer { { CPACInformationModRequired-ExtIEs} } OPTIONAL,
	...
}

CPACInformationModRequired-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPCInformationUpdate::= SEQUENCE {
	cpc-target-sn-list					CPC-target-SN-mod-list,
	iE-Extensions		ProtocolExtensionContainer { { CPCInformationUpdate-ExtIEs} } OPTIONAL,
	...
}

CPCInformationUpdate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CPC-target-SN-mod-list ::= SEQUENCE (SIZE(1..maxnoofTargetSNs)) OF CPC-target-SN-mod-item

CPC-target-SN-mod-item ::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	candidate-pscells					CPCInformationUpdatePSCells-list,
	iE-Extensions		ProtocolExtensionContainer { {CPC-target-SN-mod-item-ExtIEs} } OPTIONAL,
	...
}

CPC-target-SN-mod-item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPCInformationUpdatePSCells-list ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF CPCInformationUpdatePSCells-item

CPCInformationUpdatePSCells-item ::= SEQUENCE {
	pscell-id						NR-CGI,
	iE-Extensions					ProtocolExtensionContainer { {CPCInformationUpdatePSCells-item-ExtIEs}}	OPTIONAL,
	...
}

CPCInformationUpdatePSCells-item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515434097]CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode					OPTIONAL,
	triggeringMessage				TriggeringMessage				OPTIONAL,
	procedureCriticality			Criticality						OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }	OPTIONAL,
	...
}

CriticalityDiagnostics-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF
	SEQUENCE {
		iECriticality			Criticality,
		iE-ID					ProtocolIE-ID,
		typeOfError				TypeOfError,
		iE-Extensions			ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,
		...
}

CriticalityDiagnostics-IE-List-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


C-RNTI ::= BIT STRING (SIZE(16))

CSI-RS-MTC-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofCSIRSconfigurations)) OF CSI-RS-MTC-Configuration-Item

CSI-RS-MTC-Configuration-Item ::= SEQUENCE {
	csi-RS-Index			INTEGER(0..95),
	csi-RS-Status			ENUMERATED {activated, deactivated, ...},
	csi-RS-Neighbour-List	CSI-RS-Neighbour-List OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { CSI-RS-MTC-Configuration-Item-ExtIEs} }	OPTIONAL,
	...
}

CSI-RS-MTC-Configuration-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CSI-RS-Neighbour-List ::= SEQUENCE (SIZE(1.. maxnoofCSIRSneighbourCells)) OF CSI-RS-Neighbour-Item

CSI-RS-Neighbour-Item ::= SEQUENCE {
	nr-cgi							NR-CGI,
	csi-RS-MTC-Neighbour-List 	CSI-RS-MTC-Neighbour-List OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { CSI-RS-Neighbour-Item-ExtIEs} }	OPTIONAL,
	...
}

CSI-RS-Neighbour-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


CSI-RS-MTC-Neighbour-List ::= SEQUENCE (SIZE(1.. maxnoofCSIRSneighbourCellsInMTC)) OF CSI-RS-MTC-Neighbour-Item

CSI-RS-MTC-Neighbour-Item ::= SEQUENCE {
	csi-RS-Index		INTEGER(0..95),
	iE-Extensions		ProtocolExtensionContainer { { CSI-RS-MTC-Neighbour-Item-ExtIEs} }	OPTIONAL,
	...
}


CSI-RS-MTC-Neighbour-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



CyclicPrefix-E-UTRA-DL ::= ENUMERATED {
	normal,
	extended,
	...
}


CyclicPrefix-E-UTRA-UL ::= ENUMERATED {
	normal,
	extended,
	...
}

CSI-RSTransmissionIndication ::= ENUMERATED {
	activated,
	deactivated,
	...
}

CAGListforMDT ::= SEQUENCE {
	plmnID				PLMN-Identity,
	cAGID				CAG-Identifier,
	iE-Extensions		ProtocolExtensionContainer { {CAGListforMDT-ExtIEs} }	OPTIONAL,
	...
}

CAGListforMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}


-- D


XnUAddressInfoperPDUSession-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF XnUAddressInfoperPDUSession-Item

XnUAddressInfoperPDUSession-Item ::= SEQUENCE {
	pduSession-ID			PDUSession-ID,
	dataForwardingInfoFromTargetNGRANnode		DataForwardingInfoFromTargetNGRANnode										OPTIONAL,
	pduSessionResourceSetupCompleteInfo-SNterm			PDUSessionResourceBearerSetupCompleteInfo-SNterminated		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { XnUAddressInfoperPDUSession-Item-ExtIEs} }					OPTIONAL,
	...
}

XnUAddressInfoperPDUSession-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-SecondarydataForwardingInfoFromTarget-List	CRITICALITY ignore	EXTENSION SecondarydataForwardingInfoFromTarget-List	PRESENCE optional}|
{ ID id-DRB-IDs-takenintouse						CRITICALITY reject	EXTENSION DRB-List												PRESENCE optional}|
{ ID id-dataForwardingInfoFromTargetE-UTRANnode		CRITICALITY ignore	EXTENSION DataForwardingInfoFromTargetE-UTRANnode		PRESENCE optional},
	...
}

DataForwardingInfoFromTargetE-UTRANnode ::= SEQUENCE {
	dataForwardingInfoFromTargetE-UTRANnode-List			DataForwardingInfoFromTargetE-UTRANnode-List,
	iE-Extension		ProtocolExtensionContainer { { DataForwardingInfoFromTargetE-UTRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetE-UTRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DataForwardingInfoFromTargetE-UTRANnode-List ::= SEQUENCE (SIZE(1.. maxnoofDataForwardingTunneltoE-UTRAN)) OF DataForwardingInfoFromTargetE-UTRANnode-Item

DataForwardingInfoFromTargetE-UTRANnode-Item ::= SEQUENCE {
	dlForwardingUPTNLInformation	UPTransportLayerInformation,
	qosFlowsToBeForwarded-List	QoSFlowsToBeForwarded-List,
	iE-Extension		ProtocolExtensionContainer { { DataForwardingInfoFromTargetE-UTRANnode-Item-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetE-UTRANnode-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsToBeForwarded-List ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeForwarded-Item
QoSFlowsToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	iE-Extension		ProtocolExtensionContainer { { QoSFlowsToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowsToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515516966]DataForwardingInfoFromTargetNGRANnode ::= SEQUENCE {
	qosFlowsAcceptedForDataForwarding-List			QoSFLowsAcceptedToBeForwarded-List,
	pduSessionLevelDLDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	pduSessionLevelULDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	dataForwardingResponseDRBItemList				DataForwardingResponseDRBItemList						OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingInfoFromTargetNGRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetNGRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DirectForwardingPathAvailability	CRITICALITY ignore		EXTENSION DirectForwardingPathAvailability		PRESENCE optional },
	...
}


QoSFLowsAcceptedToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsAcceptedToBeForwarded-Item

QoSFLowsAcceptedToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	iE-Extension				ProtocolExtensionContainer { {QoSFLowsAcceptedToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFLowsAcceptedToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DataforwardingandOffloadingInfofromSource ::= SEQUENCE {
	qosFlowsToBeForwarded			QoSFLowsToBeForwarded-List,
	sourceDRBtoQoSFlowMapping		DRBToQoSFlowMapping-List													OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataforwardingandOffloadingInfofromSource-ExtIEs} }	OPTIONAL,
	...
}

DataforwardingandOffloadingInfofromSource-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFLowsToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsToBeForwarded-Item

QoSFLowsToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	dl-dataforwarding			DLForwarding,
	ul-dataforwarding			ULForwarding,
	iE-Extension		ProtocolExtensionContainer { {QoSFLowsToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFLowsToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk85055410]{ ID id-ULForwardingProposal					CRITICALITY ignore	EXTENSION ULForwardingProposal		PRESENCE optional }|
{ ID id-SourceDLForwardingIPAddress				CRITICALITY ignore	EXTENSION TransportLayerAddress		PRESENCE optional}|
{ ID id-SourceNodeDLForwardingIPAddress			CRITICALITY ignore	EXTENSION TransportLayerAddress		PRESENCE optional},
	...
}



DataForwardingResponseDRBItemList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DataForwardingResponseDRBItem

DataForwardingResponseDRBItem ::= SEQUENCE {
	drb-ID				DRB-ID,
	dlForwardingUPTNL	UPTransportLayerInformation												OPTIONAL,
	ulForwardingUPTNL	UPTransportLayerInformation												OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingResponseDRBItem-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingResponseDRBItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DataTrafficResources ::= BIT STRING (SIZE(6..17600))


DataTrafficResourceIndication ::= SEQUENCE {
	activationSFN					ActivationSFN,
	sharedResourceType				SharedResourceType,
	reservedSubframePattern			ReservedSubframePattern										OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataTrafficResourceIndication-ExtIEs} }	OPTIONAL,
	...
}

DataTrafficResourceIndication-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513548321]DAPSRequestInfo ::= SEQUENCE {
	dapsIndicator				ENUMERATED {daps-HO-required, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSRequestInfo-ExtIEs} } OPTIONAL,
	...
}

DAPSRequestInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DAPSResponseInfo-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DAPSResponseInfo-Item

DAPSResponseInfo-Item ::= SEQUENCE {
	drbID						DRB-ID,
	dapsResponseIndicator		ENUMERATED {daps-HO-accepted, daps-HO-not-accepted, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSResponseInfo-Item-ExtIEs} } OPTIONAL,
	...
}

DAPSResponseInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DeliveryStatus	::= INTEGER (0..4095, ...)


DesiredActNotificationLevel	::= ENUMERATED {none, qos-flow, pdu-session, ue-level, ...}

DefaultDRB-Allowed ::= ENUMERATED {true, false, ...}

DirectForwardingPathAvailability ::= ENUMERATED {direct-path-available, ...}

DirectForwardingPathAvailabilityWithSourceMN ::= ENUMERATED {direct-path-available, ...}

DLCountChoice ::= CHOICE {
	count12bits				COUNT-PDCP-SN12,
	count18bits				COUNT-PDCP-SN18,
	choice-extension		ProtocolIE-Single-Container { {DLCountChoice-ExtIEs} }
}

DLCountChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DLForwarding	::= ENUMERATED {dl-forwarding-proposed, ...}


DL-GBR-PRB-usage::= INTEGER (0..100)

DL-GBR-PRB-usage-for-MIMO::= INTEGER (0..100)

DL-non-GBR-PRB-usage::= INTEGER (0..100)

DL-non-GBR-PRB-usage-for-MIMO::= INTEGER (0..100)

DLF1Terminating-BHInfo ::= SEQUENCE {
	egressBAPRoutingID		BAPRoutingID,
	egressBHRLCCHID			BHRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { DLF1Terminating-BHInfo-ExtIEs} } OPTIONAL,
	...
}

DLF1Terminating-BHInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DLLBTFailureInformationRequest ::= ENUMERATED {inquiry, ...}
DLLBTFailureInformationList	::= SEQUENCE (SIZE(1.. maxnoofLBTFailureInformation)) OF DLLBTFailureInformationList-Item

DLLBTFailureInformationList-Item::= SEQUENCE {
	uEAssistantIdentifier		NG-RANnodeUEXnAPID,
	numberOfDLLBTFailures		INTEGER (1..1000,...)							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DLLBTFailureInformationList-Item-ExtIEs} }	OPTIONAL,
	...
}

DLLBTFailureInformationList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DLNonF1Terminating-BHInfo ::= SEQUENCE {
	ingressBAPRoutingID			BAPRoutingID,
	ingressBHRLCCHID			BHRLCChannelID,
	priorhopBAPAddress			BAPAddress,
	iabqosMappingInformation	IAB-QoS-Mapping-Information,
	iE-Extensions		ProtocolExtensionContainer { { DLNonF1Terminating-BHInfo-ExtIEs} } OPTIONAL,
	...
}

DLNonF1Terminating-BHInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DL-Total-PRB-usage::= INTEGER (0..100)

DL-Total-PRB-usage-for-MIMO::= INTEGER (0..100)

DRB-ID	::= INTEGER (1..32, ...)


DRB-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRB-ID


DRB-List-withCause ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRB-List-withCause-Item

DRB-List-withCause-Item ::= SEQUENCE {
	drb-id		DRB-ID,
	cause		Cause,
	rLC-Mode	RLCMode								OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRB-List-withCause-Item-ExtIEs} }	OPTIONAL,
	...
}

DRB-List-withCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRB-Number ::= INTEGER (1..32, ...)


[bookmark: _Hlk513994477]DRBsSubjectToDLDiscarding-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToDLDiscarding-Item

DRBsSubjectToDLDiscarding-Item ::= SEQUENCE {
	drbID				DRB-ID,
	dlCount				DLCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToDLDiscarding-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToDLDiscarding-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBsSubjectToEarlyStatusTransfer-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToEarlyStatusTransfer-Item

DRBsSubjectToEarlyStatusTransfer-Item ::= SEQUENCE {
	drbID				DRB-ID,
	dlCount				DLCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToEarlyStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToEarlyStatusTransfer-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBsSubjectToStatusTransfer-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToStatusTransfer-Item

DRBsSubjectToStatusTransfer-Item ::= SEQUENCE {
	drbID				DRB-ID,
	pdcpStatusTransfer-UL	DRBBStatusTransferChoice,
	pdcpStatusTransfer-DL	DRBBStatusTransferChoice,
	iE-Extension		ProtocolExtensionContainer { {DRBsSubjectToStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToStatusTransfer-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OldQoSFlowMap-ULendmarkerexpected	CRITICALITY reject		EXTENSION QoSFlows-List					PRESENCE optional },
	...
}


DRBBStatusTransferChoice ::= CHOICE {
	pdcp-sn-12bits		DRBBStatusTransfer12bitsSN,
	pdcp-sn-18bits		DRBBStatusTransfer18bitsSN,
	choice-extension		ProtocolIE-Single-Container { {DRBBStatusTransferChoice-ExtIEs} }
}

DRBBStatusTransferChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DRBBStatusTransfer12bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..2048))											OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN12,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer12bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer12bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBBStatusTransfer18bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..131072))										OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN18,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer18bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer18bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513995038]DRBToQoSFlowMapping-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBToQoSFlowMapping-Item

DRBToQoSFlowMapping-Item ::= SEQUENCE {
	drb-ID							DRB-ID,
	qosFlows-List					QoSFlows-List,
	rLC-Mode						RLCMode								OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRBToQoSFlowMapping-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBToQoSFlowMapping-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSRequestInfo		CRITICALITY ignore		EXTENSION DAPSRequestInfo		PRESENCE optional },
	...
}


DUF-Slot-Config-List	::= SEQUENCE (SIZE(1..maxnoofDUFSlots)) OF DUF-Slot-Config-Item


DUF-Slot-Config-Item 	::=	CHOICE {
	explicitFormat				ExplicitFormat,
	implicitFormat				ImplicitFormat,
	choice-extension				ProtocolIE-Single-Container { { DUF-Slot-Config-Item-ExtIEs} }
}

DUF-Slot-Config-Item-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DUFSlotformatIndex ::= INTEGER(0..254)

DUFTransmissionPeriodicity ::= ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ...}


DU-RX-MT-RX ::= ENUMERATED {supported, not-supported, supported-FDM-required, ...}

DU-TX-MT-TX ::= ENUMERATED {supported, not-supported, supported-FDM-required, ...}

DU-RX-MT-TX ::= ENUMERATED {supported, not-supported, supported-FDM-required, ...}

DU-TX-MT-RX ::= ENUMERATED {supported, not-supported, supported-FDM-required, ...}



DuplicationActivation ::= ENUMERATED {active, inactive, ...}


Dynamic5QIDescriptor ::= SEQUENCE {
	priorityLevelQoS			PriorityLevelQoS,
	packetDelayBudget			PacketDelayBudget,
	packetErrorRate				PacketErrorRate,
	fiveQI						FiveQI													OPTIONAL,
	delayCritical				ENUMERATED {delay-critical, non-delay-critical, ...}	OPTIONAL,
-- This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	averagingWindow				AveragingWindow											OPTIONAL,
-- This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
[bookmark: _Hlk515425381]	maximumDataBurstVolume		MaximumDataBurstVolume									OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {Dynamic5QIDescriptor-ExtIEs } }	OPTIONAL,
	...
}

Dynamic5QIDescriptor-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedPacketDelayBudget		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional}|
	{ ID id-CNPacketDelayBudgetDownlink		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional}|
	{ ID id-CNPacketDelayBudgetUplink		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional},
	...
}


-- E

EarlyMeasurement ::= ENUMERATED {true, ...}

ECNMarkingorCongestionInformationReportingRequest ::= CHOICE {
	eCNMarkingAtRANRequest				ECNMarkingAtRANRequest,
	eCNMarkingAtUPFRequest				ECNMarkingAtUPFRequest,
	congestionInformationRequest		CongestionInformationRequest,
	choice-Extensions				ProtocolIE-Single-Container { {ECNMarkingorCongestionInformationReportingRequest-ExtIEs} }
}

ECNMarkingorCongestionInformationReportingRequest-ExtIEs XNAP-PROTOCOL-IES ::= {
	...

}

ECNMarkingAtRANRequest ::= ENUMERATED {ul, dl, both, stop,...}

ECNMarkingAtUPFRequest ::= ENUMERATED {ul, dl, both, stop,...}


CongestionInformationRequest	::= ENUMERATED {ul, dl, both, stop, ...}


[bookmark: _Hlk148727365]EnergyCost ::= INTEGER (0..10000, ...)


EquivalentSNPNs ::= SEQUENCE (SIZE(1..maxnoofESNPNs)) OF SNPNIdentity


E-RAB-ID		::= INTEGER (0..15, ...)


E-UTRAARFCN ::= INTEGER (0..maxEARFCN)


E-UTRA-Cell-Identity			::= BIT STRING (SIZE(28))

[bookmark: _Hlk148714642]ERedcap-Bcast-Information ::= BIT STRING(SIZE(8))

[bookmark: _Hlk513540919]E-UTRA-CGI ::= SEQUENCE {
	plmn-id				PLMN-Identity,
	e-utra-CI			E-UTRA-Cell-Identity,
	iE-Extension		ProtocolExtensionContainer { {E-UTRA-CGI-ExtIEs} } 	OPTIONAL,
	...
}

E-UTRA-CGI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


E-UTRAFrequencyBandIndicator ::= INTEGER (1..256, ...)


E-UTRAMultibandInfoList ::= SEQUENCE (SIZE(1..maxnoofEUTRABands)) OF E-UTRAFrequencyBandIndicator


EUTRAPagingeDRXInformation ::= SEQUENCE {
	eutrapaging-eDRX-Cycle		EUTRAPaging-eDRX-Cycle,
	eutrapaging-Time-Window		EUTRAPaging-Time-Window											OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {EUTRAPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

EUTRAPagingeDRXInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRAPaging-eDRX-Cycle ::= ENUMERATED {
	hfhalf, hf1, hf2, hf4, hf6,
	hf8, hf10, hf12, hf14, hf16,
	hf32, hf64, hf128, hf256,
	...
}


EUTRAPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5,
	s6, s7, s8, s9, s10,
	s11, s12, s13, s14, s15, s16,
	...
}

E-UTRAPCI ::= INTEGER (0..503, ...)


[bookmark: _Hlk515373647]E-UTRAPRACHConfiguration ::= SEQUENCE {
	rootSequenceIndex						INTEGER (0..837),
	zeroCorrelationIndex					INTEGER (0..15),
	highSpeedFlag							ENUMERATED {true, false, ...},
	prach-FreqOffset						INTEGER (0..94),
	prach-ConfigIndex						INTEGER (0..63)								OPTIONAL,
-- C-ifTDD: This IE shall be present if the EUTRA-Mode-Info IE in the Served Cell Information IE is set to the value "TDD" --
	iE-Extensions							ProtocolExtensionContainer { {E-UTRAPRACHConfiguration-ExtIEs} }	OPTIONAL,
	...
}

E-UTRAPRACHConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515385528]E-UTRATransmissionBandwidth ::= ENUMERATED {bw6, bw15, bw25, bw50, bw75, bw100, ..., bw1}

EndpointIPAddressAndPort ::=SEQUENCE {
	endpointIPAddress 				TransportLayerAddress,
	portNumber						PortNumber,
	iE-Extensions					ProtocolExtensionContainer { { EndpointIPAddressAndPort-ExtIEs} } OPTIONAL
}

EndpointIPAddressAndPort-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


EventTriggered ::= SEQUENCE {
	loggedEventTriggeredConfig			LoggedEventTriggeredConfig,
	iE-Extensions		ProtocolExtensionContainer { { EventTriggered-ExtIEs} } OPTIONAL,
	...
}

EventTriggered-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

EventType ::= ENUMERATED {
	report-upon-change-of-serving-cell,
	report-UE-moving-presence-into-or-out-of-the-Area-of-Interest,
	...,
	report-upon-change-of-serving-cell-and-Area-of-Interest
}


EventTypeTrigger ::= CHOICE {
	outOfCoverage					ENUMERATED {true, ...},
	eventL1		EventL1,
	choice-Extensions		ProtocolIE-Single-Container { {EventTypeTrigger-ExtIEs} }
}

EventTypeTrigger-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

EventL1 ::= SEQUENCE {
	l1Threshold					MeasurementThresholdL1LoggedMDT,
	hysteresis					Hysteresis,
	timeToTrigger				TimeToTrigger,
	iE-Extensions		ProtocolExtensionContainer { { EventL1-ExtIEs} } OPTIONAL,
	...
}

EventL1-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementThresholdL1LoggedMDT ::= CHOICE {
	threshold-RSRP				Threshold-RSRP,
	threshold-RSRQ				Threshold-RSRQ,
	...,
	choice-extension		ProtocolIE-Single-Container { {MeasurementThresholdL1LoggedMDT-ExtIEs} }
}

MeasurementThresholdL1LoggedMDT-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk120735461]ExcessPacketDelayThresholdConfiguration ::= SEQUENCE (SIZE(1..maxnoofThresholdsForExcessPacketDelay)) OF ExcessPacketDelayThresholdItem

ExcessPacketDelayThresholdItem ::= SEQUENCE {
	fiveQI									FiveQI,
	excessPacketDelayThresholdValue			ExcessPacketDelayThresholdValue,
	iE-Extensions		ProtocolExtensionContainer { { ExcessPacketDelayThresholdItem-ExtIEs } }	OPTIONAL,
	...
}

ExcessPacketDelayThresholdItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ExcessPacketDelayThresholdValue ::= ENUMERATED {
	ms0dot25, ms0dot5, ms1, ms2, ms4, ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500,
	...
}

ExpectedActivityPeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181, ...)

ExpectedHOInterval ::= ENUMERATED {
	sec15, sec30, sec60, sec90, sec120, sec180, long-time,
	...
}

ExpectedIdlePeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181, ...)

ExpectedUEActivityBehaviour ::= SEQUENCE {
	expectedActivityPeriod						ExpectedActivityPeriod						OPTIONAL,
	expectedIdlePeriod							ExpectedIdlePeriod							OPTIONAL,
	sourceOfUEActivityBehaviourInformation		SourceOfUEActivityBehaviourInformation		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEActivityBehaviour-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEActivityBehaviour-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ExpectedUEBehaviour	::= SEQUENCE {
	expectedUEActivityBehaviour		ExpectedUEActivityBehaviour 						OPTIONAL,
	expectedHOInterval				ExpectedHOInterval								OPTIONAL,
	expectedUEMobility				ExpectedUEMobility								OPTIONAL,
	expectedUEMovingTrajectory		ExpectedUEMovingTrajectory						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEBehaviour-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEBehaviour-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ExpectedUEMobility ::= ENUMERATED {
	stationary,
	mobile,
	...
}

ExpectedUEMovingTrajectory ::= SEQUENCE (SIZE(1..maxnoofCellsUEMovingTrajectory)) OF ExpectedUEMovingTrajectoryItem

ExpectedUEMovingTrajectoryItem ::= SEQUENCE {
	nGRAN-CGI				GlobalNG-RANCell-ID,
	timeStayedInCell		INTEGER (0..4095)													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEMovingTrajectoryItem-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEMovingTrajectoryItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SourceOfUEActivityBehaviourInformation ::= ENUMERATED {
	subscription-information,
	statistics,
	...
}

ExplicitFormat ::=	SEQUENCE {
	permutation			Permutation,
	noofDownlinkSymbols	INTEGER(0..14)		OPTIONAL,
	noofUplinkSymbols	INTEGER(0..14)		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExplicitFormat-ExtIEs} } OPTIONAL,
	...
}

ExplicitFormat-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk98880553]ExtendedRATRestrictionInformation ::= SEQUENCE {
	primaryRATRestriction		BIT STRING (SIZE(8, ..., 16)),
	secondaryRATRestriction		BIT STRING (SIZE(8, ...)),
	iE-Extensions		ProtocolExtensionContainer { {ExtendedRATRestrictionInformation-ExtIEs} }	OPTIONAL,
	...
}

ExtendedRATRestrictionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ExtendedPacketDelayBudget ::= INTEGER (0..65535, ..., 65536..109999)

ExtendedSliceSupportList	::= SEQUENCE (SIZE(1..maxnoofExtSliceItems)) OF S-NSSAI

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16))

ExtTLAs ::= SEQUENCE (SIZE(1..maxnoofExtTLAs)) OF ExtTLA-Item

ExtTLA-Item ::= SEQUENCE {
	iPsecTLA							TransportLayerAddress				OPTIONAL,
	gTPTransportLayerAddresses			GTPTLAs								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExtTLA-Item-ExtIEs} } OPTIONAL,
	...
}

ExtTLA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


GTPTLAs	::= SEQUENCE (SIZE(1.. maxnoofGTPTLAs)) OF	GTPTLA-Item


GTPTLA-Item	::= SEQUENCE {
	gTPTransportLayerAddresses				TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { GTPTLA-Item-ExtIEs } }		OPTIONAL,
	...
}

GTPTLA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- F

F1CTrafficContainer ::= OCTET STRING

[bookmark: _Hlk105533477]F1-terminatingIAB-donorIndicator ::= ENUMERATED {true, ...}

F1-TerminatingTopologyBHInformation	::= SEQUENCE {
	f1TerminatingBHInformation-List				F1TerminatingBHInformation-List,
	iE-Extensions							ProtocolExtensionContainer { {F1-TerminatingTopologyBHInformation-ExtIEs} }	OPTIONAL,
	...
}

F1-TerminatingTopologyBHInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

F1TerminatingBHInformation-List ::= SEQUENCE (SIZE(1..maxnoofBHInfo)) OF F1TerminatingBHInformation-Item

F1TerminatingBHInformation-Item ::= SEQUENCE {
	bHInfoIndex					BHInfoIndex,
	dLTNLAddress				IABTNLAddress,
	dlF1TerminatingBHInfo	DLF1Terminating-BHInfo		OPTIONAL,
	ulF1TerminatingBHInfo	ULF1Terminating-BHInfo		OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { { F1TerminatingBHInformation-Item-ExtIEs} }	OPTIONAL,
	...
}

F1TerminatingBHInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


FiveGCMobilityRestrictionListContainer ::= OCTET STRING
-- This octets of the OCTET STRING contain the Mobility Restriction List IE as specified in TS 38.413 [5]. --

FiveGProSeAuthorized ::= SEQUENCE {
	fiveGproSeDirectDiscovery					FiveGProSeDirectDiscovery									OPTIONAL,
	fiveGproSeDirectCommunication				FiveGProSeDirectCommunication								OPTIONAL,
	fiveGnrProSeLayer2UEtoNetworkRelay		FiveGProSeLayer2UEtoNetworkRelay								OPTIONAL,
	fiveGnrProSeLayer3UEtoNetworkRelay			FiveGProSeLayer3UEtoNetworkRelay							OPTIONAL,
	fiveGnrProSeLayer2RemoteUE					FiveGProSeLayer2RemoteUE									OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { {FiveGProSeAuthorized-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSeAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-FiveGProSeLayer2Multipath		CRITICALITY ignore	EXTENSION FiveGProSeLayer2Multipath		PRESENCE optional}|
	{ ID id-FiveGProSeLayer2UEtoUERelay		CRITICALITY ignore	EXTENSION FiveGProSeLayer2UEtoUERelay	PRESENCE optional}|
	{ ID id-FiveGProSeLayer2UEtoUERemote	CRITICALITY ignore	EXTENSION FiveGProSeLayer2UEtoUERemote	PRESENCE optional},
	...
}

FiveGProSeDirectDiscovery ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeDirectCommunication ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2UEtoNetworkRelay ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer3UEtoNetworkRelay ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2RemoteUE ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2Multipath ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2UEtoUERelay ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2UEtoUERemote ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

FiveGProSePC5QoSParameters ::= SEQUENCE {
	fiveGProSepc5QoSFlowList						FiveGProSePC5QoSFlowList,
	fiveGproSepc5LinkAggregateBitRates				BitRate				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { FiveGProSePC5QoSParameters-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSePC5QoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveGProSePC5QoSFlowList::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF FiveGProSePC5QoSFlowItem

FiveGProSePC5QoSFlowItem::= SEQUENCE {
	fiveGproSepQI				FiveQI,
	fiveGproSepc5FlowBitRates	FiveGProSePC5FlowBitRates				OPTIONAL,
	fiveGproSerange				Range						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { FiveGProSePC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSePC5QoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveGProSePC5FlowBitRates ::= SEQUENCE {
	fiveGproSeguaranteedFlowBitRate		BitRate,
	fiveGproSemaximumFlowBitRate		BitRate,
	iE-Extensions		ProtocolExtensionContainer { { FiveGProSePC5FlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSePC5FlowBitRates-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveQI ::= INTEGER (0..255, ...)

Flows-Mapped-To-DRB-List	::=	SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF Flows-Mapped-To-DRB-Item

Flows-Mapped-To-DRB-Item 	::= SEQUENCE {
	qoSFlowIdentifier						QoSFlowIdentifier,
	qoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	qoSFlowMappingIndication				QoSFlowMappingIndication													OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { Flows-Mapped-To-DRB-Item-ExtIEs} } 	OPTIONAL
}

[bookmark: _Hlk105533793]Flows-Mapped-To-DRB-Item-ExtIEs 	XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FreqDomainHSNAconfiguration-List ::= SEQUENCE (SIZE(1.. maxnoofHSNASlots)) OF FreqDomainHSNAconfiguration-List-Item

FreqDomainHSNAconfiguration-List-Item ::= SEQUENCE {
	rBsetIndex 									INTEGER(0.. maxnoofRBsetsPerCell1, ...),
	freqDomainSlotHSNAconfiguration-List 		FreqDomainSlotHSNAconfiguration-List, 	
	iE-Extensions		ProtocolExtensionContainer { { FreqDomainHSNAconfiguration-List-Item-ExtIEs} }	OPTIONAL,
	...
}

FreqDomainHSNAconfiguration-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


FreqDomainSlotHSNAconfiguration-List ::= SEQUENCE (SIZE(1.. maxnoofHSNASlots)) OF FreqDomainSlotHSNAconfiguration-List-Item

FreqDomainSlotHSNAconfiguration-List-Item ::=	SEQUENCE {
	slotIndex		INTEGER(1..maxnoofHSNASlots),	
	hSNADownlink	HSNADownlink		OPTIONAL,
	hSNAUplink		HSNAUplink			OPTIONAL,
	hSNAFlexible	HSNAFlexible		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { FreqDomainSlotHSNAconfiguration-List-Item-ExtIEs} }	OPTIONAL,
	...
}

FreqDomainSlotHSNAconfiguration-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FrequencyShift7p5khz ::= ENUMERATED {false, true, ...}

-- G


[bookmark: _Hlk513547189]GBRQoSFlowInfo ::= SEQUENCE {
	maxFlowBitRateDL			BitRate,
	maxFlowBitRateUL			BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			ENUMERATED {notification-requested, ...}				OPTIONAL,
	maxPacketLossRateDL			PacketLossRate											OPTIONAL,
	maxPacketLossRateUL			PacketLossRate											OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {GBRQoSFlowInfo-ExtIEs} }	OPTIONAL,
	...
}

GBRQoSFlowInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

[bookmark: _Hlk513550868]GlobalgNB-ID	::= SEQUENCE {
	plmn-id			PLMN-Identity,
	gnb-id			GNB-ID-Choice,
	iE-Extensions		ProtocolExtensionContainer { {GlobalgNB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalgNB-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-Cell-Resource-Configuration	::= SEQUENCE {
	subcarrierSpacing				SSB-subcarrierSpacing,
	dUFTransmissionPeriodicity		DUFTransmissionPeriodicity		OPTIONAL,
	dUF-Slot-Config-List			DUF-Slot-Config-List			OPTIONAL,
	hSNATransmissionPeriodicity		HSNATransmissionPeriodicity,
	hNSASlotConfigList				HSNASlotConfigList				OPTIONAL,
	rBsetConfiguration						RBsetConfiguration		OPTIONAL,
	freqDomainHSNAconfiguration-List		FreqDomainHSNAconfiguration-List 	OPTIONAL,
	nACellResourceConfigurationList			NACellResourceConfigurationList 		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-Cell-Resource-Configuration-ExtIEs } } OPTIONAL,
	...
}

GNB-DU-Cell-Resource-Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



GNB-ID-Choice ::= CHOICE {
	gnb-ID					BIT STRING (SIZE(22..32)),
	choice-extension		ProtocolIE-Single-Container { {GNB-ID-Choice-ExtIEs} }
}

GNB-ID-Choice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk513553924]GNB-RadioResourceStatus	::= SEQUENCE {
	ssbAreaRadioResourceStatus-List				SSBAreaRadioResourceStatus-List,
	iE-Extensions							ProtocolExtensionContainer { { GNB-RadioResourceStatus-ExtIEs} }	OPTIONAL,
	...
}

GNB-RadioResourceStatus-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SliceRadioResourceStatus-List	CRITICALITY ignore	EXTENSION SliceRadioResourceStatus-List	PRESENCE optional	}|
	{ ID id-MIMOPRBusageInformation			CRITICALITY ignore	EXTENSION MIMOPRBusageInformation			PRESENCE optional	},
	...
}


GlobalCell-ID	::= SEQUENCE {
	plmn-id				PLMN-Identity,
	cell-type			Cell-Type-Choice,
	iE-Extensions		ProtocolExtensionContainer { { GlobalCell-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalCell-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


GlobalngeNB-ID	::= SEQUENCE {
	plmn-id			PLMN-Identity,
	enb-id			ENB-ID-Choice,
	iE-Extensions		ProtocolExtensionContainer { {GlobaleNB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobaleNB-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ENB-ID-Choice ::= CHOICE {
	enb-ID-macro			BIT STRING (SIZE(20)),
	enb-ID-shortmacro		BIT STRING (SIZE(18)),
	enb-ID-longmacro		BIT STRING (SIZE(21)),
	choice-extension		ProtocolIE-Single-Container { {ENB-ID-Choice-ExtIEs} }
}

ENB-ID-Choice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk513554437]GlobalNG-RANCell-ID	::= SEQUENCE {
	plmn-id					PLMN-Identity,
	ng-RAN-Cell-id			NG-RAN-Cell-Identity,
	iE-Extensions		ProtocolExtensionContainer { {GlobalNG-RANCell-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalNG-RANCell-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


GlobalNG-RANNode-ID ::= CHOICE {
	gNB						GlobalgNB-ID,
[bookmark: _Hlk515433696]	ng-eNB					GlobalngeNB-ID,
	choice-extension		ProtocolIE-Single-Container { {GlobalNG-RANNode-ID-ExtIEs} }
}

GlobalNG-RANNode-ID-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


GTP-TEID	::= OCTET STRING (SIZE(4))


GTPtunnelTransportLayerInformation ::= SEQUENCE {
	tnl-address			TransportLayerAddress,
	gtp-teid			GTP-TEID,
	iE-Extensions		ProtocolExtensionContainer { {GTPtunnelTransportLayerInformation-ExtIEs} } OPTIONAL,
	...
}

GTPtunnelTransportLayerInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QoS-Mapping-Information	CRITICALITY reject	EXTENSION QoS-Mapping-Information	PRESENCE optional },
	...
}


GUAMI ::= SEQUENCE {
	plmn-ID				PLMN-Identity,
	amf-region-id		BIT STRING (SIZE (8)),
	amf-set-id			BIT STRING (SIZE (10)),
	amf-pointer			BIT STRING (SIZE (6)),
	iE-Extensions		ProtocolExtensionContainer { {GUAMI-ExtIEs} } OPTIONAL,
	...
}

GUAMI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- H


HandoverReportType ::= ENUMERATED {
	hoTooEarly,
	hoToWrongCell,
	intersystempingpong,
	...
}

HashedUEIdentityIndexValue ::= BIT STRING (SIZE(13, ...))

HSNASlotConfigList ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF HSNASlotConfigItem

HSNASlotConfigItem 	::=	SEQUENCE {
	hSNADownlink			HSNADownlink 		OPTIONAL,
	hSNAUplink				HSNAUplink 			OPTIONAL,
	hSNAFlexible			HSNAFlexible 		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { HSNASlotConfigItem-ExtIEs } } OPTIONAL,
	...
}

HSNASlotConfigItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

HSNADownlink ::= ENUMERATED { hard, soft, notavailable }

HSNAFlexible ::= ENUMERATED { hard, soft, notavailable }

HSNAUplink ::= ENUMERATED { hard, soft, notavailable }

HSNATransmissionPeriodicity ::=	ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ms20, ms40, ms80, ms160, ...}


Hysteresis ::=		INTEGER (0..30)


-- I

IABCellInformation::=	SEQUENCE{
	nRCGI 								NR-CGI,
	iAB-DU-Cell-Resource-Configuration-Mode-Info 	IAB-DU-Cell-Resource-Configuration-Mode-Info	OPTIONAL,
	iAB-STC-Info						IAB-STC-Info				OPTIONAL,
	rACH-Config-Common					RACH-Config-Common			OPTIONAL,
	rACH-Config-Common-IAB				RACH-Config-Common-IAB		OPTIONAL,
	cSI-RS-Configuration				OCTET STRING	OPTIONAL,
	sR-Configuration					OCTET STRING	OPTIONAL,
	pDCCH-ConfigSIB1					OCTET STRING	OPTIONAL,
	sCS-Common							OCTET STRING	OPTIONAL,
	multiplexingInfo					MultiplexingInfo	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { IABCellInformation-ExtIEs} } OPTIONAL,
	...
}


IABCellInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



IAB-DU-Cell-Resource-Configuration-Mode-Info	::=	CHOICE {
	tDD		IAB-DU-Cell-Resource-Configuration-TDD-Info,
	fDD		IAB-DU-Cell-Resource-Configuration-FDD-Info,
	choice-extension			ProtocolIE-Single-Container { { IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs} }
}

IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resource-Configuration-FDD-UL				GNB-DU-Cell-Resource-Configuration,
	gNB-DU-Cell-Resource-Configuration-FDD-DL				GNB-DU-Cell-Resource-Configuration,
	uLFrequencyInfo 					NRFrequencyInfo			OPTIONAL,
	dLFrequencyInfo 					NRFrequencyInfo			OPTIONAL,
	uLTransmissionBandwidth 			NRTransmissionBandwidth	OPTIONAL,
	dlTransmissionBandwidth 			NRTransmissionBandwidth	OPTIONAL,
	uLCarrierList					NRCarrierList			OPTIONAL,
	dlCarrierList					NRCarrierList			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resource-Configuration-TDD				GNB-DU-Cell-Resource-Configuration,
	frequencyInfo 					NRFrequencyInfo			OPTIONAL,
	transmissionBandwidth 			NRTransmissionBandwidth	OPTIONAL,
	carrierList						NRCarrierList			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-MT-Cell-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF IAB-MT-Cell-List-Item

IAB-MT-Cell-List-Item ::= 	SEQUENCE {
	nRCellIdentity				NR-Cell-Identity,
	dU-RX-MT-RX					DU-RX-MT-RX,
	dU-TX-MT-TX					DU-TX-MT-TX,
	dU-RX-MT-TX					DU-RX-MT-TX,
	dU-TX-MT-RX					DU-TX-MT-RX,
	iE-Extensions				ProtocolExtensionContainer { { IAB-MT-Cell-List-Item-ExtIEs } } OPTIONAL,
	...
}

IAB-MT-Cell-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABNodeIndication ::= ENUMERATED {true,...}

IAB-QoS-Mapping-Information ::= SEQUENCE {
	dscp							BIT STRING (SIZE(6))			OPTIONAL,
	flow-label						BIT STRING (SIZE(20))		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {IAB-QoS-Mapping-Information-ExtIEs} }	OPTIONAL,
	...
}

IAB-QoS-Mapping-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info	::=	SEQUENCE{
	iAB-STC-Info-List	IAB-STC-Info-List,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-ExtIEs } } OPTIONAL,
	...
}

IAB-STC-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info-List ::= 	SEQUENCE (SIZE(1..maxnoofIABSTCInfo)) OF IAB-STC-Info-Item

IAB-STC-Info-Item::=	SEQUENCE {
	sSB-freqInfo						SSB-freqInfo,
	sSB-subcarrierSpacing				SSB-subcarrierSpacing,
	sSB-transmissionPeriodicity			SSB-transmissionPeriodicity,
	sSB-transmissionTimingOffset		SSB-transmissionTimingOffset,
	sSB-transmissionBitmap				SSB-transmissionBitmap,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-Item-ExtIEs } } OPTIONAL,
	...
}

IAB-STC-Info-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-TNL-Address-Request ::= SEQUENCE {
	iABIPv4AddressesRequested				IABTNLAddressesRequested,
	iABIPv6RequestType						IABIPv6RequestType,
	iABTNLAddressToRemove-List				IABTNLAddressToRemove-List,
	iE-Extensions							ProtocolExtensionContainer { {IAB-TNL-Address-Request-ExtIEs} }	OPTIONAL,
	...
}

IAB-TNL-Address-Request-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABIPv6RequestType	::= CHOICE {
	iPv6Address						IABTNLAddressesRequested,
	iPv6Prefix						IABTNLAddressesRequested,
	choice-extension				ProtocolIE-Single-Container { {IABIPv6RequestType-ExtIEs} }
}

IABIPv6RequestType-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


IAB-TNL-Address-Response ::= SEQUENCE {
	iABAllocatedTNLAddress-List		IABAllocatedTNLAddress-List,
	iE-Extensions					ProtocolExtensionContainer { {IAB-TNL-Address-Response-ExtIEs} }	OPTIONAL,
	...
}

IAB-TNL-Address-Response-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABAllocatedTNLAddress-List	::= SEQUENCE (SIZE(1..maxnoofTLAsIAB))	OF IABAllocatedTNLAddress-Item

IABAllocatedTNLAddress-Item ::=	SEQUENCE {
	iABTNLAddress				IABTNLAddress,
	iABTNLAddressUsage			IABTNLAddressUsage		OPTIONAL,
	associatedDonorDUAddress	BAPAddress				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {IABAllocatedTNLAddress-Item-ExtIEs} }	OPTIONAL,
	...
}

IABAllocatedTNLAddress-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddress ::= CHOICE {
	iPv4Address						BIT STRING (SIZE(32)),
	iPv6Address						BIT STRING (SIZE(128)),
	iPv6Prefix						BIT STRING (SIZE(64)),
	choice-extension				ProtocolIE-Single-Container { {IABTNLAddress-ExtIEs} }
}

IABTNLAddress-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

IABTNLAddressesRequested ::= SEQUENCE {
	tNLAddressesOrPrefixesRequestedAllTraffic	INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-C			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-U			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedNoNF1		INTEGER (1..256) 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {IABTNLAddressesRequested-ExtIEs} } OPTIONAL
}

IABTNLAddressesRequested-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


IABTNLAddressToRemove-List	::= SEQUENCE (SIZE(1..maxnoofTLAsIAB))	OF IABTNLAddressToRemove-Item

IABTNLAddressToRemove-Item ::=	SEQUENCE {
	iABTNLAddress			IABTNLAddress,
	iE-Extension			ProtocolExtensionContainer { {IABTNLAddressToRemove-Item-ExtIEs} }	OPTIONAL,
	...
}

IABTNLAddressToRemove-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressUsage ::= ENUMERATED {
	f1-c,
	f1-u,
	non-f1,
	...,
	all
}

IABTNLAddressException ::= SEQUENCE (SIZE(1..maxnoofTLAsIAB)) OF IABTNLAddress-Item


IABTNLAddress-Item ::= SEQUENCE {
	iABTNLAddress					IABTNLAddress,
	iE-Extensions					ProtocolExtensionContainer { { IABTNLAddress-ItemExtIEs } }	OPTIONAL,
	...}

IABTNLAddress-ItemExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ImmediateMDT-NR ::= SEQUENCE {
	measurementsToActivate		MeasurementsToActivate,
	m1Configuration				M1Configuration				OPTIONAL,
	m4Configuration				M4Configuration				OPTIONAL,
	m5Configuration				M5Configuration				OPTIONAL,
	mDT-Location-Info			MDT-Location-Info			OPTIONAL,
	m6Configuration				M6Configuration				OPTIONAL,
	m7Configuration				M7Configuration				OPTIONAL,
	bluetoothMeasurementConfiguration			BluetoothMeasurementConfiguration			OPTIONAL,
	wLANMeasurementConfiguration				WLANMeasurementConfiguration				OPTIONAL,
	sensorMeasurementConfiguration				SensorMeasurementConfiguration				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { ImmediateMDT-NR-ExtIEs} } 	OPTIONAL,
	...
}

ImmediateMDT-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ImplicitFormat	::= SEQUENCE	{
	dUFSlotformatIndex 			DUFSlotformatIndex,
	iE-Extensions		ProtocolExtensionContainer { { ImplicitFormat-ExtIEs } } OPTIONAL,
	...
}

ImplicitFormat-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


InitiatingCondition-FailureIndication ::= CHOICE {
	rRCReestab					RRCReestab-initiated,
	rRCSetup					RRCSetup-initiated,
	choice-extension				ProtocolIE-Single-Container { {InitiatingCondition-FailureIndication-ExtIEs} }
}

InitiatingCondition-FailureIndication-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

IntendedTDD-DL-ULConfiguration-NR ::= SEQUENCE {
	nrscs							NRSCS,
	nrCyclicPrefix					NRCyclicPrefix,
	nrDL-ULTransmissionPeriodicity	NRDL-ULTransmissionPeriodicity,
	slotConfiguration-List			SlotConfiguration-List,
	iE-Extensions					ProtocolExtensionContainer { {IntendedTDD-DL-ULConfiguration-NR-ExtIEs} }	OPTIONAL,
	...
}

IntendedTDD-DL-ULConfiguration-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

InterfaceInstanceIndication ::= INTEGER (0..255, ...)


I-RNTI ::= CHOICE {
	i-RNTI-full			BIT STRING (SIZE(40)),
	i-RNTI-short		BIT STRING (SIZE(24)),
	choice-extension	ProtocolIE-Single-Container { {I-RNTI-ExtIEs} }
}

I-RNTI-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

IABAuthorizationStatus ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}


-- J


-- K


-- L


Local-NG-RAN-Node-Identifier ::= CHOICE {
	full-I-RNTI-Profile-List					Full-I-RNTI-Profile-List,
	short-I-RNTI-Profile-List					Short-I-RNTI-Profile-List,
	choice-extension							ProtocolIE-Single-Container { { Local-NG-RAN-Node-Identifier-ExtIEs} }
}

Local-NG-RAN-Node-Identifier-ExtIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-Full-and-Short-I-RNTI-Profile-List		CRITICALITY ignore	TYPE Full-and-Short-I-RNTI-Profile-List	PRESENCE mandatory},
	...
}

Full-and-Short-I-RNTI-Profile-List::= SEQUENCE {

	full-I-RNTI-Profile-List					Full-I-RNTI-Profile-List,
	short-I-RNTI-Profile-List					Short-I-RNTI-Profile-List,
	iE-Extensions								ProtocolExtensionContainer { { Full-and-Short-I-RNTI-Profile-List-ExtIEs} }	OPTIONAL,
	...
}

Full-and-Short-I-RNTI-Profile-List-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Full-I-RNTI-Profile-List ::= CHOICE {
	full-I-RNTI-Profile-0	BIT STRING (SIZE (21)),
	full-I-RNTI-Profile-1	BIT STRING (SIZE (18)),
	full-I-RNTI-Profile-2	BIT STRING (SIZE (15)),
	full-I-RNTI-Profile-3	BIT STRING (SIZE (12)),
	choice-extension		ProtocolIE-Single-Container { { Full-I-RNTI-Profile-List-ExtIEs} }
}

Full-I-RNTI-Profile-List-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

Short-I-RNTI-Profile-List ::= CHOICE {
	short-I-RNTI-Profile-0	BIT STRING (SIZE (8)),
	short-I-RNTI-Profile-1	BIT STRING (SIZE (6)),
	choice-extension		ProtocolIE-Single-Container { { Short-I-RNTI-Profile-List-ExtIEs} }
}

Short-I-RNTI-Profile-List-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


LastVisitedCell-Item ::= CHOICE {
	nG-RAN-Cell						LastVisitedNGRANCellInformation,
	e-UTRAN-Cell					LastVisitedEUTRANCellInformation,
	uTRAN-Cell						LastVisitedUTRANCellInformation,
	gERAN-Cell						LastVisitedGERANCellInformation,
	choice-extension				ProtocolIE-Single-Container { { LastVisitedCell-Item-ExtIEs} }
}

LastVisitedCell-Item-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

LastVisitedEUTRANCellInformation ::= OCTET STRING

LastVisitedGERANCellInformation	::= OCTET STRING

LastVisitedNGRANCellInformation	::= OCTET STRING

LastVisitedUTRANCellInformation	::= OCTET STRING

LastVisitedPSCellInformation	::= OCTET STRING

LastVisitedPSCellList	::= SEQUENCE (SIZE(1..maxnoofPSCellsPerSN)) OF LastVisitedPSCellList-Item

LastVisitedPSCellList-Item	::= SEQUENCE {
	lastVisitedPSCellInformation		LastVisitedPSCellInformation,
	iE-Extensions		ProtocolExtensionContainer { { LastVisitedPSCellList-Item-ExtIEs} } OPTIONAL,
	...
}

LastVisitedPSCellList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SCGUEHistoryInformation	::= SEQUENCE {
	lastVisitedPSCellList			LastVisitedPSCellList		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SCGUEHistoryInformation-ExtIEs} } OPTIONAL,
	...
}

SCGUEHistoryInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


LCID ::= INTEGER (1..32, ...)

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


ListOfCells ::= SEQUENCE (SIZE(1..maxnoofCellsinAoI)) OF CellsinAoI-Item

CellsinAoI-Item ::= SEQUENCE {
	pLMN-Identity			PLMN-Identity,
	ng-ran-cell-id			NG-RAN-Cell-Identity,
	iE-Extensions			ProtocolExtensionContainer { {CellsinAoI-Item-ExtIEs} } OPTIONAL,
	...
}

CellsinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ListOfRANNodesinAoI ::= SEQUENCE (SIZE(1.. maxnoofRANNodesinAoI)) OF GlobalNG-RANNodesinAoI-Item

GlobalNG-RANNodesinAoI-Item ::= SEQUENCE {
	global-NG-RAN-Node-ID		GlobalNG-RANNode-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalNG-RANNodesinAoI-Item-ExtIEs} } OPTIONAL,
	...
}

GlobalNG-RANNodesinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ListOfTAIsinAoI ::= SEQUENCE (SIZE(1..maxnoofTAIsinAoI)) OF TAIsinAoI-Item

TAIsinAoI-Item ::= SEQUENCE {
	pLMN-Identity		PLMN-Identity,
	tAC					TAC,
	iE-Extensions		ProtocolExtensionContainer { {TAIsinAoI-Item-ExtIEs} } OPTIONAL,
	...
}

TAIsinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

LocationInformationSNReporting ::= ENUMERATED {
	pSCell,
	...
}

[bookmark: _Hlk515439494]LocationReportingInformation ::= SEQUENCE {
	eventType			EventType,
	reportArea			ReportArea,
	areaOfInterest		AreaOfInterestInformation			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,
	...
}

LocationReportingInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-AdditionLocationInformation	CRITICALITY ignore	EXTENSION AdditionLocationInformation	PRESENCE optional},
	...
}

LoggedEventTriggeredConfig ::= SEQUENCE {
	eventTypeTrigger					EventTypeTrigger,
	iE-Extensions		ProtocolExtensionContainer { { LoggedEventTriggeredConfig-ExtIEs} } OPTIONAL,
	...
}

LoggedEventTriggeredConfig-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

LoggedMDT-NR ::= SEQUENCE {
	loggingInterval						LoggingInterval,
	loggingDuration						LoggingDuration,
	reportType							ReportType,
	bluetoothMeasurementConfiguration	BluetoothMeasurementConfiguration			OPTIONAL,
	wLANMeasurementConfiguration			WLANMeasurementConfiguration			OPTIONAL,
	sensorMeasurementConfiguration		SensorMeasurementConfiguration				OPTIONAL,
	areaScopeOfNeighCellsList			AreaScopeOfNeighCellsList					OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {LoggedMDT-NR-ExtIEs} } OPTIONAL,
	...
}

LoggedMDT-NR-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-earlyMeasurement		CRITICALITY ignore	EXTENSION EarlyMeasurement		PRESENCE optional		},
...
}

LoggingInterval ::= ENUMERATED { ms320, ms640, ms1280, ms2560, ms5120, ms10240, ms20480, ms30720, ms40960, ms61440, infinity,...}

LoggingDuration ::= ENUMERATED {m10, m20, m40, m60, m90, m120}

LowerLayerPresenceStatusChange ::= ENUMERATED {
	release-lower-layers,
	re-establish-lower-layers,
	...,
	suspend-lower-layers,
	resume-lower-layers
}

LTEA2XServicesAuthorized ::= SEQUENCE {
	aerialUE				AerialUE													OPTIONAL,
	aerialControllerUE		AerialControllerUE											OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {LTEA2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

LTEA2XServicesAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

LTEV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE											OPTIONAL,
	pedestrianUE 		PedestrianUE										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEV2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

LTEV2XServicesAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


LTEUESidelinkAggregateMaximumBitRate ::= SEQUENCE {
	uESidelinkAggregateMaximumBitRate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {LTEUESidelinkAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

LTEUESidelinkAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- M

MaxNrofRS-IndexesToReport::= INTEGER (1..64, ...)

MBSCommServiceType ::= ENUMERATED {multicast, broadcast, ...}

MDTAlignmentInfo ::= CHOICE {	
	s-BasedMDT						S-BasedMDT,
	choice-extension				ProtocolIE-Single-Container { {MDTAlignmentInfo-ExtIEs} }
}


MDTAlignmentInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk99778142]MeasCollectionEntityIPAddress ::= TransportLayerAddress


M1Configuration ::= SEQUENCE {
	m1reportingTrigger			M1ReportingTrigger,
[bookmark: OLE_LINK105]	m1thresholdeventA2			M1ThresholdEventA2				OPTIONAL,
-- Included in case of event-triggered, or event-triggered periodic reporting for measurement M1
[bookmark: OLE_LINK107]	m1periodicReporting			M1PeriodicReporting				OPTIONAL,
-- Included in case of periodic or event-triggered periodic reporting
	iE-Extensions				ProtocolExtensionContainer { { M1Configuration-ExtIEs} } OPTIONAL,
	...
}

M1Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-BeamMeasurementIndicationM1				CRITICALITY ignore	EXTENSION BeamMeasurementIndicationM1					PRESENCE optional		}|
	{ID id-BeamMeasurementsReportConfiguration		CRITICALITY ignore	EXTENSION BeamMeasurementsReportConfiguration		PRESENCE conditional		},
-- The above IE shall be present if the BeamMeasurementIndicationM1 IE is set to “true”
	...
}


M1PeriodicReporting ::= SEQUENCE {
	reportInterval				ReportIntervalMDT,
	reportAmount				ReportAmountMDT,
	iE-Extensions				ProtocolExtensionContainer { { M1PeriodicReporting-ExtIEs} } OPTIONAL,
	...
}

M1PeriodicReporting-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-ExtendedReportIntervalMDT		CRITICALITY ignore	EXTENSION ExtendedReportIntervalMDT		PRESENCE optional},
	...
}

M1ReportingTrigger ::= ENUMERATED{
	periodic,
	a2eventtriggered,
	a2eventtriggered-periodic,
	...
	
}

M1ThresholdEventA2 ::= SEQUENCE {
	measurementThreshold	MeasurementThresholdA2,
	iE-Extensions			ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,
	...
}

M1ThresholdEventA2-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

M4Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M4ReportAmount		CRITICALITY ignore	EXTENSION M4ReportAmountMDT 		PRESENCE optional		},
	...
}

M4ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... }

M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M5ReportAmount		CRITICALITY ignore	EXTENSION M5ReportAmountMDT 		PRESENCE optional		},
	...
}

M5ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... }

M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M6ReportAmount							CRITICALITY ignore	EXTENSION M6ReportAmountMDT 									PRESENCE optional}|
	{ ID id-ExcessPacketDelayThresholdConfiguration	CRITICALITY ignore	EXTENSION ExcessPacketDelayThresholdConfiguration		PRESENCE optional},
	...
}

M6ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M6report-Interval ::= ENUMERATED { ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30,... }


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M7ReportAmount		CRITICALITY ignore	EXTENSION M7ReportAmountMDT 	PRESENCE optional		},
	...
}

M7ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M7period ::= INTEGER(1..60, ...)


MAC-I ::= BIT STRING (SIZE(16))


[bookmark: _Hlk513539650]MaskedIMEISV	::= BIT STRING (SIZE(64))


[bookmark: _Hlk20825864]MaxCHOpreparations ::= INTEGER (1..8, ...)


MaximumDataBurstVolume ::= INTEGER (0..4095, ..., 4096.. 2000000)


MaximumIPdatarate ::= SEQUENCE {
	maxIPrate-UL			MaxIPrate,
	iE-Extensions		ProtocolExtensionContainer { {MaximumIPdatarate-ExtIEs} }	OPTIONAL,
	...
}

MaximumIPdatarate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-MaxIPrate-DL	CRITICALITY ignore	EXTENSION MaxIPrate	PRESENCE optional},
	...
}

MaxIPrate ::= ENUMERATED {
	bitrate64kbs,
	max-UErate,
	...
}


MBSFNControlRegionLength ::= INTEGER (0..3)


MBSFNSubframeAllocation-E-UTRA ::= CHOICE {
	oneframe				BIT STRING (SIZE(6)),
	fourframes				BIT STRING (SIZE(24)),
	choice-extension		ProtocolIE-Single-Container { {MBSFNSubframeAllocation-E-UTRA-ExtIEs} }
}

MBSFNSubframeAllocation-E-UTRA-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


MBSFNSubframeInfo-E-UTRA ::= SEQUENCE (SIZE(1..maxnoofMBSFNEUTRA)) OF MBSFNSubframeInfo-E-UTRA-Item


MBSFNSubframeInfo-E-UTRA-Item ::= SEQUENCE {
	radioframeAllocationPeriod		ENUMERATED{n1,n2,n4,n8,n16,n32,...},
	radioframeAllocationOffset		INTEGER (0..7, ...),
	subframeAllocation				MBSFNSubframeAllocation-E-UTRA,
	iE-Extensions					ProtocolExtensionContainer { {MBSFNSubframeInfo-E-UTRA-Item-ExtIEs} } OPTIONAL,
	...
}

MBSFNSubframeInfo-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

MBS-FrequencySelectionArea-Identity ::= OCTET STRING (SIZE(3))

MBS-Area-Session-ID ::= INTEGER (0..65535, ...)

MBS-MappingandDataForwardingRequestInfofromSource ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-MappingandDataForwardingRequestInfofromSource-Item

MBS-MappingandDataForwardingRequestInfofromSource-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	mBS-QoSFlow-List			MBS-QoSFlow-List,
	mRB-ProgressInformation		MRB-ProgressInformation				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-MappingandDataForwardingRequestInfofromSource-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-MappingandDataForwardingRequestInfofromSource-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-DataForwarding-Indicator ::= ENUMERATED{mbs-only, ...}

MBS-DataForwardingResponseInfofromTarget ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-DataForwardingResponseInfofromTarget-Item

MBS-DataForwardingResponseInfofromTarget-Item ::= SEQUENCE {
	mRB-ID					MRB-ID,
	dlForwardingUPTNL		UPTransportLayerInformation,
	mRB-ProgressInformation	MRB-ProgressInformation					OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-DataForwardingResponseInfofromTarget-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-DataForwardingResponseInfofromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-QoSFlow-List ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF QoSFlowIdentifier

MBS-QoSFlowsToAdd-List ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF MBS-QoSFlowsToAdd-Item

MBS-QoSFlowsToAdd-Item ::= SEQUENCE {
	mBS-QosFlowIdentifier				QoSFlowIdentifier,
	mBS-QosFlowLevelQosParameters		QoSFlowLevelQoSParameters,
	iE-Extensions					ProtocolExtensionContainer { { MBS-QoSFlowsToAdd-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-QoSFlowsToAdd-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceArea ::= CHOICE {
	locationindependent		MBS-ServiceAreaInformation,
	locationdependent		MBS-ServiceAreaInformationList,
	choice-extension		ProtocolIE-Single-Container { {MBS-ServiceArea-ExtIEs} }
}

MBS-ServiceArea-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

MBS-ServiceAreaCell-List ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NR-CGI

MBS-ServiceAreaInformation ::= SEQUENCE {
	mBS-ServiceAreaCell-List		MBS-ServiceAreaCell-List													OPTIONAL,
	mBS-ServiceAreaTAI-List			MBS-ServiceAreaTAI-List														OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaInformation-ExtIEs} }		OPTIONAL,
	...
}

MBS-ServiceAreaInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaInformationList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformation-Item

MBS-ServiceAreaInformation-Item ::= SEQUENCE {	mBS-Area-Session-ID			MBS-Area-Session-ID,
	mBS-ServiceAreaInformation	MBS-ServiceAreaInformation,
	iE-Extensions			ProtocolExtensionContainer { { MBS-ServiceAreaInformation-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-ServiceAreaInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaTAI-List ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAI-Item

MBS-ServiceAreaTAI-Item ::= SEQUENCE {
	plmn-ID					PLMN-Identity,
	tAC						TAC,
	iE-Extensions			ProtocolExtensionContainer { {MBS-ServiceAreaTAI-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-ServiceAreaTAI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-Session-ID ::= SEQUENCE {
	tMGI							TMGI,
	nID								NID																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-Session-ID-ExtIEs} } 			OPTIONAL,
	...
}

MBS-Session-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-AssistanceInformation ::= ENUMERATED {true, ...}

MBS-SessionAssociatedInformation ::= SEQUENCE (SIZE(1..maxnoofAssociatedMBSSessions)) OF MBS-SessionAssociatedInformation-Item

MBS-SessionAssociatedInformation-Item ::= SEQUENCE {
	mBS-Session-ID				MBS-Session-ID,
	associated-QoSFlowInfo-List	Associated-QoSFlowInfo-List,
	iE-Extensions				ProtocolExtensionContainer { { MBS-SessionAssociatedInformation-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-SessionAssociatedInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
MBS-SessionInformation-List ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-SessionInformation-Item

MBS-SessionInformation-Item ::= SEQUENCE {
	mBS-Session-ID			MBS-Session-ID,
	mBS-Area-Session-ID		MBS-Area-Session-ID														OPTIONAL,
	active-MBS-SessioInformation			Active-MBS-SessionInformation							OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-SessionInformation-Item-ExtIEs} }	OPTIONAL,
	...
}

MBS-SessionInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInformation			CRITICALITY ignore			EXTENSION MBS-AssistanceInformation		PRESENCE	optional	},
	...
}


MBS-SessionInformationResponse-List ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-SessionInformationResponse-Item

MBS-SessionInformationResponse-Item ::= SEQUENCE {
	mBS-Session-ID						MBS-Session-ID,
	mBS-DataForwardingResponseInfofromTarget		MBS-DataForwardingResponseInfofromTarget					OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-SessionInformationResponse-Item-ExtIEs} } 	OPTIONAL,
	...
}

MBS-SessionInformationResponse-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MRB-ID ::= INTEGER (1..512, ...)

MRB-ProgressInformation ::= CHOICE {
	pdcp-SN12			INTEGER (0..4095),
	pdcp-SN18			INTEGER (0..262143),
	choice-extension		ProtocolIE-Single-Container { { MRB-ProgressInformation-ExtIEs} }
}

MRB-ProgressInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

MDT-Activation 	::= ENUMERATED {
	immediate-MDT-only,
	immediate-MDT-and-Trace,
	logged-MDT-only,
	...
}

MDT-Configuration ::= SEQUENCE {
	mDT-Configuration-NR		MDT-Configuration-NR		OPTIONAL,
	mDT-Configuration-EUTRA		MDT-Configuration-EUTRA		OPTIONAL,
iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,
	...
}
MDT-Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MDT-Configuration-NR ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	areaScopeOfMDT-NR			AreaScopeOfMDT-NR	OPTIONAL,
	mDTMode-NR					MDTMode-NR,
	signallingBasedMDTPLMNList	MDTPLMNList			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-NR-ExtIEs} } OPTIONAL,
	...
}
MDT-Configuration-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-PNI-NPN-AreaScopeofMDT		CRITICALITY ignore	EXTENSION PNI-NPN-AreaScopeofMDT		PRESENCE optional		},
	...
}

MDT-Configuration-EUTRA ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	areaScopeOfMDT-EUTRA		AreaScopeOfMDT-EUTRA	OPTIONAL,
	mDTMode-EUTRA				MDTMode-EUTRA,
	signallingBasedMDTPLMNList	MDTPLMNList,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-EUTRA-ExtIEs} } OPTIONAL,
	...
}
MDT-Configuration-EUTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MDT-Location-Info ::= BIT STRING (SIZE (8))


MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MDTPLMNModificationList ::= SEQUENCE (SIZE(0..maxnoofMDTPLMNs)) OF PLMN-Identity

MDTMode-NR ::= CHOICE {
	immediateMDT				ImmediateMDT-NR,
	loggedMDT					LoggedMDT-NR,
	...,
	mDTMode-NR-Extension			MDTMode-NR-Extension
}

MDTMode-NR-Extension ::= ProtocolIE-Single-Container {{ MDTMode-NR-ExtensionIE }}

MDTMode-NR-ExtensionIE XNAP-PROTOCOL-IES ::= {
	...
}

MDTMode-EUTRA ::= OCTET STRING


MeasObjectContainer ::= OCTET STRING

MeasurementsToActivate ::= BIT STRING (SIZE (8))

MeasurementThresholdA2 ::= CHOICE {
	threshold-RSRP				Threshold-RSRP,
	threshold-RSRQ				Threshold-RSRQ,
	threshold-SINR				Threshold-SINR,
	choice-extension	ProtocolIE-Single-Container { { MeasurementThresholdA2-ExtIEs} }
}

MeasurementThresholdA2-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


Measurement-ID	::= INTEGER (1..4095,...)


MIMOPRBusageInformation ::= SEQUENCE {
	dl-GBR-PRB-usage-for-MIMO					DL-GBR-PRB-usage-for-MIMO,
	ul-GBR-PRB-usage-for-MIMO					UL-GBR-PRB-usage-for-MIMO,
	dl-non-GBR-PRB-usage-for-MIMO				DL-non-GBR-PRB-usage-for-MIMO,
	ul-non-GBR-PRB-usage-for-MIMO				UL-non-GBR-PRB-usage-for-MIMO,
	dl-Total-PRB-usage-for-MIMO					DL-Total-PRB-usage-for-MIMO,
	ul-Total-PRB-usage-for-MIMO					UL-Total-PRB-usage-for-MIMO,
	iE-Extensions							ProtocolExtensionContainer { { MIMOPRBusageInformation-ExtIEs} }	OPTIONAL,
	...
}

MIMOPRBusageInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MobileIAB-AuthorizationStatus ::= ENUMERATED {authorized, not-authorized,...}

MobileIABCell ::= ENUMERATED {
	true,
	...
}

MobilityInformation	::= BIT STRING (SIZE(32))

MobilityParametersModificationRange ::= SEQUENCE {
	handoverTriggerChangeLowerLimit		INTEGER (-20..20),
	handoverTriggerChangeUpperLimit		INTEGER (-20..20),
	...
}

MobilityParametersInformation ::= SEQUENCE {
	handoverTriggerChange			INTEGER (-20..20),
	...
}


MobilityRestrictionList ::= SEQUENCE {
	serving-PLMN						PLMN-Identity,
	equivalent-PLMNs					SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMN-Identity			OPTIONAL,
	rat-Restrictions					RAT-RestrictionsList										OPTIONAL,
	forbiddenAreaInformation			ForbiddenAreaList											OPTIONAL,
	serviceAreaInformation				ServiceAreaList												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MobilityRestrictionList-ExtIEs} }				OPTIONAL,
	...
}

MobilityRestrictionList-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
{ ID id-LastE-UTRANPLMNIdentity					CRITICALITY ignore	EXTENSION PLMN-Identity									PRESENCE optional		}|
{ ID id-CNTypeRestrictionsForServing			CRITICALITY ignore	EXTENSION CNTypeRestrictionsForServing				PRESENCE optional		}|
{ ID id-CNTypeRestrictionsForEquivalent			CRITICALITY ignore	EXTENSION CNTypeRestrictionsForEquivalent			PRESENCE optional		}|
{ ID id-NPNMobilityInformation					CRITICALITY reject	EXTENSION NPNMobilityInformation						PRESENCE optional		},
	...
}

CNTypeRestrictionsForEquivalent ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF CNTypeRestrictionsForEquivalentItem

CNTypeRestrictionsForEquivalentItem ::= SEQUENCE {
	plmn-Identity						PLMN-Identity,
	cn-Type								ENUMERATED {epc-forbidden, fiveGC-forbidden, ...},
	iE-Extensions						ProtocolExtensionContainer { {CNTypeRestrictionsForEquivalentItem-ExtIEs} }				OPTIONAL,
	...
}

CNTypeRestrictionsForEquivalentItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

CNTypeRestrictionsForServing ::= ENUMERATED {
	epc-forbidden,
	...
}

RAT-RestrictionsList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF RAT-RestrictionsItem


RAT-RestrictionsItem ::= SEQUENCE {
	plmn-Identity					PLMN-Identity,
	rat-RestrictionInformation		RAT-RestrictionInformation,
	iE-Extensions		ProtocolExtensionContainer { {RAT-RestrictionsItem-ExtIEs} } OPTIONAL,
	...
}

RAT-RestrictionsItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-ExtendedRATRestrictionInformation	CRITICALITY ignore	EXTENSION ExtendedRATRestrictionInformation		PRESENCE optional},
	...
}


[bookmark: _Hlk98880510]RAT-RestrictionInformation ::= BIT STRING {e-UTRA (0),nR (1), nR-unlicensed (2), nR-LEO (3), nR-MEO (4), nR-GEO (5), nR-OTHERSAT (6)} (SIZE(8, ...))


ForbiddenAreaList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF ForbiddenAreaItem


ForbiddenAreaItem ::= SEQUENCE {
	plmn-Identity		PLMN-Identity,
	forbidden-TACs		SEQUENCE (SIZE(1..maxnoofForbiddenTACs)) OF TAC,
	iE-Extensions		ProtocolExtensionContainer { {ForbiddenAreaItem-ExtIEs} } OPTIONAL,
	...
}

ForbiddenAreaItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}


ServiceAreaList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF ServiceAreaItem


ServiceAreaItem ::= SEQUENCE {
	plmn-Identity						PLMN-Identity,
	allowed-TACs-ServiceArea			SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC		OPTIONAL,
	not-allowed-TACs-ServiceArea		SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServiceAreaItem-ExtIEs} }				OPTIONAL,
	...
}

ServiceAreaItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

MR-DC-ResourceCoordinationInfo ::= SEQUENCE {
		ng-RAN-Node-ResourceCoordinationInfo			NG-RAN-Node-ResourceCoordinationInfo,
		iE-Extension											ProtocolExtensionContainer { {MR-DC-ResourceCoordinationInfo-ExtIEs}}	OPTIONAL,
		...
}

MR-DC-ResourceCoordinationInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
...
}

NG-RAN-Node-ResourceCoordinationInfo ::= CHOICE {
		eutra-resource-coordination-info					E-UTRA-ResourceCoordinationInfo,
		nr-resource-coordination-info						NR-ResourceCoordinationInfo
}

E-UTRA-ResourceCoordinationInfo ::= SEQUENCE {
		e-utra-cell												E-UTRA-CGI,
		ul-coordination-info									BIT STRING (SIZE (6..4400)),
		dl-coordination-info									BIT STRING (SIZE (6..4400))	OPTIONAL,
		nr-cell													NR-CGI	OPTIONAL,
		e-utra-coordination-assistance-info				E-UTRA-CoordinationAssistanceInfo	OPTIONAL,
		iE-Extension			ProtocolExtensionContainer { {E-UTRA-ResourceCoordinationInfo-ExtIEs} }	OPTIONAL,
	...
}

E-UTRA-ResourceCoordinationInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

E-UTRA-CoordinationAssistanceInfo ::= ENUMERATED {coordination-not-required, ...}

NR-ResourceCoordinationInfo ::= SEQUENCE {
		nr-cell													NR-CGI,
		ul-coordination-info									BIT STRING (SIZE (6..4400)),
		dl-coordination-info									BIT STRING (SIZE (6..4400))	OPTIONAL,
		e-utra-cell												E-UTRA-CGI	OPTIONAL,
		nr-coordination-assistance-info					NR-CoordinationAssistanceInfo		OPTIONAL,
		iE-Extension			ProtocolExtensionContainer { {NR-ResourceCoordinationInfo-ExtIEs} } 	OPTIONAL,
	...
}

NR-ResourceCoordinationInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NR-CoordinationAssistanceInfo ::= ENUMERATED {coordination-not-required, ...}

MessageOversizeNotification ::= SEQUENCE {
	maximumCellListSize								MaximumCellListSize,
	iE-Extension				ProtocolExtensionContainer { {MessageOversizeNotification-ExtIEs}}	OPTIONAL,
	...
}

MessageOversizeNotification-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MaximumCellListSize ::= INTEGER(1..16384, ...)

MT-SDT-Information ::= SEQUENCE {
	mT-SDT-Indicator			MT-SDT-Indicator,
	mT-SDT-DataSize			MT-SDT-DataSize,
	iE-Extensions				ProtocolExtensionContainer { { MT-SDT-Information-ExtIEs} } OPTIONAL,
	...
}

MT-SDT-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MT-SDT-DataSize	::= INTEGER (1..96000, ...)

MT-SDT-Indicator ::= ENUMERATED {true, ...}

MultiplexingInfo 	::=	SEQUENCE{
	iAB-MT-Cell-List 	IAB-MT-Cell-List,
	iE-Extensions		ProtocolExtensionContainer { {MultiplexingInfo-ExtIEs} } OPTIONAL,
	...
}

MultiplexingInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk148729188]MeasuredUETrajectory ::= SEQUENCE (SIZE(1..maxnoofCellsTrajectory)) OF MeasuredUETrajectory-Item

MeasuredUETrajectory-Item ::= SEQUENCE{
	measuredtrajectoryCellInfo		MeasuredTrajectoryCellInfo,
	iE-Extensions					ProtocolExtensionContainer { { MeasuredUETrajectory-Item-ExtIEs} }	OPTIONAL,
	...
}

MeasuredUETrajectory-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MeasuredTrajectoryCellInfo ::= CHOICE {
	nG-RAN-Cell						MeasuredTrajectoryNGRANCellInfo,
	choice-extension				ProtocolIE-Single-Container { { MeasuredTrajectoryCellInfo-ExtIEs} }
}

MeasuredTrajectoryCellInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

MeasuredTrajectoryNGRANCellInfo ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalNG-RANCell-ID,
	timeUEStaysInCell				INTEGER (0..4095),
	iE-Extensions					ProtocolExtensionContainer { { MeasuredTrajectoryNGRANCellInfo-ExtIEs} }	OPTIONAL,
	...
}

MeasuredTrajectoryNGRANCellInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- N

N6JitterInformation ::= SEQUENCE {
	n6JitterLowerBound		INTEGER (-127..127),
	n6JitterUpperBound		INTEGER (-127..127),
	iE-Extensions			ProtocolExtensionContainer { { N6JitterInformationExtIEs } }	OPTIONAL,
	...
}
N6JitterInformationExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NACellResourceConfigurationList ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF NACellResourceConfiguration-Item

NACellResourceConfiguration-Item ::= SEQUENCE {
	nAdownlink			ENUMERATED {true, false, ...}	OPTIONAL,
	nAuplink			ENUMERATED {true, false, ...}	OPTIONAL,
	nAflexible			ENUMERATED {true, false, ...}	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NACellResourceConfiguration-Item-ExtIEs} } OPTIONAL,
	...
}

NACellResourceConfiguration-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NBIoT-UL-DL-AlignmentOffset ::= ENUMERATED {
	khz-7dot5,
	khz0,
	khz7dot5,
	...
}
NE-DC-TDM-Pattern ::= SEQUENCE {
		subframeAssignment			ENUMERATED {sa0,sa1,sa2,sa3,sa4,sa5,sa6},
		harqOffset					INTEGER (0..9),
		iE-Extension				ProtocolExtensionContainer { {NE-DC-TDM-Pattern-ExtIEs}}	OPTIONAL,
		...
}

NE-DC-TDM-Pattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
...
}

[bookmark: _Hlk515377169]NeighbourInformation-E-UTRA ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-E-UTRA-Item

NeighbourInformation-E-UTRA-Item ::= SEQUENCE {
	e-utra-PCI			E-UTRAPCI,
	e-utra-cgi			E-UTRA-CGI,
[bookmark: _Hlk515377005]	earfcn				E-UTRAARFCN,
	tac					TAC,
	ranac				RANAC																		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NeighbourInformation-E-UTRA-Item-ExtIEs} } 	OPTIONAL,
	...
}

NeighbourInformation-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}


[bookmark: _Hlk515377583]NeighbourInformation-NR ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-NR-Item

NeighbourInformation-NR-Item ::= SEQUENCE {
	nr-PCI								NRPCI,
	nr-cgi								NR-CGI,
	tac									TAC,
	ranac								RANAC														OPTIONAL,
	nr-mode-info						NeighbourInformation-NR-ModeInfo,
	connectivitySupport					Connectivity-Support,
	measurementTimingConfiguration		OCTET STRING,
	iE-Extensions			ProtocolExtensionContainer { {NeighbourInformation-NR-Item-ExtIEs} } 	OPTIONAL,
	...
}

NeighbourInformation-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-MobileIABCell						CRITICALITY ignore	EXTENSION MobileIABCell	PRESENCE optional},
	...
}


NeighbourInformation-NR-ModeInfo ::= CHOICE {
	fdd-info				NeighbourInformation-NR-ModeFDDInfo,
	tdd-info				NeighbourInformation-NR-ModeTDDInfo,
	choice-extension		ProtocolIE-Single-Container { {NeighbourInformation-NR-ModeInfo-ExtIEs} }
}

NeighbourInformation-NR-ModeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


NeighbourInformation-NR-ModeFDDInfo ::= SEQUENCE {
	ul-NR-FreqInfo		NRFrequencyInfo,
	dl-NR-FequInfo		NRFrequencyInfo,
	ie-Extensions		ProtocolExtensionContainer { {NeighbourInformation-NR-ModeFDDInfo-ExtIEs} } OPTIONAL,
	...
}

NeighbourInformation-NR-ModeFDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513536763]NeighbourInformation-NR-ModeTDDInfo ::= SEQUENCE {
	nr-FreqInfo			NRFrequencyInfo,
	ie-Extensions		ProtocolExtensionContainer { {NeighbourInformation-NR-ModeTDDInfo-ExtIEs} } OPTIONAL,
	...
}

NeighbourInformation-NR-ModeTDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Neighbour-NG-RAN-Node-List ::= SEQUENCE (SIZE(0..maxnoofNeighbour-NG-RAN-Nodes)) OF Neighbour-NG-RAN-Node-Item

Neighbour-NG-RAN-Node-Item ::= SEQUENCE {
	globalNG-RANNodeID				GlobalNG-RANNode-ID,
	local-NG-RAN-Node-Identifier	Local-NG-RAN-Node-Identifier,
	ie-Extensions		ProtocolExtensionContainer { {Neighbour-NG-RAN-Node-Item-ExtIEs} } OPTIONAL,
	...
}

Neighbour-NG-RAN-Node-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NID	::= BIT STRING (SIZE(44))


NRCarrierList ::= SEQUENCE (SIZE(1..maxnoofNRSCSs)) OF NRCarrierItem

NRCarrierItem ::= SEQUENCE {
	carrierSCS					NRSCS,
	offsetToCarrier				INTEGER (0..2199, ...),
	carrierBandwidth			INTEGER (0..maxnoofPhysicalResourceBlocks, ...),
	iE-Extension		ProtocolExtensionContainer { {NRCarrierItem-ExtIEs} } 		OPTIONAL,
	...
}

NRCarrierItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NRCellPRACHConfig ::= OCTET STRING


NG-RAN-Cell-Identity ::= CHOICE {
	nr						NR-Cell-Identity,
	e-utra					E-UTRA-Cell-Identity,
	choice-extension		ProtocolIE-Single-Container { {NG-RAN-Cell-Identity-ExtIEs} }
}

NG-RAN-Cell-Identity-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


NG-RAN-CellPCI ::= CHOICE {
	nr					NRPCI,
	e-utra				E-UTRAPCI,
	choice-extension	ProtocolIE-Single-Container { {NG-RAN-CellPCI-ExtIEs} }
}

NG-RAN-CellPCI-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


NG-RANnode2SSBOffsetsModificationRange ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBOffsetModificationRange

[bookmark: _Hlk513550371]NG-RANnodeUEXnAPID ::= INTEGER (0.. 4294967295)


[bookmark: _Hlk515425589]NumberofActiveUEs::= INTEGER(0..16777215, ...)


NodeAssociatedInfoResult ::= SEQUENCE {
	energyCost				EnergyCost,
	iE-Extensions			ProtocolExtensionContainer { { NodeAssociatedInfoResult-ExtIEs} } OPTIONAL,
	...
}

NodeAssociatedInfoResult-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk148729173][bookmark: _Hlk148727340]NodeMeasurementInitiationResult-List ::= SEQUENCE (SIZE(1..maxFailedMeasPerNode)) OF NodeMeasurementInitiationResult-Item


NodeMeasurementInitiationResult-Item ::= SEQUENCE {
	nodemeasurementFailedReportCharacteristics		BIT STRING(SIZE(32)),
	cause											Cause,
	iE-Extensions									ProtocolExtensionContainer { { NodeMeasurementInitiationResult-Item-ExtIEs} } OPTIONAL,
	...
}

NodeMeasurementInitiationResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NoofRRCConnections ::= INTEGER (1..65536,...)


[bookmark: _Hlk513546616]NonDynamic5QIDescriptor ::= SEQUENCE {
	fiveQI						FiveQI,
	priorityLevelQoS			PriorityLevelQoS													OPTIONAL,
	averagingWindow				AveragingWindow														OPTIONAL,
	maximumDataBurstVolume		MaximumDataBurstVolume 												OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs } }	OPTIONAL,
	...
}

NonDynamic5QIDescriptor-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CNPacketDelayBudgetDownlink		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget	PRESENCE optional}|
	{ ID id-CNPacketDelayBudgetUplink		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget	PRESENCE optional},
	...
}


NRARFCN	::= INTEGER (0.. maxNRARFCN)


[bookmark: _Hlk44448002]NG-eNB-RadioResourceStatus	::= SEQUENCE {
	dL-GBR-PRB-usage							DL-GBR-PRB-usage,
	uL-GBR-PRB-usage							UL-GBR-PRB-usage,
	dL-non-GBR-PRB-usage						DL-non-GBR-PRB-usage,
	uL-non-GBR-PRB-usage						UL-non-GBR-PRB-usage,
	dL-Total-PRB-usage							DL-Total-PRB-usage,
	uL-Total-PRB-usage							UL-Total-PRB-usage,
	iE-Extensions							ProtocolExtensionContainer { { NG-eNB-RadioResourceStatus-ExtIEs} } OPTIONAL,
	...
}

NG-eNB-RadioResourceStatus-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DL-scheduling-PDCCH-CCE-usage		CRITICALITY ignore	EXTENSION DL-scheduling-PDCCH-CCE-usage	PRESENCE optional}|
	{ ID id-UL-scheduling-PDCCH-CCE-usage		CRITICALITY ignore	EXTENSION UL-scheduling-PDCCH-CCE-usage	PRESENCE optional},
	...
}

DL-scheduling-PDCCH-CCE-usage ::= INTEGER (0.. 100)
UL-scheduling-PDCCH-CCE-usage ::= INTEGER (0.. 100)


TNLCapacityIndicator ::= SEQUENCE {
	dLTNLOfferedCapacity					OfferedCapacity,
	dLTNLAvailableCapacity					AvailableCapacity,
	uLTNLOfferedCapacity					OfferedCapacity,
	uLTNLAvailableCapacity					AvailableCapacity,
	iE-Extensions							ProtocolExtensionContainer { { TNLCapacityIndicator-ExtIEs} } OPTIONAL,
	...
}

TNLCapacityIndicator-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Non-F1-TerminatingTopologyBHInformation	::= SEQUENCE {
	nonF1TerminatingBHInformation-List		NonF1TerminatingBHInformation-List,
	bAPControlPDURLCCH-List					BAPControlPDURLCCH-List			OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { {Non-F1-TerminatingTopologyBHInformation-ExtIEs} }	OPTIONAL,
	...
}

Non-F1-TerminatingTopologyBHInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NonF1TerminatingBHInformation-List ::= SEQUENCE (SIZE(1..maxnoofBHInfo)) OF NonF1TerminatingBHInformation-Item

NonF1TerminatingBHInformation-Item ::= SEQUENCE {
	bHInfoIndex						BHInfoIndex,
	dlNon-F1TerminatingBHInfo		DLNonF1Terminating-BHInfo		OPTIONAL,
	ulNon-F1TerminatingBHInfo		ULNonF1Terminating-BHInfo		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { NonF1TerminatingBHInformation-Item-ExtIEs} }	OPTIONAL,
	...
}

NonF1TerminatingBHInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NonUPTraffic ::= CHOICE {
	nonUPTrafficType				NonUPTrafficType,
	controlPlaneTrafficType			ControlPlaneTrafficType,
	choice-extension				ProtocolIE-Single-Container { { NonUPTraffic-ExtIEs} }
}

NonUPTraffic-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NonUPTrafficType ::= ENUMERATED {ueassociatedf1ap, nonueassociatedf1ap, nonf1, ...}

NoPDUSessionIndication	::= ENUMERATED {true, ...}

NPN-Broadcast-Information ::= CHOICE {
	snpn-Information					NPN-Broadcast-Information-SNPN,
	pni-npn-Information					NPN-Broadcast-Information-PNI-NPN,
	choice-extension					ProtocolIE-Single-Container { {NPN-Broadcast-Information-ExtIEs} }
}

NPN-Broadcast-Information-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NPN-Broadcast-Information-SNPN ::= SEQUENCE {
	broadcastSNPNID-List		BroadcastSNPNID-List,
	iE-Extension				ProtocolExtensionContainer { {NPN-Broadcast-Information-SNPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-SNPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
NPN-Broadcast-Information-PNI-NPN ::= SEQUENCE {
	broadcastPNI-NPN-ID-Information		BroadcastPNI-NPN-ID-Information,
	iE-Extension						ProtocolExtensionContainer { {NPN-Broadcast-Information-PNI-NPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-PNI-NPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NPNMobilityInformation::= CHOICE {
	snpn-mobility-information			NPNMobilityInformation-SNPN,
	pni-npn-mobility-information		NPNMobilityInformation-PNI-NPN,
	choice-extension					ProtocolIE-Single-Container { {NPNMobilityInformation-ExtIEs} }
}

NPNMobilityInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NPNMobilityInformation-SNPN ::= SEQUENCE {
	serving-NID					NID,
	iE-Extension				ProtocolExtensionContainer { {NPNMobilityInformation-SNPN-ExtIEs} }	OPTIONAL,
	...
}

NPNMobilityInformation-SNPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-EquivalentSNPNs		CRITICALITY reject	EXTENSION EquivalentSNPNs	PRESENCE optional},
	...
}

NPNMobilityInformation-PNI-NPN ::= SEQUENCE {
	allowedPNI-NPN-ID-List		AllowedPNI-NPN-ID-List,
	iE-Extension				ProtocolExtensionContainer { {NPNMobilityInformation-PNI-NPN-ExtIEs} }	OPTIONAL,
	...
}

NPNMobilityInformation-PNI-NPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NPNPagingAssistanceInformation ::= CHOICE {
	pni-npn-Information					NPNPagingAssistanceInformation-PNI-NPN,
	choice-extension					ProtocolIE-Single-Container { {NPNPagingAssistanceInformation-ExtIEs} }
}

NPNPagingAssistanceInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NPNPagingAssistanceInformation-PNI-NPN ::= SEQUENCE {
	allowedPNI-NPN-ID-List			AllowedPNI-NPN-ID-List,
	iE-Extension					ProtocolExtensionContainer { {NPNPagingAssistanceInformation-PNI-NPN-ExtIEs} }	OPTIONAL,
	...
}

NPNPagingAssistanceInformation-PNI-NPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NPN-Support ::= CHOICE {
	sNPN					NPN-Support-SNPN,
	choice-Extensions		ProtocolIE-Single-Container { {NPN-Support-ExtIEs} }
}

NPN-Support-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NPN-Support-SNPN ::= SEQUENCE {
	nid					NID,
	ie-Extension		ProtocolExtensionContainer { {NPN-Support-SNPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Support-SNPN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NPRACHConfiguration::= SEQUENCE {
	fdd-or-tdd				CHOICE {
		fdd			NPRACHConfiguration-FDD,
		tdd			NPRACHConfiguration-TDD,
		choice-extension		ProtocolIE-Single-Container { { FDD-or-TDD-in-NPRACHConfiguration-Choice-ExtIEs} }
	},	
	iE-Extensions						ProtocolExtensionContainer { { NPRACHConfiguration-ExtIEs} }	OPTIONAL,
	...
}

NPRACHConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FDD-or-TDD-in-NPRACHConfiguration-Choice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NPRACHConfiguration-FDD::= SEQUENCE {
	nprach-CP-length						NPRACH-CP-Length,
	anchorCarrier-NPRACHConfig						OCTET STRING,
	anchorCarrier-EDT-NPRACHConfig 					OCTET STRING 						OPTIONAL,
	anchorCarrier-Format2-NPRACHConfig				OCTET STRING						OPTIONAL,
	anchorCarrier-Format2-EDT-NPRACHConfig			OCTET STRING 						OPTIONAL,
	non-anchorCarrier-NPRACHConfig					OCTET STRING 						OPTIONAL,
	non-anchorCarrier-Format2-NPRACHConfig			OCTET STRING 						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NPRACHConfiguration-FDD-ExtIEs} }	OPTIONAL,
	...
}

NPRACHConfiguration-FDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NPRACHConfiguration-TDD::= SEQUENCE {
	nprach-preambleFormat							NPRACH-preambleFormat,
	anchorCarrier-NPRACHConfigTDD					OCTET STRING,
	non-anchorCarrierFequencyConfiglist				Non-AnchorCarrierFrequencylist 		OPTIONAL,
	non-anchorCarrier-NPRACHConfigTDD				OCTET STRING 						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NPRACHConfiguration-TDD-ExtIEs} }	OPTIONAL,

...
}

NPRACHConfiguration-TDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NPRACH-CP-Length::=		ENUMERATED {
	us66dot7,
	us266dot7,
	...
}

NPRACH-preambleFormat::= 	ENUMERATED {fmt0,fmt1,fmt2,fmt0a,fmt1a,...}

Non-AnchorCarrierFrequencylist ::= SEQUENCE (SIZE(1..maxnoofNonAnchorCarrierFreqConfig)) OF
	SEQUENCE {
		non-anchorCarrierFrquency		OCTET STRING,
		iE-Extensions					ProtocolExtensionContainer { { Non-AnchorCarrierFrequencylist-ExtIEs} } OPTIONAL,
		...
	}

Non-AnchorCarrierFrequencylist-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NR-Cell-Identity		::= BIT STRING (SIZE (36))


NG-RAN-Cell-Identity-ListinRANPagingArea ::= SEQUENCE (SIZE (1..maxnoofCellsinRNA)) OF NG-RAN-Cell-Identity
[bookmark: _Hlk513540941]

NR-CGI ::= SEQUENCE {
	plmn-id				PLMN-Identity,
	nr-CI				NR-Cell-Identity,
	iE-Extension		ProtocolExtensionContainer { {NR-CGI-ExtIEs} } 	OPTIONAL,
	...
}

NR-CGI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						NR-U-ChannelID,
	channelOccupancyTimePercentageDL	ChannelOccupancyTimePercentage,
	energyDetectionThresholdDL			EnergyDetectionThreshold,
	iE-Extension		ProtocolExtensionContainer { {NR-U-Channel-Item-ExtIEs} } 	OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk114070111]	{ ID id-ChannelOccupancyTimePercentageUL	CRITICALITY ignore	EXTENSION ChannelOccupancyTimePercentage	PRESENCE optional}|
	{ ID id-EnergyDetectionThresholdUL			CRITICALITY ignore	EXTENSION EnergyDetectionThreshold			PRESENCE optional}|
	{ ID id-RadioResourceStatusNR-U				CRITICALITY ignore	EXTENSION RadioResourceStatusNR-U			PRESENCE optional},
	...
}

NR-U-ChannelID ::= INTEGER (1..maxnoofNR-UChannelIDs, ...)

ChannelOccupancyTimePercentage ::= INTEGER (0..100,...)

EnergyDetectionThreshold ::= INTEGER (-100..-50, ...)


NR-U-ChannelInfo-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-ChannelInfo-Item

NR-U-ChannelInfo-Item ::= SEQUENCE {
	nR-U-ChannelID	NR-U-ChannelID,
	nRARFCN			NRARFCN,
	bandwidth		Bandwidth,
	iE-Extension		ProtocolExtensionContainer { {NR-U-ChannelInfo-Item-ExtIEs} } 	OPTIONAL,
	...
}

NR-U-ChannelInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Bandwidth ::= ENUMERATED{mhz10, mhz20, mhz40, mhz60, mhz80, ...,mhz100}

NRA2XServicesAuthorized ::= SEQUENCE {
	aerialUE				AerialUE													OPTIONAL,
	aerialControllerUE	AerialControllerUE										OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {NRA2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

NRA2XServicesAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NRCyclicPrefix ::= ENUMERATED {normal, extended, ...}

NRDL-ULTransmissionPeriodicity ::= ENUMERATED {ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms3, ms4, ms5, ms10, ms20, ms40, ms60, ms80, ms100, ms120, ms140, ms160, ...}

NRFrequencyBand ::= INTEGER (1..1024, ...)


NRFrequencyBand-List ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF NRFrequencyBandItem

NRFrequencyBandItem ::= SEQUENCE {
	nr-frequency-band			NRFrequencyBand,
	supported-SUL-Band-List		SupportedSULBandList											OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {NRFrequencyBandItem-ExtIEs} } 	OPTIONAL,
	...
}

NRFrequencyBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



[bookmark: _Hlk515377712]NRFrequencyInfo ::= SEQUENCE {
	nrARFCN				NRARFCN,
	sul-information		SUL-Information												OPTIONAL,
	frequencyBand-List	NRFrequencyBand-List,
	iE-Extension		ProtocolExtensionContainer { {NRFrequencyInfo-ExtIEs} }		OPTIONAL,
	...
}

NRFrequencyInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },...
}

NRMobilityHistoryReport ::= OCTET STRING


NRModeInfo ::= CHOICE {
	fdd							NRModeInfoFDD,
	tdd							NRModeInfoTDD,
	choice-extension			ProtocolIE-Single-Container { {NRModeInfo-ExtIEs} }
}

NRModeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

NRModeInfoFDD ::= SEQUENCE {
	ulNRFrequencyInfo			NRFrequencyInfo,
	dlNRFrequencyInfo			NRFrequencyInfo,
	ulNRTransmissonBandwidth	NRTransmissionBandwidth,
	dlNRTransmissonBandwidth	NRTransmissionBandwidth,
	iE-Extension		ProtocolExtensionContainer { {NRModeInfoFDD-ExtIEs} } 	OPTIONAL,
	...
}

NRModeInfoFDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ULCarrierList							CRITICALITY ignore	EXTENSION NRCarrierList										PRESENCE optional }|
	{ ID id-DLCarrierList							CRITICALITY ignore	EXTENSION NRCarrierList										PRESENCE optional }|
	{ ID id-UL-GNB-DU-Cell-Resource-Configuration	CRITICALITY ignore	EXTENSION GNB-DU-Cell-Resource-Configuration		PRESENCE optional }|
	{ ID id-DL-GNB-DU-Cell-Resource-Configuration	CRITICALITY ignore	EXTENSION GNB-DU-Cell-Resource-Configuration		PRESENCE optional },
...
}


NRModeInfoTDD ::= SEQUENCE {
	nrFrequencyInfo			NRFrequencyInfo,
	nrTransmissonBandwidth	NRTransmissionBandwidth,
	iE-Extension			ProtocolExtensionContainer { {NRModeInfoTDD-ExtIEs} } 	OPTIONAL,
	...
}

NRModeInfoTDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-IntendedTDD-DL-ULConfiguration-NR		CRITICALITY ignore	EXTENSION IntendedTDD-DL-ULConfiguration-NR		PRESENCE optional }|
	{ ID id-TDDULDLConfigurationCommonNR			CRITICALITY ignore	EXTENSION TDDULDLConfigurationCommonNR			PRESENCE optional }|
	{ ID id-CarrierList								CRITICALITY ignore	EXTENSION NRCarrierList									PRESENCE optional }|
	{ ID id-tdd-GNB-DU-Cell-Resource-Configuration	CRITICALITY ignore	EXTENSION GNB-DU-Cell-Resource-Configuration	PRESENCE optional },
	...
}


NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242, nrb15}


NRPagingeDRXInformation ::= SEQUENCE {
	nRPaging-eDRX-Cycle		NRPaging-eDRX-Cycle,
	nRPaging-Time-Window	NRPaging-Time-Window					OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {NRPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4,
	hf8, hf16,
	hf32, hf64, hf128, hf256,
	hf512, hf1024,
	...
}


NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5,
	s6, s7, s8, s9, s10,
	s11, s12, s13, s14, s15, s16,
	...,s17, s18, s19, s20, s21, s22,
	s23, s24, s25, s26, s27, s28, s29,
	s30, s31, s32
}

NRPagingeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nRPaging-eDRX-Cycle-Inactive		NRPaging-eDRX-Cycle-Inactive,
	iE-Extensions						ProtocolExtensionContainer { { NRPagingeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformationforRRCINACTIVE-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Inactive ::= ENUMERATED {
	hfquarter, hfhalf, hf1,
	...
}

NRPagingLongeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nRPaging-long-eDRX-Cycle-Inactive	NRPaging-long-eDRX-Cycle-Inactive,
	nRPaging-Time-Window-Inactive		NRPaging-Time-Window-Inactive,
	iE-Extensions						ProtocolExtensionContainer { {NRPagingLongeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPagingLongeDRXInformationforRRCINACTIVE-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-long-eDRX-Cycle-Inactive ::= ENUMERATED {
	hf2, hf4, hf8, hf16,
	hf32, hf64, hf128, hf256,
	hf512, hf1024,
	...
}


NRPaging-Time-Window-Inactive ::= ENUMERATED {
	s1, s2, s3, s4, s5,
	s6, s7, s8, s9, s10,
	s11, s12, s13, s14, s15, s16,
	s17, s18, s19, s20, s21, s22,
	s23, s24, s25, s26, s27, s28, s29,
	s30, s31, s32, ...
}

NRPCI ::= INTEGER (0..1007, ...)

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ..., scs480, scs960}


[bookmark: _Hlk513548571]NRTransmissionBandwidth	::= SEQUENCE {
	nRSCS	NRSCS,
	nRNRB	NRNRB,
	iE-Extensions				ProtocolExtensionContainer { {NRTransmissionBandwidth-ExtIEs} } OPTIONAL,
	...
}

NRTransmissionBandwidth-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515385418]NumberOfAntennaPorts-E-UTRA ::= ENUMERATED {an1, an2, an4, ...}

NG-RANTraceID 				::=OCTET STRING (SIZE (8))

NonGBRResources-Offered ::= ENUMERATED {true, ...}

NRV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE							OPTIONAL,
	pedestrianUE 		PedestrianUE						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NRV2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

NRV2XServicesAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NRUESidelinkAggregateMaximumBitRate ::= SEQUENCE {
	uESidelinkAggregateMaximumBitRate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {NRUESidelinkAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

NRUESidelinkAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NSAG-ID ::= INTEGER (0..255, ...)


-- O


OfferedCapacity ::= INTEGER (1.. 16777216,...)

OffsetOfNbiotChannelNumberToEARFCN ::= ENUMERATED {
		minusTen,
		minusNine,
		minusEightDotFive,
		minusEight,
		minusSeven,
		minusSix,
		minusFive,
		minusFourDotFive,
		minusFour,
		minusThree,
		minusTwo,
		minusOne,
		minusZeroDotFive,
		zero,
		one,
		two,
		three,
		threeDotFive,
		four,
		five,
		six,
		seven,
		sevenDotFive,
		eight,
		nine,
		...
}

-- P

PositioningInformation ::= SEQUENCE {
	requestedSRSTransmissionCharacteristics				RequestedSRSTransmissionCharacteristics,
	routingID											RoutingID,
	nRPPaTransactionID									INTEGER (0..32767),
	iE-Extension 				ProtocolExtensionContainer { { PositioningInformation-ExtIEs} } OPTIONAL,
	...
}

PositioningInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PacketDelayBudget ::= INTEGER (0..1023, ...)


[bookmark: _Hlk515425527]PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PagingCause ::= ENUMERATED {
	voice,
	...
}

PedestrianUE ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

PER-Scalar ::= INTEGER (0..9, ...)

PER-Exponent ::= INTEGER (0..9, ...)

PEIPSassistanceInformation ::= SEQUENCE {
	cNsubgroupID			CNsubgroupID,
	iE-Extensions		ProtocolExtensionContainer { {PEIPSassistanceInformation-ExtIEs} } OPTIONAL,
	...
}

PEIPSassistanceInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PacketLossRate ::= INTEGER (0..1000, ...)


PagingDRX	::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	... ,
	v512,
	v1024
	}


PagingPriority ::= ENUMERATED {
	priolevel1,
	priolevel2,
	priolevel3,
	priolevel4,
	priolevel5,
	priolevel6,
	priolevel7,
	priolevel8,
	...
}

PartialListIndicator ::= ENUMERATED {partial, ...}

PC5QoSParameters ::= SEQUENCE {
	pc5QoSFlowList				PC5QoSFlowList,
	pc5LinkAggregateBitRates	BitRate				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSParameters-ExtIEs} }	OPTIONAL,
	...
}


PC5QoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF PC5QoSFlowItem
-- The size of the PC5 QoS Flow List shall not exceed 2048 items.

PC5QoSFlowItem::= SEQUENCE {
	pQI							FiveQI,
	pc5FlowBitRates				PC5FlowBitRates				OPTIONAL,
	range						Range						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

PC5QoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PC5FlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { PC5FlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

PC5FlowBitRates-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDCPChangeIndication ::= CHOICE {
	from-S-NG-RAN-node				ENUMERATED {s-ng-ran-node-key-update-required, pdcp-data-recovery-required, ...},
	from-M-NG-RAN-node				ENUMERATED {pdcp-data-recovery-required, ...},
	choice-extension				ProtocolIE-Single-Container { {PDCPChangeIndication-ExtIEs} }
}

PDCPChangeIndication-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


PDCPDuplicationConfiguration ::= ENUMERATED {
	configured,
	de-configured,
	...
}


PDCPSNLength ::= SEQUENCE {
	ulPDCPSNLength			ENUMERATED {v12bits, v18bits, ...},
	dlPDCPSNLength			ENUMERATED {v12bits, v18bits, ...},
	iE-Extension			ProtocolExtensionContainer { {PDCPSNLength-ExtIEs} }		OPTIONAL,
	...
}

PDCPSNLength-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSetQoSParameters ::= SEQUENCE {
	ulPDUSetQoSInformation					PDUSetQoSInformation	OPTIONAL,
	dlPDUSetQoSInformation					PDUSetQoSInformation	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { PDUSetQoSParameters-ExtIEs } }	OPTIONAL
}

PDUSetQoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
	}


PDUSetQoSInformation	::= SEQUENCE {
	pduSetDelayBudget						ExtendedPacketDelayBudget		OPTIONAL,
	pduSetErrorRate							PacketErrorRate					OPTIONAL,
	pduSetIntegratedHandlingInformation		ENUMERATED {true, false, ...}	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { PDUSetQoSInformation-ExtIEs } }	OPTIONAL
}

PDUSetQoSInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSetbasedHandlingIndicator ::= ENUMERATED {
	supported,
	...
}



[bookmark: _Hlk513990763]PDUSessionAggregateMaximumBitRate ::= SEQUENCE {
	downlink-session-AMBR				BitRate,
	uplink-session-AMBR					BitRate,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionAggregateMaximumBitRate-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PDUSession-List ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF PDUSession-ID


PDUSession-List-withCause ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF PDUSession-List-withCause-Item

PDUSession-List-withCause-Item ::= SEQUENCE {
	pduSessionId		PDUSession-ID,
	cause				Cause				OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {PDUSession-List-withCause-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSession-List-withCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PDUSession-List-withDataForwardingFromTarget ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF
															PDUSession-List-withDataForwardingFromTarget-Item

PDUSession-List-withDataForwardingFromTarget-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	dataforwardinginfoTarget			DataForwardingInfoFromTargetNGRANnode,
	iE-Extension		ProtocolExtensionContainer { {PDUSession-List-withDataForwardingFromTarget-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSession-List-withDataForwardingFromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse		CRITICALITY reject	EXTENSION DRB-List	PRESENCE optional},
	...
}


PDUSession-List-withDataForwardingRequest ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF
															PDUSession-List-withDataForwardingRequest-Item

PDUSession-List-withDataForwardingRequest-Item ::= SEQUENCE {
	pduSessionId							PDUSession-ID,
	dataforwardingInfofromSource			DataforwardingandOffloadingInfofromSource					OPTIONAL,
	dRBtoBeReleasedList						DRBToQoSFlowMapping-List									OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {PDUSession-List-withDataForwardingRequest-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSession-List-withDataForwardingRequest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-Cause				CRITICALITY ignore EXTENSION Cause				PRESENCE optional},
...
}



-- **************************************************************
--
-- PDU Session related message level IEs BEGIN
--
-- **************************************************************


-- **************************************************************
--
-- PDU Session Resources Admitted List
--
-- **************************************************************


PDUSessionResourcesAdmitted-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesAdmitted-Item

PDUSessionResourcesAdmitted-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	pduSessionResourceAdmittedInfo		PDUSessionResourceAdmittedInfo,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionResourcesAdmitted-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesAdmitted-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PDUSessionResourceAdmittedInfo ::= SEQUENCE {
	dL-NG-U-TNL-Information-Unchanged		ENUMERATED {true, ...}														OPTIONAL,
	qosFlowsAdmitted-List					QoSFlowsAdmitted-List,
	qosFlowsNotAdmitted-List				QoSFlows-List-withCause														OPTIONAL,
	dataForwardingInfoFromTarget			DataForwardingInfoFromTargetNGRANnode										OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionResourceAdmittedInfo-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceAdmittedInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-SecondarydataForwardingInfoFromTarget-List	CRITICALITY ignore	EXTENSION SecondarydataForwardingInfoFromTarget-List	PRESENCE optional},
	...
}


[bookmark: _Hlk513990804]-- **************************************************************
--
-- PDU Session Resources Not Admitted List
--
-- **************************************************************


PDUSessionResourcesNotAdmitted-List ::= SEQUENCE (SIZE (1..maxnoofPDUSessions)) OF PDUSessionResourcesNotAdmitted-Item

PDUSessionResourcesNotAdmitted-Item ::= SEQUENCE {
	pduSessionId				PDUSession-ID,
	cause						Cause				OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {PDUSessionResourcesNotAdmitted-Item-Item-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourcesNotAdmitted-Item-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513990739]-- **************************************************************
--
-- PDU Session Resources To Be Setup List
--
-- **************************************************************


PDUSessionResourcesToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesToBeSetup-Item

PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {
	pduSessionId					PDUSession-ID,
	s-NSSAI							S-NSSAI,
	pduSessionAMBR					PDUSessionAggregateMaximumBitRate													OPTIONAL,
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
[bookmark: _Hlk525922913]	source-DL-NG-U-TNL-Information	UPTransportLayerInformation															OPTIONAL,
	securityIndication				SecurityIndication																	OPTIONAL,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance															OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-UL-NG-U-TNLatUPF-List			CRITICALITY ignore	EXTENSION Additional-UL-NG-U-TNLatUPF-List 			PRESENCE optional}|
	{ ID id-PDUSessionCommonNetworkInstance				CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance				PRESENCE optional}|
[bookmark: _Hlk44462442]	{ ID id-Redundant-UL-NG-U-TNLatUPF					CRITICALITY	ignore	EXTENSION UPTransportLayerInformation					PRESENCE optional}|
	{ ID id-Additional-Redundant-UL-NG-U-TNLatUPF-List	CRITICALITY ignore	EXTENSION Additional-UL-NG-U-TNLatUPF-List				PRESENCE optional}|
	{ ID id-RedundantCommonNetworkInstance				CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance				PRESENCE optional}|
	{ ID id-RedundantPDUSessionInformation				CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation				PRESENCE optional}|
	{ ID id-MBS-SessionAssociatedInformation			CRITICALITY ignore	EXTENSION MBS-SessionAssociatedInformation				PRESENCE optional},
	...
}


[bookmark: _Hlk515434045]-- **************************************************************
--
-- PDU Session Resource Setup Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance																	OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List-Setup-SNterminated,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource													OPTIONAL,
	securityIndication				SecurityIndication																			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-SNterminated-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecurityResult						CRITICALITY reject	EXTENSION SecurityResult							PRESENCE optional}|
	{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ ID id-DefaultDRB-Allowed					CRITICALITY ignore	EXTENSION DefaultDRB-Allowed						PRESENCE optional}|
	{ ID id-SplitSessionIndicator				CRITICALITY reject	EXTENSION SplitSessionIndicator					PRESENCE optional}|
	{ ID id-NonGBRResources-Offered				CRITICALITY ignore	EXTENSION NonGBRResources-Offered				PRESENCE optional}|
	{ ID id-Redundant-UL-NG-U-TNLatUPF			CRITICALITY	ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional}|
	{ ID id-RedundantCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ ID id-RedundantPDUSessionInformation		CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation		PRESENCE optional},
	...
}

QoSFlowsToBeSetup-List-Setup-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-List-Setup-SNterminated-Item

QoSFlowsToBeSetup-List-Setup-SNterminated-Item ::= SEQUENCE {
	qfi								QoSFlowIdentifier,
	qosFlowLevelQoSParameters		QoSFlowLevelQoSParameters,
	offeredGBRQoSFlowInfo			GBRQoSFlowInfo																						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Setup-SNterminated-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowsToBeSetup-List-Setup-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCTrafficCharacteristics		CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics 	PRESENCE optional}|
	{ ID id-RedundantQoSFlowIndicator		CRITICALITY ignore	EXTENSION RedundantQoSFlowIndicator	PRESENCE optional},
	...
}

-- **************************************************************
--
-- PDU Session Resource Setup Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated 	OPTIONAL,
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode			OPTIONAL,
	qosFlowsNotAdmittedList			QoSFlows-List-withCause							OPTIONAL,
	securityResult					SecurityResult									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse					CRITICALITY reject	EXTENSION DRB-List												PRESENCE optional}|
	{ ID id-Redundant-DL-NG-U-TNLatNG-RAN			CRITICALITY ignore	EXTENSION UPTransportLayerInformation						PRESENCE optional}|
	{ ID id-UsedRSNInformation						CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation					PRESENCE optional}|
	{ ID id-S-CPAC-dataforwardinginfofromSource		CRITICALITY ignore	EXTENSION DataforwardingandOffloadingInfofromSource	PRESENCE optional},
	...
}

DRBsToBeSetupList-SetupResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetupList-SetupResponse-SNterminated-Item

DRBsToBeSetupList-SetupResponse-SNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	sN-UL-PDCP-UP-TNLInfo									UPTransportParameters,
	dRB-QoS													QoSFlowLevelQoSParameters,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	rLC-Mode												RLCMode,
	uL-Configuration										ULConfiguration						OPTIONAL,
	secondary-SN-UL-PDCP-UP-TNLInfo							UPTransportParameters				OPTIONAL,
	duplicationActivation									DuplicationActivation				OPTIONAL,
	qoSFlowsMappedtoDRB-SetupResponse-SNterminated			QoSFlowsMappedtoDRB-SetupResponse-SNterminated,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetupList-SetupResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetupList-SetupResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional},
	...
}

QoSFlowsMappedtoDRB-SetupResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item

QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier				QoSFlowIdentifier,
	mCGRequestedGBRQoSFlowInfo		GBRQoSFlowInfo														OPTIONAL,
	qosFlowMappingIndication		QoSFlowMappingIndication											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex				PRESENCE optional }|
	{ ID id-SourceDLForwardingIPAddress			CRITICALITY ignore	EXTENSION TransportLayerAddress		PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Setup Info - MN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-MNterminated ::= SEQUENCE {
	pduSessionType					PDUSessionType,
	dRBsToBeSetup					DRBsToBeSetupList-Setup-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetupList-Setup-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetupList-Setup-MNterminated-Item

DRBsToBeSetupList-Setup-MNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	mN-UL-PDCP-UP-TNLInfo									UPTransportParameters,
	rLC-Mode												RLCMode,
	uL-Configuration										ULConfiguration						OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	secondary-MN-UL-PDCP-UP-TNLInfo							UPTransportParameters				OPTIONAL,
	duplicationActivation									DuplicationActivation				OPTIONAL,
	qoSFlowsMappedtoDRB-Setup-MNterminated		QoSFlowsMappedtoDRB-Setup-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetupList-Setup-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetupList-Setup-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional},
	...
}

QoSFlowsMappedtoDRB-Setup-MNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsMappedtoDRB-Setup-MNterminated-Item

QoSFlowsMappedtoDRB-Setup-MNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier				QoSFlowIdentifier,
	qoSFlowLevelQoSParameters		QoSFlowLevelQoSParameters,
	qosFlowMappingIndication		QoSFlowMappingIndication		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-Setup-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsMappedtoDRB-Setup-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCTrafficCharacteristics		CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics 	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Setup Response Info - MN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-MNterminated ::= SEQUENCE {
	dRBsAdmittedList				DRBsAdmittedList-SetupResponse-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-DRBsNotAdmittedSetupModifyList	CRITICALITY ignore	EXTENSION DRB-List-withCause		PRESENCE optional},
	...
}

DRBsAdmittedList-SetupResponse-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsAdmittedList-SetupResponse-MNterminated-Item

DRBsAdmittedList-SetupResponse-MNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	sN-DL-SCG-UP-TNLInfo					UPTransportParameters,
	secondary-SN-DL-SCG-UP-TNLInfo			UPTransportParameters				OPTIONAL,
	lCID									LCID								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsAdmittedList-SetupResponse-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsAdmittedList-SetupResponse-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated	CRITICALITY ignore	EXTENSION	QoSFlowsMappedtoDRB-SetupResponse-MNterminated	PRESENCE optional},
	...
}

QoSFlowsMappedtoDRB-SetupResponse-MNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsMappedtoDRB-SetupResponse-MNterminated-Item

QoSFlowsMappedtoDRB-SetupResponse-MNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier				QoSFlowIdentifier,
	currentQoSParaSetIndex			QoSParaSetIndex,
	iE-Extensions					ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-SetupResponse-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsMappedtoDRB-SetupResponse-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModificationInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation						OPTIONAL,
	pduSessionNetworkInstance		PDUSessionNetworkInstance						OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List-Setup-SNterminated		OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource		OPTIONAL,
	qosFlowsToBeModified-List		QoSFlowsToBeSetup-List-Modified-SNterminated	OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-Modified-SNterminated		OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ID id-DefaultDRB-Allowed					CRITICALITY ignore	EXTENSION DefaultDRB-Allowed						PRESENCE optional}|
	{ID id-NonGBRResources-Offered				CRITICALITY ignore	EXTENSION NonGBRResources-Offered				PRESENCE optional}|
	{ID id-Redundant-UL-NG-U-TNLatUPF			CRITICALITY ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional}|
	{ID id-RedundantCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ID id-SecurityIndication					CRITICALITY ignore	EXTENSION SecurityIndication						PRESENCE optional},
	...
}

QoSFlowsToBeSetup-List-Modified-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-List-Modified-SNterminated-Item

QoSFlowsToBeSetup-List-Modified-SNterminated-Item ::= SEQUENCE {
	qfi								QoSFlowIdentifier,
	qosFlowLevelQoSParameters		QoSFlowLevelQoSParameters							OPTIONAL,
	offeredGBRQoSFlowInfo			GBRQoSFlowInfo										OPTIONAL,
	qosFlowMappingIndication		QoSFlowMappingIndication 							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCTrafficCharacteristics		CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics 	PRESENCE optional}|
	{ ID id-RedundantQoSFlowIndicator		CRITICALITY ignore	EXTENSION RedundantQoSFlowIndicator	PRESENCE optional},
	...
}

DRBsToBeModified-List-Modified-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-Modified-SNterminated-Item

DRBsToBeModified-List-Modified-SNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	mN-DL-SCG-UP-TNLInfo					UPTransportParameters		OPTIONAL,
	secondary-MN-DL-SCG-UP-TNLInfo			UPTransportParameters		OPTIONAL,
	lCID									LCID						OPTIONAL,
	rlc-status								RLC-Status					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-Modified-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModified-List-Modified-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional},
	...
}

-- **************************************************************
--
-- PDU Session Resource Modification Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModificationResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation								OPTIONAL,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated			OPTIONAL,
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode					OPTIONAL,
	dRBsToBeModified				DRBsToBeModifiedList-ModificationResponse-SNterminated	OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause										OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource				OPTIONAL,
	qosFlowsNotAdmittedTBAdded		QoSFlows-List-withCause									OPTIONAL,
	qosFlowsReleased				QoSFlows-List-withCause									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse			CRITICALITY reject	EXTENSION DRB-List								PRESENCE optional}|
	{ ID id-Redundant-DL-NG-U-TNLatNG-RAN	CRITICALITY ignore	EXTENSION UPTransportLayerInformation		PRESENCE optional}|
	{ ID id-SecurityResult					CRITICALITY ignore	EXTENSION SecurityResult						PRESENCE optional},
	...
}

DRBsToBeModifiedList-ModificationResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF
																				DRBsToBeModifiedList-ModificationResponse-SNterminated-Item

DRBsToBeModifiedList-ModificationResponse-SNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	sN-UL-PDCP-UP-TNLInfo									UPTransportParameters									OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters								OPTIONAL,
	qoSFlowsMappedtoDRB-SetupResponse-SNterminated			QoSFlowsMappedtoDRB-SetupResponse-SNterminated		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {DRBsToBeModifiedList-ModificationResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModifiedList-ModificationResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk39774278]	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional}|
	{ ID id-secondary-SN-UL-PDCP-UP-TNLInfo				CRITICALITY ignore	EXTENSION UPTransportParameters						PRESENCE optional}|
	{ ID id-pdcpDuplicationConfiguration				CRITICALITY ignore	EXTENSION PDCPDuplicationConfiguration				PRESENCE optional}|
	{ ID id-duplicationActivation						CRITICALITY ignore	EXTENSION DuplicationActivation						PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModificationInfo-MNterminated ::= SEQUENCE {
	pduSessionType					PDUSessionType,
	dRBsToBeSetup					DRBsToBeSetupList-Setup-MNterminated						OPTIONAL,
	dRBsToBeModified				DRBsToBeModifiedList-Modification-MNterminated				OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModifiedList-Modification-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF
																					DRBsToBeModifiedList-Modification-MNterminated-Item

DRBsToBeModifiedList-Modification-MNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	mN-UL-PDCP-UP-TNLInfo									UPTransportParameters						OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters					OPTIONAL,
	secondary-MN-UL-PDCP-UP-TNLInfo							UPTransportParameters						OPTIONAL,
	uL-Configuration										ULConfiguration								OPTIONAL,
	pdcpDuplicationConfiguration							PDCPDuplicationConfiguration 				OPTIONAL,
	duplicationActivation									DuplicationActivation						OPTIONAL,
	qoSFlowsMappedtoDRB-Setup-MNterminated					QoSFlowsMappedtoDRB-Setup-MNterminated	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModifiedList-Modification-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModifiedList-Modification-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Response Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModificationResponseInfo-MNterminated ::= SEQUENCE {
	dRBsAdmittedList						DRBsAdmittedList-ModificationResponse-MNterminated,
	dRBsReleasedList						DRB-List																		OPTIONAL,
	dRBsNotAdmittedSetupModifyList			DRB-List-withCause																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationResponseInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationResponseInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsAdmittedList-ModificationResponse-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsAdmittedList-ModificationResponse-MNterminated-Item

DRBsAdmittedList-ModificationResponse-MNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	sN-DL-SCG-UP-TNLInfo					UPTransportParameters				OPTIONAL,
	secondary-SN-DL-SCG-UP-TNLInfo			UPTransportParameters				OPTIONAL,
	lCID									LCID								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsAdmittedList-ModificationResponse-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsAdmittedList-ModificationResponse-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated	CRITICALITY ignore	EXTENSION	QoSFlowsMappedtoDRB-SetupResponse-MNterminated	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Required Info - SN terminated
--
-- **************************************************************


PDUSessionResourceChangeRequiredInfo-SNterminated ::= SEQUENCE {
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeRequiredInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeRequiredInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Confirm Info - SN terminated
--
-- **************************************************************


PDUSessionResourceChangeConfirmInfo-SNterminated ::= SEQUENCE {
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeConfirmInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeConfirmInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse	CRITICALITY reject	EXTENSION DRB-List	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Required Info - MN terminated
--
-- **************************************************************


PDUSessionResourceChangeRequiredInfo-MNterminated ::= SEQUENCE {
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeRequiredInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeRequiredInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Confirm Info - MN terminated
--
-- **************************************************************


PDUSessionResourceChangeConfirmInfo-MNterminated ::= SEQUENCE {
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeConfirmInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeConfirmInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Required Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModRqdInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation						OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource		OPTIONAL,
	drbsToBeSetupList				DRBsToBeSetup-List-ModRqd-SNterminated			OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-ModRqd-SNterminated		OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModRqdInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModRqdInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetup-List-ModRqd-SNterminated-Item

DRBsToBeSetup-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	pDCP-SNLength									PDCPSNLength										OPTIONAL,
	sn-UL-PDCP-UPTNLinfo							UPTransportParameters,
	dRB-QoS											QoSFlowLevelQoSParameters,
	secondary-SN-UL-PDCP-UP-TNLInfo					UPTransportParameters								OPTIONAL,
	duplicationActivation							DuplicationActivation								OPTIONAL,
	uL-Configuration								ULConfiguration										OPTIONAL,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated			QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated,
	rLC-Mode										RLCMode,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional},
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier				QoSFlowIdentifier,
	mCGRequestedGBRQoSFlowInfo		GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QosFlowMappingIndication	CRITICALITY ignore	EXTENSION QoSFlowMappingIndication		PRESENCE optional},
	...
}

DRBsToBeModified-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-ModRqd-SNterminated-Item

DRBsToBeModified-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	sN-UL-PDCP-UP-TNLInfo							UPTransportParameters									OPTIONAL,
	dRB-QoS											QoSFlowLevelQoSParameters								OPTIONAL,
	secondary-SN-UL-PDCP-UP-TNLInfo					UPTransportParameters									OPTIONAL,
	uL-Configuration								ULConfiguration											OPTIONAL,
	pdcpDuplicationConfiguration					PDCPDuplicationConfiguration							OPTIONAL,
	duplicationActivation							DuplicationActivation									OPTIONAL,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional},
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier					QoSFlowIdentifier,
	mCGRequestedGBRQoSFlowInfo			GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QosFlowMappingIndication	CRITICALITY ignore	EXTENSION QoSFlowMappingIndication		PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Confirm Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModConfirmInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF						UPTransportLayerInformation								OPTIONAL,
	dRBsAdmittedList						DRBsAdmittedList-ModConfirm-SNterminated,
	dRBsNotAdmittedSetupModifyList			DRB-List-withCause										OPTIONAL,
	dataforwardinginfoTarget				DataForwardingInfoFromTargetNGRANnode					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModConfirmInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModConfirmInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse		CRITICALITY reject	EXTENSION DRB-List	PRESENCE optional},
	...
}

DRBsAdmittedList-ModConfirm-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF
																				DRBsAdmittedList-ModConfirm-SNterminated-Item

DRBsAdmittedList-ModConfirm-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	mN-DL-CG-UP-TNLInfo								UPTransportParameters							OPTIONAL,
	secondary-MN-DL-CG-UP-TNLInfo					UPTransportParameters							OPTIONAL,
	lCID											LCID											OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {DRBsAdmittedList-ModConfirm-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsAdmittedList-ModConfirm-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Required Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModRqdInfo-MNterminated ::= SEQUENCE {
	dRBsToBeModified				DRBsToBeModified-List-ModRqd-MNterminated				OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModRqdInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModRqdInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBsToBeModified-List-ModRqd-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-ModRqd-MNterminated-Item

DRBsToBeModified-List-ModRqd-MNterminated-Item ::= SEQUENCE {
	drb-ID								DRB-ID,
	sN-DL-SCG-UP-TNLInfo				UPTransportLayerInformation,
	secondary-SN-DL-SCG-UP-TNLInfo		UPTransportLayerInformation		OPTIONAL,
	lCID								LCID							OPTIONAL,
	rlc-status							RLC-Status						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-ModRqd-MNterminated-Item-ExtIEs} } OPTIONAL,
	...
}

DRBsToBeModified-List-ModRqd-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Confirm Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModConfirmInfo-MNterminated ::= SEQUENCE {
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModConfirmInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModConfirmInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Setup Complete Info - SN terminated
--
-- **************************************************************

PDUSessionResourceBearerSetupCompleteInfo-SNterminated ::= SEQUENCE {
	dRBsToBeSetupList 			SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item,
	iE-Extensions				ProtocolExtensionContainer { {PDUSessionResourceBearerSetupCompleteInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceBearerSetupCompleteInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item ::= SEQUENCE {
	dRB-ID						DRB-ID,
	mN-Xn-U-TNLInfoatM			UPTransportLayerInformation,
	iE-Extensions				ProtocolExtensionContainer { {DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-Secondary-MN-Xn-U-TNLInfoatM	CRITICALITY ignore	EXTENSION UPTransportLayerInformation		PRESENCE optional},
	...
}

-- **************************************************************
--
-- PDU Session related message level IEs END
--
-- **************************************************************

PDUSessionResourceSecondaryRATUsageList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSecondaryRATUsageItem

PDUSessionResourceSecondaryRATUsageItem ::= SEQUENCE {
	pDUSessionID								PDUSession-ID,
	secondaryRATUsageInformation						SecondaryRATUsageInformation,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSecondaryRATUsageItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSecondaryRATUsageItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionUsageReport ::= SEQUENCE {
	rATType								ENUMERATED {nr, eutra, ..., nr-unlicensed, e-utra-unlicensed},
	pDUSessionTimedReportList			VolumeTimedReportList,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionUsageReport-ExtIEs} } OPTIONAL,
...
}

PDUSessionUsageReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionType ::= ENUMERATED {ipv4, ipv6, ipv4v6, ethernet, unstructured, ...}

[bookmark: _Hlk513550486]PDUSession-ID	::= INTEGER (0..255)

PDUSessionNetworkInstance	::= INTEGER (1..256, ...)

PDUSessionCommonNetworkInstance	::= OCTET STRING

PDUSession-PairID	::= INTEGER (0..255, ...)



Periodical ::= SEQUENCE {
	iE-Extensions		ProtocolExtensionContainer { { Periodical-ExtIEs} } OPTIONAL,
	...
}



Periodical-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Permutation ::= ENUMERATED {dfu, ufd, ...}


PLMN-Identity ::= OCTET STRING (SIZE(3))

PLMNAreaBasedQMC ::= SEQUENCE {
	plmnListforQMC		PLMNListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {PLMNAreaBasedQMC-ExtIEs} } OPTIONAL,
	...
}

PLMNAreaBasedQMC-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PLMNListforQMC ::= SEQUENCE (SIZE(1..maxnoofPLMNforQMC)) OF PLMN-Identity

PCIListForMDT ::= SEQUENCE (SIZE(1.. maxnoofNeighPCIforMDT)) OF NRPCI


PNI-NPN-Restricted-Information ::= ENUMERATED { restriced, not-restricted, ...}

PortNumber ::= BIT STRING (SIZE (16))

[bookmark: _Hlk147765671]PosPartialUEContextInfo ::= SEQUENCE {
[bookmark: _Hlk101690649]	requestedSRSTransmissionCharacteristics		RequestedSRSTransmissionCharacteristics	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosPartialUEContextInfo-ExtIEs} }	OPTIONAL,
	...
}

PosPartialUEContextInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk148727330]PredictedUETrajectory-Item ::= SEQUENCE{
	predictedtrajectoryCellInfo		PredictedTrajectoryCellInfo,
	iE-Extensions					ProtocolExtensionContainer { { PredictedUETrajectory-Item-ExtIEs} }	OPTIONAL,
	...
}

PredictedUETrajectory-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PredictedTrajectoryCellInfo::= CHOICE {
	nG-RAN-Cell-Predicted			PredictedTrajectoryNGRANCellInfo,
	choice-extension				ProtocolIE-Single-Container { { PredictedTrajectoryCellInfo-ExtIEs} }
}

PredictedTrajectoryCellInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

PredictedTrajectoryNGRANCellInfo ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalNG-RANCell-ID,
	predictedTimeUEStaysInCell		INTEGER (0..4095)	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PredictedTrajectoryNGRANCellInfo-ExtIEs} }	OPTIONAL,
	...
}

PredictedTrajectoryNGRANCellInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



PriorityLevelQoS ::= INTEGER (1..127, ...)


ProtectedE-UTRAResourceIndication ::= SEQUENCE {
	activationSFN					ActivationSFN,
	protectedResourceList			ProtectedE-UTRAResourceList,
	mbsfnControlRegionLength		MBSFNControlRegionLength					OPTIONAL,
	pDCCHRegionLength				INTEGER (1..3),
	iE-Extensions					ProtocolExtensionContainer { {ProtectedE-UTRAResourceIndication-ExtIEs} } 	OPTIONAL,
	...
}

ProtectedE-UTRAResourceIndication-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ProtectedE-UTRAResourceList ::= SEQUENCE (SIZE (1.. maxnoofProtectedResourcePatterns)) OF ProtectedE-UTRAResource-Item

ProtectedE-UTRAResource-Item ::= SEQUENCE {
	resourceType							ENUMERATED {downlinknonCRS, cRS, uplink, ...},
	intra-PRBProtectedResourceFootprint		BIT STRING (SIZE(84, ...)),
	protectedFootprintFrequencyPattern		BIT STRING (SIZE(6..110, ...)),
	protectedFootprintTimePattern			ProtectedE-UTRAFootprintTimePattern,
	iE-Extensions					ProtocolExtensionContainer { {ProtectedE-UTRAResource-Item-ExtIEs} } 	OPTIONAL,
	...
}

ProtectedE-UTRAResource-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ProtectedE-UTRAFootprintTimePattern ::= SEQUENCE {
	protectedFootprintTimeperiodicity			INTEGER (1..320, ...),
	protectedFootrpintStartTime					INTEGER (1..20, ...),
	iE-Extensions					ProtocolExtensionContainer { {ProtectedE-UTRAFootprintTimePattern-ExtIEs} } 	OPTIONAL,
	...
}

ProtectedE-UTRAFootprintTimePattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PrivacyIndicator ::= ENUMERATED {
	immediate-MDT,
	logged-MDT,
	...
}


PSCellChangeHistory ::= ENUMERATED {reporting-full-history, ...}

PSCellHistoryInformationRetrieve ::= ENUMERATED {query, ...}

PSCellListContainer ::= OCTET STRING

PNI-NPN-AreaScopeofMDT ::= SEQUENCE {
	cAGListforMDT		CAGListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {PNI-NPN-AreaScopeofMDT-ExtIEs} } OPTIONAL,
	...
}

PNI-NPN-AreaScopeofMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PNI-NPNBasedMDT::= SEQUENCE {
	cAGListforMDT		CAGListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {PNI-NPNBasedMDT-ExtIEs} } OPTIONAL,
	...
}

PNI-NPNBasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- Q


QMCConfigInfo ::= SEQUENCE {
	uEAppLayerMeasInfoList			UEAppLayerMeasInfoList,
	iE-Extensions					ProtocolExtensionContainer { {QMCConfigInfo-ExtIEs} }	OPTIONAL,
	...
}

QMCConfigInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEAppLayerMeasInfoList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF UEAppLayerMeasInfo-Item

UEAppLayerMeasInfo-Item ::= SEQUENCE {
	uEAppLayerMeasConfigInfo	UEAppLayerMeasConfigInfo,
	iE-Extensions				ProtocolExtensionContainer { { UEAppLayerMeasInfo-Item-ExtIEs} } 	OPTIONAL,
	...
}

UEAppLayerMeasInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCCoordinationRequest ::= SEQUENCE {
	mN-to-SN-QMCCoordRequestList	MN-to-SN-QMCCoordRequestList	OPTIONAL,
	sN-to-MN-QMCCoordRequestList	SN-to-MN-QMCCoordRequestList	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCCoordinationRequest-ExtIEs} }	OPTIONAL,
	...
}

QMCCoordinationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MN-to-SN-QMCCoordRequestList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF MN-to-SN-QMCCoordRequestList-Item


MN-to-SN-QMCCoordRequestList-Item ::= SEQUENCE {
	qOEReference					QOEReference,
	qOEMeasConfigAppLayerID			QOEMeasConfAppLayerID						OPTIONAL,
	measCollectionEntityIPAddress	MeasCollectionEntityIPAddress				OPTIONAL,
	qoEReportingPathRequest			ENUMERATED{srb4, srb5, ...}					OPTIONAL,
	rVQoEReportingPathRequest		ENUMERATED{srb4, srb5, ...}					OPTIONAL,
	furtherRVQoEInterestInquiry		ENUMERATED{true, ...}						OPTIONAL,
	furtherRVQoEReportingPathInquiry		ENUMERATED{true, ...}				OPTIONAL,
	currentRVQoEConfig				RVQoEConfig									OPTIONAL,
	availableRVQoEMetrics			AvailableRVQoEMetrics						OPTIONAL,
	configReleaseIndication			ENUMERATED{rvqoe,qoe-and-rvqoe, ...}		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { MN-to-SN-QMCCoordRequestList-Item-ExtIEs} }	OPTIONAL,
	...
}

MN-to-SN-QMCCoordRequestList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SN-to-MN-QMCCoordRequestList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF SN-to-MN-QMCCoordRequestList-Item


SN-to-MN-QMCCoordRequestList-Item ::= SEQUENCE {
	qOEReference					QOEReference,
	measCollectionEntityIPAddress	MeasCollectionEntityIPAddress				OPTIONAL,
	qoEReportingPathRequest			ENUMERATED{srb4, srb5, ...}					OPTIONAL,
	rVQoEReportingPathRequest		ENUMERATED{srb4, srb5, ...}					OPTIONAL,
	furtherRVQoEInterestInquiry		ENUMERATED{true, ...}						OPTIONAL,
	furtherRVQoEReportingPathInquiry		ENUMERATED{true, ...}				OPTIONAL,
	currentRVQoEConfig				RVQoEConfig									OPTIONAL,
	availableRVQoEMetrics		AvailableRVQoEMetrics							OPTIONAL,
	configReleaseIndication			ENUMERATED{rvqoe,qoe-and-rvqoe, ...}		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SN-to-MN-QMCCoordRequestList-Item-ExtIEs} }	OPTIONAL,
	...
}

SN-to-MN-QMCCoordRequestList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QMCCoordinationResponse ::= SEQUENCE {
	mN-to-SN-QMCCoordResponseList	MN-to-SN-QMCCoordResponseList	OPTIONAL,
	sN-to-MN-QMCCoordResponseList	SN-to-MN-QMCCoordResponseList	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCCoordinationResponse-ExtIEs} }	OPTIONAL,
	...
}

QMCCoordinationResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MN-to-SN-QMCCoordResponseList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF MN-to-SN-QMCCoordResponseList-Item


MN-to-SN-QMCCoordResponseList-Item ::= SEQUENCE {
	qOEReference					QOEReference,
	qOEMeasConfigAppLayerID			QOEMeasConfAppLayerID						OPTIONAL,
	qoEConfigSendingPath			ENUMERATED{mn, sn, ...}						OPTIONAL,
	qoEReportingPathResponse		ENUMERATED{accepted, rejected, ...}			OPTIONAL,
	rVQoEReportingPathResponse		ENUMERATED{accepted, rejected, ...} 			OPTIONAL,
	furtherRVQoEInterestResponse	ENUMERATED{interested, not-interested, ...}	OPTIONAL,
	furtherRVQoEReportingPathResponse		ENUMERATED{srb4, srb5, ...}			OPTIONAL,
	preferredRVQoEConfig			RVQoEConfig									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { MN-to-SN-QMCCoordResponseList-Item-ExtIEs} }	OPTIONAL,
	...
}

MN-to-SN-QMCCoordResponseList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SN-to-MN-QMCCoordResponseList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF SN-to-MN-QMCCoordResponseList-Item


SN-to-MN-QMCCoordResponseList-Item ::= SEQUENCE {
	qOEReference					QOEReference,
	qoEReportingPathResponse		ENUMERATED{accepted, rejected, ...}										OPTIONAL,
	rVQoEReportingPathResponse		ENUMERATED{accepted, rejected, ...} 										OPTIONAL,
	furtherRVQoEInterestResponse	ENUMERATED{interested, not-interested, ...}								OPTIONAL,
	furtherRVQoEReportingPathResponse		ENUMERATED{srb4, srb5, ...}										OPTIONAL,
	preferredRVQoEConfig			RVQoEConfig																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SN-to-MN-QMCCoordResponseList-Item-ExtIEs} }	OPTIONAL,
	...
}

SN-to-MN-QMCCoordResponseList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QoERVQoEReportingPaths ::= SEQUENCE {
	qoEReportingPath					ENUMERATED{srb4, srb5, ...}	OPTIONAL,
	rVQoEReportingPath					ENUMERATED{srb4, srb5, ...}	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {QoERVQoEReportingPaths-ExtIEs} },
	...
}

QoERVQoEReportingPaths-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RVQoEConfig ::= SEQUENCE {
	availableRANVisibleQoEMetrics		AvailableRVQoEMetrics			OPTIONAL,
	reportingPeriodicity				RVQoEReportingPeriodicity		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {RVQoEConfig-ExtIEs} },
	...
}

RVQoEConfig-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RVQoEReportingPeriodicity ::= ENUMERATED {
	ms120,
	ms240,
	ms480,
	ms640,
	ms1024,
	...
}

[bookmark: _Hlk99778329]QOEMeasConfAppLayerID ::= INTEGER (0..15, ...)

QOEMeasStatus ::= ENUMERATED {ongoing, ...}

QOEReference ::= OCTET STRING (SIZE (6))

QoSCharacteristics ::= CHOICE {
	non-dynamic						NonDynamic5QIDescriptor,
	dynamic							Dynamic5QIDescriptor,
	choice-extension				ProtocolIE-Single-Container { {QoSCharacteristics-ExtIEs} }
}

QoSCharacteristics-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk513550449]QoSFlowIdentifier	::= INTEGER (0..63, ...)


QoSFlowLevelQoSParameters ::= SEQUENCE {
	qos-characteristics			QoSCharacteristics,
	allocationAndRetentionPrio	AllocationandRetentionPriority,
[bookmark: _Hlk515426213]	gBRQoSFlowInfo				GBRQoSFlowInfo														OPTIONAL,
	reflectiveQoS				ReflectiveQoSAttribute												OPTIONAL,
	additionalQoSflowInfo		ENUMERATED {more-likely, ...}										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {QoSFlowLevelQoSParameters-ExtIEs} } OPTIONAL,
	...
}

QoSFlowLevelQoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QoSMonitoringRequest					CRITICALITY ignore	EXTENSION QosMonitoringRequest					PRESENCE optional}|
	{ID id-QosMonitoringReportingFrequency		CRITICALITY ignore	EXTENSION QosMonitoringReportingFrequency		PRESENCE optional}|
	{ID id-QoSMonitoringDisabled				CRITICALITY ignore	EXTENSION QoSMonitoringDisabled					PRESENCE optional}|
	{ID id-PDUSetQoSParameters					CRITICALITY ignore	EXTENSION PDUSetQoSParameters						PRESENCE optional},
	...
}


QoSFlowMappingIndication ::= ENUMERATED {
	ul,
	dl,
	...
}


QoSFlowNotificationControlIndicationInfo ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowNotify-Item

QoSFlowNotify-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	notificationInformation		ENUMERATED {fulfilled, not-fulfilled, ...},
	iE-Extensions				ProtocolExtensionContainer { {QoSFlowNotificationControlIndicationInfo-ExtIEs} } OPTIONAL,
	...
}

QoSFlowNotificationControlIndicationInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{	ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION QoSParaSetNotifyIndex		PRESENCE optional },
	...
}


QoSFlows-List ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlow-Item

QoSFlow-Item ::= SEQUENCE {
	qfi								QoSFlowIdentifier,
	qosFlowMappingIndication		QoSFlowMappingIndication					OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {QoSFlow-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlow-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QoSFlows-List-withCause ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowwithCause-Item

QoSFlowwithCause-Item ::= SEQUENCE {
	qfi					QoSFlowIdentifier,
	cause				Cause					OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {QoSFlowwithCause-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowwithCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoS-Mapping-Information ::= SEQUENCE {
	dscp							BIT STRING (SIZE(6))			OPTIONAL,
	flow-label						BIT STRING (SIZE(20))			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QoS-Mapping-Information-ExtIEs} }	OPTIONAL,
	...
}

QoS-Mapping-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSParaSetIndex ::= INTEGER (1..8,...)
QoSParaSetNotifyIndex ::= INTEGER (0..8,...)


QoSFlowsAdmitted-List ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowsAdmitted-Item

QoSFlowsAdmitted-Item ::= SEQUENCE {
	qfi								QoSFlowIdentifier,
	iE-Extension		ProtocolExtensionContainer { {QoSFlowsAdmitted-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowsAdmitted-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk31899786]{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION QoSParaSetIndex	PRESENCE optional	},
	...
}


QoSFlowsToBeSetup-List ::= SEQUENCE (SIZE (1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-Item

QoSFlowsToBeSetup-Item ::= SEQUENCE {
	qfi								QoSFlowIdentifier,
	qosFlowLevelQoSParameters		QoSFlowLevelQoSParameters,
	e-RAB-ID						E-RAB-ID											OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {QoSFlowsToBeSetup-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowsToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCTrafficCharacteristics								CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics 	PRESENCE optional}|
	{ ID id-RedundantQoSFlowIndicator								CRITICALITY ignore	EXTENSION RedundantQoSFlowIndicator	PRESENCE optional}|
	{ ID id-ECNMarkingorCongestionInformationReportingRequest		CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingRequest	PRESENCE optional},
	...
}

QoSFlowsUsageReportList ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsUsageReport-Item

QoSFlowsUsageReport-Item ::= SEQUENCE {
	qosFlowIdentifier					QoSFlowIdentifier,
	rATType								ENUMERATED {nr, eutra, ..., nr-unlicensed, e-utra-unlicensed},
	qoSFlowsTimedReportList				VolumeTimedReportList,
	iE-Extensions						ProtocolExtensionContainer { {QoSFlowsUsageReport-Item-ExtIEs} } OPTIONAL,
...
}

QoSFlowsUsageReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QosMonitoringRequest ::= ENUMERATED {ul, dl, both}
QoSMonitoringDisabled ::= ENUMERATED {true, ...}
QosMonitoringReportingFrequency ::= INTEGER (1..1800, ...)

-- R

[bookmark: OLE_LINK120]RACH-Config-Common	::= OCTET STRING

RACH-Config-Common-IAB	::= OCTET STRING

[bookmark: OLE_LINK119]RAReport	::= SEQUENCE (SIZE(1.. maxnoofRAReports)) OF RAReportList-Item
[bookmark: OLE_LINK121]RAReportList-Item	::= SEQUENCE {
	rAReport				RAReportContainer,
	iE-Extensions						ProtocolExtensionContainer { { RAReportList-Item-ExtIEs} }	OPTIONAL,
	...
}

RAReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-UEAssistantIdentifier	CRITICALITY ignore	EXTENSION NG-RANnodeUEXnAPID 	PRESENCE optional}|
	{ ID id-PSCellListContainer		CRITICALITY ignore	EXTENSION PSCellListContainer	PRESENCE optional},
	...
}

RAReportContainer	::= OCTET STRING


RadioResourceStatus	::= CHOICE {
	ng-eNB-RadioResourceStatus	NG-eNB-RadioResourceStatus,
	gNB-RadioResourceStatus		GNB-RadioResourceStatus,
	choice-extension			ProtocolIE-Single-Container { { RadioResourceStatus-ExtIEs} }

}

RadioResourceStatus-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk513532370]RANAC ::= INTEGER (0..255)


[bookmark: _Hlk515439004]RANAreaID ::= SEQUENCE {
	tAC					TAC,
	rANAC				RANAC												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {RANAreaID-ExtIEs} } 	OPTIONAL,
	...
}

RANAreaID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


RANAreaID-List ::= SEQUENCE (SIZE(1..maxnoofRANAreasinRNA)) OF RANAreaID

Range ::= ENUMERATED {m50, m80, m180, m200, m350, m400, m500, m700, m1000, ...}

[bookmark: _Hlk513533037]RANPagingArea ::= SEQUENCE {
	pLMN-Identity			PLMN-Identity,
	rANPagingAreaChoice		RANPagingAreaChoice,
	iE-Extensions			ProtocolExtensionContainer { {RANPagingArea-ExtIEs} } OPTIONAL,
	...
}

RANPagingArea-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RANPagingAreaChoice ::= CHOICE {
	cell-List			NG-RAN-Cell-Identity-ListinRANPagingArea,
	rANAreaID-List		RANAreaID-List,
	choice-extension	ProtocolIE-Single-Container { {RANPagingAreaChoice-ExtIEs} }
}

RANPagingAreaChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk515246357]RANPagingAttemptInfo ::= SEQUENCE {
	pagingAttemptCount					INTEGER (1..16, ...),
	intendedNumberOfPagingAttempts		INTEGER (1..16, ...),
	nextPagingAreaScope					ENUMERATED {same, changed, ...}	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {RANPagingAttemptInfo-ExtIEs} } OPTIONAL,
	...
}

RANPagingAttemptInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RANPagingFailure		::= 	ENUMERATED {
	true,
	...
}

RBsetConfiguration ::= SEQUENCE {
	subcarrierSpacing 		SSB-subcarrierSpacing,
	rBsetSize				ENUMERATED {rb2, rb4, rb8, rb16, rb32, rb64},
	numberofRBSets			INTEGER(1.. maxnoofRBsetsPerCell),
	iE-Extensions				ProtocolExtensionContainer { { RBsetConfiguration-ExtIEs} } OPTIONAL,
	...
}

RBsetConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Redcap-Bcast-Information ::= BIT STRING(SIZE(8))

RedundantQoSFlowIndicator ::= ENUMERATED {true, false}

RedundantPDUSessionInformation ::= SEQUENCE {
	rSN					RSN,
	iE-Extensions		ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }	OPTIONAL,
	...
}

RedundantPDUSessionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSession-PairID	CRITICALITY ignore	EXTENSION PDUSession-PairID	PRESENCE optional	},
	...
}

[bookmark: _Hlk34814239]RSN ::= ENUMERATED {v1, v2, ...}


ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}

RequestedSRSTransmissionCharacteristics ::= OCTET STRING


RoutingID ::= OCTET STRING

ReplacingCells ::= SEQUENCE (SIZE(0.. maxnoofCellsinNG-RANnode)) OF ReplacingCells-Item

ReplacingCells-Item ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalCell-ID,
	iE-Extensions		ProtocolExtensionContainer { {ReplacingCells-Item-ExtIEs} }	OPTIONAL,
	...
}

[bookmark: _Hlk98912170]ReplacingCells-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}


ReportArea ::= ENUMERATED {
	cell,
	...
}

ReportConfigContainer ::= OCTET STRING

ReportIntervalMDT ::= ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60, ...}

ReportType ::= CHOICE {
	periodical					Periodical,
	eventTriggered				EventTriggered,
	...,
	choice-extension		ProtocolIE-Single-Container { {ReportType-ExtIEs} }
}

ReportType-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


ExtendedReportIntervalMDT ::= ENUMERATED {
	ms20480,
	ms40960,
	...
}


ReportCharacteristics ::= BIT STRING(SIZE(32))

ReportCharacteristicsForDataCollection ::= BIT STRING(SIZE(32))



ReportingPeriodicity ::= ENUMERATED {
	half-thousand-ms,
	one-thousand-ms,
	two-thousand-ms,
	five-thousand-ms,
	ten-thousand-ms,
	...
}

ReportingPeriodicityForDataCollection ::= ENUMERATED {
	half-thousand-ms,
	one-thousand-ms,
	two-thousand-ms,
	five-thousand-ms,
	ten-thousand-ms,
	...
}

[bookmark: _Hlk148727320]RequestedPredictionTime ::= INTEGER (1..60, ...)


RegistrationRequest ::= ENUMERATED {start, stop, add, ... }

RegistrationRequestForDataCollection ::= ENUMERATED {start, stop, ... }


RequestReferenceID ::= INTEGER (1..64, ...)

RequestedSRSPreconfig ::= SEQUENCE {
	routingID											RoutingID			OPTIONAL,
	nRPPaTransactionID									INTEGER (0..32767)	OPTIONAL,
	requestedSRSPreconfigurationCharacteristics-List	OCTET STRING		OPTIONAL,
	iE-Extension					ProtocolExtensionContainer { { RequestedSRSPreconfig-ExtIEs} } OPTIONAL,
	...
}

RequestedSRSPreconfig-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ReservedSubframePattern ::= SEQUENCE {
	subframeType					ENUMERATED {mbsfn, non-mbsfn, ...},
	reservedSubframePattern			BIT STRING (SIZE(10..160)),
	mbsfnControlRegionLength		MBSFNControlRegionLength					OPTIONAL,
	iE-Extension					ProtocolExtensionContainer { {ReservedSubframePattern-ExtIEs} } OPTIONAL,
	...
}

ReservedSubframePattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



ResetRequestTypeInfo ::= CHOICE {
	fullReset			ResetRequestTypeInfo-Full,
	partialReset		ResetRequestTypeInfo-Partial,
	choice-extension	ProtocolIE-Single-Container { {ResetRequestTypeInfo-ExtIEs} }
}

ResetRequestTypeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ResetRequestTypeInfo-Full ::= SEQUENCE {
	iE-Extension					ProtocolExtensionContainer { {ResetRequestTypeInfo-Full-ExtIEs} } OPTIONAL,
	...
}

ResetRequestTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetRequestTypeInfo-Partial ::= SEQUENCE {
	ue-contexts-ToBeReleasedList	ResetRequestPartialReleaseList,
	iE-Extension					ProtocolExtensionContainer { {ResetRequestTypeInfo-Partial-ExtIEs} } OPTIONAL,
	...
}

ResetRequestTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetRequestPartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ResetRequestPartialReleaseItem

ResetRequestPartialReleaseItem ::= SEQUENCE {
	ng-ran-node1UEXnAPID						NG-RANnodeUEXnAPID			OPTIONAL,
	ng-ran-node2UEXnAPID						NG-RANnodeUEXnAPID			OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { {ResetRequestPartialReleaseItem-ExtIEs} } OPTIONAL,
	...
}

ResetRequestPartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ResetResponseTypeInfo ::= CHOICE {
	fullReset			ResetResponseTypeInfo-Full,
	partialReset		ResetResponseTypeInfo-Partial,
	choice-extension	ProtocolIE-Single-Container { {ResetResponseTypeInfo-ExtIEs} }
}

ResetResponseTypeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ResetResponseTypeInfo-Full ::= SEQUENCE {
	iE-Extension					ProtocolExtensionContainer { {ResetResponseTypeInfo-Full-ExtIEs} } OPTIONAL,
	...
}

ResetResponseTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetResponseTypeInfo-Partial ::= SEQUENCE {
	ue-contexts-AdmittedToBeReleasedList	ResetResponsePartialReleaseList,
	iE-Extension					ProtocolExtensionContainer { {ResetResponseTypeInfo-Partial-ExtIEs} } OPTIONAL,
	...
}

ResetResponseTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetResponsePartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ResetResponsePartialReleaseItem

ResetResponsePartialReleaseItem ::= SEQUENCE {
	ng-ran-node1UEXnAPID						NG-RANnodeUEXnAPID		OPTIONAL,
	ng-ran-node2UEXnAPID						NG-RANnodeUEXnAPID		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { {ResetResponsePartialReleaseItem-ExtIEs} } OPTIONAL,
	...
}

ResetResponsePartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513543921]RLCMode	::= ENUMERATED {
	rlc-am,
	rlc-um-bidirectional,
	rlc-um-unidirectional-ul,
	rlc-um-unidirectional-dl,
	...
	}


RLC-Status ::= SEQUENCE {
	reestablishment-Indication 	Reestablishment-Indication,
	iE-Extensions					ProtocolExtensionContainer { {RLC-Status-ExtIEs} } OPTIONAL,
	...
}

RLC-Status-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationInformation ::= 		SEQUENCE {
	rLCDuplicationStateList 		RLCDuplicationStateList,
	rLC-PrimaryIndicator 		ENUMERATED {true, false}		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {RLCDuplicationInformation-ItemExtIEs} }	OPTIONAL
}

RLCDuplicationInformation-ItemExtIEs 	XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationStateList	::= 	SEQUENCE (SIZE(1..maxnoofRLCDuplicationstate)) OF RLCDuplicationState-Item

RLCDuplicationState-Item ::=	SEQUENCE {
	duplicationState			ENUMERATED {active,inactive, ...},
	iE-Extensions	ProtocolExtensionContainer { {RLCDuplicationState-ItemExtIEs } }	OPTIONAL,
	...
}

RLCDuplicationState-ItemExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Reestablishment-Indication ::= ENUMERATED {
	reestablished,
	...
}


[bookmark: _Hlk515435069]RFSP-Index ::= INTEGER (1..256)


RRCConfigIndication ::= ENUMERATED {
	full-config,
	delta-config,
	...
}

RRCConnections::= SEQUENCE {
	noofRRCConnections							NoofRRCConnections,
	availableRRCConnectionCapacityValue			AvailableRRCConnectionCapacityValue,
	iE-Extensions				ProtocolExtensionContainer { { RRCConnections-ExtIEs} }	OPTIONAL,
	...
}

RRCConnections-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


RRCConnReestab-Indicator ::= ENUMERATED { reconfigurationFailure, handoverFailure, otherFailure, ...}

RRCReestab-initiated ::= SEQUENCE {
	rRRCReestab-initiated-reporting	RRCReestab-Initiated-Reporting,
	iE-Extensions			ProtocolExtensionContainer { { RRCReestab-initiated-ExtIEs} } OPTIONAL,
	...
}

RRCReestab-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RRCReestab-Initiated-Reporting ::= CHOICE {
	rRCReestab-reporting-wo-UERLFReport					RRCReestab-Initiated-Reporting-wo-UERLFReport,
	rRCReestab-reporting-with-UERLFReport				RRCReestab-Initiated-Reporting-with-UERLFReport,
	choice-extension				ProtocolIE-Single-Container { {RRCReestab-Initiated-Reporting-ExtIEs} }
}

RRCReestab-Initiated-Reporting-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

RRCReestab-Initiated-Reporting-wo-UERLFReport ::= SEQUENCE {
	failureCellPCI		NG-RAN-CellPCI,
	reestabCellCGI		GlobalNG-RANCell-ID,
	c-RNTI				C-RNTI,
	shortMAC-I			MAC-I,
	iE-Extensions		ProtocolExtensionContainer { { RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs} } OPTIONAL,
	...
}

RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RRCConnReestab-Indicator 	CRITICALITY ignore	EXTENSION RRCConnReestab-Indicator		PRESENCE optional },
	...
}

RRCReestab-Initiated-Reporting-with-UERLFReport ::= SEQUENCE {
	uERLFReportContainer	UERLFReportContainer,
	iE-Extensions			ProtocolExtensionContainer { {RRCReestab-Initiated-Reporting-with-UERLFReport-ExtIEs} } OPTIONAL,
	...
}

RRCReestab-Initiated-Reporting-with-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RRCSetup-initiated ::= SEQUENCE {
	rRRCSetup-Initiated-Reporting	RRCSetup-Initiated-Reporting,
	uERLFReportContainer			UERLFReportContainer			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RRCSetup-initiated-ExtIEs} } OPTIONAL,
	...
}

RRCSetup-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RRCSetup-Initiated-Reporting ::= CHOICE {
	rRCSetup-reporting-with-UERLFReport				RRCSetup-Initiated-Reporting-with-UERLFReport,
	choice-extension				ProtocolIE-Single-Container { {RRCSetup-Initiated-Reporting-ExtIEs} }
}

RRCSetup-Initiated-Reporting-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

RRCSetup-Initiated-Reporting-with-UERLFReport ::= SEQUENCE {
	uERLFReportContainer	UERLFReportContainer,
	iE-Extensions			ProtocolExtensionContainer { {RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs} } OPTIONAL,
	...
}

RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


RRCResumeCause ::= ENUMERATED {
	rna-Update,
	...
}


RaReportIndicationList ::= SEQUENCE (SIZE(1..maxnoofUEsforRAReportIndications)) OF RaReportIndicationList-Item

RaReportIndicationList-Item ::= SEQUENCE {
	m-NG-RAN-node-UE-XnAP-ID			NG-RANnodeUEXnAPID,
	iE-Extensions						ProtocolExtensionContainer { { RaReportIndicationList-Item-ExtIEs} }	OPTIONAL,
	...
}

RaReportIndicationList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



RadioResourceStatusNR-U	::= SEQUENCE {
	dL-Total-PRB-usage			INTEGER (0..100),
	uL-Total-PRB-usage			INTEGER (0..100),
	iE-Extensions		ProtocolExtensionContainer {{ RadioResourceStatusNR-U-ExtIEs}} OPTIONAL,
	...
}

RadioResourceStatusNR-U-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- S

SCGreconfigNotification ::= ENUMERATED {executed, ... , executed-deleted, deleted }

S-NSSAIListQoE ::= SEQUENCE (SIZE(1..maxnoofSNSSAIforQMC)) OF S-NSSAI

S-BasedMDT ::= SEQUENCE {
	ng-ran-TraceID				NG-RANTraceID,
	iE-Extension				ProtocolExtensionContainer { {S-BasedMDT-ExtIEs} }	OPTIONAL,
	...
}

S-BasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-Request ::= ENUMERATED {initiation, ...}

S-CPAC-Request-Info ::= SEQUENCE {
	s-CPAC-Security-Config-List			S-CPAC-SecurityConfig-List,
	s-CPAC-MultiTargetSN-List			S-CPAC-MultiTargetSN-List			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {S-CPAC-Request-Info-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-Request-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-ReferenceConfig-Request ::= ENUMERATED {request, ...}

S-CPAC-SecurityConfig-List ::= SEQUENCE (SIZE(1..maxnoofSecurityConfigurations)) OF S-CPAC-SecurityConfig-Item

S-CPAC-SecurityConfig-Item ::= SEQUENCE {
	s-ng-RANnode-SecurityKey			S-NG-RANnode-SecurityKey,
	sk-counter							SK-COUNTER,
	iE-Extensions		ProtocolExtensionContainer { {S-CPAC-SecurityConfig-Item-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-SecurityConfig-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-MultiTargetSN-List ::= SEQUENCE (SIZE(1..maxnoofTargetSNsMinusOne)) OF S-CPAC-MultiTargetSN-Item

S-CPAC-MultiTargetSN-Item ::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	recommendedCandidatePSCells			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { {S-CPAC-MultiTargetSN-Item-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-MultiTargetSN-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-InterSN-ExecutionNotify ::= ENUMERATED {executed, ...}

ServiceType ::= ENUMERATED{
	qMC-for-streaming-service,
	qMC-for-MTSI-service,
	qMC-for-VR-service,
	...
}

SecondarydataForwardingInfoFromTarget-Item::= SEQUENCE {
	secondarydataForwardingInfoFromTarget				DataForwardingInfoFromTargetNGRANnode,
	iE-Extensions		ProtocolExtensionContainer { { SecondarydataForwardingInfoFromTarget-Item-ExtIEs} }	OPTIONAL,
	...
}

SecondarydataForwardingInfoFromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SecondarydataForwardingInfoFromTarget-List ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF SecondarydataForwardingInfoFromTarget-Item

SCGActivationRequest ::= ENUMERATED {activate-scg, deactivate-scg, ...}

SCGActivationStatus ::= ENUMERATED {scg-activated, scg-deactivated, ...}

[bookmark: _Hlk513552467]SCGConfigurationQuery	::= ENUMERATED {true, ...}

SCGIndicator	::=	ENUMERATED{released, ...}

SCGFailureReportContainer	::=	OCTET STRING

SDTSupportRequest ::= SEQUENCE {
	sdtindicator				SDTIndicator,
	sdtAssistantInfo			SDTAssistantInfo		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SDTSupportRequest-ExtIEs} } OPTIONAL,
	...
}

SDTSupportRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDTIndicator ::= ENUMERATED {true, ...}

SDTAssistantInfo ::= ENUMERATED {single-packet, multiple-packets, ...}

SDT-Termination-Request	::= ENUMERATED {radio-link-problem, normal, ..., large-sdt-volume-from-BSR}

SDTPartialUEContextInfo ::= SEQUENCE {
	dRBsToBeSetup					SDT-DRBsToBeSetupList		OPTIONAL,
	sRBsToBeSetup					SDT-SRBsToBeSetupList,
	iE-Extensions					ProtocolExtensionContainer { { SDTPartialUEContextInfo-ExtIEs} } 	OPTIONAL,
	...
}
SDTPartialUEContextInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-DRBsToBeSetupList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF SDT-DRBsToBeSetupList-Item

SDT-DRBsToBeSetupList-Item	::= SEQUENCE {
	drb-ID							DRB-ID,
	uL-TNLInfo						UPTransportLayerInformation,
	dRB-RLC-Bearer-Configuration	OCTET STRING,
	dRB-QoS							QoSFlowLevelQoSParameters,
	rLC-Mode						RLCMode,
	s-nssai							S-NSSAI,
	pDCP-SNLength					PDCPSNLength,
	flows-Mapped-To-DRB-List		Flows-Mapped-To-DRB-List,
	iE-Extensions		ProtocolExtensionContainer { { SDT-DRBsToBeSetupList-Item-ExtIEs} } OPTIONAL,
	...
}

SDT-DRBsToBeSetupList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-SRBsToBeSetupList ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF SDT-SRBsToBeSetupList-Item

SDT-SRBsToBeSetupList-Item	::= SEQUENCE {
	srb-ID							SRB-ID,
	sRB-RLC-Bearer-Configuration	OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { { SDT-SRBsToBeSetupList-Item-ExtIEs} } OPTIONAL,
	...
}

SDT-SRBsToBeSetupList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SRB-ID ::= INTEGER (0..4, ...)

SDTDataForwardingDRBList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF SDTDataForwardingDRBList-Item

SDTDataForwardingDRBList-Item ::= SEQUENCE {
	drb-ID							DRB-ID,
	dL-TNLInfo						UPTransportLayerInformation		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SDTDataForwardingDRBList-Item-ExtIEs} } OPTIONAL,
	...
}

SDTDataForwardingDRBList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SecondaryRATUsageInformation ::= SEQUENCE {
	pDUSessionUsageReport		PDUSessionUsageReport				OPTIONAL,
	qosFlowsUsageReportList		QoSFlowsUsageReportList				OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {SecondaryRATUsageInformation-ExtIEs} }	OPTIONAL,
	...
}

SecondaryRATUsageInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk515407386]SecurityIndication ::= SEQUENCE {
	integrityProtectionIndication			ENUMERATED {required, preferred, not-needed, ...},
	confidentialityProtectionIndication		ENUMERATED {required, preferred, not-needed, ...},
	maximumIPdatarate						MaximumIPdatarate												OPTIONAL,
-- This IE shall be present if the Integrity Protection IE within the Security Indication IE is present and set to "required" or "preferred". --
	iE-Extensions							ProtocolExtensionContainer { {SecurityIndication-ExtIEs} } OPTIONAL,
	...
}

SecurityIndication-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SecurityResult ::= SEQUENCE {
	integrityProtectionResult				ENUMERATED {performed, not-performed, ...},
	confidentialityProtectionResult			ENUMERATED {performed, not-performed, ...},
	iE-Extensions							ProtocolExtensionContainer { {SecurityResult-ExtIEs} } OPTIONAL,
	...
}

SecurityResult-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SensorMeasurementConfiguration ::= SEQUENCE {
	sensorMeasConfig 				SensorMeasConfig,
	sensorMeasConfigNameList		SensorMeasConfigNameList			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SensorMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

SensorMeasurementConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SensorMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofSensorName)) OF SensorName

SensorMeasConfig::= ENUMERATED {setup,...}

SensorName ::= SEQUENCE {
	uncompensatedBarometricConfig	ENUMERATED {true, ...}		OPTIONAL,
	ueSpeedConfig					ENUMERATED {true, ...}		OPTIONAL,
	ueOrientationConfig				ENUMERATED {true, ...}		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {SensorNameConfig-ExtIEs} } OPTIONAL,
...
}

SensorNameConfig-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- Served Cells E-UTRA IEs
[bookmark: _Hlk513551051]

[bookmark: _Hlk515442062]ServedCellInformation-E-UTRA ::= SEQUENCE {
	e-utra-pci								E-UTRAPCI,
	e-utra-cgi								E-UTRA-CGI,
	tac										TAC,
	ranac									RANAC																					OPTIONAL,
	broadcastPLMNs							SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF ServedCellInformation-E-UTRA-perBPLMN,
	e-utra-mode-info						ServedCellInformation-E-UTRA-ModeInfo,
	numberofAntennaPorts					NumberOfAntennaPorts-E-UTRA																OPTIONAL,
	prach-configuration						E-UTRAPRACHConfiguration																OPTIONAL,
	mBSFNsubframeInfo						MBSFNSubframeInfo-E-UTRA																OPTIONAL,
	multibandInfo							E-UTRAMultibandInfoList																	OPTIONAL,
	freqBandIndicatorPriority				ENUMERATED {not-broadcast, broadcast, ...} 												OPTIONAL,
	bandwidthReducedSI						ENUMERATED {scheduled, ...}																OPTIONAL,
	protectedE-UTRAResourceIndication		ProtectedE-UTRAResourceIndication														OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {ServedCellInformation-E-UTRA-ExtIEs} }					OPTIONAL,
	...
}

ServedCellInformation-E-UTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-BPLMN-ID-Info-EUTRA		CRITICALITY ignore	EXTENSION BPLMN-ID-Info-EUTRA		PRESENCE optional }|
	{ ID id-NPRACHConfiguration		CRITICALITY ignore	EXTENSION	NPRACHConfiguration		PRESENCE optional},
	...
}


ServedCellInformation-E-UTRA-perBPLMN ::= SEQUENCE {
	plmn-id					PLMN-Identity,
	iE-Extensions			ProtocolExtensionContainer { {ServedCellInformation-E-UTRA-perBPLMN-ExtIEs} } OPTIONAL,
	...
}

ServedCellInformation-E-UTRA-perBPLMN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ServedCellInformation-E-UTRA-ModeInfo ::= CHOICE {
	fdd					ServedCellInformation-E-UTRA-FDDInfo,
	tdd					ServedCellInformation-E-UTRA-TDDInfo,
	choice-extension	ProtocolIE-Single-Container{ {ServedCellInformation-E-UTRA-ModeInfo-ExtIEs} }
}

ServedCellInformation-E-UTRA-ModeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


ServedCellInformation-E-UTRA-FDDInfo ::= SEQUENCE {
	ul-earfcn			E-UTRAARFCN,
	dl-earfcn			E-UTRAARFCN,
	ul-e-utraTxBW		E-UTRATransmissionBandwidth,
	dl-e-utraTxBW		E-UTRATransmissionBandwidth,
	iE-Extensions		ProtocolExtensionContainer { {ServedCellInformation-E-UTRA-FDDInfo-ExtIEs} } OPTIONAL,
	...
}

ServedCellInformation-E-UTRA-FDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OffsetOfNbiotChannelNumberToDL-EARFCN	CRITICALITY reject	EXTENSION OffsetOfNbiotChannelNumberToEARFCN		PRESENCE optional}|
	{ ID id-OffsetOfNbiotChannelNumberToUL-EARFCN	CRITICALITY reject	EXTENSION OffsetOfNbiotChannelNumberToEARFCN		PRESENCE optional},
	...
}


ServedCellInformation-E-UTRA-TDDInfo ::= SEQUENCE {
	earfcn					E-UTRAARFCN,
	e-utraTxBW				E-UTRATransmissionBandwidth,
	subframeAssignmnet		ENUMERATED {sa0,sa1,sa2,sa3,sa4,sa5,sa6,...},
	specialSubframeInfo		SpecialSubframeInfo-E-UTRA,
	iE-Extensions			ProtocolExtensionContainer { {ServedCellInformation-E-UTRA-TDDInfo-ExtIEs} } OPTIONAL,
	...
}

ServedCellInformation-E-UTRA-TDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OffsetOfNbiotChannelNumberToDL-EARFCN	CRITICALITY reject	EXTENSION OffsetOfNbiotChannelNumberToEARFCN		PRESENCE optional}|
	{ ID id-NBIoT-UL-DL-AlignmentOffset				CRITICALITY reject	EXTENSION NBIoT-UL-DL-AlignmentOffset					PRESENCE optional},
	...
}


ServedCells-E-UTRA ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-E-UTRA-Item

ServedCells-E-UTRA-Item ::= SEQUENCE {
	served-cell-info-E-UTRA		ServedCellInformation-E-UTRA,
	neighbour-info-NR			NeighbourInformation-NR									OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServedCells-E-UTRA-Item-ExtIEs} } OPTIONAL,
	...
}

ServedCells-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SFN-Offset				CRITICALITY ignore EXTENSION SFN-Offset					PRESENCE optional },
...
}


[bookmark: _Hlk515513755]ServedCellsToUpdate-E-UTRA ::= SEQUENCE {
	served-Cells-ToAdd-E-UTRA		ServedCells-E-UTRA																OPTIONAL,
	served-Cells-ToModify-E-UTRA	ServedCells-ToModify-E-UTRA														OPTIONAL,
	served-Cells-ToDelete-E-UTRA	SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI 						OPTIONAL,
iE-Extensions					ProtocolExtensionContainer { {ServedCellsToUpdate-E-UTRA-ExtIEs} }	OPTIONAL,
	...
}

ServedCellsToUpdate-E-UTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ServedCells-ToModify-E-UTRA ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-ToModify-E-UTRA-Item

ServedCells-ToModify-E-UTRA-Item ::= SEQUENCE {
	old-ECGI					E-UTRA-CGI,
	served-cell-info-E-UTRA		ServedCellInformation-E-UTRA,
	neighbour-info-NR			NeighbourInformation-NR											OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA										OPTIONAL,
	deactivation-indication		ENUMERATED {deactivated, ...}									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Served-cells-ToModify-E-UTRA-Item-ExtIEs} }	OPTIONAL,
	...
}

Served-cells-ToModify-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SFN-Offset				CRITICALITY ignore EXTENSION SFN-Offset					PRESENCE optional },
	...
}


-- Served Cells NR IEs


[bookmark: _Hlk515405063]ServedCellInformation-NR ::= SEQUENCE {
	nrPCI								NRPCI,
	cellID								NR-CGI,
	tac									TAC,
	ranac								RANAC						OPTIONAL,
	broadcastPLMN						BroadcastPLMNs,
	nrModeInfo							NRModeInfo,
	measurementTimingConfiguration		OCTET STRING,
	connectivitySupport					Connectivity-Support,	
	iE-Extensions						ProtocolExtensionContainer { {ServedCellInformation-NR-ExtIEs} } OPTIONAL,
	...
}

ServedCellInformation-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-BPLMN-ID-Info-NR				CRITICALITY ignore	EXTENSION BPLMN-ID-Info-NR						PRESENCE optional }|
	{ ID id-ConfiguredTACIndication			CRITICALITY ignore	EXTENSION ConfiguredTACIndication				PRESENCE optional }|
	{ ID id-SSB-PositionsInBurst			CRITICALITY ignore	EXTENSION SSB-PositionsInBurst					PRESENCE optional }|
	{ ID id-NRCellPRACHConfig				CRITICALITY ignore	EXTENSION NRCellPRACHConfig						PRESENCE optional }|
	{ ID id-NPN-Broadcast-Information		CRITICALITY reject	EXTENSION NPN-Broadcast-Information			PRESENCE optional }|
	{ ID id-CSI-RSTransmissionIndication	CRITICALITY ignore	EXTENSION CSI-RSTransmissionIndication		PRESENCE optional }|
	{ ID id-SFN-Offset						CRITICALITY ignore	EXTENSION SFN-Offset							PRESENCE optional }|
	{ ID id-Supported-MBS-FSA-ID-List		CRITICALITY ignore	EXTENSION Supported-MBS-FSA-ID-List			PRESENCE optional }|
	{ ID id-NR-U-ChannelInfo-List			CRITICALITY ignore	EXTENSION NR-U-ChannelInfo-List					PRESENCE optional }|
	{ ID id-Additional-Measurement-Timing-Configuration-List		CRITICALITY ignore	EXTENSION Additional-Measurement-Timing-Configuration-List		PRESENCE optional }|
[bookmark: _Hlk148714840]	{ ID id-Redcap-Bcast-Information		CRITICALITY ignore	EXTENSION Redcap-Bcast-Information			PRESENCE optional }|
	{ ID id-eRedcap-Bcast-Information		CRITICALITY ignore	EXTENSION ERedcap-Bcast-Information			PRESENCE optional }|
	{ ID id-MobileIABCell					CRITICALITY ignore	EXTENSION MobileIABCell							PRESENCE optional},
	...
}

SFN-Offset ::= SEQUENCE {
	sFN-Time-Offset					BIT STRING (SIZE(24)),
	
	iE-Extensions		ProtocolExtensionContainer { {SFN-Offset-ExtIEs} } OPTIONAL,
	...
}
SFN-Offset-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
		...
}


ServedCells-NR ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-NR-Item

ServedCells-NR-Item ::= SEQUENCE {
	served-cell-info-NR			ServedCellInformation-NR,
	neighbour-info-NR			NeighbourInformation-NR				OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServedCells-NR-Item-ExtIEs} } OPTIONAL,
	...
}

ServedCells-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk87374216]	{ ID id-ServedCellSpecificInfoReq-NR	CRITICALITY ignore EXTENSION	ServedCellSpecificInfoReq-NR	PRESENCE optional },
	...
}


ServedCells-ToModify-NR ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-ToModify-NR-Item

ServedCells-ToModify-NR-Item ::= SEQUENCE {
	old-NR-CGI					NR-CGI,
	served-cell-info-NR			ServedCellInformation-NR,
	neighbour-info-NR			NeighbourInformation-NR											OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA										OPTIONAL,
	deactivation-indication		ENUMERATED {deactivated, ...}									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Served-cells-ToModify-NR-Item-ExtIEs} } 	OPTIONAL,
	...
}

Served-cells-ToModify-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk87374764]ServedCellSpecificInfoReq-NR	::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF ServedCellSpecificInfoReq-NR-Item

ServedCellSpecificInfoReq-NR-Item	::= SEQUENCE {
	nRCGI									NR-CGI,
	additionalMTCListRequestIndicator		ENUMERATED {additionalMTCListRequested, ...}			OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { ServedCellSpecificInfoReq-NR-Item-ExtIEs} }	OPTIONAL,
	...
}

ServedCellSpecificInfoReq-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {	
	...
}

[bookmark: _Hlk515516914]ServedCellsToUpdate-NR ::= SEQUENCE {
	served-Cells-ToAdd-NR		ServedCells-NR															OPTIONAL,
	served-Cells-ToModify-NR	ServedCells-ToModify-NR													OPTIONAL,
	served-Cells-ToDelete-NR	SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF NR-CGI 					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServedCellsToUpdate-NR-ExtIEs} } OPTIONAL,
	...
}

ServedCellsToUpdate-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




[bookmark: _Hlk515433516]SharedResourceType ::= CHOICE {
	ul-onlySharing				SharedResourceType-UL-OnlySharing,
	ul-and-dl-Sharing			SharedResourceType-ULDL-Sharing,
	choice-extension			ProtocolIE-Single-Container { {SharedResourceType-ExtIEs} }
}

SharedResourceType-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SharedResourceType-UL-OnlySharing ::= SEQUENCE {
	ul-resourceBitmap			DataTrafficResources,
	iE-Extensions			ProtocolExtensionContainer { {SharedResourceType-UL-OnlySharing-ExtIEs} } OPTIONAL,
	...
}

SharedResourceType-UL-OnlySharing-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SharedResourceType-ULDL-Sharing ::= CHOICE {
	ul-resources				SharedResourceType-ULDL-Sharing-UL-Resources,
	dl-resources				SharedResourceType-ULDL-Sharing-DL-Resources,
	choice-extension			ProtocolIE-Single-Container { {SharedResourceType-ULDL-Sharing-ExtIEs} }
}

SharedResourceType-ULDL-Sharing-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SharedResourceType-ULDL-Sharing-UL-Resources ::= CHOICE {
	unchanged					NULL,
	changed						SharedResourceType-ULDL-Sharing-UL-ResourcesChanged,
	choice-extension			ProtocolIE-Single-Container { {SharedResourceType-ULDL-Sharing-UL-Resources-ExtIEs} }
}

SharedResourceType-ULDL-Sharing-UL-Resources-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SharedResourceType-ULDL-Sharing-UL-ResourcesChanged ::= SEQUENCE {
	ul-resourceBitmap			DataTrafficResources,
	iE-Extensions			ProtocolExtensionContainer { {SharedResourceType-ULDL-Sharing-UL-ResourcesChanged-ExtIEs} } OPTIONAL,
	...
}

SharedResourceType-ULDL-Sharing-UL-ResourcesChanged-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SharedResourceType-ULDL-Sharing-DL-Resources ::= CHOICE {
	unchanged					NULL,
	changed						SharedResourceType-ULDL-Sharing-DL-ResourcesChanged,
	choice-extension			ProtocolIE-Single-Container { {SharedResourceType-ULDL-Sharing-DL-Resources-ExtIEs} }
}

SharedResourceType-ULDL-Sharing-DL-Resources-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SharedResourceType-ULDL-Sharing-DL-ResourcesChanged ::= SEQUENCE {
	dl-resourceBitmap			DataTrafficResources,
	iE-Extensions			ProtocolExtensionContainer { {SharedResourceType-ULDL-Sharing-DL-ResourcesChanged-ExtIEs} } OPTIONAL,
	...
}

SharedResourceType-ULDL-Sharing-DL-ResourcesChanged-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SK-COUNTER ::= INTEGER (0..65535)

SliceAvailableCapacity ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF SliceAvailableCapacity-Item

SliceAvailableCapacity-Item	::= SEQUENCE {
	pLMNIdentity						PLMN-Identity,
	sNSSAIAvailableCapacity-List		SNSSAIAvailableCapacity-List,
	iE-Extensions						ProtocolExtensionContainer { { SliceAvailableCapacity-Item-ExtIEs} }	OPTIONAL,
	...
}


SliceAvailableCapacity-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIAvailableCapacity-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAIAvailableCapacity-Item

SNSSAIAvailableCapacity-Item ::= SEQUENCE {
	sNSSAI		S-NSSAI,
	sliceAvailableCapacityValueDownlink	INTEGER (0..100),
	sliceAvailableCapacityValueUplink	INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { SNSSAIAvailableCapacity-Item-ExtIEs } }	OPTIONAL
}

SNSSAIAvailableCapacity-Item-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SliceRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF SliceRadioResourceStatus-Item

SliceRadioResourceStatus-Item	::= SEQUENCE {
	plmn-Identity						PLMN-Identity,
	sNSSAIRadioResourceStatus-List		SNSSAIRadioResourceStatus-List,
	iE-Extensions						ProtocolExtensionContainer { { SliceRadioResourceStatus-Item-ExtIEs} }	OPTIONAL,
	...
}

SliceRadioResourceStatus-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
SLPositioning-Ranging-Services-Info::= SEQUENCE{
	sLPositioning-Ranging-Authorized	SLPositioning-Ranging-Authorized,
	rSPP-transport-QoS-parameters		RSPP-transport-QoS-parameters		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SLPositioning-Ranging-Services-Info-ExtIEs} }		OPTIONAL
}

SLPositioning-Ranging-Services-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SLPositioning-Ranging-Authorized ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

RSPP-transport-QoS-parameters ::= SEQUENCE {
	rSPPQoSFlowList				RSPPQoSFlowList,
	rSPPLinkAggregateBitRates	BitRate												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RSPP-transport-QoS-parameters-ExtIEs} }	OPTIONAL,
	...
}

RSPP-transport-QoS-parameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
...
}

RSPPQoSFlowList ::= SEQUENCE (SIZE(1..maxnoofRSPPQoSFlows)) OF RSPPQoSFlowItem

RSPPQoSFlowItem ::= SEQUENCE {
	pQI					FiveQI,
	rSPPFlowBitRates	RSPPFlowBitRates										OPTIONAL,
	range				Range													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RSPPQoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

RSPPQoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
...
}

RSPPFlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { RSPPFlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

RSPPFlowBitRates-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SNSSAIRadioResourceStatus-Item

SNSSAIRadioResourceStatus-Item	::= SEQUENCE {
	sNSSAI								S-NSSAI,
	slice-DL-GBR-PRB-Usage				Slice-DL-GBR-PRB-Usage,
	slice-UL-GBR-PRB-Usage				Slice-UL-GBR-PRB-Usage,
	slice-DL-non-GBR-PRB-Usage			Slice-DL-non-GBR-PRB-Usage,
	slice-UL-non-GBR-PRB-Usage			Slice-UL-non-GBR-PRB-Usage,
	slice-DL-Total-PRB-Allocation		Slice-DL-Total-PRB-Allocation,
	slice-UL-Total-PRB-Allocation		Slice-UL-Total-PRB-Allocation,
	iE-Extensions						ProtocolExtensionContainer { { SNSSAIRadioResourceStatus-Item-ExtIEs} }	OPTIONAL,
	...
}

SNSSAIRadioResourceStatus-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Slice-DL-GBR-PRB-Usage 			::= INTEGER (0..100)

Slice-UL-GBR-PRB-Usage 			::= INTEGER (0..100)

Slice-DL-non-GBR-PRB-Usage 		::= INTEGER (0..100)

Slice-UL-non-GBR-PRB-Usage 		::= INTEGER (0..100)

Slice-DL-Total-PRB-Allocation 	::= INTEGER (0..100)

Slice-UL-Total-PRB-Allocation 	::= INTEGER (0..100)


SliceSupport-List	::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF S-NSSAI

SliceToReport-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF SliceToReport-List-Item

SliceToReport-List-Item	::= SEQUENCE {
	pLMNIdentity				PLMN-Identity,
	sNSSAIlist					SNSSAI-list,
	iE-Extensions						ProtocolExtensionContainer { { SliceToReport-List-Item-ExtIEs} }	OPTIONAL,
	...
}


SliceToReport-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAI-list ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAI-Item

SNSSAI-Item ::= SEQUENCE {
	sNSSAI		S-NSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAI-Item-ExtIEs } }	OPTIONAL
}

SNSSAI-Item-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SlotConfiguration-List ::= SEQUENCE (SIZE (1..maxnoofslots)) OF SlotConfiguration-List-Item

SlotConfiguration-List-Item ::= SEQUENCE {
	slotIndex						INTEGER (0..5119),
	symbolAllocation-in-Slot		SymbolAllocation-in-Slot,
	iE-Extensions				ProtocolExtensionContainer { {SlotConfiguration-List-Item-ExtIEs} }	OPTIONAL,
	...
}

SlotConfiguration-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk515372577]S-NG-RANnode-SecurityKey ::= BIT STRING (SIZE(256))

S-NG-RANnode-Addition-Trigger-Ind ::= ENUMERATED {
	sn-change,
	inter-MN-HO,
	intra-MN-HO,
	...
}

[bookmark: _Hlk515407292]S-NSSAI ::= SEQUENCE {
	sst						OCTET STRING (SIZE(1)),
	sd						OCTET STRING (SIZE(3))							OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {S-NSSAI-ExtIEs} } OPTIONAL,
	...
}

S-NSSAI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNMobilityInformation ::= BIT STRING (SIZE(32))


SNPNIdentity ::= SEQUENCE {
	plmnID				PLMN-Identity,
	nid					NID,
	iE-Extensions		ProtocolExtensionContainer { {SNPNIdentity-ExtIEs} }	OPTIONAL,
	...
}

SNPNIdentity-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SNTriggered ::=ENUMERATED{
	true,
	...
}

SpecialSubframeInfo-E-UTRA ::= SEQUENCE {
	specialSubframePattern	SpecialSubframePatterns-E-UTRA,
	cyclicPrefixDL			CyclicPrefix-E-UTRA-DL,
	cyclicPrefixUL			CyclicPrefix-E-UTRA-UL,
	iE-Extensions			ProtocolExtensionContainer { {SpecialSubframeInfo-E-UTRA-ExtIEs} } OPTIONAL,
	...
}

SpecialSubframeInfo-E-UTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SpecialSubframePatterns-E-UTRA ::= ENUMERATED {
	ssp0,
	ssp1,
	ssp2,
	ssp3,
	ssp4,
	ssp5,
	ssp6,
	ssp7,
	ssp8,
	ssp9,
	ssp10,
	...
}


SpectrumSharingGroupID ::= INTEGER (1..maxnoofCellsinNG-RANnode)

SplitSessionIndicator ::= ENUMERATED {
	split,
	...
}

SplitSRBsTypes ::= ENUMERATED {srb1, srb2, srb1and2, ...}

SPRAvailability ::= ENUMERATED {spr-available, ...}

SRSConfiguration ::= OCTET STRING

SRSPreconfigActivationRequest ::= ENUMERATED {true, sRSRequested, ...}


SSBAreaCapacityValue-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBAreaCapacityValue-List-Item

SSBAreaCapacityValue-List-Item	::= SEQUENCE {
	sSBIndex				INTEGER(0..63),
	ssbAreaCapacityValue	INTEGER (0..100),
	iE-Extensions						ProtocolExtensionContainer { { SSBAreaCapacityValue-List-Item-ExtIEs} }	OPTIONAL,
	...
}


SSBAreaCapacityValue-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SSBAreaRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBAreaRadioResourceStatus-List-Item

SSBAreaRadioResourceStatus-List-Item	::= SEQUENCE {
	sSBIndex								INTEGER(0..63),
	ssb-Area-DL-GBR-PRB-usage	DL-GBR-PRB-usage,
	ssb-Area-UL-GBR-PRB-usage	UL-GBR-PRB-usage,
	ssb-Area-dL-non-GBR-PRB-usage		DL-non-GBR-PRB-usage,
	ssb-Area-uL-non-GBR-PRB-usage		UL-non-GBR-PRB-usage,
	ssb-Area-dL-Total-PRB-usage			DL-Total-PRB-usage,
	ssb-Area-uL-Total-PRB-usage			UL-Total-PRB-usage,
	iE-Extensions						ProtocolExtensionContainer { { SSBAreaRadioResourceStatus-List-Item-ExtIEs} }	OPTIONAL,
	...
}


SSBAreaRadioResourceStatus-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DL-scheduling-PDCCH-CCE-usage		CRITICALITY ignore	EXTENSION DL-scheduling-PDCCH-CCE-usage	PRESENCE optional}|
	{ ID id-UL-scheduling-PDCCH-CCE-usage		CRITICALITY ignore	EXTENSION UL-scheduling-PDCCH-CCE-usage	PRESENCE optional},
	...
}

SSB-Coverage-Modification-List ::= SEQUENCE (SIZE (0..maxnoofSSBAreas)) OF SSB-Coverage-Modification-List-Item

[bookmark: _Hlk120731506]SSB-Coverage-Modification-List-Item ::= SEQUENCE {
	sSBIndex						INTEGER(0..63),
	sSBCoverageState				INTEGER (0..15, ...),
	iE-Extension			ProtocolExtensionContainer { { SSB-Coverage-Modification-List-Item-ExtIEs} } OPTIONAL,
	
	...
}


SSB-Coverage-Modification-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SSB-PositionsInBurst ::= CHOICE {
	shortBitmap						BIT STRING (SIZE (4)),
	mediumBitmap					BIT STRING (SIZE (8)),
	longBitmap						BIT STRING (SIZE (64)),
	choice-extension				ProtocolIE-Single-Container { {SSB-PositionsInBurst-ExtIEs} }
}

SSB-PositionsInBurst-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SSB-freqInfo ::= INTEGER (0..maxNRARFCN)

SSB-subcarrierSpacing ::= ENUMERATED {kHz15, kHz30, kHz120, kHz240, spare3, spare2, spare1, ...}

SSBOffsets-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBOffsets-Item

SSBOffsets-Item ::= SEQUENCE {
	nG-RANnode1SSBOffsets			SSBOffsetInformation										OPTIONAL,
	nG-RANnode2ProposedSSBOffsets	SSBOffsetInformation,
	iE-Extensions					ProtocolExtensionContainer { { SSBOffsets-Item-ExtIEs} }	OPTIONAL,
	...
}

SSBOffsets-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SSBOffsetInformation	::= SEQUENCE {
	sSBIndex			INTEGER(0..63),
	sSBTriggeringOffset			MobilityParametersInformation,
	iE-Extensions				ProtocolExtensionContainer { { SSBOffsetInformation-ExtIEs} }	OPTIONAL,
	...
}

SSBOffsetInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SSBOffsetModificationRange	::= SEQUENCE {
	sSBIndex				INTEGER(0..63),
	sSBobilityParametersModificationRange		MobilityParametersModificationRange,
	iE-Extensions				ProtocolExtensionContainer { { SSBOffsetModificationRange-ExtIEs} }	OPTIONAL,
	...
}

SSBOffsetModificationRange-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SSBToReport-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBToReport-List-Item

SSBToReport-List-Item	::= SEQUENCE {
	sSBIndex				INTEGER(0..63),
	iE-Extensions						ProtocolExtensionContainer { { SSBToReport-List-Item-ExtIEs} }	OPTIONAL,
	...
}


SSBToReport-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SSB-transmissionPeriodicity	::= ENUMERATED {sf10, sf20, sf40, sf80, sf160, sf320, sf640, ...}

SSB-transmissionTimingOffset ::= INTEGER (0..127, ...)

SSB-transmissionBitmap ::= CHOICE {
	shortBitmap			BIT STRING (SIZE (4)),
	mediumBitmap		BIT STRING (SIZE (8)),
	longBitmap			BIT STRING (SIZE (64)),
	choice-extension	ProtocolIE-Single-Container { { SSB-transmisisonBitmap-ExtIEs} }
}

SSB-transmisisonBitmap-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

SuccessfulHOReportInformation	::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportList-Item
SuccessfulHOReportList-Item	::= SEQUENCE {
	successfulHOReport					SuccessfulHOReportContainer,
	iE-Extensions						ProtocolExtensionContainer { { SuccessfulHOReportList-Item-ExtIEs} }	OPTIONAL,
	...
}

SuccessfulHOReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SuccessfulHOReportContainer	::= OCTET STRING

SuccessfulPSCellChangeReportInformation	::= SEQUENCE (SIZE(1.. maxnoofSuccessfulPSCellChangeReports)) OF SuccessfulPSCellChangeReportList-Item
SuccessfulPSCellChangeReportList-Item	::= SEQUENCE {
	successfulPSCellChangeReport		SuccessfulPSCellChangeReportContainer,
	sNMobilityInformation				SNMobilityInformation															OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { SuccessfulPSCellChangeReportList-Item-ExtIEs} }	OPTIONAL,
	...
}

SuccessfulPSCellChangeReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SuccessfulPSCellChangeReportContainer ::= OCTET STRING


SUL-FrequencyBand ::= INTEGER (1..1024)


[bookmark: _Hlk513550990]SUL-Information ::= SEQUENCE {
	sulFrequencyInfo			NRARFCN,
	sulTransmissionBandwidth	NRTransmissionBandwidth,
	iE-Extensions				ProtocolExtensionContainer { {SUL-Information-ExtIEs} } OPTIONAL,
	...
}

SUL-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList			PRESENCE optional }|
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },

...
}

Supported-MBS-FSA-ID-List ::= SEQUENCE (SIZE(1..maxnoofMBSFSAs)) OF MBS-FrequencySelectionArea-Identity

SupportedSULBandList ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF SupportedSULBandItem

SupportedSULBandItem ::= SEQUENCE {
	sulBandItem					SUL-FrequencyBand,
	iE-Extensions				ProtocolExtensionContainer { {SupportedSULBandItem-ExtIEs} } OPTIONAL,
	...
}

SupportedSULBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SurvivalTime ::= INTEGER (0..1920000, ...)


SymbolAllocation-in-Slot ::= CHOICE {
	allDL				SymbolAllocation-in-Slot-AllDL,
	allUL				SymbolAllocation-in-Slot-AllUL,
	bothDLandUL			SymbolAllocation-in-Slot-BothDLandUL,
	choice-extension	ProtocolIE-Single-Container { {SymbolAllocation-in-Slot-ExtIEs} }
}

SymbolAllocation-in-Slot-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


SymbolAllocation-in-Slot-AllDL ::= SEQUENCE {
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-AllDL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-AllDL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SymbolAllocation-in-Slot-AllUL ::= SEQUENCE {
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-AllUL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-AllUL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SymbolAllocation-in-Slot-BothDLandUL ::= SEQUENCE {
	numberofDLSymbols	INTEGER (0..13),
	numberofULSymbols	INTEGER (0..13),
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-BothDLandUL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-BothDLandUL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-permutation		CRITICALITY ignore	EXTENSION Permutation	PRESENCE optional },
	...
}


SNPN-CellBasedMDT::= SEQUENCE {
	sNPN-CellIdListforMDT		SNPN-CellIdListforMDT,
	iE-Extensions				ProtocolExtensionContainer { {SNPN-CellBasedMDT-ExtIEs} } OPTIONAL,
	...
}

SNPN-CellBasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNPN-CellIdListforMDT ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF SNPN-CellIdforMDT-Item

SNPN-CellIdforMDT-Item ::= SEQUENCE {
	nRCGI				NR-CGI,
	nID					NID,
	iE-Extensions		ProtocolExtensionContainer { {SNPN-CellIdforMDT-Item-ExtIEs} }	OPTIONAL,
	...
}

SNPN-CellIdforMDT-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SNPN-TAIBasedMDT ::= SEQUENCE {
	sNPN-TAIListforMDT		SNPN-TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {SNPN-TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

SNPN-TAIBasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNPN-TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF SNPN-TAIforMDT-Item

SNPN-TAIforMDT-Item ::= SEQUENCE {
	plmn-ID				PLMN-Identity,
	tAC					TAC,
	nID					NID,
	iE-Extensions			ProtocolExtensionContainer { {SNPN-TAIforMDT-Item-ExtIEs} } OPTIONAL,
	...
}

SNPN-TAIforMDT-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SNPN-BasedMDT::= SEQUENCE {
	sNPNListforMDT		SNPNListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {SNPN-BasedMDT-ExtIEs} } OPTIONAL,
	...
}

SNPN-BasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SNPNListforMDT ::= SEQUENCE (SIZE(1.. maxnoofMDTSNPNs)) OF SNPNforMDT-Item

SNPNforMDT-Item ::= SEQUENCE {
	plmn-ID				PLMN-Identity,
	nID					NID,
	iE-Extensions		ProtocolExtensionContainer {{SNPNforMDT-Item-ExtIEs}}		OPTIONAL,
	...
}

SNPNforMDT-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




-- T

TABasedMDT ::= SEQUENCE {
	tAListforMDT		TAListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,
	...
}

TABasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




TAIBasedMDT ::= SEQUENCE {
	tAIListforMDT			TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

TAIBasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAIforMDT-Item

TAIforMDT-Item ::= SEQUENCE {
	plmn-ID				PLMN-Identity,
	tAC						TAC,
	iE-Extensions			ProtocolExtensionContainer { {TAIforMDT-Item-ExtIEs} } OPTIONAL,
	...
}

TAIforMDT-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TAC ::= OCTET STRING (SIZE (3))

TAINSAGSupportList ::= SEQUENCE (SIZE(1..maxnoofNSAGs)) OF TAINSAGSupportItem

TAINSAGSupportItem ::= SEQUENCE {
	nSAG-ID								NSAG-ID,
	nSAGSliceSupportList			ExtendedSliceSupportList,
	iE-Extensions		ProtocolExtensionContainer { {TAINSAGSupportItem-ExtIEs} } OPTIONAL,
	...
}

TAINSAGSupportItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
[bookmark: _Hlk151613983]

TAISliceUnavailableCellList	::= SEQUENCE (SIZE(1..maxnoofExtSliceItems)) OF TAISliceUnavailableCellItem

TAISliceUnavailableCellItem ::= SEQUENCE {
	sNSSAI					S-NSSAI,
	sliceAvailabilityList	SliceAvailabilityList,
	iE-Extensions			ProtocolExtensionContainer { {TAISliceUnavailableCellItem-ExtIEs} }	OPTIONAL,
	...
}

TAISliceUnavailableCellItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk160868630]SliceAvailabilityList ::= CHOICE {	
	unavailableCellList			UnavailableCellList,
	availableCellList			AvailableCellList,
	choice-extension		ProtocolIE-Single-Container { {SliceAvailabilityList-ExtIEs} },
	...
}

SliceAvailabilityList-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


AvailableCellList ::= SEQUENCE {
	availableNRCellList					AvailableNRCellList,
	iE-Extensions			ProtocolExtensionContainer { {AvailableCellList-ExtIEs} }	OPTIONAL,
	...
}

AvailableCellList-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AvailableNRCellList ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF NR-CGI

UnavailableCellList ::= SEQUENCE {
	unavailableNRCellList					UnavailableNRCellList,
	iE-Extensions			ProtocolExtensionContainer { {UnavailableCellList-ExtIEs} }	OPTIONAL,
	...
}

UnavailableCellList-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UnavailableNRCellList ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF NR-CGI


[bookmark: _Hlk513554726]TAISupport-List	::= SEQUENCE (SIZE(1..maxnoofsupportedTACs)) OF TAISupport-Item

TAISupport-Item ::= SEQUENCE {
	tac								TAC,
	broadcastPLMNs					SEQUENCE (SIZE(1..maxnoofsupportedPLMNs)) OF BroadcastPLMNinTAISupport-Item,
	iE-Extensions					ProtocolExtensionContainer { {TAISupport-Item-ExtIEs} } OPTIONAL,
	...
}

TAISupport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAC


TABasedQMC ::= SEQUENCE {
	tAListforQMC		TAListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {TABasedQMC-ExtIEs} } OPTIONAL,
	...
}

TABasedQMC-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAC


TAIBasedQMC ::= SEQUENCE {
	tAIListforQMC		TAIListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {TAIBasedQMC-ExtIEs} } OPTIONAL,
	...
}

TAIBasedQMC-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAI-Item


TAI-Item ::= SEQUENCE {
	tAC					TAC,
	pLMN-Identity		PLMN-Identity,
	iE-Extensions		ProtocolExtensionContainer { {TAI-Item-ExtIEs} } OPTIONAL,
	...
}

TAI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TargetCellinEUTRAN ::= OCTET STRING -- This IE is to be encoded according to Global Cell ID in the Last Visited E-UTRAN Cell Information IE, as defined in TS 36.413 [31]



Target-CGI ::= CHOICE {
	nr							NR-CGI,
	e-utra						E-UTRA-CGI,
	choice-extension			ProtocolIE-Single-Container { {TargetCGI-ExtIEs} }
}

TargetCGI-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


TDDULDLConfigurationCommonNR ::= OCTET STRING


TargetCellList ::= SEQUENCE (SIZE(1..maxnoofCHOcells)) OF TargetCellList-Item

TargetCellList-Item ::= SEQUENCE {
	target-cell								Target-CGI,
	iE-Extensions							ProtocolExtensionContainer { { TargetCellList-Item-ExtIEs} } OPTIONAL
}

TargetCellList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Threshold-RSRQ ::= INTEGER(0..127)
Threshold-RSRP ::= INTEGER(0..127)
Threshold-SINR ::= INTEGER(0..127)

TimeSinceFailure ::= INTEGER (0..172800, ...)

TimeSynchronizationAssistanceInformation ::= SEQUENCE {
	timeDistributionIndication					ENUMERATED {enabled, disabled, ...},
	uuTimeSynchronizationErrorBudget			INTEGER (0..1000000, ...)				OPTIONAL,
	-- The above IE shall be present if the Time Distribution Indication IE is set to the value “enabled”
	ie-Extension								ProtocolExtensionContainer { { TimeSynchronizationAssistanceInformation-ExtIEs} } OPTIONAL,
	...	
}

TimeSynchronizationAssistanceInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

	{ ID id-ClockQualityReportingControlInfo	CRITICALITY ignore	EXTENSION ClockQualityReportingControlInfo		PRESENCE optional},
	...
}

TimeToTrigger ::= ENUMERATED {ms0, ms40, ms64, ms80, ms100, ms128, ms160, ms256, ms320, ms480, ms512, ms640, ms1024, ms1280, ms2560, ms5120}


TimeToWait ::= ENUMERATED {
	v1s,
	v2s,
	v5s,
	v10s,
	v20s,
	v60s,
	...
}


TMGI ::= OCTET STRING (SIZE(6))


[bookmark: _Hlk521675633]TNLConfigurationInfo ::= SEQUENCE {
	extendedUPTransportLayerAddressesToAdd			ExtTLAs										OPTIONAL,
	extendedUPTransportLayerAddressesToRemove		ExtTLAs										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TNLConfigurationInfo-ExtIEs} }	OPTIONAL,
	...
}

TNLConfigurationInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TNLA-To-Add-List ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLA-To-Add-Item

TNLA-To-Add-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CPTransportLayerInformation,
	tNLAssociationUsage						TNLAssociationUsage,
	iE-Extensions							ProtocolExtensionContainer { { TNLA-To-Add-Item-ExtIEs} } OPTIONAL
}

TNLA-To-Add-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TNLA-To-Update-List ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLA-To-Update-Item

TNLA-To-Update-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CPTransportLayerInformation,
	tNLAssociationUsage						TNLAssociationUsage 	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { TNLA-To-Update-Item-ExtIEs} } OPTIONAL
}

TNLA-To-Update-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TNLA-To-Remove-List ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLA-To-Remove-Item

TNLA-To-Remove-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CPTransportLayerInformation,
	iE-Extensions							ProtocolExtensionContainer { { TNLA-To-Remove-Item-ExtIEs} } OPTIONAL
}

TNLA-To-Remove-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TNLA-Setup-List ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLA-Setup-Item

TNLA-Setup-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CPTransportLayerInformation,
	iE-Extensions							ProtocolExtensionContainer { { TNLA-Setup-Item-ExtIEs} } OPTIONAL,
	...
}

TNLA-Setup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TNLA-Failed-To-Setup-List ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLA-Failed-To-Setup-Item

TNLA-Failed-To-Setup-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CPTransportLayerInformation,
	cause									Cause,
	iE-Extensions							ProtocolExtensionContainer { { TNLA-Failed-To-Setup-Item-ExtIEs} } OPTIONAL
}

TNLA-Failed-To-Setup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TNLAssociationUsage ::= ENUMERATED {
	ue,
	non-ue,
	both,
	...
}


TransportLayerAddress ::= BIT STRING (SIZE(1..160, ...))


[bookmark: _Hlk513539477]TraceActivation ::= SEQUENCE {
	ng-ran-TraceID			NG-RANTraceID,
	interfaces-to-trace 	BIT STRING { ng-c (0), x-nc (1), uu (2), f1-c (3), e1 (4)} (SIZE(8)),
	trace-depth 			Trace-Depth,
	trace-coll-address		TransportLayerAddress,
	ie-Extension 			ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,
	...
}

TraceActivation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
-- Extension to support MDT –
	{ ID id-TraceCollectionEntityURI	CRITICALITY ignore	EXTENSION URIaddress				PRESENCE optional}|
	{ ID id-MDT-Configuration			CRITICALITY ignore	EXTENSION MDT-Configuration			PRESENCE optional},
	...
}


Trace-Depth ::= ENUMERATED {
	minimum,
	medium,
	maximum,
	minimumWithoutVendorSpecificExtension,
	mediumWithoutVendorSpecificExtension,
	maximumWithoutVendorSpecificExtension,
	...
}

TrafficIndex ::= INTEGER (1..1024, ...)

TrafficProfile ::= CHOICE {
	uPTraffic					QoSFlowLevelQoSParameters,
	nonUPTraffic				NonUPTraffic,
	choice-extension			ProtocolIE-Single-Container { {TrafficProfile-ExtIEs} }
}

TrafficProfile-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

TrafficReleaseType ::= CHOICE {
	fullRelease				AllTrafficIndication,
	partialRelease			TrafficToBeRelease-List,
	choice-extension		ProtocolIE-Single-Container { {TrafficReleaseType-ExtIEs} }
}

TrafficReleaseType-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


TrafficToBeReleaseInformation ::= SEQUENCE {
	releaseType			TrafficReleaseType,
	ie-Extensions 			ProtocolExtensionContainer { {TrafficToBeReleaseInformation-ExtIEs} } OPTIONAL,
	...
}

TrafficToBeReleaseInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficToBeRelease-List ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficToBeRelease-Item

TrafficToBeRelease-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	bHInfoList				BHInfoList		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {TrafficToBeRelease-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficToBeRelease-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDownlink	TSCAssistanceInformation OPTIONAL,
	tSCAssistanceInformationUplink		TSCAssistanceInformation OPTIONAL,
	ie-Extension 			ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} } OPTIONAL,
	...
}

TSCTrafficCharacteristics-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TSCAssistanceInformation ::= SEQUENCE {
	periodicity			INTEGER (0.. 640000, ...),
	burstArrivalTime	OCTET STRING				OPTIONAL,
	ie-Extension 			ProtocolExtensionContainer { { TSCAssistanceInformation-ExtIEs} } OPTIONAL,
	...	
}

TSCAssistanceInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{	ID id-SurvivalTime						CRITICALITY ignore	EXTENSION SurvivalTime							PRESENCE optional}|
	{	ID id-CapabilityForBATAdaptation		CRITICALITY ignore	EXTENSION CapabilityForBATAdaptation		PRESENCE optional}|
	{	ID id-N6JitterInformation				CRITICALITY ignore	EXTENSION N6JitterInformation					PRESENCE optional},
	...
}


TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}


-- U


[bookmark: _Hlk513550597]UEAggregateMaximumBitRate ::= SEQUENCE {
	dl-UE-AMBR				BitRate,
	ul-UE-AMBR				BitRate,
	iE-Extension			ProtocolExtensionContainer { {UEAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

UEAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UEAppLayerMeasConfigInfo ::= SEQUENCE {
	qOEReference					QOEReference,
	qOEMeasConfigAppLayerID			QOEMeasConfAppLayerID				OPTIONAL,
	serviceType						ServiceType,
	qOEMeasStatus					QOEMeasStatus						OPTIONAL,
	containerAppLayerMeasConfig	ContainerAppLayerMeasConfig				OPTIONAL,
	mDTAlignmentInfo				MDTAlignmentInfo					OPTIONAL,
	measCollectionEntityIPAddress	MeasCollectionEntityIPAddress		OPTIONAL,
	areaScopeOfQMC					AreaScopeOfQMC						OPTIONAL,
	s-NSSAIListQoE					S-NSSAIListQoE						OPTIONAL,
	availableRVQoEMetrics			AvailableRVQoEMetrics				OPTIONAL,
	iE-Extension					ProtocolExtensionContainer { {UEAppLayerMeasConfigInfo-ExtIEs} } OPTIONAL,
	...
}

UEAppLayerMeasConfigInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBSCommServiceType				CRITICALITY ignore	EXTENSION MBSCommServiceType							PRESENCE optional }|
	{ ID id-AssistanceInformationQoE-Meas	CRITICALITY ignore	EXTENSION AssistanceInformationQoE-Meas				PRESENCE optional }|
	{ ID id-QoERVQoEReportingPaths			CRITICALITY ignore	EXTENSION QoERVQoEReportingPaths						PRESENCE optional },
	...
}


UEContextKeptIndicator ::= ENUMERATED {true, ...}


[bookmark: _Hlk515363970]UEContextID ::= CHOICE {
	rRCResume				UEContextIDforRRCResume,
	rRRCReestablishment		UEContextIDforRRCReestablishment,
	choice-extension		ProtocolIE-Single-Container { {UEContextID-ExtIEs} }
}

UEContextID-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UEContextIDforRRCResume ::= SEQUENCE {
	i-rnti					I-RNTI,
	allocated-c-rnti			C-RNTI,
	accessPCI				NG-RAN-CellPCI,
	iE-Extension			ProtocolExtensionContainer { {UEContextIDforRRCResume-ExtIEs} } OPTIONAL,
	...
}

UEContextIDforRRCResume-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513997339]UEContextIDforRRCReestablishment ::= SEQUENCE {
	c-rnti					C-RNTI,
	failureCellPCI			NG-RAN-CellPCI,
	iE-Extension			ProtocolExtensionContainer { {UEContextIDforRRCReestablishment-ExtIEs} } OPTIONAL,
	...
}

UEContextIDforRRCReestablishment-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515524243]UEContextInfoRetrUECtxtResp ::= SEQUENCE {
	ng-c-UE-signalling-ref					AMF-UE-NGAP-ID,
	signalling-TNL-at-source				CPTransportLayerInformation,
	ueSecurityCapabilities					UESecurityCapabilities,
	securityInformation						AS-SecurityInformation,
	ue-AMBR									UEAggregateMaximumBitRate,
	pduSessionResourcesToBeSetup-List		PDUSessionResourcesToBeSetup-List,
	rrc-Context								OCTET STRING,
	mobilityRestrictionList					MobilityRestrictionList									OPTIONAL,
	indexToRatFrequencySelectionPriority	RFSP-Index												OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEContextInfoRetrUECtxtResp-ExtIEs} } 	OPTIONAL,
	...
}

UEContextInfoRetrUECtxtResp-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-FiveGCMobilityRestrictionListContainer 	CRITICALITY ignore	EXTENSION FiveGCMobilityRestrictionListContainer		PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitRate		CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitRate	CRITICALITY ignore	EXTENSION LTEUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	EXTENSION UERadioCapabilityID								PRESENCE optional }|
	{ ID id-MBS-SessionInformation-List				CRITICALITY ignore	EXTENSION MBS-SessionInformation-List						PRESENCE optional }|
	{ ID id-NoPDUSessionIndication					CRITICALITY ignore	EXTENSION NoPDUSessionIndication							PRESENCE optional }|
	{ ID id-FiveGProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	EXTENSION UESliceMaximumBitRateList						PRESENCE optional }|
	{ ID id-PositioningInformation					CRITICALITY ignore	EXTENSION PositioningInformation							PRESENCE optional }|
	{ ID id-NRA2XUEPC5AggregateMaximumBitRate		CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-LTEA2XUEPC5AggregateMaximumBitRate		CRITICALITY ignore	EXTENSION LTEUESidelinkAggregateMaximumBitRate			PRESENCE optional },
	...
}


UEHistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCellsinUEHistoryInfo)) OF LastVisitedCell-Item


UEHistoryInformationFromTheUE ::= CHOICE {
	nR						NRMobilityHistoryReport,
	choice-extension			ProtocolIE-Single-Container { {UEHistoryInformationFromTheUE-ExtIEs} }
}

UEHistoryInformationFromTheUE-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UEIdentityIndexValue ::= CHOICE {
	indexLength10				BIT STRING (SIZE(10)),
	choice-extension			ProtocolIE-Single-Container { {UEIdentityIndexValue-ExtIEs} }
}

UEIdentityIndexValue-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

UEIdentityIndexList-MBSGroupPaging ::= SEQUENCE (SIZE(1..maxnoofUEIDIndicesforMBSPaging)) OF UEIdentityIndexList-MBSGroupPaging-Item

UEIdentityIndexList-MBSGroupPaging-Item ::= SEQUENCE {
	ueIdentityIndexList-MBSGroupPagingValue		UEIdentityIndexList-MBSGroupPagingValue,
	pagingDRX									UESpecificDRX		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEIdentityIndexList-MBSGroupPaging-Item-ExtIEs} } 	OPTIONAL,
	...
}

UEIdentityIndexList-MBSGroupPaging-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UEIdentityIndexList-MBSGroupPagingValue ::= CHOICE {
	uEIdentityIndexValueMBSGroupPaging		BIT STRING (SIZE(10)),
	choice-extension			ProtocolIE-Single-Container { {UEIdentityIndexValueMBSGroupPaging-ExtIEs} }
}

UEIdentityIndexValueMBSGroupPaging-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UERadioCapabilityForPaging ::= SEQUENCE {
	uERadioCapabilityForPagingOfNR			UERadioCapabilityForPagingOfNR			OPTIONAL,
	uERadioCapabilityForPagingOfEUTRA		UERadioCapabilityForPagingOfEUTRA		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UERadioCapabilityForPaging-ExtIEs} }	OPTIONAL,
	...
}

UERadioCapabilityForPaging-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UERadioCapabilityForPagingOfNR ::= OCTET STRING

UERadioCapabilityForPagingOfEUTRA ::= OCTET STRING

UERadioCapabilityID ::= OCTET STRING

UERANPagingIdentity ::= CHOICE {
	i-RNTI-full			BIT STRING ( SIZE (40)),
	choice-extension	ProtocolIE-Single-Container { {UERANPagingIdentity-ExtIEs} }
}

UERANPagingIdentity-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk515373258]UERLFReportContainer ::= CHOICE {
	nR-UERLFReportContainer			UERLFReportContainerNR,
	lTE-UERLFReportContainer		UERLFReportContainerLTE,
	choice-Extension		ProtocolIE-Single-Container { {UERLFReportContainer-ExtIEs} }
}
UERLFReportContainer-ExtIEs XNAP-PROTOCOL-IES ::= {
[bookmark: OLE_LINK110][bookmark: OLE_LINK111][bookmark: OLE_LINK31][bookmark: OLE_LINK42][bookmark: OLE_LINK43]	{ID id-UERLFReportContainerLTEExtension	CRITICALITY ignore	TYPE UERLFReportContainerLTEExtension		PRESENCE mandatory},
	...
}

UERLFReportContainerLTE ::= OCTET STRING
-- This IE is a transparent container and includes the rlf-Report-r9 contained in the UEInformationResponse message as defined in TS 36.331 [14].


UERLFReportContainerLTEExtension ::= SEQUENCE {
	ueRLFReportContainerLTE					UERLFReportContainerLTE,
[bookmark: OLE_LINK106]	ueRLFReportContainerLTEExtendBand		UERLFReportContainerLTEExtendBand,
[bookmark: OLE_LINK126][bookmark: OLE_LINK127][bookmark: OLE_LINK130][bookmark: OLE_LINK131][bookmark: OLE_LINK132]	iE-Extensions					ProtocolExtensionContainer { { UERLFReportContainerLTEExtension-ExtIEs} } OPTIONAL,
[bookmark: OLE_LINK128][bookmark: OLE_LINK129]	...
}


UERLFReportContainerLTEExtendBand ::= OCTET STRING
-- This IE is a transparent container and includes the rlf-Report-v9e0 contained in the UEInformationResponse message as defined in TS 36.331 [14].


UERLFReportContainerLTEExtension-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UERLFReportContainerNR ::= OCTET STRING
-- This IE is a transparent container and includes the nr-RLF-Report IE contained in the UEInformationResponse message as defined in TS 38.331 [10].


UESliceMaximumBitRateList ::= SEQUENCE (SIZE(1.. maxnoofSMBR)) OF UESliceMaximumBitRate-Item

UESliceMaximumBitRate-Item ::= SEQUENCE {
	s-NSSAI						S-NSSAI,
	dl-UE-Slice-MBR				BitRate,
	ul-UE-Slice-MBR				BitRate,
	iE-Extensions						ProtocolExtensionContainer { { UESliceMaximumBitRate-Item-ExtIEs} } OPTIONAL,
	...
}

UESliceMaximumBitRate-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UESecurityCapabilities ::= SEQUENCE {
	nr-EncyptionAlgorithms					BIT STRING {nea1-128(1),
														nea2-128(2),
														nea3-128(3)} (SIZE(16, ...)),
	nr-IntegrityProtectionAlgorithms		BIT STRING {nia1-128(1),
														nia2-128(2),
														nia3-128(3)} (SIZE(16, ...)),
	e-utra-EncyptionAlgorithms				BIT STRING {eea1-128(1),
														eea2-128(2),
														eea3-128(3)} (SIZE(16, ...)),
	e-utra-IntegrityProtectionAlgorithms	BIT STRING {eia1-128(1),
														eia2-128(2),
														eia3-128(3)} (SIZE(16, ...)),
	iE-Extension			ProtocolExtensionContainer { {UESecurityCapabilities-ExtIEs} } OPTIONAL,
	...
}

UESecurityCapabilities-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UESpecificDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

ULConfiguration::= SEQUENCE {
	uL-PDCP							UL-UE-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {ULConfiguration-ExtIEs} } OPTIONAL,
	...
}

ULConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UL-UE-Configuration::= ENUMERATED {no-data, shared, only, ...}

ULF1Terminating-BHInfo ::= SEQUENCE {
	ingressBAPRoutingID				BAPRoutingID,
	ingressBHRLCCHID				BHRLCChannelID,
	iE-Extensions		ProtocolExtensionContainer { { ULF1Terminating-BHInfo-ExtIEs} } OPTIONAL,
	...
}

ULF1Terminating-BHInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ULNonF1Terminating-BHInfo ::= SEQUENCE {
	egressBAPRoutingID			BAPRoutingID,
	egressBHRLCCHID				BHRLCChannelID,
	nexthopBAPAddress			BAPAddress,
	iE-Extensions		ProtocolExtensionContainer { { ULNonF1Terminating-BHInfo-ExtIEs} } OPTIONAL,
	...
}

ULNonF1Terminating-BHInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ULForwarding	::= ENUMERATED {ul-forwarding-proposed, ...}

ULForwardingProposal	::= ENUMERATED {ul-forwarding-proposed, ...}

[bookmark: _Hlk513549783]
UL-GBR-PRB-usage::= INTEGER (0..100)


UL-GBR-PRB-usage-for-MIMO::= INTEGER (0..100)

UL-non-GBR-PRB-usage::= INTEGER (0..100)


UL-non-GBR-PRB-usage-for-MIMO::= INTEGER (0..100)

UL-Total-PRB-usage::= INTEGER (0..100)


UL-Total-PRB-usage-for-MIMO::= INTEGER (0..100)


UPTransportLayerInformation ::= CHOICE {
	gtpTunnel					GTPtunnelTransportLayerInformation,
	choice-extension			ProtocolIE-Single-Container { {UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UPTransportParameters ::= SEQUENCE (SIZE(1..maxnoofSCellGroupsplus1)) OF UPTransportParametersItem

UPTransportParametersItem ::= SEQUENCE {
	upTNLInfo		UPTransportLayerInformation,
	cellGroupID		CellGroupID,
	iE-Extension	ProtocolExtensionContainer { {UPTransportParametersItem-ExtIEs} } OPTIONAL,
	...
}

UPTransportParametersItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
		...
}


UserPlaneTrafficActivityReport ::= ENUMERATED {inactive, re-activated, ...}

URIaddress ::= VisibleString

[bookmark: _Hlk148727295]UEAssociatedInfoResult-List ::= SEQUENCE (SIZE(1..maxnoofUEReports)) OF UEAssociatedInfoResult-Item

UEAssociatedInfoResult-Item ::= SEQUENCE {
	uEAssistantIdentifier						NG-RANnodeUEXnAPID,	
	uEPerformance								UEPerformance			OPTIONAL,
	measuredUETrajectory						MeasuredUETrajectory	OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { UEAssociatedInfoResult-Item-ExtIEs} } OPTIONAL,
	...
}

UEAssociatedInfoResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPerformance ::= SEQUENCE {
	dL-UE-AverageThroughput						BitRate					OPTIONAL,
	uL-UE-AverageThroughput						BitRate					OPTIONAL,
	uE-AveragePacketDelay						AveragePacketDelay		OPTIONAL,
	uE-AveragePacketLossDL						PacketLossRate			OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { UEPerformance-ExtIEs} } OPTIONAL,
	...
}

UEPerformance-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPerformanceCollectionConfiguration ::= SEQUENCE {
	collectionTimeDurationForUEPerformance				INTEGER(1..5000, ...),
	iE-Extensions								ProtocolExtensionContainer { { UEPerformanceCollectionConfiguration-ExtIEs} } OPTIONAL,
	...
}

UEPerformanceCollectionConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UETrajectoryCollectionConfiguration ::= SEQUENCE {
	collectionTimeDurationForUETrajectory								INTEGER (1..4096, ...),
	numberOfVisitedCells								INTEGER (1..16, ...)							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UETrajectoryCollectionConfiguration-ExtIEs} }		OPTIONAL,
	...
}

UETrajectoryCollectionConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- V

VehicleUE ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

VolumeTimedReportList ::= SEQUENCE (SIZE(1..maxnooftimeperiods)) OF VolumeTimedReport-Item

VolumeTimedReport-Item ::= SEQUENCE {
	startTimeStamp					OCTET STRING (SIZE(4)),
	endTimeStamp					OCTET STRING (SIZE(4)),
	usageCountUL					INTEGER (0..18446744073709551615),
	usageCountDL					INTEGER (0..18446744073709551615),
	iE-Extensions				ProtocolExtensionContainer { {VolumeTimedReport-Item-ExtIEs} } OPTIONAL,
...
}

VolumeTimedReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- W

WLANMeasurementConfiguration ::= SEQUENCE {
	wlanMeasConfig				WLANMeasConfig,
	wlanMeasConfigNameList		WLANMeasConfigNameList				OPTIONAL,
	wlan-rssi					ENUMERATED {true, ...}				OPTIONAL,
	wlan-rtt					ENUMERATED {true, ...}				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

WLANMeasurementConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofWLANName)) OF WLANName

WLANMeasConfig::= ENUMERATED {setup,...}

WLANName ::= OCTET STRING (SIZE (1..32))


-- X

XnBenefitValue ::= INTEGER (1..8, ...)


-- Y


-- Z


END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Common definitions
--
-- **************************************************************

XnAP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs 									INTEGER ::= 65535
maxProtocolExtensions 							INTEGER ::= 65535
maxProtocolIEs									INTEGER ::= 65535

-- **************************************************************
--
-- Common Data Types
--
-- **************************************************************

Criticality		::= ENUMERATED { reject, ignore, notify }

Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local				INTEGER (0.. maxPrivateIEs),
	global				OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)


ProtocolIE-ID		::= INTEGER (0..maxProtocolIEs)


TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome}

END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-handoverPreparation											ProcedureCode ::= 0
id-sNStatusTransfer												ProcedureCode ::= 1
id-handoverCancel												ProcedureCode ::= 2
id-retrieveUEContext											ProcedureCode ::= 3
id-rANPaging													ProcedureCode ::= 4
id-xnUAddressIndication											ProcedureCode ::= 5
id-uEContextRelease												ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation								ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion							ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation			ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation			ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease							ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease							ProcedureCode ::= 12
id-sNGRANnodeCounterCheck										ProcedureCode ::= 13
id-sNGRANnodeChange												ProcedureCode ::= 14
id-rRCTransfer													ProcedureCode ::= 15
id-xnRemoval													ProcedureCode ::= 16
id-xnSetup														ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate									ProcedureCode ::= 18
id-cellActivation												ProcedureCode ::= 19
id-reset														ProcedureCode ::= 20
id-errorIndication												ProcedureCode ::= 21
id-privateMessage												ProcedureCode ::= 22
id-notificationControl											ProcedureCode ::= 23
id-activityNotification											ProcedureCode ::= 24
id-e-UTRA-NR-CellResourceCoordination							ProcedureCode ::= 25
id-secondaryRATDataUsageReport									ProcedureCode ::= 26
id-deactivateTrace												ProcedureCode ::= 27
id-traceStart													ProcedureCode ::= 28
id-handoverSuccess												ProcedureCode ::= 29
id-conditionalHandoverCancel									ProcedureCode ::= 30
id-earlyStatusTransfer											ProcedureCode ::= 31
id-failureIndication											ProcedureCode ::= 32
id-handoverReport												ProcedureCode ::= 33
id-resourceStatusReportingInitiation							ProcedureCode ::= 34
id-resourceStatusReporting										ProcedureCode ::= 35
id-mobilitySettingsChange										ProcedureCode ::= 36
id-accessAndMobilityIndication									ProcedureCode ::= 37
id-cellTrafficTrace												ProcedureCode ::= 38
id-RANMulticastGroupPaging										ProcedureCode ::= 39
id-scgFailureInformationReport									ProcedureCode ::= 40
id-ProcedureCode41-NotToBeUsed									ProcedureCode ::= 41
id-scgFailureTransfer											ProcedureCode ::= 42
id-f1CTrafficTransfer											ProcedureCode ::= 43
id-iABTransportMigrationManagement								ProcedureCode ::= 44
id-iABTransportMigrationModification							ProcedureCode ::= 45
id-iABResourceCoordination										ProcedureCode ::= 46
id-retrieveUEContextConfirm										ProcedureCode ::= 47
id-cPCCancel													ProcedureCode ::= 48
id-partialUEContextTransfer										ProcedureCode ::= 49
id-rachIndication												ProcedureCode ::= 50
[bookmark: _Hlk148727260]id-dataCollectionReportingInitiation							ProcedureCode ::= 51
id-dataCollectionReporting										ProcedureCode ::= 52



-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxEARFCN									INTEGER ::= 262143
maxnoofAllowedAreas							INTEGER ::= 16
maxnoofAMFRegions							INTEGER ::= 16
maxnoofAoIs									INTEGER ::= 64
maxnoofBluetoothName						INTEGER ::= 4
maxnoofBPLMNs								INTEGER ::= 12
maxnoofCAGs									INTEGER ::= 12
maxnoofCAGsperPLMN							INTEGER ::= 256
maxnoofCellIDforMDT							INTEGER ::= 32
maxnoofCellsinAoI							INTEGER ::= 256
maxnoofCellsinUEHistoryInfo					INTEGER ::= 16
maxnoofCellsinNG-RANnode					INTEGER ::= 16384
maxnoofCellsinRNA							INTEGER ::= 32
maxnoofCellsUEMovingTrajectory				INTEGER ::= 16
maxnoofDRBs									INTEGER ::= 32
maxnoofEUTRABands							INTEGER ::= 16
maxnoofEUTRABPLMNs							INTEGER ::= 6
maxnoofEPLMNs								INTEGER ::= 15
maxnoofExtSliceItems						INTEGER ::= 65535
maxnoofEPLMNsplus1							INTEGER ::= 16
maxnoofForbiddenTACs						INTEGER ::= 4096
maxnoofFreqforMDT							INTEGER ::= 8
maxnoofMBSFNEUTRA							INTEGER ::= 8
maxnoofMDTPLMNs								INTEGER ::= 16
maxnoofMultiConnectivityMinusOne			INTEGER ::= 3
maxnoofNeighbours							INTEGER ::= 1024
maxnoofNeighPCIforMDT						INTEGER ::= 32
maxnoofNIDs									INTEGER ::= 12
maxnoofNRCellBands							INTEGER ::= 32
maxnoofPLMNs								INTEGER ::= 16
maxnoofPDUSessions							INTEGER ::= 256
maxnoofProtectedResourcePatterns			INTEGER ::= 16
maxnoofQoSFlows								INTEGER ::= 64
maxnoofQoSParaSets							INTEGER ::= 8
maxnoofRANAreaCodes							INTEGER ::= 32
maxnoofRANAreasinRNA						INTEGER ::= 16
maxnoofRANNodesinAoI						INTEGER ::= 64
maxnoofSCellGroups							INTEGER ::= 3
maxnoofSCellGroupsplus1						INTEGER ::= 4
maxnoofSensorName							INTEGER ::= 3
maxnoofSliceItems							INTEGER ::= 1024
maxnoofSNPNIDs								INTEGER ::= 12
maxnoofsupportedPLMNs						INTEGER ::= 12
maxnoofsupportedTACs						INTEGER ::= 256
maxnoofTAforMDT								INTEGER ::= 8
maxnoofTAI									INTEGER ::= 16
maxnoofTAIsinAoI							INTEGER ::= 16
maxnooftimeperiods							INTEGER ::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofUEContexts							INTEGER ::= 8192
maxNRARFCN									INTEGER ::= 3279165
maxNrOfErrors								INTEGER ::= 256
maxnoofslots								INTEGER ::= 5120
maxnoofExtTLAs								INTEGER ::= 16
maxnoofGTPTLAs								INTEGER ::= 16
maxnoofCHOcells								INTEGER ::= 8
maxnoofPC5QoSFlows 							INTEGER ::= 2064
maxnoofSSBAreas								INTEGER ::= 64
maxnoofRAReports							INTEGER ::= 64
maxnoofNRSCSs								INTEGER ::= 5
maxnoofPhysicalResourceBlocks				INTEGER ::= 275
maxnoofAdditionalPDCPDuplicationTNL			INTEGER ::= 2
maxnoofRLCDuplicationstate					INTEGER ::= 3
maxnoofWLANName								INTEGER ::= 4
maxnoofNonAnchorCarrierFreqConfig			INTEGER ::= 15
maxnoofDataForwardingTunneltoE-UTRAN		INTEGER ::= 256
maxnoofMBSFSAs								INTEGER ::= 256
maxnoofUEIDIndicesforMBSPaging				INTEGER ::= 4096
maxnoofMBSQoSFlows							INTEGER ::= 64
maxnoofMRBs									INTEGER ::= 32
maxnoofCellsforMBS							INTEGER ::= 8192
maxnoofMBSServiceAreaInformation			INTEGER ::= 256
maxnoofTAIforMBS							INTEGER ::= 1024
maxnoofAssociatedMBSSessions				INTEGER ::= 32
maxnoofMBSSessions							INTEGER ::= 256
maxnoofSuccessfulHOReports					INTEGER ::= 64
maxnoofPSCellsPerSN							INTEGER ::= 8
maxnoofNR-UChannelIDs						INTEGER ::= 16
maxnoofCellsinCHO							INTEGER ::= 8
maxnoofCHOexecutioncond						INTEGER ::= 2
maxnoofServedCellsIAB						INTEGER ::= 512
maxnoofServingCells							INTEGER ::= 32
maxnoofBHInfo								INTEGER ::= 1024
maxnoofTrafficIndexEntries					INTEGER	::=	1024
maxnoofTLAsIAB								INTEGER	::=	1024
maxnoofBAPControlPDURLCCHs					INTEGER ::= 2
maxnoofIABSTCInfo							INTEGER ::= 45
maxnoofSymbols								INTEGER ::= 14
maxnoofDUFSlots								INTEGER ::= 320
maxnoofHSNASlots							INTEGER ::= 5120
maxnoofRBsetsPerCell						INTEGER ::= 8
maxnoofRBsetsPerCell1						INTEGER ::= 7
maxnoofChildIABNodes						INTEGER ::= 1024
maxnoofPSCellCandidates						INTEGER ::= 8
maxnoofTargetSNs							INTEGER ::= 8
maxnoofUEAppLayerMeas						INTEGER ::= 16
maxnoofSNSSAIforQMC							INTEGER ::= 16
maxnoofCellIDforQMC							INTEGER ::= 32
maxnoofPLMNforQMC							INTEGER ::= 16
maxnoofTAforQMC								INTEGER ::= 8
maxnoofMTCItems								INTEGER ::= 16
maxnoofCSIRSconfigurations					INTEGER ::= 96
maxnoofCSIRSneighbourCells					INTEGER ::= 16
maxnoofCSIRSneighbourCellsInMTC				INTEGER ::= 16
maxnoofNeighbour-NG-RAN-Nodes				INTEGER ::= 256
maxnoofSRBs									INTEGER ::= 5
maxnoofSMBR									INTEGER ::= 8
maxnoofNSAGs								INTEGER ::= 256
maxnoofTargetSNsMinusOne					INTEGER ::= 7
maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255
maxnoofESNPNs								INTEGER ::= 15
maxnoofSuccessfulPSCellChangeReports		INTEGER ::= 64
maxnoofUEsforRAReportIndications			INTEGER ::= 64
maxnoofPSCellsinCPAC						INTEGER ::= 8
maxnoofCPACexecutioncond					INTEGER ::= 2
maxnoofLBTFailureInformation				INTEGER ::= 64
[bookmark: _Hlk148727244]maxnoofCellsTrajectoryPredict				INTEGER ::= 16
maxnoofCellsTrajectory						INTEGER	::=	16
maxFailedCellMeasObjects					INTEGER ::= 124
maxFailedMeasPerNode						INTEGER ::= 124
maxnoofUEReports							INTEGER ::= 16
maxnoofCandidateRelayUEs					INTEGER ::= 32
maxnoofCAGforMDT							INTEGER ::= 256
maxnoofMDTSNPNs								INTEGER ::= 16
maxnoofSecurityConfigurations				INTEGER ::= 8
maxnoofRSPPQoSFlows							INTEGER ::= 2048


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-ActivatedServedCells																				ProtocolIE-ID ::= 0
id-ActivationIDforCellActivation																	ProtocolIE-ID ::= 1
id-admittedSplitSRB																					ProtocolIE-ID ::= 2
id-admittedSplitSRBrelease																			ProtocolIE-ID ::= 3
id-AMF-Region-Information																			ProtocolIE-ID ::= 4
id-AssistanceDataForRANPaging																		ProtocolIE-ID ::= 5
id-BearersSubjectToCounterCheck																		ProtocolIE-ID ::= 6
id-Cause																							ProtocolIE-ID ::= 7
id-cellAssistanceInfo-NR																			ProtocolIE-ID ::= 8
id-ConfigurationUpdateInitiatingNodeChoice															ProtocolIE-ID ::= 9
id-CriticalityDiagnostics																			ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List																	ProtocolIE-ID ::= 11
id-DRBsSubjectToStatusTransfer-List																	ProtocolIE-ID ::= 12
id-ExpectedUEBehaviour																				ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID																				ProtocolIE-ID ::= 14
id-GUAMI																							ProtocolIE-ID ::= 15
id-indexToRatFrequSelectionPriority																	ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest															ProtocolIE-ID ::= 17
id-List-of-served-cells-E-UTRA																		ProtocolIE-ID ::= 18
id-List-of-served-cells-NR																			ProtocolIE-ID ::= 19
id-LocationReportingInformation																		ProtocolIE-ID ::= 20
id-MAC-I																							ProtocolIE-ID ::= 21
id-MaskedIMEISV																						ProtocolIE-ID ::= 22
id-M-NG-RANnodeUEXnAPID																				ProtocolIE-ID ::= 23
id-MN-to-SN-Container																				ProtocolIE-ID ::= 24
id-MobilityRestrictionList																			ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity																			ProtocolIE-ID ::= 26
id-newNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 27
id-UEReportRRCTransfer																				ProtocolIE-ID ::= 28
id-oldNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 29
id-OldtoNewNG-RANnodeResumeContainer																ProtocolIE-ID ::= 30
id-PagingDRX																						ProtocolIE-ID ::= 31
id-PCellID																							ProtocolIE-ID ::= 32
id-PDCPChangeIndication																				ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck																	ProtocolIE-ID ::= 34
id-PDUSessionAdmittedModSNModConfirm																ProtocolIE-ID ::= 35
id-PDUSessionAdmitted-SNModResponse																	ProtocolIE-ID ::= 36
id-PDUSessionNotAdmittedAddReqAck																	ProtocolIE-ID ::= 37
id-PDUSessionNotAdmitted-SNModResponse																ProtocolIE-ID ::= 38
id-PDUSessionReleasedList-RelConf																	ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm																	ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList															ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List																	ProtocolIE-ID ::= 42
[bookmark: _Hlk514063536]id-PDUSessionResourcesNotAdmitted-List																ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList																	ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List																	ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List																	ProtocolIE-ID ::= 46
id-PDUSessionToBeAddedAddReq																		ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired																ProtocolIE-ID ::= 48
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id-S-CPAC-Request																					ProtocolIE-ID ::= 425
id-S-CPAC-Request-Info																				ProtocolIE-ID ::= 426
id-S-CPAC-ReferenceConfigRequest																	ProtocolIE-ID ::= 427
id-S-CPAC-InterSN-ExecutionNotify																	ProtocolIE-ID ::= 428
id-S-CPAC-dataforwardinginfofromSource																ProtocolIE-ID ::= 429
id-CPACcandidatePSCells-wotherInfo-list																ProtocolIE-ID ::= 430
[bookmark: _Hlk148714863]id-eRedcap-Bcast-Information																		ProtocolIE-ID ::= 431
id-NRPagingLongeDRXInformationforRRCINACTIVE														ProtocolIE-ID ::= 432
id-MBS-AssistanceInformation																		ProtocolIE-ID ::= 433
id-QMCCoordinationRequest																			ProtocolIE-ID ::= 434
id-QMCCoordinationResponse																			ProtocolIE-ID ::= 435
id-QoE-Measurement-Results																			ProtocolIE-ID ::= 436
id-MBSCommServiceType																				ProtocolIE-ID ::= 437
id-AssistanceInformationQoE-Meas																	ProtocolIE-ID ::= 438
id-ProtocolIE-ID-439-not-to-be-used																	ProtocolIE-ID ::= 439
id-QoERVQoEReportingPaths																			ProtocolIE-ID ::= 440
id-Src-SN-to-Tgt-SNQMCInfoInquiry																	ProtocolIE-ID ::= 441
id-DirectForwardingPathAvailabilityWithSourceMN														ProtocolIE-ID ::= 442
id-CHO-Maxnoof-CondReconfig																			ProtocolIE-ID ::= 443
id-accessed-PSCellID																				ProtocolIE-ID ::= 444
id-conditional-Reconfig-ToCancel-List																ProtocolIE-ID ::= 445
id-CHOinformation-AddReqAck																			ProtocolIE-ID ::= 446
id-CHO-CPAC-Info																					ProtocolIE-ID ::= 447
id-PDUSetQoSParameters																				ProtocolIE-ID ::= 448
id-N6JitterInformation																				ProtocolIE-ID ::= 449
id-ECNMarkingorCongestionInformationReportingRequest												ProtocolIE-ID ::= 450
id-PDUSetbasedHandlingIndicator																		ProtocolIE-ID ::= 451
id-TAISliceUnavailableCellList																		ProtocolIE-ID ::= 452
id-MobileIAB-AuthorizationStatus																	ProtocolIE-ID ::= 453
id-MIAB-MT-BAP-Address																				ProtocolIE-ID ::= 454
id-MobileIABCell																					ProtocolIE-ID ::= 455
id-sk-Counter																						ProtocolIE-ID ::= 456
id-Source-M-NG-RANnodeID																			ProtocolIE-ID ::= 457
id-S-CPAC-CompleteConfig-Indicator																	ProtocolIE-ID ::= 458
id-SourceSN-to-TargetSN-QMCInfo																		ProtocolIE-ID ::= 459
id-RegistrationRequestForDataCollection																ProtocolIE-ID ::= 460
id-ReportCharacteristicsForDataCollection															ProtocolIE-ID ::= 461
id-ReportingPeriodicityForDataCollection															ProtocolIE-ID ::= 462
id-NodeAssociatedInfoResult																			ProtocolIE-ID ::= 463
id-SLPositioning-Ranging-Services-Info																ProtocolIE-ID ::= 464
id-SRSPreconfigActivationRequest																	ProtocolIE-ID ::= 1500
id-RequestedSRSPreconfig																			ProtocolIE-ID ::= 1501


END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

XnAP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	maxPrivateIEs,
	maxProtocolExtensions,
	maxProtocolIEs,
	Criticality,
	Presence,
	PrivateIE-ID,
	ProtocolIE-ID	
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

XNAP-PROTOCOL-IES ::= CLASS {
	&id				ProtocolIE-ID 			UNIQUE,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Protocol IE pairs
--
-- **************************************************************

XNAP-PROTOCOL-IES-PAIR ::= CLASS {
	&id						ProtocolIE-ID 		UNIQUE,
	&firstCriticality		Criticality,
	&FirstValue,
	&secondCriticality		Criticality,
	&SecondValue,
	&presence				Presence
}
WITH SYNTAX {
	ID						&id
	FIRST CRITICALITY 		&firstCriticality
	FIRST TYPE				&FirstValue
	SECOND CRITICALITY 		&secondCriticality
	SECOND TYPE				&SecondValue
	PRESENCE				&presence
}

-- **************************************************************
--
-- Class Definition for Protocol Extensions
--
-- **************************************************************

XNAP-PROTOCOL-EXTENSION ::= CLASS {
	&id					ProtocolIE-ID 		UNIQUE,
	&criticality		Criticality,
	&Extension,
	&presence			Presence
}
WITH SYNTAX {
	ID					&id
	CRITICALITY			&criticality
	EXTENSION			&Extension
	PRESENCE			&presence
}

-- **************************************************************
--
-- Class Definition for Private IEs
--
-- **************************************************************

XNAP-PRIVATE-IES ::= CLASS {
	&id					PrivateIE-ID,
	&criticality		Criticality,
	&Value,
	&presence			Presence
}
WITH SYNTAX {
	ID					&id
	CRITICALITY			&criticality
	TYPE				&Value
	PRESENCE			&presence
}

-- **************************************************************
--
-- Container for Protocol IEs
--
-- **************************************************************

ProtocolIE-Container {XNAP-PROTOCOL-IES : IEsSetParam} ::=
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Single-Container {XNAP-PROTOCOL-IES : IEsSetParam} ::= 	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {XNAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {
	id				XNAP-PROTOCOL-IES.&id					({IEsSetParam}),
	criticality		XNAP-PROTOCOL-IES.&criticality			({IEsSetParam}{@id}),
	value			XNAP-PROTOCOL-IES.&Value				({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol IE Pairs
--
-- **************************************************************

ProtocolIE-ContainerPair {XNAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {XNAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {
	id					XNAP-PROTOCOL-IES-PAIR.&id					({IEsSetParam}),
	firstCriticality	XNAP-PROTOCOL-IES-PAIR.&firstCriticality	({IEsSetParam}{@id}),
	firstValue			XNAP-PROTOCOL-IES-PAIR.&FirstValue			({IEsSetParam}{@id}),
	secondCriticality	XNAP-PROTOCOL-IES-PAIR.&secondCriticality	({IEsSetParam}{@id}),
	secondValue			XNAP-PROTOCOL-IES-PAIR.&SecondValue			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container Lists for Protocol IE Containers
--
-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, XNAP-PROTOCOL-IES : IEsSetParam} ::=
	SEQUENCE (SIZE (lowerBound..upperBound)) OF
	ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, XNAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=
	SEQUENCE (SIZE (lowerBound..upperBound)) OF
	ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************
--
-- Container for Protocol Extensions
--
-- **************************************************************

ProtocolExtensionContainer {XNAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::=	SEQUENCE (SIZE (1..maxProtocolExtensions)) OF
	ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {XNAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {
	id					XNAP-PROTOCOL-EXTENSION.&id				({ExtensionSetParam}),
	criticality			XNAP-PROTOCOL-EXTENSION.&criticality	({ExtensionSetParam}{@id}),
	extensionValue		XNAP-PROTOCOL-EXTENSION.&Extension		({ExtensionSetParam}{@id})
}

-- **************************************************************
--
-- Container for Private IEs
--
-- **************************************************************

PrivateIE-Container {XNAP-PRIVATE-IES : IEsSetParam} ::=
	SEQUENCE (SIZE (1..maxPrivateIEs)) OF
	PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {XNAP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {
	id				XNAP-PRIVATE-IES.&id			({IEsSetParam}),
	criticality		XNAP-PRIVATE-IES.&criticality	({IEsSetParam}{@id}),
	value			XNAP-PRIVATE-IES.&Value			({IEsSetParam}{@id})
}

END
-- ASN1STOP


//****** End of Change ******//
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