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8.3.1	S-NG-RAN node Addition Preparation
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The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE. Possible parallel requests are identified by the PCell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _CR8_3_1_2]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.
//skip the unchanged part
If the Conditional PSCell Addition Information Request IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, consider that the request concerns CPAC, as described in TS 37.340 [8]. Accordingly, the S-NG-RAN node shall, if supported, include the Conditional PSCell Addition Information Acknowledge IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.
If the S-CPAC Request Information IE is contained in the Conditional PSCell Addition Information Request IE included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, consider that the procedure is triggered for S-CPAC preparation. If the S-NG-RAN node accepts the request as a S-CPAC preparation, it shall include the Candidate PSCell with Other Information List IE in the Conditional PSCell Addition Information Acknowledge IE.
If the S-CPAC Reference Configuration Request IE set to "request" is contained in the Conditional PSCell Addition Information Request IE included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, provide the SCG reference configuration for S-CPAC.
If the S-CPAC Multiple Target S-NG-RAN Node List IE is contained within the S-CPAC Request Information IE in the Conditional PSCell Addition Information Request IE included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, consider that the information pertains to a list of PSCells suggested for other candidate SN(s) may also be prepared for S-CPAC, and act as described in TS 37.340 [8].
[bookmark: _CR8_3_1_3]If the S-CPAC Multiple Target S-NG-RAN Node List IE is contained within the S-CPAC Request Information IE in the Conditional PSCell Addition Information Request IE included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, include the Direct Forwarding Path Availability IE set to "direct path available" in the Direct Forwarding Path Information List IE in the Conditional PSCell Addition Information Acknowledge IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message if the direct forwarding path is available between the S-NG-RAN node and other candidate SN node indicated by the Target S-NG-RAN node ID IE for S-CPAC.
If the Conditional PSCell Addition Information Acknowledge IE is included in the S-NODE ADDITION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, consider the indicated PSCells are selected by the target SN as candidate PSCells for CPAC. 
If the S-NG-RAN node applied a complete configuration for a specific PSCell, e.g., as part of preparation of S-CPAC, the S-NG-RAN node shall inform the M-NG-RAN node by including the S-CPAC Complete Configuration Indicator IE in the Candidate PSCell with Other Information Item IE in the Conditional PSCell Addition Information Acknowledge IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.
If the CG-CandidateList is included in the S-NG-RAN node to M-NG-RAN node Container IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, use it for the purpose of CPAC.
If the Estimated Arrival Probability IE is contained in the Conditional PSCell Addition Information Request IE included in the S-NODE ADDITION REQUEST message, then the candidate target S-NG-RAN node may use the information to allocate necessary resources for the incoming CPAC procedure.
------------- Next Change---------------
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This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	
//skip the unchanged part

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source NG-RAN node for intra-system handover, or between the target S-NG-RAN node and the source SN in e.g.NR-DC to NR-DC (conditional) handover. 
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Acknowledge
	O
	
	
	
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	[bookmark: _Hlk151481193]>Candidate PSCell with Other Information List
	
	0..1
	
	
	YES
	reject

	>>Candidate PSCell with Other Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>>S-CPAC Complete Configuration Indicator
	O
	
	Complete Configuration Indicator
9.2.3.194
	
	–
	

	>Direct Forwarding Path Information List
	
	0..1
	
	
	YES
	ignore

	>>Direct Forwarding Path Information Item
	
	1 .. <maxnoofTargetSNsMinusOne>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	Other candidate SN under preparation for S-CPAC.
	–
	

	>>>Direct Forwarding Path Availability
	M
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between  candidate SN and other candidate SN indicated by  Target S-NG-RAN node ID IE for S-CPAC.
	–
	

	SN Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to PSCell change; T-SN provides it in order to enable later analysis of the conditions that led to wrong PSCell change.
	YES
	ignore

	QMC Coordination Response
	O
	
	9.2.3.198
	
	YES
	ignore

	CHO Information SN Addition Acknowledge
	O
	
	
	
	YES
	ignore

	>PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	PCell indicated in the corresponding S-NODE ADDITION REQUEST message.
	–
	

	Direct Forwarding Path Availability with source M-NG-RAN node
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source M-NG-RAN node.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8

	maxnoofTargetSNsMinusOne
	Maximum no. of the target S-NG-RAN nodes minus 1. Value is 7



------------- Next Change---------------
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedReportIntervalMDT,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-LTEA2XUEPC5AggregateMaximumBitRate,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-PDUSession-PairID,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRA2XUEPC5AggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation,
	id-QoSMonitoringRequest,
	id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo,
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	id-RRCConnReestab-Indicator,
	id-SourceDLForwardingIPAddress,
	id-SourceNodeDLForwardingIPAddress,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-BeamMeasurementIndicationM1,
	id-Supported-MBS-FSA-ID-List,
	id-MBS-AssistanceInformation,
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
	id-SliceRadioResourceStatus-List,
	id-CompositeAvailableCapacitySupplementaryUplink,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-NR-U-Channel-List,
	id-NR-U-ChannelInfo-List,
	id-MIMOPRBusageInformation,
	id-UEAssistantIdentifier,
	id-IAB-MT-Cell-List,
	id-NoPDUSessionIndication,
	id-permutation,
	id-UL-GNB-DU-Cell-Resource-Configuration,
	id-DL-GNB-DU-Cell-Resource-Configuration,
	id-tdd-GNB-DU-Cell-Resource-Configuration,
	id-Additional-Measurement-Timing-Configuration-List,
	id-SurvivalTime,
	id-Local-NG-RAN-Node-Identifier,
	id-Neighbour-NG-RAN-Node-List,
	id-FiveGProSeUEPC5AggregateMaximumBitRate,
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-Full-and-Short-I-RNTI-Profile-List,
	id-QosFlowMappingIndication,
	id-EquivalentSNPNs,
	id-CHOTimeBasedInformation,
	id-ChannelOccupancyTimePercentageUL,
	id-EnergyDetectionThresholdUL,
	id-PSCellListContainer,
	id-RadioResourceStatusNR-U,
	id-FiveGProSeLayer2Multipath,
	id-FiveGProSeLayer2UEtoUERelay,
	id-FiveGProSeLayer2UEtoUERemote,
	id-ClockQualityReportingControlInfo,
	id-CapabilityForBATAdaptation,
	id-PNI-NPNBasedMDT,
	id-PNI-NPN-AreaScopeofMDT,
	id-SNPN-CellBasedMDT,
	id-SNPN-TAIBasedMDT,
	id-SNPN-BasedMDT,
	id-S-CPAC-Request,
	id-S-CPAC-Request-Info,
	id-S-CPAC-ReferenceConfigRequest,
	id-S-CPAC-InterSN-ExecutionNotify,
	id-S-CPAC-dataforwardinginfofromSource,
	id-S-CPAC-CompleteConfig-Indicator,
	id-CPACcandidatePSCells-wotherInfo-list,
[bookmark: _Hlk148714609]	id-eRedcap-Bcast-Information,
	id-NRPagingLongeDRXInformationforRRCINACTIVE,
	id-MBSCommServiceType,
	id-AssistanceInformationQoE-Meas,
	id-QoERVQoEReportingPaths,
	id-DirectForwardingPathAvailability,
	id-CHO-CPAC-Info,
	id-CHO-Maxnoof-CondReconfig,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-TAISliceUnavailableCellList,
	id-MobileIABCell,
id-DirectForwardingPathInformationList,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEPLMNsplus1,
	maxnoofEUTRABands,
	maxnoofEUTRABPLMNs,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighbours,
	maxnoofNIDs,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofQoSParaSets,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSCellGroups,
	maxnoofSCellGroupsplus1,
	maxnoofSliceItems,
	maxnoofExtSliceItems,
	maxnoofSNPNIDs,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
	maxnoofTAIsinAoI,
	maxnoofTNLAssociations,
	maxnoofUEContexts,
	maxNRARFCN,
	maxNrOfErrors,
	maxnoofRANNodesinAoI,
	maxnooftimeperiods,
	maxnoofslots,
	maxnoofExtTLAs,
	maxnoofGTPTLAs,
	maxnoofCHOcells,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofRAReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationstate,
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,
	maxnoofSensorName,
	maxnoofNeighPCIforMDT,
	maxnoofFreqforMDT,
	maxnoofNonAnchorCarrierFreqConfig,
	maxnoofDataForwardingTunneltoE-UTRAN,
	maxnoofUEIDIndicesforMBSPaging,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMRBs,
	maxnoofCellsforMBS,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofAssociatedMBSSessions,
	maxnoofMBSSessions,
	maxnoofSuccessfulHOReports,
	maxnoofPSCellsPerSN,
	maxnoofNR-UChannelIDs,
	maxnoofCellsinCHO,
	maxnoofCHOexecutioncond,
	maxnoofServingCells,
	maxnoofBHInfo,
	maxnoofTLAsIAB,
	maxnoofTrafficIndexEntries,
	maxnoofBAPControlPDURLCCHs,
	maxnoofServedCellsIAB,
	maxnoofDUFSlots,
	maxnoofSymbols,
	maxnoofHSNASlots,
	maxnoofRBsetsPerCell,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofPSCellCandidates,
	maxnoofTargetSNs,
	maxnoofUEAppLayerMeas,
	maxnoofSNSSAIforQMC,
	maxnoofCellIDforQMC,
	maxnoofPLMNforQMC,
	maxnoofTAforQMC,
	maxnoofMTCItems,
	maxnoofCSIRSconfigurations,
	maxnoofCSIRSneighbourCells,
	maxnoofCSIRSneighbourCellsInMTC,
	maxnoofNeighbour-NG-RAN-Nodes,
	maxnoofSRBs,
	maxnoofSMBR,
	maxnoofNSAGs,
	maxnoofRBsetsPerCell1,
	maxnoofTargetSNsMinusOne,
	maxnoofThresholdsForExcessPacketDelay,
	maxnoofESNPNs,
	maxnoofSuccessfulPSCellChangeReports,
[bookmark: _Hlk133929443]	maxnoofUEsforRAReportIndications,
	maxnoofPSCellsinCPAC,
	maxnoofCPACexecutioncond,
	maxnoofLBTFailureInformation,
	maxnoofCellsTrajectoryPredict,
	maxnoofCellsTrajectory,
	maxFailedCellMeasObjects,
	maxFailedMeasPerNode,
	maxnoofUEReports,
	maxnoofCandidateRelayUEs,
	maxnoofCAGforMDT,
	maxnoofMDTSNPNs,
	maxnoofSecurityConfigurations,
	maxnoofRSPPQoSFlows


FROM XnAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM XnAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES
FROM XnAP-Containers;

------------- Next Change---------------

-- C
//////////////////////////////////////////Skip the unchanged part/////////////////////////////////////
CPAInformationRequest ::= SEQUENCE {
	max-no-of-pscells					INTEGER (1..maxnoofPSCellCandidates, ...),
	cpac-EstimatedArrivalProbability	CHO-Probability 	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CPAInformationRequest-ExtIEs} } OPTIONAL,
	...
}

CPAInformationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-CPAC-Request-Info				CRITICALITY reject		EXTENSION	S-CPAC-Request-Info						PRESENCE		optional}|
	{ ID id-S-CPAC-ReferenceConfigRequest	CRITICALITY ignore		EXTENSION	S-CPAC-ReferenceConfig-Request		PRESENCE		optional},
	...
}

CPAInformationAck ::= SEQUENCE {
	candidate-pscells					CPACcandidatePSCells-list,
	iE-Extensions		ProtocolExtensionContainer { { CPAInformationAck-ExtIEs} } OPTIONAL,
	...
}

CPAInformationAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CPACcandidatePSCells-wotherInfo-list	CRITICALITY reject		EXTENSION CPACcandidatePSCells-wotherInfo-list		PRESENCE optional}|
{ ID id-DirectForwardingPathInformationList	CRITICALITY ignore		EXTENSION DirectForwardingPathInformationList		PRESENCE optional},
	...
}

//////////////////////////////////////////Skip the unchanged part/////////////////////////////////////
------------- Next Change---------------
-- D
//////////////////////////////////////////Skip the unchanged part/////////////////////////////////////



DirectForwardingPathInformationList ::= SEQUENCE (SIZE(1..maxnoofTargetSNsMinusOne)) OF DirectForwardingPathInformation-Item

DirectForwardingPathInformation-Item ::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	directForwardingPathAvailability		DirectForwardingPathAvailability,
	iE-Extensions		ProtocolExtensionContainer { { DirectForwardingPathInformation-Item-ExtIEs} } OPTIONAL,
	...
}

DirectForwardingPathInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


------------- Next Change---------------
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//////////////////////////////////////////Skip the unchanged part/////////////////////////////////////


-- **************************************************************
--
-- IEs
--
-- **************************************************************

//////////////////////////////////////////Skip the unchanged part/////////////////////////////////////
id-S-CPAC-Request																					ProtocolIE-ID ::= 425
id-S-CPAC-Request-Info																				ProtocolIE-ID ::= 426
id-S-CPAC-ReferenceConfigRequest																	ProtocolIE-ID ::= 427
id-S-CPAC-InterSN-ExecutionNotify																	ProtocolIE-ID ::= 428
id-S-CPAC-dataforwardinginfofromSource																ProtocolIE-ID ::= 429
id-CPACcandidatePSCells-wotherInfo-list																ProtocolIE-ID ::= 430
[bookmark: _Hlk148714863]id-eRedcap-Bcast-Information																		ProtocolIE-ID ::= 431
id-NRPagingLongeDRXInformationforRRCINACTIVE														ProtocolIE-ID ::= 432
id-MBS-AssistanceInformation																		ProtocolIE-ID ::= 433
id-QMCCoordinationRequest																			ProtocolIE-ID ::= 434
id-QMCCoordinationResponse																			ProtocolIE-ID ::= 435
id-QoE-Measurement-Results																			ProtocolIE-ID ::= 436
id-MBSCommServiceType																				ProtocolIE-ID ::= 437
id-AssistanceInformationQoE-Meas																	ProtocolIE-ID ::= 438
id-ProtocolIE-ID-439-not-to-be-used																	ProtocolIE-ID ::= 439
id-QoERVQoEReportingPaths																			ProtocolIE-ID ::= 440
id-Src-SN-to-Tgt-SNQMCInfoInquiry																	ProtocolIE-ID ::= 441
id-DirectForwardingPathAvailabilityWithSourceMN														ProtocolIE-ID ::= 442
id-CHO-Maxnoof-CondReconfig																			ProtocolIE-ID ::= 443
id-accessed-PSCellID																				ProtocolIE-ID ::= 444
id-conditional-Reconfig-ToCancel-List																ProtocolIE-ID ::= 445
id-CHOinformation-AddReqAck																			ProtocolIE-ID ::= 446
id-CHO-CPAC-Info																					ProtocolIE-ID ::= 447
id-PDUSetQoSParameters																				ProtocolIE-ID ::= 448
id-N6JitterInformation																				ProtocolIE-ID ::= 449
id-ECNMarkingorCongestionInformationReportingRequest												ProtocolIE-ID ::= 450
id-PDUSetbasedHandlingIndicator																		ProtocolIE-ID ::= 451
id-TAISliceUnavailableCellList																		ProtocolIE-ID ::= 452
id-MobileIAB-AuthorizationStatus																	ProtocolIE-ID ::= 453
id-MIAB-MT-BAP-Address																				ProtocolIE-ID ::= 454
id-MobileIABCell																					ProtocolIE-ID ::= 455
id-sk-Counter																						ProtocolIE-ID ::= 456
id-Source-M-NG-RANnodeID																			ProtocolIE-ID ::= 457
id-S-CPAC-CompleteConfig-Indicator																	ProtocolIE-ID ::= 458
id-SourceSN-to-TargetSN-QMCInfo																		ProtocolIE-ID ::= 459
id-RegistrationRequestForDataCollection																ProtocolIE-ID ::= 460
id-ReportCharacteristicsForDataCollection															ProtocolIE-ID ::= 461
id-ReportingPeriodicityForDataCollection															ProtocolIE-ID ::= 462
id-NodeAssociatedInfoResult																			ProtocolIE-ID ::= 463
id-SLPositioning-Ranging-Services-Info																ProtocolIE-ID ::= 464
id-DirectForwardingPathInformationList                                                            ProtocolIE-ID ::= xxx
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