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[bookmark: OLE_LINK2]<<<<<<<<<<<<<<<<<<<< Start Change >>>>>>>>>>>>>>>>>>>>
8.6.2	TA Information Transfer
8.6.2.1	General
The purpose of the TA Information Transfer procedure is to enable the NG-RAN node1 to send the TA related information to the NG-RAN node2. The procedure uses non UE-associated signalling.
For dual connectivity, the TA Information Transfer procedure is to enable the S-NG-RAN node1 to send the TA related information to the S-NG-RAN node2, via the M-NG-RAN node.
8.6.2.2	Successful Operation


Figure 8.6.2.2-1: TA Information Transfer procedure. Successful operation. 


Figure 8.6.2.2-2: TA Information Transfer procedure for dual connectivity. Successful operation. 
The NG-RAN node1 initiates the procedure by sending a TA INFORMATION TRANSFER message. 
Dual Connectivity
The S-NG-RAN node1 initiates the procedure by sending a TA INFORMATION TRANSFER message to the M-NG-RAN node. The M-NG-RAN node forwards the TA INFORMATION TRANSFER message to the S-NG-RAN node2.
If the Serving gNB ID IE is included in the TA INFORMATION TRANSFER message, the M-NG-RAN node shall, if supported, forward the message to the S-NG-RAN node2 indicated by the Serving gNB ID IE.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.1.5	Messages for L1/L2 Triggered Mobility

9.1.5.4	TA INFORMATION TRANSFER
This message is sent by the NG-RAN node1 to inform the NG-RAN node2 about the Timing Advance value and related information.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	TA Information List
	
	1
	
	
	YES
	reject

	>TA Information Transfer Item
	
	<1… maxnoofTAList>
	
	
	–
	

	>>Early RACH Resources Requester ID
	M
	
	9.2.3.220
	Identifies the entity requesting Early RACH resources.
	–
	

	>>Candidate Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>TA Value
	M
	
	INTEGER (0..4095)
	Indicates the TA value as defined in TS 38.213 [40].
	–
	

	>>Preamble Index
	M
	
	INTEGER (0..63)
	
	–
	

	>>RA-RNTI
	M
	
	INTEGER (0..65535, ...)
	RA-RNTI as defined in TS 38.321 [35].
	–
	

	>>Tag ID Pointer
	O
	
	OCTET STRING
	Includes the tag-Id-ptr contained in the TCI-UL-State IE or the TCI-State IE, as defined in TS 38.331 [10].
	–
	

	>>Serving gNB ID
	O
	
	Global gNB ID 9.2.2.1
	Indicates the serving SN in case of inter-SN SCG LTM.
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAList
	Maximum no. of TA values to be sent, the maximum value is 8. 



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

===================<skip unchanged part>====================

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
===================<skip unchanged part>====================

id-SRS-Resource-Configuration,
	id-SliceToReportForDataCollection-List,
	id-PredictedSliceAvailableCapacity,
	id-SliceMeasurementInitiationResult,
	id-SliceUEPerformance,
	id-FiveGProSeLayer3MHUEtoNetworkRelay,
	id-FiveGProSeLayer2MHUEtoNetworkRelay,
	id-FiveGProSeLayer2MHIntermediateUEtoNetworkRelay,
	id-FiveGProSeLayer2MHRemote,
id-UEAveragePacketLossUL,
	id-SemipersistentPositioningInformation,
id-ServingGNB-ID,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,


-- T

===================<skip unchanged part>====================


TAInformation-List ::= SEQUENCE (SIZE(1..maxnoofTAList)) OF TAInformation-Item


TAInformation-Item ::= SEQUENCE {
	earlyRACHResourcesRequesterID	EarlyRACHResourcesRequesterID,
	candidateCellID					NR-CGI,
	tAValue							TAValue,
	preambleIndex					PreambleIndex,
	rA-RNTI							RA-RNTI,	
tagIDPointer					TagIDPointer	OPTIONAL,
	ie-Extension 					ProtocolExtensionContainer { { TAInformation-Item-ExtIEs} } OPTIONAL,
	...	
}

TAInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ServingGNB-ID	CRITICALITY ignore	EXTENSION GlobalGNB-ID		PRESENCE optional },
...
}
9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
===================<skip unchanged part>====================
-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-ActivatedServedCells																				ProtocolIE-ID ::= 0
id-ActivationIDforCellActivation																	ProtocolIE-ID ::= 1
id-admittedSplitSRB																					ProtocolIE-ID ::= 2
id-admittedSplitSRBrelease																			ProtocolIE-ID ::= 3
id-AMF-Region-Information																			ProtocolIE-ID ::= 4
id-AssistanceDataForRANPaging																		ProtocolIE-ID ::= 5
id-BearersSubjectToCounterCheck																		ProtocolIE-ID ::= 6
id-Cause																							ProtocolIE-ID ::= 7

===================<skip unchanged part>====================

id-LTMInterSNExecutionNotification																	ProtocolIE-ID ::= 535
id-LTMPSCellInformation-AddReq																		ProtocolIE-ID ::= 536
id-LTMPSCellInformation-AddReqAck																	ProtocolIE-ID ::= 537
id-LTMPSCellInformation-UpdateReq																	ProtocolIE-ID ::= 538
id-LTMPSCellInformation-UpdateReqAck																ProtocolIE-ID ::= 539
id-LTMPSCellInformation-UpdateReqired																ProtocolIE-ID ::= 540
id-LTMPSCellInformation-UpdateConfirm																ProtocolIE-ID ::= 541
id-LTMPSCellInformation-ChangeRequired																ProtocolIE-ID ::= 542
id-LTMPSCellInformation-ChangeConfirm																ProtocolIE-ID ::= 543
id-LTM-DC-DataForwarding-Indicator																	ProtocolIE-ID ::= 544
id-SemipersistentPositioningInformation																ProtocolIE-ID ::= 545
id-UEAveragePacketLossUL																			ProtocolIE-ID ::= 546
id-LP-WUS-Disable-Indication																		ProtocolIE-ID ::= 547
[bookmark: _Hlk214880617]id-ContinuousMDT																					ProtocolIE-ID ::= 548
id-ServingGNB-ID                                                                                   ProtocolIE-ID ::= XXX
END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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