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<< Start of Changes >>
9.1.5.1	LTM CONFIGURATION UPDATE 
This message is sent by the NG-RAN node1 to update LTM configuration data.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node 1 UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the NG-RAN node 1
	YES
	reject

	NG-RAN node 2 UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the NG-RAN node 2
	YES
	reject

	LTM Updates to Candidate Node Information
	
	0..1
	
	
	YES
	ignore

	>Reference Configuration
	O
	
	OCTET STRING
	Includes the ltm-ReferenceConfiguration as defined in TS 38.331 [10].
	–
	

	>LTM Configuration ID Mapping List
	O
	
	9.2.3.221
	
	–
	

	>CSI Resource Configuration
	O
	
	9.2.3.223
	
	–
	

	LTM Updates to Candidate Cell Information List
	
	0..1
	
	
	YES
	ignore

	>LTM Updates to Candidate Cell Information Item
	
	1.. <maxnoofLTMCells>
	
	
	–
	

	>>Candidate Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>Early Sync Information
	O
	
	9.2.3.218
	Indicates the consolidated early synchronization information to be used for subsequent LTM.
	–
	

	>>LTM CFRA Resource Information
	O
	
	9.2.3.232
	
	–
	

	>>UE Based TA Measurement Configuration
	O
	
	OCTET STRING
	Includes the ltm-UE-MeasuredTA-ID contained in the LTM-Candidate IE, as defined in TS 38.331 [10], for the LTM candidate cell identified by the Candidate Cell ID IE. 
	–
	

	>>AS Security Information
	O
	
	9.2.3.50
	
	–
	

	>>LTM No Security Change ID
	O
	
	INTEGER(1..9,…)
	Corresponds to the ltm-NoSecurityChangeID IE as defined in TS 38.331 [10]
	–
	

	>>Data Forwarding Info for LTM List
	
	0..1
	
	
	–
	

	>>>Data Forwarding Info for LTM Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>Data Forwarding Info from target NG-RAN node
	M
	
	9.2.1.16
	
	–
	

	>>Last Target NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Indicated only once for a same candidate NG-RAN node.
	–
	

	LTM UE Security Information
	O
	
	9.2.3.230
	
	YES
	ignore



<< End of Changes >>
