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[bookmark: _Toc216994861]9.1.5.7	CSI-RS COORDINATION REQUEST
This message is sent by NG-RAN node1 to NG-RAN node2 to coordinate the activation and deactivation of CSI-RS transmission for a UE at NG-RAN node2 for a UE.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node.
	YES
	reject

	NG-RAN node2 UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node.
	YES
	reject

	CSI-RS Coordination Request List
	
	1
	
	
	YES
	reject

	>CSI-RS Coordination Request Item
	
	1 .. <maxnoofCSIResourceConfigurations>
	
	
	–
	

	>>Transmission Request
	M
	
	ENUMERATED(activate, deactivate, …)
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870645___2]>>CSI Resource Configuration ID
	M
	
	INTEGER (0..111, …)
	Corresponds to information provided in the LTM-CSI-ResourceConfigId IE as defined in TS 38.331 [10].
	–
	

	>>TCI State Information List
	
	0..1
	
	Indicates the TCI states where the semi persistent CSI-RS resource is transmitted. The mapping between the CSI-RS Resource indicated by the LTM CSI Resource Configuration ID IE and the TCI state is defined in TS 38.321 [35].
	–
	

	>>>TCI state information Item
	
	1 .. < maxnoofLTM-CSI-ResourcesPerSet>
	
	
	–
	

	>>>>Joint or DL TCI State ID
	M
	
	OCTET STRING
	Includes the TCI-StateId IE, as defined in TS 38.331 [10].
	–
	



	Range bound
	Explanation

	maxnoofCSIResourceConfigurations
	Maximum number of CSI Resource Configurations. Value is 112.

	maxnoofLTM-CSI-ResourcesPerSet
	Maximum number of LTM CSI-RS resource per set. Value is 512.



[bookmark: _Toc216994862]9.1.5.8	CSI-RS COORDINATION RESPONSE
This message is sent by NG-RAN node2 to NG-RAN node1 to coordinate the activation and deactivation of CSI-RS transmission for a UE at NG-RAN node2 for a UE.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node.
	YES
	reject

	NG-RAN node2 UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node.
	YES
	reject

	CSI-RS Coordination Result List
	
	1
	
	
	YES
	reject

	>CSI-RS Coordination Result Item
	
	1 .. <maxnoofCSIResourceConfigurations>
	
	
	–
	

	>>Transmission Status
	M
	
	ENUMERATED(activated, deactivated, …)
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870655___2]>>CSI Resource Configuration ID
	M
	
	INTEGER (0..111, …)
	Corresponds to information provided in the CSI-ResourceConfigId IE as defined in TS 38.331 [10].
	–
	



	Range bound
	Explanation

	maxnoofCSIResourceConfigurations
	Maximum number of CSI Resource Configurations. Value is 112.
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