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<< Start of Changes >>
[bookmark: OLE_LINK122][bookmark: _Hlk197520246][bookmark: _Hlk211528472]9.3.1.360		CSI-RS Resource Configuration
This IE contains the CSI-RS resource configuration used for LTM.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk199425877]Periodic CSI-RS Resource Configuration To AddModList
	O
	
	OCTET STRING NZP CSI-RS Resource Configuration
9.3.1.x
	Contains the ltm-NZP-CSI-RS-ResourceToAddModList as defined in TS 38.331 [8].

	Semi Persistent CSI-RS Resource Configuration To AddModList
	O
	
	OCTET STRING NZP CSI-RS Resource Configuration
9.3.1.x
	Contains the ltm-NZP-CSI-RS-ResourceToAddModList as defined in TS 38.331 [8].

	[bookmark: OLE_LINK113]CSI-RS Resource Configuration To Release List
	O
	
	OCTET STRING
	Includes the ltm-NZP-CSI-RS-ResourceToReleaseList contained in the LTM-Config IE as defined in TS 38.331 [8].

	Periodic CSI-RS Resource Set Configuration
	O
	
	NZP CSI-RS Resource Set Configuration
9.3.1.y
	

	Semi-Persistent CSI-RS Resource Set Configuration
	O
	
	NZP CSI-RS Resource Set Configuration
9.3.1.y
	

	Periodic CSI-IM Resource Configuration
	O
	
	CSI-IM Resource Configuration
9.2.3.z
	

	Semi-Persistent CSI-IM Resource Configuration
	O
	
	CSI-IM Resource Configuration
9.2.3.z
	



<< Next Change >>

[bookmark: _Hlk208837007]9.3.1.x	NZP CSI-RS Resource Configuration
This IE contains the CSI-RS resource configuration used for LTM.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI-RS Resource to AddMod List
	O
	
	OCTET STRING
	Contains the ltm-NZP-CSI-RS-ResourceToAddModList as defined in TS 38.331 [8].



[bookmark: _Hlk208837013]9.3.1.y	NZP CSI-RS Resource Set Configuration
This IE contains the CSI-RS resource set configuration used for LTM.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI-RS Resource Set to AddMod List
	O
	
	OCTET STRING
	Includes ltm-NZP-CSI-RS-ResourceSetToAddModList contained in the LTM-Config IE as defined in TS 38.331 [10].



[bookmark: _Hlk208837021]9.2.3.z	CSI-IM Resource Configuration
This IE contains the CSI-IM resource configuration used for LTM.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI-IM Resource to AddMod List
	O
	
	OCTET STRING
	Includes ltm-CSI-IM-ResourceToAddModList contained in the LTM-Config IE as defined in TS 38.331 [8].

	CSI-IM ResourceSet to AddMod List
	O
	
	OCTET STRING
	Includes ltm-CSI-IM-ResourceSetToAddModList contained in the LTM-Config IE as defined in TS 38.331 [8].





<< Next Change >>


	


CSI-RSResourceConfig ::= SEQUENCE  {
	periodicCSI-RSResourceConfigurationToAddModList		NZP-CSI-RS-ResourceConfigurationOCTET STRING	OPTIONAL,
	spCSI-RSResourceConfigurationToAddModList			NZP-CSI-RS-ResourceConfigurationOCTET STRING	OPTIONAL,
	cSI-RSResourceConfigurationToReleaseList			OCTET STRING	OPTIONAL,
	periodicCSI-RSResourceSetConfiguration				NZP-CSI-RS-ResourceSetConfiguration	OPTIONAL,
	spCSI-RSResourceSetConfiguration					NZP-CSI-RS-ResourceSetConfiguration	OPTIONAL,
	periodicCSI-IMResourceConfiguration					CSI-IM-ResourceConfiguration	OPTIONAL,
	spCSI-IMResourceConfiguration						CSI-IM-ResourceConfiguration	OPTIONAL,

	iE-Extensions										ProtocolExtensionContainer { { CSI-RSResourceConfig-ExtIEs} }	OPTIONAL,
	...
}

CSI-RSResourceConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
[bookmark: _Hlk211529659]<< Next Change >>
NZP-CSI-RS-ResourceConfiguration ::= SEQUENCE {
	cSI-RSResourceToAddModList			OCTET STRING OPTIONAL,
	cSI-RSResourceToReleaseList			OCTET STRING OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { NZP-CSI-RS-ResourceConfiguration-ExtIEs} } OPTIONAL,
	...
}


NZP-CSI-RS-ResourceConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NZP-CSI-RS-ResourceSetConfiguration ::= SEQUENCE {
	cSI-RSResourceSetToAddModList				OCTET STRING OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { NZP-CSI-RS-ResourceSetConfiguration-ExtIEs} } OPTIONAL,
...
}


NZP-CSI-RS-ResourceSetConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
...
}


CSI-IM-ResourceConfiguration ::= SEQUENCE {
	cSI-IMResourceToAddModList					OCTET STRING OPTIONAL,
	cSI-IMResourceSetToAddModList				OCTET STRING OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CSI-IM-ResourceConfiguration-ExtIEs} } OPTIONAL,
...
}


CSI-IM-ResourceConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

<< End of Changes >>
