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-------------------------Start of the First Change-------------------------
[bookmark: _Toc20954940][bookmark: _Toc29503377][bookmark: _Toc29503961][bookmark: _Toc29504545][bookmark: _Toc36552991][bookmark: _Toc36554718][bookmark: _Toc45652008][bookmark: _Toc45658440][bookmark: _Toc45720260][bookmark: _Toc45798140][bookmark: _Toc45897529][bookmark: _Toc51745733][bookmark: _Toc64445997][bookmark: _Toc73981867][bookmark: _Toc88651956][bookmark: _Toc97890999][bookmark: _Toc99123077][bookmark: _Toc99661881][bookmark: _Toc105151942][bookmark: _Toc105173748][bookmark: _Toc106108747][bookmark: _Toc106122652][bookmark: _Toc107409205][bookmark: _Toc112756394][bookmark: _Toc200457746]8.7.2	RAN Configuration Update
[bookmark: _CR8_7_2_1][bookmark: _Toc20954941][bookmark: _Toc29503378][bookmark: _Toc29503962][bookmark: _Toc29504546][bookmark: _Toc36552992][bookmark: _Toc36554719][bookmark: _Toc45652009][bookmark: _Toc45658441][bookmark: _Toc45720261][bookmark: _Toc45798141][bookmark: _Toc45897530][bookmark: _Toc51745734][bookmark: _Toc64445998][bookmark: _Toc73981868][bookmark: _Toc88651957][bookmark: _Toc97891000][bookmark: _Toc99123078][bookmark: _Toc99661882][bookmark: _Toc105151943][bookmark: _Toc105173749][bookmark: _Toc106108748][bookmark: _Toc106122653][bookmark: _Toc107409206][bookmark: _Toc112756395][bookmark: _Toc200457747]8.7.2.1	General
[bookmark: _CR8_7_2_2][bookmark: _Toc20954942][bookmark: _Toc29503379][bookmark: _Toc29503963][bookmark: _Toc29504547][bookmark: _Toc36552993][bookmark: _Toc36554720][bookmark: _Toc45652010][bookmark: _Toc45658442][bookmark: _Toc45720262][bookmark: _Toc45798142][bookmark: _Toc45897531][bookmark: _Toc51745735][bookmark: _Toc64445999][bookmark: _Toc73981869][bookmark: _Toc88651958][bookmark: _Toc97891001][bookmark: _Toc99123079][bookmark: _Toc99661883][bookmark: _Toc105151944][bookmark: _Toc105173750][bookmark: _Toc106108749][bookmark: _Toc106122654][bookmark: _Toc107409207][bookmark: _Toc112756396][bookmark: _Toc200457748]The purpose of the RAN Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and the AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non UE-associated signalling.
If the NG-RAN node supports A-IoT and is communicating directly with an AIOTF, as specified in TS 23.369 [60], the RAN Configuration Update procedure, as depicted in Figures 8.7.2.2-2 and 8.7.2.3-2 and specified in the respective sections, is executed between the NG-RAN node and the AIOTF.
8.7.2.2	Successful Operation


Figure 8.7.2.2-1: RAN configuration update: successful operation with the AMF


Figure 8.7.2.2-2: RAN configuration update: successful operation with the AIOTF
//skip unchanged part
[bookmark: _Toc20954943][bookmark: _Toc29503380][bookmark: _Toc29503964][bookmark: _Toc29504548][bookmark: _Toc36552994][bookmark: _Toc36554721][bookmark: _Toc45652011][bookmark: _Toc45658443][bookmark: _Toc45720263][bookmark: _Toc45798143][bookmark: _Toc45897532][bookmark: _Toc51745736][bookmark: _Toc64446000][bookmark: _Toc73981870][bookmark: _Toc88651959][bookmark: _Toc97891002][bookmark: _Toc99123080][bookmark: _Toc99661884]If the RAN Configuration Update procedure is executed between the NG-RAN node and the AIOTF:
-	The NG-RAN node initiates the procedure by sending a RAN CONFIGURATION UPDATE message to the AIOTF including an appropriate set of updated configuration data that it has just taken into operational use. The AIOTF responds with a RAN CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the RAN CONFIGURATION UPDATE message, the AIOTF shall interpret that the corresponding configuration data is not changed and shall continue to operate the NG-C interface with the existing related configuration data.
If the RAN Configuration Update procedure is triggered by an NG-RAN node supporting A-IoT:
-	If the A-IoT Support IE is included in the RAN CONFIGURATION UPDATE message and set to “A-IoT only”, the receiving node shall, if supported, consider that the NG-RAN node only supports A-IoT radio.
-	If the A-IoT Support IE is included in the RAN CONFIGURATION UPDATE message and set to “A-IoT and NR Uu”, the receiving node shall, if supported, consider that the NG-RAN node supports both A-IoT radio and NR Uu radio.
If the Additional ULI IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall, if supported, store this information, and take it into account for determining the location of UEs served by the NG-RAN node, as specified in TS 23.501 [9].
[bookmark: _CR8_7_2_3][bookmark: _CR9_2_6_2][bookmark: _CR9_2_6_4][bookmark: _Toc20955119][bookmark: _Toc29503565][bookmark: _Toc29504149][bookmark: _Toc29504733][bookmark: _Toc36553179][bookmark: _Toc36554906][bookmark: _Toc45652215][bookmark: _Toc45658647][bookmark: _Toc45720467][bookmark: _Toc45798347][bookmark: _Toc45897736][bookmark: _Toc51745940][bookmark: _Toc64446204][bookmark: _Toc73982074][bookmark: _Toc88652163][bookmark: _Toc97891206][bookmark: _Toc99123327][bookmark: _Toc99662131][bookmark: _Toc105152197][bookmark: _Toc105174003][bookmark: _Toc106109001][bookmark: _Toc106122906][bookmark: _Toc107409459][bookmark: _Toc112756648][bookmark: _Toc200458019]-------------------------Start of the Next Change-------------------------
9.2.6.4	RAN CONFIGURATION UPDATE
This message is sent by the NG-RAN node to transfer updated application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	//skip unchanged part
	
	
	
	
	
	

	NB-IoT Default Paging DRX
	O
	
	9.3.1.137
	
	YES
	ignore

	Extended RAN Node Name
	O
	
	9.3.1.193
	
	YES
	ignore

	Additional ULI
	O
	
	9.3.1.280
	
	YES
	ignore

	A-IoT Support
	O
	
	9.3.1.278
	
	YES
	reject



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.



-------------------------Start of the Next Change-------------------------


	

[bookmark: _Toc20955355][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc29504976][bookmark: _Toc36553429][bookmark: _Toc36555156][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc45720807][bookmark: _Toc45798687][bookmark: _Toc45898076][bookmark: _Toc51746283][bookmark: _Toc64446548][bookmark: _Toc73982418][bookmark: _Toc88652508][bookmark: _Toc97891552][bookmark: _Toc99123757][bookmark: _Toc99662563][bookmark: _Toc105152642][bookmark: _Toc105174448][bookmark: _Toc106109446][bookmark: _Toc107409904][bookmark: _Toc112757093][bookmark: _Toc200458510]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 
//skip unchanged part
-- **************************************************************
--
-- RAN CONFIGURATION UPDATE 
--
-- **************************************************************

RANConfigurationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RANConfigurationUpdateIEs} },
	...
}

RANConfigurationUpdateIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RANNodeName								CRITICALITY ignore	TYPE RANNodeName									PRESENCE optional	}|
	{ ID id-SupportedTAList							CRITICALITY reject	TYPE SupportedTAList								PRESENCE optional	}|
	{ ID id-DefaultPagingDRX						CRITICALITY ignore	TYPE PagingDRX										PRESENCE optional	}|
	{ ID id-GlobalRANNodeID							CRITICALITY ignore	TYPE GlobalRANNodeID								PRESENCE optional	}|
	{ ID id-NGRAN-TNLAssociationToRemoveList		CRITICALITY reject	TYPE NGRAN-TNLAssociationToRemoveList			PRESENCE optional	}|
	{ ID id-NB-IoT-DefaultPagingDRX					CRITICALITY ignore	TYPE NB-IoT-DefaultPagingDRX						PRESENCE optional	}|
	{ ID id-Extended-RANNodeName					CRITICALITY ignore	TYPE Extended-RANNodeName							PRESENCE optional	}|
	{ ID id-AdditionalULI							CRITICALITY ignore	TYPE AdditionalULI 									PRESENCE optional	}|
	{ ID id-AIoT-Support							CRITICALITY reject	TYPE AIoT-Support									PRESENCE optional	},
	...
}

-------------------------End of the Changes-------------------------
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