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1	Introduction
This TP captures the discussion of the following CB:
CB: # 21_ISACarch
- capture protocol stack options and characteristics/description
- further discuss criteria (only) for protocol stack selection, e.g. measurement levels, reliability, etc.

2	TP to pCR 38.765
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<change starts>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
7.x1	Protocol stack for sensing signalling
Figure 7.x1-1 shows the protocol stack for sensing signaling between the gNB and the SF:


Figure 7.x1-1. Protocol Stack for sensing signalling

Editor’s Note x3: FFS whether Nx-AP is NGAP or a new application protocol.

7.x2	Protocol stack for sensing data
Figure 7.x2-1 shows SCTP-based protocol stack (option 1) for sensing data transmission between gNB and SF:


Figure 7.x2-1. SCTP-based Protocol Stack for sensing data
Figure 7.x2-2 shows GTP-U-based protocol stack (option 2) for sensing data transmission between gNB and SF:


Figure 7.x2-2. GTP-U-based Protocol Stack for sensing data
Figure 7.x2-3 shows WebSocket-based Protocol stack (option 3) for sensing data transmission between gNB and SF:


Figure 7.x2-3. WebSocket-based Protocol Stack for sensing data
Editor’s Note x4: FFS on whether TLS is included.
The following table shows the evaluations of the transport protocol for sensing data.
Table 7.x2-1: Evaluations for sensing data transport protocol stacks.
	Criteria
	Option 1
	Option 2
	Option 3

	Suitable for large volume of data
	
	
	

	Reliability (e.g., in-sequence delivery, re-transmission capability)
	
	
	

	Protocol Efficiency & Overhead
	
	
	

	Standarization efforts & Impact to other WG(s)
	
	
	



Note x, in the evaluation, it has been assumed all the options can be secure. 
Editor’s Note x5: the content of this table needs to be further discussed.
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<change ends>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
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