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	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow Notify List
	
	0..1
	
	
	-
	

	>QoS Flow Notify Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Notification Cause
	M
	
	ENUMERATED (fullfilled, not fulfilled, …, not fulfilled DL, not fulfilled UL)
	Indicates the notification cause information for the specific GBR QoS flow, as specified in TS 23.501 [9].
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Notify Index
9.3.1.153
	Index to the currently fulfilled alternative QoS parameters set. Value 0 indicates that NG-RAN cannot even fulfil the lowest alternative parameters set.
	YES
	Ignore

	>>TSC Traffic Characteristics Feedback
	O
	
	9.3.1.257
	
	YES
	ignore

	QoS Flow Released List 
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	QoS Flow Feedback List
	
	0..1
	
	
	YES
	ignore

	>QoS Flow Feedback Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Update Feedback 
	O
	
	BIT STRING {
CN PDB DL(0),
CN PDB UL(1)}
(SIZE(8, …))
	Each position in the bitmap represents a QoS parameter. 
If a bit is set to "1", the respective parameter was not updated.
If a bit is set to "0", the respective parameter was successfully updated.
Bits 2-7 reserved for future use.
	-
	

	>>CN Packet Delay Budget Downlink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Indicates when the packet delay budget downlink was not updated in path switch that NG-RAN can offer this value
	-
	

	>>CN Packet Delay Budget Uplink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Indicates when the packet delay budget uplink was not updated in path switch that NG-RAN can offer this value
	-
	



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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