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<< Start of Changes >>
[bookmark: _Toc45832402][bookmark: _Toc51763655][bookmark: _Toc64448824][bookmark: _Toc66289483][bookmark: _Toc74154596][bookmark: _Toc81383340][bookmark: _Toc88657973][bookmark: _Toc97910885][bookmark: _Toc99038605][bookmark: _Toc99730868][bookmark: _Toc105510997][bookmark: _Toc105927529][bookmark: _Toc106110069][bookmark: _Toc113835506][bookmark: _Toc120124353][bookmark: _Toc200530537][bookmark: OLE_LINK25]9.2.10.1	ACCESS AND MOBILITY INDICATION
This message is sent by gNB-CU to gNB-DU to provide access and mobility information to the gNB-DU.
Direction: gNB-CU  gNB-DU.
	[bookmark: _Hlk39157288]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	[bookmark: OLE_LINK81]RA Report List
	
	0..1
	
	
	YES
	ignore

	>RA Report Item
	
	1 .. <maxnoofRAReports>
	
	
	-
	

	>>RA Report Container
	M
	
	OCTET STRING
	Includes the RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier 
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	RLF Report Information List
	
	0..1
	
	
	YES
	ignore

	>RLF Report Information Item
	
	[bookmark: OLE_LINK84]1 .. <maxnoofRLFReports>
	
	
	-
	

	>>NR UE RLF Report Container
	M
	
	OCTET STRING
	Includes the nr-RLF-Report-r16 IE contained in the UEInformationResponse message defined in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	>>C-RNTI
	O
	
	9.3.1.32
	C-RNTI allocated at the source gNB-DU. This IE is included in case the gNB-DU responsible for the LTM failure is not the gNB-DU serving the UE at the time of LTM failure.
	YES
	ignore

	>>RLF Report Failure Type
	O
	
	ENUMERATED (too late LTM, too early LTM, LTM to wrong cell,...)
	
	YES
	ignore

	Successful HO Report Information List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report Information Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	-
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
	

	Successful PSCell Change Report Information List
	
	0..1
	
	
	YES
	ignore

	>Successful PSCell Change Report information Item
	
	1..<maxnoofSuccessfulPSCellChangeReports>
	
	
	-
	

	>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	Includes the SuccessPSCell-Report IE as defined in TS 38.331 [8].

	-
	

	Failure Reporting without RLF report
	
	0..1
	
	
	
	

	>gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	-
	

	>Recovery or Re-establishment cell ID NR CGI
	M
	
	NR CGI 
9.3.1.12
	NR CGI for the re-establishment or recovery cell.
	-
	

	>C-RNTI
	O
	
	9.3.1.32
	C-RNTI allocated at the source gNB-DU
	YES
	ignore

	>RLF ReportFailure Type
	MO
	
	ENUMERATED (too late LTM, too early LTM, LTM to wrong cell,...)
	
	YES
	ignore

	MRO for LTM Information
	
	0..1
	
	
	YES
	ignore

	>gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	-
	

	>BFR SSB Index
	O
	
	INTEGER (0..63)
	SSB Index of the recovery beam used at successful Beam Failure Recovery.
	-
	

	>Target SSB Index after Cell Switch Failure
	O
	
	INTEGER (0..63)
	SSB Index of the re-established or recovery beam after LTM Cell Switch Failure.
	-
	

	>TA Information
	O
	
	INTEGER (0..4095)
	Indicates the TA value, as defined in TS 38.213 [31], used at successful Random Access during LTM recovery or re-establishment after a Cell Switch failure in same cell.
	-
	



	Range bound
	Explanation

	maxnoofRAReports
	Maximum no. of RA Reports, the maximum value is 64.

	maxnoofRLFReports
	Maximum no. of RLF Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.

	maxnoofSuccessfulPSCellChangeReports
	Maximum no. of Successful PSCell Change Reports. Value is 64.



<< The Next Changes >>


	


[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc209695302]9.4.4	PDU Definitions
<SKIP>

	LPWUSPSAssistanceInfo,
	FurtherExtendedUEIdentityIndexValue,
	CLI-MeasurementResult-List,
	SRS-Resource-Indication,
	FailureReportingWithoutRLFReport,
	MROForLTM-Information,
	LastVisitedLTMCells,
	OnDemand-SIB1-Cell,
	LTMSecurityInformation,
	LTMInformationSCGAdd,

<SKIP>


	id-LPWUSPSAssistanceInfo,
	id-FurtherExtendedUEIdentityIndexValue,
	id-CLI-MeasurementResult-List,
	id-SRS-Resource-Indication,
	id-FailureReportingWithoutRLFReport,
	id-MROForLTM-Information,
	id-LastVisitedLTMCells,
	id-OnDemand-SIB1-Cell,
	id-LTMSecurityInformation,

<SKIP>

-- **************************************************************
--
--  Access And Mobility Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Access And Mobility Indication 
--
-- **************************************************************

[bookmark: OLE_LINK114]AccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { AccessAndMobilityIndicationIEs} },
	...
}

AccessAndMobilityIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-RAReportList				CRITICALITY ignore	TYPE RAReportList			PRESENCE optional }|
	{ ID id-RLFReportInformationList				CRITICALITY ignore	TYPE RLFReportInformationList				PRESENCE optional }|
	{ ID id-SuccessfulHOReportInformationList		CRITICALITY ignore	TYPE SuccessfulHOReportInformationList	PRESENCE optional }|
	{ ID id-SuccessfulPSCellChangeReportInformationList	CRITICALITY ignore	TYPE SuccessfulPSCellChangeReportInformationList		PRESENCE optional }|
	{ ID id-FailureReportingWithoutRLFReport				CRITICALITY ignore 	TYPE FailureReportingWithoutRLFReport		PRESENCE optional }|
	{ ID id-MROForLTM-Information					CRITICALITY ignore 	TYPE MROForLTM-Information			PRESENCE optional },
	...
}


<< The Next Changes >>

[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc209695303]9.4.5	Information Element Definitions
<SKIP>
[bookmark: _Hlk207638596][bookmark: MCCQCTEMPBM_00000290]FailureReportingWithoutRLFReport ::= SEQUENCE { 
	gNB-DU-UE-F1AP-ID					GNB-DU-UE-F1AP-ID,
	reestRecoveryCGI			NRCGI,
	c-RNTI					C-RNTI			 	OPTIONAL,
	rLFReportfFailureType		RLFReportFailureType		OPTIONAL, -- this IE may need to be revised
	iE-Extensions			ProtocolExtensionContainer { { FailureReportingWithoutRLFReport-ExtIEs } }		OPTIONAL,
	...
}

FailureReportingWithoutRLFReport-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
<< The Next Changes >>

[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc209695305]9.4.7	Constant Definitions
<SKIP>
id-NZP-CSI-RS-Resources-Config						ProtocolIE-ID ::= 884
id-SRS-Resource-Indication							ProtocolIE-ID ::= 885
id-SRS-Resource-Configuration						ProtocolIE-ID ::= 886
[bookmark: MCCQCTEMPBM_00000372]id-rLFReportFailureType								ProtocolIE-ID ::= 887
[bookmark: _Hlk207638879][bookmark: MCCQCTEMPBM_00000373]id-FailureReportingWithoutRLFReport							ProtocolIE-ID ::= 888
[bookmark: MCCQCTEMPBM_00000374]id-MROForLTM-Information								ProtocolIE-ID ::= 889
id-LastVisitedLTMCells								ProtocolIE-ID ::= 890
[bookmark: MCCQCTEMPBM_00000375][bookmark: MCCQCTEMPBM_00000376]id-OnDemandSIB1										ProtocolIE-ID ::= 891
id-PagingAdaptationIndication						ProtocolIE-ID ::= 892
id-OnDemand-SIB1-Cell								ProtocolIE-ID ::= 893

<< End of Changes >>

