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Introduction
This contribution provides the corresponding TP for TR 38.799 based on the architecture and protocol stack proposed in [1]. 
Reference
[1] R3-241893	Discussion on architecture and protocol stack for R19 WAB, ZTE
TP for TR 38.799 
4.2	WAB Architecture
Editor Note: Architecture and protocol stack to support a gNB with MT function providing PDU session backhaul.
4.2.X User plane protocol stack
One example of the protocol stack for NG-U/Xn-U traffic transfer via PDU session without WAB-MT’s GTP-U tunnel is shown in Figure 4.2.X-1 and Figure 4.2.X-2. 


Figure 4.2.X-1: Protocol stack for NG-U traffic via WAB-MT’s PDU session without WAB-MT’s GTP-U tunnel


Figure 4.2.X-2: Protocol stack for Xn-U traffic via WAB-MT’s PDU session without WAB-MT’s GTP-U tunnel

4.2.Y Control plane protocol stack
One example of the protocol stack for NG-C/Xn-C traffic transfer via PDU session without WAB-MT’s GTP-U tunnel is shown in Figure 4.2.Y-1 and Figure 4.2.Y-2. 


Figure 4.2.Y-1: Protocol stack for NG-C traffic via WAB-MT’s PDU session without WAB-MT’s GTP-U tunnel


Figure 4.2.Y-2: Protocol stack for Xn-C traffic via WAB-MT’s PDU session without WAB-MT’s GTP-U tunnel
Another example of the protocol stack for NG-C/Xn-C traffic transfer via WAB-MT’s SRB is shown in Figure 4.2.Y-3 and Figure 4.2.Y-4. 


Figure 4.2.Y-3: Protocol stack for NG-C traffic via WAB-MT’s SRB


Figure 4.2.Y-4: Protocol stack for Xn-C traffic via WAB-MT’s SRB
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