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	Reason for change:
	Configuration of 256 CAG IDs to the UE will consume a significant larger memory at the UE just for the storage of configuration.


	
	

	Summary of change:
	· Add semantics to the CAG List IE for logged MDT to restrict the maximum number of the CAG IDs in total. 
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) 
This CR has an impact under protocol and functional point of view. 
The impact can be considered isolated. 
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[bookmark: _Toc155960244][bookmark: _Toc112756891][bookmark: _Toc105152440][bookmark: _Toc107409702]9.2.3.191	CAG List for MDT
This IE is used to identify the list of Public Network Integrated NPNs for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk118128157]CAG List for MDT
	
	1..< maxnoofCAGforMDT >
	
	For logged MDT, this list contains a maximum of 144 Public Network Integrated NPNs with a maximum of 12 different PLMN identities, configurable to the CAG-ConfigList IE defined in TS 38.331 [10] where a PLMN ID may be repeated more than once.

	>PLMN Identity
	M
	
	9.2.2.4
	

	>CAG-Identifier
	M
	
	9.2.2.66
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 256.
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