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1. Introduction
This contribution provides the simulation results about 8Rx demodulation performance for PDSCH, and the assumption is based on the approved WF in [1].
2. [bookmark: _Hlk70326378][bookmark: OLE_LINK1][bookmark: OLE_LINK2]Simulation Results

	Duplex CBW/SCS
	Antenna configuration
	Rank, MCS
(Table)
	Channel model
	% of TP
	Ideal (dB)
	Impairment (dB)

	TDD 40 MHz/30 kHz
	8T8R ULA Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	70
	21.2
	23.2

	FDD 10 MHz/15 kHz
	8T8R ULA Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	70
	21.0
	23.0


Table 1-1.  Simulation results for 8Rx PDSCH (Single Carrier)










	Duplex CBW/SCS
	Antenna configuration
	Rank, MCS
(Table)
	Channel model
	% of TP
	Channel bandwidth for single CC (MHz)

	
	
	
	
	
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50

	FDD 15 kHz
	2T8R ULA Medium B
	Rank 2, MCS19 (Table 1)
	TDLC300-100
	70
	9.89
	9.86
	10.11
	10.30
	10.13
	10.14
	10.13
	10.51
	10.41
	10.36

	
	8T8R Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	
	21.0
	21.0
	21.9
	22.3
	22.2
	22.4
	22.5
	22.8
	22.9
	22.9


Table 2-1.  Ideal simulation results for 8Rx CA PDSCH under FDD 15kHz SCS

Table 2-2 Impairment simulation results for 8Rx CA PDSCH under FDD 15kHz SCS
	Duplex CBW/SCS
	Antenna configuration
	Rank, MCS
(Table)
	Channel model
	% of TP
	Channel bandwidth for single CC (MHz)

	
	
	
	
	
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50

	FDD 15 kHz
	2T8R ULA Medium B
	Rank 2, MCS19 (Table 1)
	TDLC300-100
	70
	11.89
	11.86
	12.11
	12.30
	12.13
	12.14
	12.13
	12.51
	12.41
	12.36

	
	8T8R Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	
	23.0
	23.0
	23.9
	24.3
	24.2
	24.4
	24.5
	24.8
	24.9
	24.9




Table 3-1.  Ideal simulation results for 8Rx CA PDSCH under TDD 30kHz SCS
	Duplex CBW/SCS
	Antenna configuration
	Rank, MCS
(Table)
	Channel model
	% of TP
	Channel bandwidth for single CC (MHz)

	
	
	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	TDD 30 kHz
	2T8R ULA Medium B
	Rank 2, MCS19 (Table 1)
	TDLC300-100
	70
	9.97
	10.52
	10.70
	10.65
	10.71
	10.61
	10.92
	10.73
	11.05
	11.03
	10.97
	11.25

	
	8T8R Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	
	20.6
	20.8
	21.0
	21.1
	21.2
	21.7
	21.2
	21.8
	22.2
	22.5
	22.6
	22.7





Table 3-2.  Impairment simulation results for 8Rx CA PDSCH under TDD 30kHz SCS
	Duplex CBW/SCS
	Antenna configuration
	Rank, MCS
(Table)
	Channel model
	% of TP
	Channel bandwidth for single CC (MHz)

	
	
	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	TDD 30 kHz
	2T8R ULA Medium B
	Rank 2, MCS19 (Table 1)
	TDLC300-100
	70
	11.97
	12.52
	12.70
	12.65
	12.71
	12.61
	12.92
	12.73
	13.05
	13.03
	12.97
	13.25

	
	8T8R Low
	Rank 8, MCS17 (Table 1)
	TDLA30-10
	
	22.6
	22.8
	23
	23.1
	23.2
	23.7
	23.2
	23.8
	24.2
	24.5
	24.6
	24.7



3. Reference
[1] R4-2321199, WF for 8Rx UE performance requirements, Huawei, HiSilicon, RAN4 #109, November, 2023
