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1 Introduction
The WID for EN-DC was updated in RAN #103 meeting. This contribution provides a TP for TR 37.718-21-11 to finish the UE RF requirements for the band combination.
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Text Proposal
<TP for TR 37.718-21-11>
5.x
DC_3-8_n78
5.x.1
Configurations for DC
Table 5.x.1-1: Inter-band DC configurations (three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

	DC_3C-8A_n78A
	DC_3C_n78A


5.x.2
Co-existence studies
The UE co-existence for 2UL DC_3C_n78A have already been analysed.

For UL DC_3C_n78A, the triple beats are analysed below.
Table 5.x.2-1: Triple beat analysis for UL DC_3C_n78A
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high
	
	

	UL frequency (MHz)
	1710
	1785
	3300
	3800
	
	

	UE UL carriers
	fx1_low
	fx2_low
	fx1_high
	fx2_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1730
	1765
	1785
	3300
	3800

	TB1
	|fx1_low-fx2_low+fy_low |
	|fx1_low-fx2_low+fy_high |
	|fx1_high-fx2_high+fy_low |
	|fx1_high-fx2_high+fy_high |
	minFrequency limits
	maxFrequency limits

	TB IMD frequency limits (MHz)
	3280
	3780
	3280
	3780
	3280
	3780

	TB2
	|-fx1_low+fx2_low+fy_low |
	|-fx1_low+fx2_low+fy_high |
	|-fx1_high+fx2_high+fy_low |
	|-fx1_high+fx2_high+fy_high |
	minFrequency limits
	maxFrequency limits

	TB IMD frequency limits (MHz)
	3320
	3820
	3320
	3820
	3320
	3820

	TB3
	|-fx1_low-fx2_low+fy_low |
	|-fx1_low-fx2_low+fy_high |
	|-fx1_high-fx2_high+fy_low |
	|-fx1_high-fx2_high+fy_high |
	minFrequency limits
	maxFrequency limits

	TB IMD frequency limits (MHz)
	140
	360
	250
	250
	140
	360

	TB4
	|fx1_low+fx2_low+fy_low |
	|fx1_low+fx2_low+fy_high |
	|fx1_high+fx2_high+fy_low |
	|fx1_high+fx2_high+fy_high |
	minFrequency limits
	maxFrequency limits

	TB IMD frequency limits (MHz)
	6740
	7240
	6850
	7350
	6740
	7350


There is no triple beat interference falling into the Rx band 8.
5.x.3
∆TIB and ∆RIB values
∆TIB and ∆RIB values have been specified in current spec.
5.x.4
Reference sensitivity exceptions

There is no need to specify the REFSENS exception for UL DC_3C_n78A of DC_3C-8A_n78A.
<End of TP >
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