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	Reason for change:
	Following applicability conditions are defined for cell reselection requirements for FR2-NTN:
· no inter-satellite measurement is configured; 
· single SAN Tx beam per radio cell in DL; 
· same UE Rx beam is used for both serving and neighboring cells which belong to the same satellite. 
1. For the second condition, Tx beam is not a defined term in spec. Also, it has been agreed in RAN4 (for RLM requirements) to consider multiple SSBs per cell, so this condition is confusing. 
2. For the third condition, it is actually a requirement to UE instead of a condition. The requirement is reflected by allowing no scaling for Rx beam sweeping in cell reselection delay. 

	
	

	Summary of change:
	Remove the second and third condition for cell reselection requirements for FR2-NTN.
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<Start of Change 1>
4.2C.1	Introduction
The cell reselection procedure allows the UE to select a more suitable cell and camp on it.
When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency and inter-frequency cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may provide explicit neighbour list, or only carrier frequency information and bandwidth information. UE measurement activity is also controlled by measurement rules defined in TS 38.304 [1], allowing the UE to limit its measurement activity.
The requirements in this clause shall apply for the quasi-earth fixed cell and the earth moving cell. 
Editor note: FFS on requirements/conditions for time based cell reselection for earth moving cell 
The requirements in clause 4.2C apply to FR1-NTN and FR2-NTN as defined in TS 38.108 [37]. 
The requirements in clause 4.2C apply to FR2-NTN with the following assumption: 
· no inter-satellite measurement is configured; 
· 
· 

<End of Change 1>

