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Introduction
In the RAN#103 meeting, new WID on Enhancements for Air-to-ground network for NR has been approved and it’s expected to start the normative work from this April meeting. In this contribution, we would like to share some views on RF requirements for ATG BS supporting intra-band CA and inter-band.
	· Specify the RF and RRM core requirements for intra-band co-located and inter-band co-located DL CA [RAN4]:
· FR1 intra-band contiguous CA
· Example band combination: n79
· FR1+FR1 inter-band CA
· Example band combination: n3+n39
· Specify the RF requirements for support of UL MIMO with 2TX for single CC for UE. [RAN4]
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In Rel-19, ATG UE is supposed to support the intra-band DL CA and inter-band DL CA. From our understanding, the existing FR1 BS TAE requirement for intra-band contiguous CA and inter-band CA could be reused for ATG BS. For other RF requirement, since these requirement is specified in generic way and which could be also applicable for ATG BS supporting intra-band DL contiguous CA and inter-band CA. 
Proposal 1: for TAE requirement for ATG BS supporting intra-band contiguou CA and inter-band CA, to reuse the existing FR1 TAE requirements; 
Proposal 2: for RF requirements other than TAE for ATG BS supporting intra-band contiguou CA and inter-band CA, to follow the same requirement as defined for the legacy BS.
Conclusions
In this contribution, we shared some initial views on the RF requirements for ATG BS supporting CA in Rel-19 and proposals are made as following: 
Proposal 1: for TAE requirement for ATG BS supporting intra-band contiguou CA and inter-band CA, to reuse the existing FR1 TAE requirements; 
Proposal 2: for RF requirements other than TAE for ATG BS supporting intra-band contiguou CA and inter-band CA, to follow the same requirement as defined for the legacy BS.
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