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This clause covers requirements for a UE coming from all other release independent features that are not covered under clause 3A.1, 3A.2 and 3A.3, e.g. generic baseband requirements or requirements that are not band/CA configuration specific.
Table 3A.4-1: Additional requirements of other release independent features
	Feature
	Release
independent from
	Requirements to be fulfilled
(see 36.307 of the REL when the feature was introduced)
	Further information

	RF and performance requirements for 4Rx UEs
	Rel-10
	Table C.1-1, Table C.2-1 for single carrier and Table C.1-2, Table C.2-2 for CA
	Rel-13 WI LTE_4Rx_AP_DL introduced:
- single carrier RF requirements for bands 1, 2, 3, 7, 20, 39, 41, 42: see Table C.1-1
- CA RF requirements for CA_3A-42A and other 1UL CA configurations (see TS 36.101 REL-13 [2] Table 7.3.1A-0a NOTE 20): see Table C.1-2
- single carrier performance requirements for demodulation and CSI: see Table C.2-1
REL-14 WI LTE_4Rx_AP_DL_bands introduced:
- single carrier RF requirements for band 35, 40: see Table C.1-1
- CA RF requirements for some further 1UL CA configurations (see TS 36.101 REL-14 [2]): see Table C.1-2
REL-14 WI LTE_4Rx_AP_DL_CA introduced:
- CA RF requirements for some 2DL/2UL CA configurations (see TS 36.101 REL-14 [2]): see Table C.1-2
- CA performance requirements for demodulation/SDR and CSI: see Table C2-2
REL-15 WI LTE_4Rx_AP_DL_bands_R15 introduced:
- single carrier RF requirements for band 4, 34, 43, 66: see Table C.1-1
- CA RF requirements for some further 1UL CA configurations (see TS 36.101 REL-15 [2]): see Table C.1-2

	RF and performance requirements for 8Rx UEs
	Rel-13
	Table E.1-1, Table E.2-1 for single carrier and Table E.1-2, Table E.2-2 for CA
	Rel-15 WI LTE_8Rx_AP_DL introduced:
- single carrier RF requirements for band 41, 42,43: see Table E.1-1
- CA RF requirements for CA_41C, CA_42C and CA_41A-42A CA configurations (see TS 36.101 Rel-15 [2]): see Table E.1-2
- single carrier performance requirements for demodulation and CSI: see Table E.2-1
- CA performance requirements for demodulation/SDR: see Table E.2-2

	RRM and demodulation requirements for high speed scenario
	Rel-13 (NOTE 1)
	Table D.1-1, Table D.2-1
	Rel-14 WI LTE_high_speed introduced band independent RRM and demodulation requirements. see Table D.1-1, Table D.2-1

	RF, RRM and demodulation requirements for NB-IoT standalone  operation over NTN
	Rel-17
	Table F.1-1 for UE RF requirements,
Table F.2-1 for RRM requirements
Table F.3-1 for UE demodulation requirements
	Rel-18 WI LTE_NBIoT_eMTC_NTN_req introduced RF, RRM and demodulation requirements for NB-IoT standalone operation over NTN with bands specified in Rel-18 TS 36.102.
See tables F.1-1, F.2-1, F.3-1.

	RF, RRM and demodulation requirements for eMTC operation over NTN
	Rel-17
	Table F.1-2 for UE RF requirements, 
Table F.2-2 for RRM requirements
Table F.3-2 for UE demodulation requirements
	Rel-18 WI LTE_NBIoT_eMTC_NTN_req introduced RF, RRM and demodulation requirements for eMTC operation over NTN with bands specified in Rel-18 TS 36.102.
See tables F.1-2, F.2-2, F.3-2.

	RF requirements for high power UE (PC2, PC1) for NB-IoT operation over NTN
	Rel-17
	Table F.1-1 for UE RF requirements
	Rel-19 WI NR_IoT_NTN_req_test_enh introduced RF requirements for PC2 and PC1 UE for NB-IoT over NTN.

	RF requirements for high power UE (PC2) for eMTC operation over NTN
	Rel-17
	Table F.1-2 for UE RF requirements
	Rel-19 WI NR_IoT_NTN_req_test_enh introduced RF requirements for PC2 UE for eMTC over NTN.

	RF requirements for flexible Tx-Rx spacing NB-IoT operation over NTN 
	Rel-18
	Clause 5.4B.3, 7.1 and 7.3B specified in TS 36.102 Rel-P [6]
	Maintenance of Rel-18 WI LTE_NBIoT_eMTC_NTN_req added test points for flexible Tx-Rx spacing. Rel-17 UEs are only subject to requirements with default Tx-Rx spacing.

	RF requirements for flexible Tx-Rx spacing for eMTC operation over NTN 
	Rel-18
	Clause 5.4A.3, 7.1 and 7.3A specified in TS 36.102 Rel-P [6]
	Maintenance of Rel-18 WI LTE_NBIoT_eMTC_NTN_req added test points for flexible Tx-Rx spacing. Rel-17 UEs are only subject to requirements with default Tx-Rx spacing.

	NOTE:	Rel-13 UEs supporting the high speed scenario requirements are assumed to read the Rel-14 high speed scenario information, which is broadcast to all UEs.
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