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<Start of Change 1>
9.1.10	MUSIM gaps
If the UE requires gap patterns for MUSIM purpose, such as cell identification and measurement, paging monitoring, SIB acquisition, and/or on-demand SI request of the target cell in the target network, then the network may provide one or more per-UE MUSIM gap pattern(s) for concurrent monitoring of all frequency layers for MUSIM via MUSIM-GapConfig [2]. The UE can be configured with no more than three periodic MUSIM gap patterns and/or one aperiodic MUSIM gap pattern for MUSIM via MUSIM-GapConfig [2]. The MUSIM gap patterns specified in Table 9.1.10-1 are applicable only for MUSIM operation.
The UE is not required to perform cell identification and measurement, paging monitoring, SIB acquisition, and/or on-demand SI request of the target cell in the target network that is outside the MUSIM gaps.
The UE is not required to conduct reception or transmission from or to the network during MUSIM gaps.
UE supporting MUSIM capability shall support may request MUSIM gap with one or more of the MUSIM gap patterns listed in Table 9.1.10-1 based on UE’s capability specified in TS38.306[14]via MUSIM-GapPreferenceList-r17 [2], and the applicability of MUSIM gap patterns is specified in Table 9.1.10-2. 
UE determines MUSIM gap timing based on gap offset configuration from serving cell provided by higher layer signalling as specified in TS 38.331 [2].
Table 9.1.10-1: MUSIM Gap Pattern Configurations
	MUSIM Gap Pattern Id
	MUSIM Gap Length (MGL, ms)
	MUSIM Gap Repetition Period (MGRP, ms)

	0
	6
	40

	1
	6
	80

	2
	3
	40

	3
	3
	80

	4
	6
	20

	5
	6
	160

	6
	4
	20

	7
	4
	40

	8
	4
	80

	9
	4
	160

	10
	3
	20

	11
	3
	160

	12
	10
	80

	13
	20
	160

	14
	6
	320

	15
	6
	640

	16
	6
	1280

	17
	6
	2560

	18
	10
	320

	19
	10
	640

	20
	10
	1280

	21
	10
	2560

	22
	[bookmark: _Hlk91175055]20
	320

	23
	20
	640

	24
	20
	1280

	25
	20
	2560

	26
	20
	5120

	27
	10
	NA

	28
	20
	NA

	Note 1: Measurement gap pattern #27, #28 are the aperiodic gap pattern without MGRP.



Table 9.1.10-2: Applicability for MUSIM Gap Pattern Configurations supported by the UE with NR standalone operation (with single carrier, NR CA configuration)
	MUSIM gap pattern configuration
	Serving cell 
	Gap Purpose
	Applicable MUSIM Gap Pattern Id

	Per-UE 
	FR1, FR2, or
	MUSIM Note1 

	0-13, 14-26, 27, 28 

	MUSIM gap
	FR1 + FR2
	
	

	
	
	
	

	NOTE 1: 	Inclusion of MUSIM procedures for per-UE MUSIM gaps only in NR single carrier, NR CA mode: MUSIM purpose which includes cell identification and measurement, paging monitoring, SIB acquisition, and/or on-demand SI request of the target cell in the target network.



<End of Change 1>

