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[bookmark: _Toc526331628]START OF CHANGES
[bookmark: _Toc57820136][bookmark: _Toc57821063][bookmark: _Toc61183339][bookmark: _Toc61183733][bookmark: _Toc61184125][bookmark: _Toc61184517][bookmark: _Toc61184907][bookmark: _Toc66386250][bookmark: _Toc74583091][bookmark: _Toc76541904][bookmark: _Toc82449886][bookmark: _Toc82450534][bookmark: _Toc89948923][bookmark: _Toc98755312][bookmark: _Toc98762901][bookmark: _Toc106183830][bookmark: _Toc130401852][bookmark: _Toc137554403][bookmark: _Toc138853465][bookmark: _Toc138946146][bookmark: _Toc145530875][bookmark: _Toc155358398][bookmark: _Toc161657604][bookmark: _Toc161658360]4.6	Applicability of requirements
In table 4.6-1, the requirement applicability for each requirement set of IAB-DUs and mIAB-DUs is defined. In table 4.6-2, the requirement applicability for each requirement set of IAB-MTs and mIAB-MTs is defined. For each requirement, the applicable requirement clause in the specification is identified. Requirements not included in a requirement set is marked not applicable (NA). 
Table 4.6-1: Requirement set applicability for IAB-DUs 
	Requirement
	IAB-DU type 1-H
	IAB-DU type 1-O
	IAB-DU type 2-O

	Output power
	6.2
	NA
	NA

	Output power dynamics 
	6.3
	
	

	Transmit ON/OFF power 
	6.4
	
	

	Transmitted signal quality
	6.5
	
	

	Occupied bandwidth
	6.6.2
	
	

	ACLR
	6.6.3
	
	

	Operating band unwanted
emissions
	6.6.4
	
	

	Transmitter spurious emissions
	6.6.5
	
	

	Transmitter intermodulation 
	6.7
	
	

	Reference sensitivity level
	7.2
	
	

	Dynamic range 
	7.3
	
	

	In-band selectivity and blocking 
	7.4
	
	

	Out-of-band blocking 
	7.5
	
	

	Receiver spurious emissions 
	7.6
	
	

	Receiver intermodulation
	7.7
	
	

	In-channel selectivity 
	7.8
	
	

	Performance requirements
	8
	
	

	Radiated transmit power
	9.2
	9.2
	9.2

	OTA Output power
	NA
	9.3
	9.3

	OTA output power dynamics
	
	9.4
	9.4

	OTA transmit ON/OFF power
	
	9.5
	9.5

	OTA transmitted signal quality
	
	9.6
	9.6

	OTA occupied bandwidth
	
	9.7.2
	9.7.2

	OTA ACLR
	
	9.7.3
	9.7.3

	OTA out-of-band emission
	
	9.7.4
	9.7.4

	OTA transmitter spurious emission 
	
	9.7.5
	9.7.5

	OTA transmitter intermodulation 
	
	9.8
	NA

	OTA sensitivity
	10.2
	10.2
	NA

	OTA reference sensitivity level
	NA
	10.3
	10.3

	OTA dynamic range
	
	10.4
	NA

	OTA in-band selectivity and blocking
	
	10.5
	10.5

	OTA out-of-band blocking
	
	10.6
	10.6

	OTA receiver spurious emission 
	
	10.7
	10.7

	OTA receiver intermodulation
	
	10.8
	10.8

	OTA in-channel selectivity
	
	10.9
	10.9

	Radiated performance requirements
	
	11
	11



Table 4.6-2: Requirement set applicability for IAB-MTs 
	Requirement
	IAB-MT type 1-H
	IAB-MT type 1-O
	IAB-MT type 2-O

	Output power
	6.2
	NA
	NA

	Output power dynamics 
	6.3
	
	

	Transmit ON/OFF power 
	6.4
	
	

	Transmitted signal quality
	6.5
	
	

	Occupied bandwidth
	6.6.2
	
	

	ACLR
	6.6.3
	
	

	Operating band unwanted
emissions
	6.6.4
	
	

	Transmitter spurious emissions
	6.6.5
	
	

	Transmitter intermodulation 
	6.7
	
	

	Reference sensitivity level
	7.2
	
	

	Dynamic range 
	NA
	
	

	In-band selectivity and blocking 
	7.4
	
	

	Out-of-band blocking 
	7.5
	
	

	Receiver spurious emissions 
	7.6
	
	

	Receiver intermodulation
	7.7
	
	

	In-channel selectivity 
	NA
	
	

	Performance requirements
	8
	
	

	Radiated transmit power
	9.2
	9.2
	9.2

	OTA Output power
	NA
	9.3
	9.3

	OTA output power dynamics
	
	9.4
	9.4

	OTA transmit ON/OFF power
	
	9.5
	9.5

	OTA transmitted signal quality
	
	9.6
	9.6

	OTA occupied bandwidth
	
	9.7.2
	9.7.2

	OTA ACLR
	
	9.7.3
	9.7.3

	OTA out-of-band emission
	
	9.7.4
	9.7.4

	OTA transmitter spurious emission 
	
	9.7.5
	9.7.5

	OTA transmitter intermodulation 
	
	9.8
	NA

	OTA sensitivity
	10.2
	10.2
	NA

	OTA reference sensitivity level
	NA
	10.3
	10.3

	OTA dynamic range
	
	NA
	NA

	OTA in-band selectivity and blocking
	
	10.5
	10.5

	OTA out-of-band blocking
	
	10.6
	10.6

	OTA receiver spurious emission 
	
	10.7
	10.7

	OTA receiver intermodulation
	
	10.8
	NA

	OTA in-channel selectivity
	
	NA
	NA

	Radiated performance requirements
	
	11
	11



NEXT CHANGE
[bookmark: _Toc155358405][bookmark: _Toc161657612][bookmark: _Toc161658368]4.12	Specification suffix information
Unless stated otherwise, the suffix shown in Table 4.12-1 is used for indicating the clause for mobile-IAB node.
Table 4.12-1: Definition of suffixes
	Clause suffix
	Variant

	B
	Mobile IAB-node



An IAB-node which supports the mobile feature needs to meet both the general requirements of local area IAB-MT and the additional requirement applicable to the additional clause (suffixes B) in clauses 5, 6, 7,8 ,9, 10,11 and 12. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes B) in clauses 5, 6, 7, ,8,9,10,11 and 12, the tighter requirements are applicable unless stated otherwise in the additional clause. Requirements given in additional clause (Suffix B) in clauses 8 and 11 are only applicable to mIAB-MTs. 
END OF CHANGES

