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1 Introduction/background
[bookmark: OLE_LINK20]The topic summary for ATG BS supporting intra-band contiguous CA and inter-band CA can be found in the [1]. In this WF, some open issues and agreements are captured.
2 Way forward
[bookmark: OLE_LINK14][bookmark: OLE_LINK17][bookmark: OLE_LINK48]Issue 1-1: TAE requirements for ATG BS supporting intra-band contiguous CA and inter-band CA
Way Forward
· To reuse the existing NR BS TAE requirements


Issue 1-2:  How to handle CA TAE requirements for ATG BS in TS38.104

Way Forward
· Option 1: Remove the sentence “There is no TAE requirement for ATG BS” in 6.5.3.1 and 9.6.3
· Option 2: Remove the sentence “There is no TAE requirement for ATG BS” in 6.5.3.1 and 9.6.3, then add the following in 6.5.3.2 and 9.6.3.2,
· For ATG BS, for intra-band contiguous carrier aggregation, without MIMO, TAE shall not exceed 260ns.
· For ATG BS, inter-band carrier aggregation, without MIMO, TAE shall not exceed 3µs.
· Option 3: Find a place to add a general clarification that for ATG, intra-band contiguous CA and inter-band CA are supported but DL MIMO is not supported.  

[bookmark: OLE_LINK8]Issue 1-3:  RF requirements other than TAE for ATG BS supporting intra-band contiguous CA and inter-band CA
[bookmark: OLE_LINK16]
Online agreements:
· To reuse the same requirements as defined for the legacy NR BS RF CA requirements.
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