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<Start of Change>
[bookmark: _Toc74916142][bookmark: _Toc76114767][bookmark: _Toc76544653][bookmark: _Toc82536775][bookmark: _Toc89953068][bookmark: _Toc98766884][bookmark: _Toc99703247][bookmark: _Toc106207038][bookmark: _Toc115081040][bookmark: _Toc121999991][bookmark: _Toc124154890][bookmark: _Toc137396814][bookmark: _Toc156578256]8.4.1.x	Test requirement for PRACH with repetition transmission 
[bookmark: _Toc74916143][bookmark: _Toc76114768][bookmark: _Toc76544654][bookmark: _Toc82536776][bookmark: _Toc89953069][bookmark: _Toc98766885][bookmark: _Toc99703248][bookmark: _Toc106207039][bookmark: _Toc115081041][bookmark: _Toc121999992][bookmark: _Toc124154891][bookmark: _Toc137396815][bookmark: _Toc156578257]8.4.1.x.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.x.1-1 to 8.4.1.x.1-2.
Table 8.4.1.x.1-1: Missed detection requirements for PRACH with repetition transmission, 15 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	Number of Repetitions
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex J)
	offset
	
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	TDLC300-100 Low
	400 Hz
	[2]
	TBD
	TBD
	TBD



Table 8.4.1.x.1-2: Missed detection requirements for PRACH with repetition transmission, 30 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	Number of Repetitions
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex J)
	offset
	
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	TDLC300-100 Low
	400 Hz
	[2]
	TBD
	TBD
	TBD



[bookmark: _Toc21103068][bookmark: _Toc29810917][bookmark: _Toc36636277][bookmark: _Toc37273223][bookmark: _Toc45886313][bookmark: _Toc53183358][bookmark: _Toc58916067][bookmark: _Toc58918248][bookmark: _Toc66694118][bookmark: _Toc74916139][bookmark: _Toc76114764][bookmark: _Toc76544650][bookmark: _Toc82536772][bookmark: _Toc89953065][bookmark: _Toc98766881][bookmark: _Toc99703244][bookmark: _Toc106207034][bookmark: _Toc115081036][bookmark: _Toc121999987][bookmark: _Toc124154886][bookmark: _Toc137396810][bookmark: _Toc156578252]8.4.1.x.2	Test requirement for BS type 2-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.x.2-1
Table 8.4.1.x.2-2: PRACH missed detection test requirements with repetition transmission, 120 kHz SCS in FR2-1
	Number of 
	Number of
	Propagation
	Frequency
	Number of Repetitions
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex J)
	offset
	
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	TDLA30-300 Low
	4000 Hz
	[2]
	TBD
	TBD
	TBD



<End of Change>
