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1 Background
This contribution provides the technical text proposal on the NR CA band combination CA_n28A-n79C with BCS4&5, which has been captured in the latest basket WI [1].
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Table 5.x.1.1-1:  CA band combination CA_n78-n104
	[bookmark: OLE_LINK2]NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	 n28
	703
	 –
	748
	758
	 –
	803
	FDD

	n79
	4400
	 –
	5000
	4400
	 –
	5000
	TDD
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Table 5.x.1.2-1: Supported bandwidths per CA band combination CA_n78-n104
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n28A-n79C
	CA_n79C
CA_n28A-n79A
CA_n28A-n79C
	n28
	n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
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The harmonic / harmonic mixing issue have been analysed in previous release.
IMD order for contiguous UL CA_n79C is calculated as below.
WGap = lowest band edge of n79 - highest DL band edge of n28 = 4400 – 803 = 3597 MHz.
Min(maxUL aggregated BW, UL band bandwidth) = Min(200, 200) = 200 MHz.
IMD order = 2*ceil(WGap /Min(maxUL aggregated BW, UL band bandwidth) + 1 = 37.
There is no need to consider IMD37.
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The TIB,c and RIB have been specified in current spec.
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[bookmark: OLE_LINK13][bookmark: OLE_LINK17][bookmark: OLE_LINK7]For UL CA_n79C configuration, there is no additional REFSENS exception.
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It has been specified in current spec.
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Table 5.x.2.1-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n28A-n79C
	23
	+2/-3
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The UE co-existence for 2UL CA n28A-n79A have already been analysed.
The bands n28 and n79 are not of same or adjacent band groups, so no requirements to be captured on MSD for TB (Triple beat UL CA_n28A-n79C).
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For UL CA_n28A-n79C configuration, there is no additional REFSENS exception.
 ---End of changes---
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